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CABLES CONDUCTOR

ADD 1 SIC.
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E-37

ELECTRICAL SYMBOLS AND NOTES

(FOR STAGE CONSTRUCTION ONLY)

2.

1.

STAGE CONSTRUCTION AREA

EXACT LOCATION OF ELECTRICAL EQUIPMENT WILL

BE DETERMINED BY THE ENGINEER.  ALL ELECTRICAL

EQUIPMENT AS SHOWN ON STAGE CONSTRUCTION PLANS

SHALL BE IN PLACE AND OPERATIONAL AT THE BEGINNING

OF EACH STAGE AS SHOWN ON SIGNAL, LIGHTING AND

SIGN ILLUMINATION (STAGE CONSTRUCTION) PLANS.

WHEN ELECTRICAL EQUIPMENT IS NO LONGER NEEDED

AT THE END OF A STAGE, IT SHALL BE REMOVED AND

SALVAGED.  SALVAGED EQUIPMENT SHALL BE HAULED TO

THE DEPARTMENT OF TRANSPORTATION SIGNAL MAINTENANCE

CENTER AT 30 RICKARD STREET, SAN FRANCISCO, CA,

(415)330-6500 AND STOCKPILED.  BURIED CONDUIT NO

LONGER USED MAY BE ABANDONED IN PLACE AND ABANDON

CONDUCTOR SHALL BE REMOVED.  PULL BOXES AND

FOUNDATIONS SHALL BE REMOVED AND BECOME THE

PROPERTY OF THE CONTRACTOR.

3.

6.

STAGE CONSTRUCTION NOTES

CONSTRUCTION GENERAL NOTES

2.  PERMANENT DESIGN CAN BE INSTALLED DURING THE STAGE

   TO AUGMENT THE TEMPORARY EQUIPMENT.

(FOR E-38 THROUGH E-43)

SIGNAL AND LIGHTING
(STAGE CONSTRUCTION)

(ELECTRICAL PROJECT NOTES AND DETAILS)

E
L

A
I
N

E
 T

. 
W

O
N

G
E

L
A

I
N

E
 T

. 
W

O
N

G

J
E

S
S

I
E

 C
A

B
U

G
A

O

WOOD POLE WITH 12’ LUMINAIRE MASTARM AND

BALLAST, SEE E-38 FOR DETAILS.

FOR SHEET E-38 TO E-44

1

LEGEND

2

3

4

5

6
EXISTING ELECTRICAL EQUIPMENT TO BE MAINTAINED

OR TO REMAIN AS NEEDED.

7

8

9

10

11

12

13

14

15

O

O

O

O

O

EXISTING 3" C, 2#6 (240 V HIGHWAY LIGHTING)

2#6 (240 V LIGHTING)

INSTALL 2#6 (240 V LIGHTING)

1#8 (SN)

2#6 (240 V LIGHTING)

INSTALL 3#14 ( 4)

INSTALL 3#14 ( 2)

INSTALL 3#14 ( 2)

O

INSTALL 6#14 ( 2)O

O

O

16 INSTALL 2" C, 6#14 (`2)

6#14 (`4)

6#14 (`6)

1#8 (SN)

2#6 (240 V LIGHTING)

4 DLC

17 INSTALL 3" C, 6#14 (`2)

18
INSTALL CONTROLLER ON A WOODEN PAD.  SEE WOODEN

PAD CONSTRUCTION DETAIL ON E-38.

19

20

21

2#6 (120 V SERVICE TO HAR CONTROLLER)

2#6 (120 V SERVICE TO RM)

2#10 (120 V SERVICE TO TDC)

3#14 (PEU)

REUSE 2#6 (SERVICE TO RM) FOR TRAFFIC

SIGNAL CONTROLLER ASSEMBLY.

22

2#6 (120 V SERVICE TO HAR CONTROLLER)

2#6 (120 V SERVICE TO RM)

2#10 (120 V SERVICE TO TDC)

REUSE 2#6 (SERVICE TO RM) FOR TRAFFIC

SIGNAL CONTROLLER ASSEMBLY.

23

24

25 INSTALL 3#14 ( 6)O

3#14 ( 8)

1#8 (SN)

2#6 (240 V LIGHTING)

 

O

26 INSTALL 6#14 ( 6)O

O3#14 ( 8)

1#8 (SN)

2#6 (240 V LIGHTING)

2 DLC

 

27 INSTALL 3#14 ( 2)O

1#8 (SN)

3 DLC

 

28

6#14 (`6)

6#14 (`8)

1#8 (SN)

2#6 (240 V LIGHTING)

5 DLC

29 INSTALL 1�" C, 2 DLC.

30 INSTALL 3" C, 6#14 ( 2)

6#14 ( 6)

6#14 ( 8)

1#8 (SN)

7 DLC

O

O

O

31 EXISTING 2" C, 2#6 (240 V HIGHWAY LIGHTING)

2#8 (240 V SIGN LIGHTING)

2#6 (120 V SERVICE TO RM)

2#14 (TEST SWITCH)

3#14 (PEU)

REUSE 2#6 (SERVICE TO RM) FOR TRAFFIC

SIGNAL CONTROLLER ASSEMBLY.

   ELECTRICAL EQUIPMENT AS SHOWN ON THE CONTRACT

   PLANS WHEN ITS FEASIBLE TO BE USED FOR CONSTRUCTION

   STAGES.

5.  EXISTING ELECTRICAL EQUIPMENT TO BE USED FOR STAGE

   CONSTRUCTION LIGHTING AND SIGN ILLUMINATION MAY BE

   MAINTAINED UNTIL PERMANENT ELECTRICAL EQUIPMENT

   IS IN OPERATION.

1.  AT THE OPTION OF THE CONTRACTOR, THE WOOD POLE

32 INSTALL 2#6 (120 V SERVICE TO CONTROLLER)

2#6 (240 V HIGHWAY LIGHTING)

 

33 INSTALL 3#14 ( 1)

3#14 ( 2)

1#8 (SN)

2#6 (240 V LIGHTING)

2 DLC

 

O

O

34 INSTALL 3#14 ( 1)O

O

35 INSTALL 3#14 ( 1)O

O6#14 ( 6)

3#14 ( 8)

1#8 (SN)

2#6 (240 V LIGHTING)

 

36

37 O

O

38 INSTALL 3" C, 6#14 (`1)

39
INSTALL 3" C, 6#14 (`1)

40
ADD 2#6 (120 V SERVICE TO CONTROLLER)

IF SERVICE POINT IS NOT AVAILABLE.

41 INSTALL 2" C, 3#2 (120/240 V SERVICE)

42

43

44

INSTALL 1�" C, 2#8 (LIGHTING)

3#14 (PEU)

INSTALL EQUIPMENT ITEMS.

SEE WIRING DIAGRAM ON E-44.

45

O

INSTALL 1�" C, 2#6 (120 V SERVICE

                   TO CONTROLLER)

ULTIMATE SIGNAL AND LIGHTING EQUIPMENT.

TO BE INSTALLED AT THIS STAGE.

46 ADD 1DLC

47

48

49

50 O

O

INSTALL 6#14 ( 2)

O

EXISTING 2" C, 3#2 (120/240 V SERVICE)

INSTALL 1�" C, 2#6 (120 V SERVICE TO CONTROLLER)

EXISTING 2�" C, 2#6 (240 V HIGHWAY LIGHTING)

EXISTING 2�" C, 2#6 (240 V HIGHWAY LIGHTING)

INSTALL 1�" C, 4 DLCINSTALL 1�" C, 1 DLC
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ALL EXISTING ELECTRICAL EQUIPMENT TO BE REMOVED

OR SALVAGED MAY BE USED FOR STAGE CONSTRUCTION

WHEN DIRECTED BY THE ENGINEER.

WOOD POLE WITH  12’ LUMINAIRE MASTARM, AND 

BALLAST, SEE APPLICABLE DETAILS ON E-38.

EXISTING  ELECTROLIER TO REMAIN AS NEEDED.  

REMOVE WHEN NO LONGER NECESSARY.

2#8 (240 V SIGN LIGHTING)

2#6 (120 V SERVICE TO EMS/CCTV CONTROLLER)

2#6 (120 V SERVICE TO RM)

2#10 (120 V SERVICETO TDC)

3#14 (PEU)

REUSE 2#6 (SERVICE TO RM) FOR TRAFFIC SIGNAL

CONTROLLER ASSEMBLY.

1 DLC

6#14 (`4)

6#14 (`6)

1#8 (SN)

6 DLC

2#6 (120 V SERVICE TO CONTROLLER)

INSTALL 3#14 ( 1)O 

1#8 (SN)

INSTALL 1�" C, 2#6 (120 V SERVICE TO TRAFFIC

                    SIGNAL CONTROLLER ASSEMBLY).

INSTALL 1�" C,

 

2#6 (240 V LIGHTING)

INSTALL 3" C, 6#14 (`2)

3#14 ( 6)

3#14 (`8)

1#8 (SN)

2#6 (240 V LIGHTING)

 

6#14 (`2)

6#14 (`6)

6#14 (`8)

1#8 (SN)

10 DLC

6#14 (`2)

6#14 (`6)

6#14 (`8)

1#8 (SN)

2#6 (120 V SERVICE TO CONTROLLER)

2#6 (240 V LIGHTING)

8 DLC

3#14 (PEU)

INSTALL

51 OINSTALL 3#14 ( 2)

0
2

-
0

2
-
1

2

AT THE BEGINNING OF THE STAGE, INSTALL TEMPORARY

ELECTRICAL EQUIPMENT AND MAKE NECESSARY CONNECTION 

AT LOCATION NOT TO INTERFERE WITH LATER CONSTRUCTION

STAGES. TEMPORARY EQUIPMENT SHALL BE REMOVED, 

3.  SEE SES SHEETS FOR SPECIFIC POLE GUY DETAILS.

SN - SIGNAL NEUTRAL

SL - STREET LIGHTING

INSTALL WOOD POLE AND INSTALL EQUIPMENT AS 

REQUIRED ON THE PLAN

INSTALL WOOD POLE WITH 12’ LMA, WITH OVERHEAD 

CONDUCTORS/MESSENGER WIRE, AND OTHER ELECTRICAL 

EQUIPMENT AS REQUIRED ON THE PLAN.

INSTALL 3#14 (`6)

        1#8 (SN)

3#14 (`2)

3#14 (`5)

3#14 (`6)

1#8 (SN)

2#14 (`6P)

2#14 (PPB/NEUTRAL)

2#6 (LIGHTING)

6#14 ( 2)

6#14 ( 6)

6#14 ( 8)

1#8 (SN)

2#6 (240 V LIGHTING)

6 DLC

3#14 (PEU)

O

O

52 O

O

INSTALL 2" C, 3#14 ( 2)

53 INSTALL ADDITIONAL WIRES AS NOTED ON  52

3#14 ( 4)

1#8 (SN)

INSTALL 3#14 ( 2)

3#14 ( 4)

2#6 (240 V LIGHTING)

O

O

04 Son 101 25.6/29.2 411 615

9-10-12

APPROVED FOR ELECTRICAL WORK ONLY

SALVAGED OR ABANDONED WHEN DIRECTED BY THE ENGINEER.

4.  THE CONTRACTOR HAS THE OPTION TO INSTALL PERMANENT

MAY BE INSTALLED OUTSIDE OF WORK AREA TO SUIT

THE NEEDS OF THE NEXT STAGE.

LL - LIMIT LINE

2#6 (240 V LIGHTING)

1#8  (SN)

3#14 ( 4)

1#8  (SN)

2#6 (240 V LIGHTING)

 

2#6 (LIGHTING)

1#8 (SN)

5 DLC

3#14 ( 5)

3#14 ( 6)

1#8 (SN)

2#6 (240 V LIGHTING)

2#14 (`6P)

2#14 (PPB/NEUTRAL)

11 DLC

INSTALL 2 DLC.

3#14 (`8)

6 DLC

INSTALL ALL NECESSARY WIRES CABLES

AS SHOWN ON E-33.

FOR FUNCTIONALITY OF THIS STAGE

3#14 ( 8)O

INSTALL 3#14 (`4)

        1#8 (SN)

       

3#14 ( 4)

3#14 ( 6)

1#8 (SN)

2#6 (240 V LIGHTING)

2 DLC

6#14 ( 4)

6#14 ( 6)

1#8 (SN)

2#6 (240 V LIGHTING)

4 DLC

INSTALL      6#14 ( 1)
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(STAGE CONSTRUCTION)

CONDUCTORS

PEC AS REQUIRED

GUY WIRE

STRAIN INSULATOR

EYE BOLT

PULL BOX

SIDE-MOUNTED SIGNALS

GUY WIRE

STRAIN INSULATOR

TYPE "C" SPLICE

TYPICAL LUMINAIRE MOUNTING ON WOOD POLE

TYPICAL TRAFFIC SIGNAL AND LUMINAIRE

MOUNTINGS ON WOOD POLE

12’

NEW (OR SALVAGED)

200 W HPS LUMINAIRE

SELF-CLINCHING AND

NYLON CABLE TIES AT 2’

INTERVAL

TYPE "C" 

SPLICE

3
0

’
 F

O
R

 2
0

0
 W

 H
P

S
 L

U
M

I
N

A
I
R

E

GROUND ROD

(�"x 8’ COPPERWELD ROD)

3
’

7
’

PEDESTRIAN PUSH BUTTON

WHEN REQUIRED

PEDESTRIAN SIGNAL

WHEN REQUIRED

SELF-CLINCHING

NYLON CABLE TIES

AT 2’ INTERVALS

DRIP LOOP

PEU AS REQUIRED

200 W HPS LUMINAIRE

LUMINAIRE

MAST ARM

1
0

’

1
7
’ 

M
IN

IM
U

M

3
0

’

12’MAST ARM

MOUNTED

SIGNAL HEAD

WITH BACKPLATE

AND MAS

MOUNTING

E-38

ELECTRICAL DETAILS

SCALE: AS SHOWN

0
2

-
0

1
-
1

2

1" THICK x 4’ x 8’

CDX GRADE PLYWOOD

12"
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8/2/11

5. POLES  X  AND  Y  MUST BE GUYED. SEE SES SHEETS FOR SPECIFIC 

DETAILS.

X

Y

`2

ON  50 , ON THIS SHEET

APPROVED FOR ELECTRICAL WORK ONLY

FOR NOTES, ABBREVIATIONS

AND LEGEND, SEE SHEET E-37

Z

6.

SEE SES SHEETS FOR SPECIFIC DETAILS.

POLE  Z  SHALL BE UNGUYED AS IN STAGE 2.

04 Son 101 25.6/29.2 417 615

9-10-12
AT THE OPTION OF THE CONTRACTOR, OTHER ULTIMATE LOOPS CAN BE

INSTALLED ON THIS STAGE, HOWEVER DETECTOR LOOPS SHOWN ON

THIS STAGE MUST BE INSTALLED.

R
/W
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/
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(SERVICE EQUIPMENT AND TYPICAL

WIRING DIAGRAM TYPE III-A SERIES)
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DGN FILE => 04000209

RELATIVE BORDER SCALE

IS IN INCHES

0 1 2 3
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APPROVED FOR ELECTRICAL WORK ONLY

FOR NOTES, ABBREVIATIONS

AND LEGEND, SEE SHEET E-1, E-2

TO THE SERVICE VOLTAGES INDICATED ON THE PLANS.

1.  VOLTAGE RATINGS OF SERVICE EQUIPMENT SHALL CONFORM

2.  UNLESS OTHERWISE INDICATED ON THE PLANS, ALL SERVICE

EQUIPMENT ITEMS SHALL BE PROVIDED FOR EACH SERVICE

EQUIPMENT ENCLOSURE AS SHOWN.

4.  METER SOCKETS SHALL BE 5 CLIP TYPE.

NOTES: (FOR SERVICE EQUIPMENT)

LEGEND:

ITEM No. NAMEPLATE DESCRIPTION

NEUTRAL BUS

COMPONENT ITEM No. NAMEPLATE DESCRIPTIONCOMPONENT

1

2

3

4

5

6

7

8

9

10

11

12

13

NEUTRAL LUG

LANDING LUG

TEST BYPASS FACILITY

METER SOCKET AND SUPPORT

100 A, 240 V, 2P, CB

30 A, 2PNO, CONTACTOR

15 A, 1P, TEST SWITCH

30 A, 240 V, 2P, CB

15 A, 120 V, 1P, CB

30 A, 240 V, 2P, CB

LIGHTING

14

15

17

19

20

21

22

23

24

15 A, 120 V, 1P, CB

50 A, 120 V, 1P, CB

20 A, 120 V, 1P, CB

30 A, 120 V, 1P, CB

15 A, 120 V, 1P, CB

30 A, 2PNO, CONTACTOR

FLASHING BEACON

IRRIGATION

RAMP METERING

TELEPHONE DEMARCATION CABINET

IISNS

MAIN BREAKER

1

2

13
14

17

7

3

8

AUTO

TEST

SINGLE-PHASE SECONDARY,

SERVICE UTILITY

6

12

240 V LIGHTING

24

23

GROUND LUG

BONDED TO

4

SIGNALS

GROUNDING ELECTRODE

120 V IISNS

22

15

20

19

120 V RAMP METERING

21

9

10

11

5

25

26

25

26

30 A, 120 V, 1P, CB

30 A, 120 V, 1P, CB

30 A, 120 V, 1P, CB

CCTV

TMS

HAR

120 V CCTV

120 V HAR

{

120 V IRRIGATION

120 V TDC

NB GB

120/240 V SERVICE WIRING DIAGRAM (TYPICAL)

GROUND BUS

N

{

{

N

N

N

N

M M

TYPE III-A SERVICE (120/240 V) EQUIPMENT LEGEND 

PHOTOELECTRIC UNIT (NOTE 7)

30 A, 2PNO, CONTACTOR

15 A, 120 V, 1P, CB

7.  PHOTOELECTRIC CONTROL SHALL BE TYPE II.

{

27

28

29

27

TERMINAL BLOCK

CMS PANEL

CMS CONTROLLER

{
120 V CMS CONTROLLER

SIGN ILLUMINATION 

120 V TMS

30 A, 240 V, 2P, CB

30 A, 120 V, 1P, CB

SERVICE EQUIPMENT

ENCLOSURE

TO TEST SWITCH

MOUNTED ON SIGN

POST OR STRUCTURE

WHEN REQUIRED

240 V SIGN 

ILLUMINATION

120/240 V

CMS PANEL

5.  SERVICE UTILITY WILL INSTALL THE TIME-OF-USE

    METER IF APPLICABLE.

6.  UNLESS OTHERWISE NOTED, THE MAXIMUM NUMBER OF SINGLE-POLE

    CB SPACES IN THE ENCLOSURE IS FOURTEEN.

29

28

15 A, 120 V, 1P, CB

120 V FLASHING BEACON 120 V SIGNAL

LIGHTING CONTROL

12 18

16 

SIGN ILLUMINATION CONTROL

16

18
*

18
*

TEST SWITCH

* PROVIDE ITEM     WHEN BOTH CIRCUITS OF SIGN ILLUMINATION AND LIGHTING ARE USED.   ITEM   IS NOT REQUIRED.

61504 Son 418101 25.6/29.2

9-10-12

(SEE RSP ES-1A & RSP ES-1C)

3.  ITEM No.  1  AND  5  SHALL BE ISOLATED FROM THE CABINET.

120/240 V, 3-WIRE BY THE
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ELECTRICAL DETAILS

NO SCALE

("METER ON" SIGN

RAMP METERING 1-B STANDARD

2-LANE MASTARM, 3-LANE MASTARM)

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

FOUNDATION

SEE ES-7B

 

 

 

PV PV PV

B

DETAIL "SIG"

RAMP METER SIGNAL, POLE MOUNTED

DETAIL "MA"

RAMP METER SIGNAL, MAST ARM MOUNTED

PV PV

B

R89-1

(STANDARD)

R89-1

(STANDARD)

8" SECTION RED

STATUS LIGHT

3-SECTION 12" RED,

YELLOW AND GREEN

3-SECTION 8" RED,

YELLOW AND GREEN

8" RED SECTION WITH MAT MOUNTING

FACING OPPOSITE DIRECTION.  PROVIDE

PIPE TENON BEHIND SIGN FOR EACH

METERED LANE.

 

SEE PLAN

FOR SPACING

FG
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E

(Typ)

2 LANE MASTARM3 LANE MASTARM

"METER ON" SIGN DETAIL

SECTION B

3’-8"

MASTARM

3’-8"

SEE PLAN

FOR SPACING

SEE PLAN FOR

MAST ARM LENGTH

SEE PLAN FOR

TYPE OF STANDARD

SEE PLAN FOR

MAST ARM LENGTH

SEE PLAN

FOR SPACING

SEE PLAN FOR

TYPE OF STANDARD
FG

7
’
-
0
"

ES-11

SEE

TP-1-T

ES-4B

FLUSHED WITH PCC

STEEL SLEEVE NUT

TYPE 1-B STANDARD

FGETW

4
’
-
7
"

SV-1-T

ES-4A

TV-2-T

ES-4A

1
8

"

4"

�
"�
"
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APPROVED FOR ELECTRICAL WORK ONLY

FOR NOTES, ABBREVIATIONS

AND LEGEND, SEE SHEET E-1, E-2

61504 Son 419101 25.6/29.2

9-10-12

�" Dia GALVANIZED FULLY

THREADED STUD AND ANCHOR

BOLT WITH 2 NUTS, 2 WASHERS,

AND 2�" Min STEEL SLEEVE

NUT (4 REQUIRED).  STUD AND

ANCHOR BOLT SHALL BE THREADED

INTO SLEEVE NUT 1" Min

FOUNDATION TYPE 1-B

STANDARD.  SEE RSP ES-7B

TYPE 1-B STANDARD. LOCATION

AND POSITION OF STANDARD WILL BE

DETERMINED BY THE ENGINEER
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ELECTRICAL DETAILS

FOR NOTES, ABBREVIATIONS

AND LEGEND, SEE SHEET E-1

NO SCALE

(RAMP METERING AND TRAFFIC MONITORING

DETECTOR SPACING AND DESIGNATION)

 

 

 

 

 

 

DETAIL "TM"

TRAFFIC MONITORING STATION

DETAIL "RM"

RAMP METERING STATION

 

 

 

D-2

CENTER DETECTOR

LOOPS IN LANES

(TYPICAL)

CENTER DETECTOR

LOOPS IN LANES

(TYPICAL)

CENTER DETECTOR

LOOPS IN LANES

(TYPICAL)

   

3.  ALL SPLICES SHALL BE TYPE "S" OR TYPE "ST" AS REQUIRED.

2.  DLC CONDUCTORS SHALL BE SPLICED TO THE LOOP CONDUCTORS

    IN THE NEAREST PULL BOX.

RAMP METERING STATION NOTES

D=DEMAND DETECTOR

P=PASSAGE DETECTOR

Q=QUEUE DETECTOR

F=OFFRAMP DETECTOR

1=FIRST LANE FROM LEFT

2=SECOND LANE FROM LEFT

RAMP DETECTOR DESIGNATION

TWO LANES

ONE LANE

THREE LANES

10’10’

10’ 10’

D
1

D
1

P
1

D
1

D
1

D
2

D
2

D
1

D
1

D
2

P
1

P
2

ES

ETW

ETW

ES

ES

ETW

ETW

ES

7’6’

7’6’

TYPE D DETECTOR (TYPICAL) 1’ LIMIT LINE

1’ LIMIT LINE

TYPE D DETECTOR (TYPICAL)

TYPE D DETECTOR (TYPICAL)

1’ LIMIT LINE

10’ 10’

ES

ETW

6’ 7’

P
3

P
2

P
1

D
1

D
2

D
3

D
3

D
2

D
1

ETW

ES

D
1

D
2

D
3

    N=NORTHBOUND LANES (NB)

    S=SOUTHBOUND LANES (SB)

    E=EASTBOUND LANES (EB)

    W=WESTBOUND LANES (WB)

FREEWAY MAINLINE DETECTOR DESIGNATION:

NUMBER OF LANES FROM LEFT WITH RESPECT

TO DIRECTION OF TRAFFIC:

    1=FIRST LANE FROM LEFT

    2=SECOND LANE FROM LEFT

    3=THIRD LANE FROM LEFT

    4=FOURTH LANE FROM LEFT

NUMBER OF DETECTOR IN THE SAME LANE:

    1=ENTERING DETECTOR

    2=LEAVING DETECTOR

3-2N

20’-0"

(Typ)

20’-0"

(Typ)

TRAFFIC MONITORING STATION NOTES
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APPROVED FOR ELECTRICAL WORK ONLY

9-10-12

1.  SEE RSP ES-5A, ES-5B, AND ES-13A FOR ADDITIONAL DETAILS.
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NO SCALE

ELECTRICAL DETAILS

GENERAL PACKET RADIO SYSTEM

(WIRELESS MODEM INSTALLATION DETAILS)

MODEL 170

CONTROLLER UNIT

C2S

GPRS WIRELESS MODEM AND

ANTENNA INSTALLATION DETAIL

WIRELESS

MODEM HARNESS ANTENNA COAXIAL CABLE

(LENGTH = 3’ Max)

1.  PROVIDE THE GPRS MODEM AND WIRELESS MODEM HARNESS TO

    THE ENGINEER 30 WORKING DAYS BEFORE INSTALLATION. THE

    ENGINEER WILL RETURN THE PROGRAMMED MODEM, WITH PDP

    CONTEXT AND APN, AND HARNESS WITHIN 15 WORKING DAYS.

 

2.  DRILL 1" HOLE THROUGH THE TOP OF THE CABINET.  ATTACH THE 

    ANTENNA ON THE CABINET AS DIRECTED BY THE MANUFACTURER.

 

3.  MOUNT THE MODEM UNIT ON THE CABINET REAR MOUNTING

    RAIL WITH MOUNTING BRACKET PROVIDED BY THE MANUFACTURER.

 

4.  MOUNT THE MODEM 12 V(dc) POWER SUPPLY DIRECTLY TO CABINET.  

 

5.  CONNECT POWER CABLE TO 12 V(dc) POWER ADAPTER.

 

6.  CONNECT THE ANTENNA COAXIAL CABLE TO THE MODEM.

 

7.  CONNECT MODEM HARNESS BETWEEN THE MODEM AND THE MODEL 170

    CONTROLLER UNIT AS SHOWN.

 

8.  RECORD THE SERIAL NUMBER OF THE MODEM ON THE CHECK LIST SHEET.

COMMUNICATION SERIAL CABLE

CONTRACTOR’S WORK IN

THE CONTROLLER CABINET

TYPE D

REAR VIEW OF THE MODEL 334 CONTROLLER CABINET

1.  PIN OUT DIAGRAM

DE9-P

2.  CONSTRUCT AND INSTALL COMMUNICATION CABLE.  SEE SPECIAL

PROVISIONS FOR CABLE TYPE AND OTHER INFORMATION.

L

K

N

D

H

J

M

2

3

5

AMP 201360-2-ND

1,4,6,7,8,9 N/C

DRILL 1" HOLE

GPRS WIRELESS MODEM

MODEM POWER SUPPLY

DISC ANTENNA

ELECT

DATE

A A

REGISTERED ELECTRICAL ENGINEER
Elaine T.

Wong

13753

6-30-13

x

x

x

x

x

Dist COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

No.

TOTAL

SHEETS

L
A

S
T

 R
E

V
I
S

I
O

N

S
T

A
T

E
 O

F
 C

A
L

IF
O

R
N

IA
  

- 
 D

E
P

A
R

T
M

E
N

T
 O

F
 T

R
A

N
S

P
O

R
T

A
T

IO
N

No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F E S S I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E  OF  CAL IFOR N

IA

T
I
M

E
 P

L
O

T
T

E
D

 =
>

D
A

T
E

 P
L

O
T

T
E

D
 =

>

0
6
:
3
0

1
4
-
S

E

C
H

E
C

K
E

D
 B

Y

C
A

L
C

U
L

A
T

E
D

-

D
E

S
I
G

N
E

D
 B

Y
R

E
V

I
S

E
D

 B
Y

D
A

T
E

 R
E

V
I
S

E
D

PLANS APPROVAL DATE

F
U

N
C

T
I
O

N
A

L
 S

U
P

E
R

V
I
S

O
R

R

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED

COPIES OF THIS PLAN SHEET.

R

USERNAME => s1244

DGN FILE => 04000209

RELATIVE BORDER SCALE

IS IN INCHES

0 1 2 3
UNIT PROJECT NUMBER & PHASEBORDER LAST REVISED 7/2/2010 040002094510751

8/2/11
E

L
E

C
T

R
I
C

A
L

APPROVED FOR ELECTRICAL WORK ONLY
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LINE ETHERNET USB

ETHERNETCOM 2COM 1

ROUTER

VEU

CCU

REAR PANEL

POLE

CONDUIT

TBO

CCU

MODEL 334 CONTROLLER CABINET

CONNECTING BLOCK

CCTV SYSTEM BLOCK DIAGRAM

TC - TELEPHONE CABLE

 

VIDEO 

CONTROLLER

INPUT FILE

CCU

PDA

POWER STRIP

(FRONT VIEW)

ROUTER 

COMPOSITE

VIDEO IN

HYBRID 

CAMERA CABLE

ON

OFF

FUSEPOWER ROUTER *

HCC - HYBRID CAMERA CABLE

POWER

CAMERA

VIDEO 

BNC

CCU - CAMERA CONTROL UNIT

VEU - VIDEO ENCODER UNIT

PDA - POWER DISTRIBUTION ASSEMBLY

 *

 *

CONNECTING

BLOCK

VEU

8-POSITION

INTEGRATED CAMERA UNIT

INTERFACE CABLES

VEU

NOTES:

1.  USE ONE CONNECTING BLOCK FOR EACH REQUIRED CIRCUIT

   FOR EACH LOCATION.

8-POSITION CONNECTING BLOCK

SERVICE PANEL FOR MODEL 334 CABINET

CCTV SYSTEM LAYOUT

2.  N/C - NO CONNECTION.

8-POSITION

HCC

3.  CRT - CIRCUIT.

PROVIDE EQUIPMENT

SHELF WITH BRACKETS

MODEL 334 CONTROLLER CABINET LAYOUT

CAMERA PIGTAIL CABLE

CAMERA PIGTAIL CABLE

TO CAMERA

WIRING DETAIL FOR TELEPHONE CABLE INSIDE

CONTROLLER CABINET

 *

 *

120 V(ac)

LINE CORD

120 V(ac)

LINE CORD

120 V(ac)

LINE CORD

TBO - TERMINAL BLOCK 0

TC TO TDC

8-POSITION CONNECTING BLOCK

CIRCUIT 1

CIRCUIT 2

CIRCUIT 3
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BROWN
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GRAY

RED

BLUE

CONDUCTOR COLOR

No. 18 AWG SOLID TB0

POSITION ASSIGMENT

7
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TB0

CKT

2

1 2 3 4 5 6 7 8 9 10 11 12

TC

SEE INTERFACE CABLE

DETAILS ON SHEET E-50

GREEN TERMINAL

RED TERMINAL

No. 18 AWG SOLID CONDUCTORS

CKT

1

CKT

3
GREEN TERMINAL

RED TERMINAL

GREEN TERMINAL

RED TERMINAL

GREEN TERMINAL

RED TERMINAL

8-POSITION 

CONNECTING BLOCK

HYBRID CAMERA CABLE 

CONNECTOR

HYBRID CAMERA CABLE CONNECTOR

(CCTV WITH TELEPHONE SERVICE)

SEE INTERFACE CABLE DETAILS ON SHEET E-50
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VIDEO

TX-
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RX+

RX-
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COAX
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INTERFACE CABLE DETAILS 
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VEU

ENCODER TX
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NETWORK STRAIGHT THROUGH 

OUT+

CCU
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DATA TERMINAL

PAN/TILT ZOOMMODE

VIDEO

OUT

POWER

LOCAL

REMOTE
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TELE

WIDE
AUTO/MAN

MANUAL FAR

NEAR AUTO/MAN
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CLOSE

CCU FRONT PANEL LAYOUT

0.016" NOMINAL 

WALL THICKNESS

BLACK PVC JACKET
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CONNECTOR
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CONNECTOR
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19"

VIDEO PATCH CABLE

DATA CABLE
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(SEE DETAIL ON THIS SHEET)

FILL WITH BENTONITE

CADWELD #4/0 TO 1#6

PULL BOX

1

-

A

F

C

STATE-FURNISHED

LIGHTNING ARRESTOR

1-ACC

NEMA ONE-BOLT

HOLE TONGUE LUG

1 AFC

1#6 STRANDED BARE

COPPER WIRE (GROUND)

TERMINATE ACC WITH

COAXIAL CABLE CONNECTOR

15" x 12" x 6"

NEMA 3R ENCLOSURE

8" x 8" x �"

ALUMINUM PLATE

6
’
-
0
"

(INSTALL 5’-0" FROM ANTENNA POLE)

40’-0" CHEMICALLY TREATED GROUNDING ELECTRODE SYSTEM

1�"C, 1-ACC

TO MODEL 334 CONTROLLER CABINET

TERMINATE ACC WITH RIGHT

ANGLE UHF CONNECTOR

ANTENNA HEIGHT

ADJUST TO MEET

FCC LICENSE

REQUIREMENT

6

"

 

`
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E

PROTECTIVE

PULL BOX

INSTALL 1�"`

CHASE NIPPLE

INSTALL 1�"`

CHASE NIPPLE

�"C, 1#6 STRANDED BARE

COPPER WIRE (GROUND)

(HAR ANTENNA, ARRESTOR ENCLOSURE)
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SPARE
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N/C    NO CONNECTION

TELEPHONE DEMARCATION CABINET, TYPE B WIRING DETAIL

M

O

U

N

T

 

C

O

N

N

E

C

T

I

N

G

 

B

L

O

C

K

USING #10 WOODSCREW

6-PAIR TELEPHONE

CONTROLLER CABINET

C-STRAP

SERVICE CABINET
TELEPHONE SERVICE

C

O

N

T

R

O

L

L

E

R

 

C

A

B

I

N

E

T

TELEPHONE

COMPANY

GROUNDING 

ELECTRODE

2"

CKT 3 CKT 2 CKT 1

CABLE

C

-

S

T

R

A

P

1

2

3

4

4  CONNECTING BLOCK SHALL BE TYPE SIEMON S66B1-6 OR EQUIVALENT.

 TELEPHONE COMPANY.

3  TELEPHONE COMPANY STANDARD PROTECTOR EQIUPMENT FURNISHED AND INSTALLED BY 

C-STRAP

CIRCUIT 1

CIRCUIT 2

P
A

N
E

L
 A

R
E

A
 R

E
S

E
R

V
E

D
 F

O
R

 T
E

L
C

O
 C

O
N

N
E

C
T

I
O

N

(FOR THIS SHEET ONLY)

PLYWOOD FIXED PANEL

CIRCUIT 3 (DIAL-UP: T/R PAIR)

CONDUCTOR LIST FOR DEMARCATION CABINET

S

E

E

 

C

O

N

N

E

C

T

I

N

G

 

B

L

O

C

K

 

O

N

 

S

H

E

E

T

 

E

-

5

3

CABLE TO TB0 IN THE

1  3’ SINGLE ENDED 2-PAIR MODULAR CORD WITH RJ11 PLUG CONNECTOR.

   CONDUCTORS SHALL BE 22 AWG, SOLID.

2

 

 

S

E

R

V

I

C

E

 

C

O

R

D

 

A

N

D

 

C

O

N

N

E

C

T

I

O

N

 

B

L

O

C

K

 

F

U

R

N

I

S

H

E

D

 

A

N

D

 

I

N

S

T

A

L

L

E

D

 

B

Y

 

T

E

L

E

P

H

O

N

E

 

C

O

M

P

A

N

Y

SEE RSP ES-3E

2
2

"

2"C TO
2"C TO 1�"C TO

ELECT

DATE

A A

REGISTERED ELECTRICAL ENGINEER
Elaine T.

Wong

13753

6-30-13

x

x

x

x

x

Dist COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

No.

TOTAL

SHEETS

L
A

S
T

 R
E

V
I
S

I
O

N

S
T

A
T

E
 O

F
 C

A
L

IF
O

R
N

IA
  

- 
 D

E
P

A
R

T
M

E
N

T
 O

F
 T

R
A

N
S

P
O

R
T

A
T

IO
N

No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F E S S I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E  OF  CAL IFOR N

IA

T
I
M

E
 P

L
O

T
T

E
D

 =
>

D
A

T
E

 P
L

O
T

T
E

D
 =

>

0
6
:
3
1

1
4
-
S

E

C
H

E
C

K
E

D
 B

Y

C
A

L
C

U
L

A
T

E
D

-

D
E

S
I
G

N
E

D
 B

Y
R

E
V

I
S

E
D

 B
Y

D
A

T
E

 R
E

V
I
S

E
D

PLANS APPROVAL DATE

F
U

N
C

T
I
O

N
A

L
 S

U
P

E
R

V
I
S

O
R

R

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED

COPIES OF THIS PLAN SHEET.

R

USERNAME => s1244

DGN FILE => 04000209

RELATIVE BORDER SCALE

IS IN INCHES

0 1 2 3
UNIT PROJECT NUMBER & PHASEBORDER LAST REVISED 7/2/2010 040002094510751

8/2/11
E

L
E

C
T

R
I
C

A
L

APPROVED FOR ELECTRICAL WORK ONLY

FOR NOTES, ABBREVIATIONS

AND LEGEND, SEE SHEET E-1, E-2

61504 Son 425101 25.6/29.2

9-10-12

NOTES:

ABBREVIATIONS:



E-52

0
4
-
0
8
-
1
1

E
L

A
I
N

E
 T

. 
W

O
N

G
E

L
A

I
N

E
 T

. 
W

O
N

G

J
E

S
S

I
E

 C
A

B
U

G
A

O

ELECTRICAL DETAILS

FOR NOTES, ABBREVIATIONS

NO SCALE

(TDC WIRING)

PAIR 

1

PAIR 

3

PAIR 

4

PAIR 

1 2 3 4 5 6 7 8

PAIR ID

T1

R1

T2

R2

T3

R3

T4

R4

5

4

3

6

1

7

8

P

A

I

R

 

1

PAIR 

2

2 43

PAIR ID

T1

R1

T2

R2

4

2

5

PAIR 

1

PAIR 

3

PAIR 

4

PAIR 

1 2 3 4 5 6 7 8
T1

R1

T2

R2

T3

R3

T4

R4

5

4

3

6

1

2

P

A

I

R

 

1

2 4 53
T1

R1

T2

4

3

2

5

1 6

6

1
N/C

D

E

T

A

I

L

 

A

DETAIL B

PAIR

3

T

3

R3

T/R PAIR FOR DIAL-UP CIRCUIT

N/C N/C

N/C

2

WHITE

BLUE

WHITE

ORANGE

WHITE

G

R

E

E

N

BROWN

GRAY

RED

BLUE

W

H

I

T

E

WHITE

PAIR 1

PAIR 2

PAIR 3

PAIR 5

P

A

I

R

 

6

6

-

P

A

I

R

 

T

E

L

E

P

H

O

N

E

 

C

A

B

L

E

CONNECTING BLOCK

WHITE

BLUE

WHITE

ORANGE

WHITE

G

R

E

E

N

GRAY

RED

BLUE

W

H

I

T

E

PAIR 1

PAIR 2

PAIR 3

PAIR 4

PAIR 5

P

A

I

R

 

6

FUNCTION 

SEE DETAIL B (CIRCUIT 1)

1

1

1

SEE ES-3E

SEE DETAIL B (CIRCUIT 2)

SEE DETAIL A (CIRCUIT 3, DIAL UP)

3  TERMINATE EACH CABLE TO A COLUMN OF CLIPS AS SHOWN.
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3

5
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TELEPHONE DEMARCATION CABINET, TYPE B WIRING DETAIL
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TB0    TERMINAL BLOCK 0

N/C    NO CONNECTION

1  SINGLE ENDED 2-PAIR MODULAR CORD, 3’ LONG. CONDUCTORS SHALL BE 22 AWG, SOLID.

2  USE PUNCH DOWN IMPACT TOOL TO TERMINAL CONDUCTORS ON THE CLIP. STRIP INSULATION �"

FROM THE END OF CONDUCTOR BEFORE TERMINATING TO THE CLIP.

4  USE SAME TWISTED PAIR CONDUCTOR COLOR ARRANGEMENT FOR OTHER CABLES IF REQUIRED.

TO TB0 IN THE CONTROLLER

CABINET 

N/C

TRANSIMIT AND RECEIVE PAIR
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ENCLOSURE CONSTRUCTION NOTES
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LATCH

FRONT VIEW RIGHT SIDE
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CONTROL 1
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S/N GND

#6 AWG
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SERVICE EQUIPMENT
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UTILITY SERVICE
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1 PHASE,

3 WIRE
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EXTERIOR 1/0° ALUMINUM, AND INTERIOR 14 GA COLD ROLLED STEEL

ELECTRICAL WELDED AND REINFORCED WHERE REQUIRED.

 

CONSTRUCTION SHALL BE NEMA 3R, RAINTIGHT.

 

ALL NUTS, BOLTS AND SCREWS SHALL BE STAINLESS STEEL.

 

NUTS, BOLTS AND SCREWS SHALL NOT BE VISIBLE FROM OUTSIDE OF ENCLOSURE.

 

NAMEPLATES SHALL BE PROVIDED AS REQUIRED.

 

CONTROL WIRING SHALL BE MARKED AT BOTH ENDS BY PERMANENT WIRE MARKERS.

 

A PLASTIC COVERED WIRING DIAGRAM SHALL BE ATTACHED TO THE INSIDE OF THE FRONT DOOR.

 

ENCLOSURE SHALL BE FACTORY WIRED AND CONFORM TO REQUIRED NEMA

AND UL 50EA STANDARDS.

 

ANDOIZE AFTER FABRICATION.

SERVICE

DISCONNECT

100 A/2P

30 A

30 A

15 A

35 A/1P

35 A/1P

35 A/1P

35 A/1P
15 A

30 A

30 A



B B

CC

A A SECTION A-A

SECTION B-B

SECTION C-C

1�" x 2" SLOT TO

ACCOMMODATE A 1" `

ANCHOR BOLT (4 Plcs)

7�" O.D. OF STEEL SHAFT

� OF RECEPTACLE

12" ` BOLT CIRCLE

� OF HAND HOLE

 

THICK

11�" SQ x �"

GROUND STUD PROVISIONS:

1" WIDE x 2" LONG (�" THICK)

STEEL BAR WELDED TO INSIDE WALL

OF SHAFT OPPOSITE (180^) FROM

HAND HOLE AS SHOWN. DRILL AND

TAP FOR A �"-20 GROUND STUD

�" CONTINUOUS WELD

AROUND ENTIRE HAND HOLE

NOTE: CENTER OF HAND HOLE REINFORCING

SHALL BE FLUSH WITH SURFACE OF STEEL

SHAFT AS SHOWN HERE

HAND HOLE COVER

WELD

�
"
 
B

A
R

1
"

1"

4�"

�" THICK STEEL REINFORCING

1"` WIREWAY TO BE DRILLED

IN FIELD BY CONTRACTOR

REMOVABLE CAST ALUMINUM

PINEAPPLE FINIAL

11�" SQ

2’-6" FROM � OF POST

TO � OF LUMINAIRE

1’-10" FROM � OF POST

TO � OF LUMINAIRE

2" Sch 40 ALUMINUM

(2�" O.D. PIPE)

COLUMBIA LED LUMINAIRE

WITH GLASS 110 GLOBE
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’
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�"-13 x 7�" LONG HEX

HEAD THROUGH BOLT
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DRILLED IN FIELD BY
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6" TO BOTTOM

OF HAND HOLE

 

1’-6" TO TOP

OF FLUTING

6
�
"

6
"

4�"
4"

NO SCALE

E-54

GROUND STUD PROVISIONS:

1" WIDE x 2" LONG (3/8" THICK)

STEEL BAR WELDED TO INSIDE

WALL OF SHAFT OPPOSITE (180^)

FROM HAND HOLE AS SHOWN.

DRILL AND TAP FOR A�"-20 GROUND STUD

(2) 1" WIDE x �" HIGH x �" Thk

STEEL TABS DRILLED AND TAPPED

FOR A #10-24 SCREW .

(HAND HOLE COVER FASTENERS)

WRAP BASE

CATALOG NUMBERS

LUMINAIRE: ALMCLH-LE099/EV1/X2-GS10-CW3-CB

CROSS ARM: AARDRC-1S-30-7.677-TN2.375/2-SP-CB

POST: SSH6S-G17-7.5-20-TN3.5/3-DN-SP-PF-130/2NW-CB

LUMINAIRE SPECIFICATIONS

COLOR TEMPERATURE:

STYLE:

HEIGHT:

WIDTH:

MATERIAL:

GLOBE:

FINISH:

LAMPING:

VOLTAGE:

DISTRIBUTION:

COLUMBIA LED LUMINAIRE

2’-6�"

1’-5�"

CAST ALUMINUM ALLOY ANSI 356, PER ASTM B26-95

STIPPLED GLASS

PRIME PAINT THEN FINISH PAINT, SHERWIN WILLIAMS

ACROLON - CLASSIC BLACK

99 WATT CREE MCE AND XPE LED

WIRED AT 120 VOLT

4500K

TYPE II (ASYMMETRIC) DISTRIBUTION

CROSS ARM SPECIFICATIONS

STYLE:

HEIGHT:

WIDTH:

MATERIAL:

FINISH:

7’-8�"

PRIME PAINT THEN FINISH PAINT, SHERWIN WILLIAMS

ACROLON - CLASSIC BLACK

DORCHESTER SIDE MOUNT ARM

30" FROM   OF POST TO   OF LUMINAIRECL CL
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4�" OD

*
*
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*
16’-0" TAPERED STEEL SHAFT16’-0" TAPERED STEEL SHAFT

NOTE

LAMP POST SPECIFICATIONS

STYLE:

HEIGHT:

MATERIAL:

FINISH: PRIME PAINT THEN FINISH PAINT, SHERWIN WILLIAMS

ACROLON - CLASSIC BLACK

DORCHESTER SIDE MOUNT ARM

LIGHT CENTER:

TENON: 3�" Dia x 3" HIGH

BOLT PROJECTION: 5" REQUIRED

ANCHOR BOLTS: (4) 1" Dia x 30" LONG + 4" HOOK (FULLY Galv w/

2 Galv NUTS AND 2 Galv WASHERS PER BOLT)

GROUND STUD PROVISIONS: AS SHOWN

7 GAUGE, 16 SHARP FLUTE STEEL MONOTUBE CONSTRUCTION

*20’,  16’

17’ 6�",  14’ - 10�"*

2" SCH 40 ALUMINUM PIPE (2.375’ OD)

w/ CAST ALUMINUM ORNAMENATION

16 SHARPFLUTE

0.14" PER FOOT TAPER
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ELECTRICAL DETAILS

#6 BARE SOLID COPPER WIRE,

56" COILED IN SAND BASE AND

CLAMPED ON ANCHOR BOLT

LIGHT POLE

BASE NUT CAP

1" GROUT

�" CHAMFER Typ

Exist ROADWAY

COUNTY-FURNISHED DECORATIVE POLE

OFF-STRUCTURE FOUNDATION DETAIL

NO SCALE

E-55
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SAND

EXTEND FOUNDATION

TO MATCH Exist GRADE

1" ` x 30" LONG + 4" HOOK

WITH PLATE, FULLY GALVANIZED

WITH 2 GALVANIZED NUTS AND

2 GALVANIZED WASHERS PER BOLT

(QUANTITY AND LOCATIONS PER

MANUFACTURER’S REQUIREMENTS)
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CONCRETE BASE

POURED AGAINST

UNDISTURBED SOIL.
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SES-1

1

TEMPORARY WOOD POLE

NOTE:

THE CONTRACTOR SHALL VERIFY ALL CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING ANY MATERIAL.

10-14-11

 

7.

LOADING

 

TREATMENT

SPECIFICATIONS

To conform with Section 86 Standard Specifications

DESIGN NOTES:

1.

2.

5.

GROUP LOAD COMBINATIONS:

BASIC DESIGN VALUES:

            E = 1500 x 10¯ psi

            Fcp = 230 psi

            Fc = 950 psi

Pole embedment depth design is based on Broms’ approximate

procedure as described in Article 13.6 of  AASHTO LTS-5.

3.

4. An overload factor of 2.0 and an undercapacity factor of 

0.7 were used for safety factor of 2.86.

If pole is located on or near a steep slope

(up to 2H:1V) add 2 feet extra embedment.

6.

FOUNDATION DESIGN NOTES:

1.

2.

9.

4.

5.

6.

3. Overhead line construction not specifically covered here 

shall conform to the provisions of General Order No. 95 

Of Public Utilities Commission.

8.

GENERAL NOTES:

7. The contractor is to field verify the soil conditions 

indicated on FOUNDATION DESIGN NOTES 3 and 6.

Standard embedment depth is calculated based on level ground

assumption (slope inclination is flatter than 4H:1V).

Timber Poles: Fb = 1850 

            Fv = 110 psi 

10.

Span 1 Span 2 Span 1
Span 2

guy

wire

guy

wire

guy

wire

Span 2

Span 1Span 2Span 1

Span 

wire

Span 

wireguy

wire

< 170^

ELEVATION ELEVATION ELEVATION

PLAN PLAN PLAN

DEADEND TANGENT SPANS CORNER SPANS

NO GUY REQUIRED GUY REQUIREDGUY REQUIRED

1

8

0

^

¨

1

0

^

Guy wire

Span wire

LEGEND:

NO SCALE

Design: AASHTO Standard Specifications for Structural Supports for

Highway Signs, Luminaires and Traffic Signals, Fifth Edition (LTS-5).

Embedment depth is calculated based on following:

Cohesionless Soil:

` = 30 deg,   = 120 pcf.

 

Attach luminaire arm and/or combination of attachments as 

specified at locations where indicated on "Electrical Plans".

X Y ZPOLES 

MINIMUM DESIGN REQUIREMENTS

TYPE A  POLE LAYOUT I.D.

andX Y

Where space or conflict prevent guy installation, TYPE B 

poles may be used in place of TYPE A poles with specified 

embedment depth. (See POLE TABLES this sheet).

Conductors shall be suspended from �" ` 7 strand messenger 

span-wire as follows: Continuous lashing wire, No spare wire 

conductors allowed except at noted. Bundled vertical dimension 

shall not exceed 2" for spans 100’ or less, or 1" for spans 

200’ or less. . Maximum OH span shall not exceed Max spans on

"POLE TABLES".

All attachments shall be mounted with stainless steel straps 

or other manufacturers methods without drilling holes in pole, 

except as shown on these SES sheets. Any other drilling into 

pole will require Engineer’s approval.

Allowable vertical bearing pressure at the end

bearing of poles is 3,000 psf at 6 feet or more 

embedment.

NOTES AND TABLES

11-28-11

SHEET OF

Wind Loadings: 85 mph (3-second gust)

Wind Recurrence interval: 10 years

Combined height, exposure, and elevated terrain factor = 1.05

(Exposure C, structure is located on or over the top half of a 

30’ Maximum tall ridge, hill or escarpment)

CLASS

40’ CLASS 1

40’ CLASS H2

45’ CLASS 1

A

B

A

B

85’

110’

 

 

 

 

POLE 

TYPE

MAX 

SPAN

POLE 

EMBEDMENT 

A

A

-

8’-0"

11’-0"

10’-0"

11’-0"

12’LMA

-

MAXIMUM OH 

CONDUCTORS

CARRIED

*

*

LUMINARE 

ARM  

 

CLASS

40’ CLASS 1A

80’

 

 

POLE 

TYPE

MAX 

SPAN

POLE 

EMBEDMENT 

STAGE 2

10’-0" A

MAXIMUM OH 

CONDUCTORS

CARRIED *

LUMINARE 

ARM  

 

POLE TABLES

Pole class selection applicable without use of LMA per table.

 

 

45’ CLASS H2B

 

11’-0" - 

45’ CLASS 1A180’
 

10’-0" A 

CLASS

45’ CLASS H4

45’ CLASS H2

45’ CLASS H3

110’

90’

 

 

 

 

MAX 

SPAN

POLE 

EMBEDMENT 

B

-

14’-0"

12’-0"

11’-0"

12’LMA B

MAXIMUM OH 

CONDUCTORS

CARRIED *

LUMINARE 

ARM  

  

 

POLE 

X

Y

Z

SEE 

ELECTRICAL 

PLANS

SEE 

ELECTRICAL 

PLANS 45’ CLASS H3

12’LMA 12’LMA

SEE 

ELECTRICAL 

PLANS

SEE 

ELECTRICAL 

PLANS

SEE ELEC-

TRICAL PLANS

13 #14, 3 #8

6 DLC

16 #14, 3 #8

10 DLC
-

-

STAGE 1C  & 3

For additional details, see Sheets SES-2, SES-3, SES-4, SES-5.

SELECTION TABLE FOR TYPE A POLES

AND ALTERNATIVE  TYPE B POLES

SELECTION TABLE FOR TYPE A POLES

AND ALTERNATIVE  TYPE B POLES

I    Dead Load

II   Dead Load + Wind Load

III  Dead Load + 0.5 (Wind Load) + Ice Load

IV   Fatigue: Not used

Caltrans Standard Specifications 2006

ANSI Wood Poles

ASTM A475, Utility Grade

Termination efficiency factor 0.80

GUY  

ANCHOR 

CALL OUT

GUY  

ANCHOR 

CALL OUT

GUY  

ANCHOR 

CALL OUT

**

**

** **

Refer to sheet SES-5.

TYPE A, and poles          shall be stabilized using guy wires, 

breast blocks or rakes at each dead end, corner, drop or line 

deviation more than 10^ from straight line and shall be attached 

to pole as nearly as practical to the center of conductors load, 

3’-0" maximum. The direction of the guy shall counteract the 

resultant of unbalanced force applied to pole. See pole layout 

I.D., otherwise see note 2.

Use �" tether wire with 5.5% ¨ 0.5% sag where required.

All overhead cables shall be sagged with 20’+0.5% of span 

length minimum overhead clearance and sag of 5.5% ¨ 0.5%, UON.

Install attachments shown if indicated on the "Electrical 

Plans". When specific connection detail is not shown, 

mount attachments per manufacturer recommended methods 

that do not require loss of pole cross section.
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SES-2

2

TEMPORARY WOOD POLE

NOTE:

THE CONTRACTOR SHALL VERIFY ALL CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING ANY MATERIAL.

10-14-11

NO SCALE
 

FG

RISER

K-RAIL WHEN REQUIRED

SEE ROADWAY PLANS Min

35^ Min.

8’-0"

 

PULL BOX, AS NOTED 

ON ELECTRICAL PLANS

3
0
’
-
0
"
 M

I
N

I
M

U
M

3’-0"

LUMINAIRE HEAD 75lb 

MAXIMUM WEIGHT, 3.0 

SQ FT MAXIMUM EPA

LUMINAIRE ARM DATA 

TABLE, SEE 

     

ES-6D

"TIE-ROD DETAIL No. 2",

SHEET SES-3

"ARM CONNECTION DETAIL", 

SHEET SES-3

"TIE-ROD DETAIL No. 1", 

SHEET SES-3

24"` x 12" THICK CONCRETE PAD 

FOR GUYED POLES

TYPICAL WOOD POLE SUPPORT

WITH OPTIONAL ATTATCHMENTS

�" THRU BOLT THIMBLE 

�

SIDE MOUNTED 

SIGNALS

3
’
-
6
"
¨

1
0
’
-
0
"
 T

Y
P

I
C

A
L

1
7

’
-
0

"
 M

a
x

 W
H

E
R

E
 I

N
D

I
C

A
T

E
D

GUY WIRE WITH INSULATORS, 

SEE GENERAL NOTE 1 ON SHEET 

SES-1 AND SHEET SES-5

MESSENGER WIRE WITH 

CONDUCTORS, SEE GENERAL 

NOTES 4 AND 6 ON 

SHEET SES-1

MESSENGER WIRE WITH CONDUCTORS, See 

GENERAL NOTES 4 & 6 ON SHEET SES-1

FOR "POLE TYPE", SEE "POLE TABLES" 

ON SHEET SES-1 AND "ELECTRICAL PLANS"

12’ MAST ARM SEE GENERAL 

NOTE 8 & 9 ON SHEET SES-1

FOR POLE EMBEDMENT

SEE POLE TABLES

ON SHEET SES-1

1
7

’
-
0

"
 A

T
 L

O
W

E
S

T
 P

O
I
N

T

TYPICAL WOOD POLE SUPPORT INSTALLATION

POLES WITH LMA, INSTALL WIND 

ANCHOR SEE "WIND ANCHOR DETAIL"

ON SHEET SES-4
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SES-3

3

  

TEMPORARY WOOD POLE

NOTE:

THE CONTRACTOR SHALL VERIFY ALL CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING ANY MATERIAL.

�

Typ

T
y
p

T
y
p

�" ´ STEEL BENT TO

FIT POLE SNUGLY

1�" NPS

ON ARM �

CHASE EDGES

WOOD POLE

�" ` THRU-BOLT W/NUT

& WASHER EACH SIDE, USE

FITTED ´ WASHER FOR NUTS

ON WOOD Tot 2

1. 

 

2.

 

 

3.

 

 

4.

 

 

 

All hardware and steel shall be galvanized after fabrication.

 

Arm Base connection details shall be in  compliance with

Standard Plans Detail Sheet ES-6D with noted modifications.

 

2000 lb Min capacity strap system shall be used for top

and bottom of plate.

 

The Contractor to verify pole dimensions at Tie-Rod attachment

height. Fabricate 8" flat bar with "L" Dimension to maintain

an open gap between encasement in finished installation.

 

NO SCALE

NOTES:

MISCELLANEOUS DETAILS 1

�" ` TIE-ROD

WOOD POLE

B

B

�" x 8" FLAT BAR

BENT TO FIT POLE

SNUGLY

C

C

2
�
"

2
�
"

2
�
"

8
"

1
�
"

1
�
"

�

�

2"
1"

1"

2"

1"1"

1�"

2�"

2�"

2
�
"

WOOD POLE

�" Min

Gap (Typ)

�

Typ

�" ´ GUSSET

TOTAL 4, EACH 

FITTED PLATE

�" x 8" FLAT BAR

ELEVATION

A

�" ´

ELEVATION SECTION A-A   

TIE-ROD DETAIL No. 1

�" ´ GUSSET

LUMINAIRE

ARM

LUMINAIRE

ARM

ELEVATION

VIEW D-D

ARM CONNECTION DETAILS

VIEW C-C

�" ` HS HEX BOLT

W/NUT & PRESSURE

WASHER 2 EACH SIDE,

(TYPICAL)

�" ` TIE-ROD

THREADED 6" W/2

NUTS AND PRESSURE 

WASHERS EACH END

�" ` x 2�" Lg

HEX Hd LAG SCREWS

TOTAL 10

ROW A

ROW B

ROW 

A & C

ROW B

ROW C

�" ` SCREW 

HOLES, 2" 

APART RADIALLY,

TYPICAL

WOOD POLE

A

�" ` TIE-ROD

THREADED 6" W/2

NUTS AND PRESSURE 

WASHERS EACH END

4"

�
"

�

1
�
"

1�"

1
�
"

1�"

7"

4
"

�" ´ GUSSET
1"` COPE

1"

Min.

 
1�" Min.

�" Min.
 

NOTE:

    Not all screw and bolt heads shown for clarity.

2"

1"

2"

10-18-11

1�" ´

D

D

3"

�" ´ TOP, BOTTOM

AND SIDES

Typ

�
2

�
"

2
�
"

1
�
"

5
�
"

7
�
"

2
�
"

�

1
’
-
5
�
"

STAINLESS STEEL STRAP

TOTAL 2 TOP, TOTAL 2 

BOTTOM, SEE NOTE 3

�" - 11UNC x 2" Lg

HS CAP SCREW

TOTAL 4, TAP 

POLE PLATE

E E

�" - 11UNC x 2" Lg

HS CAP SCREW

TOTAL 4, TAP 

POLE PLATE

�

Typ

�" ´ STEEL BENT TO

FIT POLE SNUGLY

1�" ´ POLE ´

�" ´ 

WOOD POLE

MAST ARM NOT 

SHOWN FOR 

CLARITY

NOTE:

SECTION E-E

NO SCALE

NO SCALE

MAST ARM NOT 

SHOWN FOR 

CLARITY

NOTE:

2"

 

2-�" ` 

GALVANIZING

DRAIN HOLES 

AS SHOWN

M
inT

y
p

TIE-ROD DETAILS No. 2

SECTION B-B

LAG SCREW AND 

GUSSET PLATE LAYOUT

11-28-11
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SES-4

4

 NOTE:

THE CONTRACTOR SHALL VERIFY ALL CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING ANY MATERIAL.

10-18-11

WIND ANCHOR

2"

4’-0"

2"

20^

�" x 3" 

STEEL PLATE

To be installed perpendicular to mast

arms and 2’-0" Min below grade

1" ` x 2" LONG BOLT

WITH NUT AND LOCK

WASHER (Tot 2)

1" ` x 4" LONG

LAG SCREW (Tot 2)

TAPERED WASHER

(Tot 2)

NOTES:

ELEVATION
9

"

1
’
-
4
"

3
�
"

9
"

4"

PLAN

ELEVATION

BACKING PLATE 

DETAIL 

ELEVATION

PLAN

CURVED WASHER 

DETAIL 

1�"

1
�
"

�" MINIMUM 

THICKNESS

 

BRONZE WASHER 

CURVED TO 

FIT PLATE

�` HOLE

�" PLATE

CURVED TO

FIT POLE

� X 1� SLOT

CONDUIT

CONDUIT

A A

WOOD POLE
1

"
 M

in

T
y

p

�" ` BOLT 

WITH NUT AND 

LOCK WASHER,

(GALVANIZED),

TOTAL 2

SEE CURVED 

WASHER 

DETAIL 

FLAT WASHER

TYPICAL

WOOD POLE

SEE CURVED 

WASHER 

DETAIL 

3" = 1’-0"

3" = 1’-0" 6" = 1’-0"

The contractor to verify pole dimensions at terminal compartment 

for fabrication of backing plate and curved washer. 

Backing plate to be galvanized after fabrication.

�" x 0.044" minimum, rounded edge stainless steel straps, double 

wrapped with 2" long bend under stainless steel strap buckle.

1.

2.

3.

For Details Not Shown See RSP-ES-4D Sheet

SIDE MOUNTING

TERMINAL COMPARTMENT

3" = 1’-0"

STAINLESS STEEL

STRAP SEE NOTE 3

TERMINAL

COMPARTMENT

WITH COVER

(SEE NOTE 4)

TERMINAL

COMPARTMENT

WITH COVER

(SEE NOTE 4)

4. For details not shown see STANDARD PLAN ES-4D

 MOUNTINGS FOR SIGNAL HEADS

SECTION A-A

STAINLESS STEEL

STRAP, (SEE NOTE 3)

SEE BACKING 

PLATE DETAIL

STAINLESS STEEL

STRAP, (SEE NOTE 3)

SEE BACKING 

PLATE DETAIL

& NOTES 1 & 2

11-28-11

MISCELLANEOUS DETAILS 2
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TEMPORARY WOOD POLE

NOTE:

THE CONTRACTOR SHALL VERIFY ALL CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING ANY MATERIAL.

Anchor

Call Out

10" 8’-0"

14" 9’-0"

A

B

COMPACT �" - 1�"

GRADED AGGREGATE

�"` Galv

STEEL ANCHOR

F

G

6
"

 

 

NO SCALE

�" THIMBLE EYE

WITH GUY HOOK, 

Galv, (TYPICAL)

E
M

B
E

D
M

E
N

T

EXPANDED STEEL ANCHOR

(SEE TABLE FOR MINIMUM `)

Embedment

(Minimum)

Tension

Type
Anchor

call out

SPECIFICATION NOTES:

1  During installation the torque will be continuosly monitored

   and recorded. If a drop in torque is recorded, the anchor 

   must then continue to be inserted past the soft soil layer

   until Minimum Installation Torque is achieved.

 

2  Anchors and Hardware to be installed per the manufacturers

   specifications.

 

*  Number of helical plates is not specified; Contractors choice.

 

** Adjust accordingly if required, See Note 3.

10"

Helix

Plate

Diameter 

8’-0"

Allowable

Min Tension

Cap., "Q "a

Installation

Torque

(Min)  , "T"
***

2700 lb 810 ft-lb

Tension 14" 9’-0"5500 lb 1670 ft-lb

Embedment

(Minimum)

Anchor

Diameter 

 EXPANDED STEEL ANCHOR TABLE

Guy wire

Diameter

�"

�"

 HELICAL ANCHOR SPECIFICATIONS TABLEF
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HELICAL ANCHOR WITH

EYE GUY ADAPTER
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HELICAL BLADES 

AS REQUIRED

a
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NOTES:

t

au = *

a

Q   Q  FS

FS

Q 

k 

T

tu = *

t t

t

1.  Contractor to verify soil condition, slope, and adjust anchoring

   to satisfy basic design requirements per Note 7 on SES-1 sheet.

 

2.  Use of alternative Guy Wire Installation Detail requires that the

   soil bearing capacity be verified by the installation Contractor.

 

3.  Installation Contractor shall determine the most appropriate value

   for k  based on soil conditions and shall adjust the Min Installation

   Torque based on the revised k . A k value of 10 was assumed for

   the Min Installation Torque shown in the table.

 

   The Helical Installation torque Formula is Q   k  T where,

 

 

 

 

 

 

 

4.  Requests made by Helical Anchor Installation Contractor to reduce

   the minimum embedment length and/or Helix ´ diameter

   require Engineer’s approval.

 

5. The Contractor shall locate and mark all of the substructures and

   utilities. Installation of anchors underneath utilities or subsurface

   structures is prohibited. Horizontal clearances of anchors shall be

   determined by Inspector during construction.

= Ultimate Helical Anchor Capacity (lb)

= Factor of Safety = 3.0

= Allowable Helical Anchor Capacity (lb)

= Empirical Torque Factor (ft )

= Min Installation Torque (ft-lb)

ALTERNATIVE HELICAL ANCHOR

INSTALLATION DETAIL

Galv STEEL GUY CABLE WITH 

STRAIN INSULATOR, ("SEE

EXPANDED STEEL ANCHOR 

TABLE" FOR `)

NOTE:

For Guy cable ` see "EXPANDED 

STEEL ANCHOR TABLE"

A

B

(See Helical Anchor Specifications Table)

NO SCALE

-1

EXPANSION ANCHOR DETAIL

SHEET

GUY

WIRE

SPAN 2

SPAN 1

PLAN

Guy wire

Span wire

LEGEND:

NO SCALE

SPAN 3

Y

11-28-11

POLE   GUY LAYOUT

30^

GUYING AND ANCHORING DETAILS

2-9-12

X X

N/A

P C WELLS

JOEL MAGANA

JOEL MAGANA

04-3a23u1 60400020945
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SPECIAL DESIGNS BRANCH A
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DESIGN AND TECHNICAL SERVICES

(ENGLISH) SPECIAL DESIGNS BRANCH BORDER SHEET (REV. 7-1-09)

D W JUSTICE Jr

NOTE:

THE CONTRACTOR SHALL VERIFY ALL

CONTROLLING FIELD DIMENSIONS

BEFORE ORDERING OR FABRICATING

ANY MATERIAL.

 

 

 

 

                

PROJECT NUMBER & PHASE: CONTRACT NO.:

UNIT:

SECTION A-A

DETAIL B

BOX ENCLOSURE DETAIL C

J HOOK

DETAIL D

SAFETY CHAIN BRACKET

 

AA 29^
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2�"

1
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2
�
"

1�"

6
"

6
"

BASE PLATE TO 

MATCH CAMERA BASE 

J HOOK FOR 

CABLE SUPPORT

  CAMERA 

MOUNTING  

   PLATE

´
 
�
"

ES-16A

ES-16A

E LOPEZ
N/A

0400020945-1 04-3a23u1

CLOSED CIRCUIT TELEVISION SYSTEM

CAMERA MOUNTING DETAILS

R
=

�
"

NOTES:

1.  For details not shown, See "2006 Standard Plans

   ES-16A" and "2006 Revised Standard Plans".

ELISEO LOPEZ

C72910

12/31/12

JEFF WOODY

SECURE 1’-0" SAFETY CHAIN TO

THE SAFETY CHAIN BRACKET AND

ACCESS PLATE, ATTACH WITH

�" NUT AND BOLT ON EACH END

  " ` HOLE

ON �

�

�"

J HOOK

POLE

CAMERA BASE

CAMERA UNIT

SAFETY CHAIN BRACKET

TACK WELD HEX NUT

SAFETY CHAIN BRACKET

3 NPS Std PIPE

3 NPS Std PIPE

6" X 6" X 6" X �" THICK

WELDED PLATE BOX ENCLOSURE,

SEE DETAIL B

J HOOK FOR CABLE

SUPPORT GRIP.  

�" ` ROUND BAR, 

SEE DETAIL C

�" ´ TYPICAL

ACCESS PLATE

6�" X 6�" X �" THICK

�" HHCS - �" LONG SLOT

TACK WELD HEX NUT

INSIDE (Tot 4)

  " NEOPRENE GASKET

CEMENTED TO ACCESS PLATE 

�

                

        

1
"

DETAIL A

CCTV POLE

CAMERA MOUNTING DETAILS

J WOODY

J WOODY

04 Son 101

3-15-12

spec_des_br_prj/2012sd/04-3a23u1/

3-20-12

3-20-12
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2’-0" x width

of lane

2’-0" x width

of lane

RAILROAD CROSSING SYMBOL

WIDTH TRANSVERSE LINES.

DIAMOND SYMBOL

BIKE LANE SYMBOL
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10"

BICYCLE LOOP

DETECTOR SYMBOL

3
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3
"

2"

A (White) =9 sq ft

BlueWhite

~

2’-8�"

8
’
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0
"

8
"
 

8
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8
"
 

1. Minor variations in dimensions may be accepted

by the Engineer.

Donald E.

Howe

C46402

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

PAVEMENT MARKINGS

SYMBOLS AND NUMERALS

CIVIL

4" GRID

4" 4" 4"

A (Blue) =14 sq ft

6" GRID

6"

1’-4
"

1’-4"

70 sq ft DOES NOT INCLUDE THE 2’-0" x VARIABLE
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"
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"

4’-5"

3’-9"

3’-4"

3’-3"

1’-0" GRID

1’-0" GRID

A=7 sq ft

A=11 sq ft

A=2 sq ft

A=19.5 sq ftA=16.5 sq ftA=17.5 sq ft

A=70 sq ft
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REVISED STANDARD PLAN RSP A24C

DATED MAY 1, 2006 - PAGE 11 OF THE STANDARD PLANS BOOK DATED MAY 2006.

INTERNATIONAL SYMBOL

OF ACCESSIBILITY MARKING

NOTE:

5-27-08

RSP A24C DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A24C

June 6, 2008
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MINIMUM CLASS AND D-LOAD

5.9’

TYPE 2 INSTALLATION:

TYPE 3 INSTALLATION:

Roadway Embankment

Loose Backfill

INSTALLATION TYPE 1

Haunch

7.9’

OVER 108" Dia

Lower Side

See Note 6

Structure Backfill 

(Culvert)  See Note 6

Structure Backfill 

(Culvert)  See Note 6

MinMin

Lower Side

Outer Bedding

Slope or Shore As Necessary

EXCAVATIONBACKFILL

Excavation Structure

(Culvert)

MINIMUM CLASS AND D-LOAD

9.9’

INSTALLATION TYPE 2

MINIMUM CLASS AND D-LOAD

INSTALLATION TYPE 3

to a minimum 90 percent relative compaction.  In

to a minimum 90 percent relative compaction.  In

10.0’- 14.9’ 8.0’ - 10.9’ 6.0’ - 8.9’

9.0’ - 12.9’

Middle Bedding

See Note 5

See Notes 8 and 9

See Notes 8 and 9

Embankment Trench

Embankment Trench

to a minimum 85 percent relative compaction.

90 percent relative compaction will be required

The haunch and outer bedding shall be compacted

addition, the minimum sand equivalent in these

areas shall be 30 and the maximum percentage

passing the 75 ˆm sieve size shall be 12.

The haunch and outer bedding shall be compacted

The haunch and outer bedding shall be compacted

addition, the minimum sand equivalent in these

areas shall be 25.

TYPE 1 INSTALLATION:

39.0’ - 47.0’

OD

OD OD

OD

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

EXCAVATION AND BACKFILL

CONCRETE PIPE CULVERTS

14.9’ 12.9’

15.0’ - 20.9’

21.0’ - 26.9’

27.0’ - 31.9’

32.0’ - 40.9’

41.0’ - 49.9’

50.0’ - 59.0’

13.0’ - 18.9’

19.0’ - 24.9’

25.0’ - 29.9’

30.0’ - 38.9’

39.0’ - 46.9’

47.0’ - 58.0’

15.0’ - 19.9’

20.0’ - 24.9’

25.0’ - 31.9’

32.0’ - 38.9’

48" Dia AND SMALLER OVER 48" Dia

11.0’ - 14.9’

15.0’ - 17.9’

18.0’ - 21.9’

22.0’ - 26.9’

30.0’ - 33.0’

13.0’ - 15.9’

16.0’ - 19.9’

20.0’ - 24.9’

25.0’ - 31.0’

2’-0" Min

where the fill over the pipe is less than 4’-0"

or � OD.

108" Dia AND SMALLER

S
e
e

N
o
t
e
 
5

Dallas Forester

C37765

CIVIL

12-31-06

except for Type 3

Installation where Max

Equals OD of pipe

2’-0" Min;  No Max

�
 
O

D

COVER

COVER

COVER

ð OD

2
0
0
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 R
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NOTES: 

Unless otherwise shown on the plans or specified in the special   

class of RCP and the type of installation to be used,  provided

the height of cover does not exceed the value shown for the

RCP selected.

options are:

the pipe to finished grade within the length of any given culvert.

1.

2.

throughout the length of any given culvert.

The "length of any culvert" is defined as the culvert between:

a)

b)

a)

b)

headwalls,  etc.).

Successive drainage structure (inlets, junction boxes, 

culvert.

A drainage structure and the inlet or outlet end of the

c)

intervening drainage structures.

The inlet and outlet end of the culvert when there are no 

3.

4.

5.

6.

c)

outer bedding and haunch areas. If slurry is used the outer and

softened by scarifying or other means to a minimum depth of

7.

shown are minimums.

8.

9.

10.

in Section 19-3.062 of the Standard Specifications.

Lower side shall be suitable material as determined by the Engineer.

Otherwise it shall be considered unsuitable as set forth in Section 

19-2.02 of the Standard Specifications.  See Note 9.

Class ˛ˇ Special or stronger with Installation Type 3.

placed under installation Types 1, 2 or 3.

at 5 vertical to 1 horizontal or steeper for at least 90 percent of

Where the pipe is placed in a trench, if the trench walls are sloped

dimensions are shown for backfill width or thickness.  Dimensions

Backfill shall be placed full width of excavation except where

middle beddings shall be omitted.  Prior to installation the soil under

Slurry cement backfill may be substituted for backfill in the

used clear distance to trench wall may be reduced as set forth

The class of RCP and Installation Type selected shall be the same

Oval and arch shaped RCP shall not be used.

Cover is defined as the maximum vertical distance from top of

provision, the Contractor shall have the option of selecting the

plane, the firmness of the soil in the lower side need not be

considered.

the trench height or up to not less than 12" from the grading

Non-reinforced precast concrete pipe sizes 3’-0" or smaller may be

Class ˛˛˛   or stronger with Installation Type 1.

Class ˛˛˛  Special  or stronger with Installation Type 2.

÷ OD Min, not less than 3". 

÷ OD, but not less than 3".  Where slurry cement backfill is 

the middle ð of the outside diameter of the pipe shall be

Example: 24" RCP culvert with maximum cover of 19’-0"’ the 

Class ˛˛  1000D

Class ˛˛˛  1350D

Class ˛˛˛  Special 1700D

Class ˛ˇ 2000D

Class ˛ˇ Special 2500D

Class ˇ 3000D

Class ˇ Special 3600D

Class ˛˛  1000D

Class ˛˛˛  1350D

Class ˛˛˛  Special 1700D

Class ˛ˇ 2000D

Class ˛ˇ Special 2500D

Class ˇ 3000D

Class ˇ Special 3600D

Class ˛˛  1000D

Class ˛˛˛  1350D

Class ˛˛˛  Special 1700D

Class ˛ˇ 2000D

Class ˛ˇ Special 2500D

Class ˇ 3000D

Class ˇ Special 3600D

10-26-06

REVISED STANDARD PLAN RSP A62DA

November 17, 2006

RSP A62DA DATED NOVEMBER 17, 2006 SUPERSEDES STANDARD PLAN A62DA

DATED MAY 1, 2006 - PAGE 20 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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Varies

 

Concrete

Barrier marker

(cemented to barrier)

 

  

Typ

Existing wall

or abut

CONCRETE BARRIER TYPE 60D

Pvmt or well  compacted base.

Pvmt or well

compacted base

Optional

CONCRETE BARRIER TYPE 60C

See Note 9

Offset roadway surfaces

Details similar to Type 60 except as noted.

FG

CONCRETE BARRIER TYPE 60

Max roadway

Pvmt or well

compacted base

2.

4.

5.

6.

3.

1.

7.

8.

9.

concrete structure, match existing weep holes.

at bridge column and sign pedestals.  

Details similar to Type 60 except as noted.

CONCRETE BARRIER TYPE 60A

See Notes 7 and 8

barrier

in median

5�"5�"

Conc barrier

5�"

Conc barrier

6�"

 Const Jt

evenly spaced

3
"

6�"

6�"

3
"

3
"

Bridge deck

use Concrete Barrier Type 60G.

Where glare screen is required on Concrete Barrier Type 60,

Where the concrete barrier is added to the face of existing

25

CONCRETE BARRIER TYPE 60 DELINEATION

evenly spaced

Concrete barrier end anchor when necessary.

existing wall.

when pvmt does not extend to

Slope away from concrete barrier

end anchors, connection to structures and transitions to

See Standard Plan A76C for Concrete Barrier Type 60 transitions

See Standard Plan A76B for details of Concrete Barrier Type 60

Concrete Barrier Type 50 and Concrete Barrier Type 60S.

CIVIL

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CONCRETE BARRIER TYPE 60

7"

5
"

6"

#5

#5 Cont total 8

5
"

�" Chamfer or

�" R (typical)

#5 Cont total 8,

evenly spaced

See Note 6

offset 1�"

1
�
"
 
M

i
n

4"

#5 Cont total 4

1
’
-
8
"

1
’
-
6
"

 deck, pavement and principal wall joints.  Expansion joint filler 

Expansion joints in concrete barrier shall be located at all

material shall be the same size as joint or �" minimum.

�

3
6
"

24"

3
6

"

3
6

"
3

6
"
 M

a
x

12"

#4   @ 12

#4 @ 12

3
6

"

Dowels @ 24

24"

  Randell D. Hiatt  

 C50200   

 NOTES:

�

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 A

7
6
A

REVISED STANDARD PLAN RSP A76A

#4 bar

See Note 10

10.

Reinforcing stirrup not required for roadway offsets less than 1’-0".

Barrier delineation to be used when required by the Special Provisions.

Where roadway offset is greater than 1�", see Concrete Barrier Type 60C.

markers on the adjacent median edgeline pavement delineation.

Spacing of barrier markers to match spacing of raised pavement 

DATED MAY 1, 2006 - PAGE 29 OF THE STANDARD PLANS BOOK DATED MAY 2006.

6-30-09

8
"

8
"

8
"

8
"

3
"

36" roadway surfaces offset shown.

5-21-08

For roadway surfaces offset greater than 1�" to 3", no rebars required.

For roadway surfaces offset greater than 3" to 8" use two #4 rebars at 3"

above the lower roadway surface. For roadway surfaces offset greater than

8" to 12", use two #4 rebars at 3" above the lower roadway surface and

two #4 rebars at 8" above the lower roadway surface. For roadway surfaces

offset greater than 12" to 36", use two #4 rebars at 3" above the lower

roadway surface and two #4 rebars at every 8" increment vertical spacing

above the first two #4 rebars.

June 6, 2008

RSP A76A DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A76A
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�

RAIL ELEMENT

SECTION THRU

NOTES:

�
"

0.108" Nominal

SECTION A-A

TYPICAL WOOD LINE

POST INSTALLATION

ELEVATION

RAIL ELEMENT SPLICE DETAIL

See Note 4

Top of rail

See Note 15

See Note 14

10^

Cut steel washer

1
"

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

STANDARD RAILING SECTION

(WOOD POST WITH

WOOD BLOCK)

� Rail Splice and slot for

       bolt to connect rail

       to post and block

       �" ` button head

bolt with hex nut. No

washer on rail face

for bolted connection

to line post.

�" ` Button head

�" x 1�" Slots, Typ

Connect the over lapped end of the rail elements with

are to be used at each rail splice connection.

 

The ends of the rail elements are to be overlapped in the

direction of traffic (see details).

 

Where end cap is to be attached to the end of a rail element,

a total of 4 of the above described splice bolts and nuts are

to be used.

�" ` x 1�" button head oval shoulder splice bolts

inserted into the �" x 1�" slots and bolted together

R=�"

1�"

R=�"

1�"

�" Tolerance

4�" 4�"2" 2"

wood post (See Note 3)

Ground line

or shoulder

surfacing

Galv nails in top of block

6" x 8" x 6’-0"

For details of steel post installations, see Standard

Plan A77A2.

 

For details of standard hardware used to construct guard

railing, see Standard Plan A77B1.

 

For details of wood posts and wood blocks used to construct

guard railing, see Standard Plan A77C1.

 

For additional installation details, see Standard Plan A77C3.

 

except as otherwise noted.

 

For guard railing typical layouts, see the A77E, A77F and

A77G Series of Standard Plans.

 

 

For guard railing end anchor details, see Standard Plans

A77H1 and A77I2.

 

For details of guard railing transition to bridge railing, see

Standard Plan A77J4.

 

For additional details of guard railing connection to bridge

railings, see Standard Plans A77J1, A77J2 and A77K1.

 

For guard railing connection details to abutments and walls,

see Standard Plan A77J3.

 

 

For typical guard railing delineation and dike positioning

details, see Standard Plan A77C4.

 

Slotted hole for bolted connection of rail element to block

 

Slotted holes for splice bolts to overlap ends of rail

element. See "Section Thru Rail Element".

 

Additional hole in uppermost portion of line post is

for potential future adjustments of railing height.

See Standard Plan A77C1.
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�" x 2�" Slot
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c)

 

 

See

Note 16

Symmetrical

about �
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6" x 8" x 1’-2"

wood block

8"
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"

12�"
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"

Toenail with 2-16d

Guard railing post spacing to be 6’-3" center to center,

and post. See "Section Thru Rail Element".

with �" ` recessed hex nuts. Recess of hex nut points

toward rail element. A total of 8 bolts and nuts

Direction of adjacent traffic indicated by       .
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PLAN

Rail splice

A

A

Rail splice

6"

slot pattern in rail element

� �" x 2�" bolt

slot pattern in rail element

� �" x 2�" bolt

 

 

6’-3"

 

6’-3"

 

8
"  

8
"  

Rail elements spliced at 12’-6" intervals

Rail element length = 13’-6�"

METAL BEAM GUARD RAILING WITH WOOD POST AND BLOCKS

Top of rail

ELEVATION

Lap rail elements in 

direction of traffic

Ground line or shoulder

�

Post

 

�

Post

 

�

Post

 

 

6’-3"

 

6’-3"

 

2
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See Note 15

surfacing under rail element,

See Note 17

under railing,

See Note 17
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For terminal system end treatment details, see the A77L

Series of Standard Plans. To connect railing to terminal

system end treatment, transition the top of railing height

at a ratio of 120:1 to terminal system end treatment height

plus one 12’-6" standard railing section at the transitioned

height for a horizontal connection to the end treatment.

Install posts in soil. 17.
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ELEVATION

Rail Splice
Rail Splice

A

A

RAIL ELEMENT SPLICE DETAIL

2" 2"

ELEVATION

NOTES:

PLAN

Top of rail

a)

 

 

 

 

 

 

b)

 

 

c)

 

 

RAIL ELEMENT

SECTION THRU

�
"

See Note 15

See Note 15

See Note 14

SECTION A-A

TYPICAL STEEL LINE

POST INSTALLATION

See Note 4

Top of rail

Lap rail elements in 

direction of traffic

10^

1
"

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

STANDARD RAILING SECTION

WOOD OR NOTCHED

Connect the over lapped end of the rail elements with

are to be used at each rail splice connection.

 

The ends of the rail elements are to be overlapped in the

direction of traffic (see details).

 

Where end cap is to be attached to the end of a rail

element, a total of 4 of the above described splice bolts

and nuts are to be used.

with hex nut. Attach rail

element to wood block and

steel post with bolt on traffic

approach side of post web.

No washer on rail face for

bolted connection to line post.

 

For details of wood post installations, see Standard

Plan A77A1.

 

For details of standard hardware used to construct guard

railing, see Standard Plan A77B1.

 

 

For additional installation details, see Standard Plan A77C3.

 

except as otherwise noted.

 

For guard railing typical layouts, see the A77E, A77F and

A77G Series of Standard Plans.

 

 

For guard railing end anchor details, see Standard Plans

A77H1 and A77I2.

 

For details of guard railing transition to bridge railing,

see Standard Plan A77J4.

 

For additional details of guard railing connection to bridge

railings, see Standard Plans A77J1, A77J2 and A77K1.

 

For dike positioning and guard railing delineation details,

see Standard Plan A77C4.

 

Direction of adjacent traffic indicated by        .

 
Notched face of block faces steel post.

 
Slotted hole for bolted connection of rail element to block

 
Slotted holes for splice bolts to overlap ends of rail

element. See "Section Thru Rail Element".

6’-3"

 

6’-3"

 

6’-3"

 

6’-3"

 

Post

 

Post

 

� �

Post

 

�

3�"

 
3�"

 

1�"

R=�"

3
�
"

 1�"

R=�"

Symmetrical

about

�

�

Guard railing post spacing to be 6’-3" center to center,

  Rail Splice and

button head bolt

to connect rail

to post and block

�

slot for �" `

1’-�"

 

1�"

�" x 2�" Slot

�" x 1�"Slots

�" ` x 1�" button head oval shoulder splice bolts

�" ` Button head bolt

0.108" Nominal

�" Tolerance

6" x 8" x 1’-2"

notched wood block or notched

plastic block. See Notes 3 and 13.

� �" x 2�" bolt

slot pattern in rail element

� �" x 2�" bolt

slot pattern in rail element

Rail elements spliced at 12’-6" intervals

 

4�

 

4�

 

6
’
-
0
"

 

W6 x 9

Steel post,

6’-0" length

with �" ` recessed hex nuts. Recess of hex nut points

toward rail element. A total of 8 bolts and nuts
1

2
�
"

 Rail element length = 13’-6�"

 

inserted into the �" x 1�" slots and bolted together

and post. See "Section Thru Rail Element".
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AND NOTCHED WOOD OR NOTCHED RECYCLED PLASTIC BLOCKS

METAL BEAM GUARD RAILING WITH STEEL POSTS

1. 

 

2. 

 

3. 

 

  

4.
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7.

 

 

8.

 

 

9.

 

 

10.

 

 

11.

 

 

12.

 

13.

 

14.

 

 

15.

 

(STEEL POST WITH NOTCHED

RECYCLED PLASTIC BLOCK)

surfacing

or shoulder

Ground line 2
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"
 
¨
1
"

2
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¨
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"

Ground line or shoulder

REVISED STANDARD PLAN RSP A77A2

surfacing under rail element,

See Note 16

under railing,

See Note 16

Install posts in soil.

For terminal system end treatment details, see the A77L

Series of Standard Plans. To connect railing to terminal

system end treatment, transition the top of railing height

at a ratio of 120:1 to terminal system end treatment height

plus one 12’-6" standard railing section at the transitioned

height for a horizontal connection to the end treatment.

16.
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For details of steel posts and notched wood blocks used

to construct guard railing, see Standard Plan A77C2.
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LINE POST

HINGE POINT OFFSET DETAILS

EMBEDMENT AND

NOTES:

1.

 

 

 

 

 

 

 

 

 

2.

 

 

3.

These installation details also applicable to steel line post installations.

For Detail A, C, and D, where steel line post installations are constructed,

W6 x 9 steel post, 6’-0" in length, with 6" x 8" x 1’-2" notched wood blocks

or notched recycled plastic blocks are to be used in place of the size of wood

post and wood block shown. For Detail B, where steel line post installations are

constructed, W6 x 9 steel post, 7’-0" in length, with 6" x 8" x 1’-2" notched wood

blocks or notched recycled plastic blocks are to be used in place of the size of

wood post and wood block shown. For additional installation details, see Standard

Plans  A77A1 and A77A2.

 

Where the distance between the face of the rail and the hinge point is less than 2’-0", 

see the Project Plans for special details.

 

For dike positioning with guard railing installations, see Standard Plan A77C4.

POST EMBEDMENT

DETAIL A DETAIL B

TYPICAL ROADWAY NARROW ROADWAY

See Note 2

wood block

Top of rail

See Note 1 See Note 1

Edge of paved shoulder

of traveled way

or offset line of edge

wood block

Top of rail

Hinge

Point

Edge of paved shoulder

of traveled way

or offset line of edge

wood post wood post

INSTALLATION INSTALLATION

8" 8"

Hinge

Point

6" x 8" x 1’-2" 8" x 8" x 1’-2"

6
’
-
0
"

7
’
-
0
"

2’-0" to less than 3’-0"

8" x 8" x 7’-0"6" x 8" x 6’-0"

3’-0" or greater

2’-0" Min

Desirable

Hinge Point

Retaining Wall

Embankment slope

Crib Wall

wood post wood post

Top of rail

Edge of paved shoulder

of traveled way

or offset line of edge

wood block

wood blockwood block

DETAIL C DETAIL D

Edge of paved

shoulder or

offset line of

traveled way

INSTALLATION AT EARTH RETAINING WALLS

6" x 8" x 1’-2"

6" x 8" x 1’-2"

8" 8"

6
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-
0
"

6
’
-
0
"

6" x 8" x 6’-0" 6" x 8" x 6’-0"

3’-0" or greater

4’-0" or greater

11�"
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Delineator

Reflector

GUARD RAILING DELINEATION DIKE POSITIONING

2"

Var

Var

HP

ES ES

See Note 1

See Note 4

See Note 3

(flexible post, see Std Plan A73C)

Type C

Type F

Var

HP

Top of

rail

See

Note 5

Var

See Note 5

See Note 1

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL RAILING DELINEATION

AND DIKE POSITIONING DETAILS

Min 3" x 1’-0"
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-
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1
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M
a
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2�"

Min

3"

Min

REVISED STANDARD PLAN RSP A77C4

DATED MAY 1, 2006 - PAGE 47 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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10:1 or

flatter
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NOTES:

1.

 

 

 

2.

 

3.
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5.

 

 

6.

When necessary to place dike in front of face of guard

railing, only Type C dike may be used. For dike details, see

Standard Plan A87B.

 

For standard railing post embedment, see Standard Plans A77C3.

 

Guard railing delineation to be used where shown on the

Project Plans.

 

When dike or curb is placed under guard railing, the

maximum height of the dike or curb shall be 4".

Mountable dike should not be used. For dike and curb

details, see Standard Plans A87A and A87B.

 

For details of typical distance between the face of rail

and hinge point, see Standard Plan A77C3.

 

For steel line posts, use � - 20 self-tapping screws in 0.22"

diameter holes or �" bolts in �" diameter holes.

See Note 5

16d Galv nails

See Note 6

Ground line

2
9

"

T
y
p
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W/16

W/16
W/4

W
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TYPICAL PARABOLIC LAYOUT

Y

PARABOLIC FLARE OFFSETS

Begin flare

Base Line

.

.

.
.

.

Begin 15:1 or flatter flare

Hinge point

Begin Parabola

ES

Center of end post

Hinge point

Hinge

point

ES

End Anchor Assembly (Type SFT),

See Note 5

Hinge point

Hinge point
Hinge

point

ES

End Anchor Assembly (Type SFT),

See Note 5

Center of end post

See Note 9

 

10’-0"

Min

TYPE 11A LAYOUT

TYPE 11B LAYOUT

TYPE 11C LAYOUT

See Note 9

 

See

 

 

Note 9

End anchor assembly (Type SFT),

See Note 5.

15:1 or flatter flare,

See Note 10.

Buried post end

anchor, See Note 11.

Bury end of rail

in cut slope.

Edge of paved shoulder or

offset line of traveled way

�L

 

�L

 

W  

L/4

 

L/4

 

L/4

 

L/4

 

X

 

L

 

W  

Base Line (Edge of paved shoulder or

offset line of edge of traveled way)

Y = Offset from base line

W = Maximum offset

X = Distance along base line

L = Length of flare

WX˜

 

L˜

Y=

7.

 

 

8.

 

 

9.

 

 

 

10.

 

 

 

 

11.

 

 

12.

 

(EMBANKMENT GUARD INSTALLATION WITH IN-LINE END TREATMENT

AT TRAFFIC APPROACH END OF RAILING)

See Note 6

(EMBANKMENT GUARD RAILING INSTALLATION WITH FLARED END TREATMENT

AT TRAFFIC APPROACH END OF RAILING)

See Note 6

(EMBANKMENT GUARD RAILING INSTALLATION WITH BURIED END ANCHOR TREATMENT

AT TRAFFIC APPROACH END OF RAILING)

See Notes 6 and 12

Begin Parabola End Parabola

Base Line

TYPICAL FLARE OFFSETS

FOR 1 FOOT MAX END OFFSET

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

EMBANKMENTS

1’-0" offset
3" offset

�" offset

6�" offset

6’-3" 6’-3" 6’-3" 6’-3"

6’-3" 6’-3" 6’-3" 6’-3"

6’-3" 6’-3" 6’-3" 6’-3"

1’-0" Max offset

for 15:1 flare

6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3"
6’-3"

6’-3" post spacing

 

25’-0"

Length of flare

25’-0"

 

25’-0"

 

25’-0" Parabola

 

NOTES:

3
’
-
0
"

M
in

3
’
-
0
"

M
in

Front face of end post

3
’
-
0
"

T
y

p

3
’
-
0
"

M
in

10’-0"

Min

10’-0"

Min

3
’
-
0
"

M
in

4
’
-
0
"

T
y

p

Front face

of end post

Hinge point

3
’
-
0
"

T
y

p

3
’
-
0
"

M
in

1.

 

 

2.

 

 

3.
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5.

  

6.

 

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1, and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as

otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

with 6" x 8" x 1’-2" notched wood blocks or recycled plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2" wood

blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

For End Anchor Assembly (Type SFT) details, see Standard Plan A77H1.

 

Layout Types 11A, 11B or 11C are typically used where guard railing is

recommended to shield embankment slopes and a crashworthy end treatment

is required for only one direction of traffic.
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HMA Dike

 

Additional HMA Dike, Type C

25’-0" Min, See Note 12

 

Additional HMA Dike, Type C

25’-0" Min, See Note 12

HMA Dike, Type C

See Note 12

HMA Dike, Type F

See Note 12

HMA Dike, Type F

See Note 12

HMA Dike, Type C

See Note 12

Caltrans approved Flared Terminal System End Treatment

See Note 8

Caltrans approved In-line Terminal System End Treatment

See Notes 7 and 8

10:1 or

flatter slope

6:1 taper

6:1 taper

10:1 or flatter slope

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge of

the paved shoulder or offset line of edge of the traveled way.  The length of

guard railing within the 15:1 or flatter flare is based on site conditions and

should be a length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11C Layout, see

Standard Plan A77I2.

 

Where placement of dike is required with guard railing installations, see

Revised Standard Plan RSP A77C4 for dike positioning details.

June 6, 2008
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Hinge point

ES

10’-0"
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Hinge point

Center of end post

See

Note 8
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(EMBANKMENT GUARD RAILING INSTALLATION WITH

IN-LINE END TREATMENT AT EACH END OF RAILING)

See Note 5

(EMBANKMENT GUARD RAILING INSTALLATION WITH

FLARED END TREATMENT AT EACH END OF RAILING)

See Note 5
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HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type F

See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9
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Additional HMA Dike, Type C

25’-0" Min, See Note 9

Additional HMA Dike, Type C
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6:1 taper6:1 taper

6:1 taper
6:1 taper

Line post,  blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard 

Plans, are typically used where guard railing is recommended to shield

embankment slopes and a crashworthy end treatment is required for both

directions of traffic.

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.
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(EMBANKMENT GUARD RAILING INSTALLATION WITH FLARED END TREATMENT

AND A BURIED END ANCHOR TREATMENT AT THE ENDS OF RAILING)

See Notes 5 and 10

(EMBANKMENT GUARD RAILING INSTALLATION WITH A

BURIED END ANCHOR TREATMENT AT EACH END OF RAILING)

See Notes 5 and 10
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REVISED STANDARD PLAN RSP A77E3

DATED MAY 1, 2006 - PAGE 50 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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HMA Dike, Type C

See Note 10

Caltrans approved Terminal System End Treatment (Type SRT shown)

See Note 6

HMA Dike, Type F,

see Note 10
Additional HMA Dike, Type C

25’-0" Min, See Note 10

6:1 taper

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in 

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks 

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield

embankment slopes and a crashworthy end treatment is required for both

directions of traffic.

The type of terminal system end treatment to be used will be shown on the Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge

of the paved shoulder or offset line of edge of the traveled way. The length

of guard railing within the 15:1 or flatter flare is based on site conditions and

should be a length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11F and 11G Layouts,

see Standard Plan A77I2.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

For typical flare offsets for 25’-0" length parabola with maximum offset of

1’-0", see Revised Standard Plan RSP A77E1.
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See Notes 6 and 7
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Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

with 6" x 8" x 1’-2" notched wood blocks or plastic blocks 

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.
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Layout Types 11D through 11L, shown on the A77E Series of Revised Standard Plans,

are typically used where guard railing is recommended to shield embankment slopes

and a crashworthy end treatment is required for both directions of traffic.

 

The type of terminal system end treatment to be used will be shown on the Project

Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details. RSP A77E4 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77E4

June 6, 2008
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The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge of the

paved shoulder or offset line of edge of the traveled way. The length of guard

railing within the 15:1 or flatter flare is based on site conditions and should be a

length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11I Layout, see Standard

Plan A77I2.

 

For typical flare offsets for 25’-0" length parabola with maximum offset

of 1’-0", see Revised Standard Plan RSP A77E1.

Line post,  blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield

embamkment slopes and a crashworthy end treatment is required for both

directions of traffic.

 

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

HMA Dike

HMA Dike, Type C

See Note 9

HMA Dike, Type C

See Note 9
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HMA Dike, Type C

See Note 9

Additional HMA Dike, Type C

Additional HMA Dike, Type C

6:1 taper

6:1 taper

6:1 taper

10:1 or flatter slope

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

Caltrans approved Flared Terminal System End Treatment

See Note 7

25’-0" Parabola

See Note 12

Additional HMA Dike, Type C

25’-0" Min, See Note 9
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(EMBANKMENT GUARD RAILING INSTALLATION WITH A BURIED END ANCHOR TREATMENT

AND AN IN-LINE END TREATMENT AT THE ENDS OF RAILING)

See Note 5

(EMBANKMENT GUARD RAILING INSTALLATION WITH A BURIED END ANCHOR TREATMENT

AND A FLARED END TREATMENT AT THE ENDS OF RAILING)

See Note 5
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Buried post
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See Note 11.

rail in cut
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See Note 12

25’-0" Parabola

See Note 12
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The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge of the

paved shoulder or offset line of edge of the traveled way. The length of guard

railing within the 15:1 or flatter flare is based on site conditions and should be a

length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11K and 11L Layouts, see

Standard Plan A77I2.

 

For typical flare offsets for 25’-0" length parabola with maximum offset

of 1’-0", see Revised Standard Plan RSP A77E1.

10:1 or flatter slope

6:1 taper

6:1 taper

HMA Dike

HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type F

See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

 

Additional HMA Dike, Type C

Line post,  blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

with 6" x 8" x 1’-2" notched wood blocks or plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield

embamkment slopes and a crashworthy end treatment is required for both

directions of traffic.

 

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

RSP A77E6 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77E6

June 6, 2008
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ETW

ES

Hinge pointHinge point

ES

TYPE 12B LAYOUT

bridge rail

See Note 8

Center of end post

Hinge point

Hinge point

ES

Center of end post

TYPE 12A LAYOUT

ETW

bridge rail

See Note 8

See Notes 10

See Notes 10

See Notes 12 and 13.

See Notes 12 and 13.

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

STRUCTURE APPROACH

A77A1, A77A2, A77B1, A77C1 and A77C2.

otherwise noted.

Standard Plan A77J4.

accommodate a flared end treatment.

Project Plans.

railing and end treatment.

  a. To the right of approaching traffic, at the end of a structure, on

     two-lane conventional highway where the roadbed width across the

  b. To the left of approaching traffic, at the end of a structure, on

     two-lane conventional highway where the roadbed width across the

  c. To the right of approaching traffic at the end of each structure on

     multilane freeways or expressways with separate adjacent or parallel

  d. To the right of approaching traffic at the end of the structure on

     multilane freeways or expressways with decked median on the bridge.

traffic at the ends of each structure on multilane freeways or expressways

see Standard Plan A77J3.

25’-0" Min, See Note 9

25’-0" Min, See Note 9

(GUARD RAILING INSTALLATION AT STRUCTURE APPROACH WITH AN

IN-LINE END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

(GUARD RAILING INSTALLATION AT STRUCTURE APPROACH WITH A

FLARED END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

(Type WB),  See Note 5 See Notes 6 and 7

See Note 9

25’-0"Transition Railing

(Type WB),  See Note 5

See Note 9

See Note 7

See Note 9 See Note 9
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Caltrans approved Flared Terminal System End Treatment

Caltrans approved In-line Terminal System End Treatment

NOTES:

Front face

of end post

Front face

of end post

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

used for 6" x 8" x 6’-0" wood posts with 6" x 8" x 1’-2" wood blocks

where applicable and when specified.

equal to multiples of 12’-6" with 6’-3" post spacing) between the transition

     structure is less than 40 feet.

     bridges.

with separate adjacent or parallel bridges.

     structure is less than 40 feet.

12. For additional  details of typical connections to bridge rail, see

13. For additional details of a typical connection to walls or abutments,

10. Type 12A or Type 12B Layouts are typically used:

9. Where placement of dike is required with guard railing installations,1. Line post, blocks and hardware to be used are shown on Standard Plans

3. Except as noted, line posts are 6" x 8" x 6’-0" wood with

4. Direction of adjacent traffic indicated by       .

5. For Transition Railing (Type WB) details for Types 12A and 12B Layouts, see 

6. In-line Terminal System End Treatments are used where site conditions will not

7. The type of terminal system end treatment to be used will be shown on the

8. Dependent on site conditions (embankment height, side slopes, or other fixed

with 6" x 8" x 1’-2" notched wood blocks or plastic blocks may be

objects), it may be advisable to construct additional guard railing (a length
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HMA Dike

HMA Dike, Type F HMA Dike, Type C

HMA Dike, Type F HMA Dike, Type C Additional HMA Dike, Type C

Additional HMA Dike, Type C

6:1 taper

6:1 taper

10:1 or

10:1 or

2. Guard rail post spacing to be 6’-3" center to center, except as

see Revised Standard Plan RSP A77C4 for dike positioning details.

11. See Revised Standard Plan RSP A77F3 for typical layout used left of approaching

RSP A77J2 and Connection Detail FF on Standard Plans A77K1 and A77K2.

Connection Detail AA on Revised Standard Plans RSP A77J1 and

RSP A77F1 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77F1

June 6, 2008
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

STRUCTURE APPROACH
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= Length of flare

PARABOLIC FLARE OFFSETS
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TYPICAL PARABOLIC LAYOUT

� L

Base Line

Shoulder
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Bridge Shoulder line

ETW

0.8" offset

Bridge Shoulder line

ETW

Bridge Rail

TYPE 12E LAYOUT

Begin Parabola Begin 15:1 or flatter flare

10’-0" 10’-0"

Hinge point

Hinge point

A

A

Median

30^ Min

See Note 10

12.5^

Length based on 12.5^ departure angle

but not less than 25’-0"

Railing (Type WB),

See Note 5

Bridge Rail,

See Note 6.

 

25’-0"

Parabola
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Departure Angle

Projected 12.5^

departure angle

Caltrans approved

Crash Cushion

15:1 or flatter flare (See Note 10)

31’-3" for

Type CAT

Departure Angle

Center of post

Rail Tensioning
Assembly, see Note 7

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

 

 

 

For Transition Railing (Type WB) details, see Standard Plan A77J4.

 

For additional details of a typical connection to bridge rail, see Connection Detail AA on

 

For Rail Tensioning Assembly details, see Standard Plan A77H2.

 

 

The type of Crash Cushion to be used will be shown on the Project Plans.

 

Type 12E Layout is typically used left of approaching traffic at the end of each structure

on multilane freeways or expressways where a median type barrier is not constructed

1.

 

 

2.

 

3.

 

 

 

 

4.

 

5.

 

6.

 

 

7.

 

8.

 

9.
 

10.

 

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

Guard railing post spacing to be 6’-3" center to center, except as otherwise noted.

NOTES:

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 6" x 8" x 1’-2" notched

wood line posts with 6" x 8" x 1’-2" wood blocks where applicable and when specified.

wood blocks or notched recycled plastic blocks may be used for 6" x 8" x 6’-0"

between separated roadbeds.

 

The 15:1 or flatter flare is measured off of the edge of traveled way.

Direction of adjacent traffic indicated by       .

SECTION A-A

TYPICAL DOUBLE METAL

BEAM GUARD RAILING

1
"

Ground line

Top of rail

after hex nut(s) tightened. No washer on

Top of post

and block
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-
0
"

8"

rail faces for bolted connection to line post.

�" ` Button head bolt with hex nut or

�" ` Rod, threaded both ends, with

6" x 8" x 1’-2"

wood blocks 

wood post

6" x 8" x 6’-0"

hex nuts. �" Max exposed threads

See Note 8
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10:1 or flatter slope

6:1 Taper

Revised Standard Plan RSP A77J1.
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ETW

ES

Hinge point
Hinge point

ES

TYPE 12BB LAYOUT

bridge rail

See Note 8

Center of end post

Hinge point

Hinge point

ES

Center of end post

TYPE 12AA LAYOUT

See Notes 9 and 10

See Notes 9 and 10

ETW

bridge rail

See Note 8

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

STRUCTURE DEPARTURE

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

noted.

 

 

 

For Transition Railing (Type WB) details for Types 12AA and 12BB Layouts, see

Standard Plan A77J4.

 

In-line Terminal System Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system to be used will be shown on the Project Plans.

Dependent on site conditions (embankment height, side slopes, other fixed objects),

it may be advisable to construct additional guard railing (a length equal to multiples

 

 

Type 12AA or Type 12BB Layouts are typically used to the right of traffic departing

a structure on two-way conventional highways where the roadbed width across the

 

(GUARD RAILING INSTALLATION AT STRUCTURE DEPARTURE WITH

A FLARED END TREATMENT AT TRAILING END OF RAILING)

25’-0" Min, See Note 9

(GUARD RAILING INSTALLATION AT STRUCTURE DEPARTURE WITH

AN IN-LINE END TREATMENT AT TRAILING END OF RAILING)

See Note 9

(Type WB), See Note 5

25’-0" Min, See Note 9

See Note 7

See Note 9

Caltrans approved In-line Terminal   System End Treatment

See Notes 6 and 7

See Note 9
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of 12’-6" with 6’-3" post spacing) between the transition railing and end treatments.

25’-0" Transition Railing

25’-0" Transition Railing

6’-3"

6’-3"

3’-1�" (Typ)

3’-1�" (Typ)

Guard rail post spacing to be 6’-3" center to center, except as otherwise

See Note 11

See Note 11
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NOTES:

Front face

of end post

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 6" x 8" x 1-2" notched

wood blocks or notched recycled plastic blocks may be used for 6" x 8" x 6’-0"

wood posts with 6" x 8" x 1’-2" wood blocks where applicable and when specified.

Direction of adjacent traffic indicated by      . For additional details of typical connections to bridge rail, see Connection Detail CC

Front face of end post
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HMA Dike

HMA Dike, Type F

HMA Dike, Type C

HMA Dike, Type C

HMA Dike, Type F

Additional HMA Dike, Type C

Additional HMA Dike, Type C

6:1 taper

6:1 taper

10:1 or flatter slope

10:1 or

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

structure is less than 40 feet.

on Revised Standard Plan RSP A77J2 and Connection Detail HH on Standard Plans A77k2.

REVISED STANDARD PLAN RSP A77F4

RSP A77F4 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77F4

June 6, 2008
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Fixed object

FOR FIXED OBJECT

6’-0"

Min

Direction of Travel

ETW

ES

6’-0"

Min

ETW

ES

4’-0" Min, see Note 4

Begin

Parabola

TYPE 14A LAYOUT

Direction of Travel

ETW

ES

ETW
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Min

4’-0" Min, see Note 4

Begin
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A

A

A

A

Hinge

point
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point

Fixed Object

Fixed Object

SECTION A-A

TYPICAL DOUBLE METAL

BEAM GUARD RAILING
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"

Top of

rail

End Anchor

Assembly

(Type SFT),

see Note 6.

End Anchor

Assembly (Type SFT),

see Note 6

End Anchor

Assembly (Type SFT),

See Note 6

STRENGTHENED RAILING SECTIONS
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and block
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

BETWEEN SEPARATE ROADBEDS

FIXED OBJECTS

(TWO-WAY TRAFFIC)

Begin 15:1 or

flatter flare

Begin 15:1 or

flatter flare

1’-0" end offset

25’-0" Parabola

See Note 10

25’-0" Parabola

See Note 10

1’-0" end offset

Less than 4’-0", 

but not less than

2’-3", See Note 4.

3’-1�"

6’-3"

6" x 8" x 6’-0"

Wood post with

6" x 8" x 1’-2"

wood block

6
’
-
0
"

8"

6" x 8" x 1’-2"
Wood blocks

�" ` button head bolt with

hex nut or �" ` Rod, threaded

both ends, with hex nuts.

�" Max exposed threads after hex

nut(s) tightened. No washer on

rail faces for bolted connection

to line post.

6" x 8" x 6’-0"

Wood block

Ground line

For a series of fixed objects (bridge columns, overhead sign

supports, etc.) additional 10" x 10" x 8’-0" wood post

with 8" x 8" x 1’-2" wood blocks at 3’-1�" center

to center spacing are to be used between fixed objects.
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NOTES:

10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood block (See Note 12).

10" x 10" x 8’ Wood post with

8" x 8" x 1’-2" wood block

beyond fixed object (See Note A and Note 12).

Use strengthened railing sections with Type 14A layout

where minimum clearance between the face of the

guard railing and fixed object(s) is less

than 4’-0", but not less than 2’-3", See Note 4.
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Rail Tensioning

Assembly, see Note 7
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See Note 8
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Line post, blocks and hardware to be used are shown on Standard

Plans A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as

otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts,

6’-0" in length, with 6" x 8" x 1’-2" notched wood blocks or notched

recycled plastic blocks may be used for 6" x 8" x 6’-0" wood line posts with

6" x 8" x 1’-2" wood blocks where applicable and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections 

with post spacing of 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by       .

 

For End Anchor Assembly (Type SFT) details, see Standard Plan

A77H1.

 

For details of Rail Tensioning Assembly, see Standard Plan A77H2.

 

The type of crash cushion to be used will be shown on the Project Plans.

 

Type 14A layout is typically used on multilane freeways or expressways to

shield fixed objects where a median type barrier is not constructed between

the separated roadbeds.

 

For typical flare offsets for 25’-0" length parabola with maximum offset of 1’-0",

see Revised Standard Plan RSP A77E1.

 

The 15:1 or flatter flare is measured off of the edge of traveled way.

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood block

or notched recycled plastic block may be used in place of the 10" x 10" x 8’-0"

wood post with 8" x 8" x 1’-2" wood block shown in the "Strengthened

Railing Sections Detail".

10:1 or flatter slope

10:1 or flatter slope

NOTE A:

3-10-11

2
9
"
 
¨
1
"

2
9

"
 
¨
1

"

RSP A77G1 DATED MAY 20, 2011 SUPERSEDES RSP A77G1
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ETW

ES

ETW

ES

ETW

ES

ES

ETW

Direction of Travel

6’-0"

Min

Direction of Travel

 

Fixed object

FOR FIXED OBJECT

NOTE A:

block beyond fixed object

6’-0"

Min

TYPE 15A LAYOUT

4’-0" Min, see Note 4

4’-0" Min, see Note 4

Fixed

Object

Begin

Parabola

1’-0" end offset for parabola

DETAIL A

Shape wood blocks to fit

Fixed Object

See Note 9

For a series of fixed objects (bridge columns, overhead sign

STRENGTHENED RAILING SECTIONS

M
e
d

i
a
n

/
2

M
e
d

i
a
n

/
2

M
e
d
i
a
n

 

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

FIXED OBJECTS

BETWEEN SEPARATE ROADBEDS

(ONE-WAY TRAFFIC)

NO SCALE

End Anchor

Assembly (Type SFT),

see Note 6

3’-1�"

6’-3"

Less than 4’-0",

but not less than

2’-3". See Note 4

End Anchor

Assembly

(Type SFT),

see Note 6

6" x 8" x 6’-0"

wood post with 

6" x 8" x 1’-2"

wood block

10" x 10" x 8’-0" wood post with

10" x 10" x 8’-0" wood post

with 8" x 8" x 1’-2" wood

supports, etc.) additional 10" x 10" x 8’-0" wood post

6" x 8" wood

post and blocks

1’-0" end offset for parabola

See Detail A

6" x 8" wood block

6" x 8" wood post

6" x 8" wood block

with 8" x 8" x 1’-2" wood blocks at 3’-1�" center to

center spacing are to be used between fixed objects.

End 15:1 or

flatter flare

L Y

W

X

= Maximum offset

Y

W

X

L

= Distance along base line

= Offset from base line

= Length of flare

PARABOLIC FLARE OFFSETS

WX

L

=Y

2

2

offset line of edge of traveled way)

Base Line (Edge of paved shoulder or

Begin flare
�L

L/4 L/4 L/4 L/4

W/16

W/16
W/4

W
/4 W

TYPICAL PARABOLIC LAYOUT

� L

Base Line

NOTES:

Use strengthened railing sections with Type 15A layout where 

minimum clearance between the face of the guard railing and 

the fixed object(s) is less than 4’-0", but not less than 2’-3".

See Note 4.

 1.

 

 

 2.

 

 3.

 

 

 

 

 4.

 

 

 

 

 

 

 5.

 

Line post, blocks and hardware to be used are shown on Standard Plans A77A1,

A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 6" x 8" x 1’-2" notched 

wood blocks or notched recycled plastic blocks may be used for 6" x 8" x 6’-0"

wood line posts with 6" x 8" x 1’-2" wood blocks where applicable and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the face of a fixed

object located directly behind standard guard railing section with post spacing of 6’-3".

Construct guard railing as shown in the detail "Strengthened Railing Sections for Fixed Objects"

on this plan, where the clearance between the face of the railing and the face of a fixed object

is less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3", a concrete

wall or barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by       .

 

8" x 8" x 1’-2" wood block (See Note 11)

(See Note A and Note 11)

Begin 15:1 or 

flatter flare (See Note 10)

Begin 15:1 or 

flatter flare (See Note 10)

Double MBGR

25’-0" Min

31’-3" for

Type CAT

 6.

 

 7.

 

 8.

 

 

 9.

 

 

10.

  

11.

 

25’-0" Parabola

See Note 9

25’-0" Parabola

See Note 9

Caltrans approved

Crash Cushion

See Note 7
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DATED MAY 1, 2006 - PAGE 60 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP A77G2

12-10-07

For End Anchor Assembly (Type SFT) details, see Standard Plan A77H1.

 

Type of crash cushion to be used will be shown on the Project Plans.

 

Type 15A layout is typically used on multilane freeways or expressways to shield

fixed objects in the area between separated one-way roadbeds.

 

For typical flare offsets for 25’-0" length parabola with maximum offset of 1’-0",

see Revised Standard Plan RSP A77E1.

 

The 15:1 or flatter flare is measured off of the edge of the traveled way.

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood block or

notched recycled plastic blocks may be used in place of the 10" x 10" x 8’-0" wood

post with 8" x 8" x 1’-2" wood block shown in the "Strengthened Railing Sections Detail".

 

10:1 or Flatter

slope

Begin

Parabola

June 6, 2008

RSP A77G2 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77G2
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Fixed object

FOR FIXED OBJECT

Min

overhead sign support, etc)

Fixed object (Bridge columns,  

6’-0"

25’-0" Min

Shoulder

6’-0"

Min

ETW

Min

overhead sign support, etc)

Fixed object (Bridge columns,  

S
e
e
 
N

o
t
e
 
4

6’-0"

4
’
-
0

"
 M

i
n

TYPE 16C LAYOUT

Shoulder

 

.

.

.

.

.

Begin 15:1 or flatter flare

Bury end of

offset line of traveled way

Edge of paved shoulder or

(see Note 9)

ETW

See Note 4

4’-0" Min

See Note 11

See Note 11

End Anchor Assembly (Type SFT)

End Anchor Assembly (Type SFT)

Buried Post

End Anchor,

See Note 10

10’-0"

Min

10’-0"

Min

Hinge point

TYPE 16B LAYOUT

3
’
-
0
"

M
in

4
’
-
0

"

T
y
p

Center of end post

Hinge point

3’-0" Typ

Hinge point

ES

10’-0"

Min

10:1 or

flatter slope

Center of end post

TYPE 16A LAYOUT

ETW

Min

overhead sign support, etc)

Fixed object (Bridge columns,  

6’-0"

25’-0" Min

Shoulder

ETW

See Note 11

Edge of paved shoulder or

offset line of traveled way

10:1 or flatter

slope

3’-0" Min

Hinge point End Anchor

Assembly

(Type SFT),

see Note 6

End Anchor

Assembly

(Type SFT)

See Note 6

See Note 6

See Note 6

4’-0" Min, See Note 4

STRENGTHENED RAILING SECTIONS

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A FLARED END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

See Notes 12 and 13

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A BURIED END ANCHOR TREATMENT AT TRAFFIC APPROACH END OF RAILING)

See Notes 12 and 13

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH AN IN-LINE END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

See Notes 12 and 13

6:1 taper to

3’-0" Typ

from ES

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

ROADSIDE FIXED OBJECTS

1’-0" Max offset for 15:1 flare

25’-0" Parabola

See Note 14

15:1 or flatter flare

6’-3" post spacing

rail in slope.

Less than 4’-0",

but not less than

2’-3",  See Note 4

3’-1�"

6’-3"

10" x 10" x 8’-0" wood post with

For a series of fixed objects (bridge columns, overhead sign

supports,  etc.) additional 10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood blocks at 3’-1�" center to center

spacing are to be used between fixed objects.

3
’
-
0
"

M
in

3
’
-
0
"

M
in

6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2"

wood block

3
’
-
0
"

M
in

Line post, blocks and hardware to be used are shown on Revised Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as otherwise

noted.

Except as noted, line posts are 6" x 8" x 6’-0" wood with

where applicable and when specified.

 

 
 

 

 

 

 

1.

 

 
2.

 

3.

 

 

 

 

 

4.
 

 

 

 

 

  

 

 

 8.

 
 9.

 

 

 

 

10.

 
 

11.

 

 

 12.

 

 

 
 13.

 

L Y

W

X

= Maximum offset

Y

W

X

L

= Distance along base line

= Offset from base line

= Length of flare

PARABOLIC FLARE OFFSETS

WX

L

=Y

2

2

offset line of edge of traveled way)

Base Line (Edge of paved shoulder or

Begin flare�L

L/4 L/4 L/4 L/4

W/16

W/16
W/4

W
/4 W

TYPICAL PARABOLIC LAYOUT

� L

Base Line

NOTES:

Use strengthened railing sections with Types 16A, 16B or 16C

Layouts where minimum clearance between the face of the guard

railing and fixed object(s) is less than 4’-0", but not less than 2’-3".

See Note 4

14.

15.

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

may be used for 6" x 8" x 6’-0" wood line posts with 6" x 8" x 1’-2" wood blocks

 
Direction of adjacent traffic indicated by       .

 

In-line Terminal System End Treatments are used where site conditions

will not accommodate a flared end treatment.

5.

 
6.

 7.

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2"

wood block beyond fixed object (See Note A and Note 15)

8" x 8" x 1’-2" wood block (See Note 15)

NOTE A:

Front face of end post

Front face of

end post

with 6" x 8" x 1’-2" notched wood blocks or notched recycled plastic blocks 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections 

with post spacing of 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is 

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

For End Anchor Assembly (Type SFT) details, see Standard Plan A77H1.
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DATED MAY 1, 2006 - PAGE 61 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP A77G3

12-10-07

The type of terminal system to be used will be shown on the Project Plans.

 

The 15:1 or flatter flare used with Type 16C Layout is based on the edge

of the paved shoulder or offset line of edge of the traveled way.

The length of guard railing within the 15:1 or flatter flare is based on

site conditions and should be a length equal to multiples of 12’-6".

 

For details of the Buried Post End Anchor used with Type 16C Layout,

see Standard Plan A77I2.

 

As site conditions dictate, construct additional guard railing to shield

fixed object(s). Additional guard railing length equal to multiples of 12’-6".

Post spacing at 6’-3" except as specified in Note 4.

 

Layout Types 16A, 16B or 16C are typically used where guard railing is

recommended to shield roadside fixed object(s)  and a crashworthy end

treatment is required for only one direction of traffic. 

 

 

For typical flare offsets for 25’-0" length parabola with

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood

block or notched recycled plastic blocks may be used in place of the

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood block shown in the

"Strengthened Railing Sections Detail".

Plan RSP A77C4 for dike positioning details.

Where placement of dike is required with guard railing, see Revised Standard

maximum offset of 1’-0", see Revised Standard Plan RSP A77E1.

6:1 taper

HMA Dike

HMA Dike, Type C

See Note 13

Caltrans approved In-line Terminal System End Treatment

See Notes 7 and 8

HMA Dike, Type F

See Note 13

HMA Dike, Type C

See Note 13

Caltrans approved Flared Terminal System End Treatment

See Note 8

HMA Dike,  Type F

See Note 13

Additional HMA Dike, Type C

25-0" Min, See Note 13

Additional HMA Dike, Type C

25’-0" Min, See Note 13

RSP A77G3 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77G3

June 6, 2008
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Fixed object

FOR FIXED OBJECT

NOTE A:

 

 

 

 

25’-0" Min

TYPE 16D LAYOUT

Shoulder

25’-0" Min

ETW

Shoulder

See

Note 8

Hinge point

ES10:1 or

flatter slope

Hinge pointHinge point

ES

Hinge point

10:1 or

flatter slope

Center of end post
Center of end post

ETW

overhead sign support, etc.)

Fixed object (Bridge columns,  

25’-0" Min

TYPE 16E LAYOUT

Shoulder

ETW

10:1 or

flatter slope

25’-0" MinETW

Shoulder
Edge of paved shoulder or

offset line of traveled way

10:1 or

flatter slope

See

Note 8

Center of end post

Hinge point

Center of end post

Edge of paved shoulder or

offset line of traveled way

Hinge point

1.

 

 

2.

 

 

3.

 

 

 

 

 

4

 

 

 

 

 

 

 

5.

HMA Dike, Type C

See Note 10

HMA Dike, Type C

See Note 10

HMA Dike, Type F

See Note 10

STRENGTHENED RAILING SECTIONS

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH AN IN-LINE END TREATMENT AT EACH END OF RAILING)

See Note 9

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A FLARED END TREATMENT AT EACH END OF RAILING)

See Note 9

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

ROADSIDE FIXED OBJECTS

3’-1�"

6’-3"

10" x 10" x 8’-0" wood post with

For a series of fixed objects (bridge columns, overhead sign supports, etc.)

additional 10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood blocks at

3’-1�" center to center spacing are to be used between fixed object(s).

6" x 8" x 6’-0" wood post with

6" x 8" x 1’-2" wood block

6’-3"

Caltrans approved In-line

Terminal System End Treatment

See Notes 6 and 7

 

Caltrans approved Flared Terminal System End Treatment

See Note 7

Caltrans approved In-line

Terminal System End Treatment

See Notes 6 and 7

 

Caltrans approved Flared Terminal System End Treatment

See Note 7

6:1 Taper

to 3’-3" Typ

from ES

Fixed object (Bridge columns,

overhead sign support, etc.)

6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2"

wood block

Less than 4’-0",

but not less than

2’-3", see Note 4

4’-0" Min,

see Note 4

3
’
-
0
"

M
in

4’-0" Min,

see Note 4

NOTES:

10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood block beyond

fixed object. (See Note A and Note 11) 8" x 8" x 1’-2" wood block (See Note 11)

Front face of end post

Front face of

end post

Front face of

end post

Front face of

end post

Use strengthened railing sections with Layout Types 16D or 16E where minimum clearance between the

guard railing and fixed object(s) is less than 4’-0", but not less than 2’-3". See Note 4.

11.

 6. 

 

 

 7.

 

 8.

 

 

 

 9.

 

 

 

 

10.

 

wood block or notched recycled plastic block may be used in

place of the 10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2"

wood block shown in the "Strengthened Railing Sections Detail."

10’-0"

Min

10’-0"

Min
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-
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M
in
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’
-
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T
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p
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10’-0"
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10’-0"

Min
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-
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"

M
in

4
’
-
0
"
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p
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-
0
"
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10’-0"

Min

3
’
-
0
"
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3
’
-
0
"

M
in

3
’
-
0
"

M
in

10’-0"

Min

3
’
-
0
"

T
y
p

 

 

25’-0"  Min,

see Note

10

Additional

Type C,

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F ESS I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E OF  CAL IFOR N

IA

REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

Randell D. Hiatt

C50200

6-30-09

CIVIL

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 A

7
7
G

4

DATED MAY 1, 2006 - PAGE 62 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP A77G4

12-10-07

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as

otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 6" x 8" x 1’-2"

notched wood blocks or notched recycled plastic blocks may be used for

6" x 8" x 6’-0" wood line posts with 6" x 8" x 1’-2" wood blocks where applicable 

and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections with 

post spacing at 6’-3". Construct guard railing as shown in the detail 

"Strengthened Railng Sections for Fixed Objects" on this plan, where the clearance 

between the face of the railing and the face of a fixed object is less than 4’-0", 

but not less than 2’-3". Where the clearance is less than 2’-3", a concrete wall or 

barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by       .

In-line Terminal System End Treatments are used where site conditions

will not accommodate a flared end treatment.

 

The type of terminal system to be used will be shown on the Project Plans. 

 

As site conditions dictate, construct additional guard railing to shield fixed

object(s). Additional guard railing length equal to multiples of 12’-6". Post

spacing at 6’-3", except as specified in Note 4.

 

Layout Types 16D through 16L, shown on the A77G Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield roadside

fixed object(s) and a crashworthy end treatment is required for both

directions of traffic. 

 

Where placement of dike is required with guard railing, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

HMA DikeHMA Dike

HMA Dike, Type C

See Note 10

HMA Dike, Type C

see Note 10

HMA Dike, Type F,

See Note 10

Additional

HMA Dike,

Type C,

 

25’  Min,

see Note

10

Additional HMA Dike, Type C

25’-0"  Min, see Note 10

Additional HMA Dike, Type C

25’-0"  Min, see Note 10

HMA Dike,

6:1 taper6:1 taper

6:1 Taper to 3’-0" Typ from ES
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Begin 15:1 or flatter flare
overhead sign support, etc)

Fixed object (Bridge columns,  

25’-0" Min

TYPE 16G LAYOUT

Shoulder

ETW

Edge of paved shoulder or

offset line of traveled way

4’-0" Min,

see Note 4

See

Note 9
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5.

 

 

 

 

 

overhead sign support, etc)

Fixed object (Bridge columns,  

TYPE 16F LAYOUT

Shoulder

 

.

.

.

.

.

Begin 15:1 or flatter flare

15:1 or flatter flare,

.

.

.

.

.

Edge of paved shoulder or

offset line of traveled way

Begin 15:1 or flatter flare

Shoulder

Edge of paved shoulder or

offset line of traveled way.

See

Note 9

ETW

ETW

ETW

4’-0" Min, See Note 4

10:1 or

flatter slope

Edge of paved shoulder or

offset line of traveled way

Center

of end post

Hinge point

Fixed object

FOR FIXED OBJECT

NOTE A:

HMA Dike, Type C

See Note 11

STRENGTHENED RAILING SECTIONS

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A BURIED END ANCHOR TREATMENT AT EACH END OF RAILING)

See Notes 10 and 11

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A FLARED END TREATMENT AND A BURIED END ANCHOR TREATMENT AT THE ENDS OF RAILING)

See Notes 10 and 11

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

ROADSIDE FIXED OBJECTS

Less than 4’-0", but not

less than 2’-3", See Note 4
3’-1�"

6’-3"6’-3"
6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2" wood block

10" x 10" x 8’-0" wood post with

For a series of fixed objects (bridge columns, overhead sign supports, etc.)

additional 10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood blocks at

3’-1�" center to center spacing are to be used between fixed object(s).

Buried Post End Anchor, see Note 8

6’-3" post spacing

15:1 or flatter

flare, see Note 7Bury end

of rail 

in slope. 1’-0" Max offset for 15:1 flare

25’-0" Parabola

See Note 12

25’-0" Parabola

See Note 12

6’-3" post spacing

1’-0" Max offset for 15:1 flare

Bury end

of rail

in slope.

6’-3" post spacing

15:1 or flatter flare,

see Note 7

Buried Post

End Anchor,

see Note 8

Bury end of

rail in slope

1’-0" Max offset for 15:1 flare
25’-0" Parabola

See Note 12 

 

Caltrans Approved Flared Terminal System End Treatment,

see Note 6

Buried Post End Anchor, 

see Note 8

see Note 6

Hinge

point

L Y

W

X

= Maximum offset

Y

W

X

L

= Distance along base line

= Offset from base line

= Length of flare

PARABOLIC FLARE OFFSETS

WX

L

=Y

2

2

offset line of edge of traveled way)

Base Line (Edge of paved shoulder or

Begin flare �L

L/4 L/4 L/4 L/4

W/16

W/16
W/4

W
/4 W

TYPICAL PARABOLIC LAYOUT

� L

Base Line

NOTES:

10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood block beyond

fixed object. (See Note A and Note 13)

8" x 8" x 1’-2" wood block (See Note 13)
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11.
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from ES
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Use strengthened railing sections with Layout Types 16F or 16G where minimum clearance between the

face of the guard railing and fixed object(s) is less than 4’-0", but not less than 2’-3". See Note 4.

Line post, blocks and hardware to be used are shown on Standard

Plans A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as

otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 8" x 8" x 1’-2"

notched wood blocks or notched recycled plastic blocks may be used 

for 6" x 8" x 6’-0" wood posts with 6" x 8" x 1’-2" wood blocks

where applicable and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections 

with post spacing at 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by       .
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The type of terminal system to be used will be shown on the Project Plans.

 

The 15:1 or flatter flare for the buried post anchor is based on the edge of

the paved shoulder or offset line of edge of the traveled way. The length of

guard railing within the 15:1 or flatter flare is based on site conditions and

should be a length equal to multiples of 12’-6".

 

For details of the Buried Post End Anchor details, see Standard Plan A77I2.

 

As site conditions dictate, construct additional guard railing to shield fixed

object(s). Additional guard railing length equal to multiples of 12’-6". Post

spacing at 6’-3", except as specified in Note 4.

 

Layout Types 16D through 16L, shown on the A77G Series of Revised Standard

Plans, are typically used on highways where guard railing is recommended

to shield roadside fixed object(s) and a crashworthy end treatment is

required for both directions of traffic.

 

Where placement of dike is required with guard railing, see Revised Standard

Plan RSP A77C4 for dike positioning details.

For typical flare offsets for 25’-0" length parabola with maximum

offset of 1’-0", see Revised Standard Plan RSP A77E1.

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood 

block or notched recycled plastic blocks may be used in place of the 

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood block shown in 

the  "Strengthened Railing Sections Detail".

Additional

HMA Dike,

Type C

 

25’-0"  Min,

See Note 11

RSP A77G5 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77G5
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with 6" x 8" x 1’-2" wood block
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FOR FIXED OBJECT

Note A.

 

 

 

 

25’-0" Min

ETW

Shoulder

See

Note 8

Hinge point

10’-0"

Min

ES

10:1 or

flatter slope

25’-0" Min

TYPE 16H LAYOUT

Shoulder

ETW

10:1 or

flatter slope

See

Note 8

Center of end post

10’-0"

Min

10’-0"

Min

3
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-
0
"
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4
’
-
0

"

T
y
p

Edge of paved shoulder or

offset line of traveled way

Hinge point

HMA Dike, Type C

see Note 10

STRENGTHENED RAILING SECTIONS

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A FLARED END TREATMENT AND AN IN-LINE TREATMENT AT THE ENDS OF RAILING)

See Note 9

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

ROADSIDE FIXED OBJECTS

For a series of fixed objects (bridge columns, overhead sign supports, etc.)

additional 10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood blocks at

3’-1�" center to center spacing are to be used between fixed object(s).

Caltrans approved In-line

Terminal System End Treatment

See Notes 6 and 7

 

Fixed object (Bridge columns,

overhead sign support, etc.)

Caltrans approved Flared Terminal System End Treatment

see Note 7
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Fixed object

3’-1�"

6’-3"

10" x 10" x 8’-0" wood post with

6" x 8" x 6’-0" wood post with

6" x 8" x 1’-2" wood block

6’-3"

6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2"

wood block

Less than 4’-0",

but not less than

2’-3", see Note 4

25’-0" Min, see Note 10

NOTES:

Line post, blocks and hardware to be used are shown on Standard Plans A77A1,

A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2" wood

blocks. W6 x 9 steel posts, 6’-0" in length, with  6" x 8" x 1’-2" notched wood

blocks or notched recycled plastic blocks may be used for 6" x 8" x 6’-0" wood

posts with 6" x 8" x 1’-2" wood blocks where applicable and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections

with post spacing at 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by        .
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5.

Front face of

end post

Front face of

end post

10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood block beyond

fixed object. (See Note A and Note 11) 8" x 8" x 1’-2" wood block (See Note 11)

Use strengthened railing sections with Layout Type 16H where minimum clearance between the face

of the guard railing and fixed object(s) is less than 4’-0", but not less than 2’-3". See Note 4.
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In-line Terminal System End Treatments are used where site conditions

will not accommodate a flared end treatment.

 

The type of terminal system to be used will be shown on the Project Plans. 

 

As site conditions dictate, construct additional guard railing to

shield fixed object(s). Additional guard railing length equal to

multiples of 12’-6". Post spacing at 6’-3", except as specified

in Note 4.

 

Layout Types 16D through 16L, shown on the A77G Series of Revised

Standard PLans, typically used where guard railing is recommended

to shield roadside fixed object(s) and a crashworthy end treatment

is required for both directions of traffic.

 

Where placement of dike is required with guard railing, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood 

block or notched recycled plastic blocks may be used in place of the 

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood block shown in the 

"Strengthened Railing Sections Detail".

HMA Dike

HMA Dike, Type C

See Note 10

HMA Dike, Type F,

see Note 10

Additional

HMA Dike,

Type C,

 

25’-0" Min,

see Note

10

Additional  HMA Dike, Type C

6:1 taper

6:1 Taper to 3’-0" Typ from ES
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FOR FIXED OBJECT

Note A.

 

 

 

 

25’-0" Min

TYPE 16I LAYOUT

Shoulder

See

Note 8
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10’-0"

Min
Hinge point

Center of end post

ETW

overhead sign support, etc)

Fixed object (Bridge columns,  

TYPE 1 6J LAYOUT

25’-0" MinETW

Shoulder
Edge of paved shoulder or

offset line of traveled way

10:1 or

flatter slope

See

Note 8

4’-0" Min, see Note 4
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Caltrans approved Flared Terminal   System End Treatment

see Note 7
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STRENGTHENED RAILING SECTIONS

25’-0" Min

Shoulder

See

Note 8

ES

10’-0"

Min

10:1 or

flatter slope

Hinge point

ETW

Center of end post

 

 

 

 

.

.

.

.

.

Begin 15:1 or flatter flare

Shoulder

Edge of paved shoulder or

offset line of traveled way

ETW

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH AN IN-LINE END TREATMENT AND A BURIED END ANCHOR TREATMENT AT THE ENDS OF RAILING)

See Note 9

15:1 or flatter flare

(see Note 11)

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH AN IN-LINE END TREATMENT AND A FLARED END TREATMENT AT THE ENDS OF RAILING)

See Note 9

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

ROADSIDE FIXED OBJECTS
NO SCALE

For a series of fixed objects (bridge columns, overhead sign supports, etc.)

additional 10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood blocks at

3’-1�" center to center spacing are to be used between fixed object(s).

Buried Post

End Anchor,

see Note 12.
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See Note 13
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slope
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Fixed object

3’-1�"

6’-3"

10" x 10" x 8’-0" wood post with

6" x 8" x 6’-0" wood post with

6" x 8" x 1’-2" wood block

6’-3"

6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2"

wood block

Less than 4’-0",

but not less than

2’-3", see Note 4
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’
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"

T
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L Y

W

X

= Maximum offset

Y

W

X

L

= Distance along base line

= Offset from base line

= Length of flare

PARABOLIC FLARE OFFSETS

WX

L

=Y

2

2

offset line of edge of traveled way)

Base Line (Edge of paved shoulder or

Begin flare
�L

L/4 L/4 L/4 L/4

W/16

W/16
W/4

W
/4 W

TYPICAL PARABOLIC LAYOUT

� L

Base Line

NOTES:

In-line Terminal System End Treatments are used where site conditions

will not accommodate a flared end treatment.

 
The type of terminal system to be used will be shown on the Project Plans. 

 As site conditions dictate, construct additional guard railing to shield

fixed object(s). Additional guard railing length equal to multiples of 12’-6".

Post spacing at 6’-3", except as specified in Note 4.

 

Plans, are typically used where guard railing is recommended to shield

roadside fixed object(s) and a crashworthy end treatment is required

for both directions of traffic.

 

 6. 

 

 
 7.

  8.

 

 

  9.

 

 

 

 
10.

 

11.

 

 

 

  

12.

  
13.

 

 14.

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with  6" x 8" x 1’-2"

notched wood blocks or notched recycled plastic blocks may be used

for 6" x 8" x 6’-0" wood posts with 6" x 8" x 1’-2" wood blocks where

applicable and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections

with post spacing at 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by       .

Front face of

end post

Front face of

end post

Front face of

end post

8" x 8" x 1’-2" wood block (See Note 14)

10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood block beyond

fixed object. (See Note A and Note 14)

Use strengthened railing sections with Layout Types 16I or 16J Layouts where minimum clearance between 

the face of the guard railing and fixed object(s) is less than 4’-0", but not less than 2’-3". See Note 4.

The 15:1 or flatter flare for the buried post anchor is based on the edge

of the paved shoulder or offset line of edge of the traveled way. The

length of guard railing within the 15:1 or flatter flare is based on site

conditions and should be a length equal to multiples of 12’-6".

 

For details of Buried Post End Anchor details, see Standard Plan A77I2.

 
For typical flare offsets for 25’-0" length parabola with

 
W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood

block or notched recycled plastic blocks may be used in place of the 

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood block shown in the 

"Strengthened Railing Sections Detail".
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maximum offset of 1’-0", see Revised Standard RSP Plan A77E1.

Layout Types 16D through 16L, shown on the A77G Series of Revised Standard

Where placement of dike is required with guard railing, see Revised

Standard Plan RSP A77C4 for dike positioning details.

6:1 taper

6:1 taper

6:1 Taper to 3’-0" Typ from ES

HMA Dike

HMA Dike, Type C

See Note 10

Caltrans approved In-line

Terminal System End Treatment

See Notes 6 and 7

 

HMA Dike,  Type C

See Note 10

HMA Dike,  Type F

See Note 10

HMA Dike

HMA Dike, Type C

See Note 10

Caltrans approved In-line

Terminal System End Treatment

See Notes 6 and 7

 

HMA Dike, Type F,

See Note 10

Additional HMA Dike, Type C

25’-0" Min, see Note 10

Additional

HMA Dike,

Type C,

 

25’-0" Min,

see Note

10

Additional HMA Dike, Type C

25’-0" Min, see Note 10
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FOR FIXED OBJECT

Note A.

 

 

 

 

TYPE 16K LAYOUT

25’-0" Min

ETW

Shoulder

See

Note 8

Hinge point

10’-0"

Min

ES

Hinge point

10:1 or

flatter slope

Center of end post

overhead sign support, etc)

Fixed object (Bridge columns,  

TYPE 16L LAYOUT

25’-0" Min

ETW

Shoulder

Edge of paved shoulder or

offset line of traveled way

10:1 or

flatter slope

See

Note 8

4’-0" Min, see Note 4

10’-0"

Min

10’-0"

Min

Center of end post

4
’
-
0
"

T
y
p

3
’-

0
"

M
in

Hinge point

1.

 

 

2.

 

 

3.

 

 

 

 

 

4

 

 

 

 

 

 

 

5.

HMA Dike, Type C

See Note 10

HMA Dike, Type F

See Note 10

STRENGTHENED RAILING SECTIONS

Shoulder

 

.

.

.

.

.

Begin 15:1 or flatter flare

ETW

ETW

(see Note 11)

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A BURIED END ANCHOR TREATMENT AND AN IN-LINE END TREATMENT AT THE ENDS OF RAILING)

See Note 9

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A BURIED END ANCHOR TREATMENT AND A FLARED END TREATMENT AT THE ENDS OF RAILING)

See Note 9

Shoulder

.

.

.

.

.

Begin 15:1 or flatter flare

15:1 or flatter flare

ETW

ETW

(see Note 11)

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

TYPICAL LAYOUTS FOR

METAL BEAM GUARD RAILING

ROADSIDE FIXED OBJECTS

NO SCALE

For a series of fixed objects (bridge columns, overhead sign supports, etc.)

additional 10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood blocks

at 3’-1�" center to center spacing are to be used between fixed object(s).

Fixed object (Bridge columns,

overhead sign support, etc.)4’-0" Min,

see Note 4

3
’
-
0
"

M
in

3
’
-
0
"

M
in

Caltrans approved Flared Terminal System End Treatment

See Note 7

25’-0" Parabola

See Note 13

3
’
-
0
"

M
in

3
’
-
0
"

M
in

25’-0" Parabola

See Note 13

1’-0" Max offset for 15:1 flare

15:1 or flatter flare

Buried Post End

Anchor, see Note 12

Buried Post End

Anchor, see Note 12

6’-3" post spacing

6’-3" post spacing

1’-0" Max offset for 15:1 flare

Fixed object

3’-1�"

6’-3"

10" x 10" x 8’-0" wood post with

6" x 8" x 6’-0" wood post with

6" x 8" x 1’-2" wood block

6’-3"

6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2"

wood block

Less than 4’-0",

but not less than

2’-3", see Note 4

3
’
-
0
"

T
y

p

3
’
-
0
"

M
in

L Y

W

X

= Maximum offset

Y

W

X

L

= Distance along base line

= Offset from base line

= Length of flare

PARABOLIC FLARE OFFSETS

WX

L

=Y

2

2

offset line of edge of traveled way)

Base Line (Edge of paved shoulder or

Begin flare
�L

L/4 L/4 L/4 L/4

W/16

W/16
W/4

W
/4 W

TYPICAL PARABOLIC LAYOUT

� L

Base Line

NOTES:

11.

 

 

 

 

12.

 
13.

 

 

14.

In-line Terminal System End Treatments are used where site conditions

will not accommodate a flared end treatment.

 

The type of terminal system to be used will be shown on the Project Plans. 
 

As site conditions dictate, construct additional guard railing to shield

fixed object(s). Additional guard railing length equal to multiples of 12’-6".

Post spacing at 6’-3", except as specified in Note 4. 

 

 6. 

 

 

 7.
 

 8. 

  

 

 9.
 

 

 

 

10.

 

Line post, blocks and hardware to be used are shown on

Standard Plans A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center,

except as otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with  6" x 8" x 1’-2"

notched wood blocks or notched recycled plastic blocks may be used

for 6" x 8" x 6’-0" wood posts with 6" x 8" x 1’-2" wood  blocks where

applicable and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections

with post spacing at 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by        .

Front face of

end post

Front face of

end post

8" x 8" x 1’-2" wood block (See Note 14)

10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood block beyond

fixed object. (See Note A and Note 14)

Use strengthened railing sections with Layout Types 16K or 16L Layouts where minimum clearance between

the face of the guard railing and fixed object(s) is less than 4’-0", but not less than 2’-3". See Note 4.

The 15:1 or flatter flare for the buried post anchor is based on the

edge of the paved shoulder or offset line of edge of the traveled way.

The length of guard railing within the 15:1 or flatter flare is based

on site conditions and should be a length equal to multiples of 12’-6".

 

For details of Buried Post End Anchor details, see Standard Plan A77I2.

 
For typical flare offsets for 25’-0" length parabola with

 W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood

block or notched recycled plastic blocks may be used in place of the 

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood block shown in the 

"Strengthened Railing Sections Detail".

Edge of paved

shoulder or offset

line of traveled way

Bury end

of rail

in slope

Bury end

of rail

in slope

Edge of paved

shoulder or offset

line of traveled way

DIST COUNTY ROUTE
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REVISED STANDARD PLAN RSP A77G8

12-10-07

Where placement of dike is required with guard railing, see Revised

Standard Plan RSP A77C4 for dike positioning details.

Layout Types 16D through 16L, shown on the A77G Series of Revised Standard

Plans are typically used where guard railing is recommended to shield

both directions of traffic.

roadside fixed object(s) and a crashworthy end treatment is required for

maximum offset of 1’-0", see Revised Standard RSP Plan A77E1.

HMA Dike

HMA Dike, Type C

See Note 10

Caltrans approved In-line

Terminal System End Treatment

See Notes 6 and 7

 
Additional HMA Dike, Type C

25’-0" Min, See Note 10

HMA Dike, Type F,

See Note 10

Additional

HMA Dike,

Type C,

 

25’-0" Min,

See Note

10

6:1 taper

6:1 Taper to 3’-0" Typ from ES
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6
�
"

  

Anchor ´

Ground line

Line post

(wood post shown)

PLAN

5�"

ELEVATION

ASSEMBLY (TYPE SFT)

A

A

bolt with hex nut and washer

Pavement or

1
"

2
"

7�"

Wood post

head bolt attachment

element

MBGR

head bolts with hex nuts

to accommodate hex bolt).

in two sides of the tube

SECTION A-A

cable (See Note 2)

(See Note 2)

CABLE CONNECTION

DETAIL A

END PLATE

Top of

wood post

Top of

rail

END ANCHOR

See Note 1

Cable 

Connection

End Plate

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL RAILING

END ANCHOR ASSEMBLY

(TYPE SFT)

4"

4
"

´ 8" x 8" x �"

See Detail A

�" ` Anchor cable

�" ` Anchor 

2" ` Std Galv pipe in

6"

Soil plate

Steel foundation tube

(See Note 3).

Attach steel soil plate

to steel foundation tube

1’-4" 1’-0"

6’-3"

7�" x 5�" x 3’-6�" wood post

3
�
"

4
’
-
4
"

2�" ` hole in wood post

�" ` x 9�" Hex head

�" ` Hex head bolts

7�" x 5�" x 3’-6�"

�" ` Button head bolt with

hex nut and washer on threaded

end. No washer on rail face for

bolted connection to post.

2
�
"

9
"

9
"

4
’
-
6
"

with �" ` x 7�" hex

(�" ` holes in plate and

wood post for �" ` Hex

�" ¨ �" Hole in

Soil plate

7
"

NOTES:

1�" ` Hole

1
6

"

Soil plate �" thick steel

plate, 18" x 24"

4’-6" Steel foundation

tube TS 8 x 6 x �

See Note 3

Pavement

or ground

line

7-10-07

2
0

0
6

 R
E

V
I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 A

7
7

H
1
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3-10-11

2
2
�
"

1
9

�
"

1
6

�
"

2
9
"

See the A77E, A77F and A77G series of Standard Plans for typical use

of End Anchor Assembly (Type SFT).

 

For details of the anchor plate and �" cable, see Standard

Plan A77H3.

 

A 6’-0" length steel foundation tube, TS 8 x 6 x �, without a

soil plate, may be furnished and installed in place of the 4’-6"

length steel foundation tube and soil plate shown. Minimum embedment

of the 6’-0" length tube shall be 5’-9". A �" ` hex head bolt

and nut shall be installed in the hole in the 6’-0" length tube to

keep the wood post from dropping into the tube.

 

Direction of traffic indicated by        .

 

Install line post, steel foundation tube and soil plate in soil.

1.

 

 

2.

 

 

3.

 

 

 

 

 

 

4.

 

5.
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6
�
"

  

Anchor ´

Ground line

PLAN

ELEVATION

RAIL TENSIONING

cable (See Note 2)

(See Note 2)

Cable 

Connection

End Plate

See Detail A

CABLE CONNECTION

DETAIL A

END PLATE

Line post

(wood post shown)

ASSEMBLY

See Note 1

End

plate

Top of post

and blocks

1
"Top of

rail

1.

 

 

2.

 

3.

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

RAIL TENSIONING ASSEMBLY

METAL RAILING

4"

4
"

´ 8" x 8" x �" �" ` Anchor cable

Rail element

Terminal rail element of

backside railing for double

metal beam guard railing

installation. See Note 1.

 

2" ` Std Galv pipe in

1’-0"1’-4"

6’-3"

6
’
-
0
"

6" 6"

�" ` Anchor 

3
�
"

2�" ` hole in wood post

8" x 6" x 6’-0"

Wood post

NOTES:

1�" ` Hole

See Standard Plan A77F3 and Standard Plan A77G1 for typical use

of rail tensioning assembly.

 

For details of the anchor plate and �" cable, see Standard Plan A77H3.

 

Direction of traffic indicated by       . 

3-10-11
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

CONNECTIONS TO

BRIDGE RAILINGS

WITHOUT SIDEWALKS
 

STRAIGHT METAL BOX SPACER

7
�
"

4
�
"

4�" Hole placement

front and back panel

see Detail  B

8" x 4�" x �" ´

DETAIL A

�" ´

4�"9"

1’-6"

1�" Holes

1
’
-
4
"

4
�
"

Weld 1"

long each

corner

Straight metal

box spacer

�

DETAIL B

8" x 4�" x �" ´

5
�"
 T

y
p

S
e
e
 N

o
te

 9

4�"

Typ

L

T
y
p

Bridge Railing

MBGR

ELEVATION

CONNECTION DETAIL BB CONNECTION DETAIL AA

PLAN

GUARD RAILING CONNECTION TO BRIDGE RAILING WITHOUT SIDEWALK

V

e

r

t

i

c

a

l

Face

End Cap (Type A)

4:1,  See Note 7.

FG´ ‘A’

9" 9"
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9" 9"
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e

n

t

P ‘A’ front and back

of bolted connection, total 4

1" Galv HS bolt with washers and nuts 

1
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G

a

l

v
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S

 

b
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l

t

s

w
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t
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w
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nuts, Total 4
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x
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Transition railing

(Type WB) See Note 4
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End Cap (Type TC)

See Note 8

NOTES:

1.

 

 

2.

 

 

3.

 

4.

 

 

 

 

 

5.

 

 

 

 

6.

 

 

 

 

7.

 

 

 

 

8.

 

9.

 

�" ´

(For backside of connection BB)

PLATE ‘B’PLATE ‘A’

�" ´

1�" Hole

4
"

1’-4"

9" 3�"

1�" Hole

1
�
"

1’-2"

9" 2�"
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DATED MAY 1, 2006 - PAGE 72 OF THE STANDARD PLANS BOOK DATED MAY 2006.

See Revised Standard Plan RSP A77J2 for additional connection

details to bridges without sidewalks.

 

Additional details of posts, blocks and hardware are

shown on Standard Plan A77B1, A77C1 and A77C2.

 

Direction of adjacent traffic indicated by       .

 

For additional details of Transition Railing (Type WB),

see Standard Plan A77J4. Transition Railing (Type WB)

transitions the 12 gage w-beam standard railing section

of guard railing to a heavier gage nested thrie beam

railing section which is connected to the concrete bridge railing.

 

For typical  use of Connection Detail AA, see Layout

Types 12A and 12B on Revised Standard Plan RSP A77F1, Layout

Types 12C and 12D on Standard Plan A77F2, and Layout

Type 12E on Revised Standard Plan RSP A77F3.

 

For typical use of Connection Detail BB, see Layout

Type 12D (structure departure railing connection) on

Standard Plan A77F2 and Layout Type 12DD on

Standard Plan A77F5.

 

Where the height of the bridge railing exceeds the height

of the thrie beam railing by more than 1" at Connection

Detail AA, taper the top of the end of the bridge railing at 4:1 to

match the top elevation of the thrie beam rail.

 

For details of End Cap (Type TC), see Standard Plan A77J4.

 

See Standard Plan A77J4 for additional details regarding

depth dimension for straight metal box spacer.

See Note 5

2
2

�
"

See Note 6

3-10-11
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

NO SCALE

Typ

ELEVATION

CONNECTION DETAIL CC CONNECTION DETAIL AA

PLAN

GUARD RAILING CONNECTION TO BRIDGE RAILING WITHOUT SIDEWALK

See Notes 5See Notes 6

FGFG

4�"
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F
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Transition

Railing

(Type WB)

See Note 4 Transition

Railing

(Type WB)

See Note 4
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End Cap (Type TC)

see Note 8

End Cap (Type TC)

see Note 8
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4:1, see Note 7

S

t

r

a

i

g

h

t

 

M

e

t

a

l

 

 

 

b

o

x

s

p

a

c

e

r

,

 

 

S

e

e

 

D

e

t

a

i

l

s

A

 

a

n

d

 

B

 

a

n

d

 

N

o

t

e

 

9

1
2

"

T
y

p

1
2

"

T
y

p

 

STRAIGHT METAL BOX SPACER

7
�
"

4
�
"

4�" Hole placement

front and back panel

See Detail  B

8" x 4�" x �" ´

DETAIL A

�" ´

4�"9"

1’-6"

1�" Holes

1
’
-
4
"

4
�
"

Straight metal

box spacer

�

DETAIL B

Weld 1"

long each

corner

8" x 4�" x �" ´

5
�"
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y
p

s
e
e
 N

o
te

 9

�" ´

PLATE ‘A’

1�" hole

1
�
"

1’-2"

9" 2�"

(For backside of connection BB)

PLATE ‘B’

�" ´

1�" hole

4
"

1’-4"

9" 3�"

CONNECTIONS TO BRIDGE RAILINGS

WITHOUT SIDEWALKS DETAILS No.2

NOTES:

1. 
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REVISED STANDARD PLAN RSP A77J2

12-10-07

4:1, see Note 7

See Revised Standard Plan RSP A77J1 for additional connection

details to bridges without sidewalks.

 

Additional details of posts, blocks and hardware are

shown on Standard Plan A77B1, A77C1 and A77C2.

 

Direction of adjacent traffic indicated by       .

 

For additional details of Transition Railing (Type WB),

see Standard Plan A77J4. Transition Railing (Type WB)

transitions the 12 gage w-beam standard railing section

of guard railing to a heavier gage nested thrie beam

railing section which is connected to the concrete bridge

railing.

 

For typical use of Connection Detail AA, see Layout

Types 12A and 12B on Revised Standard Plan RSP A77F1,

Layout Types 12C and 12D on Standard Plan A77F2, and

Layout Type 12E on Revised Standard Plan RSP A77F3.

 

For typical use of Connection Detail CC, see Layout

Types 12AA and 12BB on Standard Plan A77F4 and

Layout Type 12CC on Standard Plan A77F5.

 

Where the height of the bridge railing exceeds the

height of the thrie beam railing by more than 1" at

Connection Detail AA and connection Detail CC,

taper the top of the end of the bridge railing at 4:1

to match the top elevation of the thrie beam railing.

 

For details of End Cap (Type TC),

see Standard Plans A77J4.

 

See Standard Plans A77J4 for additional details

regarding depth dimension for straight metal box spacer.
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4�"

Typ

ELEVATION

CONNECTION DETAIL EE CONNECTION DETAIL DD

PLAN

V
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Face
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w
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L T
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p

MBGR

GUARD RAILING CONNECTION TO ABUTMENT OR WALL

P ‘A’

End Cap

(Type A)

End Cap

(Type TC)

FG

 

See Note 6 See Note 5

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

CONNECTIONS TO

ABUTMENTS AND WALLS

NO SCALE

3’-1�" 3’-1�"

9"
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9
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x

 

1

’

-

1

0

"

wood block

5" x 5" Chamfer

4�"

9" 9"

Concrete Anchor Block,

see Detail C

P ‘A’ front and back of

bolted connection, total 4
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Drill and bond threaded

rods in 1�" dia hole

with epoxy cartridge
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h
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e
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a
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Transition railing
(Type WB)

S
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7
�
"

4
�
"

4�" Hole placement

front and back panel

8" x 4�" x �" ´

STRAIGHT METAL BOX SPACER

DETAIL A

�" ´

4�"9"

1’-6"

1�" Holes

1
’
-
4
"

4
�
"

see Detail B5
�
"

�

DETAIL B

Straight metal

box spacer

8" x 4�" x �" ´

Weld 1"

long each

corner

�" ´

PLATE ‘A’1�" Hole

1
�
"

1’-2"

9" 2�"

NOTES:

1.

 

2.

 

 

3.

 

4.

 

 

 

 

 

5.

 

 

 

6.

 

These connection details apply to abutments and walls.

 

Additional details of posts, blocks and hardware are shown

on Standard Plans A77B1, A77C1 and A77C2.

 

Direction of adjacent traffic indicated by        .

 

For additional details of Transition Railing (Type WB),

see Standard Plan A77J4 Transition Railing (Type WB)

transitions the 12 gage w-beam standard railing section

of guard railing to a heavier gage nested thrie beam railing

section which is connected to the concrete anchor block.

 

For typical use of Connection Details DD, See Layout

Types 12A and 12B on Standard Plan A77F1 and Layout

Types 12C and 12D on Standard Plan A77F2.

 

For typical use of Connection Detail EE, see Layout

Type 12D on Standard Plan A77F2 and Layout

Type 12DD on Standard Plan A77F5.

DETAIL C

ELEVATION

ANCHOR BLOCK FOR TRANSITION

RAILING CONNECTION

Roadway

surface

#4 

 

9" 9"

2
’
-
0
"

9"

 

#4      tot 2
#4      @ 8" Max

2’-0"

9’-4�"

tot 14

2
’
-
8
"

 

1�" ` x 1’

pipe sleeve, tot 4

5
’
-
0
"

1
8
�
"

 2
5
�
"

 

Drill and bond

#6 x 2’-0"

dowels in

1" ` holes,

Total 10

Concrete

abutment or wall

REVISED STANDARD PLAN RSP A77J3
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See Note 3
See Note 3

FG

Post

No.T7

Post

No.T6

Post

No.T5

Post

No.T4
Post

No.T3

LEGEND

ELEVATION
4

�
"

7
�
"

4�" Hole placement

front and back panel

Straight metal

box spacer

8" x 4�" x �" ´

�

STRAIGHT METAL BOX SPACER

DETAIL A

DETAIL B

DETAIL C

A

 

 

 

B

 

 

C

 

 

D

2’-8"

Typ

2
’
-
3
�
"

T
y
p Wood or steel

line post

PLATE ‘A’

Concrete Bridge

Railing or Wall

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TRANSITION RAILING

(TYPE WB)

NO SCALE

�" x 4"

wedge/expansion

anchors with nuts

and washers.

�" Max

exposed thread.

Plate ‘A’  front and

back of bolted

connection, total 4

See Detail D

3’-1�" Typ 3’-1�" 3’-1�" 3’-1�" 3’-1�" 3’-1�" 6’-3"

1�"

Holes

1
’
-
4
" 4

�
"

1’-6"

4�"9"

�" ´

8" x 4�" x �" ´

Weld 1"

long each

corner

�" ´

2�" 2�"9"

1’-2"

1
�
"

1�" Holes

25’-0"

10" x 10" x 8’-0" Wood post

with 8" x 8" x 1’-10"

wood block. (See Note 6)
6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2" wood block.

10" x 10" x 6’-0" Wood post

with 8" x 8" x 1’-2" wood block.

�" ` Button head bolt

with hex nut, typical

(see Note 1)

Nested thrie beam elements

(one 12 gage element nested

over one 10 gage element).

 

One 10 gage "W" beam to

thrie beam element.

 

One 12 gage thrie beam

element.

 

One 10 gage "W" beam

rail   element (7’-3�"

length)

 

10 gage = 0.135" thick

 

12 gage = 0.108" thick

SECTION A-A

12 Gage thrie

beam element

10 Gage thrie

beam element

12 Gage thrie

beam element

Concrete barrier

or railing

Hex nuts

Plate ‘A’ Plate ‘A’

�" ` Button head

Splice bolt with washer 

and nut on threaded

end (See Note 3)

End cap (Type TC)

SECTION B-B

12 Gage thrie

beam element

10 Gage thrie

beam element
12 Gage thrie

beam element

Concrete barrier

or railing

Plate ‘A’

Metal Box Spacer

�" ` Button head

Splice bolt with washer 

and nut on threaded

end (See Note 3)

End cap (Type TC)

A B D

Pay Limits for Transition Railing (Type WB)

C

B

B

PLAN

TRANSITION RAILING (TYPE WB)

(Blockout Attachment)

1" Galv HS bolts, total 4

1�" ` Galv pipe or PVC pipe sleeve or 1�" drilled holes

5" x 5"

Chamfer

9"

Vertical face

Straight Metal Box Spacer (See Details A and B and Note 7)

A B D

Pay Limits for Transition Railing (Type WB)

C

A

A

PLAN

TRANSITION RAILING (TYPE WB)

(No Blockout Attachment)

1" Galv HS bolts, total 4

1�" ` Galv pipe or PVC pipe sleeve or 1�" drilled holes

5" x 5"

Chamfer

9"

5
�"
 T

y
p

S
e
e
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o
te
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Vertical

face
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�
"
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DETAIL D

Chamfer

�" x 3"

Slots for splice

bolts in end cap

Begin Concrete

Bridge Railing or Wall

2"

3’-�"

 
End cap (Type TC)

2’-6" length

9"

  

1’-1�"

 

4�" 4�"

3’-1�"

Typ

 

� Anchor

bolts slot

7
�
"

 

2
�
"

 

7
�
"

7
�
"

2
5
�
"

1
8
�
"

 
�" `

Holes

1�" R

1�" x 2�" Slots in end cap

and thrie beam elements for

1" bolts and Plate ‘A’ Connection

� Splice

bolt slot

Post

No.T2

Post

No.T1

� Wood post

8�"

REVISED STANDARD PLAN RSP A77J4
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N

 R
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7�"

  

3"

Plate ‘A’

Hex nuts

End Cap (Type TC)

sandwiched between

12 gage and 10 gage

thrie beam elements.

(See Note 9)

End Cap (Type TC)

sandwiched between

12 gage and 10 gage

thrie beam elements.

(See Note 9)

5-14-09

see Detail B

1
’
-
0
"

T
y

p

2
’
-
5
"

T
y
p

 

6’-3"

NOTES:

1.

2.

3.

4.

5.

  6.

  
7.

  8.

  9.

10.

6’-3"

SEE NOTES 6

AND 10

Standard railing section

12 gage MBGR

 

Standard railing section height transition

12 gage MBGR

 

 

Use �" ` Button head bolts and hex

nuts for connections to posts. No washer

on rail face for bolted connections to post.

 

The nested rail elements, end cap, and

‘W’ beam to thrie beam element may be

spliced together prior to bolting the elements

to the wood post and concrete barrier or railing.

 

Exterior splice bolt holes for rail element splices

at Post No. T4 and the connection to the concrete

barrier or railing shall be the standard�" x 1�"

slot size. Interior splice bolt holes at these

locations may be increased up to 1�" `. Only the

top 2 and the bottom 2 splice bolts with washers

and nuts are required for rail splices at Post

No. T4 and the connection to the concrete barrier

or railing.

 

Direction of adjacent traffic indicated by       .

 

The top elevation of Posts No. T2 through No. T7

shall not project more than 1" above the

top elevation of the rail element.

 

Typically, the railing connected to Transition

Railing (Type WB) will be either standard railing

section of metal beam guard railing with height

transition ratio of 120:1 or an approved Caltrans

end treatment attached to Post No. T1.

 

The depth of the metal box spacer varies from

the 5�" to 1�" and is dependent on the

width of the concrete railing or wall. The

combined dimension for the depth of the metal

box spacer plus the width of railing or wall is

typically 17�". Where the space between the

backside of the concrete railing or wall and

the rear thrie beam element is less than 1�",

metal plates similar to Plate ‘A’ are to be used

as spacers.

 

Where the width of the concrete railing or wall

is greater than 17�", wood blocks are to be

used to fill the space created between the

backside of Posts No. T4 through No. T7 and

the rear thrie beam element. These wood blocks

shall be 8" in width and 1’-2" in length. The

dimension between the front thrie beam element

and the rear thrie beam element is to match the

width of the concrete railing or wall.

 

End cap may be installed over 12 gage and

10 gage thrie beam elements where transition

railing is installed on the departure end of

bridge railing.

 

Conform standard railing section height

to 2’-3�" at Post No. T1 using height transition

ratio of 120:1.

RSP A77J4 DATED MAY 20, 2011 SUPERSEDES

RSP A77J4 DATED JUNE 5, 2009, RSP A77J4 DATED JUNE 6, 2008

AND STANDARD PLAN A77J4 DATED MAY 1, 2006 -
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

CONNECTIONS TO BRIDGE

RAILINGS WITH SIDEWALKS

�

"

 

´

(For backside of connection SB)

PLATE ‘B’PLATE ‘A’
1�" Hole

1
�
"

1�" Hole

4
"

9"

9"

�" ´

1’-4"

3�"1’-2"

2�"

 

4
�
"

7
�
"

4�" 4�" Hole placement

front and back panel

Straight metal

box spacer

See Detail  B

8" x 4�" x �" ´

8" x 4�" x �"´ 

�

STRAIGHT METAL BOX SPACER

DETAIL A DETAIL B

9"1�" Holes

�" ´

1’-6"

4
�
"

1
’
-
4
"

Weld 1"

long each

corner

5
�"
 T

y
p

s
e
e
 N

o
te

 8

NOTES:

See Standard Plan A77K2 for additional connection

details to bridges with sidewalks.

 

Direction of adjacent traffic indicated by       .

 

For additional details of Transition Railing (Type WB),

see Standard Plan A77J4. Transition Railing (Type WB)

transitions the 12 gage w-beam standard railing section

of guard railing to a heavier gage nested thrie beam

railing which is connected to the concrete bridge railing.

 

For typical use of Connection Detail FF, see Layout

Types 12A and 12B on Standard Plan A77F1.

 

For typical use of Connection Detail GG, see Layout

Type 12D on Standard Plan A77F2 and Layout

Type 12DD on Standard Plan A77F5.

 

Where the bridge sidewalk is not continued beyond the

end of the bridge railing, the portion of the sidewalk

beyond each end of the bridge railing shall be transitioned

down from the top elevation of the sidewalk, for its entire

width, to the finished grade of the adjacent roadbed. The

longitudinal slope of each sidewalk elevation transition

shall not exceed 8.33 percent.

 

For details of End Cap (Type TC), see Standard Plan A77J4.

 

See Standard Plan A77J4 for additional details regarding

depth dimension for straight metal box spacer.

1.

 

 

2.

 

3.

 

 

 

 

 

4. 
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7.

 

8.

DETAILS No.1

4�"

ELEVATION

CONNECTION DETAIL FF

PLAN

Vertical

Face

4�"

See Notes 4

Face of curb

Typ

Surface elevation back of sidewalk

GUARD RAILING CONNECTION TO BRIDGE RAILING WITH SIDEWALKS

T
y

p

Bridge railing

MBGR

CONNECTION DETAIL GG

See Notes 5

Transition railing (Type WB)

see Note 3

Bridge

Sidewalk

See Note 6

Sidewalk Sidewalk

End cap (Type A)

´ ‘B’9" 9"

9" 9"

1�" Galv pipe or PVC pipe

sleeve or 1�" drilled holes

5" x 5"

Chamfer

Thrie beam rail element

3’-1�" 3’-1�"

1�"  ` Galv pipe or

PVC pipe sleeve or

1�" drilled holes

 

´‘A’

Straight metal box spacer (see Details A and B)

´ ‘A’ Front and back of

bolted connection, total 4
1

"
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4

1" Galv HS bolt with washers and nuts 

8
"

T
y

p

1
7
�
"

T
y

p

End cap (Type TC)

see Note 7
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2"
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18"
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0.108" Nominal thickness.
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section on Standard Plan A78A.
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PLAN

(See Note 6)

ELEVATION

ALTERNATIVE 1 ALTERNATIVE 2

Direction of Direction of 

Downward Slope Downward Slope

Half Circle

Surface

Plywood Blocking

Sand Filled Module

Downward Slope

 5% Max

for Alternative 2

shown

BRIDGE DECK MODULE BLOCKING DETAILS

xxx1.

2.

3.

4.

5.

6.

7.

Each module is to contain amount of sand indicated, supported

according to the manufacturer’s instructions.

Modules shall be placed on asphalt concrete, epoxy mortar or concrete

surface. Modules to be placed on surfacing with greater than 5%

Mass of sand and outline of each module shall be painted on the

surface at each module location.

Module blocking, epoxied to the deck surface, is required for all

modules placed on bridge decks. Two acceptable alternatives are

shown. Other alternatives recommended by the manufacturer and

approved by the Engineer will  be accepted.

SLOPED SEAT DETAIL

PAINTING DETAIL

ELEVATION

XXXX

(See Note 5)

Surface

Sand Filled Module

5% Max
AC or Epoxy Mortar  

Base to New Slope

White Line

Downward Slope 

 Greater Than 5% 

(See Note 4)

modules.

Conc Blocks - Total 3

CRASH CUSHION,

SAND FILLED

(UNIDIRECTIONAL)

4
"

1" Wide

1" x 1" x 1" 1" Thick Plywood

3" 

module. Module spacing is based on the greater diameter of the

3
’
-
2
"
 I
D

Indicates module location and mass of sand in pounds for each

pounds for Each Module

�
"

M
in

NOTES:

2" Min

Typ

Paint Weight of Sand in

All sand weights are nominal.

Place the top of the Type R marker panel 1" below the module lid.
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downward slope shall be seated as shown.

Direction of Travel
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Panel

Fixed

object

ARRAY ‘U11’

400lbs 1400lbs

1400lbs
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400lbs
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400lbs 1400lbs 1400lbs 2100lbs

200lbs

 

2’-0"
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REVISED STANDARD PLAN RSP A81A
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DATED MAY 1, 2006 - PAGE 111 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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FREEWAYS
HIGHWAYS

OTHER

CORNER POST

CHAIN LINK GATE INSTALLATION

CHAIN LINK FENCE ON SHARP BREAK IN GRADE

.

.
.

.

.

.

.
. ..

.

.

.

.

.
.

.

.

.
Tension wires

Brace Gate post
Vertical stay

Gate

Length as specified

Latch post

R/W R/W

HIGHWAY

Dimensions shown are nominal.

�

2.

3.

4.

5.

1.

PCC

PCC

Line post

Not less than 3 times maximum cross

Line post
Gate panel

6.

2
"
 M

a
x

section of post with minimum of 8"

�" steel truss rods

Horizontal brace with

3’-0" at Gate post

Options exercised shall be uniform on any one project.

1
’
-
0
"

2
"

C
l
r

Truss

rods

Brace to be removed after all other

fence construction is completed

unless otherwise directed by the

Engineer
8’-0" Max

Tension 

wires

Tension wires

Line post

1’-0"

Truss

rods

Brace
Truss rods

Brace

Truss rods

Line post
Tension wires

Brace

Brace

Line post

Truss

rods

1’-0"

PCC

Not less than 3 times maximum cross

section of post with minimum of 8"

Line post

Line post

Line post

TYPICAL MEMBER DIMENSIONS    

FENCE

HEIGHT
ROUND ROLL

FORMED
H

ROUND ROLL FORMED ROLL FORMEDROUND
H

BRACES

(See Notes)

LINE POSTS

& less

2" 2�" x 2"

2"

END, LATCH & CORNER POSTS

6’

Over 6’

ID ID ID

1�" 1�" x 1�" 1�" x 1�"

2" x 1�" 2�"

3�" x 3�"

3�" x 3�" 2�" x 2�"

2" x 1�" 1�"

1�"

1�" x 1�" 1�" x 1�" 1�" x 1�"

1�" x 1�" 1�" x 1�" 1�" x 1�"

GATE POST

FENCE

HEIGHT

Less

Over

GATE

WIDTHS

NOMINAL

Max

3"

Max

2�"

4"

5"

6"

8"

6"

5"

4.95 LB

PER FOOT

7.58 LB

6’-0" and

6’-0"

Over 6’-0"

thru 12’-0"

Over 12’-0"

thru 18’-0"

Over 18’-0"

to 24’-0"

Up thru 6’-0"

Over 6’-0"

thru 12’-0"

Over 12’-0"

thru 18’-0"

Over 18’-0"

to 24’-0"

Up thru 6’-0"

WEIGHT

10.79 LB

14.62 LB

18.97 LB

14.62 LB

18.97 LB

28.55 LB

ID

Type CL-4 = 4’-0" fabric

Type CL-6 = 6’-0" fabric

Horizontal brace with truss rod may be

used as an alternate to a diagonal brace

Diagonal brace

2’-6" for fabric less than 5’-0" high

3’-0" for fabric 5’-0" and over

  End and corner post assembly

2’-6" for fabric less than 5’-0" high

3’-0" for fabric 5’-0" and over

6" or as

specified or

shown on

detail plans

(See Note 6)

6" or as specified

or shown on

detail plans

(See Note 6)

2’-6" for fabric less than 5’-0" high

3’-0" for fabric 5’-0" and over

10’-0" Max10’-0" Max

10’-0" M
ax

10’-0" Max 10’-0" Max
10’-0" Max

10’-0" Max

10’-0" Max

10’-0" M
ax

10’-0" Max 10’-0" Max

Offset to be 2’-0" at monument locations, measured at right angles to R/W lines.

Taper to achieve offset to be at least 20’-0" long.

Other sections which comply with the strength requirements and other

provisions of the Specifications may be used on approval of the Engineer. 

Sections shown in the tables must also comply with the strength requirements

and other provisions of the Specifications.

The below table shows examples of post and brace sections which may comply

with the Specifications.

2’-6" for fabric less than 5’-0" high

3’-0" for fabric 5’-0" and over

Diagonal brace or

horizontal brace with

truss rods

Above post dimensions and weights are minimums.

Larger sizes may be used on approval of the

Engineer.

Braced and trussed line posts

RSP A85 DATED JUNE 5, 2009 SUPERSEDES STANDARD PLAN A85
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NEW STANDARD PLAN NSP A85A

CHAIN LINK FENCE DETAILS
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END ELEVATION

POST TOP END
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METHOD OF ERECTING FENCE FOR FILL SLOPE
METHOD OF TYING FENCE TO HEADWALL

NOTES:

Vertical arms when desired

1
2

"

C
h
a
i
n
 
l
i
n
k

F
a
b

r
i
c
 
h

e
i
g

h
t

Pressed steel top

pinned to post

1�" Galvanized

pipe gate frame

Gate latch

4
"

�" Plate

�"

4"

12"

3
"

3
’
-
0
"

H
e
i
g
h
t
 
o
f
 
f
e
n
c
e

Gate

latch

Gate post

Brace

Truss

rod

Truss

rod

1.

2.

3.

8"

�" Steel

truss rod

�" Steel

truss rod

2
"

2
"

4"

2"

1
’
-
4
"

�" Steel 

plates

Tie wire

5" x 5"

Chain and lock cut 

out alternative

PCC

PCC

4.

Tension

wire

1
’
-
0
"

End post

3’-6" Min

1
’
-
0
"

Horizontal brace

with �" steel

truss rods
Tension

wires

Line post Line post

PCC

Line post

�" Steel

truss rods

PCC
PCC

PCC

PCC

PCC

PCC

Line post

See Note 1

H

H H HH

H

H

T

See Note 2

T T T

T

T T

See Note 1

See Note 2

H is 2’-6" for fabric less than 5’-0" high.

H is 3’-0" for fabric 5’-0" and over.

T is not less than 3 times maximum cross

section of post with minimum of 8".

Fill slope

Horizontal 

brace

Lock wire for barb

wire place inside arm

Headwall

Arms with barbed wire to be used where 

shown on plans.

4’-0"

Plunger cup

See Detail Below

Gusset

See Detail 

Below

�" ` Hole

5.

#5 x 12" Rebar

WALK GATE

Tension wire

See Note 6

6.

1
2
"

See Note 3

End post 

3’-6" Min

3’-6" Min 

line post

Varies - 10’-0" Max

Varies

10’-0" Max

10’-0" Max
10’-0" Max

R
=
2
"
 

TYPICAL DOUBLE GATE

REMOVABLE CENTER POST
Highway

R/W

Plunger rod

1" Dia

12� Gauge galvanized

barbed wire

See Revised Standard Plan RSP A85 for Chain Link 

Fencing dimensions.

See Detail A on New Standard Plan NSP A86B for 

connection at headwall.

Reinforcing must comply with ASTM A 706.

NSP A85A DATED JUNE 5, 2009 SUPPLEMENTS THE

STANDARD PLANS BOOK DATED MAY 2006.

9-30-09

June 5, 2009

�" Steel

truss rod

�" x �"

Str bar

�" Steel

truss rod
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NEW STANDARD PLAN NSP A85B
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CHAIN LINK FENCE DETAILS

TURNBUCKLE A

TURNBUCKLE B

PLAN OF ROADWAY - OVERPASS

PLAN OF ROADWAY - UNDERPASS

ABUTMENT CONNECTIONINSTALLATION OVER STREAM INSTALLATION AROUND HEADWALL

ELEVATION ELEVATION

PLAN
PLAN

x

x

x

x

x

x

x

x

x x x

x

x

x

x

xxx

NOTES:

U-Bolt clips

U-Bolt clips

�" x 9" Galv bolt

for end brace post

Nut

Washer

Use Standard turnbuckles

for �" bolts (12" take up)

Use Standard turnbuckles

for �" bolts (12" take up)

Front face

of abutment

2
�
"

�" Bolt

2
�
"

2"3"

Fill

Shoulder line

Shoulder line

Fill

1.

�" x 3" 

Width band

Abutment connection to 

be not less than 6" nor

more than 18" from 

front face of abutment

Extra length posts

where necessary

End post assembly Top of slope

Corner post 

assembly

Corner post assembly

Fence

Toe of slope

Corner post 

assembly

Culvert

Culvert

Toe of slope

Fence

The chain link fabric shall be replaced by barbed wire 

strands at 12" maximum centers between the double posts.

When the width of the culvert makes it necessary to 

anchor a post to the top of the culvert, a cast iron shoe 

or other device approved by the Engineer shall be used.

See Note 3

See Note 4

Fencing over stream and around headwall may also use Barbed

Wire or Wire Mesh fencing with either wood post or steel 

post installation.

5.

2.

3.

4.

All material for abutment connection to be galvanized.

TYPE "C" TYPE "D"

TYPE "B"TYPE "A"

1�" Galvanized pipe

1" Galvanized pipe

TYPICAL FRAMEWORK SHOWING

NUMBER OF BAYS IN GATE

TYPICAL INSTALLATION AT BRIDGES

R/W Fence

L 4 x 3� x �

connecting angle

R/W Fence

� cross road

� roadway

� roadway

R/W

R/W

18" Clr

Typ

�" Two-unit threaded

Std cinch anchor

3’ and 6’ Single

6’ and 12’ Double

Over 12’ to 18’ Single

Over 24’ to 36’ Double.

Over 18’ to 24’ Single

Over 36’ to 48’ Double

Over 6’ to 12’ Single.

Over 12’ to 24’ Double

�" x 9" Galv iron eye bars for

top and bottom turnbuckles,

�" x 2’ Galv iron eye bars

for center turnbuckles

�" - 6 x 7 Galv iron

regular lay fiber core rope

�" - 6 x 7 Gav Iron regular lay fiber core rope

�" x 9" Galv iron eye bars for top

and bottom turnbuckles, �" x 2’ Galv

iron eye bars for center turnbuckles

� cross road

See Revised Standard Plan RSP A85 for Chain Link fence

dimensions. See Standard Plan A86 for Barbed Wire and

Wire Mesh fence dimensions and for wood post and steel

post installation.

5-12-09

NSP A85B DATED JUNE 5, 2009 SUPPLEMENTS THE

STANDARD PLANS BOOK DATED MAY 2006.

9-30-09

June 5, 2009
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See Note 8

See Note 9
R/W (Typ)

45^

"W2"

3
"

Var

Warp when

needed

Var

Warp when

needed

V
a
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R
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m
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V
a
r

 

V
a
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Var

 

X

 

X

 

Var

 

W

 

Var

 

Var

 

X

 

X

See

Notes

4 & 5

45^

Retaining curbs,

when necessary

S
t
r
a
i
g

h
t

g
r
a
d

e

8.33% Max T, See Note 6

Sidewalk,

See Note 8

10% Max

T, See Note 6

2% Max
Rounded

Front

edge of

sidewalk

Join Join

Sidewalk~

Depressed

sidewalk

See Note 8
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"
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"
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"
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1
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"
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2
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ES

 

Finished

roadway

surface

1.

 

2.

 

 

3.

 

 

4.

 

5.

 

 

 

6.

 

 

7.

 

 

 

 

CASE A

Typical driveway, sidewalk not depressed

CASE B

Driveway with depressed sidewalk

PLAN

ELEVATION

DRIVEWAYS

SECTIONS

TABLE A

CURB

QUANTITIES

TYPE A1 CURBS

See Table A

TYPE A3 CURBS

Superimposed on existing pavement

See Table A

TYPE A2 CURBS

See Table A

TYPE B1 CURBS

See Table A

TYPE B3 CURBS

Superimposed on existing pavement

See Table A

TYPE B2 CURBS

See Table A

TYPE B4 CURBS

See Table A

TYPE D CURBS TYPE E CURB

TYPE H CURB

On Bridges

CURBSNOTES:

CURBS AND DRIVEWAYS

4:1

Michael Janzen

44788

CIVIL

Case A driveway section typically applies.

 

Use Case B driveway section when ramp slopes would

exceed 10% in Case A.

 

Use Case B driveway section when sidewalk cross

slope would exceed 2% in Case A.

 

X=3’-0" except for curb heights over 10" where

4:1 slopes shall be used on curb slope.

6"
6"

R=�"

6
"

R=�"

5"

R=�"
R=�"

8
"

5" 2’-0"

6
"

R=�"

R=�"

6"

#4

Longitudinal

bar
#4 Dowel spaced 4’-0"

Min length 8"

5"
R=�"

#4

Longitudinal

bar #4 Dowel spaced 4’-0"

Min length 8"

5"

8
"

7" 2" 2’-0" R=�"
R=�"

9
" 6
"

2’-9"

R=�"

R=�"

1
’
-
0
"

3"

1’-0"

R=6"

4
" R=1’-0"

2’-0"

6
"

Lip at bottom of

driveway ramp,

�" above

gutter grade.

Lip at bottom of

driveway ramp,

�" above

gutter grade.

6
"

6"

"H1"

1’-2"

1’-4"

1’-0"

1’-2"

6"

8"

1’-0"

1’-2"

10"

1’-0"

4"

6"

10"

1’-0"

"H2"

6"

8"

6"

8"

5"

7"

4"

6"

4"

6"

3"

5"

4"

6"

X is a variable when sidewalk is located where

wheelchairs may traverse the surface. Slopes shall

not exceed 8.33%.

 

Sidewalk and ramp thickness "T" at driveway shall be

4" for residental and 6" for commercial.

 

Difference in slope of the driveway ramp and the

slope of a line between the gutter and a point on

the roadway 5’-0" from gutter line shall not

exceed 15%. Reduce driveway ramp slope, not

gutter slope, where required.

TYPE

A1-6

A1-8

A2-6

A2-8

A3-6

A3-8

B1-4

B1-6

B2-4

B2-6

B3-4

B3-6

B4

D-4

D-6

E

CUBIC YARDS

PER LINEAR FOOT

0.02585

0.03084

0.05903

0.06379

0.01036

0.01435

0.02185

0.02930

0.05515

0.06171

0.00641

0.01074

0.05709

0.04083

0.06804

0.06661

CURB

TYPE

A1-6

A1-8

A2-6

A2-8

A3-6

A3-8

B1-4

B1-6

B2-4

B2-6

B3-4

B3-6

D-4

D-6

"W1"

7�"

8"

2’-7�"

2’-8"

7�"

7�"

7�"

9"

2’-7�"

2’-9"

7"

8�"

1’-6"

2’-2"

"W2"

 1�"

2"

 1�"

2"

 1�"

 1�"

 2�"

4"

 2�"

4"

2"

 3�"

1’-1"

1’-8"

2’-0"

Minimum width of clear passageway for sidewalk

shall be 4’-0". 

 

Retaining curbs and acquisition of construction

easement may be necessary for narrow sidewalks or

curb heights in excess of 6".

 

Across the pedestrian route at curb ramp locations,

the gutter pan slope shall not exceed 1" of

depth for each 2’-0" of width.
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November 17, 2006

03-31-08

RSP A87A DATED NOVEMBER 17, 2006 SUPERSEDES STANDARD PLAN A87A

DATED MAY 1, 2006 - PAGE 113 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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CURB RAMP DETAILS
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Front edge

of sidewalk

2% Max
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of sidewalk
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l
a
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n
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a
r
e
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See

Note 7
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3
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M
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M
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Retaining curb

if necessary at

edge of sidewalk

See Notes

10 and 11
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Note 7
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l
a
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t
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See

Note 7
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3
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M
a
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2
%

M
a
x

Retaining

Curb

Front

edge of

sidewalk

10% Max

at curb

CASE B

CASE F
CASE G

CASE C

Retaining curb if

necessary at edge

of sidewalk

Retaining

Curb (both

sides of

ramp)

Front

edge of

sidewalk

Sidewalk

Sidewalk

Sidewalk

Sidewalk

See Note 4

B

B

See

Note 7

A

A
A

A

See Notes 10

and 11

4’-0" Min
4’-0" Min
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DETAIL A

See Note 1

 

TYPICAL TWO-RAMP CORNER INSTALLATION
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CASE D

10% Max

at curb

10% Max

at curb

See

Note 7

See Notes

10 and 11

Front

edge of

sidewalk

Sidewalk

4’-0"

Min

See

Note 7

Planting

area

10% Max

at curb

10% Max

at curb

Front

edge of

sidewalk
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2
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Sidewalk

A
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See Notes 10

and 11
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Typ

Retaining

Curb (both

sides of

ramp)
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10% Max

at curb

See Notes

10 and 11

CASE A

10% Max

at curb

Front

edge of

sidewalk

See

Note 7

Sidewalk

4’-0"

Min

See Note 10

1.67" to 2.35"

Center to

center spacing

 

RAISED TRUNCATED DOME

0
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"

  0.9"

Base Dia

  0.45"

Top Dia

6
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T
y
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6
"

T
y
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6"

Typ 6"

Typ

T

Rounded

2% Max

8.33% Max

Top of ramp 4’-0" Min

Gutter

flowline

See Note 9

SECTION A-A

Rounded

2% Max8.33% Max

if necessary

T

Retaining curb

Top of ramp
4’-0" Min

SECTION B-B

Depress entire sidewalk as required

Gutter

flowline

See Note 9

T2% Max

Gutter

flowline

Retaining

curb if

necessary

See

Note 9 SECTION C-C

 

Rounded

T

Limit of pay

4’-0" Min

Existing curb and sidewalk

RETROFIT DETAIL

See

Note 14

See

Note 9

2%

Max

 

2%

Max

 

2%

Max

 

See Notes

10 and 11

2%

Max

 

2
%

M
a
x

2
%

M
a
x

5’-0"

Min

 

5’-0"

Min
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A

See Notes

10 and 11

DETAIL B
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L
a
n
d
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g

See Notes 1 and 3
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Crosswalk if provided
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TYPICAL ONE-RAMP

CORNER INSTALLATION

Sidewalk

A
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.
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"

GROOVING DETAIL

Approximately �"

Where a flared side occurs

provide 2’-0" straight curb

Where a flared

side occurs provide

2’-0" straight curb

Hector

David Cordova

C41957

3-31-08

CIVIL

REVISED STANDARD PLAN RSP A88A

RAISED TRUNCATED DOME PATTERN (IN-LINE)

DETECTABLE WARNING SURFACE

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 A

8
8
A

As site conditions dictate, Case A through Case G curb ramps may be

used for corner installations similar to those shown in Detail A and

Detail B. The case of curb ramps used in Detail A do not have to be

the same. Case A through Case G curb ramps also may be used at

mid block locations, as site conditions dictate.

 

If distance from curb to back of sidewalk is too short to

accommodate ramp and 4’-0" platform (landing) as shown in Case A,

the sidewalk may be depressed longitudinally as in Case B, or C or

may be widened as in Case D.

 

When ramp is located in center of curb return, crosswalk

configuration must be similar to that shown for Detail B.

 

As site conditions dictate, the retaining curb side and the flared

side of the Case G ramp shall be constructed in reversed position.

 

If located on a curve, the sides of the ramp need not be parallel,

but the minimum width of the ramp shall be 4’-0".

 

Side slope of ramp flares vary uniformly from a maximum of 10% at

curb to conform with longitudinal sidewalk slope adjacent to top of

the ramp, except in Case C and Case F.

 

The curb ramp shall be outlined, as shown, with a 1’-0" wide

border with �" grooves approximately �" on center. See

grooving detail.

 

Transitions from ramps and landing to walks, gutters or streets

shall be flush and free of abrupt changes.

 

Maximum slopes of adjoining gutters, the road surface immediately

adjacent to the curb ramp or accessible route shall not exceed

5 percent within 4’-0" of the top and bottom of the curb ramp.

 

Curb ramps shall have a detectable warning surface that extends

the full width and 3’-0" depth of the ramp. Detectable Warning

Surfaces shall conform to the details on this plan and the

requirements in the Special Provisions.

 

The edge of the detectable warning surface nearest the street

shall be between 6" and 8" from the gutter flowline.

 

Sidewalk and ramp thickness, "T", shall be 3�" minimum.

 

Utility pull boxes, manholes, vaults and all other utility facilities

within the boundaries of the curb ramp will be relocated or

adjusted to grade by the owner prior to, or in conjunction with,

curb ramp construction.

 

For retrofit conditions, removal and replacement of curb apron

will be at the Contractor’s option, unless otherwise shown on

project plans.

10% Max

at curb

10% Max

at curb

8-3-06

RSP A88A DATED SEPTEMBER 1, 2006 SUPERSEDES STANDARD PLAN A88A

DATED MAY 1, 2006 - PAGE 115 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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NEW STANDARD PLAN NSP D71

7-24-08

DRAINAGE INLET MARKERS

PLAN

PLAN

PLAN
SECTION A-A

PERSPECTIVE PLAN

PERSPECTIVE PERSPECTIVE

DRAINAGE INLET MARKER

(PREFABRICATED THERMOPLASTIC)
DRAINAGE INLET MARKER

(MEDALLION)

STAMPED CONCRETE

IMPRINT DETAIL

DRAINAGE INLET MARKER

(STAMPED CONCRETE IMPRINT)

DRAINAGE INLET MARKER ON

CONCRETE LINED DITCH

DRAINAGE INLET MARKER ON

DRAINAGE INLET APRON

DRAINAGE INLET MARKER ON

DRAINAGE INLET

DRAINAGE INLET MARKER (MEDALLION)

ON DRAINAGE INLET

1
�
"

�
"

Aquatic graphic

(Waves shown)

Receiving water body

(Waterway shown)

Aquatic creature graphic

(Jumping trout shown)
Letters �"

Aquatic creature 

graphic (Frog shown)

Receiving water body

(Waterways shown)

4�" Max

3�" Min

Diameter

1
"

concrete

Surface of
0.250"

0.0625"

0.125"

0
.2

5
0
"

Drainage Inlet Marker

(Stamped Concrete Imprint or

Prefabricated Thermoplastic)

Locations as shown on the 

plans or as directed by the

Engineer

Concrete Lined 

Ditch or Gutter

Flow Line

Concrete Apron

(Dimensions vary)
Drainage Inlet

Drainage Inlet Marker

(Stamped Concrete

Imprint or Prefabricated

Thermoplastic)

Drainage Inlet

Face of Curb

Top of Curb

(Prefabricated Thermoplastic)

Drainage Inlet Marker

(Stamped Concrete Imprint)

Drainage Inlet MarkerSidewalk

Metal  Casting

Sidewalk Drainage Inlet 

Marker (Medallion)

Drainage Inlet Marker

(Alternate location)

Top of Curb

Face of Curb

Drainage Inlet

1
�
"

1
�
"

1
�
"

A

A

A

A

A

A

29" ¨ 1"

5
"
 
¨
 
1

"

30" ¨ 1"

6
"
 
¨
 
1
"

T
T

E
C

H
I

 ARC

C A P ED S
AN

 L

S

E D

E
N

C
L

I

11-30-10
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April 3, 2009

NSP D71 DATED APRIL 3, 2009 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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A

NEW STANDARD PLAN NSP D73A

Perimeter reinforcement serves as a rigid frame to position and attach the required 

This dimension will vary with different grates, curbs types, box width and wall thickness.

weldable bars.

structural reinforcement and may be tack welded at outer corners when using ASTM A706 

10.

11.

12.

13.

14.

G4 inlet details are the same as the G2 with the addition of a curb and sloped grate that 

15.

16.

Refer to Standard Plan D73, Table A for concrete quantities.

8.

9.

17.

18.

Non-shrink grout can be used for upper most joint to facilitate final top grade adjustment.

Provide pre-cast inlets with separate top sections for final grade adjustment under

Place "A" Bars at an angle so hooked ends will maintain 2" clear coverage.

Extend sand bedding under all structure backfill.

2" unless inlet is expanded in the Span "A" direction, then clearance is 2" plus the diameter 

of the lower "A" bar.

"A" Bars

Varies

Span

38"-60"

61"-72"

73"-90"

0.525

0.621

0.744

0.811

"A" Bars
Required steel area

per foot (in˜/ft)

TOP REINFORCEMENT CHART

Under 38" with

Type 24 Grate

Under 38" with

Type 18 Grate
0.525

16 Bar

Diameters

See

Note 14

#5 @ 7" C-C

2-#5 Min

#5 @ 7" C-C

3-#5 Min

#5 @ 6" C-C

#5 @ 5" C-C

#6 @ 6" C-C

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

DRAINAGE INLETS
(PRECAST)

A

A

B B

T T

T
T

T
T

TT

1
2

"

35�" to 38"

1
2

"

T T

T T35�" to 38"

TT

TT

2"

1
2

"

2"

2"

H
8

"

1" Chamfer

SECTION A-A

8
"

H

2"

2"

1
2

"

2"

#4 @ 6"

2"

1
2
"

2"

2"

2"

1
2

"

2"

1" Chamfer

4
�
"

#4

Varies

2’-3" Max

3"

#4 @ 6"

#4 @ 6"

Varies

V
a
r
i
e
s

V
a
r
i
e
s

(Top Rebar Not Shown)

#4 @ 6"

#4

#4 Hoop

Type A

2�"

Min

Grate

Type 24

6
�
"

Varies

13" Min

"A" Bars,

see Chart

2"

#4 Hoop

Type A

#4 Hoop

Type A

#4 Hoop

Type B

#4 Hoop

Type A

#4 Hoop

Type B

#4 Hoop

Type B

For details not shown,

see Standard Plan D77A

2"

2"

2"

1" Chamfer

1
2
"

#4 Hoop

Type A

Grate Type 24

Varies

#4 Hoop

Type B

#4 Hoop

Type A

2"

C C

Grate

Type 18 

3
5

�
"
 
t
o

 
3

8
"

#4 @ 6"

SECTION B-B

SECTION C-C

SECTION E-E

SECTION D-D

SECTION G-G
SECTION F-F

D

D

E E

G

G

FF

(with G2 Top)

(with G4 Top)

(with G2 Top)

(with G4 Top)

9"

3"

Grate

Type 24

see Note 7

Match Curb

Type &

Gutter Slope,

see Note 8

see Note 10

See Note 10

see Note 10

see Note 10
#4 Hoop

Type A

see Note 13

see Note 10

TYPICAL SECTION

TYPICAL SECTION

(HOOP TYPE B)

(HOOP TYPE A)
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3

35�" to 38" Min

Span "B" Varies

90" Max or 

Outside Dia

of Pipe + 3" Min

Span "B" Varies

90" Max or 

Outside Dia

of Pipe + 3" Min

Span "A" Varies

90" Max or Outside Dia of Pipe + 3" Min

S
p

a
n

 
"
A

"
 
V

a
r
i
e
s

9
0
"
 
M

a
x
 
o
r
 
O

u
t
s
i
d
e
 
D

i
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o
f
 
P

i
p
e
 
+

 
3
"
 
M

i
n

�

�

�

�

1�" Min

Typ

EXPANDED TYPE G2 OR G4

STANDARD TYPE G2 OR G4

3" Min Sand 

Bedding, Typ,

see Note 18

Butyl Rubber

Joint Sealant,

Typ

Lower "A" Bar,

see Chart

#4 - Perimeter

Reinforcement,

see Note 11

Upper "A" Bar,

see Chart

Structure

Backfill,

Typ

Keyed Joint,

see Note 10

Wall Reinforcing,

see Note 3

1�" x 3�"

Keys, Typ

#4 - Perimeter

Reinforcement,

see Note 11

Match Curb Type

& Gutter Slope,

see Note 8

Varies,

See Note 123" Min Sand 

Bedding, Typ,

see Note 18

Perimeter

Reinforcement,

see Note 11

Lower "A" Bar,

see Chart

Upper "A" Bar,

see Chart

Lower "A" Bars,

see Chart

Upper

"A" Bars,

see Chart

Lower

"A" Bars,

see Chart

Keyed Joint,

see Note 10

1�" x 3�"

Keys, Typ

Structure

Backfill,

Typ

Perimeter

Reinforcement,

see Note 11

"A" Bars,

See Chart

Varies,

See Note 12

#4 - Perimeter

Reinforcement,

see Note 11

Butyl Rubber

Joint Sealant,

Typ

Wall Reinforcing,

see Note 3

1�" Min

Typ

#4 - Perimeter

Reinforcement,

see Note 11

"A" Bars,

see Chart
Butyl Rubber

Joint Sealant

or Non-shrink 

Grout,

see Note 16

3-16-09

NSP D73A DATED JUNE 5, 2009 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.

9-30-09

C34547

Glenn DeCou

June 5, 2009

Standard Specifcation Section 51-1.02. Provide keyed joints between the top and wall and 

Slope inlet floors 4:1 towards the outlet pipe. Pre-cast inlets may have monolithic sloped

floors, flat floors, or no floors in which case a sloped floor must be cast in the field.

Inlet floors do not require reinforcing.

multiple wall sections. Joint design may vary but must be 1" to 3" in depth.

Pipe(s) can be placed in any wall.

Set inlet so that grate bars are parallel to direction of principal surface flow.

"H" is the difference in elevation between the 

grade line undepressed.

outlet pipe flow line and the normal gutter

For "T" wall thickness: T=6" when "H" is 8’ or less.

T=8" when "H" is over 8’.

Wall reinforcing not required when "H" is 8’ or 

less and the unsupported width or length is 

limits with #4 bars @ 1’-6" ¨ centers placed

height adjustment rings 6" to 24" high must have a minimum of two #4 horizontal bars.

with lowest rung 1’-0" above the floor and highest rung not more than 6" below bottom of

lid.  The distance between steps must not exceed 1’-0" and be uniform throughout the length

See Standard Plan D74C for step details.

Seal pre-cast inlets connection openings between wall and pipe with non-shrink grout or

resilient connectors as specified in the Special Provisions.

Steps - None required where "H" is less than 2’-6". Where "H" is 2’-6" or more, install steps 

2" clear to the inside of inlet unless otherwise shown. Short independent wall sections or 

of the wall. Place steps in the wall without an opening. Steps inserts may be substituted

for the bar steps. Step inserts must comply with State Industrial Safety Requirements.

1.

2.

3. 

5.

6.

7.

4.

NOTES:

Type G4 inlet can use Grate Type 18 or 24. Type G2 inlet uses Grate Type 24. See Revised

Standard Plan RSP D77A and Standard Plan D77B for grate and frame details and weights of

miscellaneous Iron and Steel.

matches the adjacent curb and gutter depression. See Standard Plans D78A & D78B for gutter 

and inlet depresssion details. See Revised Standard Plan RSP A87A & Standard Plan A87B for

Curb and Dike Details.

6’-0" or less. Reinforce wall exceeding these 

To accompany plans dated             
6154752
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CURB

TYPE

NORMAL

CURB

HEIGHT BATTER

CURB

TABLE B

.

SECTION B-B PLAN

TYPE GO

T T

4:1

H

B

Batter

Scoring line

when used

T
T

B

 

Dike or curb

Grate

Type 24

Anchors

T

4’-9"

T

T T

Scoring line

when used

TYPE GDO

�
LongV

a
r

TRASH RACK

AA

anchors may be substituted for the right angle hooks 

on the anchors shown on this plan.

Walls exceeding these limits shall be reinforced with

Provisions.

7.

3. 

8. Curb section shall match adjacent curb.

1.

5.

6.

9.

10.

2. 

12. 

13. Full penetration butt welds may be substituted for

14.

15. 

with curb

with curb

(Face angle)

(For use with pump installation)

Cast-in-place or precast alternative is optional with

PLAN

 Pipe(s) can be placed in any wall.

 Galvanizing - See Standard Specifications or Special

GO  

GDO 

TYPE H=3’-0"

ADDITIONAL ADDITIONAL

because of pipe openings, different floor

alternatives or different curb type.

CONCRETE QUANTITIES

Var gutter

flowline depression

Face angle (See Anchor Detail B on Std Plan D74C)

DIMENSION DIMENSION

TABLE A

4.

D74C for alternative reinforced bottom.

See Standard Plan D77A and D77B for grate and

Steel.

2"

3"

1.24

1.62

3.39

4.36 0.446

the unsupported width or length is 7’-0" or less.

as required

PCCPCC

1’-2"

for pipe openings, and curb type giving highest

slope toward the outlet pipe as shown. 

round protection bar horizontally across the length of the

16.

DRAINAGE INLETS

Glenn DeCou

C34547

9-30-07

2’-8"

8
"

2
’
-
1

1
�
"

4" R 2
’
-
1

1
�
"

Ñ2�" x 2�"x �"

�" Min ` @ 2"

4
"

6"

8"

6"

6"

1�"

4"

Table based on 8" floor slab, no deduction

 Steps - None required where "H" is less than 2’-6"

lowest rung 1’-0" above the floor and highest rung

not more than 6" below top of inlet. The 

distance between steps shall not exceed 1’-0" and

frame details and weights of miscellaneous iron and

0.322

0.346
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H

T 4’-9" T

Batter

For curb batter and

SECTION A-A

Face angle

Trash rack to

be used at pump

installations only

on Std Plan D74C)

Var gutter flowline depression

6"

1
’
-
4
"

8
"

"a"

T
o
t
a
l
-
1
6

�

Bar

GRATE FRAME FOR TYPE GDO INLET

3
’
-
5

�
"

3"

3
"

4’-3�"

�" �"

@
 2

"

3�" x �"

Ñ3�" x 3" x �"

1�"

*
 
�
"
 
`
 
H

o
l
e
s
 

only with trash rack

* �" ` Holes required

1:1

1:1

1�" x 3�" Keys

"b""a"

0.245

 "H" is the difference in elevation between the outlet

pipe flow line and the normal gutter grade line undepressed.

For "T" wall thickness, see Table A below.

Wall reinforcing not required when "H" is 8’-0" or less and

#4 @ 18"¨ centers placed 1�" clear to inside of box

unless otherwise shown.

Inlet bottom reinforcing not required. See Standard Plan

Where "H" is 2’-6" or more, install steps with

shall be uniform throughout the length of the wall. 

Place steps in the wall without an opening. Step 

inserts may be substituted for the bar steps. Step

Inserts shall comply with State Industrial Safety

requirements. See Standard Plan D74C for step details.

opening and bend back 4" into the inlet wall on each side.

 Basin floors shall have wood trowel finish and shall

11. 

the fillet welds on all anchors.

 Standard square, hexagon, round or equivalent headed

contractor. See Standard Specifications.

Ñ4" x 3" x �"

Ñ3�" x 3" x �" x 3’-4�"

Ñ4" x 3" x �"

CIVIL

5
�
"

5
�
"

 NOTES:

See Standard Plan D78A for gutter depression details.

(See Anchor Detail B

adjustments are to be made to these quantities

quantity of concrete. No deductions or 

0.1’ Max in shoulder location

Type A Dike

A1-6

A1-8

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 D

7
4
B

 PER FOOT  PER FOOT

(CY) (CY) (CY) (CY)

B1-6

T+7�"

T+7"

T+5"

T+6"

T+6�"

T+6"

T+4"

T+5"

REVISED STANDARD PLAN RSP D74B

H=3’-0" TO 8’-0" (T=6") H=8’-1" TO 20’-0" (T=8")

H=8’-1"

For curb batter and curb height, see Table B

curb height, see Table B

When shown on the project plans, place a �" plain

Cast-in-place inlets to be formed around all pipes/stubs

intersecing the inlet and concrete poured in one continuous

operation. Precast inlets shall have mortared pipe connections

conforming to details for Type GCP inlets on Standard

Plan D75B. See Standard Specifications for mortar composition.

4-16-07

June 15, 2007 

RSP D74B DATED JUNE 15, 2007 SUPERSEDES STANDARD PLAN D74B

DATED MAY 1, 2006 - PAGE 150 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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Dia pipe + 1’-4"

A

SECTION A-A

Squared end

.

B B

(See Section A-A

for bottom design)

SECTION B-B

4�"

Hole

C

C

.

.
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.
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.

.

SECTION C-C

.

Peen end of eyebolt

Redwood cover

Weld

Mortar

NOTES:

TYPE OCP or OCPI
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�
" R=�"

Bent as shown

1"

 w/washers

P
i
p

e
 
i
n

l
e
t
 
p

a
y

 
l
i
m

i
t

CONCRETE PIPE INLET WITH GRATE

in pipe to receive lug

TYPE GCP

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

D

.

.

H
 
=

 
V

a
r
i
a
b
l
e

M
in

1
’
-
0
"

Dia pipe + 1’-4"

D

clinched on the

underside

SECTION D-D

Mortar

TYPE OCP or OCPI

.

.

.

.

.

.

.

.

.

.

.

.

.
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.
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.
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.
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.

.

.

.

.

.

.

20d Galv nails

2’-0" Opening

See Note 7

(See Notes 6 and 10)

CONCRETE PIPE INLET WITH REDWOOD COVER

treated chain (See Note 8)

CONCRETE PIPE INLET WITH STEEL COVER

(See Note 6)

cover

  Open i ng

See
 Note 7

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

Cast 1" x 2�" slot

ID-�"

3’-0" Nominal ID

OD+3"

6
"

6
"

H
 
+

 
6

"

See

Detail

"G"

1�" 2" Redwood top

2" x 6" Redwood

OD+3"

6
"

6
"

4
"
 
t
o
 
6
"

P
i
p

e
 
i
n

l
e
t
 
p

a
y

l
i
m

i
t
 
H

 
+

 
6

"

1’-6" of �" heat-

1�"

5
"

Slot �" x 2�"

1�"

1�"

�" Checkered ´

�" Min Dia x 1’-3"

Dia=3’-6"¨

2’-0
"

�" Checkered ´

ID+3"
See Detail "F"

DETAIL "G"
DETAIL "F"

3. Inlet pipes shall not protrude into basin.

5.

6. Designation of Type OCPI pipe inlets on plans indicates trash

racks are to be furnished and installed on all side openings.

See Standard Plan D75C for Trash Rack details.

More than one side opening may be required. Location and7.

number as ordered by the Engineer. Opening may be cast 

in pipe.

8. Chain to be provided when specified.

9. Place pipe so bars of grate will be parallel with main

surface flow.

10.

CONCRETE PIPE INLETS

Type 36R grate (see Notes 5 and 9)

1. For details of steel pipe inlets, see Standard Plan

D75A.

4.

outlet pipe, and a wood trowel finish.

�" ` eyebolts

2. For details of ladder and steps and when ladder or steps

are required, see Standard Plan D75C.

June 6, 2008

CIVIL

See Detail "E"
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.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

�
"

1"

2
"
 
S

q
u
a
r
e

1�"

Slot �" x 2"

�" Checkered ´

Tack weld 1’-6" x �"

heat-treated chain to

lug and cover (See Note 8)

1�"

�" ` x 11"

8
"

DETAIL "E"

�" Checkered ´

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 D

7
5
B

REVISED STANDARD PLAN RSP D75B

5-20-08

DATED MAY 1, 2006 - PAGE 153 OF THE STANDARD PLANS BOOK DATED MAY 2006.

have minimum slope of 4:1 from all directions toward

Except for inlets used for junction boxes, basin floors shall

See Revised Standard Plan RSP D77A and Standard Plan D77B

Iron and Steel.

for Grate and Frame Details and Weights of Miscellaneous

on the plans.

Redwood covers shall only be placed at locations designated

RSP D75B DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN D75B

C37332

6-30-08
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

X X

(See table below)

Grate bars

XTYPE

INLET TYPE

X

GRATE BAR SPACING TABLE

�
"

�
"

�"

�"

GRATE DETAILS

3
’
-
4
"

 

3
’
-
4
"

 

3�" x �"

Bar

3�" x �"

Bar

TYPE 18-9 TYPE 24-9

SECTION A-A

DETAIL C

CAST END BLOCK
NOTES:

ALTERNATIVE SPACER

BAR SPACER

1�" Clear spacing.

Use within the

roadbed on highways

where bicycles and

pedestrians are

excluded.

2" Clear spacing.

Use in locations off

the roadbed on all

types of highways.

1�" Clear spacing.

Use within the

roadbed on highways

where bicycles and

pedestrians are

excluded.

RECTANGULAR GRATE DETAILS

A A

1’-11�"

or 1’-5�"

3
’
-
4
"

 

3
�
"

 

X

 

3
�
"

�" Fillet

See Detail C

3�" x �"

Bars

1’-11�"

or 1’-5�"

3�" x �"

Bars

1’-11�"

or 1’-5�"

3
’
-
4

"

 

3
�
"

1
�"

Spacing same as for

welded or bolted grate

Both ends held

together by solid

casting

�" or �" Holes

W

 

W

 

3
�
"

 
3

�
"

 
2

"  
2

�
"

 

�" or �"

1�"

1�"

No.

OF

BARS

CLEAR BAR

SPACING

9

9

12

1�"

2"

1�"

1�"

1�"

1�"

COVER TYPE

PLATE

PLATE

PLATE

PLATE

PLATE

PLATE

PLATE

REDWOOD

PLATE

PLATE

174

170

170

170

170

112

112

42

177

177

WEIGHT

LB

ALTERNATIVE

WELDED GRATE

1’-5�"

 

1’-11�"

 

TYPE 24-12

18-9

24-9

24-12

W = 1�" or 2"

OS

OL-7

OL-10

OL-14

OL-21

OCP

OCPI

OCPI

OMP

OMPI

BASIS FOR Misc IRON & STEEL FINAL PAY WEIGHTS FOR DRAINAGE INLETS

3
’
-
4
"

 

X

1’-11�"

 

3�" x �"

Bar

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 D

7
7
A

X

Spacer
Cut washers

Spot weld or peen

X See table

BOLTED END BLOCK

BOLTING DETAIL

ALTERNATIVE BOLTED GRATE

1’-11�"

or 1’-5�"

3�" x �"

Bars

3�" x �"

Bars
�" ` bolts for �" holes

or �" ` bolts for �" holes

RECTANGULAR FRAME DETAILS

(For all rectangular grates)

(Thru frame)

(Thru frame and grate)

2"

�"

LONGITUDINAL SECTION

CROSS SECTION

6
"  

�"

4"
3

�
"

�
"

Ñ4" x 3" x �"

�"

3
"

TYPICAL FRAME

3
’
-
5
�
"

 

Type 24

grate = 2’-0",

Type 18

grate = 1’-6"

3�" x �" x 3’-4�" Bar

Type 24 grate =

2’-1"

Type 18 grate =

1’-7"

Ñ4" x 3" x �"

3’-5�"

 
3

"

TYPICAL FRAME

3
’
-
5
�
"

 

ALTERNATIVE ANCHOR FOR RECTANGULAR FRAME

1
6

"

Anchor

B B

#4 Min 2"      Anchors

C

C

SECTION C-C

3�" x �" x 3’-4�" Bar

(For details not shown, See Rectangular Frame Details)

REVISED STANDARD PLAN RSP D77A

.

3’-4"

 

3’-5�"

 

See Detail D

6" Max

DETAIL D

INLET TYPE GRATE TYPE
No. OF

GRATES

WEIGHT

LB

2

 

1

 

1

 

1

1

 

1

2

2

2

 

2

 

 

24-12

 

24-12

 

24-12

 

24-9

24-12

 

18-9

18-9

18-9

24-12

 

24-12

 

 

GDO

 

GOL-7

 

GOL-10

 

GO,G1,G2,G3,G4 (TYPE 24)

 

 

G4 (TYPE 18),G5,G6

GT1

GT2

GT3

 

GT4

 

TRASH RACK

GRATE CHAIN

634

 

326

 

326

 

263

326

 

249

498

498

652

 

652

 

22

3

Bearing bar

1
"

1
"

1"

END OF BAR

1
�
"

1" Hole

X X

X X

PLAN D77A DATED MAY 1, 2006 - PAGE 155 OF THE STANDARD PLANS BOOK DATED MAY 2006.

1.

 

 

 

2.

 

 

 

3.

 

 

  

4.

  

5.

 

 

 

6.

 

 

  

7.

 

 

 

 

8.

 

 

 

 

9.

(See Note 8)

ALTERNATIVE CAST

DUCTILE IRON OR

CAST CARBON STEEL

END BLOCK GRATE

ALTERNATIVE CAST DUCTILE IRON

GRATE OR CAST CARBON STEEL GRATE

�

�Typ -

12 Bars

Grate type numbers refer to approximate

width of grate in inches and number of

bars, respectively.

 

Contractor has the option of using cast

ductile iron, cast carbon steel, welded,

bolted, or cast end block grate.

 

See Special Provisions for requirements

pertaining to galvanizing or asphalt dipping

of grates and frames.

 

Rounded top of bars optional on all grates.

 

Pipe inlets with a grate shall be placed

so that bars parallel direction of principle

surface flow.

 

Complete joint penetration butt welds may

be substituted for the fillet welds on all

anchors.

 

Standard square, hexagon, round or

equivalent headed anchors may be

substituted for the right angle hooks

on the anchors shown on this plan.

 

Grate and frame weights are based on

welded grates (weights of face angles,

steps, protection bars, etc. are not

included).

 

Connect chain to grate and frame only at

locations shown on the plans. When chain

is required, do not use cast ductile iron

grates.

�"

�"

�

3
�
"

�
"

1"

6"

SECTION B-B

Typ

Typ

�

�

#4 Min 2"      Anchors

Typ
�

�

�
Typ

3�" x �" x 3’-4�" Bar

Ñ4" x 3" x �"

Ñ4 x 3 x �

�
Typ

�

�
Typ

#4 Min

anchors

�

�

Typ

6"

6-13-12

Weld 2’-0" of �"

heat-treated chain

to frame and grate,

see Note 9

(Steel grates only)

�

� �

Raymond 

Don Tsztoo 

C37332

6-30-14

CIVIL

July 20, 2012
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CIVIL

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

SLOTTED PLASTIC PIPE

DRAIN DETAILS
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. .

Curb, barrier, 

island, or dike

Pavement surface

A A

B

B

D

D

Curb, barrier, 

island, or dike

Pavement 

surface

Top of slot

End cap

V
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.
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D
e
p
t
h

v
a
r
i
e
s
,

m
a
t
c
h

 

d
r
a
i
n

2% slope

2% slope

Match pavement slope

Hollow throat 

stiffeners

Stiffener 

ridge

Manhole or

inlet wall

NOTES:

with stiffeners and 

details shown

Var

Grout
Welded joint

See Note 1

DETAIL A

See Detail A

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.
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.
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.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

See Note 4.

SECTION A-A

SECTION B-B
SECTION B-B

SECTION C-C

V
a
r

Conc backfill

Conc backfill

Conc backfill

Conc backfill

Conc backfill

Exist base

or other 

surrounding 

material

Manhole or drainage inlet

(Conc drainage inlet shown)

1.

2.

3.

4.

End of transition fitting

C C

SECTION D-D

Match pavement

cross slope

Hollow throat

stiffener

Drain section length

TRANSITION FITTING

Drainage

grate

12�"

1�"

2
1

"

12�"

See transition fitting detail

for more specific details

Conc backfill

1
1

"

M
in

See Note 4

PLAN

Plastic weld shall be factory fabricated.
 

When Heel Resistant Grate is to be used, 

see New Standard Plan NSP D98E for details.
 

Exterior wall stiffener ridges and details

not shown on section views. See transition 

fitting detail for typical exterior ridges and 

throat stiffeners.
 

sides of slotted plastic pipe.

3"

3"

�" to �" Max

6"

Min

5
"

M
in

5
"

M
in

6
"

1"

Trim flush with 

wall plus 1"

1
"
 
t
o
 
2
"

G
r
o
u
t

Lateral support, #4 bar, to be placed on both 

1�"

7"

Min

7"

Min

5
"

M
in

5
"

M
in

7"

Min

7"

Min

See Note 4

AC or other

existing material

Hollow throat

stiffener

Slotted plastic pipe drain

SLOTTED PLASTIC PIPE DRAIN

Slotted plastic

pipe drain

Slotted plastic

pipe drain

18" Slotted Plastic Pipe Drain
12" Slotted Plastic Pipe Drain

11-5-07

3’-4"

3’-4"

6’-8" Typ

1
4

�
"

Raymond Don Tsztoo

C37332

6-30-08

THE STANDARD PLANS BOOK DATED MAY 2006.

January 18, 2008

NSP D98D DATED JANUARY 18, 2008 SUPPLEMENTS 

NEW STANDARD PLAN NSP D98D

6

1

5

4

7

9

2

5

.

6

/

2

9

.

2

101Son04

9-10-12To accompany plans dated
            



DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

PLANTING AND IRRIGATION

LICENSED LANDSCAPE ARCHITECT

Signature

Renewal Date

Date

G
r
e
g

o
r

y
A. Balzer

2
5
7

6

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 H

1

REVISED STANDARD PLAN RSP H1

DATED MAY 1, 2006 - PAGE 201 OF THE STANDARD PLANS BOOK DATED MAY 2006.

ABBREVIATIONS

ABS

Adj

AIC

Alt

AMEND

ARV

AUTO

AUX

B&B

B/B

B/B/PL

B/PL

BP

BPA

acrylonitrile-butadiene-styrene

adjacent/adjustable

auxiliary irrigation controller

alternative

amendment

automatic

balled and burlapped

brass/bronze

brass/plastic

booster pump

backflow preventer assembly

CCA

CL

CNC

Conc

Cond

CSP

CST

CV

Dia

chain link

concrete

conduit

center strip

check valve

diameter

EA

Elev

ENCL

EP

EST

ESTB

ETW

each

electric/electrical

elevation

enclosure

edge of pavement

end strip

establishment

edge of traveled way

F

F/P

FAU

FCV

FERT

FG

FIPT

FIS

FS

Galv

GARV

GSP

GV

full/part circle

filter assembly unit

fertilizer

finished grade

female iron pipe thread

fertilizer injector system

galvanized

garden valve

gate valve

H

HB

HP

HPL

Hwy

IC

ICC

ID

IFS

IPS

IPT

Irr

hose bib

high pressure line

highway

irrigation controller

irrigation controller(s)

inside diameter

irrigation filtration system

iron pipe thread

irrigation

Max

MBGR

MCV

MIC

Min

MIPT

Misc

Mtl

maximum

minimum

male iron pipe thread

miscellaneous

material

NPT

O/C

OD

P

PB

PCC

PE

PL

PLT

PLT ESTB

number

on center

outside diameter

part circle

portland cement concrete

polyethylene

plastic

plant establishment

PR

PRV

PVC

Pvmt

Q

QCV

R

RCP

RCV

RCVM

REQ

pressure rated

pressure relief valve

pressure reducing valve

pavement

quarter circle

radius

reinforced concrete pipe

required

remote control valve (master)

R/W right of way

SCH

SF

Shld

SST

Sta

Std

T

schedule

state-furnished

shoulder

side strip

station

standard

TLS

TQ

TT

Typ

W

truck loading standpipe

three quarter circle

typical

underground

WS

WSP

wye strainer

master irrigation controller

welded steel pipe

A

B

C

D

E

F

G

H

I

M

N

O

P

Q

R

S

T

U

W

UG

auxiliary

AVB atmospheric vacuum breaker

Ft

water meter

air release valve

Bit Ctd bituminous coated

CEC controller enclosure cabinet

in controller enclosure cabinet

S slip

third circle/thread

TRVD traveled

WM

AB aggregate base

AC asphalt concrete

FL flow line

SW sidewalk/sound wall

PRLV

BPAE backflow preventer assembly in enclosure

BV

ductile iron pipeDIP

flow monitorFM

plant/planting

WWM welded wire mesh

two third circle

MVP

high density polyethyleneHDPE

BPE backflow preventer enclosure

brass/bronze/plastic

CARV

CAP corrugated aluminum pipe

cam coupler assembly

CHDPE corrugated high density polyethylene

diameter nominalDN

ES edge of shoulder

maintenance vehicle pullout

V

VAU valve assembly unit

flow sensor

combination air release valve

iron pipe size

No.

Pkt packet

control and neutral conductors

corrugated steel pipe

galvanized steel pipe

flow control valve

full circle

metal beam guard railing

manual control valve

national pipe thread

pull box

polyvinyl chloride

remote control valve

SCC sprinkler control conduit

horsepower/hinge point

FOR ADDITIONAL ABBREVIATIONS,

SEE STANDARD PLANS A10A AND A10B.

ball valve

GAL Gallon(s)

GPH

GPM

gallons per hour

gallons per minute

PM post mile

FV flush valve

foot/feet

half circle

In inches

L

L

length

LF

PSI pounds per square inch

NL nozzle line

NCN no common name

Oz ounce

W/ with

width

square foot/feet

square yard(s)

SQFT

SQYD

Elect

NOTE:

TRM

PSFM

BFM bonded fiber matrix

polymer stabilized fiber matrix

turf reinforcement mat

RECP rolled erosion control product

RCW recycled/reclaimed water

quick coupling valve

RSP H1 DATED JUNE 5, 2009 SUPERSEDES STANDARD PLAN H1

2-28-11

5-14-09

June 5, 2009
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linear foot

RCVMF remote control valve (master) w/ flow

meter

5-28-09
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

PLANTING AND IRRIGATION

SYMBOLS

EXISTING PROPOSED ITEM DESCRIPTION

IRRIGATION SYSTEM

IRRIGATION SYSTEM TO BE REMOVED

PRESSURE REDUCING VALVE (PRV) 

FLOW CONTROL VALVE (FCV)

COMBINATION AIR RELEASE VALVE (CARV) 

CHECK VALVE (CV)

FLUSH VALVE (FV)

PRESSURE RELIEF VALVE (PRLV)

NOZZLE LINE W/TURNING UNION

SPRINKLER W/SPRINKLER PROTECTOR

CONNECT TO EXISTING SYSTEM

CAP

CHAIN LINK GATE

CAP EXISTING

3 3

REVISED STANDARD PLAN RSP H2

DATED MAY 1, 2006 - PAGE 202 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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CAM COUPLER ASSEMBLY (CCA)

5-11-09

IRRIGATION CONTROLLER

CONTROLLER STATION

VALVE NUMBER

VALVE IN PARALLEL (IF APPLICABLE)

VALVE CODE

VALVE CODES FOR EXISTING VALVES

ARE SHOWN IN A DASHED ENCLOSURE.

-A-2b- -60

-3- -50

2�"

QUANTITY OF SPRINKLERS (WHEN SHOWN)

QUANTITY OF TYPE SPRINKLERS (WHEN SHOWN)

RCV SIZE

GPM

40

GPM

302"

MCV SIZE

IRRIGATION CONTROLLER(S) IN CONTROLLER

PLASTIC PIPE (PR 200) (SUPPLY LINE) (MAIN)

BACKFLOW PREVENTER ASSEMBLY (BPA)

BOOSTER PUMP (BP)

TRUCK LOADING STANDPIPE (TLS)

MASTER IRRIGATION CONTROLLER (MIC)

AUXILIARY IRRIGATION CONTROLLER (AIC)

ENCLOSURE CABINET (ICC)

REMOTE CONTROL VALVE (MASTER) (RCVM)

MANUAL CONTROL VALVE (MCV)

VALVE ASSEMBLY UNIT (VAU)

WYE STRAINER (WS)

FILTER ASSEMBLY UNIT (FAU)

GATE VALVE (GV)

CONTROL AND NEUTRAL CONDUCTORS (CNC)

IRRIGATION CONTROLLER (IC)/

IRRIGATION CONTROLLER (IC) (BATTERY)

BACKFLOW PREVENTER ASSEMBLY

IN ENCLOSURE (BPAE)

BALL VALVE (BV)

DUCTILE IRON PIPE (SUPPLY LINE) (MAIN) (DIP)

GALVANIZED STEEL PIPE (SUPPLY LINE) (MAIN) (GSP)

GALVANIZED STEEL PIPE (SUPPLY LINE) (LATERAL) (GSP)

REMOTE CONTROL VALVE (RCV)

FLOW SENSOR (FS)

BACKFLOW PREVENTER ASSEMBLY (BPA)

BACKFLOW PREVENTER ENCLOSURE (BPE)

PLASTIC PIPE (PR 200) (SUPPLY LINE) (LATERAL)

PLASTIC PIPE (IRRIGATION LINE)

SPRINKLER CONTROL CONDUIT (SCC)

WATER METER (WM)

IRRIGATION SLEEVE

IRRIGATION CROSSOVER

IRRIGATION CONTROLLER (IC) (SOLAR)

EXTEND IRRIGATION CROSSOVER

REMOTE CONTROL VALVE (MASTER) W/FLOW METER (RCVMF)

ITEM DESCRIPTIONPROPOSED

DIP

SCC

DIP

FS

EXISTING

scc

dip

fs

QUICK COUPLING VALVE (QCV)

QUICK COUPLING VALVE W/SPRINKLER PROTECTOR

RSP H2 DATED JUNE 5, 2009 SUPERSEDES RSP H2 DATED MARCH 7, 2008 AND STANDARD PLAN H2
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TOTAL PROJECT

SHEET

NO.
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PLANS APPROVAL DATE
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or completeness of electronic copies of this plan
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Sprinkler Sprinkler Sprinkler

FGFG
FG

S x T plastic adapter

Flexible riser

Supply line

Flexible hose

Side/Bottom inlet pop-up sprinkler

Coupling as required
Coupling as required

T x T plastic coupling

Root ball

Supply line Flexible hose

S x T plastic adapter

each end

1
"

Sprinkler

FG

reinforcing bar

ELEVATION

RISER TYPE I

ELEVATION ELEVATION ELEVATION

RISER TYPE II RISER TYPE III RISER TYPE IV

ELEVATION

RISER TYPE VI

ELEVATION

RISER TYPE V

NO SCALE

Top of sprinkler 3" above

3
"
 M

a
x

#4 Steel

T x T plastic street ell

S x T plastic street ell

top of root ball

(Same material as riser)
(Same material as riser)

48"¨

48"¨

1
8
"
 M

i
n

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

PLANTING AND IRRIGATION

DATED MAY 1, 2006 - PAGE 205 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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REVISED STANDARD PLAN RSP H5

DETAILS

Stainless steel

hose clamp

RSP H5 DATED JUNE 5, 2009 SUPERSEDES STANDARD PLAN H5

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

LICENSED LANDSCAPE ARCHITECT
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T x T plastic coupling or

flow shut off device

(When required)

5-28-09
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

PLANTING AND IRRIGATION

DETAILS

Cover FG

FG

T x T galvanized Supply line

Valve box

Woven wire clothSupply line

Existing or

(supply line)

Existing or

proposed plastic

pipe (supply line)

*

*

3"

2
"

barrel 45^ from

horizontal

GARV

Inlet for straight

pattern valve
pattern valve

Inlet for angle

6" to

ELEVATION

WYE STRAINER

ELEVATION

VALVE

SECTION

VALVE BOX

PLAN

ELEVATION

FLUSH VALVE

2" Clearance

2" Min
2

"
 M

in

2
"
 M

in

4
"
 M

a
x

4
"
 M

a
x

4
"
 M

in

Typ

T
y

p

6
"
 M

in

�" Plastic pipe (locater)

�" Plastic riser

�" loose key

�" Dia gravel or crushed rock

on all sides Min

T
y

p

4
"
 M

in

steel street ell

6
"

8"

2
4

"
1

2
"
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REVISED STANDARD PLAN RSP H7

DATED MAY 1, 2006 - PAGE 207 OF THE STANDARD PLANS BOOK DATED MAY 2006.

Typ

CONNECTION TO PLASTIC PIPE

GALVANIZED OR COPPER PIPE

proposed GSP

or copper

PVC male

adapter

(T x S)

Galvanized steel 

coupling or

ell (T x T)

or copper female

adapter or

ell (S x T)

�" Loose

key GARV

Dust cap

GSP nipple

GSP

nipple

GSP

Check

valve

Cam

coupler

ELEVATION

CAM COUPLER ASSEMBLY

2
"
 M

in

4
"
 M

a
x

4
"

M
i
n
 T

y
p

2
"

M
in

36"

 

Label

Cover

to accept screw

2 washers and nut

machine bolt with

SECTION

VALVE BOX IDENTIFICATION

Drill label and cover �" ` Slotted head

�
"
¨

PLAN

Identification label:

For controller and

station number

each label

label when required

Valve box cover

see project plans.

One machine bolt

Hinge when required

Standard Plans H1 and H2.

Recycled water warning

For abbreviations see Revised

Compacted or

undisturbed

soil

WS, position strainer

RSP H7 DATED JUNE 5, 2009 SUPERSEDES STANDARD PLAN H7

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

LICENSED LANDSCAPE ARCHITECT

Signature

Renewal Date

Date
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Galvanized ell (T x T)

Concrete support 1 CF

Galvanized or

copper pipe

connection to

plastic pipe

(See detail)

5-28-09
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

PLANTING AND IRRIGATION

DETAILS
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REVISED STANDARD PLAN RSP H8

DATED MAY 1, 2006 - PAGE 208 OF THE STANDARD PLANS BOOK DATED MAY 2006.

Min

ELEVATION

FG

2" Clr Min,Typ

1
2
"
 
C

l
r
 
M

i
n

1
8

"
 C

l
r
 M

a
x

BACKFLOW PREVENTER ASSEMBLY IN ENCLOSURE (ONE PIECE) 

4
"

WS W/GV

Union,Typ

Hasp for Padlock

Tee W/Threaded Plug

(Spot weld nut to bolt)

Flow

Thrust Block,Typ

Supply Line (Main)

from WM

Compacted or

undisturbed

.

.

.

.

.

.

.

.

.

Polyethylene Tape,Typ

Lifting Handle

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

Each side

2" Clr Min

WS W/GV

BPE

Backflow

Preventer

GV

2" Typ
2" Typ

2’-0"

Galvanized or copper pipe

connection to plastic pipe

Pivot Point

#3 Reinf Bar    Typ

BV,Typ

6" Clr Min (All sides)

soil,Typ

 PCC Pad

Min 1 CF of PCC for Supply Line (Main) pipe 1�" and smaller

Min 2 CF of PCC for Supply Line (Main) pipe 2" and larger

(See Note 4)

(See Note 3)

Min

ELEVATION

FG

2’-0"

2" Clr Min,Typ

1
2
"
 
C

l
r
 
M

i
n

1
8

"
 C

l
r
 M

a
x

4
"

Typ

WS W/GV

Hasp for Padlock

Tee W/Threaded Plug

Pivot Point,Typ

(Spot weld nut to bolt)

Flow

Thrust Block,Typ

Supply Line (Main)

from WM

 PCC Pad

Compacted or

undisturbed

soil,Typ

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

Lifting Handle

connection to plastic pipe

Galvanized or copper pipe

BACKFLOW PREVENTER ASSEMBLY IN ENCLOSURE (TWO PIECE) 

Backflow

Preventer

Lock-guard

BV,Typ

WS W/GV

2" Clr Min

GV

#3 Reinf Bar    Typ

2" Typ

BPE

6" Clr Min (All sides)

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

2" Typ

Min 1 CF of PCC for Supply Line (Main) pipe 1�" and smaller

Min 2 CF of PCC for Supply Line (Main) pipe 2" and larger

Polyethylene Tape,Typ

(See Note 4)

(See Note 3)

NOTES:

polyethylene wrapped using 2" wide plastic backed

adhesive tape 20 mil thick with �" overlap.

the backflow preventer shown on the plans.

is for District 11 projects only.

1.  Wye strainer and fittings must be the same size as 

3.  Wye strainer location shown downstream of the backflow preventer

2.  Backflow preventer assembly manifold pipe must be the same pipe 

as the supply line (main) pipe to be installed from the 

water meter to the backflow preventer assembly.

1
"

C
l
r

U

U

1
"

C
l
r

Union,Typ

Lock-guard

RSP H8 DATED JUNE 5, 2009 SUPERSEDES STANDARD PLAN H8
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TOTAL PROJECT

SHEET

NO.
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PLANS APPROVAL DATE

The State of California or its officers or
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or completeness of electronic copies of this plan
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4.  All metal in contact with soil and Portland Cement Concrete must be
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DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

    

    

PLAN

Fiber Roll

Slope

Fiber Roll

F
u
r
r
o
w

SECTION

Slope

ELEVATIONSECTION

PERSPECTIVE

    

Grading conform

Fiber Roll

Notch

Stake

Rope

Fiber Roll

Stake

Rope

Stake

 

Grading Conform

5’-0"  Above 

Toe of Slope

Fiber Roll

Grading Conform

PERSPECTIVE

(TYPE 1) (TYPE 2)

Stake

 

5’-0"  Above 

Toe of Slope

Stagger Joints
Stagger Joints

Grading Conform

or Toe of Slope
or Toe of Slope

or Top of Slope
or Top of Slope

1.

 

 

2.

 

 

Installations shown in the perspectives 

are for slope inclination of 10:1 and 

steeper.

STAKE NOTCH DETAIL

 Min LICENSED LANDSCAPE ARCHITECT

1
’
-
0
"

1’-6"

2’-0" 2’-0" 6"

�" x �"

Notch

4
"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

NOTES:

Signature

Renewal Date

Date

EROSION CONTROL DETAILS

(FIBER ROLL)

FIBER ROLL FIBER ROLL

FIBER ROLL (TYPE 1) FIBER ROLL (TYPE 2)

Fiber roll spacing varies depending upon

slope inclination.

g

ry
 

 alz
r 

2
7

A. B
e

5
6r

e

o

G

NO SCALE

REVISED NEW STANDARD PLAN RNSP H51
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M
in

1
’
-
0
"

M
in

Fiber Rolls Spaced 

Equally Along Slope 

Fiber Rolls Spaced 

Equally Along Slope 

Fiber Rolls Spaced 

Equally Along Slope 

Fiber Rolls Spaced 

Equally Along Slope 

3-4-09

02-28-11

03-04-09

April 3, 2009

RNSP H51 DATED APRIL 3, 2009 SUPERSEDES NSP H51 DATED DECEMBER 1, 2006

THAT SUPPLEMENTS THE STANDARD PLANS BOOK DATED MAY 2006.
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

    

    

PLAN

Slope

SECTION

Slope

ELEVATIONSECTION

PERSPECTIVE

    

Grading conform

Notch

Stake

Rope

Stake

Rope

Stake

 

Grading Conform

5’-0"  Above 

Toe of Slope

Grading Conform

PERSPECTIVE

(TYPE 1) (TYPE 2)

Stake

 

5’-0"  Above 

Toe of Slope

Stagger Joints
Stagger Joints

Grading Conform

or Toe of Slope
or Toe of Slope

or Top of Slope
or Top of Slope

STAKE NOTCH DETAIL

 Min

1
’
-
0
"

1
’
-
0
"

1’-6"

2’-0" 2’-0" 6"

�" x �"

Notch

4
"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

EROSION CONTROL DETAILS

Compost Sock

Compost Sock
Compost Sock

COMPOST SOCK

Compost Sock
Compost Sock

(COMPOST SOCK)

COMPOST SOCK

COMPOST SOCK (TYPE 1) COMPOST SOCK (TYPE 2)

NOTE:

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

LICENSED LANDSCAPE ARCHITECT

Signature

Renewal Date

Date

NEW STANDARD PLAN NSP H52
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DEPARTMENT OF TRANSPORTATION
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Fastener

Fastener

STATE OF CALIFORNIA

FastenerFastener

Fastener

Fastener

Typ

(See Note 1)

 

Flow
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6
"

TRANSVERSE ROLLED EROSION

1’-0"

Fastener Typ

Key Trench at

Top of Slope

(See Detail C)

Key Trench at

Upper Conform

(See Detail E)

Key Trench at

Toe of Slope

(See Detail D)

Key Trench at

Lower Conform

(See Detail F)

DETAIL F

KEY TRENCH AT

LOWER CONFORM

DETAIL A DETAIL C DETAIL D DETAIL E

LONGITUDINAL ROLLED EROSION

DETAIL B

SECTION

KEY TRENCH AT

TOP OF SLOPE

KEY TRENCH AT

TOE OF SLOPE

KEY TRENCH AT

UPPER CONFORM

ON SLOPE WITH VARIOUS KEY ENTRENCHMENTS ON SLOPE
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Control Product

ROLLED EROSION CONTROL PRODUCT

CONTROL PRODUCT JOINT
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Control Product

Rolled Erosion

Control Product

Key Trench

Backfill and

Tamp Soil

(See Note 1)

Compost Sock

Compost Sock

Fiber Roll/

Fiber Roll/

2. If transverse rolled erosion control product 

    joints are required on slopes, see Detail B.

1. Fiber Roll/Compost Sock shown for reference

   purposes only.

Rolled Erosion

Control Product

ROLLED EROSION CONTROL PRODUCT

Rolled Erosion

Control Product

Fastener Typ

(Fastener Pattern as
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Instructions)
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Key Trench at 

Top of Slope Shown

(See Detail C)
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Erosion Control Product
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(See Detail A)

Lower Entrenchment

Key Trench at Toe

of Slope Shown

(See Detail D)

PERSPECTIVE

Overlap

Overlap
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2-28-11

5-14-09

June 5, 2009

61548725.6/29.2101Son04

9-10-12To accompany plans dated
            



DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F ESS I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E OF  CAL IFOR N

IA

REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

XXX

NOTES:

Direction of Travel
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ARRAY ‘TU21’

400LBS 700LBS

ARRAY ‘TU17’

1.

2.

3.

4.

on the traveled way.

the module lid.

2’-0"

2’-0"

2’-0"
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5. Refer to Standard Plan A73B for marker details.

(Type K) or fixed object

(Type K) or fixed object
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Place the top of Type R marker panel 1" below

Temporary crash cushion arrays shall not encroach 

Indicates sand filled module location and

weight of sand in pounds for each module.

diameter of the module.

Module spacing is based on the greater

All sand weights are nominal.
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NO SCALE
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1.

2.

3.

4.

on the traveled way.

5. Refer to Standard Plan A73B for marker details.

spacing is based on the greater diameter of

the module.

CRASH CUSHION PALLET DETAIL

TEMPORARY CRASH CUSHION,

SAND FILLED

(BIDIRECTIONAL)

Indicates sand filled module location and weight 

of sand in pounds for each module. Module

Temporary crash cushion arrays shall not encroach 

Place the Type P marker panel so that the bottom

of the panel rests upon the pallet.

NOTES:

All sand weights are nominal.

Approach speeds indicated conform to NCHRP 350 Report

criteria.
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See Note 7

Approach speed less than 45 mph

Approach speed 45 mph or more

Use of pallets is optional.
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The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

XXX

NOTES:

Refer to Standard Plan A73B for marker details.8.

9.

1.

2.

3.

4.

5.

6.

7.

The temporary crash cushion arrays shown on this plan shall

side of the temporary crash cushion array.

If the fixed object or approach end of the temporary railing

traveled way.

on this plan for outside shoulders.

For shoulder widths less than 8’-0", appropriate approved

crash cushion protection, other than sand filled modules,

the Engineer.

10.

criteria.

Approach speeds indicated conform to NCHRP 350 Report 

TEMPORARY CRASH CUSHION,

SAND FILLED

(SHOULDER INSTALLATIONS)

Indicates sand filled module location and weight of sand

All sand weights are nominal.

be used only in locations where there will be traffic on one

Temporary crash cushion arrays shall not encroach on the

in pounds for each module. Module spacing is based on

the greater diameter of the module.

is less than 15’-0" from the edge of traveled way, a temporary

Arrays for median shoulders shall conform to details shown

panel rests upon the pallet and faces traffic.

Place the Type P marker panel so that the bottom of the

shall be provided at fixed objects and at approach ends of

temporary railing. The specific type of crash cushion shall

be as shown on the project plans or as specified in the

Special Provisions, or if not shown on the project plans or

specified in the Special Provisions, shall be as approved by 

crash cushion is required in a construction or work zone.
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See Note 11

Approach speed less than 45 mph

Approach speed 45 mph or more

Use of pallets is optional.
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NOTES:

 

  

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

TEMPORARY RAILING

(TYPE K)

 

 

 

 

 

Where Type K Temporary Railing is placed as a temporary or

long term barrier in two-way traffic on highways with less

than 24" from the edge of traveled way, use four capped

stakes per every other panel with end panels staked.

 

 Where Type K Temporary Railing is placed 3" to 24" from

the edge of an excavation on highways, use two capped

stakes per panel along the traffic side.  

The minimum yield strength for the washer must be 60,000 psi.

Direction of adjacent traffic indicated by       .

NEW STANDARD PLAN NSP T3A
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CAPPED STAKE DETAIL

2
4

"

�
"

�

�

1
"

2�" `

Washer,

see Note 4
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Slotted

hole

Excavation
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Capped

stake

Traffic this

side only

Pavement,

see Note 3

RAILING STAKING CONFIGURATION ADJACENT TO AN EXCAVATION

J

J

PLAN

OR

Bolt connection, Typ

see Std Plan T3 Capped stake, TypPrecast concrete panel, Typ

see "TYPICAL PANEL" on

Std Plan T3 for detail

Excavation

Traffic side

See Note 2
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I

PLAN

RAILING STAKING CONFIGURATION FOR TWO-WAY TRAFFIC

Precast concrete panel, Typ

see "TYPICAL PANEL" on

Std Plan T3 for detail

Capped stake, Typ

Bolt connection, Typ

see Std Plan T3

See Note 1

7
�
"

SECTION I-I

1
5

"

Pavement,

see Note 3
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Staked Type K Temporary Railing must be supported by at 

least 4" thick concrete, hot mix asphalt or existing asphalt

concrete pavement.
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FUNDING

IDENTIFICATION SIGNS

(See Note 3)
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(non-reflective).
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5.

See the Special Provisions.

The sign messages shown for type of project

and fund types are examples only. See the

Special Provisions for the applicable type of

project and fund type messages to be used.

NOTES:

Except as otherwise shown, the legend of

sign shall be black on a white background

The border of the signs and details "B-1"

and "B-2" shall be blue (non-reflective).

The diamond in details "C-1" and "C-2" shall

be blue for the background of message,

" SLOW FOR THE CONE ZONE", and white background

for the orange cones. The color and type of

font for the "SLOW FOR THE CONE ZONE" message

shall be: "SLOW" white D; "FOR THE" white D; "CONE"

orange Arial font; "ZONE" white Arial font.

Year of completion of project construction

shown on the overlay is an example only.
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(See Note 6)

(See Note 6)

RSP T7 DATED NOVEMBER 17, 2006 SUPERSEDES STANDARD PLAN T7

DATED MAY 1, 2006 - PAGE 217 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY FIBER ROLL)

    

    

PLAN

Fiber Roll

Slope

Excavated

material

Fiber Roll
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r
r
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w

SECTION

Slope

ELEVATIONSECTION

PERSPECTIVE

    

Grading conform

Fiber Roll

Notch

Stake

Rope

Fiber Roll

Stake

Rope

Stake

 

Grading Conform

5’-0"  Above 

Toe of Slope

Fiber Roll

Grading Conform

PERSPECTIVE

TEMPORARY FIBER ROLL (TYPE 1) TEMPORARY FIBER ROLL (TYPE 2)

TEMPORARY FIBER ROLL

(TYPE 1)

TEMPORARY FIBER ROLL

(TYPE 2)

Stake

 

5’-0"  Above 

Toe of Slope

Stagger Joints
Stagger Joints

Excavated

Material

Grading Conform

or Toe of Slope
or Toe of Slope

or Top of Slope
or Top of Slope

1.

 

 

Temporary fiber roll spacing varies

depending upon slope inclination.

Slope Inclination
Slope Inclination

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

2.

 

 

Installations shown in the perspectives 

are for slope inclination of 10:1 and 

steeper.

STAKE NOTCH DETAIL
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RSP T56 DATED APRIL 3, 2009 SUPERSEDES  STANDARD PLAN T56

DATED MAY 1, 2006 - PAGE 232 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)
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concentrated flow)
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Silt Fence (Approximate

Location)
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Location)
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SECTION B-B

NOTES:

SECTION A-A

PLAN
PLAN

(EXCAVATED SEDIMENT TRAP)

INLET PROTECTION (TYPE 2)

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 1)

TEMPORARY DRAINAGE
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7-11-08

Erosion Control Blanket

or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

See Standard Plan T51 for Temporary Silt Fence.

 

Dimensions may vary to fit field conditions.

16 gauge

Steel wire

Linear Sediment Barrier

(Temporary Silt Fence Shown)
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NSP T61 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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NEW STANDARD PLAN NSP T62

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3A)

PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3B)

Drainage Inlet
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SECTION A-A

Flow

Drainage Inlet

Concrete apron 

(If present, See Note 4)
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2.

 

3.

 

 

 

4.

 

 

 

5.

STAPLE DETAIL

PERSPECTIVE

CL

PLAN

PLAN

CONFIGURATION FOR SAG POINT INLET

Drainage Inlet at 

sag or low point

Spillway with single layer

of gravel-filled bags

4
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"
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in

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)
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4’-0" Min from Edge

of Traveled Way

Staple

2’-0" Min

4’-0" Max

S
h
e
e
t F

lo
w

FLOW

ROADWAY

Edge of Traveled Way

Spillways

FLOWFLOW

Curb or Dike

6" x 6" Trench

S
h
e
e
t 
F
lo

w

Sheet Flow

S
h
e
e
t F

lo
w

S
h
e
e
t 
F
lo

w

Sheet Flow

Spillway

Interval  (See Table)

Spillway

FLOW

6’-0" Min

ROADWAY

Drainage Inlet

Curb or Dike

Shoulder Backing

Sidewalk or

SLOPE OF ROADWAY  (PERCENT) 8 to 10

For slope of less than 1%, install  barriers only if erosion/sediment is prevalent

100’ 75’ 50’ 25’ 12’

10+

8
"

2"

1 to 3.9 4 to 5.9 6 to 7.9

NOTES:

Install gravel-filled bags flush

against curb or dike face.  

�

4’-0"

Typ

�

7-11-08

(GRAVEL BAG BERM)

Linear Sediment

Barrier (Gravel Bag

Berm Shown)

End of Gravel  Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Gravel Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Place additional bags on top of 

curb and upstream of Gravel Bag 

Berm to prevent over topping.

(GRAVEL BAG BERM)

INTERVAL BETWEEN BERM

GRAVEL BAG BERM (TYPE 3A) SPACING TABLE

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Trench and embed erosion

control blanket or geosynthetic 

fabric in trench adjacent to 

drainage inlet

Erosion Control Blanket 

or Geosynthetic Fabric

Place safety cones adjacent to drainage

inlet protection.

 

Dimensions may vary to fit field conditions.

 

Install a minimum of 3 gravel  bag berms

upstream of each drainage inlet to be 

protected.

 

Position erosion control blanket or 

geosynthetic fabric at edge of concrete 

apron and secure in trench.

 

Erosion control blanket or geosynthetic fabric 

is not required if the area adjacent to 

the drainage inlet is vegetated or paved.

Secure Erosion Control 

Blanket or Geosynthetic

Fabric with Staples 

(See Note 5)

Edge of Erosion Control

Blanket or Geosynthetic Fabric

16 gauge

Steel wire

Gravel Bag Berms placed 

to intercept runoff from 

converging directions

Stack gravel-filled bags 1-layer high 

for spillway and 2-layers high for 

remaining berm
Extend as necessary to force 

ponded runoff over spillway 

instead of out flanking around 

end of berm.
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NSP T62 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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NEW STANDARD PLAN NSP T63

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

Sheet Flow

Drainage Inlet

Position joints away 

from concentrated flow

 

Flow

Drainage Inlet

Existing Curb or Dike

(behind)

  
  

9
"

2"

A A

SECTION

NOTES:

PERSPECTIVE

SECTION A-A

PLAN PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 4A) INLET PROTECTION (TYPE 4B)

TEMPORARY DRAINAGE

STAPLE DETAIL

Staple

10’-0" Max

3’-0" Min

6" x 6" Trench 

S
h
e
e
t 
F
lo

w

S
h
e
e
t 
F
lo

w

S
h
e
e
t F

lo
w

Sheet Flow

S
h
e
e
t F

lo
w

Angle from face of curb (See Table)

Adhesive Beads

Curb or Dike

Curb or Dike

Drainage Inlet

ROADWAY

(
S

e
e
 
T

a
b
l
e
)

L
e
n
g
t
h

FLOW

Interval  (See Table)

3’-0"

Min

3’-0"

Min

8
"

Concrete Nail

10’-0" Min

ROADWAY

Pavement Surface

�

3 to 41 to 1.9

6’

5+

INTERVAL BETWEEN BARRIERS 

ANGLE FROM FACE OF CURB

SUGGESTED BARRIER LENGTH

70^ 70^ 70^ 45^ 45^

6’ 6’ 6’ 6’

50’ 35’ 30’ 25’ 20’

0 to 0.9 2 to 2.9SLOPE OF ROADWAY (PERCENT)

1
"

T
y
p

4’-0"

Max

�

7-11-08

Trench and embed erosion

control  blanket or geosynthetic 

fabric adjacent to drainage

inlet (see Note 5)

Secure Erosion Control 

Blanket or Geosynthetic

Fabric with Staples 

(See Note 5)

Mulch or other soil 

stabilization practice

Geosynthetic Fabric Cover

Foam Core (Triangular Shown)

FLEXIBLE SEDIMENT BARRIER DETAIL

(FOAM BARRIER SHOWN)

1.

 

 

2.

 

3.

 

 

 

4.

 

 

 

5.

FLEXIBLE SEDIMENT BARRIER SPACING TABLE

16 gauge

Steel wire

Linear Sediment Barrier

(Fiber Roll Shown)

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Install concrete nail with 

washer at leading edge of

horizontal flap.

Concrete apron 

(If present, see Note 4)

Mulch or other soil 

stabilization practice

Erosion Control  Blanket 

or Geosynthetic Fabric

Limit of drainage

inlet protection

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

4’-0" Min from Edge 

of Traveled Way

Angle 

(See Table)

Flexible sediment barrier must be

installed flush against curb or dike face.

Trim dike as necessary.

Adhere leading edge of horizontal flap

to curb or dike face with adhesive.

Adhere to pavement with (2)  �" 

beads of adhesive at leading and 

trailing edges of horizontal flap.

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Flexible Sediment Barrier

(Foam Barrier Shown)

Wood stake for fiber rolls

spaced 24" on center

Linear Sediment Barrier

(Fiber Roll Shown)

Linear Sediment

Barrier (Temporary

Silt Fence Shown)

FLEXIBLE SEDIMENT BARRIER

Flow

Flow

See Standard Plan T51 for Temporary Silt

Fence.

 

Dimensions may vary to fit field conditions.

 

Install a minimum of 3 flexible sediment

barriers upstream of each drainage inlet

to be protected.

 

Position erosion control blanket or 

geosynthetic fabric at edge of concrete 

apron and secure in trench.

 

Erosion control blanket or geosynthetic fabric 

is not required if the area adjacent to 

the drainage inlet is vegetated.

NSP T63 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

NO SCALE

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

 

Drainage Inlet with

Sediment Filter Bag

Sediment Filter Bag

Catch basin

F
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w

A

A

B B

Pavement Surface

NOTES:

Drainage Inlet Grate

Dump straps (2 each)

Lifting loops (2 each)

Sediment Filter Bag

Expansion Restraint

Catch basin

Curb or Dike

Drainage Inlet

Flow

�

10’-0" Min10’-0" Min

�

FLOW

ROADWAY

Curb or Dike

SECTION B-B

SECTION A-A

PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 5)

(SEDIMENT FILTER BAG)

SEDIMENT FILTER BAG DETAIL

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Linear Sediment Barrier

(Temporary Silt Fence Shown)

See Standard Plan T51 for Temporary Silt Fence.

 

Dimensions may vary to fit field conditions.

1.

 

2.

 

7-11-08

Rigid Plastic Barrier 

(Extends beyond grate)

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 6A)

SECTION

(CATCH BASIN WITH GRATE)

Gravel-filled Bag 

(Place one bag at each end)

PERSPECTIVE

TEMPORARY DRAINAGE

(CURB INLET WITHOUT GRATE)

INLET PROTECTION (TYPE 6B)

Flexible Sediment Barrier 

(Rigid Plastic Barrier Shown)

Curb or Dike

Pavement Surface

Catch basin

Linear Sediment Barrier

(Fiber Roll Shown)

Flow

Gravel-filled Bag

(Place one bag at each end)

Curb Inlet

Sidewalk

Sidewalk

Flow

Flow

�

NSP T64 DATED AUGUST 15, 2008 SUPPLEMENTS
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Temporary silt fence and temporary

straw bale barrier shown for reference

purposes only.
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PLACEMENT DETAIL

FOR TEMPORARY SILT FENCE

AND TEMPORARY STRAW BALE BARRIER

USED WITH TEMPORARY FENCE (TYPE ESA)
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Construction

Activities

Temporary Fence

(Type ESA)

Temporary fence (Type ESA) shown for 

reference purposes only.

 

Setback dimension may vary according 

to field conditions or as designated on plans

Excavate to seat 

fiber roll  

Slope

Toe of Slope

F
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r
r
o
w

Stake

Fiber roll

ESA

4" Max

Backfill and compact

excavated material

Back edge of seating

excavation

Fiber roll

Stake

(See Note 1 )

PLACEMENT DETAIL

FOR TEMPORARY FENCE (TYPE ESA)

USED WITH TEMPORARY LARGE SEDIMENT BARRIER

SECTION

NOTES:

FRONT ELEVATION

See Note 2

TEMPORARY LARGE SEDIMENT BARRIER

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY LARGE SEDIMENT

BARRIER)
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