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Addendum No. 3 
 
Dear Contractor: 
 
This addendum is being issued to the contract for CONSTRUCTION ON STATE HIGHWAY IN MONTEREY COUNTY 
AT VARIOUS LOCATIONS. 
 
Bids for this work are to be opened on Friday, May 22, 2009, instead of the original date of Friday, May 15, 2009. 
 
This addendum is being issued to set a new bid opening date as shown herein and  revise the Notice to Bidders and Special 
Provisions. 
 
In the Special Provisions, Section 10-1.34A is added as attached. 
 
To Bid book holders: 

 
Inquiries or questions in regard to this addendum must be communicated as a bidder inquiry and must be made 

as noted in the Notice to Bidders section of the Notice to Bidders and Special Provisions. 
Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the 

signature page of the Bid book. 
Submit bids in the Bid book you now possess.  Holders who have already mailed their book will be contacted to 

arrange for the return of their book. 
Inform subcontractors and suppliers as necessary. 

 
This office is sending this addendum by confirmed facsimile to all book holders to ensure that each receives it.  A copy of 
this addendum is available for the Contractors' use on the Web site: 
 

http://www.dot.ca.gov/hq/esc/oe/weekly_ads/addenda.php 
 
If you are not a Bid book holder, but request a book to bid on this project, you must comply with the requirements of this 
letter before submitting your bid. 
 
Sincerely, 
 
ORIGINAL SIGNED BY MIKE FERRERA FOR 
 
 
REBECCA D. HARNAGEL, Chief 
Office of Plans, Specifications & Estimates 
Division of Engineering Services - Office Engineer 
 
Attachment 



 

10-1.34A  ALTERNATIVE CRASH CUSHION SYSTEM (TEST LEVEL II) 
Alternative crash cushion system that meets NCHRP-350 test level II shall be furnished and installed as shown on the 

plans and in conformance with these special provisions. 
The allowable alternatives for a crash cushion system shall consist of one of the following or a Department approved 

equal. 
 
(1) CRASH CUSHION SYSTEM (TYPE SMART SCI-70GM) - Crash cushion (Type SCI-70GM) shall be 

manufactured by Work Area Protection Corporation, and shall include all the items detailed for crash cushion a SCI-
70GM system shown on the manufacturer’s plans and installation instructions.  The successful bidder can obtain the 
crash cushion system SCI-70GM from the manufacturer, Work Area Protection Corporation, P.O. Box 4087, St. 
Charles, IL  60174, Telephone 630-377-9100, Fax: 630-377-9270. 

 
(2) CRASH CUSHION (TYPE QUADGUARD) – Crash cushion system (TYPE QUADGUARD) shall include all the 

items detailed for Model No. QS2403, 3 bay system as manufactured by Energy Absorption Systems, Inc. and shall 
include all items detailed as shown in the manufacturer's plans and installation instructions.  The successful bidder 
can obtain from the following distributors the crash cushion system (Type QUADGUARD) manufactured by Energy 
Absorption Systems, Inc., 35 East Wacker Drive, Chicago, Illinois 60601, Telephone (312) 467-6750: 

 
A. Southern California: Traffic Control Service, Inc., 1818 East Orangethorpe, Fullerton, California 92831 

Telephone (800) 222-8274, FAX (714) 526-9521 
B. Northern California: Traffic Control Service, Inc., 8585 Thys Court, Sacramento, California 95828 Telephone 

(800) 884-8274, FAX (916) 387-9734 
 
(3) CRASH CUSHION (TYPE TAU-II) – Crash cushion (Type TAU-II) shall be a TAU-II system Model No. 

30T070FBC as manufactured by Barrier Systems Incorporated, 180 River Road, Rio Vista, California 94571, 
Telephone (888) 800-3691 and shall include all the items detailed for crash cushion (Type TAU-II) Model No. 
30T070FBC shown on the plans and on the manufacturer's plans.  The successful bidder can obtain crash cushion 
(Type TAU-II) Model No. 30T070FBC from the distributor, Statewide Safety and Signs, 522 Lindon Lane, Nipomo, 
California 93444, Telephone (805) 929-5070, FAX (805) 929-5786. 

 
The Contractor shall furnish the Engineer one copy of the manufacturer's plan and parts list for the crash cushion system 

to be installed. 
The W-Beam connections to barrier shall conform to the provisions in Section 83 1, "Railings," of the Standard 

Specifications. 
High strength bolts and nuts for W-Beam connections to barrier shall conform to the requirements in ASTM 

Designation: A 325 or A 325M and A 563 or A 563M, respectively. 
The Contractor shall provide the Engineer with a Certificate of Compliance from the manufacturer in conformance with 

the provisions in Section 6-1.07, "Certificates of Compliance," of the Standard Specifications.  The Certificate of Compliance 
shall certify that the crash cushion systems furnished conform to the contract plans and specifications, conform to the 
prequalified design and material requirements, and were manufactured in conformance with the approved quality control 
program. 

Crash cushion systems shall be installed in conformance with the manufacturer's installation instructions. 
The concrete pad shall conform to the provisions in Section 51, "Concrete Structures," and Section 52, "Reinforcement," 

of the Standard Specifications and these special provisions. 
Concrete anchorage devices used for attaching the SCI-70GM, TAU-II or Quadguard system to the concrete pad shall be 

limited to those which have been satisfactory for such application by previous testing. 
A Type P marker panel shall be attached to the front of the crash cushion system.  The marker panel shall be firmly 

fastened to the crash cushion system with commercial quality hardware or by other methods approved by the Engineer. 
Surplus excavated material remaining after the crash cushion system has been installed shall be disposed of in a uniform 

manner along the adjacent roadway where designated by the Engineer. 
Alternative crash cushion system will be measured by the unit as determined from actual count in place in the completed 

work. 
The contract unit price paid for alternative crash cushion system (TL-2) shall include full compensation for furnishing all 

labor, materials, tools, equipment, and incidentals, and for doing all the work involved in furnishing and installing alternative 
crash cushion system, complete in place, per the manufacturer's instructions, including Type P marker, concrete pad, concrete 
backup, and concrete anchors, excavation, backfill and disposal of surplus material, as shown on the plans, as specified in the 
Standard Specifications and these special provisions, and as directed by the Engineer. 
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