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AFTS: ALTERNATIVE FLARED TERMINAL SYSTEM

AITS: ALTERNATIVE IN-LINE TERMINAL SYSTEM

BPEA: BURIED POST END ANCHOR

UPRR: UNION PACIFIC RAILROAD

 OSD: OVERSIDE DRAIN

  SP: SERVICE POINT
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PM 31.55 BB

SCOTT CREEK 

BRIDGE
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(TYPE L-1)
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(TYPE L-1)

ROUTE 1

(TYPE L-1)

OBJECT MARKER

AITS

AFTS

CONSTRUCTION DETAILS

N

O

 

S

C

A

L

E

PM 31.35, BPEAPM 31.20, BPEA

800’

PM 31.20, BPEA

500’

END TRANSITION RAILING (TYPE WB)

37.5’

25’

Beg TRANSITION RAILING (TYPE WB)

PM 31.80, BPEA

37.5’

PM 31.77

AFTS

25’

Beg TRANSITION RAILING (TYPE WB)

END TRANSITION RAILING (TYPE WB)

1000’

1150’25’

END TRANSITION RAILING (TYPE WB)

Beg TRANSITION RAILING (TYPE WB)

END TRANSITION RAILING (TYPE WB)

Beg TRANSITION RAILING (TYPE WB)

37.5’

25’37.5’

600’

Beg MBGR
END MBGR

37.5’
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25’

100’

100’

Beg REMOVE MBGR

TOTAL 62.5’

Beg REMOVE MBGR

TOTAL 62.5’

Beg REMOVE MBGR

END REMOVE MBGR

END REMOVE MBGR

END REMOVE MBGR

Beg REMOVE MBGR TOTAL 62.5’

(PM 31.42)

Exist AT&T CABLE

MBGR (STEEL POST)

MBGR (STEEL POST)

END MBGR (STEEL POST)

Beg MBGR (STEEL POST)

END MBGR (STEEL POST)

(STEEL POST)

Beg MBGR 

Beg MBGR (STEEL POST)

END MBGR (STEEL POST)

REMOVE DD

END MBGR (STEEL POST)

Beg MBGR (STEEL POST)
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 (PM 31.59)

04/17/12

3/31/14

Exist DD

Exist DD

(PM 31.54)
AC SPILLWAY (L=4’)

(PM 31.42)

Beg MBGR, PLACE HMA DIKE (TYPE F)

END MBGR, PLACE HMA DIKE (TYPE F)

Beg PLACE HMA DIKE (TYPE F)

END PLACE HMA DIKE (TYPE F)

END PLACE HMA DIKE (TYPE F)

Beg PLACE HMA DIKE (TYPE C)

Beg PLACE HMA DIKE (TYPE F)

END PLACE HMA DIKE (TYPE C)

PM 31.58 EB

REMOVE DD, HMA OSD

HMA OSD

HMA OSD HMA OSD
 (PM 31.59)

(PM 31.69 AND 31.75)

(PM 31.69 AND 31.75)

 MBGR

(STEEL POST)

12’

OG

 

ETW  HP

 

ES

CL

2’ 

SECTION A-A

23.5’

23.5’25’75’500’

A

A

23.5’

23.5’

TRANSITION

15:1

8’ 5’

Beg TRANSITION BLOCK

END TRANSITION BLOCK

Beg TRANSITION BLOCK

END TRANSITION BLOCK

END TRANSITION BLOCK

Beg TRANSITION BLOCK

Beg TRANSITION BLOCK

END TRANSITION BLOCK

Min

END REMOVE MBGR

END Temp REINFORCED SILT FENCE

Beg Temp REINFORCED SILT FENCE

END Temp REINFORCED SILT FENCE

Beg Temp REINFORCED SILT FENCE

END Temp REINFORCED SILT FENCE

END Temp REINFORCED SILT FENCE

Beg Temp REINFORCED SILT FENCE
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NOTE:

TEMPORARY REINFORCED SILT FENCE MUST BE TYPE 1 WITH METAL POSTS.  DO NOT DIG A TRENCH.

BEND THE BOTTOM OF WIRE MESH AND SILT FENCE FABRIC AWAY FROM POSTS AT GROUND LEVEL.

BEND WIRE MESH SO THE BOTTOM 4 INCHES RESTS FIRMLY AGAINST THE GROUND.  OVERLAP THE

BOTTOM OF WIRE MESH WITH SILT FENCE FABRIC AND ATTACH WITH FASTENERS PLACED 3 FEET ON

CENTER MAXIMUM ALONG THE EDGE OF WIRE MESH.



SB

NB

x

x

x

x

x

S
T

A
T

E
 O

F
 C

A
L

IF
O

R
N

IA
  

- 
 D

E
P

A
R

T
M

E
N

T
 O

F
 T

R
A

N
S

P
O

R
T

A
T

IO
N

C
H

E
C

K
E

D
 B

Y

C
A

L
C

U
L

A
T

E
D

-

D
E

S
I
G

N
E

D
 B

Y
R

E
V

I
S

E
D

 B
Y

D
A

T
E

 R
E

V
I
S

E
D

F
U

N
C

T
I
O

N
A

L
 S

U
P

E
R

V
I
S

O
R

R
R

G
U

R
B

H
A

Y
 B

R
A

R

W
E

I
-
L

U
N

G
 C

H
A

N
G

TOTAL

L

E
N

G
I

N
E

E
R

IA

Dist COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

No. SHEETS

No.

Exp.

CIVIL

R
E

G
I

S
T

E
R

E

D

P
R O F E S S I O N

A

S

T
A

T
E

OF CAL IFOR N

REGISTERED CIVIL ENGINEER

PLANS APPROVAL DATE

DATE

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED

COPIES OF THIS PLAN SHEET.

W.L. CHANG

41899

L
A

S
T

 R
E

V
I
S

I
O

N

T
I
M

E
 P

L
O

T
T

E
D

 =
>

D
A

T
E

 P
L

O
T

T
E

D
 =

>

0
9

:
4

5

0
8

-
J
U

USERNAME => s1216

DGN FILE => 50M980ga

RELATIVE BORDER SCALE

IS IN INCHES

0 1 2 3
UNIT PROJECT NUMBER & PHASEBORDER LAST REVISED 7/2/2010 1437 05000002041

L

O

C

A

T

I

O

N

 

7

P

M

 

3

2

.

1

0

 

T

O

 

3

2

.

9

0

C-4

R

O

U

T

E

 

1

OBJECT MARKER

(TYPE L-1)

OBJECT MARKER

(TYPE L-1)

OBJECT MARKER

(TYPE L-1)
AFTS

CONSTRUCTION DETAILS
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A
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E

PM 32.12, BPEA

PM 32.18, BPEA

PM 32.85, BPEA

PM 32.92, BPEA

375’

PM 32.89

END MBGR, Beg AFTS

37.5’900’

PM 32.72 

37.5’AFTS

37.5’

PM 32.17, BPEA

275’

PM 32.31, BPEA

475’

PM 32.40, BPEA

Beg MBGR

END MBGR

END MBGR

Beg MBGR

End MBGR

Beg MBGR

Beg MBGR

Beg MBGR

END MBGR

PM 32.12

37.5’

AFTS

Exist 24" CSP

(PM 32.12)

PAVE Exist SPILLWAY

MBGR (STEEL POST)

MBGR (STEEL POST)

325’

MBGR (7’ STEEL POST)
MBGR (STEEL POST)

MBGR (STEEL POST)

AFTS
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ROUTE 1

MBGR

OBJECT MARKER

(TYPE L-1)

OBJECT MARKER

(TYPE L-1)

MBGR

AFTS

CONSTRUCTION DETAILS
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A

L

E

SB

NB

250’

PM 33.89, BPEA PM 33.97, BPEA

425’

PM 34.24, BPEA

PM 34.15, BPEA

450’

525’37.5’

PM 34.15 

Beg MBGR

END MBGR

Beg MBGR END MBGR

Beg MBGR

END MBGR

PM 33.88, BPEA 

37.5’

AFTS

PM 33.92

Exist 30" CSP (PM 33.90)

Exist 24" CSP (PM 34.15)

37.5’ 25’

AFTS

PM 34.25

END AC DIKE (TYPE F)

END REMOVE AC DIKE

OBJECT MARKER

(TYPE L-1)25’

Beg REMOVE AC DIKE

Exist AT&T CABLE
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END PLACE HMA DIKE (TYPE C)

Beg MBGR, PLACE HMA DIKE (TYPE F)

Beg PLACE HMA DIKE (TYPE C)

Beg PLACE HMA DIKE (TYPE C)

END MBGR, PLACE HMA DIKE (TYPE F)

05 SCr126.8/36.3 7 42

6-4-12



SB

S
T

A
T

E
 O

F
 C

A
L

IF
O

R
N

IA
  

- 
 D

E
P

A
R

T
M

E
N

T
 O

F
 T

R
A

N
S

P
O

R
T

A
T

IO
N

C
H

E
C

K
E

D
 B

Y

C
A

L
C

U
L

A
T

E
D

-

D
E

S
I
G

N
E

D
 B

Y
R

E
V

I
S

E
D

 B
Y

D
A

T
E

 R
E

V
I
S

E
D

F
U

N
C

T
I
O

N
A

L
 S

U
P

E
R

V
I
S

O
R

R
R

G
U

R
B

H
A

Y
 B

R
A

R

W
E

I
-
L

U
N

G
 C

H
A

N
G

L

E
N

G
I

N
E

E

E
G

I
S

T
E

R
E

D

P
R O F E S S I O N

A

W.L. CHANG

41899 R

IA

R

S

T
A

T
E

OF CAL IFOR N

L
A

S
T

 R
E

V
I
S

I
O

N

T
I
M

E
 P

L
O

T
T

E
D

 =
>

D
A

T
E

 P
L

O
T

T
E

D
 =

>

0
9

:
4

6

0
8

-
J
U

C-6

P

M

 

3

6

.

2

5

 

T

O

 

3

6

.

3

5

W
a
d
d
e
l
 C

r
e
e
k

MBGR

MBGR

NB

ROUTE 1

x

x

x

x

x

TOTAL
Dist COUNTY ROUTE

POST MILES

TOTAL PROJECT

SHEET

No. SHEETS

No.

REGISTERED CIVIL ENGINEER DATE

Exp.

CIVIL

PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED

COPIES OF THIS PLAN SHEET.

USERNAME => s1216

DGN FILE => 50M980ga

RELATIVE BORDER SCALE

IS IN INCHES

0 1 2 3
UNIT PROJECT NUMBER & PHASEBORDER LAST REVISED 7/2/2010 1437 05000002041

WADDEL CREEK BRIDGE

OBJECT MARKER

(TYPE L-1)

OBJECT MARKER

(TYPE L-1)

ROUTE 1

L

O

C

A

T

I

O

N

 

1

1

L

O

C

A

T

I

O

N

 

1

0

P

M

 

3

5

.

4

0

 

T

O

 

3

5

.

5

0

MBGR

OBJECT MARKER

(TYPE L-1)

OBJECT MARKER

(TYPE L-1)
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CONSTRUCTION DETAILS
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PM 35.40 

Beg MBGR, END AFTS

37.5’

PM 35.52, BPEA

625’

37.5’

PM 36.25

PM 36.30 (BB)

END MBGR

Beg TRANSITION RAILING (TYPE WB)

END TRANSITION RAILING (TYPE WB)

43.5’25’200’

PM 36.32 (EB)

Beg TRANSITION RAILING (TYPE WB)

Beg MBGR

END TRANSITION RAILING (TYPE WB)

37.5’43.5’ 25’

END TRANSITION RAILING (TYPE WB)

END MBGR

Beg TRANSITION RAILING (TYPE WB)

PM 36.25

37.5’

AFTS

25’

Beg TRANSITION RAILING (TYPE WB)

Beg MBGR

END TRANSITION RAILING (TYPE WB)

END MBGR

Beg MBGR

Beg MBGR

Exist 30" CSP (PM 35.49)

END FENCE (TYPE ESA)

TOTAL 280’

Beg REMOVE MBGR

TOTAL 75’

PAVE Exist SPILLWAY

Exist AT&T CABLE

AFTS 

AFTS
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Beg Temp FENCE (TYPE ESA)

END MBGR, Temp FENCE (TYPE ESA)
Beg REMOVE MBGR

Beg Temp FENCE (TYPE ESA)

END Temp FENCE (TYPE ESA)

25’

Beg REMOVE MBGR (TOTAL 75’)

Beg TRANSITION BLOCK, Temp FENCE (TYPE ESA)

END TRANSITION BLOCK

Beg REMOVE MBGR (TOTAL 75’)

Beg TRANSITION BLOCK, Temp FENCE (TYPE ESA)

END TRANSITION BLOCK

OBJECT MARKER

(TYPE L-1)AFTS 

37.5’25’ 25’

END MBGR, Temp FENCE (TYPE ESA)

25’

Beg TRANSITION BLOCK

END TRANSITION BLOCK

BEG TRANSITION BLOCK
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CONSTRUCTION DETAILS
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E

A

AB

B

ELEVATION

B

B

ELEVATION

GROUND LINE

PLAN

PLAN

A

A

UTILITY/CULVERT CROSSING

UTILITIES/CULVERT CROSSING

UTILITIES/CULVERT CROSSING

UTILITY/CULVERT CROSSING

LAP UNDER

PRECEDING RAIL

DIRECTION OF TRAFFIC

DIRECTION OF TRAFFIC

GROUND LINE

6.25’

12.5’

2.17’ TO 2.25’ (W BEAM)

6.25’

12.5’

W6 x 9 x 7’

STEEL POST (Typ)
6.25’

6.25’ 6.25’

6.25’

6.25’ 6.25’ 6.25’

W6 x 9 x 7’

STEEL POST (Typ)

TWO SECTIONS OF BEAM (ONE SET INSIDE THE OTHER) = 37.5’

LAP UNDER

PRECEDING RAIL

 

CASE 1 - SPLICE BETWEEN POSTS 

TWO SECTIONS OF BEAM (ONE SET INSIDE THE OTHER)= 25’

2.33’ TO 2.50’ (W BEAM)

SECTION B-BSECTION A-A

 

TWO SECTIONS OF W-BEAM

(ONE SET INSIDE THE OTHER)

 

W6 x 9 x 7’

STEEL POST (Typ)
W6 x 9 x 7’

STEEL POST (Typ)

6" x 8" x 1.17’

BLOCK
6" x 8" x 1.17’

BLOCK

 

 

2. SEE Std PLANS FOR DETAILS NOT SHOWN.

NOTES:

 

1. ALL RAIL ELEMENTS ARE 12.5’ LONG.

(TYPE F)

HMA DIKE

ES

5’

(TYPE C)

HMA DIKE TRANSITION 

0.2’

  HMA 

(TYPE A)

HMA DIKE

HMA DIKE 

 CASE 2 - SPLICE AT POSTS

 

NESTED GUARDRAILING

HMA DIKE

4"4"

Min Min

2’-1" Min

9"

Var, 8" Min
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x

x

x

x

x

S
T

A
T

E
 O

F
 C

A
L

IF
O

R
N

IA
  

- 
 D

E
P

A
R

T
M

E
N

T
 O

F
 T

R
A

N
S

P
O

R
T

A
T

IO
N

C
H

E
C

K
E

D
 B

Y

C
A

L
C

U
L

A
T

E
D

-

D
E

S
I
G

N
E

D
 B

Y
R

E
V

I
S

E
D

 B
Y

D
A

T
E

 R
E

V
I
S

E
D

F
U

N
C

T
I
O

N
A

L
 S

U
P

E
R

V
I
S

O
R

R
R

G
U

R
B

H
A

Y
 B

R
A

R

W
E

I
-
L

U
N

G
 C

H
A

N
G

0
6

-
D

E
S

I
G

N
D

A
V

I
D

 V
E

L
A

Z
C

O

TOTAL
Dist COUNTY ROUTE

POST MILES

TOTAL PROJECT

SHEET

No. SHEETS

P
R O F E S S I O N

L

E
N

G
I

N
E

E
R

IA

No.

Exp.

CIVIL

R
E

G
I

S
T

E
R

E

D

A

S

T
A

T
E

OF CAL IFOR N

REGISTERED CIVIL ENGINEER

PLANS APPROVAL DATE

DATE

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED

COPIES OF THIS PLAN SHEET.

W.L. CHANG

41899

L
A

S
T

 R
E

V
I
S

I
O

N

T
I
M

E
 P

L
O

T
T

E
D

 =
>

D
A

T
E

 P
L

O
T

T
E

D
 =

>

0
9

:
4

6

0
8

-
J
U

0
2

-
0

1
-
1

2

USERNAME => s1216

DGN FILE => 50M980ga

RELATIVE BORDER SCALE

IS IN INCHES

0 1 2 3
UNIT PROJECT NUMBER & PHASEBORDER LAST REVISED 7/2/2010 1437 05000002041

03/15/12

3/31/14

05 SCr126.8/36.3 9 42

6-4-12



C-8

CONSTRUCTION DETAILS

N

O

 

S

C

A

L

E

CABLE BRACKET

PART OF ITEM 1

ENSURE THAT HEX

NUTS ARE ON INSIDE

OF GUARDRAIL PANEL

SLIDER PANEL ON TRAFFIC SIDE

SLIDER BRACKET ON INSIDE OF 

GUARDRAIL PANEL

1

4 RIVET NYLON

TREE PART OF ITEM 2

3�" Max

43’-4" 

OG

8 SHEAR BOLTS

PART OF ITEM 2

ITEM

1

2

3

DESCRIPTION

NOTES:
ATTACH SLIDER BRACKET PART OF ITEM

1 TO END OF GUARDRAIL PANEL AS SHOWN,

ENSURE THAT HEX NUTS ARE AWAY FROM

TRAFFIC SIDE

REMOVED ANGLED BRACKET

WHEN SLIDING GUARDRAIL 1 WITH

SLIDER PANEL OVER GUARDRAIL 2,

REATTACH ANGLE BRACKET

SLIDE GUARDRAIL PANEL PART OF ITEM 1 OVER END OF

GUARDRAIL 1 SECURE IN PLACE USING HARDWARE

PROVIDED, ENSURE THAT HEX NUTS ARE ON TRAFFIC SIDE

SOIL

ANCHOR

STEEL

POST 1

OG

PASS 2 CABLE ASSEMBLIES

BETWEEN GUARDRAIL PANELS

AND PLASTIC BLOCKS

STEEL POST & PLASTIC BLOCK

PART OF ITEM 4

NO PLASTIC BLOCK AT STEEL POST 1

DETAIL B1

DETAIL B2

SEE DETAIL D

DETAIL C

DETAIL D

SEE DETAIL C

DETAIL A1

DETAIL A2

OFFSET STEEL POST 2 AWAY FROM

TRAFFIC PER DIMENSION

SHOWN

TIGHTEN CABLE ASSEMBLIES UNTIL

THEY ARE NOT VISIBLY SAGGING

BETWEEN STEEL POSTS (THERE IS NO TORQUE

REQUIREMENT FOR THE CABLES)

STEEL

POST 6

STEEL

POST 5

STEEL

POST 4

STEEL

POST 3

STEEL

POST 2

2’-3�" 

25’ 6’-3" 5’-3�"

3’-7�"

5’-3�"

5’-8�"

FLARED TERMINAL SYSTEM DETAIL

IN-LINE TERMINAL SYSTEM DETAIL

USE A PRY BAR TURN FRICTION PLATE PART OF ITEM 1

COUNTER CLOCKWISE UNTIL IS COMPLETELY

AGAINST LOCKING MECHANISM, SECURE IN PLACE

USING 4 BOLTS PART OF ITEM 2 ON SIDE OF IMPACT

HEAD WELDMENT

WHEN MOUNTING IMPACT HEAD

WELDMENT TO GUARDRAIL ENSURE

THAT HEX NUTS PART OF ITEM 3 ARE

ON TRAFFIC SIDE

USE PLASTIC BLOCKS TO HOLD HEAD

WELDMENT UP WHILE BOLTING

IT TO THE GUARDRAIL PANEL AND

STEEL POST 1

0^ TO 6^
0’ TO 4’- 0"

SEE DETAIL B1 & B2

SEE DETAIL A1 & A2

3

3

3

4

4 5

OFFSET STEEL POST 3 1�" AWAY FROM TRAFFIC

TO MAKE IT EASIER TO PUSH GUARDRAIL

WITH SLIDER PANEL OVER GUARDRAIL 2 

1

3

3

STEEL POST AND

PLASTIC BLOCK PART

OF ITEM 4

LEGEND:

4

5

8�"

1.  SEE MANUFACTURER PLANS FOR ADDITIONAL DETAILS AND DIMENSIONS NOT SHOWN ON PLANS.

2.  SYSTEM TO BE INSTALLED PER MANUFACTURER SPECIFICATIONS.

3.  ONLY TIGHTEN THE CABLE ASSEMBLIES USING THE NUTS AT THE CABLE BRACKET (SEE DETAIL D).

   DO NOT TIGHTEN THE CABLES AT THE FRONT OF THE GROUND ANCHOR.

4.  WHEN DRIVING STEEL POST, ENSURE THAT A DRIVING CAP WITH TIMBER OR PLASTIC INSERT IS

   USED TO PREVENT DAMAGE TO THE GALVANIZING TO THE TOP OF THE STEEL POST.

USE GUARDRAIL HARDWARE PROVIDED 

PART OF ITEM 3 TO SECURE PLASTIC

BLOCK TO STEEL POST. GUARDRAIL IS

NOT BOLTED TO THE PLASTIC BLOCK

OR STEEL POST.

PASS CABLE ASSEMBLY UNDER THE STEEL STRAP ON THE

GROUND STRUT AND FORWARD THROUGH THE HOLES

AT FRONT END OF GROUND STRUT. THEN PASS

CABLE ASSEMBLY THROUGH LOWER HOLE

IN IMPACT HEAD WELDMENT AND THROUGH

FRICTION PLATE AND OUT THE BACK SIDE OF

THE IMPACT HEAD. (REPEAT FOR SECOND CABLE

ASSEMBLY TO PASS THROUGH UPPER HOLE IN IMPACT

HEAD WELDMENT).

SECTION A-A

A

A

SQUARE WASHER ON THIS SIDE,

ROUND WASHER OTHER SIDE.

PART OF ITEM 2

X-TENSION GUARDRAIL TERMINAL SYSTEM

MODEL No. XTGTSS3
X-TENSION TERMINAL COMPONENT KIT

X-TENSION HARDWARE KIT

X-TENSION SYSTEM HARDWARE KIT

X-TENSION GUARDRAIL COMPONENT KIT 3

I-BEAM POST, MIDDLE, X350

GUARDRAIL TERMINAL SYSTEMS
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DD-1

DRAINAGE DETAILS

NO SCALE

A A

OG

PLAN

RSP FABRIC
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1

ROCK

METHOD SHALL CONFORM TO THE GRADING

PLACEMENTS AS SPECIFIED IN SECTIONS

72-2.02 AND 72-2.03 OF THE

STANDARD SPECIFICATIONS.

B

B

1) THE ROCK MATERIAL AND PLACEMENT

DETAILS.

SECTION A-A

NOTES:

5’

4"4"

Min Min

2’-1" Min

9"

Var, 8" Min

3"

2) SEE STD PLAN D87D FOR ADDITIONAL
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’

HMA OSD
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LEGEND

DIRECTION OF TRAFFIC

Temp RAILING (TYPE K)

SIGN NUMBER

TH-1

CONCRETE ANCHOR BLOCK CONNECTION

FOR BARRIER RAILING

15:1 TAPER

PI

3 2 1

C30A (CA)

SHOULDER

CLOSED

OULDER

WORK

SH

W21-5

RIGHT

SHOULDER

CLOSED

750 FT

W21-5b
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(LOCATION 6 AND 11)
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END BRIDGE
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Temp CRASH CUSHION MODULE

 (TS14)

CHANNELIZERS (SURFACE MOUNTED)

CHANNELIZERS SPACED @ 20’ 

PI

15:1 TAPER

3

2 1

SHOULDER

CLOSED

OULDER

WORK

SH

RIGHT

SHOULDER
CLOSED

750 FT

C30A (CA)

W21-5b W21-5

I P

IP

Temp RAILING (TYPE K) 

(SEE THQ SHEET FOR LENGTH)

CONCRETE TRANSITION BLOCK

CONCRETE TRANSITION BLOCK

15:1 TAPER

Temp CRASH CUSHION MODULE

 (TS14)

15:1 TAPER

CHANNELIZERS SPACED @ 20’ 

3
2

1

C30A (CA)

SHOULDER

CLOSED

OULDER

WORK

SH

W21-5

RIGHT

SHOULDER
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750 FT

W21-5b

1

OULDER

WORK

SH
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C30A (CA)
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E

R

CLOSED

2

RIGHT

SHOULDER

CLOSED

750 FT

W21-5b

APPROVED FOR TRAFFIC HANDLING WORK ONLY

A

A

SECTION A-A

CL

13’

OG

ETWHP

2’

2.5’

3’ 

 Min

CONCRETE TRANSITION BLOCK

Temp RAILING (TYPE K)

ETW

13’

2.5’

CONCRETE TRANSITION BLOCK

3’ 

 Min

2’

OG

TYPICAL TRAFFIC HANDLING AT SCOTT AND WADDELL CREEK

NOTE: DISTANCE BETWEEN EACH SIGN IS 750’.
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TRAFFIC HANDLING QUANTITIES

THQ-1
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H

A
N

N
E

L
IZ

E
R

(
S

U
R

F
A

C
E

 M
O

U
N

T
E

D
)

EA

TEMPORARY

CRASH

CUSHION

MODULE

TYPE ’TS14’

TEMPORARY

RAILING

(TYPE K)

S
H

E
E

T

TH-1 440

TRAFFIC HANDLING QUANTITIES

48

4816

11 480

LF

20

LOCATION

  C-41899
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G
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N
G

T
R

A
F
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 D
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SHEET REMARKS
SIGN

CODE

1 W21-5 SHOULDER WORK

PLACEMENT

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

AS DIRECTED BY THE ENGINEER

RIGHT SHOULDER CLOSED 750 FT

No. OF

SIGN

(EA)

1

1

1

TH-1

1

1

1

1 W21-5 SHOULDER WORK

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

RIGHT SHOULDER CLOSED 750 FT

AS DIRECTED BY THE ENGINEER

1 W21-5 SHOULDER WORK

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

RIGHT SHOULDER CLOSED 750 FT

AS DIRECTED BY THE ENGINEER1

1

1

1 W21-5 SHOULDER WORK

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

RIGHT SHOULDER CLOSED 750 FT

AS DIRECTED BY THE ENGINEER1
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PANEL SIZE

No. OF

POST

AND SIZE

LOCATION 6 NB NORTH END

LOCATIONS

LOCATION 6 NB SOUTH END

LOCATION 6 SB NORTH END

LOCATION 6 SB SOUTH END

TH-1

TH-1

TH-1

1 W21-5 SHOULDER WORK

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

AS DIRECTED BY THE ENGINEER

RIGHT SHOULDER CLOSED 750 FT

1

1

1

TH-1

1

1

1

1 W21-5 SHOULDER WORK

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

RIGHT SHOULDER CLOSED 750 FT

AS DIRECTED BY THE ENGINEER

1 W21-5 SHOULDER WORK

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

RIGHT SHOULDER CLOSED 750 FT

AS DIRECTED BY THE ENGINEER1

1

1

1 W21-5 SHOULDER WORK

2 W21-5b

3 C30A (CA) SHOULDER CLOSED

RIGHT SHOULDER CLOSED 750 FT

AS DIRECTED BY THE ENGINEER1

1
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SIGN MESSAGE

1
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CODE
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1. EXACT LOCATION OF CONSTRUCTION AREA SIGNS TO BE DETERMINED BY THE ENGINEER.

2. FOR ADDITIONAL CONSTRUCTION AREA SIGNS, SEE TRAFFIC HANDLING PLANS AND QUANTITIES.
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ELEVATION

Rail Splice
Rail Splice

A

A

RAIL ELEMENT SPLICE DETAIL

2" 2"

ELEVATION

NOTES:

PLAN

Top of rail

a)

 

 

 

 

 

 

b)

 

 

c)

 

 

RAIL ELEMENT

SECTION THRU

�
"

See Note 15

See Note 15

See Note 14

SECTION A-A

TYPICAL STEEL LINE

POST INSTALLATION

See Note 4

Top of rail

Lap rail elements in 

direction of traffic

10^

1
"

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

STANDARD RAILING SECTION

WOOD OR NOTCHED

Connect the over lapped end of the rail elements with

are to be used at each rail splice connection.

 

The ends of the rail elements are to be overlapped in the

direction of traffic (see details).

 

Where end cap is to be attached to the end of a rail

element, a total of 4 of the above described splice bolts

and nuts are to be used.

with hex nut. Attach rail

element to wood block and

steel post with bolt on traffic

approach side of post web.

No washer on rail face for

bolted connection to line post.

 

For details of wood post installations, see Standard

Plan A77A1.

 

For details of standard hardware used to construct guard

railing, see Standard Plan A77B1.

 

 

For additional installation details, see Standard Plan A77C3.

 

except as otherwise noted.

 

For guard railing typical layouts, see the A77E, A77F and

A77G Series of Standard Plans.

 

 

For guard railing end anchor details, see Standard Plans

A77H1 and A77I2.

 

For details of guard railing transition to bridge railing,

see Standard Plan A77J4.

 

For additional details of guard railing connection to bridge

railings, see Standard Plans A77J1, A77J2 and A77K1.

 

For dike positioning and guard railing delineation details,

see Standard Plan A77C4.

 

Direction of adjacent traffic indicated by        .

 
Notched face of block faces steel post.

 
Slotted hole for bolted connection of rail element to block

 
Slotted holes for splice bolts to overlap ends of rail

element. See "Section Thru Rail Element".

6’-3"

 

6’-3"

 

6’-3"

 

6’-3"

 

Post

 

Post

 

� �

Post

 

�

3�"

 
3�"

 

1�"

R=�"

3
�
"

 1�"

R=�"

Symmetrical

about

�

�

Guard railing post spacing to be 6’-3" center to center,

  Rail Splice and

button head bolt

to connect rail

to post and block

�

slot for �" `

1’-�"

 

1�"

�" x 2�" Slot

�" x 1�"Slots

�" ` x 1�" button head oval shoulder splice bolts

�" ` Button head bolt

0.108" Nominal

�" Tolerance

6" x 8" x 1’-2"

notched wood block or notched

plastic block. See Notes 3 and 13.

� �" x 2�" bolt

slot pattern in rail element

� �" x 2�" bolt

slot pattern in rail element

Rail elements spliced at 12’-6" intervals

 

4�

 

4�

 

6
’
-
0
"

 

W6 x 9

Steel post,

6’-0" length

with �" ` recessed hex nuts. Recess of hex nut points

toward rail element. A total of 8 bolts and nuts
1

2
�
"

 Rail element length = 13’-6�"

 

inserted into the �" x 1�" slots and bolted together

and post. See "Section Thru Rail Element".

7
"

S
e
e

N
o
t
e
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AND NOTCHED WOOD OR NOTCHED RECYCLED PLASTIC BLOCKS

METAL BEAM GUARD RAILING WITH STEEL POSTS

1. 

 

2. 

 

3. 

 

  

4.

 

5.

 

 

6.

 

 

7.

 

 

8.

 

 

9.

 

 

10.

 

 

11.

 

 

12.

 

13.

 

14.

 

 

15.

 

(STEEL POST WITH NOTCHED

RECYCLED PLASTIC BLOCK)

surfacing

or shoulder

Ground line 2
9
"
 
¨
1
"

2
9
"
 
¨
1

"

Ground line or shoulder

REVISED STANDARD PLAN RSP A77A2

surfacing under rail element,

See Note 16

under railing,

See Note 16

Install posts in soil.

For terminal system end treatment details, see the A77L

Series of Standard Plans. To connect railing to terminal

system end treatment, transition the top of railing height

at a ratio of 120:1 to terminal system end treatment height

plus one 12’-6" standard railing section at the transitioned

height for a horizontal connection to the end treatment.

16.
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For details of steel posts and notched wood blocks used

to construct guard railing, see Standard Plan A77C2.
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LINE POST

HINGE POINT OFFSET DETAILS

EMBEDMENT AND

NOTES:

1.

 

 

 

 

 

 

 

 

 

2.

 

 

3.

These installation details also applicable to steel line post installations.

For Detail A, C, and D, where steel line post installations are constructed,

W6 x 9 steel post, 6’-0" in length, with 6" x 8" x 1’-2" notched wood blocks

or notched recycled plastic blocks are to be used in place of the size of wood

post and wood block shown. For Detail B, where steel line post installations are

constructed, W6 x 9 steel post, 7’-0" in length, with 6" x 8" x 1’-2" notched wood

blocks or notched recycled plastic blocks are to be used in place of the size of

wood post and wood block shown. For additional installation details, see Standard

Plans  A77A1 and A77A2.

 

Where the distance between the face of the rail and the hinge point is less than 2’-0", 

see the Project Plans for special details.

 

For dike positioning with guard railing installations, see Standard Plan A77C4.

POST EMBEDMENT

DETAIL A DETAIL B

TYPICAL ROADWAY NARROW ROADWAY

See Note 2

wood block

Top of rail

See Note 1 See Note 1

Edge of paved shoulder

of traveled way

or offset line of edge

wood block

Top of rail

Hinge

Point

Edge of paved shoulder

of traveled way

or offset line of edge

wood post wood post

INSTALLATION INSTALLATION

8" 8"

Hinge

Point

6" x 8" x 1’-2" 8" x 8" x 1’-2"

6
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-
0
"

7
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-
0
"

2’-0" to less than 3’-0"

8" x 8" x 7’-0"6" x 8" x 6’-0"

3’-0" or greater

2’-0" Min

Desirable

Hinge Point

Retaining Wall

Embankment slope

Crib Wall

wood post wood post

Top of rail

Edge of paved shoulder

of traveled way

or offset line of edge

wood block

wood blockwood block

DETAIL C DETAIL D

Edge of paved

shoulder or

offset line of

traveled way

INSTALLATION AT EARTH RETAINING WALLS

6" x 8" x 1’-2"

6" x 8" x 1’-2"

8" 8"
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0
"

6
’
-
0
"

6" x 8" x 6’-0" 6" x 8" x 6’-0"

3’-0" or greater

4’-0" or greater

11�"
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REVISED STANDARD PLAN RSP A77C3
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When necessary to place dike in front of face of guard

railing, only Type C dike may be used. For dike details, see

Standard Plan A87B.

 

For standard railing post embedment, see Standard Plans A77C3.

 

Guard railing delineation to be used where shown on the

Project Plans.

 

When dike or curb is placed under guard railing, the

maximum height of the dike or curb shall be 4".

Mountable dike should not be used. For dike and curb

details, see Standard Plans A87A and A87B.

 

For details of typical distance between the face of rail

and hinge point, see Standard Plan A77C3.

 

For steel line posts, use � - 20 self-tapping screws in 0.22"

diameter holes or �" bolts in �" diameter holes.

See Note 5
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(EMBANKMENT GUARD RAILING INSTALLATION WITH

IN-LINE END TREATMENT AT EACH END OF RAILING)

See Note 5

(EMBANKMENT GUARD RAILING INSTALLATION WITH

FLARED END TREATMENT AT EACH END OF RAILING)

See Note 5
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HMA DikeHMA Dike

HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type F

See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

 

6:1 taper6:1 taper

6:1 taper
6:1 taper

Line post,  blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard 

Plans, are typically used where guard railing is recommended to shield

embankment slopes and a crashworthy end treatment is required for both

directions of traffic.

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.
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(EMBANKMENT GUARD RAILING INSTALLATION WITH FLARED END TREATMENT

AND A BURIED END ANCHOR TREATMENT AT THE ENDS OF RAILING)

See Notes 5 and 10

(EMBANKMENT GUARD RAILING INSTALLATION WITH A

BURIED END ANCHOR TREATMENT AT EACH END OF RAILING)

See Notes 5 and 10
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6’-3" post spacing

25’-0" Parabola

See Note 11
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for 15:1 flare

NOTES:

TYPE 11F LAYOUT

TYPE 11G LAYOUT

Front face of end post

1
0

:
1

 
o

r

f
l
a
t
t
e
r

s
l
o
p
e

3
’
-
0
"

T
y
p

3
’
-
0
"

M
in

Center of end post

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F ESS I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E OF  CAL IFOR N

IA

REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

Randell D. Hiatt

C50200

6-30-09

CIVIL

12-10-07

REVISED STANDARD PLAN RSP A77E3

DATED MAY 1, 2006 - PAGE 50 OF THE STANDARD PLANS BOOK DATED MAY 2006.

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 A

7
7
E

3

HMA Dike, Type C

See Note 10

Caltrans approved Terminal System End Treatment (Type SRT shown)

See Note 6

HMA Dike, Type F,

see Note 10
Additional HMA Dike, Type C

25’-0" Min, See Note 10

6:1 taper

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in 

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks 

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield

embankment slopes and a crashworthy end treatment is required for both

directions of traffic.

The type of terminal system end treatment to be used will be shown on the Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge

of the paved shoulder or offset line of edge of the traveled way. The length

of guard railing within the 15:1 or flatter flare is based on site conditions and

should be a length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11F and 11G Layouts,

see Standard Plan A77I2.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

For typical flare offsets for 25’-0" length parabola with maximum offset of

1’-0", see Revised Standard Plan RSP A77E1.

June 6, 2008
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See Note 8
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bridge rail

See Note 8

See Notes 10

See Notes 10

See Notes 12 and 13.

See Notes 12 and 13.
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

STRUCTURE APPROACH

A77A1, A77A2, A77B1, A77C1 and A77C2.

otherwise noted.

Standard Plan A77J4.

accommodate a flared end treatment.

Project Plans.

railing and end treatment.

  a. To the right of approaching traffic, at the end of a structure, on

     two-lane conventional highway where the roadbed width across the

  b. To the left of approaching traffic, at the end of a structure, on

     two-lane conventional highway where the roadbed width across the

  c. To the right of approaching traffic at the end of each structure on

     multilane freeways or expressways with separate adjacent or parallel

  d. To the right of approaching traffic at the end of the structure on

     multilane freeways or expressways with decked median on the bridge.

traffic at the ends of each structure on multilane freeways or expressways

see Standard Plan A77J3.

25’-0" Min, See Note 9

25’-0" Min, See Note 9

(GUARD RAILING INSTALLATION AT STRUCTURE APPROACH WITH AN

IN-LINE END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

(GUARD RAILING INSTALLATION AT STRUCTURE APPROACH WITH A

FLARED END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

(Type WB),  See Note 5 See Notes 6 and 7

See Note 9

25’-0"Transition Railing

(Type WB),  See Note 5

See Note 9

See Note 7

See Note 9 See Note 9
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Caltrans approved Flared Terminal System End Treatment

Caltrans approved In-line Terminal System End Treatment

NOTES:

Front face

of end post

Front face

of end post

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

used for 6" x 8" x 6’-0" wood posts with 6" x 8" x 1’-2" wood blocks

where applicable and when specified.

equal to multiples of 12’-6" with 6’-3" post spacing) between the transition

     structure is less than 40 feet.

     bridges.

with separate adjacent or parallel bridges.

     structure is less than 40 feet.

12. For additional  details of typical connections to bridge rail, see

13. For additional details of a typical connection to walls or abutments,

10. Type 12A or Type 12B Layouts are typically used:

9. Where placement of dike is required with guard railing installations,1. Line post, blocks and hardware to be used are shown on Standard Plans

3. Except as noted, line posts are 6" x 8" x 6’-0" wood with

4. Direction of adjacent traffic indicated by       .

5. For Transition Railing (Type WB) details for Types 12A and 12B Layouts, see 

6. In-line Terminal System End Treatments are used where site conditions will not

7. The type of terminal system end treatment to be used will be shown on the

8. Dependent on site conditions (embankment height, side slopes, or other fixed

with 6" x 8" x 1’-2" notched wood blocks or plastic blocks may be

objects), it may be advisable to construct additional guard railing (a length
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6:1 taper

6:1 taper

10:1 or
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2. Guard rail post spacing to be 6’-3" center to center, except as

see Revised Standard Plan RSP A77C4 for dike positioning details.

11. See Revised Standard Plan RSP A77F3 for typical layout used left of approaching

RSP A77J2 and Connection Detail FF on Standard Plans A77K1 and A77K2.

Connection Detail AA on Revised Standard Plans RSP A77J1 and
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See Notes 9 and 10

See Notes 9 and 10
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Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

noted.

 

 

 

For Transition Railing (Type WB) details for Types 12AA and 12BB Layouts, see

Standard Plan A77J4.

 

In-line Terminal System Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system to be used will be shown on the Project Plans.

Dependent on site conditions (embankment height, side slopes, other fixed objects),

it may be advisable to construct additional guard railing (a length equal to multiples

 

 

Type 12AA or Type 12BB Layouts are typically used to the right of traffic departing

a structure on two-way conventional highways where the roadbed width across the

 

(GUARD RAILING INSTALLATION AT STRUCTURE DEPARTURE WITH

A FLARED END TREATMENT AT TRAILING END OF RAILING)

25’-0" Min, See Note 9

(GUARD RAILING INSTALLATION AT STRUCTURE DEPARTURE WITH

AN IN-LINE END TREATMENT AT TRAILING END OF RAILING)

See Note 9

(Type WB), See Note 5

25’-0" Min, See Note 9

See Note 7

See Note 9
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See Notes 6 and 7
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NOTES:

Front face

of end post

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 6" x 8" x 1-2" notched

wood blocks or notched recycled plastic blocks may be used for 6" x 8" x 6’-0"

wood posts with 6" x 8" x 1’-2" wood blocks where applicable and when specified.

Direction of adjacent traffic indicated by      . For additional details of typical connections to bridge rail, see Connection Detail CC

Front face of end post

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F ESS I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E OF  CAL IFOR N

IA

REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

Randell D. Hiatt

C50200

6-30-09

CIVIL

2
0

0
6

 R
E

V
I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 A

7
7

F
4

DATED MAY 1, 2006 - PAGE 57 OF THE STANDARD PLANS BOOK DATED MAY 2006.

12-10-07

HMA Dike

HMA Dike, Type F

HMA Dike, Type C

HMA Dike, Type C

HMA Dike, Type F

Additional HMA Dike, Type C

Additional HMA Dike, Type C

6:1 taper

6:1 taper

10:1 or flatter slope

10:1 or

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

structure is less than 40 feet.

on Revised Standard Plan RSP A77J2 and Connection Detail HH on Standard Plans A77k2.

REVISED STANDARD PLAN RSP A77F4

RSP A77F4 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77F4
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Fixed object

FOR FIXED OBJECT

Min

overhead sign support, etc)

Fixed object (Bridge columns,  

6’-0"

25’-0" Min

Shoulder

6’-0"

Min

ETW

Min

overhead sign support, etc)

Fixed object (Bridge columns,  

S
e
e
 
N

o
t
e
 
4

6’-0"

4
’
-
0

"
 M

i
n

TYPE 16C LAYOUT

Shoulder

 

.

.

.

.

.

Begin 15:1 or flatter flare

Bury end of

offset line of traveled way

Edge of paved shoulder or

(see Note 9)

ETW

See Note 4

4’-0" Min

See Note 11

See Note 11

End Anchor Assembly (Type SFT)

End Anchor Assembly (Type SFT)

Buried Post

End Anchor,

See Note 10

10’-0"

Min

10’-0"

Min

Hinge point

TYPE 16B LAYOUT

3
’
-
0
"

M
in

4
’
-
0

"

T
y
p

Center of end post

Hinge point

3’-0" Typ

Hinge point

ES

10’-0"

Min

10:1 or

flatter slope

Center of end post

TYPE 16A LAYOUT

ETW

Min

overhead sign support, etc)

Fixed object (Bridge columns,  

6’-0"

25’-0" Min

Shoulder

ETW

See Note 11

Edge of paved shoulder or

offset line of traveled way

10:1 or flatter

slope

3’-0" Min

Hinge point End Anchor

Assembly

(Type SFT),

see Note 6

End Anchor

Assembly

(Type SFT)

See Note 6

See Note 6

See Note 6

4’-0" Min, See Note 4

STRENGTHENED RAILING SECTIONS

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A FLARED END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

See Notes 12 and 13

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH A BURIED END ANCHOR TREATMENT AT TRAFFIC APPROACH END OF RAILING)

See Notes 12 and 13

(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS

WITH AN IN-LINE END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

See Notes 12 and 13

6:1 taper to

3’-0" Typ

from ES

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

ROADSIDE FIXED OBJECTS

1’-0" Max offset for 15:1 flare

25’-0" Parabola

See Note 14

15:1 or flatter flare

6’-3" post spacing

rail in slope.

Less than 4’-0",

but not less than

2’-3",  See Note 4

3’-1�"

6’-3"

10" x 10" x 8’-0" wood post with

For a series of fixed objects (bridge columns, overhead sign

supports,  etc.) additional 10" x 10" x 8’-0" wood post with

8" x 8" x 1’-2" wood blocks at 3’-1�" center to center

spacing are to be used between fixed objects.

3
’
-
0
"

M
in

3
’
-
0
"

M
in

6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2"

wood block

3
’
-
0
"

M
in

Line post, blocks and hardware to be used are shown on Revised Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as otherwise

noted.

Except as noted, line posts are 6" x 8" x 6’-0" wood with

where applicable and when specified.

 

 
 

 

 

 

 

1.

 

 
2.

 

3.

 

 

 

 

 

4.
 

 

 

 

 

  

 

 

 8.

 
 9.

 

 

 

 

10.

 
 

11.

 

 

 12.

 

 

 
 13.

 

L Y

W

X

= Maximum offset

Y

W

X

L

= Distance along base line

= Offset from base line

= Length of flare

PARABOLIC FLARE OFFSETS

WX

L

=Y

2

2

offset line of edge of traveled way)

Base Line (Edge of paved shoulder or

Begin flare�L

L/4 L/4 L/4 L/4

W/16

W/16
W/4

W
/4 W

TYPICAL PARABOLIC LAYOUT

� L

Base Line

NOTES:

Use strengthened railing sections with Types 16A, 16B or 16C

Layouts where minimum clearance between the face of the guard

railing and fixed object(s) is less than 4’-0", but not less than 2’-3".

See Note 4

14.

15.

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

may be used for 6" x 8" x 6’-0" wood line posts with 6" x 8" x 1’-2" wood blocks

 
Direction of adjacent traffic indicated by       .

 

In-line Terminal System End Treatments are used where site conditions

will not accommodate a flared end treatment.

5.

 
6.

 7.

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2"

wood block beyond fixed object (See Note A and Note 15)

8" x 8" x 1’-2" wood block (See Note 15)

NOTE A:

Front face of end post

Front face of

end post

with 6" x 8" x 1’-2" notched wood blocks or notched recycled plastic blocks 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections 

with post spacing of 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is 

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

For End Anchor Assembly (Type SFT) details, see Standard Plan A77H1.
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DATED MAY 1, 2006 - PAGE 61 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP A77G3

12-10-07

The type of terminal system to be used will be shown on the Project Plans.

 

The 15:1 or flatter flare used with Type 16C Layout is based on the edge

of the paved shoulder or offset line of edge of the traveled way.

The length of guard railing within the 15:1 or flatter flare is based on

site conditions and should be a length equal to multiples of 12’-6".

 

For details of the Buried Post End Anchor used with Type 16C Layout,

see Standard Plan A77I2.

 

As site conditions dictate, construct additional guard railing to shield

fixed object(s). Additional guard railing length equal to multiples of 12’-6".

Post spacing at 6’-3" except as specified in Note 4.

 

Layout Types 16A, 16B or 16C are typically used where guard railing is

recommended to shield roadside fixed object(s)  and a crashworthy end

treatment is required for only one direction of traffic. 

 

 

For typical flare offsets for 25’-0" length parabola with

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood

block or notched recycled plastic blocks may be used in place of the

10" x 10" x 8’-0" wood post with 8" x 8" x 1’-2" wood block shown in the

"Strengthened Railing Sections Detail".

Plan RSP A77C4 for dike positioning details.

Where placement of dike is required with guard railing, see Revised Standard

maximum offset of 1’-0", see Revised Standard Plan RSP A77E1.

6:1 taper

HMA Dike

HMA Dike, Type C

See Note 13

Caltrans approved In-line Terminal System End Treatment

See Notes 7 and 8

HMA Dike, Type F

See Note 13

HMA Dike, Type C

See Note 13

Caltrans approved Flared Terminal System End Treatment

See Note 8

HMA Dike,  Type F

See Note 13

Additional HMA Dike, Type C

25-0" Min, See Note 13

Additional HMA Dike, Type C

25’-0" Min, See Note 13

RSP A77G3 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77G3

June 6, 2008
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6
�
"

  

Anchor ´

Ground line

Line post

(wood post shown)

PLAN

5�"

ELEVATION

ASSEMBLY (TYPE SFT)

A

A

bolt with hex nut and washer

Pavement or

1
"

2
"

7�"

Wood post

head bolt attachment

element

MBGR

head bolts with hex nuts

to accommodate hex bolt).

in two sides of the tube

SECTION A-A

cable (See Note 2)

(See Note 2)

CABLE CONNECTION

DETAIL A

END PLATE

Top of

wood post

Top of

rail

END ANCHOR

See Note 1

Cable 

Connection

End Plate

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL RAILING

END ANCHOR ASSEMBLY

(TYPE SFT)

4"

4
"

´ 8" x 8" x �"

See Detail A

�" ` Anchor cable

�" ` Anchor 

2" ` Std Galv pipe in

6"

Soil plate

Steel foundation tube

(See Note 3).

Attach steel soil plate

to steel foundation tube

1’-4" 1’-0"

6’-3"

7�" x 5�" x 3’-6�" wood post

3
�
"

4
’
-
4
"

2�" ` hole in wood post

�" ` x 9�" Hex head

�" ` Hex head bolts

7�" x 5�" x 3’-6�"

�" ` Button head bolt with

hex nut and washer on threaded

end. No washer on rail face for

bolted connection to post.

2
�
"

9
"

9
"

4
’
-
6
"

with �" ` x 7�" hex

(�" ` holes in plate and

wood post for �" ` Hex

�" ¨ �" Hole in

Soil plate

7
"

NOTES:

1�" ` Hole

1
6

"

Soil plate �" thick steel

plate, 18" x 24"

4’-6" Steel foundation

tube TS 8 x 6 x �

See Note 3

Pavement

or ground

line

7-10-07
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REVISED STANDARD PLAN RSP A77H1

3-10-11

2
2
�
"

1
9

�
"

1
6

�
"

2
9
"

See the A77E, A77F and A77G series of Standard Plans for typical use

of End Anchor Assembly (Type SFT).

 

For details of the anchor plate and �" cable, see Standard

Plan A77H3.

 

A 6’-0" length steel foundation tube, TS 8 x 6 x �, without a

soil plate, may be furnished and installed in place of the 4’-6"

length steel foundation tube and soil plate shown. Minimum embedment

of the 6’-0" length tube shall be 5’-9". A �" ` hex head bolt

and nut shall be installed in the hole in the 6’-0" length tube to

keep the wood post from dropping into the tube.

 

Direction of traffic indicated by        .

 

Install line post, steel foundation tube and soil plate in soil.

1.

 

 

2.

 

 

3.

 

 

 

 

 

 

4.

 

5.

RSP A77H1 DATED MAY 20, 2011 SUPERSEDES STANDARD PLAN A77H1

DATED MAY 1, 2006 - PAGE 67 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

NO SCALE

Typ

ELEVATION

CONNECTION DETAIL CC CONNECTION DETAIL AA

PLAN

GUARD RAILING CONNECTION TO BRIDGE RAILING WITHOUT SIDEWALK

See Notes 5See Notes 6

FGFG

4�"

Typ

V

e

r

t

i

c

a

l

F

a

c

e

Transition

Railing

(Type WB)

See Note 4 Transition

Railing

(Type WB)

See Note 4
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9" 9" 9" 9"

3’-1�" 3’-1�" 3’-1�" 3’-1�"
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4�"

4�"
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x
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1

0

"

wood blockT

h
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b

e

a

m

rail elementThrie beam

r

a

i

l

 

e

l

e

m

e

n

t

´ ‘A’ front and back

of bolted connection, total 4 ´ ‘A’ front and back

of bolted connection, total 4
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H
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End Cap (Type TC)

see Note 8

End Cap (Type TC)

see Note 8

2
5
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"

T
y
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2
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"
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4:1, see Note 7
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STRAIGHT METAL BOX SPACER

7
�
"

4
�
"

4�" Hole placement

front and back panel

See Detail  B

8" x 4�" x �" ´

DETAIL A

�" ´

4�"9"

1’-6"

1�" Holes

1
’
-
4
"

4
�
"

Straight metal

box spacer

�

DETAIL B

Weld 1"

long each

corner

8" x 4�" x �" ´

5
�"
 T

y
p

s
e
e
 N

o
te

 9

�" ´

PLATE ‘A’

1�" hole

1
�
"

1’-2"

9" 2�"

(For backside of connection BB)

PLATE ‘B’

�" ´

1�" hole

4
"

1’-4"

9" 3�"

CONNECTIONS TO BRIDGE RAILINGS

WITHOUT SIDEWALKS DETAILS No.2

NOTES:

1. 

 

 

2.

 

 

3.

 

4.

 

 

 

 

 

 

5.
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DATED MAY 1, 2006 - PAGE 73 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP A77J2

12-10-07

4:1, see Note 7

See Revised Standard Plan RSP A77J1 for additional connection

details to bridges without sidewalks.

 

Additional details of posts, blocks and hardware are

shown on Standard Plan A77B1, A77C1 and A77C2.

 

Direction of adjacent traffic indicated by       .

 

For additional details of Transition Railing (Type WB),

see Standard Plan A77J4. Transition Railing (Type WB)

transitions the 12 gage w-beam standard railing section

of guard railing to a heavier gage nested thrie beam

railing section which is connected to the concrete bridge

railing.

 

For typical use of Connection Detail AA, see Layout

Types 12A and 12B on Revised Standard Plan RSP A77F1,

Layout Types 12C and 12D on Standard Plan A77F2, and

Layout Type 12E on Revised Standard Plan RSP A77F3.

 

For typical use of Connection Detail CC, see Layout

Types 12AA and 12BB on Standard Plan A77F4 and

Layout Type 12CC on Standard Plan A77F5.

 

Where the height of the bridge railing exceeds the

height of the thrie beam railing by more than 1" at

Connection Detail AA and connection Detail CC,

taper the top of the end of the bridge railing at 4:1

to match the top elevation of the thrie beam railing.

 

For details of End Cap (Type TC),

see Standard Plans A77J4.

 

See Standard Plans A77J4 for additional details

regarding depth dimension for straight metal box spacer.

RSP A77J2 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77J2

June 6, 2008

To accompany plans dated             
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See Note 3
See Note 3

FG

Post

No.T7

Post

No.T6

Post

No.T5

Post

No.T4
Post

No.T3

LEGEND

ELEVATION
4

�
"

7
�
"

4�" Hole placement

front and back panel

Straight metal

box spacer

8" x 4�" x �" ´

�

STRAIGHT METAL BOX SPACER

DETAIL A

DETAIL B

DETAIL C

A

 

 

 

B

 

 

C

 

 

D

2’-8"

Typ

2
’
-
3
�
"

T
y
p Wood or steel

line post

PLATE ‘A’

Concrete Bridge

Railing or Wall

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TRANSITION RAILING

(TYPE WB)

NO SCALE

�" x 4"

wedge/expansion

anchors with nuts

and washers.

�" Max

exposed thread.

Plate ‘A’  front and

back of bolted

connection, total 4

See Detail D

3’-1�" Typ 3’-1�" 3’-1�" 3’-1�" 3’-1�" 3’-1�" 6’-3"

1�"

Holes

1
’
-
4
" 4

�
"

1’-6"

4�"9"

�" ´

8" x 4�" x �" ´

Weld 1"

long each

corner

�" ´

2�" 2�"9"

1’-2"

1
�
"

1�" Holes

25’-0"

10" x 10" x 8’-0" Wood post

with 8" x 8" x 1’-10"

wood block. (See Note 6)
6" x 8" x 6’-0" wood post

with 6" x 8" x 1’-2" wood block.

10" x 10" x 6’-0" Wood post

with 8" x 8" x 1’-2" wood block.

�" ` Button head bolt

with hex nut, typical

(see Note 1)

Nested thrie beam elements

(one 12 gage element nested

over one 10 gage element).

 

One 10 gage "W" beam to

thrie beam element.

 

One 12 gage thrie beam

element.

 

One 10 gage "W" beam

rail   element (7’-3�"

length)

 

10 gage = 0.135" thick

 

12 gage = 0.108" thick

SECTION A-A

12 Gage thrie

beam element

10 Gage thrie

beam element

12 Gage thrie

beam element

Concrete barrier

or railing

Hex nuts

Plate ‘A’ Plate ‘A’

�" ` Button head

Splice bolt with washer 

and nut on threaded

end (See Note 3)

End cap (Type TC)

SECTION B-B

12 Gage thrie

beam element

10 Gage thrie

beam element
12 Gage thrie

beam element

Concrete barrier

or railing

Plate ‘A’

Metal Box Spacer

�" ` Button head

Splice bolt with washer 

and nut on threaded

end (See Note 3)

End cap (Type TC)

A B D

Pay Limits for Transition Railing (Type WB)

C

B

B

PLAN

TRANSITION RAILING (TYPE WB)

(Blockout Attachment)

1" Galv HS bolts, total 4

1�" ` Galv pipe or PVC pipe sleeve or 1�" drilled holes

5" x 5"

Chamfer

9"

Vertical face

Straight Metal Box Spacer (See Details A and B and Note 7)

A B D

Pay Limits for Transition Railing (Type WB)

C

A

A

PLAN

TRANSITION RAILING (TYPE WB)

(No Blockout Attachment)

1" Galv HS bolts, total 4

1�" ` Galv pipe or PVC pipe sleeve or 1�" drilled holes

5" x 5"

Chamfer

9"

5
�"
 T

y
p

S
e
e
 N

o
te

 7

Vertical

face

1
’
-
5

�
"
 
T

y
p

S
e
e
 
N

o
t
e
 
8

DETAIL D

Chamfer

�" x 3"

Slots for splice

bolts in end cap

Begin Concrete

Bridge Railing or Wall

2"

3’-�"

 
End cap (Type TC)

2’-6" length

9"

  

1’-1�"

 

4�" 4�"

3’-1�"

Typ

 

� Anchor

bolts slot

7
�
"

 

2
�
"

 

7
�
"

7
�
"

2
5
�
"

1
8
�
"

 
�" `

Holes

1�" R

1�" x 2�" Slots in end cap

and thrie beam elements for

1" bolts and Plate ‘A’ Connection

� Splice

bolt slot

Post

No.T2

Post

No.T1

� Wood post

8�"

REVISED STANDARD PLAN RSP A77J4
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7�"

  

3"

Plate ‘A’

Hex nuts

End Cap (Type TC)

sandwiched between

12 gage and 10 gage

thrie beam elements.

(See Note 9)

End Cap (Type TC)

sandwiched between

12 gage and 10 gage

thrie beam elements.

(See Note 9)

5-14-09

see Detail B

1
’
-
0
"

T
y

p

2
’
-
5
"

T
y
p

 

6’-3"

NOTES:

1.

2.

3.

4.

5.

  6.

  
7.

  8.

  9.

10.

6’-3"

SEE NOTES 6

AND 10

Standard railing section

12 gage MBGR

 

Standard railing section height transition

12 gage MBGR

 

 

Use �" ` Button head bolts and hex

nuts for connections to posts. No washer

on rail face for bolted connections to post.

 

The nested rail elements, end cap, and

‘W’ beam to thrie beam element may be

spliced together prior to bolting the elements

to the wood post and concrete barrier or railing.

 

Exterior splice bolt holes for rail element splices

at Post No. T4 and the connection to the concrete

barrier or railing shall be the standard�" x 1�"

slot size. Interior splice bolt holes at these

locations may be increased up to 1�" `. Only the

top 2 and the bottom 2 splice bolts with washers

and nuts are required for rail splices at Post

No. T4 and the connection to the concrete barrier

or railing.

 

Direction of adjacent traffic indicated by       .

 

The top elevation of Posts No. T2 through No. T7

shall not project more than 1" above the

top elevation of the rail element.

 

Typically, the railing connected to Transition

Railing (Type WB) will be either standard railing

section of metal beam guard railing with height

transition ratio of 120:1 or an approved Caltrans

end treatment attached to Post No. T1.

 

The depth of the metal box spacer varies from

the 5�" to 1�" and is dependent on the

width of the concrete railing or wall. The

combined dimension for the depth of the metal

box spacer plus the width of railing or wall is

typically 17�". Where the space between the

backside of the concrete railing or wall and

the rear thrie beam element is less than 1�",

metal plates similar to Plate ‘A’ are to be used

as spacers.

 

Where the width of the concrete railing or wall

is greater than 17�", wood blocks are to be

used to fill the space created between the

backside of Posts No. T4 through No. T7 and

the rear thrie beam element. These wood blocks

shall be 8" in width and 1’-2" in length. The

dimension between the front thrie beam element

and the rear thrie beam element is to match the

width of the concrete railing or wall.

 

End cap may be installed over 12 gage and

10 gage thrie beam elements where transition

railing is installed on the departure end of

bridge railing.

 

Conform standard railing section height

to 2’-3�" at Post No. T1 using height transition

ratio of 120:1.

RSP A77J4 DATED MAY 20, 2011 SUPERSEDES

RSP A77J4 DATED JUNE 5, 2009, RSP A77J4 DATED JUNE 6, 2008

AND STANDARD PLAN A77J4 DATED MAY 1, 2006 -

PAGE 75 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

X

X X

(See table below)

X X

X

Grate bars

XTYPE

INLET TYPE

X

GRATE BAR SPACING TABLE

(See General Notes, No 8)

1
"

1
"

1"

�
"

�
"

�"

�"

GRATE DETAILS

3
’
-
4
"

 

3
’
-
4
"

 

3�" x �"

Bar

3�" x �"

Bar

TYPE 18-9 TYPE 24-9

SECTION A-A

DETAIL C

CAST END BLOCK
NOTES:

END OF BAR

ALTERNATIVE SPACER

BAR SPACER

1�" Clear spacing.

Use within the

roadbed on highways

where bicycles and

pedestrians are

excluded.

2" Clear spacing.

Use in locations off

the roadbed on all

types of highways.

1�" Clear spacing.

Use within the

roadbed on highways

where bicycles and

pedestrians are

excluded.

RECTANGULAR GRATE DETAILS

A A

1’-11�"

or 1’-5�"

3
’
-
4
"

 

3
�
"

 

X

 

3
�
"

�" Fillet

See Detail C

�

Typ

3�" x �"

Bars

1’-11�"

or 1’-5�"

3�" x �"

Bars

1’-11�"

or 1’-5�"

3
’
-
4

"

 

3
�
"

1" Hole

1
�
"

1
�"

Spacing same as for

welded or bolted grate

Both ends held

together by solid

casting

�" or �" Holes

W

 

W

 

3
�
"

 
3

�
"

 
2

"  
2

�
"

 

�" or �"

1�"

1�"

No.

OF

BARS

CLEAR BAR

SPACING

9

9

12

1�"

2"

1�"

1�"

1�"

1�"

COVER TYPE

PLATE

PLATE

PLATE

PLATE

PLATE

PLATE

PLATE

REDWOOD

PLATE

PLATE

174

170

170

170

170

112

112

42

177

177

INLET TYPE GRATE TYPE
No. OF

GRATES

WEIGHT

LB

WEIGHT

LB

2

 

1

 

1

 

1

1

 

1

2

2

2

 

2

 

 

634

 

326

 

326

 

263

326

 

249

498

498

652

 

652

 

22

ALTERNATIVE CAST NODULAR IRON

GRATE OR CAST STEEL GRATE

ALTERNATIVE

WELDED GRATE

ALTERNATIVE CAST

NODULAR IRON OR CAST

STEEL END BLOCK GRATE

Grate type numbers refer to approximate

width of grate in inches and number of

bars, respectively.

 

Contractor has the option of using cast

nodular iron, cast steel, welded, bolted,

or cast end block grate.

 

See Special Provisions for requirements

pertaining to galvanizing or asphalt dipping

of grates and frames.

 

Rounded top of bars optional on all grates.

 

Pipe inlets with a grate shall be placed

so that bars parallel direction of principle

surface flow.

 

Full penetration butt welds may be

substituted for the fillet welds on all

anchors.

 

Standard square, hexagon, round or

equivalent headed anchors may be

substituted for the right angle hooks

on the anchors shown on this plan.

 

Grate and frame weights are based on

welded grates (weights of face angles,

steps, protection bars, etc. are not

included).

1.

 

 

 

2.

 

 

 

3.

 

 

 

4.

 

5.

 

 

 

6.

 

 

 

7.

 

 

 

 

8.

 

 

 

1’-5�"

 

1’-11�"

 

TYPE 24-12

18-9

24-9

24-12

24-12

 

24-12

 

24-12

 

24-9

24-12

 

18-9

18-9

18-9

24-12

 

24-12

 

 

W = 1�" or 2"

OS

OL-7

OL-10

OL-14

OL-21

OCP

OCPI

OCPI

OMP

OMPI

BASIS FOR MISC IRON & STEEL FINAL PAY WEIGHTS FOR DRAINAGE INLETS

GDO

 

GOL-7

 

GOL-10

 

GO,G1,G2,G3,G4 (TYPE 24)

 

 

G4 (TYPE 18),G5,G6

GT1

GT2

GT3

 

GT4

 

TRASH RACK

CIVIL
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DATED MAY 1, 2006 - PAGE 155 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP D77A

12-14-07

X

Spacer
Cut washers

Spot weld or peen

X See table

BOLTED END BLOCK

BOLTING DETAIL

ALTERNATIVE BOLTED GRATE

1’-11�"

or 1’-5�"

3�" x �"

Bars

3�" x �"

Bars
�" ` bolts for �" holes

or �" ` bolts for �" holes

RECTANGULAR FRAME DETAILS

(For all rectangular grates)

(Thru frame)

(Thru frame and grate)

2"

�"

LONGITUDINAL SECTION

CROSS SECTION

3’-4"

 

3’-5�"

 

6
"  

�"

4"

�

3
�
"

�
"

Ñ4" x 3" x �"

�"

3
"

TYPICAL FRAME

3
’
-
5
�
"

 

Type 24

grate = 2’-0",

Type 18

grate = 1’-6"

�

3�" x �" x 3’-4�" Bar

Type 24 grate =

2’-1"

Type 18 grate =

1’-7"

Ñ4" x 3" x �"

�"

3’-5�"

 

�"

�

3
�
"

�
"

Ñ4" x 3" x �"

3
"

TYPICAL FRAME

3
’
-
5
�
"

 

�
3�" x �" x 3’-4�" Bar

Ñ4" x 3" x �"

ALTERNATIVE ANCHOR FOR RECTANGULAR FRAME

1"

Anchor

1
6

"

6"

�

Anchor

6"

B B

#4 Min 2"      Anchors

C

C

#4 Min anchors

#4 Min 2"      Anchors

SECTION B-B

SECTION C-C

3�" x �" x 3’-4�" Bar

(For details not shown, See Rectangular Frame Details)

January 18, 2008
C37332

6-30-08

Raymond Don Tsztoo
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

XXX

NOTES:

Direction of Travel

Direction of Travel

Direction of Travel

Direction of Travel

Direction of Travel

Direction of Travel

Temporary railing 

6
’
-
0

"
 M

a
x

400LBS

700LBS

700LBS

ARRAY ‘TU14’

Direction of Travel

Direction of Travel

Temporary railing 
400LBS 700LBS

400LBS

400LBS 700LBS

400LBS 700LBS

400LBS 700LBS

ARRAY ‘TU21’

400LBS 700LBS

ARRAY ‘TU17’

1.

2.

3.

4.

on the traveled way.

the module lid.

2’-0"

2’-0"

2’-0"

2’-0"

5. Refer to Standard Plan A73B for marker details.

(Type K) or fixed object

(Type K) or fixed object

400LBS

400LBS

400LBS

400LBS

400LBS

400LBS

TEMPORARY CRASH CUSHION,

SAND FILLED

(UNIDIRECTIONAL)

200LBS 200LBS

200LBS 200LBS

1400LBS

1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS 1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

Place the top of Type R marker panel 1" below

Temporary crash cushion arrays shall not encroach 

Indicates sand filled module location and

weight of sand in pounds for each module.

diameter of the module.

Module spacing is based on the greater

All sand weights are nominal.

PLAN

ELEVATION

CRASH CUSHION PALLET DETAIL

Modules

Pallet

Roadway surface

Dia
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Dia
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1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

2
’
-
6
"

 M
i
n

2
’
-
0
"

M
a
x

Temporary railing
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fixed obstacle
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Type R

Marker

Panel

Type R

Marker

Panel

Type R

Marker

Panel

Type R

Marker

Panel

1400LBS

6. Approach speeds indicated conform to NCHRP 350 Report

criteria.

2
’
-
6
"

 M
i
n

2
’
-
6
"

 M
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2
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 M
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"
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3"

Max

3"

Max 3
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4
�
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6"

Max
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DATED MAY 1, 2006 - PAGE 211 OF THE STANDARD PLANS BOOK DATED MAY 2006.

See Note 7

7.

Approach speed 45 mph or more

Approach speed less than 45 mph

Approach speed 45 mph or more

Approach speed less than 45 mph

5-15-08

Use of pallets is optional.
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

1.

2.

3.

4.

on the traveled way.

5. Refer to Standard Plan A73B for marker details.

spacing is based on the greater diameter of

the module.

CRASH CUSHION PALLET DETAIL

TEMPORARY CRASH CUSHION,

SAND FILLED

(BIDIRECTIONAL)

Indicates sand filled module location and weight 

of sand in pounds for each module. Module

Temporary crash cushion arrays shall not encroach 

Place the Type P marker panel so that the bottom

of the panel rests upon the pallet.

NOTES:

All sand weights are nominal.

Approach speeds indicated conform to NCHRP 350 Report

criteria.

6.

XXX

PLAN

ELEVATION

Modules

Pallet

Roadway surface

Dia

Module

Dia

Module

3"

Max

3"

Max 3
"
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3
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M
a
x

4
�
"

M
a
x

6"

Max

Randell D. Hiatt
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Direction of Travel

400LBS 700LBS

Direction of Travel

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS 1400LBS

1400LBS

2100LBS

2100LBS

2’-0"

6
"

M
a
x

2
’
-
6
"

M
in

Type P

Marker

Panel

ARRAY ‘TB11’

Direction of Travel

Direction of Travel

ARRAY ‘TB14’

400LBS

400LBS

400LBS

700LBS

700LBS

2’-0"

400LBS200LBS 200LBS

1400LBS

1400LBS 1400LBS

1400LBS 2100LBS

2100LBS

6
"

M
a
x

2
’
-
6
"

M
in

Type P

Marker

Panel

Temporary railing (Type K) or temporary end of

concrete barrier or temporary end of thrie beam

barrier or fixed object

Temporary railing (Type K) or temporary end of

concrete barrier or temporary end of thrie beam

barrier or fixed object
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7.

See Note 7

Approach speed less than 45 mph

Approach speed 45 mph or more

Use of pallets is optional.
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The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA
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XXX

NOTES:

Refer to Standard Plan A73B for marker details.8.

9.

1.

2.

3.

4.

5.

6.

7.

The temporary crash cushion arrays shown on this plan shall

side of the temporary crash cushion array.

If the fixed object or approach end of the temporary railing

traveled way.

on this plan for outside shoulders.

For shoulder widths less than 8’-0", appropriate approved

crash cushion protection, other than sand filled modules,

the Engineer.

10.

criteria.

Approach speeds indicated conform to NCHRP 350 Report 

TEMPORARY CRASH CUSHION,

SAND FILLED

(SHOULDER INSTALLATIONS)

Indicates sand filled module location and weight of sand

All sand weights are nominal.

be used only in locations where there will be traffic on one

Temporary crash cushion arrays shall not encroach on the

in pounds for each module. Module spacing is based on

the greater diameter of the module.

is less than 15’-0" from the edge of traveled way, a temporary

Arrays for median shoulders shall conform to details shown

panel rests upon the pallet and faces traffic.

Place the Type P marker panel so that the bottom of the

shall be provided at fixed objects and at approach ends of

temporary railing. The specific type of crash cushion shall

be as shown on the project plans or as specified in the

Special Provisions, or if not shown on the project plans or

specified in the Special Provisions, shall be as approved by 

crash cushion is required in a construction or work zone.
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ELEVATION

CRASH CUSHION PALLET DETAIL

Modules

Pallet

Roadway surface

Dia

Module

Dia
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3"
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Direction of travel

Edge of traveled way

Edge of shoulder

Type P

Marker

Panel

Temporary railing (Type K)

400LBS 700LBS

2’-0"

or fixed object

See Note 3

See Note 9

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS 1400LBS

1400LBS

2100LBS

2100LBS
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See Note 4

ARRAY ‘TS11’

Direction of travel

Edge of traveled way

Edge of shoulder

Type P

Marker

Panel

Temporary railing (Type K)

400LBS

700LBS

700LBS

2’-0"

or fixed object

See Note 3

400LBS

400LBS

400LBS

ARRAY ‘TS14’

See Note 9
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See Note 4
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11.

See Note 11

Approach speed less than 45 mph

Approach speed 45 mph or more

Use of pallets is optional.
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NOTES:

 

  

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

TEMPORARY RAILING

(TYPE K)

 

 

 

 

 

Where Type K Temporary Railing is placed as a temporary or

long term barrier in two-way traffic on highways with less

than 24" from the edge of traveled way, use four capped

stakes per every other panel with end panels staked.

 

 Where Type K Temporary Railing is placed 3" to 24" from

the edge of an excavation on highways, use two capped

stakes per panel along the traffic side.  

The minimum yield strength for the washer must be 60,000 psi.

Direction of adjacent traffic indicated by       .

NEW STANDARD PLAN NSP T3A

8-31-10

CAPPED STAKE DETAIL

2
4

"

�
"

�

�

1
"

2�" `

Washer,

see Note 4

#8 Deformed

rebar ASTM

A706 Grade 60

7
�
"

SECTION J-J

1
5

"

Slotted

hole

Excavation

3" To 24"

Capped

stake

Traffic this

side only

Pavement,

see Note 3

RAILING STAKING CONFIGURATION ADJACENT TO AN EXCAVATION

J

J

PLAN

OR

Bolt connection, Typ

see Std Plan T3 Capped stake, TypPrecast concrete panel, Typ

see "TYPICAL PANEL" on

Std Plan T3 for detail

Excavation

Traffic side

See Note 2

3
"
 
T

o
 
2
4
"

I

I

PLAN

RAILING STAKING CONFIGURATION FOR TWO-WAY TRAFFIC

Precast concrete panel, Typ

see "TYPICAL PANEL" on

Std Plan T3 for detail

Capped stake, Typ

Bolt connection, Typ

see Std Plan T3

See Note 1

7
�
"

SECTION I-I

1
5

"

Pavement,

see Note 3

Capped

stake,

Typ

Slotted

hole, Typ
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No.

1.
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3.

 

 

 

4.

  

5.

Staked Type K Temporary Railing must be supported by at 

least 4" thick concrete, hot mix asphalt or existing asphalt

concrete pavement.

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan
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E

W
 S

T
A
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S
P
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A

May 20, 2011

NSP T3A DATED MAY 20, 2011 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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Greg

W. Edwards

C36386

6-30-08

CIVIL

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CONSTRUCTION PROJECT

FUNDING

IDENTIFICATION SIGNS

(See Note 3)

3
"

3
"

TYPE 1

DETAIL B-2

Highway Blue

DETAIL A-2

1
0

"

Pantone #299 Blue

Pantone #326 Green

1
’
-
1
"

1
�
"

3
�
"

4
"
 E

(
I
t
a
l
i
c
)

6
"
 E

(
I
t
a
l
i
c
)

1
�
"

(See Note 4)

DETAIL C-2

Blue

Orange

White

White

SLOW

FOR THE

ZONE

6
�
"

3
"
D3
"
D

5
�
"

8�"

10�"11�"

8�"

5
�
"

11�"

4�"
6�"

7�" 3"

Orange

2
’-0

"

11�"

7"

2-9�"

3�" 3�"11�"

3�"

2�"

1
�
"

1
�
"

2
�
"

3
�
"

4
�
"

3
�
"

1.

2.

(non-reflective).

3.

4.

5.

See the Special Provisions.

The sign messages shown for type of project

and fund types are examples only. See the

Special Provisions for the applicable type of

project and fund type messages to be used.

NOTES:

Except as otherwise shown, the legend of

sign shall be black on a white background

The border of the signs and details "B-1"

and "B-2" shall be blue (non-reflective).

The diamond in details "C-1" and "C-2" shall

be blue for the background of message,

" SLOW FOR THE CONE ZONE", and white background

for the orange cones. The color and type of

font for the "SLOW FOR THE CONE ZONE" message

shall be: "SLOW" white D; "FOR THE" white D; "CONE"

orange Arial font; "ZONE" white Arial font.

Year of completion of project construction

shown on the overlay is an example only.

DETAIL A-1

1
" 7

�
"

1
0

"

Pantone #326 Green

Pantone #299 Blue

2
�
"

(See Note 3)
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"
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"

DETAIL B-1

Highway Blue3
"
 E

(
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4
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)

(See Note 4)
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D
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"
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"
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Orange
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DETAIL D-2

DETAIL D-1

TYPE 2

3
"
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"
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"
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4
"
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4
"
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4
"
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"

See Detail B-2

See Detail C-2

5�"

Blue (See Note 3)

See Detail A-2
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-
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"
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-
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"
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6
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5
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3
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4
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SANTA CLARA COUNTY TRANSPORTATION FUNDS

STATE HIGHWAY FUNDS

FEDERAL HIGHWAY TRUST FUND

HIGHWAY CONSTRUCTION

SLOW

FOR THE

ZONE

1’-4"

2
"

See

Note 1

See

Note 1
Sign Overlay

See Note 5
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1’-10"
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STATE HIGHWAY FUNDS

SANTA CLARA COUNTY TRANSPORTATION FUNDS

HIGHWAY CONSTRUCTION

FEDERAL HIGHWAY TRUST FUND

2
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4
"
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2
"
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4�"5�" 3"

�
"
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"

See Detail A-1

See Detail B-1

See Detail C-1

Blue (See Note 3)

See

Note 1

Sign Overlay

See Note 5
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Blue Triscallion

Black Lettering

White Background

Blue Triscallion

Black Lettering

White Background

See

Note 1

REVISED STANDARD PLAN RSP T7

2
0

0
6

 R
E

V
I
S

E
D
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T

A
N

D
A

R
D
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L

A
N

 R
S

P
 T

7

YEAR OF COMPLETION: 2008T

T

T

YEAR OF COMPLETION: 2008

N
T

O F

11�"

1’-1�"

9-7-06

See

Detail D-1

See

Detail D-2

Use when the Project involves Federal Highway

Trust Fund.

6.

(See Note 6)

(See Note 6)

RSP T7 DATED NOVEMBER 17, 2006 SUPERSEDES STANDARD PLAN T7

DATED MAY 1, 2006 - PAGE 217 OF THE STANDARD PLANS BOOK DATED MAY 2006.

To accompany plans dated
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sheet.
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NEW STANDARD PLAN NSP T61

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

Drainage Inlet
Drainage Inlet

C
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n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

Rocks (use for

concentrated flow)

Rocks (use for

concentrated flow)

Posts for Temporary 

Silt Fence (Approximate

Location)

Posts for Temporary 

Silt Fence (Approximate

Location)

Drainage Inlet

Staple

3’-0" Min

10’-0" Max

S
h
e
e
t F

lo
w

Sheet Flow

S
h
e
e
t 
F
lo

w S
h
e
e
t F

lo
w

Sheet Flow

S
h
e
e
t 
F
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w

6" x 6" Trench 
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’
-
0
"
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a
x
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’
-
0

"
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in

10’-0" Max

3’-0" Min

Drainage Inlet

Staple

Sediment Trap

S
h
e
e
t 
F
lo

w

Edge of Sediment Trap

Sheet Flow

S
h
e
e
t F

lo
w

S
h
e
e
t 
F
lo

w

Sheet Flow

S
h
e
e
t F

lo
w

 

2"

8
"

SECTION B-B

NOTES:

SECTION A-A

PLAN
PLAN

(EXCAVATED SEDIMENT TRAP)

INLET PROTECTION (TYPE 2)

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 1)

TEMPORARY DRAINAGE

STAPLE DETAIL

A A B B

1
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y
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C
E

N
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L A N DSAP E AR CH

I
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

1.

 

2.

 

7-11-08

Erosion Control Blanket

or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

See Standard Plan T51 for Temporary Silt Fence.

 

Dimensions may vary to fit field conditions.

16 gauge

Steel wire

Linear Sediment Barrier

(Temporary Silt Fence Shown)

August 15, 2008

11-04-08

08-11-08

NSP T61 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan
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NEW STANDARD PLAN NSP T62

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3A)

PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3B)

Drainage Inlet

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

SECTION A-A

Flow

Drainage Inlet

Concrete apron 

(If present, See Note 4)

1.

 

 

2.

 

3.

 

 

 

4.

 

 

 

5.

STAPLE DETAIL

PERSPECTIVE

CL

PLAN

PLAN

CONFIGURATION FOR SAG POINT INLET

Drainage Inlet at 

sag or low point

Spillway with single layer

of gravel-filled bags

4
’-0

"
 M

in

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

L
I

C
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N
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L A N DSAP E AR CH

I
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Signature
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Date

R
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AA

4’-0" Min from Edge

of Traveled Way

Staple

2’-0" Min

4’-0" Max

S
h
e
e
t F

lo
w

FLOW

ROADWAY

Edge of Traveled Way

Spillways

FLOWFLOW

Curb or Dike

6" x 6" Trench

S
h
e
e
t 
F
lo

w

Sheet Flow

S
h
e
e
t F

lo
w

S
h
e
e
t 
F
lo

w

Sheet Flow

Spillway

Interval  (See Table)

Spillway

FLOW

6’-0" Min

ROADWAY

Drainage Inlet

Curb or Dike

Shoulder Backing

Sidewalk or

SLOPE OF ROADWAY  (PERCENT) 8 to 10

For slope of less than 1%, install  barriers only if erosion/sediment is prevalent

100’ 75’ 50’ 25’ 12’

10+

8
"

2"

1 to 3.9 4 to 5.9 6 to 7.9

NOTES:

Install gravel-filled bags flush

against curb or dike face.  

�

4’-0"

Typ

�

7-11-08

(GRAVEL BAG BERM)

Linear Sediment

Barrier (Gravel Bag

Berm Shown)

End of Gravel  Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Gravel Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Place additional bags on top of 

curb and upstream of Gravel Bag 

Berm to prevent over topping.

(GRAVEL BAG BERM)

INTERVAL BETWEEN BERM

GRAVEL BAG BERM (TYPE 3A) SPACING TABLE

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Trench and embed erosion

control blanket or geosynthetic 

fabric in trench adjacent to 

drainage inlet

Erosion Control Blanket 

or Geosynthetic Fabric

Place safety cones adjacent to drainage

inlet protection.

 

Dimensions may vary to fit field conditions.

 

Install a minimum of 3 gravel  bag berms

upstream of each drainage inlet to be 

protected.

 

Position erosion control blanket or 

geosynthetic fabric at edge of concrete 

apron and secure in trench.

 

Erosion control blanket or geosynthetic fabric 

is not required if the area adjacent to 

the drainage inlet is vegetated or paved.

Secure Erosion Control 

Blanket or Geosynthetic

Fabric with Staples 

(See Note 5)

Edge of Erosion Control

Blanket or Geosynthetic Fabric

16 gauge

Steel wire

Gravel Bag Berms placed 

to intercept runoff from 

converging directions

Stack gravel-filled bags 1-layer high 

for spillway and 2-layers high for 

remaining berm
Extend as necessary to force 

ponded runoff over spillway 

instead of out flanking around 

end of berm.

August 15, 2008

11-04-08

08-11-08

NSP T62 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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NEW STANDARD PLAN NSP T63

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

Sheet Flow

Drainage Inlet

Position joints away 

from concentrated flow

 

Flow

Drainage Inlet

Existing Curb or Dike

(behind)

  
  

9
"

2"

A A

SECTION

NOTES:

PERSPECTIVE

SECTION A-A

PLAN PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 4A) INLET PROTECTION (TYPE 4B)

TEMPORARY DRAINAGE

STAPLE DETAIL

Staple

10’-0" Max

3’-0" Min

6" x 6" Trench 

S
h
e
e
t 
F
lo

w

S
h
e
e
t 
F
lo

w

S
h
e
e
t F

lo
w

Sheet Flow

S
h
e
e
t F

lo
w

Angle from face of curb (See Table)

Adhesive Beads

Curb or Dike

Curb or Dike

Drainage Inlet

ROADWAY

(
S

e
e
 
T

a
b
l
e
)

L
e
n
g
t
h

FLOW

Interval  (See Table)

3’-0"

Min

3’-0"

Min

8
"

Concrete Nail

10’-0" Min

ROADWAY

Pavement Surface

�

3 to 41 to 1.9

6’

5+

INTERVAL BETWEEN BARRIERS 

ANGLE FROM FACE OF CURB

SUGGESTED BARRIER LENGTH

70^ 70^ 70^ 45^ 45^

6’ 6’ 6’ 6’

50’ 35’ 30’ 25’ 20’

0 to 0.9 2 to 2.9SLOPE OF ROADWAY (PERCENT)

1
"

T
y
p

4’-0"

Max

�

7-11-08

Trench and embed erosion

control  blanket or geosynthetic 

fabric adjacent to drainage

inlet (see Note 5)

Secure Erosion Control 

Blanket or Geosynthetic

Fabric with Staples 

(See Note 5)

Mulch or other soil 

stabilization practice

Geosynthetic Fabric Cover

Foam Core (Triangular Shown)

FLEXIBLE SEDIMENT BARRIER DETAIL

(FOAM BARRIER SHOWN)

1.

 

 

2.

 

3.

 

 

 

4.

 

 

 

5.

FLEXIBLE SEDIMENT BARRIER SPACING TABLE

16 gauge

Steel wire

Linear Sediment Barrier

(Fiber Roll Shown)

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Install concrete nail with 

washer at leading edge of

horizontal flap.

Concrete apron 

(If present, see Note 4)

Mulch or other soil 

stabilization practice

Erosion Control  Blanket 

or Geosynthetic Fabric

Limit of drainage

inlet protection

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

4’-0" Min from Edge 

of Traveled Way

Angle 

(See Table)

Flexible sediment barrier must be

installed flush against curb or dike face.

Trim dike as necessary.

Adhere leading edge of horizontal flap

to curb or dike face with adhesive.

Adhere to pavement with (2)  �" 

beads of adhesive at leading and 

trailing edges of horizontal flap.

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Flexible Sediment Barrier

(Foam Barrier Shown)

Wood stake for fiber rolls

spaced 24" on center

Linear Sediment Barrier

(Fiber Roll Shown)

Linear Sediment

Barrier (Temporary

Silt Fence Shown)

FLEXIBLE SEDIMENT BARRIER

Flow

Flow

See Standard Plan T51 for Temporary Silt

Fence.

 

Dimensions may vary to fit field conditions.

 

Install a minimum of 3 flexible sediment

barriers upstream of each drainage inlet

to be protected.

 

Position erosion control blanket or 

geosynthetic fabric at edge of concrete 

apron and secure in trench.

 

Erosion control blanket or geosynthetic fabric 

is not required if the area adjacent to 

the drainage inlet is vegetated.

NSP T63 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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NEW STANDARD PLAN NSP T64
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STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

NO SCALE

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

 

Drainage Inlet with
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