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April 20, 2010 
 
 
05-SB-101-10.8/12.8 
05-447814 
 
Addendum No. 2 
 
 
Dear Contractor: 
 
This addendum is being issued to the contract for CONSTRUCTION ON STATE HIGHWAY IN SANTA BARBARA 
COUNTY IN SANTA BARBARA FROM 0.3 MILE WEST OF OLIVE MILL ROAD OVERCROSSING TO MILPAS 
STREET UNDERCROSSING. 
 
Submit bids for this work with the understanding and full consideration of this addendum.  The revisions declared in this 
addendum are an essential part of the contract. 
 
Bids for this work will be opened on Wednesday, May 19, 2010. 
 
This addendum is being issued to revise the Project Plans, the Notice to Bidders and Special Provisions, and the Bid book. 
 
Project Plan Sheets 31, 32, 37, 38, 39, 44, 48, 51, 52, 53, 57, 58, and 59 are revised.  Copies of the revised sheets are attached 
for substitution for the like-numbered sheets. 
 
In the Special Provisions, Section 10-2.05, "IRRIGATION SYSTEMS," subsection "RECYCLED WATER WARNING 
SIGNS" after subsection "SPRINKLERS" is deleted. 
 
In the Special Provisions, Section 10-2.05, "IRRIGATION SYSTEMS," subsection "ARMOR-CLAD CONDUCTORS," is 
added as attached. 
 
In the Bid book, in the "Bid Item List," Items 42, 44, 45, 50 and 51 are revised, and Item 43 is deleted as attached. 
 
To Bid book holders: 
 

Replace page 5 of the "Bid Item List" in the Bid book with the attached revised page 5 of the Bid Item List.  
The revised Bid Item List is to be used in the bid. 

Inquiries or questions in regard to this addendum must be communicated as a bidder inquiry and must be made 
as noted in the Notice to Bidders section of the Notice to Bidders and Special Provisions. 

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the 
signature page of the Bid book. 

Submit bids in the Bid book you now possess.  Holders who have already mailed their book will be contacted to 
arrange for the return of their book. 

Inform subcontractors and suppliers as necessary. 
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This addendum and the attachments are available for the Contractors' download on the Web site: 
 

http://www.dot.ca.gov/hq/esc/oe/project_ads_addenda/05/05-447814 
 
If you are not a Bid book holder, but request a book to bid on this project, you must comply with the requirements of this 
letter before submitting your bid. 
 
Sincerely, 
 
 
ORIGINAL SIGNED BY 
 
IGNACIO SANCHEZ DEL REAL 
Acting Office Chief of Plans, Specifications & Estimates 
Office Engineer 
Division of Engineering Services 
 
Attachments 



 

 
ARMOR-CLAD CONDUCTORS 
Armor-clad conductors shall be used in direct burial applications from pull boxes adjacent to irrigation controller to 

remote control valves and other irrigation facilities in conformance with the details shown on the plans and these special 
provisions. 

Armor-clad conductors shall conform to the following: 
 
A. Conductors shall be the proper size for the application, and shall be solid, uncoated copper with a conductor size not 

less than 90 percent of the AWG diameter required. 
B. At the Contractor's option, conductor insulation coverings shall be either of the following: 
 

1. Polyvinyl chloride (PVC) conforming to UL style, Type UF 60 °C, 600 V.  Average thickness of insulation 
shall be not less than 60 mils, with a minimum thickness of 54 mils, or 

2. UL listed polyethylene conforming to UL44 test standards with a minimum insulation thickness of 41 mils for 
wire sizes 10AWG and smaller. 

 
C. Armor shall be a minimum 0.005-inch thick by 0.50-inch wide Type 304 stainless steel tape that is helically 

wrapped over each conductor with a 33 percent minimum overlap. 
D. Outer jacket for conductors shall be sunlight resistant PVC and shall conform to the Insulated Power Cable 

Engineer's Association (ICEA) S-61-402, NEMA Standard WC5, and UL Listing 1263.  Nominal thickness of the 
outer jacket shall be 30 mils with a minimum thickness of 24 mils. 

 
The color of low voltage neutral conductor insulation, except for striped portions, shall be homogeneous throughout the 

entire thickness of the insulation. 
Conductors shall be color coded as follows: 

 
Station Numbers Color 

1,4,7,10,13,16,19,22,25,28,31,34,37,40 Red 

2,5,8,11,14,17,20,23,26,29,32,35,38,41 Black 

3,6,9,12,15,18,21,24,27,30,33,36,39,42 Blue 

 
At the option of the Contractor, conductors conforming to the provisions in Section 20-2.31D, "Conductors," of the 

Standard Specifications may be used when the conductors are installed in an electrical conduit. 
Armor-clad conductors will be measured and paid for as control and neutral conductors. 
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BID ITEM LIST 

05-447814 
 

 Item 
No. 

Item 
Code 

Item Description Unit of 
Measure 

Estimated 
Quantity 

Unit Price Item Total 

 41 
(F) 

208267 2 1/2" PLASTIC PIPE (PR 200) 
(SUPPLY LINE)  

LF 9,840   

 42 
(F) 

208270 4" PLASTIC PIPE (PR 200) (SUPPLY 
LINE)     

LF 7580   

 43 
 

BLANK      

 44 
(F) 

208276 2" PLASTIC PIPE (PR 315) (SUPPLY 
LINE)     

LF 978   

 45 
(F) 

208277 2 1/2" PLASTIC PIPE (PR 315) 
(SUPPLY LINE)  

LF 1855   

 46 017956 IRRIGATION CONTROLLER 
ENCLOSURE CABINET  (SINGLE)  

EA 4   

 47 017957 IRRIGATION CONTROLLER 
ENCLOSURE CABINET  (DOUBLE)  

EA 1   

 48 208421 BACKFLOW PREVENTER 
ASSEMBLY ENCLOSURE   

EA 1   

 49 208426 2" BACKFLOW PREVENTER 
ASSEMBLY   

EA 1   

 50 208461 SPRINKLER (TYPE A-1)   EA 140   

 51 208465 SPRINKLER (TYPE A-5)   EA 120   

 52 208472 SPRINKLER (TYPE B-2)   EA 670   

 53 208482 SPRINKLER (TYPE C-2)   EA 4,680   

 54 208575 2" GATE VALVE   EA 4   

 55 208589 4" GATE VALVE   EA 18   

 56 017958 2" BALL VALVE   EA 27   

 57 017959 COMBINATION AIR RELEASE 
VALVE   

EA 4   

 58 017960 PRESSURE REDUCING VALVE   EA 1   

 59 209202 RECYCLED WATER WARNING 
SIGNS   

LS LUMP SUM LUMP SUM  

 60 017961 CABLE TRELLIS   LF 8,770   
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