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Addendum No. 1 

 

Dear Contractor: 

This addendum is being issued to the contract for CONSTRUCTION ON STATE HIGHWAY IN SAN LUIS 
OBISPO COUNTY ABOUT 9 MILES NORTH OF SAN SIMEON FROM PIEDRAS BLANCAS LIGHTHOUSE 
ROAD TO ARROYO DE LA CRUZ BRIDGE. 

Submit bids for this work with the understanding and full consideration of this addendum. The revisions declared 
in this addendum are an essential part of the contract. 

Bids for this work will be opened on Thursday, April 16, 2015. 

Project plan sheet 139 is replaced and attached for substitution for the like-numbered sheet. 

Project plan sheets 189A, 189B, 189C, 189D, 189E, and 189F are added and attached for addition to the project 
plans. 

In the Notice to Bidders and Special Provisions, in the "STANDARD PLANS LIST," the following Standard Plans 
are added as follows: 

"RSP ES-1A, RSP ES-1B, RSP ES-1C, RSP ES-5B, RSP ES 5D and RSP ES-8A." 

In the Notice to Bidders, the seventh paragraph is revised as follows: 

"The Contractor must have either a Class A license or one of the following Class C licenses: C-08, C-12." 

In the Notice to Bidders, the following paragraph is added after the ninth paragraph. 

"For the federal training program, the number of trainees or apprentices is 9." 

In the Special Provisions, Section 86, is added as attached. 

Cross Sections in DGN format have been placed in the Contract Plans and Special Provisions link at the Bidders' 
Exchange website.  





 

 

86  ELECTRICAL SYSTEMS 
 

Add to the end of the 1st paragraph of the RSS for section 86-1.01: 
This work is shown on plan sheet labeled E. The work involved in each bid item is shown on a sheet with a title 
matching the bid item description. 

 
 

Add to section 86-2.05A: 
Conduit installed underground must be Type 3. 

 

Add to section 86-2.05C: 
After conductors have been installed, the ends of the conduits terminating in pull boxes must be sealed with an 
authorized type of sealing compound. 

 

Replace "Reserved" in section 86-2.06B of the RSS for section 86-2.06 with: 
86-2.06B(1)  General 
86-2.06B(1)(a)  Summary 
Section 86-2.06B includes specifications for installing non-traffic-rated pull boxes. 

86-2.06B(1)(b)  Submittals 
Before shipping pull boxes to the job site, submit a list of materials used to fabricate the pull boxes to METS. 
Include: 

1. Contract number 
2. Manufacturer's name 
3. Manufacturer's installation instructions 
4. Your contact information 
 
Submit reports for pull boxes from an NRTL-accredited laboratory. 

Before installing a pull box and cover, submit the manufacturer's replacement warranty for them. 

86-2.06B(1)(c)  Quality Control and Assurance 
86-2.06B(1)(c)(i)  Functional Testing 
The pull box and cover must be tested under ANSI/SCTE 77, "Specification for Underground Enclosure Integrity." 

86-2.06B(1)(c)(ii)  Warranty 
Provide a 2-year manufacturer's replacement warranty for the pull box and cover. The warranty period starts on 
the date of Contract acceptance. 

Deliver replacement parts within 5 business days after you receive notification of a failed pull box, cover, or both 
to the Department's Maintenance Electrical Shop at: 

50 Higuera St, San Luis Obispo, CA 93401  

86-2.06B(2)  Materials 
The pull box and cover must comply with ANSI/SCTE 77, "Specification for Underground Enclosure Integrity," for 
tier 22 load rating and must be gray or brown. 
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Each pull box cover must have an electronic marker cast inside. 

A pull box extension must be made of the same material as the pull box and attached to the box to maintain the 
minimum combined depths. 

Include recesses for a hanger if a transformer or other device must be placed in a pull box. 

The bolts, nuts, and washers must be a captive design. 

The captive bolt must be capable of withstanding a torque from 55 to 60 ft-lb and a minimum pull-out strength of 
750 lb. Perform the test with the cover in place and the bolts torqued. The pull box and cover must not be 
damaged while performing the test. 

Hardware must be stainless steel with 18 percent chromium and 8 percent nickel content. 

Galvanize ferrous metal parts under section 75-1.05. 

The manufacturer's instructions must include: 

1. Quantity and size of entries that can be made without degrading the strength of the pull box below the tier 22 
load rating 

2. Locations where side entries cannot be made 
3. Acceptable method for creating the entry 
 
The tier 22 load rating must be labeled or stenciled by the manufacturer on the inside and outside of the pull box 
and on the underside of the cover. 

86-2.06B(3)  Construction 
Do not install a pull box in curb ramps or driveways. 

A pull box for a post or a pole standard must be located within 5 feet of the standard. Place the pull box adjacent 
to the back of the curb or edge of the shoulder. If this is impractical, place the pull box in a suitable, protected, and 
accessible location. 

 

Add to section 86-5.01A(1): 
Loop wire must be Type 2. 

Loop detector lead-in cable must be Type B. 

Slots must be filled with hot-melt rubberized asphalt sealant. 

The depth of the loop sealant above the top of the uppermost loop wire in the sawed slots must be 2 inches, 
minimum. 
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