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SUMMARY OF QUANTITIES

LOCATION

LF LF EA EA EA EA
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B
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(
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E
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S
T

)

L
A

Y
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U
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P
E

TO

Rte 41 Sta 439+18.75

FROM

Rte 41 Sta 481+59

50

50

1

1

1

1

1

1

14A

14A

12BB

12BB

12B

12B

ADJUST UTILITY COVER TO GRADE

GENERAL PETROLEUM 

TYPE OF UTILITY

SEWER MANHOLE 

EA

WATER VALVE 2

1

SEWER MANHOLE STANDARD OIL 1

MILHAM SEWER MANHOLE 1

TOTAL 5

R
E

M
O

V
E

 M
B

G
R

Rte 41SB Sta 439+66

Rte 41 Sta 439+89

Rte 41SB Sta 442+14

Rte 41 Sta 442+43

LF

252

252

Rte 41 Sta 477+55

Rte 41 Sta 478+03

1

1

Rte 41 Sta 481+21.5

Rte 41 Sta 482+84Rte 41 Sta 482+46.5

Rte 41 Sta 482+13 Rte 41 Sta 483+13 25 2

212.5 1

1212.5Rte 41 SB Sta 439+87.5

TRANSPLANT PALM TREE

FROM TO

LOCATION

Rte 41 Sta 588+00 2

EA

TRANSPLANT 

 PALM TREE

Rte 41 Sta 477+92.5

Rte 41 Sta 478+40.5

 TOTAL 450.0 100 6 2 2 2 504

LOCATION (Rte 41 INTERSECTION)
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LOCATION

COLD PLANE AC PAVEMENT

Rte 41 Sta 193+00 TO Sta 251+55

Rte 41 Sta 194+88.73

Rte 41 Sta 297+95

Rte 41 Sta 461+14.6

Rte 41 Sta 464+89.66

Rte 41 Sta 471+59.66

Rte 41 Sta 250+00

474

709

323

230

577

646

(UTICA Ave)

(OLD St)

(WASTE MANAGEMENT)

(WARD Ave)

(BERNARD Ave)

(HUBERT Ave)

(PRIVATE AND MINOR

 ROADS)

INTERSECTIONS

TOTAL

MAINLINE

98,435

62,229

971

17,338

14,146

556

Rte 41 Sta 305+06.65,

344+99.23,374+96.4, 
848

SUB-TOTAL 

Rte 41 Sta 251+55 TO Sta 257+85

Rte 41 Sta 353+35 TO Sta 354+25

THICKNESS

   FT

AREA

SQYD

Rte 41 Sta 354+25 TO Sta 420+72

0.25

Rte 41 Sta 257+85 TO Sta 353+35

0.25

0.25

0.25-0.60

0.25-0.45

0.25

0.45

0.45-0.60

0.45
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1
1

-
2

2
-
1

0

Rte 41 Sta 420+72 TO Sta 428+00 "41CL1"

Rte 41 Sta 428+00 TO Sta 431+50 "41CL1"

Rte 41 Sta 431+500 TO Sta 433+50 "41CL1"

Rte 41 Sta 433+500 TO Sta 477+48 "41CL1"

Rte 41 Sta 420+72 TO Sta 428+00 "SB41CL1"

Rte 41 Sta 428+00 TO Sta 476+96.2 "SB41CL1"

Rte 41 Sta 477+48 TO Sta 478+73 "41CL1"

CY

32.0

LOCATION

12.0

TOTAL

CY LB

(BERNARD Ave INTERSECTION)

(STANDARD OIL INTERSECTION)
2.0

26.0

C
O

N
C

R
E

T
E

R
E

IN
F

O
R

C
E

M
E

N
T

(
N

)

GUTTER

SUB-TOTAL

MINOR CONCRETE (Misc CONSTRUCTION)

(GENERAL PETROLEUM)

(MILHAM Ave)

6.0

6.0 315

315

105

772

88.0

120.0

173.5

11E

KETTLEMAN CITY PARK 

METAL BEAM GUARD RAILING

 CURB/ISLAND
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6
)
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R
B
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 S
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CY CY

  (NE CORNER)

(BERNARD Ave INTERSECTION)

  (NW CORNER)

(BERNARD Ave INTERSECTION)

4.7

2.65

10.0

9.8

7.35 19.8
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1

1

1

1

4

EA

1,507

1,507

3,195

102,024

3,589
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R
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(
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)

Rte 41 Sta 442+12.5

Sta 463+95 TO Sta 464+72 "SB41CL1"

Sta 458+71.4 TO Sta 464+35.2 "41CL1"

Sta 465+43.6 TO Sta 468+56.7 "41CL1"

Sta 537+85 TO Sta 538+41 

Sta 541+76 TO Sta 541+90 

Sta 545+14 TO Sta 545+77 
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Q-3

SUMMARY OF QUANTITIES

STATIONING

Lt Rt

LOCATION

EA

1

1

1

1

1

1

42.56

36.0

38.6

32.9

19.5

40.9

6

463+82.0 SB

459+84.3 NB

455+13.0 NB

448+4.60 NB

442+68.7 NB

433+24.0 NB

TEMPORARY WATER 

POLLUTION CONTROL

FIBER ROLL

LF

(N)  NOT A SEPARATE PAY ITEM, FOR INFORMATIONAL ONLY.

QtySTATIONING

PURE LIVE SEED

(EROSION

CONTROL)

(N)

LBLt Rt

193+00 TO 634+00 X

X

7627

7384

737.42

700.42

EROSION CONTROL (COMPOST BLANKET)

193+00 TO 634+00

CY

TOTAL 15,011

STATIONING

Lt Rt

193+00 TO 634+00 X

X193+00 TO 634+00

TOTAL

LB

COMPOST

(EROSION

CONTROL)

(N)

CY

EROSION CONTROL

(POLYMER STABILIZED FIBER MATRIX)

Qty

ACRE GAL

29

27

56

52,200

48,600

232

216

7627

7384

STATIONING

Lt Rt

193+00 TO 441+00 X

X193+00 TO 441+00

TOTAL

LB

Qty

20,086

22,297

TEMPORARY HYDROSEED

SQYD

54,000

60,000

LB

PURE LIVE SEED

(EROSION

CONTROL)

(N)

291

323

FILL SLOPES
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DRAINAGE INLET

PROTECTION
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(N)  NOT A SEPARATE PAY ITEM, FOR INFORMATIONAL ONLY.

(N)  NOT A SEPARATE PAY ITEM, FOR INFORMATIONAL ONLY.

FIBER

(N)

TACKIFIER

(N)

CELLULOSE

FIBER
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9-30-11

09-15-10

197+32 198+06 12

209+04 12

211+15 211+84

215+11 216+01 12

12

12

12

12

274+83 275+78

279+11 279+74

290+19 291+73

303+18 303+55

209+41

236+34 237+55 6

237+50 239+98 12

248+38 248+75 12

249+85 251+12 12

6

DIGOUT

INSIDE

DIGOUT

OUTSIDE

X

X

STATION

FROM TO

12

6

12

314+22 315+38 6

337+93 341+52 12

345+63 12

358+78 361+37

364+69 366+60

387+19 388+51 12

402+66 403+40

347+27

405+46 406+03 6

409+05 409+60 6

X

X

X

X

*

REPLACE ASPHALT CONCRETE SURFACING

 
VOLUME

(CY)

*
WIDTHDIRECTION

SOUTHBOUND

SOUTHBOUND

SOUTHBOUND

SOUTHBOUND

SOUTHBOUND

SOUTHBOUND

SOUTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

NORTHBOUND

33

16

15

40

27

110

16

57

42

28

69

16

26

159

73

115

42

58

33

13

12

EXACT LOCATIONS TO BE DETERMINED BY ENGINEER
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N
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T
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T
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N

1
9
3
+

0
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8
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+

0
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95,000

LF

T
E

M
P

O
R

A
R

Y
 F

E
N

C
E

(
T

Y
P

E
 E

S
A

)

1,000

114,000

FILL SLOPES

FILL SLOPES

TOTAL 1,400

"RW1" Sta 10+00 TO Sta 11+04

TOTAL

2,000

190,000Sta 193+00 TO Sta 488+00

LOCATION

TOTAL

TOTAL
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Q-4

  LOCATION 

DI APRON

LENGTH

 

AREA
WIDTH

INCH

THICK-

NESS AREA
LT RT

18.2 7.73

12.0 7.73

50.6

60.2

60.3

7.73

7.73

7.73

38.65

482+45 TO 482+85 3 1340 58

SLOPE 

PAVING

506.04

PLACE AC (MISC AREA) 

SQYD SQYDFt Ft

TON

317+32 - 319+00     0-0.12      14.0

311+50 - 314+50     0-0.27      55.0

319+00 - 321+00     0-0.13      28.0 

322+50 - 324+50     0-0.22      37.0

327+00 - 331+50     0-0.26      87.0

333+50 - 335+00     0-0.17      23.0

324+50 - 327+00     0-0.50     125.0

337+00 - 339+45     0-0.35     108.0

340+11 - 344+00     0-0.50     210.0

346+50 - 348+70     0-0.35      80.0

TON

253+32 - 256+10     0-0.85      264.0

257+86 - 260+00     0-0.54      128.0

262+32 - 265+00     0-0.36      112.0

286+50 - 293+50     0-0.83      443.0

300+50 - 303+00     0-0.38      107.0

309+50 - 311+50     0-0.08      10.0

344+00 - 346+50     0-0.50      81.0

490+50 - 492+50    0-0.1      30.0

488+50 - 489+50    0-0.3      57.0

484+00 - 486+00    0-0.1      29.0

493+50 - 495+00    0-0.1      35.0

502+00 - 503+50    0-0.13     34.0

505+50 - 507+50    0-0.13     14.0

509+50 - 511+00    0-0.14     36.0

516+50 - 517+50    0-0.12     16.0

520+50 - 530+00    0-0.15     200.0

541+50 - 543+60    0-0.19     42.0

545+50 - 547+50    0-0.15     40.0

549+00 - 550+50    0-0.11     30.0

551+50 - 554+00    0-0.19     82.0

559+00 - 565+00    0-0.18     110.0

575+50 - 578+00    0-0.20     26.0

580+00 - 584+00    0-0.14     102.0

604+00 - 605+50    0-0.12     10.0

308+00 - 309+50     0-0.09      12.00

232+28 - 235+00     0-0.40      138.0

193+00 - 195+50     0-0.14      35.0

195+50 - 197+00     0-0.12      23.0

199+50 - 202.20     0-0.24      50.0

209+50 - 212+50     0-0.09      17.0

212+50 - 214+23     0-0.14      29.0

217+00 - 219+30     0-0.22      52.0

219+30 - 221+00     0-0.16      24.0

223+60 - 226+00     0-0.23      53.0

226+00 - 228+00     0-0.18      31.0

230-95 - 231+80     0-0.13       9.0

244+00 - 246+80     0-0.10      30.0

249+10 - 251+65     0-0.29      74.0

260+00 - 261+59     0-0.27      58.0

265+00 - 267+50     0-0.17      45.0

271+00 - 273+50     0-0.17      49.0

273+50 - 276+32     0-0.19      62.0

282+00 - 284+00     0-0.17      52.0

284+00 - 285+50     0-0.12      20.0

296+00 - 298+50     0-0.25      68.0

303+00 - 305+00     0-0.40      62.0

305+00 - 305+85     0-0.25      24.0

306+15 - 308+00     0-0.33      70.0
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0
5
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1

0

539+50 TO 542+00 0-4 25010-15 317

375

348+70 - 352+00     0-0.30     63.0

352+00 - 353+35     0-0.36     44.0

354+27 - 358+47     0-0.40    190.0
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3. GEOCOMPOSITE DRAIN, CEMENT TREATED PERMEABLE BASE, AND 8" ` SLOTTED PLASTIC PIPE CONTINUOUS

   BEHIND RETAINING WALL. CAP ENDS OF PIPE. PROVIDE "TEE" CONNECTION AT EACH 4" ` DRAIN.
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1. THE CONTRACTOR SHALL VERIFY ALL CONTROLLING FIELD DIMENSIONS BEFORE ORDERING OR FABRICATING ANY MATERIAL.

2. 4" ` DRAINS @ 25’-0" MAXIMUM CENTER TO CENTER.  EXPOSED WALL DRAINS SHALL BE LOCATED 3" + ABOVE FINISHED GRADE.
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ELEVATION

SCALE: HORIZONTAL 1" = 5’

        VERTICAL 1" = 50’

SCALE: HORIZONTAL 1" = 5’

        VERTICAL 1" = 5’
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SPRINKLER SCHEDULE
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C-2 Mod

ROOT WATERING FLOOD BUBBLER

(TYPE C-2 Mod)

4" LOCKING GRATE

BUBBLER

CHECK VALVE

�" TxT ELL

TOP OF MULCH

�" POLY SWING PIPE

�" x 18" SWING ASSEMBLY

SAND FILTER SOCK

(COVER MESH TUBE)

PEA GRAVEL

�" STRAIGHT SPIRAL

BARB FITTING

4" Dia x 36" LENGTH

MESH TUBE

�" x �" SxT

REDUCING ELL

ROOT WATERING

FLOOD BUBBLER

SEE DETAIL (SHEET LD-2)

(2 PER PLANT)
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LANDSCAPE DETAILS
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APPLICABLE WHEN CIRCLED:

5 UNLESS OTHERWISE SHOWN ON PLANS.

SUFFICIENT TO RECEIVE ROOT BALL.

3 DOES NOT APPLY TO MULCH AREAS.

AS SHOWN ON PLANS.

6 SEE DETAIL.
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7 SEE STANDARD DETAIL.

QUANTITIES SHOWN ARE "PER PLANT" UNLESS
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HEIGHT
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FROM TO
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PLANT

SPACING

89

TWICE THE ROOTBALL DIAMETER.
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PALM TREE IRRIGATION DETAIL

ROOT BALL 

PALM TREE PLANTING DETAIL

MULCH

TRANSPLANTED PALM TREE

PALM TO BE PLUMB (VERTICAL)

1
8

"

100% WASHED PLASTER

SAND BACKFILL

FINISH GRADE

8"

6
"

�" Dia DRAIN ROCK

12"

1

2

4

LICENSED LANDSCAPE ARCHITECT

L
I

C
E

N
S

E
D 

L A N DSAP E  AR C

H
I

T
E

C
T

Signature

Renewal Date

Date

C
E

L
B

E
R

T
 C

O
X

K
E

V
I
N

 G
A

L
L

O

X
 X

L
A

N
D

S
C

A
P

E
 A

R
C

H
I
T

E
C

T
U

R
E

x

x

x

x

x

Dist COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

No.

TOTAL

SHEETS

L
A

S
T

 R
E

V
I
S

I
O

N

S
T

A
T

E
 O

F
 C

A
L

IF
O

R
N

IA
  

- 
 D

E
P

A
R

T
M

E
N

T
 O

F
 T

R
A

N
S

P
O

R
T

A
T

IO
N

T
I
M

E
 P

L
O

T
T

E
D

 =
>

USERNAME => trstr

641590tn

D
A

T
E

 P
L

O
T

T
E

D
 =

>

1
7

:
2

7

1
7

-
D

E

DGN FILE =>

RELATIVE BORDER SCALE

IS IN INCHES

C
H

E
C

K
E

D
 B

Y

C
A

L
C

U
L

A
T

E
D

-

D
E

S
I
G

N
E

D
 B

Y
R

E
V

I
S

E
D

 B
Y

D
A

T
E

 R
E

V
I
S

E
D

0 1 2 3

PLANS APPROVAL DATE

F
U

N
C

T
I
O

N
A

L
 S

U
P

E
R

V
I
S

O
R

R

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED

COPIES OF THIS PLAN SHEET.

R

BORDER LAST REVISED 4/11/2008 06340CU EA 415901

1
1

-
1

7
-
1

0

K
E

V

I
N
 GALLO No.  5

5

3
8

12/31/11

11/17/10

EARTH BERM BASIN

EARTH BERM BASIN

SPRINKLER (TYPE C-2 Mod),

SEE DETAIL

ROUTE 41

(Sta 587+90 AND Sta 588+35)

HEMP OR MANILA

ROPE WRAP 

6
"

(ft)

18

PHOENIX CANARIENSIS

(CANARY ISLAND DATE PALM)
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NOTES:

1. ALL PULL BOXES SHALL BE No. 5 WITH EXTENSION UNLESS OTHERWISE NOTED.

2.

Exist MODEL 334 CABINET WITH MODEL 170 CONTROLLER UNIT FOR Exist CMS.

STATE-FURNISHED MODEL 2070 

SEE SHEET E-7 FOR RWIS DETAILS.
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 FOR ACCURATE RIGHT OF WAY DATA, CONTACT RIGHT OF WAY
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AC+

AC-

AC+

R

MCB

ECB

AC-

EG

DC+

DCG

TB1

SUPPLY

POWER

TO RPU/ VS

NEMA 4R ENCLOSURE WITH HINGED DOOR, PADLOCK HASP AND INTERIOR PANEL FOR POWER SUPPLY,  

RPU AND MODEM, SEE DETAIL B ON THIS SHEET.

DETAIL B

LANE NUMBER

D-L-N

I1D-E

I1D-E

DIRECTION OF TRAFFIC

 

E - EASTBOUND

W - WESTBOUND

  

I8D-EI8J-K

I1J-K

N - NORTHBOUND

S - SOUTHBOUND

LANE 1

LANE 1

20’

DLC IDENTIFICATION
1  - NORTHBOUND/EASTBOUND LANE 1

2  - NORTHBOUND/EASTBOUND LANE 2

3  - NORTHBOUND/EASTBOUND LANE 3

4  - NORTHBOUND/EASTBOUND LANE 4

5  - NORTHBOUND/EASTBOUND LANE 5

6  - NORTHBOUND/EASTBOUND LANE 6

7  - NORTHBOUND/EASTBOUND LANE 7

8  - SOUTHBOUND/WESTBOUND LANE 1

9  - SOUTHBOUND/WESTBOUND LANE 2

10 - SOUTHBOUND/WESTBOUND LANE 3

11 - SOUTHBOUND/WESTBOUND LANE 4

12 - SOUTHBOUND/WESTBOUND LANE 5

13 - SOUTHBOUND/WESTBOUND LANE 6

14 - SOUTHBOUND/WESTBOUND LANE 7

D-E - ENTERING

J-K - LEAVING

NORTHBOUND OR EASTBOUND

SOUTHBOUND OR WESTBOUND

1 - ENTERING

2 - LEAVING

DLC TERMINATION (TB2) 

I  - INPUT PANEL (TB2)

DETECTOR ASSIGNMENT

TRAFFIC MONITORING STATION 

 THIS PLAN IS ACCURATE FOR ELECTRICAL WORK ONLY.
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TMS DLC IDENTIFICATION AND TERMINATION

DETAIL C

2

 

U-BOLTS OR

STAINLESS STEEL

BANDING STRAPS

DETAIL A

1"C CHASE NIPPLE

VISIBILITY SENSOR 
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TYPE VDS 30 STANDARD
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STAINLESS STEEL

BANDING STRAPS

1
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STAINLESS STEEL

BANDING STRAPS

1

4
’

ROADSIDE WEATHER INFORMATION SYSTEM

R - NEMA 15-15R DUPLEX RECEPTACLE

TB1 - 6 POSITION MINIMUM PHOENIX CONTACT #USK 10 OPEN

CONSTRUCTION TERMINAL (OR EQUAL) BLOCK MOUNTED ON

- EARTH OR EQUIPMENT GROUND

- SURGE PROTECTOR

9" DIM RAILING

RPU - REMOTE PROCESSING UNIT

VS - VISIBILITY SENSOR

MCB - 15 A, 1P, MAIN CB IN THE BREAKER BOX

ECB - 15 A, 1P, EQUIPMENT CB IN NEMA 4X ENCLOSURE

ABBREVIATIONS:

NO SCALE

TYPE VDS 30 STANDARD

RWIS POWER CONNECTION

SEE SHEETS SES-1 AND SES-2 FOR POLE AND FOUNDATION DETAILS.
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2#8 (120 V)

TO SERVICE

EQUIPMENT ENCLOSURE

20’

WIND SENSOR 
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UNIT STRESSES
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GENERAL NOTES:
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N/A
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ELEVATION

ELECTRICAL SYSTEMS

TABLE A

SLOPING

GROUND

LEVEL

GROUND
SIZE BC = BOLT CIRCLE

"C"

Min OD

BASE TOP

POLE

TYPE

TABLE B

TABLE C

BC
R = 1" 

Typ

HEIGHT 

BOLT HOLE =

Dia + �"

7’-0" x 7’-0" x 1’-6" 8 - #4

/

"d"

CIDH PILE

2’-0" 0

 

6’-0" x 6’-0" x 1’-6" 7 - #4

AA

3
"

15

FG

BOTTOM OF

L

1
’
-
6

"
3

’
-
6

"

1" Min, 6" Max

1

3�" 0.1793" 1"

CONDUIT SEE

ELECTRICAL 

PLANS

WIND LOADINGS: 100 MPH

ALTERNATIVE FOOTING

ELEVATION

BASE PLATE

4
’
-
0
"

2" Clr

2’-0"

SECTION A-A

2

ANCHOR BOLTS = A307

8
’
-
7

"
 M

a
x

1" Min, 6" Max

1" CHASE

NIPPLE

1" CHASE

NIPPLE

STAINLESS STEEL

BANDING STRAPS

STAINLESS STEEL

BANDING STRAPS

WIND SENSOR

4
’
-
0
"

75 Max

8’-7" 20 Max

12 Max29’ Max

4. FOUNDATION DESIGN IS BASED ON AASHTO 2001 ARTICLE

   13.6 BROMS’ APPROXIMATE PROCEDURE ASSUMING A 

   COHESSIONLESS MATERIAL.  THE ANGLE OF INTERNAL 

   FRICTION  USED IS 30 DEGREES AND UNIT WEIGHT OF 

   SOIL USED IS 120 LB/FT¯.

 

5. FOR DETAILS NOT SHOWN, SEE "2006 STANDARD PLANS"

   AND "2006 REVISED STANDARD PLANS".

VDS 30 30’ 8" 1’-0" 1" x 3’-0 x 4" 11" 8’-0" 10’-0" 475

SES-1

9-8-10

spec_des_br_prj/2010sd/06-415901/

D VORA

  

2
9

’
-
0

"
 M

a
x

1
’
-
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"

ES-6B

Det N

12/31/10

C72910

ELISEO LOPEZ

9-16-10

Det F

9-16-10

06 Kin 41 11.6/20.0 268

12-13-10
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ROADSIDE WEATHER INFORMATION SYSTEM
POLE DETAILS

THICKNESS THICKNESS

POLE DATA BASE PLATE DATA

ANCHOR BOLTS

 STRUCTURAL

 STEEL LBS

 PLUS 3.5%

GALVANIZING

ATTACHMENT

ENCLOSURE

VISIBILITY SENSOR

WIND SENSOR

MOUNTING HEIGHT WEIGHT LIMITS (LBS)

"C" SQUARE

 "H"

4’-0" Max BOTTOM Clr

GROUND

LEVEL

SLOPING

FOOTING SIZE

LENGTH x WIDTH x DEPTH

SPREAD FOOTING

REINFORCEMENT

TOP AND BOTTOM

#4 SPIRAL @ 6"

#5 TOTAL 6

VARIES

C POLE 

FOOTING Elev

12 BOTH WAYS

#5 STIRRUPS @

#5  Tot 6

C
L

E
A

R

1. ALL STEEL SHALL BE GALVANIZED AFTER FABRICATION.

   NECESSARY WITH THE USE OF LEVELING NUTS TO PROVIDE

2. DURING POLE ERECTION THE POST SHALL BE RAKED AS

   A PLUMB POLE AXIS.

3. THE FOUNDATION SHALL BE TREATED AS LEVEL GROUND

CONDITION IF THE SLOPE INCLINATION IS FLATTER

THAN 4H:1V.

DESIGN: AASHTO STANDARD SPECIFICATIONS FOR STRUCTURAL 

       SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND 

       TRAFFIC SIGNALS DATED 2001.

STRUCTURAL STEEL: fy = 48,000 psi TAPERED STEEL TUBE

                fy = 36,000 psi UNLESS OTHERWISE NOTED.

REINFORCED CONCRETE: f’c = 3,600 psi

                     fy  = 60,000 psi
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HANDHOLE

BASE PLATE

BOTTOM OF
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E
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B
L

E
 A

CONDUIT, SEE

VARIES

CIDH PILE FOUNDATION 

C POLE = C CIDH

NEMA ENCLOSURE

3’ H x 2’ W x 1’ D

REMOVABLE

RAINTIGHT CAP

VISIBILITY SENSOR

1   #5 BARS AND #5 STIRRUPS (TOP AND BOTTOM) TO RUN

    BOTH LONGITUDINAL AND TRANVERSE DIRECTION.

2   1’-3" Max FOR SLOPED FINISHED GRADE.



ELEVATION

�"

NOTES:

�

BOTTOM OF

BASEPLATE

DETAIL B

TYPICAL ELECTRICAL

ACCESS DETAIL

1

DETAIL A

�

3
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-
0

"

0.1793"

1"

SLOTTED HOLE 

J HOOK DETAIL

1"

1"

29^

R
=
�"

2
�
"

2�"

1
�
"

1"

3
"

        DETAIL D

2" RECESSED COUPLING

DETAIL C  (TYPICAL)

1 DRILL AND TAP FOR 1" CHASE NIPPLE AND PLUG WITH RAINTIGHT PLUGS.

1" CHASE NIPPLE PER ATTACHMENT PER POLE. (SEE DETAIL "B")
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REMOVABLE

RAINTIGHT CAP

"J" HOOK FOR CABLE

SUPPORT GRIP

CONTINUOUS REINFORCED

SLOTTED HOLE 

CONDUIT COUPLING

POST WALL

2" RECESSED COUPLING

1"C CHASE NIPPLE

(TAPPED HOLE BY FABRICATOR)

"J" HOOK FOR CABLE

SEE "DETAIL D"

POST WALL

�" Dia ROUND BAR.

SUPPORT GRIP. 

SEE NOTE 5

DETAIL C

CIDH PILE FOUNDATION

DETAIL A
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E

N
T
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E

IG
H

T
S

 -
 S

E
E

 S
H

E
E

T
 S

E
S

-1

1.  PLACE ALL COUPLINGS ON THE SAME SIDE OF POLE.

TO MATCH CHOICE OF ENCLOSURE, PRIOR TO FABRICATION.

TO POLE WITH STAINLESS STEEL STRAPS OR OTHER METHOD WITHOUT

DRILLING HOLES IN POLE. ENCLOSURE MAY REQUIRE DRILLING

THROUGH POST FOR MOUNTING. METHOD OF MOUNTING ENCLOSURE

WILL REQUIRE ENGINEER APPROVAL.

2.  CHASE NIPPLES AND SLOTTED HOLE SHALL HAVE A RAIN TIGHT PLUG.

5.  COUPLING LOCATION ABOVE GROUND AND SPACING SHALL BE VERIFIED

6.  ALL ATTACHMENTS, UNLESS OTHERWISE NOTED, SHALL BE MOUNTED

4.  FOR ATTACHMENT DETAILS, SEE SHEET SES-1. 

3.  THE CHASE NIPPLES SHALL BE 1’-0" Min VERTICAL CLEARANCE FROM 

    THE SLOTTED HOLE AND NOT ON THE SAME SIDE AS THE SLOTTED HOLE.

PLUG SHOULD ONLY BE REMOVED IF CHASE NIPPLE OR SLOTTED HOLE IS USED.

ROADSIDE WEATHER INFORMATION SYSTEM
POLE DETAILS
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2’-0" x width

of lane

2’-0" x width

of lane

RAILROAD CROSSING SYMBOL

WIDTH TRANSVERSE LINES.

DIAMOND SYMBOL

BIKE LANE SYMBOL

4’-8" 4’-8"

*

*
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8
"
 

6
’
-
6
"

10"

BICYCLE LOOP

DETECTOR SYMBOL
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2"

A (White) =9 sq ft

BlueWhite

~

2’-8�"
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8
"
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8
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1. Minor variations in dimensions may be accepted

by the Engineer.

Donald E.

Howe

C46402

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

PAVEMENT MARKINGS

SYMBOLS AND NUMERALS

CIVIL

4" GRID

4" 4" 4"

A (Blue) =14 sq ft

6" GRID

6"
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"

1’-4"

70 sq ft DOES NOT INCLUDE THE 2’-0" x VARIABLE
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MINIMUM CLASS AND D-LOAD

5.9’

TYPE 2 INSTALLATION:

TYPE 3 INSTALLATION:

Roadway Embankment

Loose Backfill

INSTALLATION TYPE 1

Haunch

7.9’

OVER 108" Dia

Lower Side

See Note 6

Structure Backfill 

(Culvert)  See Note 6

Structure Backfill 

(Culvert)  See Note 6

MinMin

Lower Side

Outer Bedding

Slope or Shore As Necessary

EXCAVATIONBACKFILL

Excavation Structure

(Culvert)

MINIMUM CLASS AND D-LOAD

9.9’

INSTALLATION TYPE 2

MINIMUM CLASS AND D-LOAD

INSTALLATION TYPE 3

to a minimum 90 percent relative compaction.  In

to a minimum 90 percent relative compaction.  In

10.0’- 14.9’ 8.0’ - 10.9’ 6.0’ - 8.9’

9.0’ - 12.9’

Middle Bedding

See Note 5

See Notes 8 and 9

See Notes 8 and 9

Embankment Trench

Embankment Trench

to a minimum 85 percent relative compaction.

90 percent relative compaction will be required

The haunch and outer bedding shall be compacted

addition, the minimum sand equivalent in these

areas shall be 30 and the maximum percentage

passing the 75 ˆm sieve size shall be 12.

The haunch and outer bedding shall be compacted

The haunch and outer bedding shall be compacted

addition, the minimum sand equivalent in these

areas shall be 25.

TYPE 1 INSTALLATION:

39.0’ - 47.0’

OD

OD OD

OD

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

EXCAVATION AND BACKFILL

CONCRETE PIPE CULVERTS

14.9’ 12.9’

15.0’ - 20.9’

21.0’ - 26.9’

27.0’ - 31.9’

32.0’ - 40.9’

41.0’ - 49.9’

50.0’ - 59.0’

13.0’ - 18.9’

19.0’ - 24.9’

25.0’ - 29.9’

30.0’ - 38.9’

39.0’ - 46.9’

47.0’ - 58.0’

15.0’ - 19.9’

20.0’ - 24.9’

25.0’ - 31.9’

32.0’ - 38.9’

48" Dia AND SMALLER OVER 48" Dia

11.0’ - 14.9’

15.0’ - 17.9’

18.0’ - 21.9’

22.0’ - 26.9’

30.0’ - 33.0’

13.0’ - 15.9’

16.0’ - 19.9’

20.0’ - 24.9’

25.0’ - 31.0’

2’-0" Min

where the fill over the pipe is less than 4’-0"

or � OD.

108" Dia AND SMALLER

S
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NOTES: 

Unless otherwise shown on the plans or specified in the special   

class of RCP and the type of installation to be used,  provided

the height of cover does not exceed the value shown for the

RCP selected.

options are:

the pipe to finished grade within the length of any given culvert.

1.

2.

throughout the length of any given culvert.

The "length of any culvert" is defined as the culvert between:

a)

b)

a)

b)

headwalls,  etc.).

Successive drainage structure (inlets, junction boxes, 

culvert.

A drainage structure and the inlet or outlet end of the

c)

intervening drainage structures.

The inlet and outlet end of the culvert when there are no 

3.

4.

5.

6.

c)

outer bedding and haunch areas. If slurry is used the outer and

softened by scarifying or other means to a minimum depth of

7.

shown are minimums.

8.

9.

10.

in Section 19-3.062 of the Standard Specifications.

Lower side shall be suitable material as determined by the Engineer.

Otherwise it shall be considered unsuitable as set forth in Section 

19-2.02 of the Standard Specifications.  See Note 9.

Class ˛ˇ Special or stronger with Installation Type 3.

placed under installation Types 1, 2 or 3.

at 5 vertical to 1 horizontal or steeper for at least 90 percent of

Where the pipe is placed in a trench, if the trench walls are sloped

dimensions are shown for backfill width or thickness.  Dimensions

Backfill shall be placed full width of excavation except where

middle beddings shall be omitted.  Prior to installation the soil under

Slurry cement backfill may be substituted for backfill in the

used clear distance to trench wall may be reduced as set forth

The class of RCP and Installation Type selected shall be the same

Oval and arch shaped RCP shall not be used.

Cover is defined as the maximum vertical distance from top of

provision, the Contractor shall have the option of selecting the

plane, the firmness of the soil in the lower side need not be

considered.

the trench height or up to not less than 12" from the grading

Non-reinforced precast concrete pipe sizes 3’-0" or smaller may be

Class ˛˛˛   or stronger with Installation Type 1.

Class ˛˛˛  Special  or stronger with Installation Type 2.

÷ OD Min, not less than 3". 

÷ OD, but not less than 3".  Where slurry cement backfill is 

the middle ð of the outside diameter of the pipe shall be

Example: 24" RCP culvert with maximum cover of 19’-0"’ the 

Class ˛˛  1000D

Class ˛˛˛  1350D

Class ˛˛˛  Special 1700D

Class ˛ˇ 2000D

Class ˛ˇ Special 2500D

Class ˇ 3000D

Class ˇ Special 3600D

Class ˛˛  1000D

Class ˛˛˛  1350D

Class ˛˛˛  Special 1700D

Class ˛ˇ 2000D

Class ˛ˇ Special 2500D

Class ˇ 3000D

Class ˇ Special 3600D

Class ˛˛  1000D

Class ˛˛˛  1350D

Class ˛˛˛  Special 1700D

Class ˛ˇ 2000D

Class ˛ˇ Special 2500D

Class ˇ 3000D

Class ˇ Special 3600D
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Delineator

Reflector

GUARD RAILING DELINEATION DIKE POSITIONING

2"

Var

Var

HP

ES ES

See Note 1

See Note 4

See Note 3

16d Galv nails

(flexible post, see Std Plan A73C)

Type C

Type F

Var

HP

See Note 5

Top of

rail

See

Note 5

Var

See Note 5

See Note 1

NO SCALE

STATE OF CALIFORNIA
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METAL BEAM GUARD RAILING

TYPICAL RAILING DELINEATION

AND DIKE POSITIONING DETAILS
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REVISED STANDARD PLAN RSP A77C4

DATED MAY 1, 2006 - PAGE 47 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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To accompany plans dated

HMA Dike

HMA Dike

10:1 or

flatter

slope

When necessary to place dike in front of face of guard

railing, only Type C dike may be used. For dike details, see

Standard Plan A87B.

 

For standard railing post embedment, see Standard Plans A77C3.

 

Guard railing delineation to be used where shown on the

Project Plans.

 

When dike or curb is placed under guard railing, the

maximum height of the dike or curb shall be 4".

Mountable dike should not be used.  For dike and curb

details, see Revised Standard Plans RSP A87A and

Standard Plan A87B.

 

For details of typical distance between the face of rail

and hinge point, see Standard Plan A77C3.
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TYPICAL PARABOLIC LAYOUT

Y

PARABOLIC FLARE OFFSETS

Begin flare

Base Line

.

.

.
.

.

Begin 15:1 or flatter flare

Hinge point

Begin Parabola

ES

Center of end post

Hinge point

Hinge

point

ES

End Anchor Assembly (Type SFT),

See Note 5

Hinge point

Hinge point
Hinge

point

ES

End Anchor Assembly (Type SFT),

See Note 5

Center of end post

See Note 9

 

10’-0"

Min

TYPE 11A LAYOUT

TYPE 11B LAYOUT

TYPE 11C LAYOUT

See Note 9

 

See

 

 

Note 9

End anchor assembly (Type SFT),

See Note 5.

15:1 or flatter flare,

See Note 10.

Buried post end

anchor, See Note 11.

Bury end of rail

in cut slope.

Edge of paved shoulder or

offset line of traveled way

�L

 

�L

 

W  

L/4

 

L/4

 

L/4

 

L/4

 

X

 

L

 

W  

Base Line (Edge of paved shoulder or

offset line of edge of traveled way)

Y = Offset from base line

W = Maximum offset

X = Distance along base line

L = Length of flare

WX˜

 

L˜

Y=

7.

 

 

8.

 

 

9.

 

 

 

10.

 

 

 

 

11.

 

 

12.

 

(EMBANKMENT GUARD INSTALLATION WITH IN-LINE END TREATMENT

AT TRAFFIC APPROACH END OF RAILING)

See Note 6

(EMBANKMENT GUARD RAILING INSTALLATION WITH FLARED END TREATMENT

AT TRAFFIC APPROACH END OF RAILING)

See Note 6

(EMBANKMENT GUARD RAILING INSTALLATION WITH BURIED END ANCHOR TREATMENT

AT TRAFFIC APPROACH END OF RAILING)

See Notes 6 and 12

Begin Parabola End Parabola

Base Line

TYPICAL FLARE OFFSETS

FOR 1 FOOT MAX END OFFSET

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

EMBANKMENTS

1’-0" offset
3" offset

�" offset

6�" offset

6’-3" 6’-3" 6’-3" 6’-3"

6’-3" 6’-3" 6’-3" 6’-3"

6’-3" 6’-3" 6’-3" 6’-3"

1’-0" Max offset

for 15:1 flare

6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3" 6’-3"
6’-3"

6’-3" post spacing

 

25’-0"

Length of flare
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5.

  

6.

 

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1, and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as

otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

with 6" x 8" x 1’-2" notched wood blocks or recycled plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2" wood

blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

For End Anchor Assembly (Type SFT) details, see Standard Plan A77H1.

 

Layout Types 11A, 11B or 11C are typically used where guard railing is

recommended to shield embankment slopes and a crashworthy end treatment

is required for only one direction of traffic.
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REVISED STANDARD PLAN RSP A77E1

DATED MAY 1, 2006 - PAGE 48 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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HMA Dike

 

Additional HMA Dike, Type C

25’-0" Min, See Note 12

 

Additional HMA Dike, Type C

25’-0" Min, See Note 12

HMA Dike, Type C

See Note 12

HMA Dike, Type F

See Note 12

HMA Dike, Type F

See Note 12

HMA Dike, Type C

See Note 12

Caltrans approved Flared Terminal System End Treatment

See Note 8

Caltrans approved In-line Terminal System End Treatment

See Notes 7 and 8

10:1 or

flatter slope

6:1 taper

6:1 taper

10:1 or flatter slope

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge of

the paved shoulder or offset line of edge of the traveled way.  The length of

guard railing within the 15:1 or flatter flare is based on site conditions and

should be a length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11C Layout, see

Standard Plan A77I2.

 

Where placement of dike is required with guard railing installations, see

Revised Standard Plan RSP A77C4 for dike positioning details.
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Hinge point
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See

Note 8
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(EMBANKMENT GUARD RAILING INSTALLATION WITH

IN-LINE END TREATMENT AT EACH END OF RAILING)

See Note 5

(EMBANKMENT GUARD RAILING INSTALLATION WITH

FLARED END TREATMENT AT EACH END OF RAILING)

See Note 5

6.

 

 

7.

 

 

8.

 

 

 

9.

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

EMBANKMENTS

10’-0"

Min

10’-0"

Min

10’-0"

Min

10’-0"

Min

3
’
-
0
"

M
in

3
’
-
0
"

M
in

3
’
-
0
"

T
y
p

3
’
-
0
"

M
in

3
’
-
0
"

M
in

3
’
-
0

"

M
in

1
0

:
1

 
o

r

f
l
a
t
t
e
r

s
l
o
p
e

3
’
-
0
"

T
y

p

3
’
-
0
"

T
y
p

ES

3
’
-
0
"

T
y
p

1
0

:
1

 
o

r

f
l
a
t
t
e
r

s
l
o
p
e

3
’
-
0
"

M
in

1
0

:
1

 
o

r

f
l
a
t
t
e
r

s
l
o
p
e

NOTES:

TYPE 11D LAYOUT

TYPE 11E LAYOUT

Front face of end post

1
0

:
1

 
o

r

f
l
a
t
t
e
r

s
l
o
p
e

Front face

of end post
Front face

of end post

Front face of end post

Center of end post

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F ESS I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E OF  CAL IFOR N

IA

REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

Randell D. Hiatt

C50200

6-30-09

CIVIL

To accompany plans dated

DATED MAY 1, 2006 - PAGE 49 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP A77E2
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HMA DikeHMA Dike

HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type F

See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

 

6:1 taper6:1 taper

6:1 taper
6:1 taper

Line post,  blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard 

Plans, are typically used where guard railing is recommended to shield

embankment slopes and a crashworthy end treatment is required for both

directions of traffic.

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.
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(EMBANKMENT GUARD RAILING INSTALLATION WITH FLARED END TREATMENT

AND A BURIED END ANCHOR TREATMENT AT THE ENDS OF RAILING)

See Notes 5 and 10

(EMBANKMENT GUARD RAILING INSTALLATION WITH A

BURIED END ANCHOR TREATMENT AT EACH END OF RAILING)

See Notes 5 and 10
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HMA Dike, Type C

See Note 10

Caltrans approved Terminal System End Treatment (Type SRT shown)

See Note 6

HMA Dike, Type F,

see Note 10
Additional HMA Dike, Type C

25’-0" Min, See Note 10

6:1 taper

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in 

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks 

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield

embankment slopes and a crashworthy end treatment is required for both

directions of traffic.

The type of terminal system end treatment to be used will be shown on the Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge

of the paved shoulder or offset line of edge of the traveled way. The length

of guard railing within the 15:1 or flatter flare is based on site conditions and

should be a length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11F and 11G Layouts,

see Standard Plan A77I2.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

For typical flare offsets for 25’-0" length parabola with maximum offset of

1’-0", see Revised Standard Plan RSP A77E1.

June 6, 2008

RSP A77E3 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77E3

26806 41Kin 11.6/20.0

12-13-10

224



ES

Hinge point

10’-0"

Min

10’-0"

Min

Hinge point

ES
See

Note 7

3
’
-
0
"

M
in

4
’
-
0
"

T
y

p

Center of end post

Hinge point

10’-0"

Min

ES

Hinge point

Center of end post

HMA Dike, Type C

See Note 8

1.

 

 

2.

 

 

3.

 

 

 

 

 

4.

(EMBANKMENT GUARD RAILING INSTALLATION WITH FLARED END TREATMENT
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See Notes 5 and 8

HMA Dike, Type C

See Note 8

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

EMBANKMENTS

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

Caltrans approved Terminal System End Treatment (Type SRT shown)

See Note 6

3
’
-
0
"

T
y
p

3
’
-
0
"

M
in

3
’
-
0
"

T
y
p

3
’
-
0
"

M
in

25’-0" Min, See Note 8

NOTES:

TYPE 11H LAYOUT

5.

 

 

 

6.

 

 

7.

 

 

 

8.

 

Front face of end post

Front face

of end post

Line post, blocks and hardware to be used are shown on Standard Plans
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Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

with 6" x 8" x 1’-2" notched wood blocks or plastic blocks 

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.
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Layout Types 11D through 11L, shown on the A77E Series of Revised Standard Plans,

are typically used where guard railing is recommended to shield embankment slopes

and a crashworthy end treatment is required for both directions of traffic.

 

The type of terminal system end treatment to be used will be shown on the Project

Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details. RSP A77E4 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77E4
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REVISED STANDARD PLAN RSP A77E5

12-10-07

The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge of the

paved shoulder or offset line of edge of the traveled way. The length of guard

railing within the 15:1 or flatter flare is based on site conditions and should be a

length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11I Layout, see Standard

Plan A77I2.

 

For typical flare offsets for 25’-0" length parabola with maximum offset

of 1’-0", see Revised Standard Plan RSP A77E1.

Line post,  blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in

length, with 6" x 8" x 1’-2" notched wood blocks or plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield

embamkment slopes and a crashworthy end treatment is required for both

directions of traffic.

 

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.

 

HMA Dike

HMA Dike, Type C

See Note 9

HMA Dike, Type C

See Note 9

HMA Dike

HMA Dike, Type C

See Note 9

Additional HMA Dike, Type C

Additional HMA Dike, Type C

6:1 taper

6:1 taper

6:1 taper

10:1 or flatter slope

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

Caltrans approved Flared Terminal System End Treatment

See Note 7

25’-0" Parabola

See Note 12

Additional HMA Dike, Type C

25’-0" Min, See Note 9
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(EMBANKMENT GUARD RAILING INSTALLATION WITH A BURIED END ANCHOR TREATMENT

AND AN IN-LINE END TREATMENT AT THE ENDS OF RAILING)

See Note 5

(EMBANKMENT GUARD RAILING INSTALLATION WITH A BURIED END ANCHOR TREATMENT

AND A FLARED END TREATMENT AT THE ENDS OF RAILING)

See Note 5
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REVISED STANDARD PLAN RSP A77E6

12-10-07

The type of terminal system end treatment to be used will be shown on the

Project Plans.

 

Dependent on site conditions (embankment height and side slope), construction

of additional guard railing (length equal to multiples of 12’-6" with 6’-3" post

spacing) may be advisable.

 

Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.

 

The 15:1 or flatter flare used with buried end anchors is based on the edge of the

paved shoulder or offset line of edge of the traveled way. The length of guard

railing within the 15:1 or flatter flare is based on site conditions and should be a

length equal to multiples of 12’-6".

 

For details of the buried post end anchor used with Type 11K and 11L Layouts, see

Standard Plan A77I2.

 

For typical flare offsets for 25’-0" length parabola with maximum offset

of 1’-0", see Revised Standard Plan RSP A77E1.

10:1 or flatter slope

6:1 taper

6:1 taper

HMA Dike

HMA Dike, Type C

See Note 9

Caltrans approved In-line Terminal System End Treatment

See Notes 6 and 7

HMA Dike, Type C

See Note 9

Caltrans approved Flared Terminal System End Treatment

See Note 7

HMA Dike, Type F

See Note 9

Additional HMA Dike, Type C

25’-0" Min, See Note 9

 

Additional HMA Dike, Type C

Line post,  blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard rail post spacing to be 6’-3" center to center, except as otherwise

noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

with 6" x 8" x 1’-2" notched wood blocks or plastic blocks

may be used for 6" x 8" x 6’-0" wood post with 6" x 8" x 1’-2"

wood blocks where applicable and when specified.

 

Direction of adjacent traffic indicated by       .

 

Layout Types 11D through 11L, shown on the A77E Series of Revised Standard

Plans, are typically used where guard railing is recommended to shield

embamkment slopes and a crashworthy end treatment is required for both

directions of traffic.

 

In-line Terminal System End Treatments are used where site conditions will not

accommodate a flared end treatment.
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See Notes 12 and 13.

See Notes 12 and 13.
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STRUCTURE APPROACH

A77A1, A77A2, A77B1, A77C1 and A77C2.

otherwise noted.

Standard Plan A77J4.

accommodate a flared end treatment.

Project Plans.

railing and end treatment.

  a. To the right of approaching traffic, at the end of a structure, on

     two-lane conventional highway where the roadbed width across the

  b. To the left of approaching traffic, at the end of a structure, on

     two-lane conventional highway where the roadbed width across the

  c. To the right of approaching traffic at the end of each structure on

     multilane freeways or expressways with separate adjacent or parallel

  d. To the right of approaching traffic at the end of the structure on

     multilane freeways or expressways with decked median on the bridge.

traffic at the ends of each structure on multilane freeways or expressways

see Standard Plan A77J3.

25’-0" Min, See Note 9

25’-0" Min, See Note 9

(GUARD RAILING INSTALLATION AT STRUCTURE APPROACH WITH AN

IN-LINE END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

(GUARD RAILING INSTALLATION AT STRUCTURE APPROACH WITH A

FLARED END TREATMENT AT TRAFFIC APPROACH END OF RAILING)

(Type WB),  See Note 5 See Notes 6 and 7

See Note 9

25’-0"Transition Railing

(Type WB),  See Note 5

See Note 9

See Note 7

See Note 9 See Note 9

4
’
-
0
"

T
y

p

10’-0"

Min

10’-0"

Min

flatter slope

Hinge

point

Hinge

point

10’-0"

Min

3
’
-
0
"

M
in

 

3’- 1�" (Typ)

25’-0" Transition Railing

3

’

-

 

1

�

"

 

(

T

y

p

)

6’-3"

6’-3"

Wall or

flatter slope

3
’
-
0
"

M
in

3
’
-
0
"

T
y

p

3
’
-
0
"

T
y
p

Wall or

3
’
-
0
"

M
in

3
’
-
0
"

M
in

Caltrans approved Flared Terminal System End Treatment

Caltrans approved In-line Terminal System End Treatment

NOTES:

Front face

of end post

Front face

of end post

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts, 6’-0" in length,

used for 6" x 8" x 6’-0" wood posts with 6" x 8" x 1’-2" wood blocks

where applicable and when specified.

equal to multiples of 12’-6" with 6’-3" post spacing) between the transition

     structure is less than 40 feet.

     bridges.

with separate adjacent or parallel bridges.

     structure is less than 40 feet.

12. For additional  details of typical connections to bridge rail, see

13. For additional details of a typical connection to walls or abutments,

10. Type 12A or Type 12B Layouts are typically used:

9. Where placement of dike is required with guard railing installations,1. Line post, blocks and hardware to be used are shown on Standard Plans

3. Except as noted, line posts are 6" x 8" x 6’-0" wood with

4. Direction of adjacent traffic indicated by       .

5. For Transition Railing (Type WB) details for Types 12A and 12B Layouts, see 

6. In-line Terminal System End Treatments are used where site conditions will not

7. The type of terminal system end treatment to be used will be shown on the

8. Dependent on site conditions (embankment height, side slopes, or other fixed

with 6" x 8" x 1’-2" notched wood blocks or plastic blocks may be

objects), it may be advisable to construct additional guard railing (a length
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PARABOLIC FLARE OFFSETS
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Bridge Rail
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See Note 10
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Railing (Type WB),

See Note 5
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See Note 6.
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Projected 12.5^

departure angle

Caltrans approved

Crash Cushion

15:1 or flatter flare (See Note 10)

31’-3" for

Type CAT

Departure Angle

Center of post

Rail Tensioning
Assembly, see Note 7

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

 

 

 

For Transition Railing (Type WB) details, see Standard Plan A77J4.

 

For additional details of a typical connection to bridge rail, see Connection Detail AA on

 

For Rail Tensioning Assembly details, see Standard Plan A77H2.

 

 

The type of Crash Cushion to be used will be shown on the Project Plans.

 

Type 12E Layout is typically used left of approaching traffic at the end of each structure

on multilane freeways or expressways where a median type barrier is not constructed

1.

 

 

2.

 

3.

 

 

 

 

4.

 

5.

 

6.

 

 

7.

 

8.

 

9.
 

10.

 

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

Guard railing post spacing to be 6’-3" center to center, except as otherwise noted.

NOTES:

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 6" x 8" x 1’-2" notched

wood line posts with 6" x 8" x 1’-2" wood blocks where applicable and when specified.

wood blocks or notched recycled plastic blocks may be used for 6" x 8" x 6’-0"

between separated roadbeds.

 

The 15:1 or flatter flare is measured off of the edge of traveled way.

Direction of adjacent traffic indicated by       .

SECTION A-A

TYPICAL DOUBLE METAL

BEAM GUARD RAILING

1
"

Ground line

Top of rail

after hex nut(s) tightened. No washer on

Top of post

and block

 6
’
-
0
"

8"

rail faces for bolted connection to line post.

�" ` Button head bolt with hex nut or

�" ` Rod, threaded both ends, with

6" x 8" x 1’-2"

wood blocks 

2
7

�
"
¨
�
"

wood post

6" x 8" x 6’-0"

hex nuts. �" Max exposed threads

See Note 8
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ETW
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Hinge point
Hinge point
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TYPE 12BB LAYOUT

bridge rail

See Note 8

Center of end post

Hinge point

Hinge point
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Center of end post

TYPE 12AA LAYOUT

See Notes 9 and 10

See Notes 9 and 10

ETW

bridge rail

See Note 8

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILING

TYPICAL LAYOUTS FOR

STRUCTURE DEPARTURE

Line post, blocks and hardware to be used are shown on Standard Plans

A77A1, A77A2, A77B1, A77C1 and A77C2.

 

noted.

 

 

 

For Transition Railing (Type WB) details for Types 12AA and 12BB Layouts, see

Standard Plan A77J4.

 

In-line Terminal System Treatments are used where site conditions will not

accommodate a flared end treatment.

 

The type of terminal system to be used will be shown on the Project Plans.

Dependent on site conditions (embankment height, side slopes, other fixed objects),

it may be advisable to construct additional guard railing (a length equal to multiples

 

 

Type 12AA or Type 12BB Layouts are typically used to the right of traffic departing

a structure on two-way conventional highways where the roadbed width across the

 

(GUARD RAILING INSTALLATION AT STRUCTURE DEPARTURE WITH

A FLARED END TREATMENT AT TRAILING END OF RAILING)

25’-0" Min, See Note 9

(GUARD RAILING INSTALLATION AT STRUCTURE DEPARTURE WITH

AN IN-LINE END TREATMENT AT TRAILING END OF RAILING)

See Note 9

(Type WB), See Note 5

25’-0" Min, See Note 9

See Note 7

See Note 9

Caltrans approved In-line Terminal   System End Treatment

See Notes 6 and 7

See Note 9
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of 12’-6" with 6’-3" post spacing) between the transition railing and end treatments.

25’-0" Transition Railing

25’-0" Transition Railing

6’-3"

6’-3"

3’-1�" (Typ)

3’-1�" (Typ)

Guard rail post spacing to be 6’-3" center to center, except as otherwise

See Note 11

See Note 11
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NOTES:

Front face

of end post

Except as noted, line posts are 6" x 8" x 6’-0" wood with 6" x 8" x 1’-2"

wood blocks. W6 x 9 steel posts, 6’-0" in length, with 6" x 8" x 1-2" notched

wood blocks or notched recycled plastic blocks may be used for 6" x 8" x 6’-0"

wood posts with 6" x 8" x 1’-2" wood blocks where applicable and when specified.

Direction of adjacent traffic indicated by      . For additional details of typical connections to bridge rail, see Connection Detail CC

Front face of end post
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Where placement of dike is required with guard railing installations, see Revised

Standard Plan RSP A77C4 for dike positioning details.
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See Note 10
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See Note 10
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2’-3", See Note 4.
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Line post, blocks and hardware to be used are shown on Standard

Plans A77A1, A77A2, A77B1, A77C1 and A77C2.

 

Guard railing post spacing to be 6’-3" center to center, except as

otherwise noted.

 

Except as noted, line posts are 6" x 8" x 6’-0" wood with

6" x 8" x 1’-2" wood blocks. W6 x 9 steel posts,

6’-0" in length, with 6" x 8" x 1’-2" notched wood blocks or notched

recycled plastic blocks may be used for 6" x 8" x 6’-0" wood line posts with

6" x 8" x 1’-2" wood blocks where applicable and when specified.

 

A 4’-0" minimum clearance is required between the face of the railing and the

face of a fixed object located directly behind standard guard railing sections 

with post spacing of 6’-3". Construct guard railing as shown in the detail

"Strengthened Railing Sections for Fixed Objects" on this plan, where the

clearance between the face of the railing and the face of a fixed object is

less than 4’-0", but not less than 2’-3". Where the clearance is less than 2’-3",

a concrete wall or barrier should be constructed to shield the fixed object(s).

 

Direction of adjacent traffic indicated by       .

 

For End Anchor Assembly (Type SFT) details, see Standard Plan

A77H1.

 

For details of Rail Tensioning Assembly, see Standard Plan A77H2.

 

The type of crash cushion to be used will be shown on the Project Plans.

 

Type 14A layout is typically used on multilane freeways or expressways to

shield fixed objects where a median type barrier is not constructed between

the separated roadbeds.

 

For typical flare offsets for 25’-0" length parabola with maximum offset of 1’-0",

see Revised Standard Plan RSP A77E1.

 

The 15:1 or flatter flare is measured off of the edge of traveled way.

 

W6 x 15 steel post, 8’-0" in length, with 8" x 8" x 1’-2" notched wood block

or notched recycled plastic block may be used in place of the 10" x 10" x 8’-0"

wood post with 8" x 8" x 1’-2" wood block shown in the "Strengthened

Railing Sections Detail".

10:1 or flatter slope

10:1 or flatter slope

NOTE A:
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CASE A

Typical driveway, sidewalk not depressed

CASE B

Driveway with depressed sidewalk

PLAN

ELEVATION

DRIVEWAYS

SECTIONS

TABLE A

CURB

QUANTITIES

TYPE A1 CURBS

See Table A

TYPE A3 CURBS

Superimposed on existing pavement

See Table A

TYPE A2 CURBS

See Table A

TYPE B1 CURBS

See Table A

TYPE B3 CURBS

Superimposed on existing pavement

See Table A

TYPE B2 CURBS

See Table A

TYPE B4 CURBS

See Table A

TYPE D CURBS TYPE E CURB

TYPE H CURB

On Bridges

CURBSNOTES:

CURBS AND DRIVEWAYS

4:1

Michael Janzen

44788

CIVIL

Case A driveway section typically applies.

 

Use Case B driveway section when ramp slopes would

exceed 10% in Case A.

 

Use Case B driveway section when sidewalk cross

slope would exceed 2% in Case A.

 

X=3’-0" except for curb heights over 10" where

4:1 slopes shall be used on curb slope.

6"
6"

R=�"

6
"

R=�"

5"

R=�"
R=�"

8
"

5" 2’-0"

6
"

R=�"

R=�"

6"

#4

Longitudinal

bar
#4 Dowel spaced 4’-0"

Min length 8"

5"
R=�"

#4

Longitudinal

bar #4 Dowel spaced 4’-0"

Min length 8"

5"

8
"

7" 2" 2’-0" R=�"
R=�"

9
" 6
"

2’-9"

R=�"

R=�"

1
’
-
0
"

3"

1’-0"

R=6"

4
" R=1’-0"

2’-0"

6
"

Lip at bottom of

driveway ramp,

�" above

gutter grade.

Lip at bottom of

driveway ramp,

�" above

gutter grade.

6
"

6"

"H1"

1’-2"

1’-4"

1’-0"

1’-2"

6"

8"

1’-0"

1’-2"

10"

1’-0"

4"

6"

10"

1’-0"

"H2"

6"

8"

6"

8"

5"

7"

4"

6"

4"

6"

3"

5"

4"

6"

X is a variable when sidewalk is located where

wheelchairs may traverse the surface. Slopes shall

not exceed 8.33%.

 

Sidewalk and ramp thickness "T" at driveway shall be

4" for residental and 6" for commercial.

 

Difference in slope of the driveway ramp and the

slope of a line between the gutter and a point on

the roadway 5’-0" from gutter line shall not

exceed 15%. Reduce driveway ramp slope, not

gutter slope, where required.

TYPE

A1-6

A1-8

A2-6

A2-8

A3-6

A3-8

B1-4

B1-6

B2-4

B2-6

B3-4

B3-6

B4

D-4

D-6

E

CUBIC YARDS

PER LINEAR FOOT

0.02585

0.03084

0.05903

0.06379

0.01036

0.01435

0.02185

0.02930

0.05515

0.06171

0.00641

0.01074

0.05709

0.04083

0.06804

0.06661

CURB

TYPE

A1-6

A1-8

A2-6

A2-8

A3-6

A3-8

B1-4

B1-6

B2-4

B2-6

B3-4

B3-6

D-4

D-6

"W1"

7�"

8"

2’-7�"

2’-8"

7�"

7�"

7�"

9"

2’-7�"

2’-9"

7"

8�"

1’-6"

2’-2"

"W2"

 1�"

2"

 1�"

2"

 1�"

 1�"

 2�"

4"

 2�"

4"

2"

 3�"

1’-1"

1’-8"

2’-0"

Minimum width of clear passageway for sidewalk

shall be 4’-0". 

 

Retaining curbs and acquisition of construction

easement may be necessary for narrow sidewalks or

curb heights in excess of 6".

 

Across the pedestrian route at curb ramp locations,

the gutter pan slope shall not exceed 1" of

depth for each 2’-0" of width.
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CURB RAMP DETAILS
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Note 7
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Note 7
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CASE B

CASE F
CASE G

CASE C

Retaining curb if
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Retaining

Curb (both
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ramp)

Front
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Sidewalk

Sidewalk

Sidewalk

Sidewalk

See Note 4
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Note 7
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See Notes 10

and 11
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Note 7
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Note 7
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flowline

See Note 9

SECTION A-A

Rounded
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Retaining curb

Top of ramp
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SECTION B-B

Depress entire sidewalk as required

Gutter

flowline

See Note 9
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flowline

Retaining

curb if

necessary

See

Note 9 SECTION C-C
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RETROFIT DETAIL

See

Note 14
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Approximately �"

Where a flared side occurs
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Where a flared

side occurs provide

2’-0" straight curb

Hector
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RAISED TRUNCATED DOME PATTERN (IN-LINE)

DETECTABLE WARNING SURFACE
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As site conditions dictate, Case A through Case G curb ramps may be

used for corner installations similar to those shown in Detail A and

Detail B. The case of curb ramps used in Detail A do not have to be

the same. Case A through Case G curb ramps also may be used at

mid block locations, as site conditions dictate.

 

If distance from curb to back of sidewalk is too short to

accommodate ramp and 4’-0" platform (landing) as shown in Case A,

the sidewalk may be depressed longitudinally as in Case B, or C or

may be widened as in Case D.

 

When ramp is located in center of curb return, crosswalk

configuration must be similar to that shown for Detail B.

 

As site conditions dictate, the retaining curb side and the flared

side of the Case G ramp shall be constructed in reversed position.

 

If located on a curve, the sides of the ramp need not be parallel,

but the minimum width of the ramp shall be 4’-0".

 

Side slope of ramp flares vary uniformly from a maximum of 10% at

curb to conform with longitudinal sidewalk slope adjacent to top of

the ramp, except in Case C and Case F.

 

The curb ramp shall be outlined, as shown, with a 1’-0" wide

border with �" grooves approximately �" on center. See

grooving detail.

 

Transitions from ramps and landing to walks, gutters or streets

shall be flush and free of abrupt changes.

 

Maximum slopes of adjoining gutters, the road surface immediately

adjacent to the curb ramp or accessible route shall not exceed

5 percent within 4’-0" of the top and bottom of the curb ramp.

 

Curb ramps shall have a detectable warning surface that extends

the full width and 3’-0" depth of the ramp. Detectable Warning

Surfaces shall conform to the details on this plan and the

requirements in the Special Provisions.

 

The edge of the detectable warning surface nearest the street

shall be between 6" and 8" from the gutter flowline.

 

Sidewalk and ramp thickness, "T", shall be 3�" minimum.

 

Utility pull boxes, manholes, vaults and all other utility facilities

within the boundaries of the curb ramp will be relocated or

adjusted to grade by the owner prior to, or in conjunction with,

curb ramp construction.

 

For retrofit conditions, removal and replacement of curb apron

will be at the Contractor’s option, unless otherwise shown on

project plans.

10% Max

at curb

10% Max

at curb
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ALTERNATIVE TIE BAR SPLICE DETAIL

(Splice Coupler)

See Joint Details,

Revised Std Plan RSP P20
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LONGITUDINAL CONTRACTION JOINT LONGITUDINAL CONSTRUCTION JOINT

Transverse Joint,

See Notes 1, 2 and 8

Transverse Joint,

See Notes 1, 2 and 8
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8.

Transverse joints shall be constructed at right

angles to the longitudinal pavement joints in new

jointed plain concrete pavement and spaced at

successive repeated intervals of 12’, 15’,

13’ and 14’.

 

For transverse joint and dowel bar details not

shown, See Revised Standard Plan RSP P10.

 

Construct longitudinal contraction joints as

shown in Section A-A when more than one lane or

shoulder widths are placed at one time. If

constructing one lane at a time, use longitudinal

construction joint, as shown in Section B-B.

 

For additional longitudinal joint details, see Revised

Standard Plan RSP P18.

 

If fresh concrete is placed adjacent to existing

concrete, the top corner of the new hardened

concrete does not need to be rounded to the

�" radius as shown.

 

Joint spacing patterns do not apply to intersections.

 

Details can also apply to inside widening.

 

Dowel bars may be omitted from shoulders when the

shoulder cross slope is not the same as the adjacent

traffic lane.

2’-6" ¨�"2’-6" ¨�"

Drill 1" Dia hole into

existing JPCP. Use chemical

adhesive to bond the bar

to existing concrete

pavement
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C49042

9-30-10

CIVIL
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DEPARTMENT OF TRANSPORTATION

DETAILS

CONCRETE PAVEMENT-

DOWEL BAR 

TRANSVERSE JOINT

Longitudinal

Joint

Transverse

Joint

Longitudinal

Joint
6" offset

Dowel bars

Typ, See

Table A
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V
a
r
i
e
s

S
e
e
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A

DOWEL BAR LAYOUT
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-
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6" offset
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� Joint
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with bond

breaker
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T
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i
c
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n
e
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s

D
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Dowel bar

1’-6" ¨�"

 

9"

Typ

HORIZONTAL OFFSET TOLERANCE

PLAN

Horizontal offset tolerance

� Longitudinal alignment of dowel bar

parallel with pavement centerline

� Joint of

Concrete Pavement

LONGITUDINAL TRANSLATION TOLERANCE

Longitudinal Translation

Tolerance

PLAN

� Longitudinal alignment of dowel bar

parallel with pavement centerline.

� Joint of

Concrete Pavement

D
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VERTICAL DEPTH TOLERANCE

ELEVATION

Vertical depth

tolerance

Conc

 D

P
a
v

e
m

e
n

t

T
h

i
c
k

n
e
s
s

� Joint of

Concrete Pavement

Dowel Bar Transverse Spacing Table

Number of Dowels between

Longitudinal Joints

TABLE A

14

12

13

11

Width between

Longitudinal Joints

14’-0"

12’-0"

11’-0"

13’-0"

5

8

4

5’-0"

4’-0"

8’-0"

10’-0" 10

Base

Conc

� Longitudinal Joint

D
/
2

 

Conc

Coated with

bond breaker

JOINT WITH DOWEL BARS

9"

Typ

1’-6" ¨�"

 

 D

P
a
v
e
m

e
n
t

T
h
ic

k
n
e
s
s

PLAN

HORIZONTAL SKEW TOLERANCE

Horizontal skew

Tolerance (end to end)

� Longitudinal alignment of dowel bar

parallel with pavement centerline

� Joint of

Concrete Pavement

NOTES:

1.

 

 

2.

 

 

 

 

 

3.

 

4.

 

To accompany plans dated

REVISED STANDARD PLAN RSP P10
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Coated with

bond breaker
9"

Typ

1’-6" ¨�"

 

SECTION A-A

TRANSVERSE
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Hardened Conc
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Dowel bar

See Note 2
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Fresh Conc

Dowel Bar

� Joint

(Drill and bond locations)

Existing

Conc

9"

Typ R=�" See Note 4
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FOR EXISTING CONCRETE PAVEMENT
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WITH DOWEL BARS
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2

 

� Longitudinal Joint

Coated with

bond breaker

Fresh Conc

 

9"

Typ

1’-6" ¨�"

 

R=�"

See Note 4

 D

P
a
v
e
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e
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T
h
ic

k
n
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s

Dowel bar, match

tie bar spacing

shown on Std Plan P1

Exist Conc or 

New Hardened Conc

D
/
2

 

ELEVATION

Vertical Skew

Tolerance

(End to end)

Conc

 D

P
a
v

e
m

e
n

t

T
h

i
c
k

n
e
s
s

� Joint of

Concrete Pavement

VERTICAL SKEW TOLERANCE

See Revised Standard Plan RSP P1 for

typical dowel bar placement and locations.

 

1�" Dia smooth dowel bars are to be used

with a pavement thickness, D, equal to or

greater than 0.70 feet. For pavement

thickness, D, less than 0.70 feet, use 1�"

Dia smooth dowel bars.

 

For widths not shown, see Project Plans.

 

If fresh concrete pavement is placed

adjacent to existing concrete pavement,

the top corner of the existing concrete

pavement does not need to be rounded

to the �" radius, as shown.

 

CONSTRUCTION JOINT DETAIL

See Joint Details,

Revised Std Plan RSP P20.

TRANSVERSE CONTRACTION JOINT

See Joint Details, 

Revised Std Plan RSP P20.

LONGITUDINAL CONTRACTION

(See Revised Std Plan RSP P18)

TRANSVERSE CONSTRUCTION JOINT LONGITUDINAL CONSTRUCTION JOINT

(See Revised Std Plan RSP P18)

Dowel bar, match tie bar

spacing shown on Revised

Std Plan RSP P1.

� Joint

(See Note 3)

Drill hole into existing

Conc Pvmt, 1�" for

1�" Dia dowel bar, 1�"

for 1�" Dia dowel bar.

Use chemical adhesive

to bond bar to existing

concrete.

Drill hole into existing

Conc Pvmt, 1�" for

1�" Dia dowel bar, 1�"

for 1�" Dia dowel bar.

Use chemical adhesive

to bond bar to existing

concrete.
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CONCRETE PAVEMENT-

DETAILS

DOWEL BAR BASKET

Lower runner wires

 

Upper runner wires

 

Wire

Leg
Wire

Leg

SECTION A-A
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e
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i
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n
e
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s

Dowel Bar

1’-6"

Base

Upper runner wires

 

Lower runner wires

 

Dowel bars

SECTION B-B

See Note 1

� Pavement thickness

Pavement Lane Width

 

Longitudinal Joint

or edge of Conc PavementLongitudinal Joint

or edge of Conc Pavement

Clip

Washer

D

D

Washer

Lower

runner

wire

Clip

PLAN SECTION D-D

FASTENER DETAIL

Lower runner wire

Base 

 NOTES:

CC

Upper runner wires

 

Lower runner wires

 

Dowel

Bars

PLAN

DOWEL BAR BASKET

(LONGITUDINAL JOINT)

A

A

BB

Upper runner wires

 

Lower runner wires

 

Upper runner wires

 

Lower runner wires

 

Dowel

Bars

PLAN
Longitudinal Joint

or edge of Conc Pavement

Longitudinal Joint

or edge of Conc Pavement

DOWEL BAR BASKET

(TRANSVERSE JOINT)

See Note 1

Base

Upper runner wires

 

Lower runner wires

 

Dowel bars

SECTION C-C

� Pavement thickness

Pavement Lane Length

 

Transverse Joint

Transverse Joint

Var

 

W2.5 spacer wires welded

to Upper Runner Wire

W2.5 spacer wires welded

to Upper Runner Wire

Legs

Legs
Upper runner wire

Lower runner wire
"A" SHAPE "U" SHAPE

ASSEMBLY FRAME DETAILS

R= � Dowel Bar Dia + �"

W10 Wire

1�"

Typ
�"

Min

1�"

Typ

1�"

Typ

1�"

Typ

1�"

Typ

Dowel bars spaced @ 2’-4" on center at longitudinal joint

6" 6"

Dowel bars spaced @ 1’-0" on center,     at transverse joint, see Note 4
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REVISED STANDARD PLAN RSP P12

Fasteners spaced at 3’-0",

four each side of assembly

Fasteners spaced

at 3’-0", four each

side of assembly

See Note 1

Arc or resistance weld alternate

ends of dowel bars, see Note 5

Var

See Notes 1 and 4

To accompany plans dated

"U" frame shape assembly shown. "U"

frame shape or "A" frame shape are

acceptable.

 

Wire sizes shown are minimum required.

 

All wire intersections are to be

resistance welded.

 

Use tie bar spacing for longitudinal dowel

bar locations. See Revised Std Plans RSPs

P1, P2, and P3 for tie bar requirements.

 

Weld may be at top or bottom of

dowel bar.

1.

 

 

 

2.

 

3.

 

 

4.

 

 

 

5.

Fastener

Fastener
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NO SCALE
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DETAILS

CONCRETE PAVEMENT-

TIE BAR BASKET

 NOTES:

A

A

BB

Upper runner wires

 

Lower runner wires

 

PLAN

See Note 1

Tie

Bars

Tie bars on centers as specified

 

Fasteners equally

spaced four each

side of assembly

(TIE BARS AT LONGITUDINAL JOINT)

TIE BAR BASKET

Lower runner wires

 

Upper runner wires

 

Wire

Leg
Wire

Leg

 
Upper runner wires

 

Lower runner wires

 

SECTION A-A

SECTION B-B

See Note 1

Clip

Washer

Legs

Legs
Upper runner wire

Lower runner wire
"A" SHAPE "U" SHAPE

ASSEMBLY FRAME DETAILS

C

C

Washer

Lower

runner

wire

Clip

PLAN SECTION C-C

Base

�
 
P

a
v
e
m

e
n
t

T
h
i
c
k
n
e
s
s

FASTENER DETAIL

Lower runner wire

Base

Base

Transverse

Joint
Transverse

Joint

1�" Typ

�" Min

Var

1’-3"

Min

 

Var

1’-3"

Min

 

Tie bars @ 2’-4" on centers

 

1�" Typ
1�" Typ

R= � Tie Bar Dia + �"

W10 Wire

1�"

Typ

1�"
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Paving slab length, as specified
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REVISED STANDARD PLAN RSP P17

1.

 

 

2.

 

3.

 

 

4.

 

  

5. 

Resistance or arc weld both

ends of tie bars, see Note 5

#6 Deformed tie bar

"U" frame shape assembly shown. "U" frame

shape or "A" frame shape are acceptable.

 

Wire sizes shown are minimum required.

 

All wire intersections are to be resistance

welded.

 

Not for use on nondoweled skewed

jointed plain concrete pavement.

 

Weld may be at top or bottom of tie bar.

To accompany plans dated
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LANE SCHEMATICS

AND ISOLATION JOINT DETAIL
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NOTES:

1. Where Lean Concrete Base is not used as base

material, the joint filler material used for the

longitudinal isolation joint shall only extend

to the bottom of the new concrete slab.

See Detail A.
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see Detail A
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see Detail A

J

o

i

n

t

 

F

i

l

l

e

r

M

a

t

e

r

i

a

l

,

s

e

e

 

N

o

t

e

 

1

L

C

B

,

s

e

e

 

N

o

t

e

 

1

REVISED STANDARD PLAN RSP P18

2.  Use �" ¨�" dimension for silicone sealant.

Location of Longitudinal Joints

(For JPCP)

(For JPCP and CRCP)

3.  See Revised Standard Plan RSP P10 for

   longitudinal joint with dowel bars.

Longitudinal Joints with

deformed tie bars, Typ,

see Note 4

Longitudinal Joints with

deformed tie bars, Typ,

see Note 4

Longitudinal Joints with

deformed tie bars, Typ,

see Note 4

4.  See Revised Standard Plan RSP P1.

Longitudinal Joint with

deformed tie bars,

see Note 4

Longitudinal Joint

with deformed tie bars

50’  Max

5.  See Revised Standard Plan RSP P2.

5 LANES WITH TIED CONCRETE SHOULDERS4 LANES WITH TIED CONCRETE SHOULDERS3 LANES WITH TIED CONCRETE SHOULDERS

Longitudinal Joints with

deformed tie bars, Typ,

see Note 5

Longitudinal Joints with

deformed tie bars, Typ,

see Note 5
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Edge of Slab,

see Note 5Edge of Slab,

see Note 5

Edge of Slab,

see Note 5Edge of Slab,

see Note 5

Longitudinal Joint

with dowel bars (see

Note 3) or Smooth

tie bars (see Note 4)

Longitudinal Joint

with dowel bars (see

Note 3) or Smooth

tie bars (see Note 4)

Longitudinal Joint

with dowel bars (see

Note 3) or Smooth
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tie bars (see Note 4)

9-30-10

5-14-09

RSP P18 DATED JUNE 5, 2009 SUPERSEDES RSP P18 DATED MAY 15, 2009, RSP P18 DATED NOVEMBER 17, 2006

AND STANDARD PLAN P18 DATED MAY 1, 2006 - PAGE 127 OF THE STANDARD PLANS BOOK DATED MAY 2006.

June 5, 2009
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To accompany plans dated

REVISED STANDARD PLAN RSP P20
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Joint

Sealant

�" Min, see Table A
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Transverse and Longitudinal Construction Joints

(For CRCP)
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Transverse Contraction Joints Longitudinal Contraction Joints Longitudinal or Transverse Contraction Joint

Tie bars, dowel bars, and reinforcement are not shown in joint seal details,

see Revised Standard Plans RSP P1, RSP P3, RSP P10, RSP P35, RSP P45, or

RSP P46 as applicable.

Conc ConcCRCPCRCP

5-8-09

William

K. Farnbach

C49042

9-30-10

CIVIL

May 15, 2009

RSP P20 DATED MAY 15, 2009 SUPERSEDES STANDARD PLAN P20

DATED MAY 1, 2006 - PAGE 128 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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REVISED STANDARD PLAN RSP P30

4
"

M
in

Approach Slab Thickness

Approach Slab Thickness

To accompany plans dated
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See Note 1

NOTE:
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RSP P20.

� Transverse Construction Joint
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Transverse

Construction

Joint

�

Transverse

Construction

Joint

Dowel bars, see

Revised Std Plan RSP P10

Dowel bars, see

Revised Std Plan RSP P10

Dowel bars, see Revised Std Plan RSP P10

for construction joint detail

Dowel bars, see Revised Std Plan RSP P10

for construction joint for existing

concrete pavement (drill and bond

locations) detail.

5-8-09

William

K. Farnbach

C49042

9-30-10

CIVIL

May 15, 2009

RSP P30 DATED MAY 15, 2009 SUPERSEDES STANDARD PLAN P30

DATED MAY 1, 2006 - PAGE 129 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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PERSPECTIVE PERSPECTIVE

DRAINAGE INLET MARKER
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IMPRINT DETAIL
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April 3, 2009

NSP D71 DATED APRIL 3, 2009 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.

 

26806   Kin      41     11.6/20.0

12-13-10

241



DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F ESS I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E  OF  CAL IFOR N

I
A

REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

CIVIL

To accompany plans dated

2
0
0
6
 N

E
W

 S
T

A
N

D
A

R
D

 P
L

A
N

 N
S

P
 D

7
3
A

NEW STANDARD PLAN NSP D73A

Perimeter reinforcement serves as a rigid frame to position and attach the required 

This dimension will vary with different grates, curbs types, box width and wall thickness.

weldable bars.

structural reinforcement and may be tack welded at outer corners when using ASTM A706 

10.

11.

12.

13.

14.

G4 inlet details are the same as the G2 with the addition of a curb and sloped grate that 

15.

16.

Refer to Standard Plan D73, Table A for concrete quantities.

8.

9.

17.

18.

Non-shrink grout can be used for upper most joint to facilitate final top grade adjustment.

Provide pre-cast inlets with separate top sections for final grade adjustment under

Place "A" Bars at an angle so hooked ends will maintain 2" clear coverage.

Extend sand bedding under all structure backfill.

2" unless inlet is expanded in the Span "A" direction, then clearance is 2" plus the diameter 

of the lower "A" bar.

"A" Bars

Varies

Span

38"-60"

61"-72"

73"-90"

0.525

0.621

0.744

0.811

"A" Bars
Required steel area

per foot (in˜/ft)

TOP REINFORCEMENT CHART

Under 38" with

Type 24 Grate

Under 38" with

Type 18 Grate
0.525

16 Bar

Diameters

See

Note 14
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2-#5 Min

#5 @ 7" C-C

3-#5 Min

#5 @ 6" C-C

#5 @ 5" C-C

#6 @ 6" C-C

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION
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"A" Bars,

see Chart
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#4 Hoop
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#4 Hoop

Type B

#4 Hoop

Type B

For details not shown,

see Standard Plan D77A
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see Note 8
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See Note 10
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35�" to 38" Min

Span "B" Varies

90" Max or 

Outside Dia

of Pipe + 3" Min

Span "B" Varies
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Span "A" Varies
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1�" Min

Typ

EXPANDED TYPE G2 OR G4

STANDARD TYPE G2 OR G4

3" Min Sand 

Bedding, Typ,

see Note 18

Butyl Rubber

Joint Sealant,

Typ

Lower "A" Bar,

see Chart

#4 - Perimeter

Reinforcement,

see Note 11

Upper "A" Bar,

see Chart

Structure

Backfill,

Typ

Keyed Joint,

see Note 10

Wall Reinforcing,

see Note 3

1�" x 3�"

Keys, Typ

#4 - Perimeter

Reinforcement,

see Note 11

Match Curb Type

& Gutter Slope,

see Note 8

Varies,

See Note 123" Min Sand 

Bedding, Typ,

see Note 18

Perimeter

Reinforcement,

see Note 11

Lower "A" Bar,

see Chart

Upper "A" Bar,

see Chart

Lower "A" Bars,

see Chart

Upper

"A" Bars,

see Chart

Lower

"A" Bars,

see Chart

Keyed Joint,

see Note 10

1�" x 3�"

Keys, Typ

Structure

Backfill,

Typ

Perimeter

Reinforcement,

see Note 11

"A" Bars,

See Chart

Varies,

See Note 12

#4 - Perimeter

Reinforcement,

see Note 11

Butyl Rubber

Joint Sealant,

Typ

Wall Reinforcing,

see Note 3

1�" Min

Typ

#4 - Perimeter

Reinforcement,

see Note 11

"A" Bars,

see Chart
Butyl Rubber

Joint Sealant

or Non-shrink 

Grout,

see Note 16

3-16-09

NSP D73A DATED JUNE 5, 2009 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.

9-30-09

C34547

Glenn DeCou

June 5, 2009

Standard Specifcation Section 51-1.02. Provide keyed joints between the top and wall and 

Slope inlet floors 4:1 towards the outlet pipe. Pre-cast inlets may have monolithic sloped

floors, flat floors, or no floors in which case a sloped floor must be cast in the field.

Inlet floors do not require reinforcing.

multiple wall sections. Joint design may vary but must be 1" to 3" in depth.

Pipe(s) can be placed in any wall.

Set inlet so that grate bars are parallel to direction of principal surface flow.

"H" is the difference in elevation between the 

grade line undepressed.

outlet pipe flow line and the normal gutter

For "T" wall thickness: T=6" when "H" is 8’ or less.

T=8" when "H" is over 8’.

Wall reinforcing not required when "H" is 8’ or 

less and the unsupported width or length is 

limits with #4 bars @ 1’-6" ¨ centers placed

height adjustment rings 6" to 24" high must have a minimum of two #4 horizontal bars.

with lowest rung 1’-0" above the floor and highest rung not more than 6" below bottom of

lid.  The distance between steps must not exceed 1’-0" and be uniform throughout the length

See Standard Plan D74C for step details.

Seal pre-cast inlets connection openings between wall and pipe with non-shrink grout or

resilient connectors as specified in the Special Provisions.

Steps - None required where "H" is less than 2’-6". Where "H" is 2’-6" or more, install steps 

2" clear to the inside of inlet unless otherwise shown. Short independent wall sections or 

of the wall. Place steps in the wall without an opening. Steps inserts may be substituted

for the bar steps. Step inserts must comply with State Industrial Safety Requirements.

1.

2.

3. 

5.

6.

7.

4.

NOTES:

Type G4 inlet can use Grate Type 18 or 24. Type G2 inlet uses Grate Type 24. See Revised

Standard Plan RSP D77A and Standard Plan D77B for grate and frame details and weights of

miscellaneous Iron and Steel.

matches the adjacent curb and gutter depression. See Standard Plans D78A & D78B for gutter 

and inlet depresssion details. See Revised Standard Plan RSP A87A & Standard Plan A87B for

Curb and Dike Details.

6’-0" or less. Reinforce wall exceeding these 
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CURB

TYPE

NORMAL

CURB

HEIGHT BATTER

CURB

TABLE B

.

SECTION B-B PLAN

TYPE GO

T T

4:1

H

B

Batter

Scoring line

when used

T
T

B

 

Dike or curb

Grate

Type 24

Anchors

T

4’-9"

T

T T

Scoring line

when used

TYPE GDO

�
LongV

a
r

TRASH RACK

AA

anchors may be substituted for the right angle hooks 

on the anchors shown on this plan.

Walls exceeding these limits shall be reinforced with

Provisions.

7.

3. 

8. Curb section shall match adjacent curb.

1.

5.

6.

9.

10.

2. 

12. 

13. Full penetration butt welds may be substituted for

14.

15. 

with curb

with curb

(Face angle)

(For use with pump installation)

Cast-in-place or precast alternative is optional with

PLAN

 Pipe(s) can be placed in any wall.

 Galvanizing - See Standard Specifications or Special

GO  

GDO 

TYPE H=3’-0"

ADDITIONAL ADDITIONAL

because of pipe openings, different floor

alternatives or different curb type.

CONCRETE QUANTITIES

Var gutter

flowline depression

Face angle (See Anchor Detail B on Std Plan D74C)

DIMENSION DIMENSION

TABLE A

4.

D74C for alternative reinforced bottom.

See Standard Plan D77A and D77B for grate and

Steel.

2"

3"

1.24

1.62

3.39

4.36 0.446

the unsupported width or length is 7’-0" or less.

as required

PCCPCC

1’-2"

for pipe openings, and curb type giving highest

slope toward the outlet pipe as shown. 

round protection bar horizontally across the length of the

16.

DRAINAGE INLETS

Glenn DeCou

C34547

9-30-07

2’-8"

8
"

2
’
-
1

1
�
"

4" R 2
’
-
1

1
�
"

Ñ2�" x 2�"x �"

�" Min ` @ 2"

4
"

6"

8"

6"

6"

1�"

4"

Table based on 8" floor slab, no deduction

 Steps - None required where "H" is less than 2’-6"

lowest rung 1’-0" above the floor and highest rung

not more than 6" below top of inlet. The 

distance between steps shall not exceed 1’-0" and

frame details and weights of miscellaneous iron and

0.322

0.346

"b"
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H

T 4’-9" T

Batter

For curb batter and

SECTION A-A

Face angle

Trash rack to

be used at pump

installations only

on Std Plan D74C)

Var gutter flowline depression

6"

1
’
-
4
"

8
"

"a"

T
o
t
a
l
-
1
6

�

Bar

GRATE FRAME FOR TYPE GDO INLET

3
’
-
5

�
"

3"

3
"

4’-3�"

�" �"

@
 2

"

3�" x �"

Ñ3�" x 3" x �"

1�"

*
 
�
"
 
`
 
H

o
l
e
s
 

only with trash rack

* �" ` Holes required

1:1

1:1

1�" x 3�" Keys

"b""a"

0.245

 "H" is the difference in elevation between the outlet

pipe flow line and the normal gutter grade line undepressed.

For "T" wall thickness, see Table A below.

Wall reinforcing not required when "H" is 8’-0" or less and

#4 @ 18"¨ centers placed 1�" clear to inside of box

unless otherwise shown.

Inlet bottom reinforcing not required. See Standard Plan

Where "H" is 2’-6" or more, install steps with

shall be uniform throughout the length of the wall. 

Place steps in the wall without an opening. Step 

inserts may be substituted for the bar steps. Step

Inserts shall comply with State Industrial Safety

requirements. See Standard Plan D74C for step details.

opening and bend back 4" into the inlet wall on each side.

 Basin floors shall have wood trowel finish and shall

11. 

the fillet welds on all anchors.

 Standard square, hexagon, round or equivalent headed

contractor. See Standard Specifications.

Ñ4" x 3" x �"

Ñ3�" x 3" x �" x 3’-4�"

Ñ4" x 3" x �"

CIVIL

5
�
"

5
�
"

 NOTES:

See Standard Plan D78A for gutter depression details.

(See Anchor Detail B

adjustments are to be made to these quantities

quantity of concrete. No deductions or 

0.1’ Max in shoulder location

Type A Dike

A1-6

A1-8

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 D

7
4
B

 PER FOOT  PER FOOT

(CY) (CY) (CY) (CY)

B1-6

T+7�"

T+7"

T+5"

T+6"

T+6�"

T+6"

T+4"

T+5"

REVISED STANDARD PLAN RSP D74B

H=3’-0" TO 8’-0" (T=6") H=8’-1" TO 20’-0" (T=8")

H=8’-1"

For curb batter and curb height, see Table B

curb height, see Table B

When shown on the project plans, place a �" plain

Cast-in-place inlets to be formed around all pipes/stubs

intersecing the inlet and concrete poured in one continuous

operation. Precast inlets shall have mortared pipe connections

conforming to details for Type GCP inlets on Standard

Plan D75B. See Standard Specifications for mortar composition.

4-16-07

June 15, 2007 

RSP D74B DATED JUNE 15, 2007 SUPERSEDES STANDARD PLAN D74B

DATED MAY 1, 2006 - PAGE 150 OF THE STANDARD PLANS BOOK DATED MAY 2006.

To accompany plans dated

26806 41Kin 11.6/20.0
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=
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Dia pipe + 1’-4"

A

SECTION A-A

Squared end

.

B B

(See Section A-A

for bottom design)

SECTION B-B

4�"

Hole

C

C

.

.

.

.
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.

.

SECTION C-C

.

Peen end of eyebolt

Redwood cover

Weld

Mortar

NOTES:

TYPE OCP or OCPI
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CONCRETE PIPE INLET WITH GRATE

in pipe to receive lug

TYPE GCP

.
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.

.

.

.

D

.

.
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=
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a
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i
a
b
l
e

M
in

1
’
-
0
"

Dia pipe + 1’-4"

D

clinched on the

underside

SECTION D-D

Mortar

TYPE OCP or OCPI
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20d Galv nails

2’-0" Opening

See Note 7

(See Notes 6 and 10)

CONCRETE PIPE INLET WITH REDWOOD COVER

treated chain (See Note 8)

CONCRETE PIPE INLET WITH STEEL COVER

(See Note 6)

cover

  Open i ng

See
 Note 7

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

Cast 1" x 2�" slot

ID-�"

3’-0" Nominal ID

OD+3"

6
"

6
"

H
 
+

 
6

"

See

Detail

"G"

1�" 2" Redwood top

2" x 6" Redwood

OD+3"

6
"

6
"

4
"
 
t
o
 
6
"

P
i
p

e
 
i
n

l
e
t
 
p

a
y

l
i
m

i
t
 
H

 
+

 
6

"

1’-6" of �" heat-

1�"

5
"

Slot �" x 2�"

1�"

1�"

�" Checkered ´

�" Min Dia x 1’-3"

Dia=3’-6"¨

2’-0
"

�" Checkered ´

ID+3"
See Detail "F"

DETAIL "G"
DETAIL "F"

3. Inlet pipes shall not protrude into basin.

5.

6. Designation of Type OCPI pipe inlets on plans indicates trash

racks are to be furnished and installed on all side openings.

See Standard Plan D75C for Trash Rack details.

More than one side opening may be required. Location and7.

number as ordered by the Engineer. Opening may be cast 

in pipe.

8. Chain to be provided when specified.

9. Place pipe so bars of grate will be parallel with main

surface flow.

10.

CONCRETE PIPE INLETS

Type 36R grate (see Notes 5 and 9)

1. For details of steel pipe inlets, see Standard Plan

D75A.

4.

outlet pipe, and a wood trowel finish.

�" ` eyebolts

2. For details of ladder and steps and when ladder or steps

are required, see Standard Plan D75C.

June 6, 2008

CIVIL

See Detail "E"
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S
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e

1�"

Slot �" x 2"

�" Checkered ´

Tack weld 1’-6" x �"

heat-treated chain to

lug and cover (See Note 8)

1�"

�" ` x 11"

8
"

DETAIL "E"

�" Checkered ´

To accompany plans dated
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B

REVISED STANDARD PLAN RSP D75B

5-20-08

DATED MAY 1, 2006 - PAGE 153 OF THE STANDARD PLANS BOOK DATED MAY 2006.

have minimum slope of 4:1 from all directions toward

Except for inlets used for junction boxes, basin floors shall

See Revised Standard Plan RSP D77A and Standard Plan D77B

Iron and Steel.

for Grate and Frame Details and Weights of Miscellaneous

on the plans.

Redwood covers shall only be placed at locations designated

RSP D75B DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN D75B

C37332

6-30-08

Don Tsztoo 

Raymond 
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NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

X

X X

(See table below)

X X

X

Grate bars

XTYPE

INLET TYPE

X

GRATE BAR SPACING TABLE

(See General Notes, No 8)

1
"

1
"

1"

�
"

�
"

�"

�"

GRATE DETAILS

3
’
-
4
"

 

3
’
-
4
"

 

3�" x �"

Bar

3�" x �"

Bar

TYPE 18-9 TYPE 24-9

SECTION A-A

DETAIL C

CAST END BLOCK
NOTES:

END OF BAR

ALTERNATIVE SPACER

BAR SPACER

1�" Clear spacing.

Use within the

roadbed on highways

where bicycles and

pedestrians are

excluded.

2" Clear spacing.

Use in locations off

the roadbed on all

types of highways.

1�" Clear spacing.

Use within the

roadbed on highways

where bicycles and

pedestrians are

excluded.

RECTANGULAR GRATE DETAILS

A A

1’-11�"

or 1’-5�"

3
’
-
4
"

 

3
�
"

 

X

 

3
�
"

�" Fillet

See Detail C

�

Typ

3�" x �"

Bars

1’-11�"

or 1’-5�"

3�" x �"

Bars

1’-11�"

or 1’-5�"

3
’
-
4

"

 

3
�
"

1" Hole

1
�
"

1
�"

Spacing same as for

welded or bolted grate

Both ends held

together by solid

casting

�" or �" Holes

W

 

W

 

3
�
"

 
3

�
"

 
2

"  
2

�
"

 

�" or �"

1�"

1�"

No.

OF

BARS

CLEAR BAR

SPACING

9

9

12

1�"

2"

1�"

1�"

1�"

1�"

COVER TYPE

PLATE

PLATE

PLATE

PLATE

PLATE

PLATE

PLATE

REDWOOD

PLATE

PLATE

174

170

170

170

170

112

112

42

177

177

INLET TYPE GRATE TYPE
No. OF

GRATES

WEIGHT

LB

WEIGHT

LB

2

 

1

 

1

 

1

1

 

1

2

2

2

 

2

 

 

634

 

326

 

326

 

263

326

 

249

498

498

652

 

652

 

22

ALTERNATIVE CAST NODULAR IRON

GRATE OR CAST STEEL GRATE

ALTERNATIVE

WELDED GRATE

ALTERNATIVE CAST

NODULAR IRON OR CAST

STEEL END BLOCK GRATE

Grate type numbers refer to approximate

width of grate in inches and number of

bars, respectively.

 

Contractor has the option of using cast

nodular iron, cast steel, welded, bolted,

or cast end block grate.

 

See Special Provisions for requirements

pertaining to galvanizing or asphalt dipping

of grates and frames.

 

Rounded top of bars optional on all grates.

 

Pipe inlets with a grate shall be placed

so that bars parallel direction of principle

surface flow.

 

Full penetration butt welds may be

substituted for the fillet welds on all

anchors.

 

Standard square, hexagon, round or

equivalent headed anchors may be

substituted for the right angle hooks

on the anchors shown on this plan.

 

Grate and frame weights are based on

welded grates (weights of face angles,

steps, protection bars, etc. are not

included).

1.

 

 

 

2.

 

 

 

3.

 

 

 

4.

 

5.

 

 

 

6.

 

 

 

7.

 

 

 

 

8.

 

 

 

1’-5�"

 

1’-11�"

 

TYPE 24-12

18-9

24-9

24-12

24-12

 

24-12

 

24-12

 

24-9

24-12

 

18-9

18-9

18-9

24-12

 

24-12

 

 

W = 1�" or 2"

OS

OL-7

OL-10

OL-14

OL-21

OCP

OCPI

OCPI

OMP

OMPI

BASIS FOR MISC IRON & STEEL FINAL PAY WEIGHTS FOR DRAINAGE INLETS

GDO

 

GOL-7

 

GOL-10

 

GO,G1,G2,G3,G4 (TYPE 24)

 

 

G4 (TYPE 18),G5,G6

GT1

GT2

GT3

 

GT4

 

TRASH RACK

CIVIL

3
’
-
4
"

 

X

1’-11�"

 

3�" x �"

Bar

To accompany plans dated
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DATED MAY 1, 2006 - PAGE 155 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP D77A

12-14-07

X

Spacer
Cut washers

Spot weld or peen

X See table

BOLTED END BLOCK

BOLTING DETAIL

ALTERNATIVE BOLTED GRATE

1’-11�"

or 1’-5�"

3�" x �"

Bars

3�" x �"

Bars
�" ` bolts for �" holes

or �" ` bolts for �" holes

RECTANGULAR FRAME DETAILS

(For all rectangular grates)

(Thru frame)

(Thru frame and grate)

2"

�"

LONGITUDINAL SECTION

CROSS SECTION

3’-4"

 

3’-5�"

 

6
"  

�"

4"

�

3
�
"

�
"

Ñ4" x 3" x �"

�"

3
"

TYPICAL FRAME

3
’
-
5
�
"

 

Type 24

grate = 2’-0",

Type 18

grate = 1’-6"

�

3�" x �" x 3’-4�" Bar

Type 24 grate =

2’-1"

Type 18 grate =

1’-7"

Ñ4" x 3" x �"

�"

3’-5�"

 

�"

�

3
�
"

�
"

Ñ4" x 3" x �"

3
"

TYPICAL FRAME

3
’
-
5
�
"

 

�
3�" x �" x 3’-4�" Bar

Ñ4" x 3" x �"

ALTERNATIVE ANCHOR FOR RECTANGULAR FRAME

1"

Anchor

1
6

"

6"

�

Anchor

6"

B B

#4 Min 2"      Anchors

C

C

#4 Min anchors

#4 Min 2"      Anchors

SECTION B-B

SECTION C-C

3�" x �" x 3’-4�" Bar

(For details not shown, See Rectangular Frame Details)
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The State of California or its officers or
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sheet.

or completeness of electronic copies of this plan

ANGLE

Spot welds

strength of strap.

substituted for spot welds or rivets.

1.  

hardware shall be galvanized or electroplated

2.   Dimensions and thicknesses shown are minimum.

4.   Fillet welds of equivalent strength may be

is lips up or lips down.

5.   Dimension depends upon whether end condition

SIDE VIEW

Bolts

W

SINGLE BAR AND STRAP DOUBLE BAR AND STRAP

Bolts

W

SIDE VIEW

Spot welds

HUGGER COUPLING BANDS

SIDE VIEW 

ANGLE

in accordance with the Standard Specifications.

�
"

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CORRUGATED METAL PIPE

COUPLING DETAILS No. 4

HUGGER COUPLING BANDS

angle, 2�" long

�" Square hole

 All ferrous metal coupling band connection

2�" X 1�" X �" Hot rolled

3.   Spot welds shall develop minimum required

CIVIL

 NOTES:

3-24-08

To accompany plans dated
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DATED MAY 1, 2006 - PAGE 186 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP D97D

SECTION

10�"

12"

H-12 HUGGER BAND

7�"

SECTION

See Note 5

Joint sealant

when required

SECTION

7�"

SECTION

3"

10�"4"

3"  or 4�"

H-4 HUGGER BAND H-7 HUGGER BAND H-10 HUGGER BAND

June 6, 2008
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The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

the connection angles may be oriented

connecting holes are slotted lengthwise

sufficiently to allow adjustment for the

helix angle.

For helically corrugated coupling bands,

Tension strap may be connected to band

with either spot welds or fillet welds

that develop minimum required strength of

strap.

plated in accordance with the Standard

1.

2.

3.

4.

angle leg for rivets and spot welds.

5.

the thickness of the pipe and in no

6.

are minimum.

7. For pipe arches use same width band as for

8. Fillet welds of equivalent strenght may be

substituted for spot welds or rivets.

9.

strength of strap.

10. Pipe with rerolled ends having at least two

bands shown for pipe of the same diameter

corrugations.

11.

12. Two piece bands are required for pipes

TWO PIECE

INTEGRAL

FLANGE

W OR A

UNIVERSAL

ANNULAR

HELICAL

COUPLING

TYPE

PIPE

CORRUGATION

BAR BAR YIELD

THICKNESS

STRAP

(CSP ONLY)

CSPCSP CAP

PIPE

SIZE

DIMENSIONS

CSP CSP CSP CSPCAP CAP CAP

ANGLE

BOLTS RIVETS

ANGLE TO BAND

SPOT WELDS

3" x 1"

14"

THROUGH 36"

Spot welds shall develop minimum required

bands are required for diameters through

Specifications.

THROUGH 72"

THROUGH 36"

12"

THROUGH 36"

12"

14"

HUGGER

THROUGH 72"

7�"5" x 1"

SEE

NOTE}

Dimensions, thicknesses and strengths shown

CAP Dia

NOTES:

13.

12"

PIPE WALL THICKNESS BAND THICKNESS

STRENGTH

BAR AND STRAP

REROLLED END

REROLLED END

REROLLED END

Corrugated Aluminum Pipe.

2�" x 1�" x �"

2�" x 1�" x �"

2�" x 1�" x �"

2�" x 1�" x �"

2�" x 1�" x �"

2�" x 1�" x �" 2�" x 1�" x �"

2�" x 1�" x �"

2�" x 1�" x �"

12"

12"

7�"

7�"

10�"

10�"

10�"

10�"

14"

14"

14"

12"

12"

12"

12"

12"

12"

16�"

14"

1�’ x �"

case lighter than 0.060" for 

die-formed angle connector may be used in lieu 

for standard joints only on pipes through

end with or without an upturned flange may 

be connected with any of the annular coupling

ANGLE TO BAND

2-�"

2-�"

2-�" 2-�"

2-�"

3-�"

3-�"

3-�" 3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

1-�"

1-�"

1-�"

1-�"

1-�"

2-�"

(No.- Dia)

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CORRUGATED METAL PIPE

COUPLING DETAILS No. 5

STANDARD JOINT

¯
 2˜ " x �"

All ferrous metal coupling band connection

hardware shall be galvanized or electro-

parallel to the pipe axis, provided

Band thickness shall not be less than:

¯
 2˜ " x �"

¯
 2˜ " x �"

¯
 2˜ " x �"

¯
 2˜ " x �"

3" x 1"

3" x 1"

6"-10"

12"-18"

12"-24"

42"-60"

78"-84"

42"-72"

78"-84"

48"-90"

96"-120"

42"-108"

42"-72"

78"-84"

48"-90"

96"-120"

42"-108"

12"-54"

60"-66"

36"-48"

78"-84"

48"-90"

96"-120"

48"-66"

72"-90"

48"-90"

48"-120"

48"-84"

90"-120"

7"

7"

7"

7"

4"

4"

4"

11

BOLTS

Dia

0.052"-0.079"

DOUBLE 0.079"

Use 1�" gage line dimension on attached

 annular corrugations at each
¯

 2˜ " x �"

¯
 2˜ " x �"and wall thickness and having 

96" and three piece bands are required 

for diameters 102" through 120".

greater than 42" diameter.

The 2�" x 2" x 0.109" thick galvanized 

of the 2" x 2" x �" angle connector

72" diameter.

Corrugated Steel Pipe.

3-�"  

5-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

5-�"  

5-�"  

5-�"  

5-�"  

5-�"  

5-�"  

5-�"  

3-�"  

3-�"  

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" �" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

45 ksi

45 ksi

45 ksi

45 ksi

45 ksi

45 ksi

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

3-�"  

4-�"  

4-�"  

2�" x 1�" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �" 2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

0.079"

DOUBLE 0.079"

0.109"

0.109"

0.109"

0.109"

0.109"

0.109"

0.109"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.138"

0.138"

0.138"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.052"

0.060"

0.060"

0.060"

0.060"

0.060"

0.060"

0.060"

0.060"

0.060"

0.064"-0.138"

0.168"

0.168"

0.168"

0.168"

0.164"

0.075"-0.164"

0.052"-0.079"

0.052"-0.079"

0.052"-0.138"

0.052"-0.168"

0.052"-0.168"

0.064"-0.168"

0.064"-0.109"

0.079"-0.109"

0.060"-0.135"

0.052"-0.138"

0.052"-0.168"

0.048"-0.060"

0.060"-0.135"

0.075"-0.164"

0.060"-0.135"

0.060"-0.135"

0.064"-0.109"

0.079"-0.109"

0.052"-0.168"

0.064"-0.109"

0.079"-0.109"

0.064"-0.109"

0.064"-0.079"

0.064"-0.138"

0.064"-0.109"

0.060"-0.135"

0.075"-0.164"

0.060"-0.105"

0.105"

0.105"

0.052"-0.109"

round pipe of equal periphery.

In the case of H-12 huggerbands, two piece

2-�" CIVIL

REROLLED END

¯
 2˜ " x �"

�" �" 32 ksi

COUPLING

TYPE

PIPE

CORRUGATION

BAR BAR YIELD

THICKNESS

STRAPPIPE

SIZE

DIMENSIONS

ANGLE

BOLTS RIVETS

ANGLE TO BAND

SPOT WELDS

Dia

PIPE WALL THICKNESS BAND THICKNESS

STRENGTH

ANGLE TO BAND(No.- Dia)

BOLTS

Dia

BAR AND STRAP

W SSRP ASRP SSRP ASRP SSRP ASRP SSRP ASRP SSRP ASRP SSRP

ANNULAR

24"-36" 12" 0.060"-0.105"0.064"-0.109" 0.052" 0.060" 0.079" 3-�" 3-�" 3-�" 3-�" 5-�" 

3-�" 3-�" 3-�" 3-�" 5-�" 

3-�" 3-�" 3-�" 3-�" 5-�" 

3-�" 3-�" 3-�" 3-�" 5-�" 

42"-60"

66"-72"

78"-114"

12"

12"

12"

0.064"-0.109"

0.064"-0.109"

0.079"-0.109"

0.075"-0.105" 0.052"

0.052"

0.079"

0.105" 0.079"

0.079"

0.109"

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 0.109"

0.079"

32 ksi

32 ksi

45 ksi

32 ksi

45 ksi

0.052"

0.079"

0.064"-0.109"

0.109"

10�"

10�"

24"-72"

78"-84"
HUGGER ¯

 2˜ " x �"

* See Note 14.
14.

and �" x 1" ribs at 11�" pitch in both steel and aluminum

and �" x 1" ribs at 8�" pitch in steel only) shall be

To accompany plans dated
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REVISED STANDARD PLAN RSP D97E

DATED MAY 1, 2006 - PAGE 187 OF THE STANDARD PLANS BOOK DATED MAY 2006.

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

All profiles of Spiral Rib Pipe (�" x �" ribs at 7�" pitch

REROLLED END

*

*

SPIRAL RIB PROFILE

ANNULAR AND HELICAL PROFILE

(SSRP ONLY)

manufactured with rerolled ends. Corrugation profile of

the rerolled ends shall be 2æ" x �" annual corrugations

with a minimum of two full corrugations at each end.

4-2-08

a.   3 standard thicknesses lighter than

b.   2 standard thicknesses lighter than

the thickness of the pipe for 
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REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

the connection angles may be oriented

connecting holes are slotted lengthwise

sufficiently to allow adjustment for the

helix angle.

For helically corrugated coupling bands,

Tension strap may be connected to band

with either spot welds or fillet welds

that develop minimum required strength of

strap.

plated in accordance with the Standard

1.

2.

3.

4.

angle leg for rivets and spot welds.

5.

the thickness of the pipe and in no

6.

are minimum.

7. For pipe arches use same width band as for

8.

substituted for spot welds or rivets.

9.

strength of strap.

10. Pipe with rerolled ends having at least two

bands shown for pipe of the same diameter

corrugations.

12. Two piece bands are required for pipes

Spot welds shall develop minimum required

bands are required for diameters through

Specifications.

parallel to the pipe axis, provided

the thickness of the pipe for 

11.

Fillet welds of equivalent strength may be

Dimensions, thicknesses and strengths shown

be connected with any of the annular coupling

end with or without an upturned flange may

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CORRUGATED METAL PIPE

COUPLING DETAILS No. 6

POSITIVE JOINT

hardware shall be galvanized or electro-

All ferrous metal coupling band connection

round pipe of equal periphery.

Band thickness shall not be less than:

Use 1�" gage line dimension on attached

annular corrugations at each
¯

 2˜ " x �"

¯
 2˜ " x �"and wall thickness and having 

96" and three piece bands are required

for diameters 102" through 120".

greater than 42" diameter.

In the case of H-12 huggerbands, two piece

CIVIL

 NOTES:

To accompany plans dated
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REVISED STANDARD PLAN RSP D97F

DATED MAY 1, 2006 - PAGE 188 OF THE STANDARD PLANS BOOK DATED MAY 2006.

TWO PIECE

INTEGRAL

FLANGE

W OR A

UNIVERSAL

ANNULAR

HELICAL

COUPLING

TYPE

PIPE

CORRUGATION

BAR YIELD

THICKNESS

STRAP

(CSP ONLY)

CSPCSP CAPSIZE

DIMENSIONS

CSP CSP CSP CSPCAP CAP CAP

ANGLE

BOLTS RIVETS

ANGLE TO BAND

SPOT WELDS

�"

CAP

3" x 1"

PIPE WALL THICKNESS BAND THICKNESS

BAR AND STRAP

STRENGTH

1�" x �"

ANGLE TO BAND
PIPE

3-�"

5-�"

4-�"

2-�"

4-�"

5-�"

�"

�"

5-�"

5-�"¯
 2˜ " x �"

¯
 2˜ " x �"

¯
 2˜ " x �"

¯
 2˜ " x �"

3" x 1"

6"-10" 7"

32 ksi

32 ksi �"

0.060"

0.060"

0.060"

0.060"

0.060"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064" 0.075"

0.105"

0.060"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.060"

0.060"

0.060"

0.060"

0.060"

0.060"

0.075"

0.075"

0.075"

0.105"

0.075"

0.075"

0.060"

0.109"

0.064"-0.079"

0.109"

0.064"-0.079"

0.064"-0.109"

0.064"-0.109"

0.064"-0.138"

0.064"-0.079"

0.109"-0.168"

0.109"-0.168"

0.109"-0.168"

0.109"-0.168"

0.064"-0.079"

0.064"-0.138"

0.064"-0.168"

0.064"-0.138"

0.064"-0.079"

0.060"-0.105"

0.060"-0.135"

0.060"-0.164"

0.060"-0.135"

0.135"-0.164"

0.164"

0.060"-0.105"

0.060"-0.105"

0.135"

0.060"-0.135"

0.135"

0.060"-0.135"

0.060"-0.105"

0.135"-0.164"

0.164"

0.060"-0.105"

0.135"

0.060"-0.135"

0.135"

2-�"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

5-�"

5-�"

5-�"

5-�"

5-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

5-�"

5-�"

5-�"

(No. - Dia)

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

3-�"

5-�"

5-�"

5-�"

5-�"

5-�"

7-�"

7-�"

9-�"

9-�"

3-�"

3-�"

3-�"

3-�"

3-�"

5-�"

5-�"

5-�"

5-�"

5-�"

5-�"

5-�"

5-�"

7-�"

7-�"

7-�"

7-�"

5-�"

5-�"

5-�"

5-�"

5-�"

5-�"

12"-24"

THROUGH 36"

42"-60"

THROUGH 36"

THROUGH 36"

42"-60"

42"-60"

66"-72"

66"-84"

42"-54"

48"-60"

48"-60"

66"-120"

42"-60"

42"-60"

66"-96"

96"-108"

42"-54"

42"-60"

42"-60"

66’-84"

66"-72"

48"-60"

48"-60"

66"-120"

42"-60"

42"-60"

66"-96"

96"-108"

12"

12"

12"

12"

12"

12"

12"

12"

12"

12"

24"

24"

24"

24"

14"

14"

14"

14"

14"

14"

14"

14"

25"

25"

25"

25"

25"

25"

16�"

3-�"

THROUGH 48"

THROUGH 54"

THROUGH 60"

3" x 1"

THROUGH 72"

HUGGER

�"

�"

�"

�"

�"

�"

�"

�"

�"

�"

10�"

10�"

10�"

10�"

10�"

10�"

10�"

10�"

10�"

10�"

�"   

�"   

�"   

�"   

�"   

�"   

�"   

�"   

�"   

�"     

0.109"

0.109"

0.109"

0.109"

0.109"

0.109"

0.109"

DOUBLE 0.109"

DOUBLE 0.109"

0.079"

0.079"

0.079"

0.079"

0.079"0.079"

DOUBLE 0.079"

DOUBLE 0.079"

DOUBLE 0.079"

DOUBLE 0.079"

DOUBLE 0.079"

DOUBLE 0.079"

0.064"

0.064"

0.064"

0.064"

0.168"

0.138"

0.138"

¯
 2˜ " x �"

54"- 66"

66"-72"

48"-84"

48"-90"

96"-102"

90"-120"

0.064"-0.079"

0.064"-0.079"

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

32 ksi

45 ksi

45 ksi

REROLLED

END

REROLLED

END

DOUBLE 0.079"

0.079"

BOLTS

Dia

BAR

Dia

REROLLED END

REROLLED END

¯
 2˜ " x �"

�" �" 32 ksi

COUPLING

TYPE

PIPE

CORRUGATION

BAR BAR YIELD

THICKNESS

STRAPPIPE

SIZE

DIMENSIONS

ANGLE

BOLTS RIVETS

ANGLE TO BAND

SPOT WELDS

Dia

PIPE WALL THICKNESS BAND THICKNESS

STRENGTH

ANGLE TO BAND(No.- Dia)

BOLTS

Dia
W SSRP ASRP SSRP ASRP SSRP ASRP SSRP ASRP SSRP ASRP SSRP

ANNULAR

24"-36" 12" 0.060"-0.105"0.064"-0.109" 0.060" 0.079" 3-�" 3-�" 3-�" 3-�" 5-�" 

3-�" 3-�" 3-�" 3-�" 5-�" 

3-�"

42"-60" 12"

12"

0.075"-0.105" 0.079"

0.079"

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

�" 

0.079"

32 ksi

32 ksi

32 ksi

0.109"

10�"

10�"HUGGER

42"-60"

66"-84"

24"-54"

24"-48"

54"-66"

24"

10�"

0.064"-0.079"

0.109"

0.109"

0.064"-0.079"

0.109"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.064"

0.075"

0.079"

0.079"

Double 0.079" �" �" 

32 ksi

32 ksi

32 ksi

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

2" x 2" x �"

5-�" 7-�"

5-�"

*

*
¯

 2˜ " x �"

13.

with a minimum of two full corrugations at each end.

the rerolled ends shall be 2æ" x �" annual corrugations

manufactured with rerolled ends. Corrugation profile of

and �" x 1" ribs at 8�" pitch in steel only) shall be

and �" x 1" ribs at 11�" pitch in both steel and aluminum

All profiles of Spiral Rib Pipe (�" x �" ribs at 7�" pitch

ANNULAR AND HELICAL PROFILE

SPIRAL RIB PROFILE

(SSRP ONLY)

BAR AND STRAP

4-2-08

a.   3 standard thicknesses lighter than

b.   2 standard thicknesses lighter than

Corrugated Steel Pipe.

case lighter than 0.060" for Corrugated

Aluminum Pipe.

* See Note 13.

June 6, 2008

RSP D97F DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN D97F

Raymond 

Don Tsztoo 

C37332

6-30-08
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DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

    

    

PLAN

Fiber Roll

Slope

Fiber Roll

F
u
r
r
o
w

SECTION

Slope

ELEVATIONSECTION

PERSPECTIVE

    

Grading conform

Fiber Roll

Notch

Stake

Rope

Fiber Roll

Stake

Rope

Stake

 

Grading Conform

5’-0"  Above 

Toe of Slope

Fiber Roll

Grading Conform

PERSPECTIVE

(TYPE 1) (TYPE 2)

Stake

 

5’-0"  Above 

Toe of Slope

Stagger Joints
Stagger Joints

Grading Conform

or Toe of Slope
or Toe of Slope

or Top of Slope
or Top of Slope

1.

 

 

2.

 

 

Installations shown in the perspectives 

are for slope inclination of 10:1 and 

steeper.

STAKE NOTCH DETAIL

 Min LICENSED LANDSCAPE ARCHITECT

1
’
-
0
"

1’-6"

2’-0" 2’-0" 6"

�" x �"

Notch

4
"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

NOTES:

Signature

Renewal Date

Date

EROSION CONTROL DETAILS

(FIBER ROLL)

FIBER ROLL FIBER ROLL

FIBER ROLL (TYPE 1) FIBER ROLL (TYPE 2)

Fiber roll spacing varies depending upon

slope inclination.

g

ry
 

 alz
r 

2
7

A. B
e

5
6r

e

o

G

To accompany plans dated

NO SCALE

REVISED NEW STANDARD PLAN RNSP H51
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"

M
in

Fiber Rolls Spaced 

Equally Along Slope 

Fiber Rolls Spaced 

Equally Along Slope 

Fiber Rolls Spaced 

Equally Along Slope 

Fiber Rolls Spaced 

Equally Along Slope 

3-4-09

02-28-11

03-04-09

April 3, 2009

RNSP H51 DATED APRIL 3, 2009 SUPERSEDES NSP H51 DATED DECEMBER 1, 2006

THAT SUPPLEMENTS THE STANDARD PLANS BOOK DATED MAY 2006.

26806 41Kin 11.6/20.0
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No.
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REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

XXX

NOTES:

Direction of Travel

Direction of Travel

Direction of Travel

Direction of Travel

Direction of Travel

Direction of Travel

Temporary railing 

6
’
-
0

"
 M

a
x

400LBS

700LBS

700LBS

ARRAY ‘TU14’

Direction of Travel

Direction of Travel

Temporary railing 
400LBS 700LBS

400LBS

400LBS 700LBS

400LBS 700LBS

400LBS 700LBS

ARRAY ‘TU21’

400LBS 700LBS

ARRAY ‘TU17’

1.

2.

3.

4.

on the traveled way.

the module lid.

2’-0"

2’-0"

2’-0"

2’-0"

5. Refer to Standard Plan A73B for marker details.

(Type K) or fixed object

(Type K) or fixed object

400LBS

400LBS

400LBS

400LBS

400LBS

400LBS

TEMPORARY CRASH CUSHION,

SAND FILLED

(UNIDIRECTIONAL)

200LBS 200LBS

200LBS 200LBS

1400LBS

1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS 1400LBS

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

2100LBS

Place the top of Type R marker panel 1" below

Temporary crash cushion arrays shall not encroach 

Indicates sand filled module location and

weight of sand in pounds for each module.

diameter of the module.

Module spacing is based on the greater

All sand weights are nominal.

PLAN

ELEVATION

CRASH CUSHION PALLET DETAIL

Modules

Pallet

Roadway surface

Dia

Module

Dia

Module

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

1
’
-
0
"

M
a
x

2
’
-
6
"
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i
n

2
’
-
0
"

M
a
x

Temporary railing

(Type K) or

fixed obstacle

2
’
-
6
"

M
in

6
’
-
0
"

M
a
x

2
’
-
6
"

M
in

2
’
-
6
"

M
in

2
’
-
6
"

M
in

F
i
x
e
d

o
b
j
e
c
t

Type R

Marker

Panel

Type R

Marker

Panel

Type R

Marker

Panel

Type R

Marker

Panel

1400LBS

6. Approach speeds indicated conform to NCHRP 350 Report

criteria.

2
’
-
6
"

 M
i
n

2
’
-
6
"

 M
i
n

2
’
-
6
"

 M
i
n

2
’
-
0
"

M
a
x

3"

Max

3"

Max 3
"

M
a
x

3
"

M
a
x

4
�
"

M
a
x

6"

Max

ARRAY ‘TU11’

Randell D. Hiatt

C50200

6-30-09

CIVIL

To accompany plans dated

REVISED STANDARD PLAN RSP T1A
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DATED MAY 1, 2006 - PAGE 211 OF THE STANDARD PLANS BOOK DATED MAY 2006.

See Note 7

7.

Approach speed 45 mph or more

Approach speed less than 45 mph

Approach speed 45 mph or more

Approach speed less than 45 mph

5-15-08

Use of pallets is optional.

RSP T1A DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN T1A

June 6, 2008
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REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

1.

2.

3.

4.

on the traveled way.

5. Refer to Standard Plan A73B for marker details.

spacing is based on the greater diameter of

the module.

CRASH CUSHION PALLET DETAIL

TEMPORARY CRASH CUSHION,

SAND FILLED

(BIDIRECTIONAL)

Indicates sand filled module location and weight 

of sand in pounds for each module. Module

Temporary crash cushion arrays shall not encroach 

Place the Type P marker panel so that the bottom

of the panel rests upon the pallet.

NOTES:

All sand weights are nominal.

Approach speeds indicated conform to NCHRP 350 Report

criteria.

6.

XXX

PLAN

ELEVATION

Modules

Pallet

Roadway surface

Dia

Module

Dia

Module

3"

Max

3"

Max 3
"

M
a
x

3
"

M
a
x

4
�
"

M
a
x

6"

Max

Randell D. Hiatt

C50200

6-30-09

CIVIL

Direction of Travel

400LBS 700LBS

Direction of Travel

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS 1400LBS

1400LBS

2100LBS

2100LBS

2’-0"

6
"

M
a
x

2
’
-
6
"

M
in

Type P

Marker

Panel

ARRAY ‘TB11’

Direction of Travel

Direction of Travel

ARRAY ‘TB14’

400LBS

400LBS

400LBS

700LBS

700LBS

2’-0"

400LBS200LBS 200LBS

1400LBS

1400LBS 1400LBS

1400LBS 2100LBS

2100LBS

6
"

M
a
x

2
’
-
6
"

M
in

Type P

Marker

Panel

Temporary railing (Type K) or temporary end of

concrete barrier or temporary end of thrie beam

barrier or fixed object

Temporary railing (Type K) or temporary end of

concrete barrier or temporary end of thrie beam

barrier or fixed object

To accompany plans dated

REVISED STANDARD PLAN RSP T1B
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DATED MAY 1, 2006 - PAGE 212 OF THE STANDARD PLANS BOOK DATED MAY 2006.

7.

See Note 7

Approach speed less than 45 mph

Approach speed 45 mph or more

Use of pallets is optional.

5-15-08

RSP T1B DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN T1B

June 6, 2008
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NO.
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PLANS APPROVAL DATE
No.
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REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

XXX

NOTES:

Refer to Standard Plan A73B for marker details.8.

9.

1.

2.

3.

4.

5.

6.

7.

The temporary crash cushion arrays shown on this plan shall

side of the temporary crash cushion array.

If the fixed object or approach end of the temporary railing

traveled way.

on this plan for outside shoulders.

For shoulder widths less than 8’-0", appropriate approved

crash cushion protection, other than sand filled modules,

the Engineer.

10.

criteria.

Approach speeds indicated conform to NCHRP 350 Report 

TEMPORARY CRASH CUSHION,

SAND FILLED

(SHOULDER INSTALLATIONS)

Indicates sand filled module location and weight of sand

All sand weights are nominal.

be used only in locations where there will be traffic on one

Temporary crash cushion arrays shall not encroach on the

in pounds for each module. Module spacing is based on

the greater diameter of the module.

is less than 15’-0" from the edge of traveled way, a temporary

Arrays for median shoulders shall conform to details shown

panel rests upon the pallet and faces traffic.

Place the Type P marker panel so that the bottom of the

shall be provided at fixed objects and at approach ends of

temporary railing. The specific type of crash cushion shall

be as shown on the project plans or as specified in the

Special Provisions, or if not shown on the project plans or

specified in the Special Provisions, shall be as approved by 

crash cushion is required in a construction or work zone.

PLAN

ELEVATION

CRASH CUSHION PALLET DETAIL

Modules

Pallet

Roadway surface

Dia

Module

Dia

Module

3"

Max

3"

Max 3
"

M
a
x

3
"

M
a
x

4
�
"

M
a
x

6"

Max

Randell D. Hiatt

C50200

6-30-09

CIVIL

Direction of travel

Edge of traveled way

Edge of shoulder

Type P

Marker

Panel

Temporary railing (Type K)

400LBS 700LBS

2’-0"

or fixed object

See Note 3

See Note 9

1400LBS

1400LBS

1400LBS 1400LBS

1400LBS 1400LBS

1400LBS

2100LBS

2100LBS

8
’
-
0
"
 
t
o
 
1
5
’
-
0
"

2
’
-
6
"

M
in

See Note 4

ARRAY ‘TS11’

Direction of travel

Edge of traveled way

Edge of shoulder

Type P

Marker

Panel

Temporary railing (Type K)

400LBS

700LBS

700LBS

2’-0"

or fixed object

See Note 3

400LBS

400LBS

400LBS

ARRAY ‘TS14’

See Note 9

200LBS 200LBS

1400LBS

1400LBS 1400LBS

1400LBS 2100LBS

2100LBS

8
’
-
0
"
 
t
o
 
1
5
’
-
0
"

2
’
-
6
"

M
in

See Note 4

To accompany plans dated
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REVISED STANDARD PLAN RSP T2

DATED MAY 1, 2006 - PAGE 213 OF THE STANDARD PLANS BOOK DATED MAY 2006.

11.

See Note 11

Approach speed less than 45 mph

Approach speed 45 mph or more

Use of pallets is optional.

5-15-08

RSP T2 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN T2

June 6, 2008
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The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

Greg

W. Edwards

C36386

6-30-08

CIVIL

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CONSTRUCTION PROJECT

FUNDING

IDENTIFICATION SIGNS

(See Note 3)

3
"

3
"

TYPE 1

DETAIL B-2

Highway Blue

DETAIL A-2

1
0

"

Pantone #299 Blue

Pantone #326 Green

1
’
-
1
"

1
�
"

3
�
"

4
"
 E

(
I
t
a
l
i
c
)

6
"
 E

(
I
t
a
l
i
c
)

1
�
"

(See Note 4)

DETAIL C-2

Blue

Orange

White

White

SLOW

FOR THE

ZONE

6
�
"

3
"
D3
"
D

5
�
"

8�"

10�"11�"

8�"

5
�
"

11�"

4�"
6�"

7�" 3"

Orange

2
’-0

"

11�"

7"

2-9�"

3�" 3�"11�"

3�"

2�"

1
�
"

1
�
"

2
�
"

3
�
"

4
�
"

3
�
"

1.

2.

(non-reflective).

3.

4.

5.

See the Special Provisions.

The sign messages shown for type of project

and fund types are examples only. See the

Special Provisions for the applicable type of

project and fund type messages to be used.

NOTES:

Except as otherwise shown, the legend of

sign shall be black on a white background

The border of the signs and details "B-1"

and "B-2" shall be blue (non-reflective).

The diamond in details "C-1" and "C-2" shall

be blue for the background of message,

" SLOW FOR THE CONE ZONE", and white background

for the orange cones. The color and type of

font for the "SLOW FOR THE CONE ZONE" message

shall be: "SLOW" white D; "FOR THE" white D; "CONE"

orange Arial font; "ZONE" white Arial font.

Year of completion of project construction

shown on the overlay is an example only.

DETAIL A-1

1
" 7

�
"

1
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"

Pantone #326 Green

Pantone #299 Blue

2
�
"

(See Note 3)
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�
"

DETAIL B-1

Highway Blue3
"
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(See Note 4)
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DETAIL D-2

DETAIL D-1

TYPE 2
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"
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4
"
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See Detail B-2

See Detail C-2

5�"

Blue (See Note 3)

See Detail A-2
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SANTA CLARA COUNTY TRANSPORTATION FUNDS

STATE HIGHWAY FUNDS

FEDERAL HIGHWAY TRUST FUND

HIGHWAY CONSTRUCTION

SLOW
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1’-4"
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"

See

Note 1

See

Note 1
Sign Overlay

See Note 5
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1’-10"

1
�
"

STATE HIGHWAY FUNDS

SANTA CLARA COUNTY TRANSPORTATION FUNDS

HIGHWAY CONSTRUCTION

FEDERAL HIGHWAY TRUST FUND

2
"

4
"
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2
"
 D

4�"5�" 3"

�
"

�
"

See Detail A-1

See Detail B-1

See Detail C-1

Blue (See Note 3)

See

Note 1

Sign Overlay

See Note 5
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"
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1
0
�
"

1
�
"

Blue Triscallion

Black Lettering

White Background

Blue Triscallion

Black Lettering

White Background

See

Note 1

REVISED STANDARD PLAN RSP T7

2
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E

V
I
S

E
D

 S
T

A
N

D
A
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D
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YEAR OF COMPLETION: 2008T

T

T

YEAR OF COMPLETION: 2008

N
T

O F

11�"

1’-1�"

9-7-06

See

Detail D-1

See

Detail D-2

Use when the Project involves Federal Highway

Trust Fund.

6.

(See Note 6)

(See Note 6)

RSP T7 DATED NOVEMBER 17, 2006 SUPERSEDES STANDARD PLAN T7

DATED MAY 1, 2006 - PAGE 217 OF THE STANDARD PLANS BOOK DATED MAY 2006.

To accompany plans dated

DIST

November 17, 2006
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DIST COUNTY ROUTE
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TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY FIBER ROLL)

    

    

PLAN

Fiber Roll

Slope

Excavated

material

Fiber Roll

F
u
r
r
o
w

SECTION

Slope

ELEVATIONSECTION

PERSPECTIVE

    

Grading conform

Fiber Roll

Notch

Stake

Rope

Fiber Roll

Stake

Rope

Stake

 

Grading Conform

5’-0"  Above 

Toe of Slope

Fiber Roll

Grading Conform

PERSPECTIVE

TEMPORARY FIBER ROLL (TYPE 1) TEMPORARY FIBER ROLL (TYPE 2)

TEMPORARY FIBER ROLL

(TYPE 1)

TEMPORARY FIBER ROLL

(TYPE 2)

Stake

 

5’-0"  Above 

Toe of Slope

Stagger Joints
Stagger Joints

Excavated

Material

Grading Conform

or Toe of Slope
or Toe of Slope

or Top of Slope
or Top of Slope

1.

 

 

Temporary fiber roll spacing varies

depending upon slope inclination.

Slope Inclination
Slope Inclination

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

Fiber Rolls Spaced 

Equally Along Slope 

(See Notes)

2.

 

 

Installations shown in the perspectives 

are for slope inclination of 10:1 and 

steeper.

STAKE NOTCH DETAIL

 Min LICENSED LANDSCAPE ARCHITECT

1
’
-
0
"

1
’
-
0
"

1’-6"

2’-0" 2’-0" 6"

�" x �"

Notch

4
"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

6’-6" Below 

Grading Conform

5’-0" to 10’-0"

NOTES:

Signature

Renewal Date

Date

R
o

b
e

r
t

B . Schott
3

6
9

5

2
0
0
6
 R

E
V

I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 T

5
6

2-23-09

1

Varies

1

Varies

To accompany plans dated

REVISED STANDARD PLAN RSP T56

April 3, 2009

T
T

E
C

H
I

 ARC

C A P ED S
AN

 L

S

E D

E
N

C
L

I

11-30-10

2-25-09

M
in

M
in

RSP T56 DATED APRIL 3, 2009 SUPERSEDES  STANDARD PLAN T56

DATED MAY 1, 2006 - PAGE 232 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

LICENSED LANDSCAPE ARCHITECT

NO SCALE

2
0

0
6

 N
E

W
 S

T
A

N
D

A
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D
 P

L
A

N
 N

S
P

 T
6

1

NEW STANDARD PLAN NSP T61

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

Drainage Inlet
Drainage Inlet

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

Rocks (use for

concentrated flow)

Rocks (use for

concentrated flow)

Posts for Temporary 

Silt Fence (Approximate

Location)

Posts for Temporary 

Silt Fence (Approximate

Location)

Drainage Inlet

Staple

3’-0" Min

10’-0" Max

S
h
e
e
t F

lo
w

Sheet Flow

S
h
e
e
t 
F
lo

w S
h
e
e
t F

lo
w

Sheet Flow

S
h
e
e
t 
F
lo

w

6" x 6" Trench 

2
’
-
0
"
 M

a
x

1
’
-
0

"
 M

in

10’-0" Max

3’-0" Min

Drainage Inlet

Staple

Sediment Trap

S
h
e
e
t 
F
lo

w

Edge of Sediment Trap

Sheet Flow

S
h
e
e
t F

lo
w

S
h
e
e
t 
F
lo

w

Sheet Flow

S
h
e
e
t F

lo
w

 

2"

8
"

SECTION B-B

NOTES:

SECTION A-A

PLAN
PLAN

(EXCAVATED SEDIMENT TRAP)

INLET PROTECTION (TYPE 2)

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 1)

TEMPORARY DRAINAGE

STAPLE DETAIL

A A B B

1
:1

 T
y
p
 

L
I

C
E

N
S

E D
L A N DSAP E AR CH

I
T

E
C

T

Signature

Renewal Date

Date

R
o

b
e

r
t

B . Schott
3

6
9

5

�

�

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

1.

 

2.

 

To accompany plans dated

7-11-08

Erosion Control Blanket

or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Linear Sediment Barrier

(Temporary Silt Fence Shown)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

Erosion Control Blanket

or Geosynthetic Fabric

(Secure with staples)

See Standard Plan T51 for Temporary Silt Fence.

 

Dimensions may vary to fit field conditions.

16 gauge

Steel wire

Linear Sediment Barrier

(Temporary Silt Fence Shown)

August 15, 2008

11-04-08

08-11-08

NSP T61 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

LICENSED LANDSCAPE ARCHITECT

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

2
0
0
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N

E
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S

T
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N
D

A
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D
 
P
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A

N
 
N

S
P

 
T

6
2

NEW STANDARD PLAN NSP T62

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3A)

PLAN

TEMPORARY DRAINAGE

INLET PROTECTION (TYPE 3B)

Drainage Inlet

C
o
n
c
e
n
t
r
a
t
e
d

 
 
 
 
F

l
o

w

SECTION A-A

Flow

Drainage Inlet

Concrete apron 

(If present, See Note 4)

1.

 

 

2.

 

3.

 

 

 

4.

 

 

 

5.

STAPLE DETAIL

PERSPECTIVE

CL

PLAN

PLAN

CONFIGURATION FOR SAG POINT INLET

Drainage Inlet at 

sag or low point

Spillway with single layer

of gravel-filled bags

4
’-0

"
 M

in

TEMPORARY WATER POLLUTION

CONTROL DETAILS

(TEMPORARY DRAINAGE

INLET PROTECTION)

L
I

C
E

N
S

E D
L A N DSAP E AR CH

I
T

E
C

T

Signature

Renewal Date

Date

R
o

b
e

r
t

B . Schott
3

6
9

5

AA

4’-0" Min from Edge

of Traveled Way

Staple

2’-0" Min

4’-0" Max

S
h
e
e
t F

lo
w

FLOW

ROADWAY

Edge of Traveled Way

Spillways

FLOWFLOW

Curb or Dike

6" x 6" Trench

S
h
e
e
t 
F
lo

w

Sheet Flow

S
h
e
e
t F

lo
w

S
h
e
e
t 
F
lo

w

Sheet Flow

Spillway

Interval  (See Table)

Spillway

FLOW

6’-0" Min

ROADWAY

Drainage Inlet

Curb or Dike

Shoulder Backing

Sidewalk or

SLOPE OF ROADWAY  (PERCENT) 8 to 10

For slope of less than 1%, install  barriers only if erosion/sediment is prevalent

100’ 75’ 50’ 25’ 12’

10+

8
"

2"

1 to 3.9 4 to 5.9 6 to 7.9

NOTES:

Install gravel-filled bags flush

against curb or dike face.  

�

4’-0"

Typ

�

To accompany plans dated

7-11-08

(GRAVEL BAG BERM)

Linear Sediment

Barrier (Gravel Bag

Berm Shown)

End of Gravel  Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Gravel Bag Berm

Construct Gravel Bag Berm

by tightly abutting gravel-filled

bags to eliminate gaps and voids

Place additional bags on top of 

curb and upstream of Gravel Bag 

Berm to prevent over topping.

(GRAVEL BAG BERM)

INTERVAL BETWEEN BERM

GRAVEL BAG BERM (TYPE 3A) SPACING TABLE

Linear Sediment Barrier

(Gravel Bag Berm Shown)

Trench and embed erosion

control blanket or geosynthetic 

fabric in trench adjacent to 

drainage inlet

Erosion Control Blanket 

or Geosynthetic Fabric

Place safety cones adjacent to drainage

inlet protection.

 

Dimensions may vary to fit field conditions.

 

Install a minimum of 3 gravel  bag berms

upstream of each drainage inlet to be 

protected.

 

Position erosion control blanket or 

geosynthetic fabric at edge of concrete 

apron and secure in trench.

 

Erosion control blanket or geosynthetic fabric 

is not required if the area adjacent to 

the drainage inlet is vegetated or paved.

Secure Erosion Control 

Blanket or Geosynthetic

Fabric with Staples 

(See Note 5)

Edge of Erosion Control

Blanket or Geosynthetic Fabric

16 gauge

Steel wire

Gravel Bag Berms placed 

to intercept runoff from 

converging directions

Stack gravel-filled bags 1-layer high 

for spillway and 2-layers high for 

remaining berm
Extend as necessary to force 

ponded runoff over spillway 

instead of out flanking around 

end of berm.

August 15, 2008

11-04-08

08-11-08

NSP T62 DATED AUGUST 15, 2008 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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PLANS APPROVAL DATE

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

LICENSED LANDSCAPE ARCHITECT

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

Temporary silt fence and temporary

straw bale barrier shown for reference

purposes only.

1.

 

 

CL
CL

CL

High visibility

fabric

PLACEMENT DETAIL

FOR TEMPORARY SILT FENCE

AND TEMPORARY STRAW BALE BARRIER

USED WITH TEMPORARY FENCE (TYPE ESA)

2’-0"

Max

2’-0"

Max

KEEP OUT

Protected Area

8
 
�
"
 
M

i
n

 

TEMPORARY WATER POLLUTION

CONTROL DETAILS

[TEMPORARY FENCE (TYPE ESA)]

SECTIONSECTION

SIGN DETAIL

SECTION

11" Min

14" Max

Post

ESA

4
’
-
0
"

1
’
-
3
"

Flow

Flow

(See Note 1 )(See Note 1 )

TEMPORARY FENCE (TYPE ESA)

NOTE:

1
1
"
 M

a
x
 

White
Black letters

Signature

Renewal Date

Date
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r
t

B . Schot
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6
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2’-0"

Max
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M
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To accompany plans dated

Construction

Activities

ESAConstruction

Activities

ESAConstruction

Activities

M
in

Temporary linear sediment barrier

(temporary silt fence shown)

Temporary linear

sediment barrier

(temporary silt

fence shown)

Temporary linear sediment barrier

(temporary straw bale barrier shown)

PLACEMENT DETAIL

FOR TEMPORARY LINEAR SEDIMENT BARRIER

USED WITH TEMPORARY

FENCE (TYPE ESA)

1-7-09

Temporary Fence

(Type ESA)

Temporary Fence

(Type ESA)
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NEW STANDARD PLAN NSP T65

April 3, 2009
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11-30-10

2-25-09

NSP T65 DATED APRIL 3, 2009 SUPPLEMENTS

THE STANDARD PLANS BOOK DATED MAY 2006.
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The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

S

F

Luminaire on wood pole

Electrolier (see project notes or project plans)

1.

 

 

 

 

 

 

 

2.

 

 

 

3.

 

M

 

 

 

 

 

 

STANDARD

TYPES

 

15, 15D

 

 

15

STRUCTURE

 

21, 21D

STRUCTURE

 

30

 

 

31

 

 

32

 

 

35

 

 

36-20A

Pendant, 70 W HPS

unless otherwise specified.

 

Flush, 70 W HPS

unless otherwise specified.

 

Wall surface, 70 W HPS

unless otherwise specified.

 

Existing soffit or wall luminaire

to remain unmodified.

 

Existing soffit or wall luminaire

to be modified as specified.

 

 

 

Arrow indicates "street side"

of luminaire.

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(SYMBOLS AND ABBREVIATIONS)

NO SCALE

E14512

ELECTRICAL

ELECTROLIERS

NOTES:

ABBREVIATIONS AND EQUIPMENT DESIGNATIONS

PROPOSED EXISTING

SOFFIT AND WALL

MOUNTED LUMINAIRES

High mast light pole

Double Arm lighting standard

Existing electrolier

REGISTERED ELECTRICAL ENGINEER

Jeffery G. McRae

Electrolier foundation (Future installation)

Luminaires shall be 310 W HPS when

installed on Type 21, 21D, 30, 31, 32, 35

and 36-20A Standards, unless otherwise

specified. Luminaires shall be 200 W

HPS when installed on other type

standards or poles, unless otherwise

specified.

 

Luminaires shall be the cutoff type, 

ANSI Type ˛˛˛  medium cutoff lighting

distribution, unless otherwise specified.

 

Variations noted adjacent to symbol on

project plans.

STANDARD NOTES:
NOTE:

6-30-08

Abandon. If applied to conduit, remove conductors.

 

Install pull box in existing conduit run.

 

Pedestrian barricade, type as indicated on plan.

 

Install conduit into existing pull box.

 

Connect new and existing conduit. Remove existing conductors

and install conductors as indicated.

 

Conduit to remain for future use. Remove conductors. Install

pull wire or rope.

 

Detector handhole.

 

Foundation to be abandoned.

 

Install sign on signal mast arm.

 

No slip base on standard.

 

Photoelectric control.

 

Photoelectric unit.

 

Equipment or material to be removed and become the property

of the Contractor.

 

Remove electrolier, fuses and ballast. Tape ends of conductors.

 

Relocate equipment.

 

Remove and reuse equipment.

 

Remove and salvage equipment.

 

Splice new to existing conductors.

 

Service disconnect.

 

Standard to remain for future use. Remove luminaire, pole

conductors, fuses and ballast.

 

Telephone service point.

AB

 

BC

 

BP

 

CB

 

CC

 

 

CF

 

 

DH

 

FA

 

IS

 

NS

 

PEC

 

PEU

 

RC

 

 

RE

 

RL

 

RR

 

RS

 

SC

 

SD

 

SF

 

 

TSP

bbs

bc

C

cctv

ckt

cms

dlc

ems

evc

evd

fb

fbca

fbs 

fo

G

GFCI

har

hex

hps

iisns

isl

led

lma

lps

ltg

lum

mat

 

mas

 

mas-4A

mas-4B

mas-4C

mas-5A

mas-5B

mc

m/m

mt

mtg

mv

N

NC

NO

pb

pec

 

ped

peu

ppb

 

rm

sb

sic

sig

sma

sns

sp

tdc

tms

tos

veh

xfmr

comm

rwis

BBS

BC

C

CCTV

CKT

CMS

DLC

EMS

EVC

EVD

FB

FBCA

FBS

FO

G

GFCI

HAR

HEX

HPS

IISNS

ISL

LED

LMA

LPS

LTG

LUM

MAT

 

MAS

 

MAS-4A

MAS-4B

MAS-4C

MAS-5A

MAS-5B

MC

M/M

MT

MTG

 

N

NC

NO

PB

PEC

 

PED

PEU

PPB

RL

RM

SB

SIC

SIG

SMA

SNS

SP

TDC

TMS

TOS

VEH

XFMR

COMM

RWIS

Battery backup system

Bolt circle

Conduit

Closed circuit television

Circuit

Changeable message sign

Loop detector lead-in cable

Extinguishable message sign

Emergency vehicle cable

Emergency vehicle detector

Flashing beacon

Flashing beacon control assembly

Flashing beacon with slip base

Fiber optic

Ground (Equipment Grounding Conductor)

Ground fault circuit interrupt

Highway advisory radio

Hexagonal

High pressure sodium

Internally illuminated street name sign

Induction sign lighting

Light emitting diode

Luminaire mast arm

Low pressure sodium

Lighting

Luminaire

Mast arm mounting vehicle signal faces,

 top attachment

Mast arm mounting vehicle signal faces,

 side attachment

Mast arm mounting vehicle signal faces,

 side attachment - 4 signal section

 

Mast arm mounting vehicle signal faces,

 side attachment - 5 signal section

Mercury contactor

Multiple to multiple transformer

Conduit with pull wire or rope only

Mounting

Mercury vapor lighting fixture

Neutral (Grounded Conductor)

Normally closed

Normally open

Pull box

Photoelectric control (Type ˛, ˛˛, ˛˛˛, ˛ˇ or

 ˇ as shown)

Pedestrian

Photoelectric unit

Pedestrian push button

Relocated equipment

Ramp metering

Slip base

Signal interconnect cable

Signal

Signal mast arm

Street name sign

Service point

Telephone demarcation cabinet

Traffic monitoring station

Traffic Operations System

Vehicle

Transformer

Communication

Roadway weather information system

 

DATED MAY 1, 2006 - PAGE 400 OF THE STANDARD PLANS BOOK DATED MAY 2006.

7-10-07
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REVISED STANDARD PLAN RSP ES-1A

To accompany plans dated

RSP ES-1A DATED OCTOBER 5, 2007 SUPERSEDES STANDARD PLAN ES-1A

October 5, 2007
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The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

indicated or noted

Communication conduit

Telephone conduit

Fire alarm conduit

Conduit termination

Overhead lines

utility owned

door indicates front of enclosure

Telephone demarcation cabinet

Type of installation

Pole height above grade

on structure

C

T

F f

t

c

R r

UU

Service equipment enclosure type

Service equipment enclosure

PV

R Y

ohOH

Pole guy with anchor

Overhead sign - Single post

Overhead sign - Two post

Overhead sign - Mounted

T t

Overhead sign with electrolier

Lighting Conduit, unless otherwise

Traffic signal conduit

Wood pole "U" indicates

FO fo Fiber optic conduit

PV

C

E14512

ELECTRICAL

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(SYMBOLS AND ABBREVIATIONS)

NO SCALE

CONDUIT

EXISTINGPROPOSED

PROPOSED EXISTING

SERVICE EQUIPMENT

POLE-MOUNTED SERVICE DESIGNATION

ILLUMINATED OVERHEAD SIGN

EXISTINGPROPOSED

PROPOSED EXISTING

SIGNAL EQUIPMENT

NOTES:

REGISTERED ELECTRICAL ENGINEER

TYPE H SERVICE - 28’-10"

SIGNAL EQUIPMENT Cont

PROPOSED EXISTING

Jeffery G. McRae

All signal sections shall be 12" unless

shown otherwise.

 

Signal heads shall be provided with

backplates unless shown otherwise.

 

Signal indication shall be LED.

1.

 

 

2.

 

 

3.

Conduit riser in/on structure or

service pole

Utility transformer - ground mounted 

˛˛˛

6-30-08

RSP

ES-9A

DATED MAY 1, 2006 - PAGE 401 OF THE STANDARD PLANS BOOK DATED MAY 2006.

To accompany plans dated

7-10-07
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Guard post

 

 

 

Type 1 Standard with "Meter On" sign

 

 

 

Emergency Vehicle detector

REVISED STANDARD PLAN RSP ES-1B

Pedestrian signal face

 

 

 

Pedestrian push button post

 

 

 

Pedestrian barricade

 

 

 

Vehicle signal face (with backplate, 3-Section:

red, yellow and green)

 

 

 

Vehicle signal face with angle visors

 

 

 

Modifications of basic symbols:

  "L" Indicates all non-arrow sections louvered

  "LG" Indicates louvered green section only

  "PV" Indicates 12" programmed visibility

  sections

  "8" indicates all 8" sections (only

  when specified)

 

 

 

Type 15TS and Vehicle signal face

 

 

 

Vehicle signal face with red, yellow and green

left arrow sections

 

 

 

Vehicle signal face with red and yellow

sections and up green arrow

 

 

 

Vehicle signal face (5 Section) with red, yellow and

green sections and yellow and green right arrows

 

 

 

Type 1 Standard and attached vehicle signal faces

 

 

 

Standard with signal mast arm only and

attached vehicle signal faces and internally

illuminated street name sign 

 

 

 

Type 33 Standard, Left-turn vehicle signal face

and sign 

 

 

 

Standard with luminaire and signal mast arms

and attached vehicle signal faces

 

 

 

Cantilever flashing beacon Type 9 Frame, with a

sign unless otherwise specified or indicated

 

 

 

Type 15-FBS Standard with two vehicle signal face

sections with lens, backplate and visor with a sign

 

 

 

Flashing beacon. One vehicle signal face section

with lens, backplate and visor. "R" indicates red

indication, "Y" indicates yellow indication 

 

 

 

Controller assembly. Door indicates front of

cabinet

 

 

 

October 5, 2007
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sheet.

or completeness of electronic copies of this plan

CMS cms
Changeable message sign

U = Upper

L = Lower

Slot number in input file

Input file (I or J)

Phase

5 J 9 U

dhDH

Vehicle detector designation

Sign number - Place on post or structure

Do NOT place

on standard or

structure

Transformer rating (kVA)

 

 

Number and type of fixtures

Number and size of conductors and cables

 

 

detectors and phase diagrams

 
Project note numbers

 

 

Equipment description, installation or item numbers

  

Conduit run numbers

1

 

 

A

  

1

2

 

 

B

  

2

3

 

 

C

  

3

 
Case 3 arm loading

 Standard type

Standard Plan sheet number

 

Sign No. 12345

10 ISL SCl 1.0

`1, `2, `2P, etc. Traffic phase identification for signal faces,

Detail number or letter

3 9A(21)

descriptions

Standard

future installation of Type 21  

(21) = Anchor bolts and conduit for

3  = No. 3� pull box

8  = No. 8 (Pendant soffit pull box)

9A = No. 9A pull box

Pull box-No. 5 unless otherwise

Pull box-Additional designations or 

(C)  = Communications pull box

(E)  = Pull box with extension

Lighting control type

EMS ems
Extinguishable message sign

Closed circuit television camera

Highway advisory radio pole and antenna

indicated or noted.

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(SYMBOLS AND ABBREVIATIONS)

NO SCALE

E14512

ELECTRICAL

12345 - 15’-0"

1�"C,  2#10, 15#14, 2 DLC

Size of conduit in inches

EQUIPMENT IDENTIFICATION

ILLUMINATED SIGN IDENTIFICATION NUMBER:

ELECTROLIER OR EQUIPMENT IDENTIFICATION NUMBER:

CONDUIT AND CONDUCTOR IDENTIFICATION:

SIGNAL AND LIGHTING STANDARD (TYPICAL DESIGNATION):

MISCELLANEOUS EQUIPMENT

EXISTINGPROPOSED

PULL BOXES

EXISTINGPROPOSED

VEHICLE DETECTORS

EXISTINGPROPOSED

5  = No. 5 pull box

6  = No. 6 pull box

7  = No. 7 (Ceiling pull box)

9  = No. 9 pull box

(S)  = Sprinkler control pull box

(T)  = Traffic pull box

REGISTERED ELECTRICAL ENGINEER

19A - 3 - 100

Wind velocity = 100 mph

Jeffery G. McRae

Mast arm length, if shown.

Do not place on standard or structure.

 

Equipment number - Place on standard or

structure. Existing equipment numbers are

shown in parenthesis

WIRING DIAGRAM LEGEND

R

Detection device

M m

V v

6-30-08

REVISED STANDARD PLAN RSP ES-1C

To accompany plans dated

7-10-07
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CB

A

V

M

UM

NB

GB

G

N

Pole

Circuit breaker

Ampere

Volt

Metered

Unmetered

Neutral bus

Ground bus

Equipment grounding conductor

Grounded conductor (Neutral)

M = Microwave sensor

V = Video image sensor

Type A detector loop.

Outline of sawcut shown.

 

 

 

Type B detector loop.

Outline of sawcut shown.

 

 

 

Type C detector loop.

Outline of sawcut shown.

 

 

 

Type D detector loop.

Outline of sawcut shown.

 

 

 

Type E detector loop.

Outline of sawcut shown.

 

 

 

Type Q detector loop.

Outline of sawcut shown.

 

 

 

Magnetic detector

 

 

 

Detector handhole

 

 

 

 

Microwave or video detection zone

RSP ES-1C DATED OCTOBER 5, 2007 SUPERCEDES STANDARD PLAN ES-1C

DATED MAY 1, 2006 - PAGE 402 OF THE STANDARD PLANS BOOK DATED MAY 2006.

October 5, 2007

External conductor

Conductor or bus

Tie point

Contactor coil

Contactor, Contact NO

Terminal blocks

Contactor, Contact NC

Enclosure bond

 

Grounding electrode

 

Circuit breaker

 

Receptacle

26806 41Kin 11.6/20.0
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The State of California or its officers or
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sheet.

or completeness of electronic copies of this plan

Fuse

Fan

Fuse

GFCI
15 A

To telephone service

A

A B

B

~

NON-GFCI

Raintight

screened

ventilator

housing

120 V

service

box

Circuit

breaker

Line conduit

extended to

service box

10�"

 

11�"

 

Continuous stainless

steel piano hinge

Filtered ventilation

louvers

Conduit to 120 V

service

2"C to

controller cabinet

Cast in place

foundation

Finished

grade

Padlockable

draw latch

8
�
"

 

7
�
"

 

1
0

�
"

 

To 120 V

Service

(Exterior door removed for clarity)

1.

 

 

2.

 

 

 

3.

 

 

 

4.

 

5.

G

Grounding lug
Thermostatically controlled switch,

normally open

Thermostat

Control

GFCI and NON-GFCI

Receptacle

outlets

Grounding electrode

Ground clamp

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(TELEPHONE DEMARCATION

CABINET, TYPE B)

FRONT VIEW

SIDE VIEW FRONT VIEW

BASE PLAN

NOTES:

WIRING DIAGRAM

3"

 

2
"

 

6" x 1’-4" x 4"

(W x H x D)

1’-8"

 

1’-8"

 

2
’
-
0
"

 

3
’
-
7
"

 

2’-0"

 

1’-3"

 

HS galvanized

anchor rods (4)

�" x 1’-6" x 4"

1�" x �" slots, Typ

1
�
"

 

2"

 

1’-8"

 
1’-6"

 

1’-4"
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Jeffery G. McRae

E14512

ELECTRICAL

REGISTERED ELECTRICAL ENGINEER

R

R
Panel

14 Gauge

mounting

SECTION B-B

2
�
"

 

2"

 

3
’
-
7
"

 

Grounding lug

Raintight

screened

ventilator

housing

6�"

 

SECTION A-A

�
"

 
1

�
"

 

Studs welded

to enclosure,

Total 10

�" ACX

plywood

fixed panel

6-30-08

To accompany plans dated

REVISED STANDARD PLAN RSP ES-3E
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Telephone demarcation cabinet shall be furnished with a mounting panel, outlets,

circuit breaker and deadfront plates in place. Dimensions are nominal.

 

An approved mastic or caulking compound shall be placed on the foundation prior

to placing the cabinet to seal openings between the bottom of the cabinet and

the foundation.

 

In unpaved areas, a raised PCC pad shall be placed in front of the telephone

demarcation cabinet. Pad shall be 2’-0" x 1’-10" x 4" thick, with 2" above the

finished grade.

 

All conduits shall be bonded to the enclosure.

 

Telephone demarcation cabinet:

 

 a) Material shall be anodized aluminum (�" thick).

 

 b) Fabrication shall conform to the requirements of the Standard Specifications.

 

 c) The exterior door shall be side hung and secured with a padlockable draw

    latch, the padlock hole shall be a minimum diameter of �" to receive a

    padlock.

 

 d) Ventilation louvers shall be located on the door.

 

 e) Fan shall be mounted in a ventilator housing.

 

 f) Fan shall be thermostatically controlled and adjustable to turn on between

   80^F and 130^F.

 

 g) Fan circuit shall be fused at 175 percent of the fan motor capacity.

 

 h) Fan capacity shall be at least 25 cubic feet per minute.

 

 i) Fasten fixed mounting panels with nuts, lock and flat washers to �" ` x 1"

   studs welded to enclosure.

8-17-07

RSP ES-3E DATED OCTOBER 5, 2007 SUPERCEDES STANDARD PLAN ES-3E
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attach backplate with

six 10-24 or 10-32

self-tapping and locking

stainless steel machine

screws and flat washers

E
C

R

BCR

C
u
r
b
 r
a
d
iu

s

Begin curb

return

Curb/Berm flow line

or edge of shoulder

E
n

d
 
c
u

r
b

r
e
t
u

r
n

D
i
r
e
c
t
i
o

n

o
f
 
T

r
a
f
f
i
cAA

�"

1"

1
"

1"

TUNNEL FULL CIRCLE CAP OR CUT AWAY LEFT ANGLE

(Right angle is

reversed of figure)VISORS

SECTION A-A

FRONT VIEW

DIRECTIONAL LOUVER

by the Engineer and secured in place with one plated

brass machine screw and nut.

BACKPLATE

3001-14 aluminum,  or plastic

when specified

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(SIGNAL HEADS AND

MOUNTINGS)

8" ¨�" for 8" sections

Drill signal face and

�" minimum thickness

8"

1�"2�"2�"2�"

1
�
"

1
�
"

1
�
"

Directional louvers shall be oriented as directed

1
0
’
-
0
"

1�"

1�"

1�"

2�" 2�"2�"

R=2" ¨�"

"FAR"

"NEAR"

"
A

"

"A"

"B"

"B"
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Jeffery G. McRae

E14512

ELECTRICAL

�"

REGISTERED ELECTRICAL ENGINEER

5�" ¨�" for 12" sections

8" AND 12" SECTIONS

BICYCLE SIGNAL

FACE

LANE CONTROL

SIGNAL FACE

LANE CONTROL

SIGNAL FACE

To accompany plans dated

5-19-08
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6-30-10

SIGNAL STANDARD PLACEMENT DIMENSIONS

AND EQUIPMENT LOCATIONS

   or as directed by the Engineer.

1. Typical signal pole placement unless dimensioned

2. For "A" and "B" dimensions, see Pole Schedule,

on plans.

NOTES:

TOP
TOP TOP

DATED MAY 1, 2006 - PAGE 420 OF THE STANDARD PLANS BOOK DATED MAY 2006.

See Note 2

See plans for type of

signal mounting

compartment see

Standard Plan ES-4D

Pedestrian signals

when required

Pedestrian push button

Pole plate

signal mounting

Toward

Intersection

4
’
-
6
"

3
’
-
4
"

3
’
-
4
"

TOP MOUNTED

SIGNALS (TV)

SIDE MOUNTED

LANE SIGNALSIGNALS (SV AND SP)

LEFT TURN

as indicated on the plans

Normally used on standards

mast arm

Type 1-A,  1-B,  1-C and 1-D standard

as indicated on plans

TYPICAL SIGNAL INSTALLATIONS

with luminaire or signal

1
0
’
-
0
"

T
y
p

1
0

’
-
0

"

T
y

p

8
’
-
0
"

T
y

p

7
’
-
0
"

when required, Typ

Special 90^ elbow

Type 1-A, 1-B, 1-C and 1-D standard

Top mounting terminal

Side mounting

terminal compartment

Type Lt-2-T

U-TURN SIGNAL

FACE

TOP

June 6, 2008
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See Note 3

Mast arm or pipe tenon

Shake proof lock washer

Stop

Lock nut

For mulitiple mountings

TOP MOUNTINGS

SIGNAL SLIP FITTERS

Rubber washer

Signal housing

MAST ARM MOUNTING - TYPE "MAT"

5^ Serrations

3 Cadmium plated

steel set screws

Cadmium plated

steel screws

3 Cadmium plated

steel set screws

5^ Serrations

5^ Serrations

5^ Serrations

1 to 4 Openings

as required

MAST ARM MOUNTING - TYPE "MAS"

For one mounting

For 2 NPS pipe, see Note 1. For 2 NPS pipe. See Note 1. For 4 NPS pipe, see Note 2.

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

MOUNTINGS)

(SIGNAL HEADS AND

Jeffery G. McRae

E14512

ELECTRICAL

1�" nipple

Cadmium plated �" `

bolt through mast arm

�" ` Bolt

REGISTERED ELECTRICAL ENGINEER

�
"

LOCK RING SPECIAL 90^ ELBOW

Use where locking ring is not integral

MISCELLANEOUS MOUNTING HARDWARE

5^ Serrations 5^ Serrations

with signal housing or fitting. with special slip fitter mounting

1� NPS pipe thread

Brass ring to match flange on

signal housing or fitting

One for each signal head, except those

�" Pin

NOTES:

1.

 

 

 

 

 

 

 

2.

 

 

 

 

 

 

 

 

3.

 

After mast arm signal has been plumbed and

in line with slip fitter hole.  Place a cadmium

bolt head through hole and secure with washer,

mountings and mast arm with mastic.

 

(a) Threaded top mounted slip fitter openings

    shall be 1� NPS.

 

(b) Serrations in fittings shall match those on

    bottom of signal heads or in lock ring.

 

(c) Top opening shall be offset when backplate

    is used.

 

Wireway shall have a cross section area of

secured, drill �" hole through mast arm tenon

plated �" ` galvanized bolt with washer under

nut, and locknut. Seal openings between mast arm

0.95 square inch minimum. Minimum width of �".

Cover

Cable guide

TOP MOUNTING SIDE MOUNTING

TERMINAL COMPARTMENTS

1
1
"
 M

i
n

 

1
1

"

 

3�"

 

4
�
"

 

Curved washer,

lock washer and

nut, see Section B-B

Two rows of

3 set screws

Drill and tap for 1� NPS

standard pipe thread

4�" 

Slip fitter

9
"  

3
�
"

M
in

For bolts, see

"Pole Plate" detail

POLE PLATE

For side mountings

B

B

AA

�"

�
"

2�"

 

1
�
"

 

7
"  

Flat washer

Signal standard

�"

SECTION B-B

1� NPS Pipe thread

Washers, see

Detail "C"

Cable guide.  Omit 

on upper plate

�" ` Standard

bolt galvanized

�" ` Lock washer

�" ` Nut

�
"

Bronze washer curved

to fit standard
1

�
"

 

DETAIL "C"

Signal standard

SECTION A-A

Curved to

fit standard

5-19-08

To accompany plans dated

REVISED STANDARD PLAN RSP ES-4D
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Lock ring

June 6, 2008
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LOOP INSTALLATION PROCEDURE

A A

B B

EP

Direction

of

travel

EP

C C

A A Laneline

EP EP

Laneline

A A

A A

S
F

S

F

S

F

111 222 33 4

�" Min

SECTION B-BSECTION A-A SECTION C-C

TYPICAL LOOP CONNECTIONS

WINDING DETAILS

TYPE 1A

INSTALLATION

TYPE 2A

INSTALLATION

TYPE 3A

INSTALLATION

TYPE 4A

INSTALLATION

SAWCUT DETAILS

(Dashed lines represent the pull box)

SLOT DETAILS - TYPE 1 AND TYPE 2 LOOP CONDUCTOR

1A thru 4A = 1 Type A loop configuration in each lane.

1B thru 4B = 1 Type B loop configuration in each lane.

1C = 1 Type C loop configuration entering lanes as required.

1D thru 4D = 1 Type D loop configuration in each lane.

1E thru 4E = 1 Type E loop configuration in each lane.

1Q thru 4Q = 1 Type Q loop configuration in each lane.

(Use Type A, B, C, D, E or Q loop detector configurations only

when specified or shown on plans)

1.

2.

3.

4.

5.

6.

 

 

LOOP

2

LOOP

1

F

S

LOOP

1

LOOP

3

LOOP

2

LOOP

4

LOOP

3

LOOP

2

LOOP

1

Pull boxPull boxPull boxPull box

(Type A loop detector configurations illustrated)

See Notes 6 and 7

Splice

1.

 

2.

 

3.

 

 

 

4.

 

5.

 

 

6.

 

 

7.

 

 

 

8.

 

 

 

9.

 

10.

 

 

11.

 

 

 

12.

 

 

13.

 

14.

 

15.

 

 

16.

 

 

17.

 

 

18.

 

 

 

 

 

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(DETECTORS)

ELECTRICAL

Loops shall be centered in lanes.

 

Saw slots in pavement for loop conductors as shown in details.

 

Distance between side of loop and a lead-in saw cut from adjacent

detectors shall be 2’-0" minimum. Distance between lead-in saw cuts

shall be 6" minimum.

 

Bottom of saw slot shall be smooth with no sharp edges.

 

Slots shall be washed until clean, blown out and thoroughly dried

before installing loop conductors.

 

Adjacent loops on the same sensor unit channel shall be wound in

opposite directions.

 

Identify and tag loop circuit pairs in the pull box

with loop number, start (S) and finish (F) of conductor.

Identify and tag lead-in-cable with sensor number and phase.

 

Install loop conductor in slot using a �" to �" thick wood paddle.

Hold loop conductors with wood paddles (at the bottom of the sawed slot)

during sealant placement.

 

No more than 2 twisted pairs shall be installed in one sawed slot.

 

Allow additional 5’-0" of slack length of conductor for the lead-in run 

to pull box.

 

The additional length of each conductor for each loop shall be twisted

together into a pair (6 turns per 3’-4" minimum) before being placed

in the slot and conduit leading to pull box.

 

Test each loop circuit for continuity, circuit resistance and insulation

resistance at the pull box before filling slots.

 

Fill slots as shown in details.

 

Splice loop conductors to lead-in-cable. Splices shall be soldered.

 

End of lead-in-cable and Type 2 loop conductor shall be waterproofed prior

to installing in conduit to prevent moisture from entering the cable.

 

Lead-in-cable shall not be spliced between the pull box and

the controller cabinet terminals.

 

Test each loop circuit for continuity, circuit resistance and insulation

resistance at the controller cabinet location.

 

Where loop conductors are not to be spliced to a lead-in-cable, the

ends of the conductors shall be taped and waterproofed with electrical

insulating coating.
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REGISTERED ELECTRICAL ENGINEER

Jeffery G. McRae

E14512
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REVISED STANDARD PLAN RSP ES-5A
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Loop sealant

2nd loop (twisted)

3 turns loop

conductors (unless

otherwise specified)

Loop conductors

(twisted) 1st loop (twisted)

See Note 9
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sealant
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�" Min to �" Max for Type 1 loop conductor

�" Min for Type 2 loop conductor

1
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M
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1
"

M
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�
"

M
a
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1
"

M
in

�
"

M
a
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.
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.

.

Square

handhole.

or grounding conductor.

traffic when electrolier or post is left

of direction of traffic.

1

2

3

4

5

1

4

2 See Note 6

shoulder grade

Curb or 

S
e
e
 
N

o
t
e
 
1

S
e
e
 
N

o
t
e
 
1

S
e
e
 
N

o
t
e
 
1

For Details not shown

see Type 1-A Standard

S
e
e
 
N

o
t
e
 
1

finished surface of foundation and for 

3

5

Roadway

side of pole

1

2

3

4

5

and weld
�

Threaded stud bolt

Base plate

Sleeve nut

Finished grade

Screw up for

tight connection

D
D

D

M
in

M
in

E
m

b
e
d

m
e
n

t

S
a
m

e
 
a
s
 
s
t
a
n
d
a
r
d
 
b
o
l
t

M
in

M
in

same Dia and

strength as 

regular nut

Galv cast iron pipe

at base

on plans.

pedestrian signals unless otherwise noted

 Standard pipe

1
"

Conduit between standard and adjacent pull

Paint numbers on roadway side facing

1.

2.

3.

4.

5.

6.

TYPE 1-D STANDARDTYPE 1-C STANDARDTYPE 1-B STANDARDTYPE 1-A STANDARD

BASE PLATE

For Type 1-A

For Type 1-C

BASE PLATE

For Type 1-B

ES-7M

�
"
 
M

a
x

NOTES:

NUMBER DETAIL TYPICAL NUMBER FORMAT

LOCATION OF EQUIPMENT NUMBERS

ON STANDARDS AND POSTS

ANCHOR BOLTS WITH SLEEVE NUTS

Sleeve nuts to be used only when shown

or specified on Project Plans

DETAIL J

Tube may be inserted into pipe or butted as required

For Type 1-D

flange

Type 1 Standard

NO SCALE

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

(SIGNAL AND 

EQUIPMENT NUMBERING)

5" ID at base

9"

8�" BC

2’-0"

3
’
-
0
"

2’-0"

3
’
-
0
"

4" x 10"

2’-0"

3
’
-
6
"

5" ID Min

2’-0"

3
’
-
0
" vehicle signals and 7’-0" ¨ 2" for

Top of standards shall be 4�" OD.

Conduits shall  extend 2" maximum above

1
"

1
’
-
6

"
 M

i
n

0.1196" Wall thickness

tapered steel post

See Detail J

ES-11

3" x 5" Hand

hole and cover

4 NPS Std Galv steel

pipe or conduit

(thread both end �")

�" Min base plate

7�" BC

4" Std Galv

steel post

ES-11

3" x 5" Hand

hole and cover

3" x 5" Hand

hole and cover

�" Min base plate

ES-11
�" Min base plate

ES-7M

4�"

4 NPS Std pipe

see Detail J

4
"

0.1196" Wall

thickness tapered

steel post

Standards shall be 10’-0" ¨ 2" for

Types 1-A, 1-C and 1-D shall be sloped toward

Anchor bolts shall be bonded to conduit

Tack 4

places at 90^

Bevel tube

2
"
 
¨
 
M

i
n

3
"
 M

a
x

SELF

ADHESIVE

PAINTED

(2�" Series

"D" letters)

Direction of traffic

� of numbers

of shoulder

Curb or edge 

PLAN

1
"

1
"

1
"

�" ` x 1’-6" Anchor

bolts thread 6", with 2

nuts and 2 washers each.

Length does not include 2"

or 4" 90^ bend, total 4

�" ` x 1’-6" Anchor bolts

thread 6" with 2 nuts and 2

washers each. Length does

not include 2" or 4" 90^ bend,

total 4

1
0
’
-
0
"
 
B

a
s
e
 
O

D
 
=

 
5
�
"

T
o
p
 
O

D
 
=

 
3
�
"

T
o
p
 
O

D
 
=

 
4
�
"

7
’
-
0

"
 
B

a
s
e
 
O

D
 
=

 
5

�
"

2
�
 
D

1�" base plate

TYPE 1 SIGNAL STANDARDS

NOTE:

4
’
-
0
"

M
in

DIST COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET

NO.

TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 

P
R O F ESS I O N

A
L

 
E

N
G

I
N

E
E

R

S

T
A

T
E  OF  CAL IFOR N

IA

REGISTERED CIVIL ENGINEER

The State of California or its officers or

agents shall not be responsible for the accuracy

sheet.

or completeness of electronic copies of this plan

CIVIL

Total # of

bolt holes

may vary

45^

TYPE 1 STANDARD AND

LIGHTING STANDARD

ELECTRICAL SYSTEMS

7-10-07

Stanley P. Johnson

C57793

3-31-08

To accompany plans dated

2
0

0
6

 R
E

V
I
S

E
D

 S
T

A
N

D
A

R
D

 P
L

A
N

 R
S

P
 E

S
-
7

B

box shall be 2" minimum.

REVISED STANDARD PLAN RSP ES-7B

RSP ES-7B DATED OCTOBER 5, 2007 SUPERCEDES STANDARD PLAN ES-7B

DATED MAY 1, 2006 - PAGE 438 OF THE STANDARD PLANS BOOK DATED MAY 2006.

October 5, 2007

Handhole and

Anchorage Details

Handhole and

Anchorage Details

1" ` x 1-6" Anchor bolts.

Install at 8�" BC thread

6" with 2 nuts and 2 washers

each. Length does not include

3" bend, total 4.

D = Diameter of anchor bolt

26806 41Kin 11.6/20.0

12-13-10
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E projected length

Dia

55 LB

É

D
e
p
t
h

A

ELEVATION

E projected length

D
e
p
t
h

ELEVATION

M projected length

N

A
l
t
e
r
n
a
t
i
v
e
 
s
e
c
t
i
o
n

Dia

l
e
n
g
t
h
 
B

 
x
 
0
.
1
1
9
6
"

1
7

’
-
0

"
 M

i
n

TYPE 19-1-100, 19A-1-100

1
7

’
-
0

"
 M

i
n

3 @ 1’-0"

SIGNAL ARM DATA

E

Projected

Length

G

Mounting

Height

H

Min

OD

At Pole

Thickness
HS Cap

Screws É

LUMINAIRE ARM DATA
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B
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POLE DATA BASE PLATE DATA
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Indicates arm length to be used unless otherwise noted on plans.
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A
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SIGNAL ARM CONNECTION DETAILS
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�
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"

Finished grade

foundation

CIDH Pile

G

H

PPB

7
’
-
0
"

1
0
’
-
0
"

Finished grade

foundation

CIDH Pile

H

G

A

P

(far side)

Handhole

(far side)

Handhole

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

NO SCALE

55 LB

3 @ 1’-0"

2
�
"

�" Gusset ´’s

1
"
 
P

o
l
e
 
´

�
"
 
A

r
m

 
´

�" ´ Top,

15’-0"

20’-0"

25’-0"
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TYPE 17-3-100,  24A-3-100,

19A-3-100,  26A-3-100, 24-3-100

SIGNAL ARM DATA

E
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F

Min
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H
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10�"

23^
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