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RVGISTERED ELECTRICYWL ENGINEER

July 20, 2012
PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OF 775 OFFICERS
OF AGENTS SHALL NOT BE RESPONSIBLE FOR
THE ACCURACY OF COMFPLETENESS OF SCANNED
COFIES OF THIS PLAN SHEET.
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70-W high pressure sodium lamp
ANSI Designation S62

SIGN LIGHTING FIXTURE
ISOFOOTCANDLE DIAGRAM

NOTES:

1 Curves represent the minimum footcandle
* (FC) of initial illumination on a 10-0" x 20’-0"
panel.

2. The FC shown are with the fixture attached to

the light fixture mounting channel which places
the center of the source 4'-8" in front
of panel and 1'-0" below the bottom edge.

* Applicable lamp: 85-W fluorescent phosphor
coated induction lamp.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS
(ISOFOOTCANDLE DIAGRAMS)

NO SCALE

RSP ES-10B DATED JULY 20, 2012 SUPPLEMENTS THE
STANDARD PLANS BOOK DATED 2010.
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STEEPER THAN 4:1,
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DETAIL A-1

See Note 2 and 3
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7' Wide and wider

FOUNDATIONS IN SIDEWALK, MEDIAN AND ISLAND AREAS

SHAPE TO CLEAR

FOUNDATION

LUMINAIRE AND
TRAFFIC SIDE
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(SEE NOTE 1)
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4
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-4 )
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(SEE NOTE 4)

FILL SLOPES

STEEPER THAN 4:1,

LESS THAN 2:1

DETAIL A-2

See Note 2 and 3
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July 19, 2013

Stanley P. Johnson

PLANS APPROVAL DATE

C57793

THE STATE OF CALIFORNIA OR 775 OFFICERS
OF AGENTS SHALL NOT BE RESFONSIBLE FOR

FOUNDATIONS ADJACENT TO ALL ROADWAYS EXCEPT

IN SIDEWALK, MEDIAN AND ISLAND AREAS
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NARROW SIDEWALK

DETAIL B-2

Less than 7’ wide

DETAIL B

LUNINAIRE AND € POLE PGS o s
TRAFFIC SIDE
A TO ACCOMPANY PLANS DATED 8-11-14
| STANDARD SETBACK
‘\\\¥ e /Ov : ~ TYPE (DIMENSION A)
EDGE OF AV o ,
TRAVELED WAY 0°V°MV° ° v . 32 30'-0" (Miﬂ)
> >
° °OV%\O o ~
7 AR A B4 31 20’-0" (Min)
< o |7 TS e I
°> vv”D v;é Eg
v’ Ty e - 15, 15D, 15-SB
T - 21, 21D, 30 ARM  LENGTH
FEER R BN SER 7 (Min)
T
FLAT SECTIONS, CUT OR FILL SLOPES
4:1 OR FLATTER
DETAIL A-3
See Note 2
NOTES:
1. Where a portion of the foundation is above grade, the
top edges shall have a 1" chamfer.
2. Slopes shall be horizontal to vertical ratio (Horizontal : Vertical).
3. Horizontal setbacks on cut and fill slopes steeper than
4:1 shall not exceed the distance shown for flat sections.
4. CIDH embedment depth shall be increased beyond standard

depths by the diameter of the CIDH.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(FOUNDATION

NO SCALE

RSP ES-11
DATED MAY 20, 2011

INSTALLATIONS)

DATED JULY 19, 2013 SUPERSEDES STANDARD PLAN ES-11
- PAGE 488 OF THE STANDARD PLANS BOOK DATED 2010.
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