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ALTERNATIVE FLARED
TERMINAL SYSTEM

2-2"C, 2#8 (CONTROLLER)
HARNESS #4 AND #5

PROVIDE FOUNDATION FOR STATE-FURNISHED
MODEL 334 CABINET/CONTROLLER ASSEMBLY

DEPARTMENT OF TRANSPORTATION

&& trans TRAFFIC OPERATION
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2IIC’

STATE OF CALIFORNIA

~_ADD 3#4, 2#8 (CONTROLLER), *
EXISTING TYPE-III- SERVICE TO CMS..

3H6

NOTES:
1. FOR COMPLETE RIGHT OF WAY DATA,

s 2 .

EXISTING TYPE I11-AF SERVICE EQUIPMENT ENCLOSURE.
INSTALL 50 A, 2P, 240 V e el T
IRCUIT BREAKER FOR CMS.

~INSTALL 30 A, 1P, 120 V CB.

"ff}\@

EXISTING 1/2"C, 4#8, e
ADD 3#4, 2#8 (CONTROLLER), 1#8 EG FROM
EXISTING TYPE-II1 SERVICE TO CMS. . -

1#8 EG FROM g
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See Note 16
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METAL BEAM GUARD RAILING WITH STEEL POSTS

AND NOTCHED WOOD OR NOTCHED RECYCLED PLASTIC BLOCKS

.
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RAIL ELEMENT SPLICE DETAIL

a) Connect the over lapped end of the rail elements with
%" @ x 13" button head oval shoulder splice bolts
inserted into the %" x 145" slots and bolted together
with %" @ recessed hex nuts. Recess of hex nut points
toward rail element. A total of 8 bolts and nuts
are to be used at each rail splice connection.

b) The ends of the rail elements are to be overlapped in the
direction of traffic (see details).

c)Where end cap is to be attached to the end of a rail
element, a total of 4 of the above described splice bolts
and nuts are tTo be used.

%" @ Button head bolt

with hex nut. Attach rail
element to wood block and
steel post with bolt on traffic
approach side of post web.

No washer on rail face for
bolted connection fto line post.

Ground line
or shoulder
surfacing
under railing,

See Note 16\\\\

See Note 14
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See Note 15
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SECTION THRU
RAIL ELEMENT

Top of rail

6II X 8II X 1/_2II
notched wood block or notched
plastic block. See Notes 3 and 13.

SECTION A-A

TYPICAL STEEL LINE
POST INSTALLATION

See Note 4
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PLANS APPROVAL DATE

The State of California or 7ts officers or
agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan
sheet.

o accompany plans dated

NOTES:

1.

10.

11.

12.
13.
14.

15.

16.

RSP A77A2 DATED MAY 20, 2011

DATED MAY 1, 2006 - PAGE 42 OF THE STANDARD PLANS BOOK DATED MAY 2006.

For details of wood post installations, see Standard

Plan AT7TAT.

For details of standard hardware used to construct guard
railing, see Standard Plan A77B1.

For details of steel posts and notched wood blocks used
to construct guard railing, see Standard Plan A77C2.
For additional installation details, see Standard Plan A77C3.

Guard railing post spacing to be 6°-3" center to center,
except as otherwise noted.

For guard railing typical layouts, see the ATTE, A77F and
A77G Series of Standard Plans.

. For terminal system end treatment details, see the AT7TTL

Series of Standard Plans. To connect railing to terminal
system end treatment, transition the top of railing height
at a ratio of 120:1 to terminal system end treatment height
plus one 12’-6" standard railing section at the transitioned
height for a horizontal connection to the end treatment.

For guard railing end anchor details, see Standard Plans
A7T7HT and AT77IZ.

For details of guard railing transition to bridge railing,
see Standard Plan A7/7J4.

For additional details of guard railing connection to bridge
railings, see Standard Plans A77J1, A77J2 and A7T7K1.

For dike positioning and guard railing delineation details,
see Standard Plan A7/7C4.

Direction of adjacent traffic indicated by eepm .

Notched face of block faces steel post.

Slotted hole for bolted connection of rail element to block
and post. See "Section Thru Rail Element'.

Slotted holes for splice bolts to overlap ends of rail
element. See "Section Thru Rail Element'.

Install posts in soil.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

METAL BEAM GUARD RAILI
STAN ILING SECTIO
(STEEL POST WITH NOTCHED
WOOD OR NOTCHED
RECYCLED PLASTIC BLGC

NO SCALE

SUPERSEDES STANDARD PLAN A7TAZ
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INSTALLATION

NOTES:

1. These

See Note 1

NARROW ROADWAY

INSTALLATION

POST EMBEDMENT

See No

te 1

installation details also applicable to steel |line post installations.

For Detail A, C, and D, where steel line post installations are constructed,

We x 9 steel post, 6'-0" in length, with 6" x 8" x 1'-2" notched wood blocks

or notched recycled plastic blocks are to be used
post and wood block shown. For Detail B, where steel line post

constructed, W6 x 9 steel post, 7'-0" in length, with 6" x 8" x 1
blocks or notched recycled plastic blocks are to be used

in place of the size of wood
installations are
'-2" notched wood
in place of the size of

wood post and wood block shown. For additional installation details, see Standard

Plans AT7TA1

2. Where the distance between the face of the rail and the hinge point

and ATTAZ.

see the Project Plans for special details.

3. For dike positioning with guard railing

s

installations, see Standard Plan A77C4.
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DATED MAY 1,

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

NO SCALE

RSP A77C3 DATED MAY 20, 2011

SUPERSEDES STANDARD PLAN AT77C3

2006 - PAGE 46 OF THE STANDARD PLANS BOOK DATED MAY 2006.
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h See Notes 7 and 8
HMA Dike, Type F g HMA Dike, Type C Additional HMA Dike, Type C
See Note 13 See Note 13 25-0" Min, See Note 13 X R N
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See Note 4 Base Line N ——— - — — ———— -
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ixed object (Bridge columns, from ES il
(Type SFT) overhead sign support, etc) . Hinge point ,
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- ‘ m§ = offset line of edge of traveled Yvoy) IIlll"'""Illl‘"'llIll
W ¢ | < Front face of Y = Off§e+ from base line <
in 2 end post v WX 2 W = Maximum offset —
H H H H H H H H BE X = Distance along base line N
S T \ \ = Length of flare
Shoulder Edge of paved shoulder or 10:1 or flatter TYPICAL PARABOLIC LAYOUT m
offset line of fraveled way slope PARABOL'C FLARE OFFSETS O
\ETW
F See Note \11 25'-0" Min B Caltrans approved Flared Terminal System End Treatment )
See Note 8
4'-0" Min, See Note 4 ., , o , oo
HMA Dike, Type F HMA Dike, Type C Additional HMA Dike, Type C ﬂlw"
See Note 13 See Note 13 25’-0" Min, See Note 13
g
é T Y P E 1 6 B I_ A Y O U T HHHH }\HHHHHH\
(GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS O
End Anchor Assembly (Type SFT) WITH A FLARED END TREASTeMeENNTo+AeTs T1R2AF0FDI§ 1A?F:PROACH END OF RAILING) o mmm
See Note 6 : Less than 4'-0, mﬂ
glvéer%e%%wsﬁD(BszldgoerfOleu+rgr)WSa o Begin 15:1 or flatter flare Buried Post but not less than
g PP 3'-0" Min /3" post spacing End Anchor, 2'-3", See Note 4— | O
Hinge point See Note 10 End Anchor {
6'—0" / Assembly _— \#(6'“' x 8' x 6'-0" wood post
W — ] | (Type SFT), with 6" x 8" x 1'-2 O
. see No+e 6 WOOd blOCK “Ww
. H H H ] H H = 10" x 10" x 8'-0" wood post with .
- <hould 15:1 or flatter flare Bury end of 8" x 8" x 1'-2" wood block (See Note 15)
oulder (see Note 9) rail in slope. ’ ’ P ) ; | S ey
10 X 10 X 8'%) WOOd DOS+ W|+h 8 X 8 X 1 _2 il
- See Note 11 $ 25'-0" Parabola \ ‘\ETW wood block beyond fixed object (See Note A and Note 15)
c N >ee Note 14 \1’—0" Max offset for 15:1 flare NOTE A: For a series of fixed obJech% (br|<ljlge colu”mns overhead sign mw
— g Edge of paved shoulder or SILIJDDOI’”‘I'S eJrclzl ) additional 10" x 10" x 8'-0" wood post with W
_E o TYPE 16(: LAYOUT offset line of traveled way 8 X 8 x 1-2 wood blocks at 3 —1'/2 center fto center
< spacing are to be use etween fixed objects.
o Z ® g to b d bet fixed object O
Jlo (GUARD RAILING INSTALLATION AT ROADSIDE FIXED OBJECT OR OBJECTS
. <% WITH A BURIED END ANCHOR TREATMENT AT TRAFFIC APPROACH END OF RAILING) STRENGTHENED RAILING SECTIONS
NOTES: See Notes 12 and 13 ﬂlw"
1. Line post, blocks and hardware to be used are shown on Revised Standard Plans 9. The 15:1 or flatter flare used with Type 16C Layout is based on the edge FOR FIXED OBJECT N
A7TTAT, A(TAZ2, A7/B1, A77C1 and A/7C2. of the paved shoulder or offset line of edge of the traveled way. o
- . /o . The length of guard railing within the 15:1 or flatter flare is based on s : :
2. Guard railing post spacing to be 6'-3" center to center, except as otherwise Use strengthened railing sections with Types 16A, 16B or 16C
noted. ’ site conditions and should be a length equal to multiples of 12°-6" Layouts where minimum clearance beereen/Jrh”e fecge of the guard . m
3. Except as noted, line posts are 6" x 8' x 6'-0" wood with 10. For details of the Buried Post End Anchor used with Type 16C Layout, gg'el 'Q&gnf fixed object(s) s less than 4°-0", but not less than 2'-3". ()
6" x 8" x 1'-2" wood blocks. W6 X 9 steel posts, 6'-0" in length, see Standard Plan AT7T7IZ.
with 6" x 8" x 1'-2" notched wood blocks or notched recycled plastic blocks
may be used for 6” X 8” X 6/—0” wood |ine DOS—I_S with 6” X 8” X ']/—2” wood blocks 11. As site conditions dlC-i_CI-i_e construct additional gUCH’d t’OIIIﬁg to shield |
where applicable and when specified fixed object(s). Add|+|on0| gucrd railing length equal to multiples of 12°-6
) Post spacing at 6'-3" except as specified in Note 4. STATE OF CALIFORNIA
4, A 4’-0" minimum clearance is required between the face of the railing and the . DEPARTMENT OF TRANSPORTATION
face of a fixed object located directly behind standard guard railing sections 12. Layout Tydpeds +16A h16|Bd or 1d6CdGI’?C JFYSIC%HY JFU(SG)d whdere QUGf’hd T’GWJFLWQ |dS
with post spacing of 6'-3". Construct guard railing as shown in the detail recommende o snie roadside fixed objec and da crdasnworTtny en
"'Strengthened Ro%lmg Sections for Fixed Objects" on this plan, where the treatment is required for only one direction of fraffic. ﬁg?éi §§§ﬁ % < §%§ %ééié
clearance between the face of the railing and the face of a f|><ed object is ??%%i%i LAYO
less than 4’-0", but not less than 2'-3". Where the clearance is less than 2'-3", 13. \gvereRgFLG(A:??CngrfO{ éjlﬁe is rJ?quwed CIWl‘ITh |9U0f’d railing, see Revised Standard
a concrete wall or barrier should be constructed to shield the fixed object(s). an or dike posiTioning aeTdalls ROADS §§ §§E§§ OBJECTS
Direction of adjacent traffic indicated DY g . 14. For typical flare offsets for 25'-0" length parabola with
: aximum offset of 1'-0", s Revised Standard Plan RSP ATT7E1.
6. For End Anchor Assembly (Type SFT) details, see Standard Plan A7T7H1. maximum © , see Revise NO SCALE
7. In-line Terminal System End Treatments are used where site conditions 15. W6 x 15 steel post, 8'-0" in length, with 8" x 8" x 1'-2" notched wood RSP A77G3 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN A77G3
. . Dlock or notched recycled plosﬂc blocks may be used in place of the _ ]
will not accommodate a flared end treatment. 10 x 10" x 8'-0" wood post with 8" x 8 % 12" wood block shown in +he DATED MAY 1, 2006 PAGE 61 OF THE STANDARD PLANS BOOK DATED MAY 2006
8. The type of terminal system to be used will be shown on the Project Plans. ‘Strengthened Railing Sections Detail” REVISED STA RSP A77G3

12-10-07



) POST MILES |SHEET] TOTAL
Dist] COUNTY ROUTE TOTAL PROJECT No. | SHEETS
09 MnNno 20 7.1 8 17

et . Nt

REGISTERED CIVIL ENGINEER

Randell D. Hiatt
No. 50200

May 20, 2011
PLANS APPROVAL DATE

The State of California or 7ts officers or
agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan
sheet.

4" 714" x 581/4" x 3'-6%" wood post
) o accompany plans dated 3-12-12
P 8" x 8" x %' ‘ Line post
8 11" & Hole } Soil plate (wood post shown)
o - B
1 == ::
Cable ! 3 1 N
Connection 1 Lﬁl w H o
End Plate __T_I'__:_______' X
See Detall A\m@-:ﬁ-—-—- ______________ X 8
DETAIL A 1 :: : —————————————— 11 |
} ' 0. _0_0_ 0 7 i
CABLE CONNECTION : | .y
END PLATE — PLAN m
,; NOTES: .
Top of o
wood post "@ 1. See the ATTE, AT7F and A77G series of Standard Plans for typical use me
P of End Anchor Assembly (Type SFT).
MBGR 3 7/4" x 54" x 3'-6%' - o= v e Al
element Wood post Top of 1'-4 1°-0 2. For details of the anchor plate and %" cable, see Standard »
' : rail " Plan ATTH3.
5" ¢ Button head bolt with \\\ =
hex nut and washer on threaded ] ] 3. A 6’-0" length steel foundation tube, TS 8 x 6 X 3¢, without a (¢p]
end. No washer on rail face for . . e o | | soil plate, may be furnished and installed in place of the 4’'-6" e
bolted connection fo post. I I eebetebtettetetet = W | length steel foundation tube and soil plate shown. Minimum embedment
3 TR pzIjmIITEIIEIIIIALER b0 IS of the 6’-0" length tube shall be 5-9". A %" @ hex head bolt —
\ ! ! i e __e__e | | and nut shall be installed in the hole in the 6'-0" length ftube to g
¥4 £ V6" Hole in ' ' -7 ! keep the wood post from dropping into the tube. i
o wood post for 3" @ Hex 5 51/," B ! »,
~ = 2/4 . Anchor B L _ 6 ; . c e
Pavemen+ N \c\n\ head bolt+ attachment a\ (See Note 2) 4, Direction of fTraffic Indicated by =e. HW‘""
QN
or ground [ Install line post, steel foundation tube and soil plate in soil.
line :\—i - 7ﬁ% %::Z:::Z:E 3/4” @ Anchor > ? ’ " mw
~ | cable (See Note 2) Pavement or OJ
i M oW / Ground line |
u! l I
© . o ! 2" ¢ Std Galv pipe in ' / ' U
;,/SO” plate !/} thick steel ] 23" @ hole in wood post Y ™
—— late, 18" x 24" ! | y y | |
| P ? ! ::: %" & X 9!/5" Hex head L !
| 1 ! bolt with hex nut and washer -
| 1 1t
: ¥ !
L | - mg{:ﬁlfffffff:ﬂ"g«/f/ %" @ Hex head bolts il
| g h P
O\‘T&g ] < : :| m
Attach steel soil plate i :;ﬂﬂ.,gkﬁfso;|p|0+e O
: to steel foundation tube i I
| with 34" @ x 75" hex | |
ERE e head bolts with hex nuts i ¥ >
(%" ¢ holes in plate and | |
in two sides of the tube /! Steel foundation tube "o
to accommodate hex bolt). : / / (See Note 3). |
: : - -
T ——4'-6" Steel foundation I l N
tube TS 8 x 6 x % T TTTTTTTT
>ee Note S A STATE OF CALIFORNIA
SECTION A-A ELEVATION DEPARTMENT OF TRANSPORTATION

END ANCHOR METAL RAILI
ASSEMBLY (TYPE SFT) CHOR ASSEMBLY
See Note 1 i??%% SFT)

NO SCALE

RSP A77H1T DATED MAY 20, 2011 SUPERSEDES STANDARD PLAN A7 /7H1
DATED MAY 1, 2006 - PAGE o7 OF THE STANDARD PLANS BOOK DATED MAY 2006.

REVISED STANDARD PLAN RSP A77H1

B-10-07



DIST] COUNTY ROUTE TOTAL PROJECT | NO. |SHEETS
09 Mno 203 (.1 9 17
Direction of Trave| e %Mb N’l‘—aﬂ;
Qx— e REGISTERED CIVIL ENGINEER
Type R | =Jc o, Randel | D. Hiatt
Marker s00L8s) | T00LBS) (1400LBS | (1400LBS 2100LBSJL N ;;\g June 5, 2008 ___ 50200
Panel —
| — Temporary railing The State of Callfornia or Jts offlcers or
200085} 200L85)) {0083 400155 (Type K) or fixed object e e e cgted o a4t o
= sheet.
400LBS) 1 (7001BS) (1400LBY | (1400LBY (2100LBS IS T
= o accompany plans dated 3-12-12
Direction of Trave| g :ﬁ)é Direction of Trave| i :Cﬁé Temporary railing
= 5/_Q" = (Type K) or
. , — = fixed obstacle
ARRAY " TU14 | :
1400LBY (1400LBY |(1400LBS (2100LBS TS N
Approach speed 45 mph or more Type R N
Marker 1400LBS — Q
Pcnel\ -l x ﬂm
‘ 400LBS)[( T00LBS){1400LBS 1400LBY (1400LBY |{1400LBY (2100LBS T8 (@)
O
Direction of Travel =g 1400LBS —] ]
2/__()H \\‘\\~\\\\\\\\\\\\\€/ 10 ,EE ﬂmww
< Y, - 1400LBY (1400LBY |{1400LBY (2100LBS L= m
_ (Q\|
Type R | olc O % i o
Marker 1400LBY (1400LBS [{1400LBS 21OOLBSi E|\J§ N ﬁ)é (7,
Panel _— . . _
\\ — Temporgry |fc||||ng Direction of Travel =g
400LBS )| | TOOLBS)(1400LBS (Typ_e K) or fixed object IT]
e O
1400LBY (1400LBY | (1400LBY {2100LBS El\jg T ARRAY \ TU1 7’
: Approach speed less than 45 mph (d))
O X
Direction of Trave| i Le e
ARRAY "TU11’ -
Approach speed less than 45 mph ﬂ[ﬂmmu
1. @ Indicates sand filled module location and .y
weight of sand in pounds for each module.
Module spacing is based on the greater o
diameter of the module.
) x 3 30 e B
: : |0 _ Max Max ™= 2. All sand weights are nominal. O
Direction of Trave| i = ©lc =
2'-0" . Js 3. Temporary crash cushion arrays shall not encroach
N on the traveled way. >
| | WWWW
4. Place the top of Type R marker panel 1 below M
Type R 400LBS) [{ TOOLBS) (1400LBY |({1400LBY {2100LBS l g the module 1id.
Marker X
Panel 400LB> A -~ o O | 5. Refer to Standard Plan A73B for marker details. xJ
| T Lo M= criteria O
400LBS 0 | "
| 6 7. Use of pallets is optional.
400LBS) || TOOLBS) (1400LBY |{1400LBY (2100LBS M Modules st
_ _ _ - 7 e
gk @{F >
Direction of Travel e — | =
:(\IX
>~
ARRAY ‘TU21’ Pallet — v\g
I | STATE OF CALIFORNIA
Approach speed 45 mph or more \Roodwcy surface f DEPARTMENT OF TRANSPORTATION
ELEVATION TEMPORARY CRASH CUSHION
See Note 7
NO SCALE
RSP T1A DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN TTA
DATED MAY 1, 2006 - PAGE 211 OF THE STANDARD PLANS BOOK DATED MAY 2006.

5-15-08



== Direction of Travel >'_" _ [ Temporary railing (Type K) or temporary end of
- ™ ~ 0= concrete barrier or femporary end of thrie beam
barrier or fixed object
Type P %
gg;:fr 1400LB | (1400LBS | (1400LBS | (2100LBS E
~(200L85)|( 700LBS) (140083 =
1400LBY [(1400LBY | {1400LBS) |(2100LBS ;L =
Direction of Trave| i
ARRAY 'TB11°
Approach speed less than 45 mph
. . X
<¥=— Direction of Travel =8 Temporary railing (Type K) or temporary end of
2'-0 ©|= . :
= - concrete barrier or temporary end of thrie beam
barrier or fixed object
Type P %
gcnﬂ<?r’ 400LBS) [{ 700LBS)|{1400LBS) | (1400LBY |{2100LBS E
ane
\\\\\‘*ZOOLBS 200LBS){{ 400LBS){ 400LBS -
400LBS)|{ 700LBS)|{1400LBY [{1400LBY|(2100LBS ;L = | |
;§4441— f—— ;§4441— l— = E;
Max Max M=
Direction of Trave| =i @ @ }
ARRAY ‘TB14’ SIS,
Approach speed 45 mph or more o«
PLAN @jg
6II
Max ri//////;;//)Modues
Pallet Sﬂé
S
\\\\\\*ﬁ ] %
\\\\Roodwoy surface
ELEVATION
See Note 7

NOTES:

. 6D

POST MILES |SHEET] TOTAL
DIST] COUNTY ROUTE TOTAL PROJECT NO. | SHEETS
09 Mno 20 7.1 10 17

el . N AL

REGISTERED CIVIL ENGINEER

Randell D. Hiatt

June o, 2008

50200

PLANS APPROVAL DATE

The State of California or 7ts officers or
agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan
sheet.

o accompany plans dated

Indicates sand filled module location and weight

of sand in pounds for each module. Module
spacing is based on the greater diameter of
The module.

2. All sand weights are nominal.

3. Temporary crash cushion arrays shall not encroach
on the traveled way.

4. Place the Type P marker panel so that the bottom
of the panel rests upon Tthe pallet.

Refer to Standard Plan A73B for marker details.

6. Approach speeds indicated conform to NCHRP 350 Repor+t
criteria.

7. Use of pallets is optional.

TEMP

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

NO SCALE

RSP T1B DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN T1B

DATED MAY 1, 2006 - PAGE 212 OF THE STANDARD PLANS BOOK DATED MAY 2006.

V1S d3SIA3d 900¢

NVid ddvda

dll dSd

REVISED STA

RSP T1B

5-15-08



Di

rection of trave| o=k

S

%> Edge of traveled way 44% - 0
0 = See Note 4
— Type P I o
o Msrkelr 1400LBY|(1400LBY|{1400LBY |(2100LBS 1? c Temgprcdry br'GllJlrng (Type K)
+ ane Jl= or fixed objec
= =l 400LBS) |( 700LBS ) (1400LBS NI =
E; 1400LBY [(1400LBY) |(1400LBY) | 2100LBS
Edge of shoulder/////
See Note 3
ARRAY 'TS11’
Approach speed less than 45 mph
See Note 9
Direction of travel g
%D Edge of traveled wcygl///// 4%% FEE_O
. = See Note 4
o 400LBS) | (700LBS) |(1400LBY | (1400LBY | (2100LBS Temporary railing (Type K)
it Type P\\\\* or fixed object
- Marker 1 200LBS)( 200LBS) || 400LBS ) { 400LBS
< Pane|
s 400LBS) [{ 700LBS)|({1400LBY | (1400LBY | {2100LBS
Edge of shoulder/// oo Note 3
ee Note

ARRAY

'TS14°

Approach speed 45 mph or more

See Note 9
3 30 o
Max Max ™M=
X
PLAN %E

‘/?ifw/r///////;;//—Modues

Pallet

4|/2II
Max

\I

N

Roadway surface

ELEVATION

CRASH CUSHION PALLET DETAIL

See Note 11

POST MILES |SHEET] TOTAL
DIST] COUNTY ROUTE TOTAL PROJECT NO. | SHEETS
7.1 11 17

Bl . AL

REGISTERED CIVIL ENGINEER

Randell D. Hiatt
. £50200

June o, 2008
PLANS APPROVAL DATE

The State of California or 7ts officers or
agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan
sheet.

o accompany plans dated

NOTES:

o

10.

11.

Indicates sand filled module location and weight of sand
in pounds for each module. Module spacing is based on
the greater diameter of the module.

All sand weights are nominal.

The temporary crash cushion arrays shown on this plan shal
be used only in locations where there will be traffic on one
side of the temporary crash cushion array.

If the fixed object or approach end of the temporary railing
is less than 15'-0" from the edge of traveled way, a temporary
crash cushion is required in a construction or work zone.

Temporary crash cushion arrays shall not encroach on the
traveled way.

Arrays for median shoulders shall conform to details shown
on this plan for outside shoulders.

Place the Type P marker panel so that the bottom of the
panel rests upon the pallet and faces traffic.

Refer to Standard Plan A73B for marker details.

For shoulder widths less than 8'-0", appropriate approved
crash cushion protection, other than sand filled modules,
shall be provided at fixed objects and at approach ends of
temporary railing. The specific type of crash cushion shall
be as shown on the project plans or as specified in the
Special Provisions, or if not shown on the project plans or
specified in the Special Provisions, shall be as approved by
the Engineer.

Approach speeds indicated conform to NCHRP 350 Report
criteria.

Use of pallets is optional.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

TEMP

D FILLED
STALLATIO

NO SCALE
RSP T2 DATED JUNE 6, 2008 SUPERSEDES STANDARD PLAN T2

(SHOU

DATED MAY 1, 2006 - PAGE 213 OF THE STANDARD PLANS BOOK DATED MAY 2006.

V1S d3SIA3d 900¢

Vid 4advd

¢l dSd

REVISED STA

RSP T2

DARD PLA

5-15-08



Precast concrete panel, Typ

I Bol+ connection Typ see "TYPICAL PANEUIOP
g coe Std Plam T3 — Std Plan T3 for detail
© © © ©
o.
® @ On. R

PLAN
RAILING

\\\\\\\\él:/Copped stake, Typ

STAKING CONFIGURATION FOR TWO-WAY TRAFFIC

See Note 1

4@

Excavation

3" To 24"

//,ﬂ_#_...———a>©

°
T¥ @ ® O
Bolt connection, Typ

Precast concrete panel, Typ see S+d Plan T3

see "TYPICAL PANEL" on
S+td Plan T3 for detail

Traffic side

)

S (R —

PLAN

X

Capped stake, Typ

RAILING STAKING CONFIGURATION ADJACENT TO AN EXCAVATION

See Note 2

POST MILES

Dist TOTAL PROJECT

COUNTY ROUTE

SHEET] TOTAL

09 Mno 20 7.

et . Nt

REGISTERED CIVIL ENGINEER

Randell D. Hiatt

May 20, 2011

€50200

PLANS APPROVAL DATE

The State of California or 7ts officers or
agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan
sheet.

o accompany plans dated

Pavement, T S Y
see Note 3 /| S NOTES:
N (A s
1. Where Type K Temporary Railing is placed as a temporary or
S|ot+ed long tferm barrier in two-way fraffic on highways with less
hole, Typ . than 24" from the edge of traveled way, use four capped
[Te} stakes per every other panel with end panels staked. 1)
g$gﬁgd 2. Where Type K Temporary Railing is placed 3" to 24" from (@
T ? the edge of an excavation on highways, use ftwo capped (@)
yP v v Y stakes per panel along the traffic side. %
3. Staked Type K Temporary Railing must be supported by at
SECTION I-1 least 4" thick concrete, hot mix asphalt or existing asphalt
Concr_e_l_e pcvemen-l— ) [
m
4, The minimum yield strength for the washer must be 60,000 psi. :E
5. Direction of adjacent traffic indicated by =e=.
»n
]
a
O
i 294" & i
_\Nl ¢ ool
T 1 T O
° ' Y/ \\\\\_—Washer U
Traffic this 8 2
. Note 4
side only 3 see NoTe ;:
3" To 24" a
Pavement I e Q LT . #8 Deformed _ -
see Note 3 —\(J : ¥ Excavation rebar ASTM o o
R ~ < A706 Grade 60— o o
1 // U
. Slotted
L0 hole g 4 o]
W
U T
Capped (/
stake
SECTION Jed CAPPED STAKE DETAIL

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

TEMPORARY RAILIN
(TYPE K)

NO SCALE

NSP T3A DATED MAY 20, 2011 SUPPLEMENTS
THE STANDARD PLANS BOOK DATED MAY 2006.

T3A

8-31-10



TTITTTT T

ELECTROLIERS

STANDARD
TYPES

15, 15D

15
STRUCTURE

21, 21D
STRUCTURE

30

31

32

35

36-20A

%;%é% High mast light pole

(F———{)  Double Arm lighting standard
(:}"--*> Existing electrolier
CD_———O Electrolier foundation (Future
NOTES:

1. Luminaires shall be 310 W HPS when
installed on Type 21, 21D, 30, 31, 32, 35
and 36-20A Standards, unless otherwise
specified. Luminaires shall be 200 W
HPS when installed on other type
standards or poles, unless otherwise
specified.

2. Luminaires shall be the cutoff type,
ANSI Type I medium cutoff lighting
distribution, unless otherwise specified.

3. Variations noted adjacent fto symbol on
project plans.

Qb%———o Electrolier (see project notes or project plans)

QZ%———# Luminaire on wood pole
STANDARD NOTES:

CF

DH

FA

IS

NS

PEC

PEU

RC

RE

RL

RR

RS

SC

SD

SF

TSP

Abandon. If applied to conduit, remove conductors.

Install pull box in existing conduit run.

Pedestrian barricade, type as indicated on plan.

Install conduit into existing pull box.

Connect new and existing conduit. Remove existing conductors
and install conductors as indicated.

Conduit to remain for future use. Remove conductors. Install
pull wire or rope.

Detector handhole.

Foundation to be abandoned.

Install sign on signal mast arm.

No slip base on standard.

Photoelectric control.

Photoelectric unit.

Equipment or material to be removed and become the property
of the Contractor.

Remove electrolier, fuses and ballast. Tape ends of conductors.

Relocate equipment.

Remove and reuse equipment.

Remove and salvage equipment.

Splice new to existing conductors.

Service disconnect.

Standard to remain for future use. Remove luminaire, pole
conductors, fuses and ballast.

Telephone service point.

installation)

POST MILES |SHEET] TOTAL
DIST] COUNTY ROUTE TOTAL PROJECT NO. | SHEETS
O 7.1 13 17

9 Mno 203
ABBREVIATIONS AND EQUIPMENT DESIGNATIONS gﬁé@éﬁﬁ%ﬁ&m

PROPOSED EXISTING

October 5, 2007
PLANS APPROVAL DATE

BBS bbs Bm“rery bGCKUp sys+em Ihe State of Callfornia or its officers or XP'M
BC bc Bolt circle agents shall not be responsible for the accuracy ELECTRICAL
C C COﬂdUH’ g;egimp/efeness of electronic coples of this plan
CCTV cctv Closed circuit television
CKT ckt Circult . T | dated 3-12-12
CMS cms Changeable message sign 0 dccompary pians ddre
DLC dlc Loop detector lead-in cable
EMS ems Extinguishable message sign
EVC evc Emergency vehicle cable SOFFIT AND WALL
EVD evd Emergency vehicle detector
5 fo  Flashing beacon MOUNTED LUMINAIRES
FBCA fbca Flashing beacon control assembly
FBS fbs Flashing beacon with slip base
FO fo Fiber optic < Pendant, 70 W HPS o
G G Ground (Equipment Grounding Conductor) unless otherwise specified.
GFCI GFCI Ground fault circuit interrupt <1F{:> Flush. 70 W HPS
HAR har Highway advisory radio unless otherwise specified.
HE X heXx Hexagonal
HPS hps High pressure sodium 4—] Wall surface, 710 W HPS
[ISNS iisns Internally illuminated street name sign unless otherwise specified.
ISL is Induction sign lighting .. . .
LED led Light emitting diode <+ cxiefing softif of, wall luminaire
LMA Ima Luminaire mast arm ]
LPS Ips Low pressure sodium '<}4:> Existing soffit or wall luminaire
LTG e Lighting to be modified as specified.
LUM lum Luminaire
MAT mat Mas+ arm mounting vehicle signal faces, NOTE:
top artachment . , Arrow indicates "street side"
MAS mas Mast arm mounting vehicle signal faces, of luminaire.
side attachment
MAS-4A mas-4A Mast arm mounting vehicle signal faces,
MAS-4B mas-48 side attachment - 4 signal section
MAS-4C mas-4C
MAS-5A mas-5A Mast arm mounting vehicle signal faces,
MAS-5B mas-58 side attachment - 5 signal section
MC mc Mercury contactor
M/M m/m Multiple to multiple transformer
MT m+t Conduit with pull wire or rope only
MTG mtg Mounting
mv Mercury vapor lighting fixture
N N Neutral (Grounded Conductor)
NC NC Normally closed
NO NO Normally open
PB ob Pull box
PEC pec Photoelectric control (Type I, I, I, IV or
Y as shown)
PED ped Pedestrian
PEU peu Photoelectric unit
PPB ppb Pedestrian push button
RL Relocated equipment
RM rm Ramp metering
SB sb Slip base
SIC sic Signal interconnect cable
SIG sig Signal
SMA sma Signal mast arm
SNS sNs Street name sign
SP Sp Service point
TDC tdc Telephone demarcation cabinet
TMS Tms Traffic monitoring station
TOS Tos TI’CI‘.F‘F‘I'C Operations System STATE OF CALIFORNIA
VEH ven Vehicle DEPARTMENT OF TRANSPORTATION
XFMR xfmr Transformer
COMM comm Communication
RWIS rwis Roadway weather information system %i%i?%%i%i SYSTEMS

(SYMBOLS AND ABBREVIATIO

NO SCALE

RSP ES-1A DATED OCTOBER 5, 2007 SUPERSEDES STANDARD PLAN ES-1A
DATED MAY 1, 2006 - PAGE 400 OF THE STANDARD PLANS BOOK DATED MAY 2006.

S)

V1S d3SIA3d 900¢

NVid ddva

Vi-§3 dSd

REVISED STANDARD PLAN RSP ES-1A

7-10-07



CONDUIT

Lighting Conduit, unless otherwise
indicated or noted

Traffic signal conduit
Communication conduit
Telephone conduit
Fire alarm conduit

Fiber optic conduit
RSP

Conduit termination E2=2A

Condgi+ riser in/on structure or
service pole

SERVICE EQUIPMENT

PROPOSED EXISTING
C C
T T
F f
—FO — — —fo — —
. ]
R .
PROPOSED EXISTING
_ _OH _________oh
Y
¥
1T
//_____
T ot

Overhead lines

Wood pole "U" indicates
utility owned

Pole guy with anchor

Utility transformer - ground mounted

Service equipment enclosure type

Service equipment enclosure
door indicates front of enclosure

Telephone demarcation cabinet

POLE-MOUNTED SERVICE DESIGNATION

28'-10"

,//—————— Type of installation

TYPE H SERVICE -

<—— Pole height above grade

e
_

PROPOSED

=

=

ILLUMINATED OVERHEAD SIGN

EXISTING

i R
Py by !
LA TN
| L

I
I
I
I
Ky
\ 7/

| YT T T 7N
—_—_— - N = = — A

g
— A

U

/T_l
N —,
o

Overhead sign - Single post
Overhead sign - Two post

Overhead sign - Mounted
on structure

Overhead sign with electrolier

PROPOSED

o

T

A

SIGNAL EQUIPMENT

EXISTING

L____1 N
L2
_ =1 b
- kg —-===--
-2,
v’
v
V~ﬁl
\/\/\\
~
- T
<~ ‘o
A\
[ B Y
_I_ I
v Si-
\ l"7
v 1,
V
I
r 1 r i
z - - -
et -
N [ N |
v v
\W \Wi
v v
N\
e F--0
- \_/ ~
v ~i<
\ I"7
v 1,
7
A
[ D e
LA
TJ'_/ \'J'_/
,\Il\ /\Iz\
\/—||
- Fl-q
SN
=)
NAaa 1
— "
\ 1
Sl
NAaa
Y

Pedestrian signal face

Pedestrian push button post

Pedestrian barricade

Vehicle signal face (with backplate, 3-Section:
red, yellow and green)

Vehicle signal face with angle visors

Modifications of basic symbols:
"L" Indicates all non-arrow sections louvered
"LG" Indicates louvered green section only
'PV" Indicates 12" programmed visibility
sections
"8" indicates all 8" sections (only
when specified)

Type 15TS and Vehicle signal face

Vehicle signal face with red, yellow and green
left arrow sections

Vehicle signal face with red and yellow
sections and up green arrow

Vehicle signal face (5 Section) with red, yellow and
green sections and yellow and green right arrows

Type 1 Standard and attached vehicle signal faces

Standard with signal mast arm only and
attached vehicle signal faces and internally
illuminated street name sign

Type 33 Standard, Left-furn vehicle signal face
and sign

Standard with luminaire and signal mast arms
and attached vehicle signal faces

Cantilever flashing beacon Type 9 Frame, with a
sign unless otherwise specified or Indicated

Type 15-FBS Standard with two vehicle signal face
sections with lens, backplate and visor with a sign

Flashing beacon. One vehicle signal face section
with lens, backplate and visor. "R" indicates red
indication, "Y" indicates yellow indication

Controller assembly. Door indicates front of
cabinet

SIGNAL

POST MILES

DIST] COUNTY TOTAL PROJECT

ROUTE

0

Uil % W Far

REGIISTERED ELECTRICAL ENGINEER

October 5, 2007

PLANS APPROVAL DATE

The State of California or 7ts officers or
agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan
sheet.

o accompany plans dated

EQUIPMENT Cont

PROPOSED

o—E

(SYMBO

EXISTING
O Guard post
{------ 4 Type 1 Standard with "Meter On" sign
—< Emergency Vehicle detector
NOTES:

1. All signal sections shall be 12" unless
shown otherwise.

2. Signal heads shall be provided with
backplates unless shown otherwise.

3. Signal indication shall be LED.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

NO SCALE

D ABBREVIATIO

RSP ES-1B DATED OCTOBER 5, 2007 SUPERCEDES STANDARD PLAN ES-1B

DATED MAY 1, 2006 - PAGE 401

OF THE STANDARD PLANS BOOK DATED MAY 2006.

V1S d3SIA3d 900¢

NVid ddvda

dl-S3 dSd

REVISED STA

DARD PLA

RSP ES-1B

7-10-07



EQUIPMENT IDENTIFICATION
[LLUMINATED SIGN IDENTIFICATION NUMBER:

Sign number - Place on post or structure

Sign No. 12345

10 ISL, SCI,J.0
——— Transformer rating (kVA) Do NOT place

Lighting control type on s+andard or
Number and type of fixtures sTructure

ELECTROLIER OR EQUIPMENT IDENTIFICATION NUMBER:

12345, - 15°-0"

T

Mast arm length, if shown.
Do not place on standard or structure.

Equipment number - Place on standard or
structure. Existing equipment numbers are
shown in parenthesis

CONDUIT AND CONDUCTOR IDENTIFICATION:

19&”6, 2#10, 15#14, 2 DLC
| Number and size of conductors and cables

Size of conduit in inches

@1, g2, $2P, etc. Traffic phase identification for signal faces,
detectors and phase diagrams

1

Project note numbers

fa 3
(N © Equipment description, installation or item numbers
3

1 2 Conduit run numbers

SIGNAL AND LIGHTING STANDARD (TYPICAL DESIGNATION):

J9A,-.3,-100
\I/Wind velocity = 100 mph

Case 3 arm loading
Standard type

Standard Plan sheet number
Detail number or letter

MISCELLANEOUS EQUIPMENT

PROPOSED EXISTING

cCMS . .
[ ] C :cms Changeable message sign

< e Closed circuit television camera

y;> Highway advisory radio pole and antennad
—— M M8 s tinguishable message sign
B K R Detection device
M m M = Microwave sensor
Vv Vv V = Video image sensor

O 00 N4 O O W

WIRING DIAGRAM LEGEND

P Pole

CB Circuit breaker
A Ampere

V Vol t

M Metered

UM Unmetered

NB Neutral bus

GB Ground bus

G

N

Equipment grounding conductor
Grounded conductor (Neutral)

POST MILES |SHEET] TOTAL
DIST] COUNTY ROUTE TOTAL PROJECT NO. | SHEETS
O 7.1 15 17

Wﬁ. WW@@

————— External conductor

REGIETERED ELECTRICAL ENGINEER

— CLonductor or bus October 5, 2007
—e— Tle point PLANS APPROVAL DATE
4 Contactor coll The Stafe of California or Its officers or
—{F— Contactor, Contact NO L S e L
X Terminal blocks sheet.
—}f— Contactor, Contact NC
V4 Enclosure bond To accompany plans dated 3-12-12
|
1 Grounding electrode VEHICLE DETECTORS
) ] ] s Vehicle detector designation
—6 o— Circuit breaker
g 5 J 9 U
Receptacle o
U = Upper
L = Lower

PULL BOXES Slot number in input file

PROPOSED EXISTING

= No. 35 pull box
= No. 5 pull box

= No. 6 pull box

= No. 7 (Ceiling pull box)

= No. 8 (Pendant soffit pull box)
= No. 9 pull box

= No. 9A pull box

Input file (I or J)

Pull box-No. 5 unless otherwise
indicated or noted.

-

Phase

PROPOSED EXISTING

Pull box-Additional designations or
descriptions

(C) = Communications pull box I : Type A detector loop.

. . ! ! Outline of sawcut shown.

(E) = Pull box with extension o

(S) = Sprinkler control pull box )

(21) = Anchor bolts and conduit for //' \\\ Type B detector loop.
future installation of Type 21 S . Outline of sawcu+ shown.
Standard N

(T) = Traffic pull box

=== Type C detector loop.
R Outline of sawcut shown.

i Q' Type D detector |oop.
Outline of sawcut shown.

; } Type E detector loop.
\ / Outline of sawcut shown.

< <l Magnetic detector

Detector handhole

DH dh

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

! Type Q detector loop.
. Outline of sawcut shown.

ELECTRICAL SYSTEMS

(SYMBOLS A

NO SCALE

D ABBREVIATIO

2 A A A
I’//////////! ° ° °
//// s Microwave or video detection zone

RSP ES-1C DATED OCTOBER 5, 2007 SUPERCEDES STANDARD PLAN ES-1C

DATED MAY 1, 2006 - PAGE 402 OF THE STANDARD PLANS BOOK DATED MAY 2006.

V1S d3ISIA3d 900¢

NV1id ddvda

J1-§3 dSd

REVISED STA

RSP ES-1C

7-10-07



DIST) COUNTY ROUTE TOTAL PROJECT | NO. |SHEETS
Raintight screened
Conti ventilator housing 09 1 Mno 203 7.1 16 | 17
ontinuous with electric fan
To 120 v 15 A GFRCI stainless X | MM}/ F ¥
crvice ; " steel piano | REGIISTERED ELECTRIGAL ENGINEER
hinged door —] S |
G Ej NON-GF CI \ : Filtered
/ % @—4 Cabine+ base : : ventilation October 5, 2007
- (see Standard | louvers PLANS APPROVAL DATE o
Grounding lug CUse ; Thermostatically controlled Plan ES-3G) | padlockable The State of California or Jfs officers or p-ELGECTsI(()JALOS
s hall not b 'ble for Th
1 ® @ switch » nNormd 3 Yy open : drawer |atch ggegofn/jefenggs oef rec??;?:gfé/cecog/fes ifacf%/(/smpc/yan
{‘ \/ | sheeft.
|
WIRING DIAGRAM == o
N S N T'o accompany plans dated
N =R NOTES:
/ I ﬁl\\
-6 R 1. Telephone demarcation cabinet shall be furnished with
Backboard A N : =" PCC foundation mounting boards, thermostat, fan, outlet box, circuit
(see Standard Plan ES-3G) FG — | | N breaker and outlet plate. Dimensions are nominal. N
_________________ o | | . An approved mastic or caulking compound sha e
LTI . N 2. A d masti K] d shall b 8
Hinged metal |, = ———————-— Duplex B Rl || : placed on the foundation prior to placing the cabinet n
bracket (see |14 = IRTTTT—— | outlet | : : :H : : | — FG to seal openings between bottom of cabinet and
Standard Plan etal | T : ~ ,< foundation.
ES-3G) —— | ngﬁ |: |11 || | . my
B HH H | 3. In unpaved areas, a raised PCC pad shall be placed T
II |11 | I in front of the telephone demarcation cabinet. Pad
Lol ddplex N . shall be 1/-10" x 3/-0" x 4" thick, with 2" above the )
\ pracle outiet L _ ,l_l_-__HH___H___k finished grade. —
Thermostat . S N
Backboard B control A ~. 4. All conduits shall be bonded to the enclosure. I
(see Standard & ||:: :: ~o
Plan ES-36) N,L § '! h 5. Telephone demarcation cabinet: O
° ° o |
Backboard C y& &9 1"C, Min to 120 V service Typical a) Material shall be anodized aluminum (/" thick) N
(see Standard }—=1'"C, Min to telephone service See 5) Fabricati nal| - fo +h . s -
Plan ES-3G) gﬂw/z..c Min +to controller cabine+ | Plans abrication shall conform to e reguirements
of the Standard Specifications.
Ground >
e | e C -I_ r_ O d e — = ° ° ° [T
: T v c) Ventilation louvers shall be located in door. P
SN
TOP VIEW Raintight screened o d) Door shall be lockable with padlock. LJ
ventilator housing >
Raintight " C e) Fan shall be mounted in a ventilator housing.
screened 9" ¢ 9" X 88 \ 4" Anchor b§3|+ Typ J 2
ventilator GFCI W (4 each _/ % X 1°-6 f) Fan capacity shall be at least 25 cubic feet O
housing _ . _ dun | ex fDuplex P with 1 90° bend) ber minute
POLIO0OLY ML regemle receptacle oS L "
Electric fan — 1= 1 J outlet / | outlet Electric fG”\__;_;T_;l__ —FG g) Fan shall be thermostatically controlled and U
T P I adjustable to turn on between 80°F and 130°F. =
|
_____ — GFCI . .
: 2 Piano hinged | | T T \/TV'/duplex h) Fan circuit shall be fused at 175 percent of >
b 0 0 O outer door—p | || | | receptacle the fan motor capacity. -
J O | | | | outle
a /2" C, | || | | " i :
———————= _:Tilpe 4 ? 10 Backboard C i : lrlr _____ 1| | l/Hi’nged 6. Hardware for fastening of mounting boards mnw
: conduit o > |\M| | | petal | a) Fasten backboard A and backboard B to telephone  |egp
=0 I :ecl)echr'ic : |11 | | racke demarcation cabinet with 3" @ x ¥ stainless
X I | £an | : H : : | I\IT steel carriage bolts (8 required). U
— : | \ |- Fuse | |1 | | Fuse W
| : Ml O/ : |1 = | b) Fasten hinged metal bracket to backboard B and I
I | @ | I H Diolﬁ": dl_ I | backboard C to hinged metal bracket with number
I | Zgg@oﬁzﬁgﬁeﬂg Wl 4 | i Backboard A No. 10 x %" wood screws (9 required). (d))
| | |11 | |
I | .l | | FOUNDATION DETAILS |
I : 0 .l | | (@)
Bottom - | ) | | a1
cdge of U __ﬁi_n_g;cTJmeJrol T 15 A, 1P : 1| :
backboard A i i .
" bracket g:,;%igr | | —— Grounding lug
STATE OF CALIFORNIA
T I Backboard A DEPARTMENT OF TRANSPORTATION
_ 7 / —Thermostat
3 \ e & [hermostat ELECTRICAL SYSTEMS
™M - QN -
N — = \
I / | (TELEPHONE DEMARCATIO
kGI’OLJI;WCJII’y o LA Backboard B J |/ § % %% % g ? > ? ? % g § }
—~  bushing ™ ~——Grounding %O++Ogﬂ+ D'(jGJFed 14"
Backboard B electrode see andar 3/
.. .. o Plan ES-36) o % NO SCALE
Backboard C 6 g 4 > SIDE VIEW RSP ES-3F DATED OCTOBER 5, 2007 SUPERCEDES STANDARD PLAN ES-3F
FRONT VIEW DATED MAY 1, 2006 - PAGE 415 OF THE STANDARD PLANS BOOK DATED MAY 2006.
R EARA LS REVISED STA RSP ES-3F

7-26-07



Ground clamp

Grounding electrode
when specified or box
houses transformer

Top flush with

finished grade

AL |

N

NN

Min

Extension

N
RO
ANANAIN
L
SEKK

(RO

Grounding bushing

4; Secure bonding jumper
;///ﬁ+o grounding bushings

6II

=90

Clean crushed rock sump

Drain hole

NOTES ON PULL BOXES:

POST MILES |SHEET] TOTAL
DIST] COUNTY ROUTE TOTAL PROJECT NO. | SHEETS
0 7.1 17 17

Mwﬁ WW@@

RVGIETERED ELECTRICAL ENGINEER

Jeffery G. McRa
No. E14512

xp.6-30-12
ELECTRICAL

January 20, 2012
PLANS APPROVAL DATE

The State of California or 7ts officers or
agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan
sheet.

o accompany plans dated 3-12-12

——
———
———
———
————
——
———

SECTION A-A
INSTALLATION DETAILS
DETAIL A
/5" Stainless steel hardware with
recess in cover for hardware
(Total 2) B L o
) |
i
See Note 1 —| /,,"; :' 
SN
/ | '-._'\\.
= —— MARKING;
Y \é/ <:l/
COVER TOP VIEW
/5" =13 Coarse thread
penta head bolt
?Tgin;zzaeifeel /5" =13 Coarse thread
L1

TE

Cast-in bol+
gripper

/2" =13 Unified National
Coarse thread jam nut

with Threadlocker

TYPICAL COVER CAPTIVE BOLT

N : —
N o ——
N —
. ———2 1
B N A —
‘ . D N
> N ‘
N o s N
s : -0
BN By ‘
v : .
’ . >
‘ > ‘ ‘ N
A §§§

(Or similar)

insert with drainage holeﬂ\\

(Drainage hole)\\\

SIDE VIEW

|/2II X 4II

Pull slot with 3"

center pin

—— Manufacturer’s logo

—Tier rating

TYPICAL THREADED INSERT

2. The nominal dimensions of the opening in which the cover sets must be

. Covers and boxes must be interchangeable with California Standard.

(Or similar)

DIMENSION TABLE

PULL BOX

PULL BOX

COVER

Minimum Depth

Minimum Depth

Box Extens|on Maximum Weight L W R TA D |Maximum Weight
No. 3/ 12 N/A 1 - 3% 10Ve" | 1%’ /o' | 174 30 b
No. 5 12" 10" 17— 110" (1 = 13, | 135" /g 13," 60 Ib
No. © 12" 10" 2" — el |17 = 5L | 13" /8" 2" 85 Ib

Pull box covers must be marked as follows: "SERVICE" Service circuits
between service point and service disconnect; "SPRINKLER-CONTROL"
sprinkler control circuits, 50 V or less; "CALTRANS" on all pull boxes,
except pull boxes marked "SPRINKLER-CONTROL"; and "TELEPHONE"
Telephone service;

A) No. 3/ pull box.

1) "SIGNAL" - Traffic signal circuits with or without street or sign
lighting circuits.

2) "ST LIGHTING" - Street or sign lighting circuits where voltage
is under 600 V.

B) No. 5, 6, 9 or 9A pull box.

1) "TRAFFIC SIGNAL" - Traffic signal circuits with or
without street or sign lighting circuits.

2) "STREET LIGHTING" - Street or sign lighting circuits
where voltage is under 600 V.

3) "STREET LIGHTING-HIGH VOLTAGE" - Street or sign
lighting circuits where voltage is above 600 V.

4) "IRRIGATION" - Circuits to irrigation controller 120 V
or more.

"RAMP METER" - Ramp meter circuits.

"COUNT STATION" - Count or speed monitor circuits.
"COMMUNICATIONS" - Communication circuits.

"TOS COMMUNICATIONS" - TOS communication line.
"TOS POWER" -TOS power.

)
)
)
)
)
) "TDC POWER" - Telephone demarcation cabinet power.
) "CCTV" - Closed circuit television circuits.

)

)

)

"TMS" - Traffic monitoring station circuits.
"CMS" - Changeable message sign circuits.
"HAR" - Highway advisory radio circuits.

the same as the cover dimensions (L and W) plus Yg" or greater.

When interchanged with a standard, the top surfaces must be flush
within g". Top outside radius of covers and pull boxes must
have a /" radius.

Pull box extension may be another pull box as long as the bottom edge of
the pull box can fit into the cover opening.

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(PULL BOX)
NO SCALE

NSP ES-8A DATED JANUARY 20, 2012 SUPPLEMENTS THE
STANDARD PLANS BOOK DATED MAY 2006.
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