FOR CONTRACT NO.: (9-359001

INFORMATION HANDOUT

MATERIALS INFORMATION

EXISTING ASPHALT CONCRETE CORES

ROUTE: 190-INY-18.5/24.6



MATERIALS INFORMATION

EXISTING ASPHALT CONCRETE CORES

A series of 4-inch diameter test borings were taken in June 2013 from SR 190 within the project
limits. Core locations and existing pavement thickness are shown below. Note that the core
depth (thickness) includes an asphalt rubber chip. Cores are available for inspection at the

Caltrans District 9 office at 500 South Main St., Bishop, CA 93514,

TEST BORINGS
Postmile LOC. DEPTH IN FEET
LT RT
18.5 1 0.48
19.0 2 0.43
19.5 3 0.48
20.0 4 0.42
20.5 5 0.38
21.0 6 0.41
215 7 0.71
220 8 0.52
225 9 0.59
230 10 0.56
235 11 0.29
23.51 12 0.40
240 13 0.35
24.5 14 0.32
AVERAGE: 0.45
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Pavement Surface - Rte 190 East - Inyo - Lane 1 - From ODM (via GPS) 8.850 to 14.650

LY ] - 1]
& g g i Legent
2 = = | -
i r—&\ —
L E
| S
2
| 1) 1
| [=]
| &
& '
| -l
I =
il &
| 175 - — — = = — 4
1. T
1 2004 4 I 1 !
25— — —— = ..i__ T |
; 250
o d g
LRS z 4
ot REID 14 M0

http://www.ucprc.ucdavis.eduw/iGPR/ 12/10/2013



