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DETAIL C

ELLIPTICAL CASING DETAIL

( TWO WELDED INTERSECTION JOINT )

A A

Seal for grouting.

extend to outerface

of steel casing

Welded joint.

See Detail C

Steel casing

Steel casing

PCC column

Grouted

gap

Backing plate

Steel casing

M

RECTANGULAR COLUMN

PCC column

See Detail A

Grout

M

Backing plate

Elliptical casing

SECTION A-A

DETAIL A

1)

column to casing shall be maintained.

2)

completion of grouting operation.

3)

4)

No skip welds allowed.

5)

6)

7)

C Horizontal

welded joint
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Weld 

backing bar

Typ

M
Typ

Steel casing ( Typ )

Weld backing bar to

lower panel only

intersection of joint,

for more than 2 weld

BACK PANELFRONT PANEL

C Vertical welded jointL

R1

R2

Point of
compound curve

X

Grout

PCC column
Steel casing

See Note 6
Polyethylene shall be

continuous when X is

greater than or equal

M

ROUND COLUMN

SECTION A-A

ROUND COLUMN

SECTION B-B

RECTANGULAR COLUMN

PCC column

Grout

M

Backing plate

Elliptical casing

SECTION B-B

See Detail B

and @ polyethylene

DETAIL B

M
Typ

subject to the approval of the Engineer

NOTES:

2"

Grout at 2 in. gap may

c.c.

c.c.

Radii R1 and R2 to be determined by the Contractor

/

/

greater than nominal column diameter for Class F

Backing plate

For varying thickness steel casing inside surface 

to remain flush. Minimum clearance from PCC

Appropriate injection nozzles to be provided on

casing,  but removed and ground flush following

All voids between steel casing and polyethylene 

Location and number of vertical and horizontal 

welds to be determined by the Contractor, and

subject to the approval of the Engineer. The

location of casing welds are for illustration.  

differently on contract plans. Backing plates to be

the same thickness as casing up to maximum      

Contractor shall remove 12 in. polyethylene 

strip behind backing plate if backing plate is 

Waterproof limits for steel casings. Typical for

For pipe extensions, opening shall be no more than

other openings, the opening diameter to be 

determined by the Engineer.

�" thick polyethylene

casings with a 4’-4" diameter or less; all other

Gap: 2 in. min,

intersection drill 2 in. 0 hole

4 in. max

Drill 1 in. 0 hole thru

1 in. min. @ chamfered corner
1 in. min. @ chamfered corner

Minimum inside diameter of steel casing = 1�"

and 2�" for Class P/F

�" thick polyethylene

to 2 in. See Note 6.

Minimum inside diameter of steel casing = 2�"

Circular steel casing to be �" thick minimum for

steel casings to be �" thick unless noted 

�" thick.

�" greater than the pipe extension diameter. For

CLASS F AND P/F COLUMN

greater than nominal column diameter for Class P/F.

0 1 2 3

ORIGINAL SCALE IN INCHES

FOR REDUCED PLANS

STRUCTURES DESIGN DETAIL SHEET (ENGLISH) (REV. 10/25/05)

 ( Class F ) to be filled with grout.

( Class P/F ), and steel casing and PCC column

Classe "F" and "P/F".

8)

11-16-06

closer than 2" from face of column.
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2 in.-See Note 7
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STEEL COLUMN CASINGS
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2  REVISED PER ADDENDUM No. 2 DATED JUNE 17, 2010

2

Temporary lifting ears (Optional)

to be removed and ground smooth

after installation (Typ)

8"2 2

1

1

1

1

2CLASS F COLUMN

Waterproofing

See Note 7
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