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Addendum No. 1 

 

Dear Contractor: 

This addendum is being issued to the contract for CONSTRUCTION ON STATE HIGHWAY IN ORANGE 
COUNTY IN HUNTINGTON BEACH AT VARIOUS LOCATIONS FROM BROOKHURST STREET TO WARNER 
AVENUE to revise the project plans and the Notice to Bidders and Special Provisions. 

Submit bids for this work with the understanding and full consideration of this addendum. The revisions declared 
in this addendum are an essential part of the contract. 

Bids for this work will be opened on Thursday, September 22, 2016. 

Project plan sheets 54, 56, 59, and 61 are replaced and attached for substitution for the like-numbered sheets. 

Project plan sheets 68A and 90A are added and attached for addition to the project plans. 

Project plan sheets 95, 96, and 97 are deleted. 

In the Notice to Bidders and Special Provisions, in the "STANDARD PLANS LIST," the following Standard Plan is 
added as follows: 

"RSP ES-2E." 

In the Notice to Bidders and Special Provisions, in the "STANDARD PLANS LIST," the following Standard Plans 
are deleted as follows: 

"RSP ES-3J, RSP ES-3K, and RSP ES-3L." 

In the Special Provisions, Section 86-1.01D(3)(b)(i) is added as attached. 

 

 

 

 

 

“Provide a safe, sustainable, integrated and efficient transportation system  
to enhance California’s economy and livability” 

 





 

 

Replace the table in the RSS for section 86-1.01D(3)(b)(i) with: 

Nondestructive Testing for Steel Standards and Poles 

Weld location Weld type Minimum required NDT 

Circumferential splices 
around the perimeter of 
tubular sections, poles, and 
arms 

 
CJP groove weld 
with backing ring 

 
100% UT or RT 

Longitudinal seam CJP or PJP groove 
weld 

Random 25% MT

Longitudinal seam within 6 
inches of a circumferential 
splice 

 
CJP groove weld 

 
100% UT or RT 

 
Welds attaching base plates, 
flange plates,  

CJP groove weld 
with backing ring and 
reinforcing fillet 

t≥ 5/16 inch: 100% UT and 100% MT 
t< 5/16 inch: 100% MT after root weld 
pass and final weld pass 

pole plates, or mast arm 
plates to poles or arm tubes 

External (top) fillet 
weld for socket-type 
connections 

 
100% MT 

Hand holes and other 
appurtenances 

Fillet and PJP welds MT full length on random 25% of all 
standard and poles 

NOTE:  t = pole or arm thickness 
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