
E
C

R

BCR

1
0
’
-
0
"

SIGNAL STANDARD PLACEMENT DIMENSIONS

AND EQUIPMENT LOCATIONS

1. Typical signal pole placement unless dimensioned

on plans.
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NOTES:

SECTION A-A

VISORS

DIRECTIONAL LOUVER

SIGNAL FACES

A

B

B

A

FAR

NEAR

SHOULDER

LINE OR EDGE OF

CURB OR BERM FLOW

ATTACH BACKPLATE WITH

SIX 10-24 OR 10-32

STAINLESS STEEL MACHINE

SCREWS AND FLAT WASHERS

DRILL SIGNAL FACE AND

8" AND 12" SECTIONS

8" – �" FOR 8" SECTIONS

5�" – �" FOR 12" SECTIONS

BACKPLATE

SELF-TAPPING AND LOCKING

R = 2" – �"

POLE PLATE

SIGNAL MOUNTING

TOWARD

INTERSECTION
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as indicated on the plans

Normally used on standards

mast arm

Type 1-A,  1-B,  1-C and 1-D standard

as indicated on planswith luminaire or signal
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SPECIAL 90^ ELBOW

Type 1-A, 1-B, 1-C and 1-D standard

TOP MOUNTING TERMINAL

TERMINAL COMPARTMENT

SIDE MOUNTING

TYPE Lt-2-T

SEE PLANS FOR TYPE

OF SIGNAL MOUNTING

SIDE MOUNTED

SIGNALS (SV AND SP)

LEFT TURN

LANE SIGNAL

TOP MOUNTED

SIGNALS (TV)

SECTION B-B

FRONT VIEW

12" DIAMETER

FRONT VIEW

8" DIAMETER

BB
A

TUNNEL FULL CIRCLE CAP OR CUT AWAY

(Right angle is

reversed of figure)

LEFT ANGLE

6" (Min)

6" (Min)

ISOMETRIC VIEWISOMETRIC VIEW
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COPIES OF THIS PLAN SHEET.

THE ACCURACY OR COMPLETENESS OF SCANNED

APS WHEN REQUIRED, Typ BICYCLEU-TURN LANE CONTROL LANE CONTROL

TO ACCOMPANY PLANS DATED

REVISED STANDARD PLAN RSP ES-4C
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ELECTRICAL SYSTEMS

(SIGNAL HEADS AND MOUNTINGS)

2. For A and B dimensions, see Pole Schedule.

PEDESTRIAN SIGNAL HEAD

STANDARD PLAN RSP ES-4D

in place with one plated brass machine screw and nut.

Directional louvers shall be oriented and secured

TYPICAL SIGNAL HEAD INSTALLATIONS

COMPARTMENT SEE REVISED

6-30-16

E15129

Aziz Gabriel

Theresa

9-28-15

October 30, 2015

STANDARD PLAN ES-4C DATED MAY 20, 2011 - PAGE 445 OF THE STANDARD PLANS BOOK DATED 2010.

RSP ES-4C DATED OCTOBER 30, 2015 SUPERSEDES RSP ES-4C DATED JULY 19, 2013 AND 
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