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 Place closed end of duct ties in direction of flare.

1’-6" Min

START FLARES

TO BEARING ´

0.1 L Min

 

END DIAPHRAGM REINFORCEMENT

MAY BE SPLICED AT RECESS.

PLAN

STIRRUP REINFORCEMENT AT FLARE OF GIRDER STEM BEARING PLATE PRESTRESSING PATH

SECTION A-A

PRESTRESS ANCHORAGE DETAILS

AT SEAT TYPE ABUTMENTS

SECTION B-B

CLEARANCE REQUIREMENTS FOR DUCTS

RECESS AND BEARING

PLATES MAY BE STEPPED

3’-0"

3’-0"

3’-0"

3’-0"

1’-6"

Min

DUCTS 4�" OD AND LESS DUCTS OVER 4�" OD

RECESS FOR ANCHORAGE SHALL BE

FILLED WITH CONCRETE AFTER

STRESSING IS COMPLETED

#6     @ 4

#4    @ 12

#6     @ 4

Dist
No.

LOW POINT OF CABLE PATH (CG)

#4 DUCT TIES

#4 TOTAL 4

16’-0" Min FLARE

 
 

6’-0"

@ 12" Max W/#4

TIE ON EACH DUCT

DUCTS
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4" Min

SEE NOTE 3
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4"

Min

GRILLAGE - #4 @ 4" BOTH WAYS

TO BE PLACED 1" Max CLEAR FROM

PRESTRESSING BEARING PLATE AT

EACH GIRDER. EXTEND 6" BEYOND

RECESS FOR ANCHORAGE.
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NO SCALE

NOTES:
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PRESTRESSED GIRDER DETAILS
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2�" Min AND 4" Max Clr TO

STIRRUP (EXCEPT 1" Min Clr

NEAR ANCHORAGE)
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DUCTS 4�" OD AND LESS

(For horizontal curve radius   2000’)

4" Min

INSIDE OF

CURVE
2�" Min
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1’-6" Min, Typ

AT EXTERIOR GIRDERS.

FLARE LENGTH SHALL

BE 16’-0" Min

Jun Ma

CABLE SHALL NOT VARY MORE THAN 2 DEGREES

FROM AN ANGLE PERPENDICULAR TO THE ´.

6" **

** Omit for skew < 20^

* Edge distance of bearing ´s shall  be 1�" Min.

SINGLE OR

COMMON

BEARING ´ *

1-13-10
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Girder stem may be flared near anchorage to provide clearances

for the particular anchorage system.

 

Place duct ties, as shown for flared girder stem, at each location

where ducts change horizontal direction.

Duct patterns shown are for a 1’-0" wide girder stem. For other

widths, the minimum clearances must be maintained.

 

   Stirrups may also be used. For continuous stirrups in girder stems

greater than 1’-4" wide (ie: at flares) use 2-#5 minimum   or   .

 

4" minimum is not required if this detail is used at hinge location.

 

For additional details, see Standard Plan B7-1.
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