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RISER SAFETY CAGE DETAIL
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#3 Bars throughout with welded joints

Structure at top of riser may be any standard drainage inlet or pipe inlet.

 

 

 

Plastic pipe riser may be substituted for CSP riser shown. Slip joint

diameter to be as necessary to accommodate plastic pipe outside diameter.

 

For plastic pipe cross drain, use fabricated reducing tee of same material

as cross drain as appropriate to provide watertight connection.

1.

 

2.

 

3.

 

4. 

 

 

Diameter of slip joint to be 3" greater than diameter of riser.

RISER SAFETY CAGE

PACKING OF SUITABLE MATERIAL,

OAKUM OR ASPHALT SOAKED BURLAP

RCP SLIP JOINT,

SEE NOTE 1

DRAINAGE INLET,

GROUT
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T

RISER SAFETY CAGE

CSP RISER

PACKING OF SUITABLE MATERIAL,

WATERTIGHT WELD

OAKUM OR ASPHALT SOAKED BURLAP

CSP SLIP JOINT,

DRAINAGE INLET,

SEE NOTE 1
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CSP RISER

RCP CROSS DRAINCSP CROSS DRAIN

12" Min, SEE NOTE 3

SEE NOTE 2

12" Min, SEE NOTE 3

SEE NOTE 2

8-19-09

SEE NOTE 5

Use epoxy resin adhesive conforming to Standard Specification 95-2.03

for bonding slip joint pipe to cross drain.

5.
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