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FIXTURE TO BE CENTERED BETWEEN

ADJACENT FENCE POSTS

WEATHERPROOF EXPANSION

JOINT WITH INTERNAL

BONDING

BONDING

STRAP

1"C TO ADJACENT

PULL BOX

SEE

NOTE 2

END

POST

ALUMINUM WIREWAY COVER

(3003 HI4 ALLOY) TO BE MADE IN

TWO EQUAL SECTIONS TO ALLOW THEM

TO BE TELESCOPED FOR CIRCUIT

CONDUCTOR INSTALLATION AND SERVICE

EXTRUDED ALUMINUM CHANNEL

(6063-T5 ALLOY)

FIXTURE LENS

(METHYLMETHACRYLATE PLASTIC)

ZEE BAR EXTRUDED

ALUMINUM FIXTURE

DOOR (6063-T5 ALLOY)

DRILL TO FIT AND

WELD ON SIDE
�"

 

�
"  

�
"  

EXTRUDED ALUMINUM CHANNEL TO BE

WELDED TO CAST ALUMINUM END

NEOPRENE SEALING

GASKET

CIRCUIT

CONDUCTORS

(3)
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VERTICAL FENCE

POST, Typ

The maximum tolerance between door and lens shall be

 ". Casting dimensions of shell are nominal and are

subject to such tolerances as are consistent with sound

foundry practice.

 

Continuous grounding between fixtures and from fixture

to end post carrying conductors shall be provided.

�" MINIMUM

DEFORMATION

MACHINE FROM

3" SECTION

OF MILD STEEL

�" Dia BY

3�" STOCK

LAP WIRE CHANNEL

COVERS 1" IN

MIDDLE OF FIXTURE

6’-2�"

6’-0"

1’-4�"

 

1’-4�"

 

1’-�"

 

1’-�"

 

1’-�"

 

3
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"

1’-1"

 

1�" Dia

 

3�"

 

EXTRUDED ALUMINUM LENS RETAINER

3’-4�" (6063-T5 ALLOY)

�
"D

ia

LAMP SOCKET (SPRINGLOADED SOCKET SHALL BE ADJACENT TO BALLAST)

DOOR OF FIXTURE

�" OPENING

HEM END
HEM END

EXPANSION JOINT

SPECIAL VANDAL-RESISTANT

FASTENER (STAINLESS STEEL)

CAST ALUMINUM END

(No. 319 ALLOY)

BALLAST (1-LAMP 1500 mA)
FIXTURE WIRING SHALL BE FASTENED WITH

3 RETAINING CLIPS TO SIDE OF FIXTURE DOOR

OPPOSITE HINGE

DRILL CONCENTRIC HOLE �" DEEP

AND DEFORM TO FIT FASTENER HEAD.

MINIMUM WALL THICKNESS OF SOCKET

PORTION TO BE UNIFORMLY ¡" THICK.

EXTERIOR OF DEFORMED SECTION BUILD

UP TO ORIGINAL DIAMETER BY BRAZING

AND MACHINING

CHAIN LINK RAILING

FENCE, TYPE 3

FIELD DRILL �" HOLE OR LARGE

ENOUGH FOR 9 GAGE STEEL WIRE

R = 1�"

LAMP
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ELECTRICAL SYSTEMS

(PEDESTRIAN OVERCROSSING

FLUORESCENT LIGHTING FIXTURE)

ES-12A

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

NO SCALE

NOTES:

SIDE VIEW

BOTTOM VIEW

END VIEW

SECTION B-BSECTION A-A

EXPANSION FITTING DETAIL

BOTTOM VIEW

TYPICAL ARRANGEMENT

END POST DETAIL

VANDAL-RESISTANT

FASTENER DETAIL

SPECIAL SOCKET WRENCH

END CASTING

INSIDE VIEW OF
FIXTURE LENS

FIXTURE MOUNTING DETAIL

4-5-10

3" LENGTH OF 2" OD COLD DRAWN SEAMLESS STEEL

MECHANICAL TUBING (AISI-MT-1015), �" WALL THICKNESS,

GALVANIZED AFTER DRILLING AND TAPPING, WITH 4 SOCKE THEAD,

CUP POINT SET SCREWS, �" DIAMETER BY �" LONG CADMIUM

PLATED-SPACED 120^ APART AND �" FROM EACH END

PAN HEAD SCREW FOR BONDING

GROUND CONDUCTOR ACROSS

TELESCOPING JOINT FROM FIXTURE

TO FIXTURE - EACH END, SEE NOTE 2

3 POLE TERMINAL

BLOCK LABELED -

LINE 1, NEUTRAL,

LINE 2

3 POLE TERMINAL

BLOCK LABEL - LINE 1,

NEUTRAL, LINE 2

0.080" ALUMINUM SOCKET PLATE - REINFORCED TO

MAINTAIN RIGID RIGHT ANGLE POSITION TO LAMP

PAN HEAD SELF-THREADING SCREW TO HOLD

WIRE CHANNEL COVER SECTIONS IN PLACE
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