Typical driveway, sidewalk not depressed

**CASE A**

Driveway with depressed sidewalk

**CASE B**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Minimum width of gutter slope, when required.

Driveway ramp slope, not exceed 15%. Reduce driveway ramp slope, not for each 2'-0" of width.

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".

**NOTE 1**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".

**NOTE 2**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".

**NOTE 3**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".

**NOTE 4**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".

**NOTE 5**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".

**NOTE 6**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".

**NOTE 7**

Minimum width of clear passageway for sidewalk shall be 4'-0".

Slope of a line between the gutter and a point on the gutter pan slope shall not exceed 1" of depth for each 4'-2".