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Arrow indicates "street side" of luminaire.
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SERVICE DISCONNECT

 

SPLICE NEW TO EXISTING CONDUCTORS

 

REMOVE AND SALVAGE EQUIPMENT

 

REMOVE AND REUSE EQUIPMENT

 

RELOCATE EQUIPMENT

 

REMOVE ELECTROLIER, FUSES AND BALLAST. TAPE ENDS OF CONDUCTORS

 

OF THE CONTRACTOR

EQUIPMENT OR MATERIAL TO BE REMOVED AND BECOME THE PROPERTY

 

PHOTOELECTRIC UNIT

 

PHOTOELECTRIC CONTROL

 

NO SLIP BASE ON STANDARD

 

INSTALL SIGN ON SIGNAL MAST ARM

 

FOUNDATION TO BE ABANDONED

 

DETECTOR HANDHOLE

 

PULL TAPE

CONDUIT TO REMAIN FOR FUTURE USE. REMOVE CONDUCTORS. INSTALL

 

AND INSTALL CONDUCTORS AS INDICATED

CONNECT NEW AND EXISTING CONDUIT. REMOVE EXISTING CONDUCTORS

 

INSTALL CONDUIT INTO EXISTING PULL BOX

 

PEDESTRIAN BARRICADE, TYPE AS INDICATED ON PLAN

 

INSTALL PULL BOX IN EXISTING CONDUIT RUN

 

ABANDON. IF APPLIED TO CONDUIT, REMOVE CONDUCTORS
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LUMINAIRE ON WOOD POLE

EXISTINGNEW

MISCELLANEOUS ELECTROLIERS
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(SEE PROJECT LEGEND)

NON-STANDARD ELECTROLIER

(FUTURE INSTALLATION)

ELECTROLIER FOUNDATION

CITY ELECTROLIER

 

LED luminaires shall be 235 W when installed on Type 21, 21D,

30, 31 and 32 Standards, unless otherwise specified.

LED luminaires shall be 165 W when installed on other

type standards or poles, unless otherwise specified.

Luminaires shall be the cutoff type, ANSI Type ˛˛˛  medium cutoff

lighting distribution, unless otherwise specified.

LUMINAIRES

SOFFIT AND WALL-MOUNTED
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UNLESS OTHERWISE SPECIFIED

UNLESS OTHERWISE SPECIFIED

UNLESS OTHERWISE SPECIFIED

LUMINAIRE TO BE MODIFIED AS SPECIFIED

LUMINAIRE TO REMAIN UNMODIFIED

PENDANT SOFFIT LUMINAIRE, 70 W HPS

FLUSH-MOUNTED SOFFIT LUMINAIRE, 70 W HPS

WALL-MOUNTED LUMINAIRE, 70 W HPS

EXISTING SOFFIT OR WALL-MOUNTED

EXISTING SOFFIT OR WALL-MOUNTED
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