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NOTES

“H”Is the difference In elevation between the outlet
pipe flow line and the normal gutter grade line undepressed.

For “T" wall thickness, see Table A below.

. Inlet bottom reinforcing not required. See Standard Plan D74C for

alternative reinforced bottom.

be uniform throughout the length of the wal. Place steps in the
wall without an opening. Step inserts may be substituted for the

Pipe(s) can be placed in any wall.

Curb section shall match adjacent curb.

Basin floors shall have wood trowell finish and a minimum slope of |:4
from all directions toward outlet pipe.

Galvanizing - See Standard Specifications ar Special Provisions.

See Standard Plans D77A and D77B for grate and frame details and
masses of miscellaneous iron and steel

. See Standard Plan D78 for gutter depression detalls.
. Full penetration butt welds may be substituted for the fillet welds

on all anchors.

. Standard square, hexagon, round or equivalent headed anchors may be

substituted for the right angle hooks on the anchors shown on this
plan.

Standard Specifications.

TABLE A
CONCRETE QUANTITIES

TYPE H=0.90 m ADDITIONAL ADDITIONAL

(m ) m )
Gl .28 0.87 0 U]
GT2 0.96 4.08 1,31
013 127 0 0
GT4 1.60 2.09

() Maximum allowable height = 1.8 m



