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	2006 SSP No.
	Owner Code
	Category

& Date
	Description 
	Instruction for use



	SN-000
	OE
	A
	11-15-10
	Special Notice
	Use if project has at least one Special Notice.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-000_E_A11-15-10.doc

	SN-001
	OE
	A
	10-21-11
	Special Notice
	Used for projects that have risk advertisement pending budget and call out number is greater than or equal to $25 million.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-001 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-001_E_A10-21-11.doc

	SN-002
	OE
	A
	10-21-11
	Special Notice
	Used for projects that have risk advertisement pending budget and the call out number is less than $25 million.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-002 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-002_E_A10-21-11.doc

	SN-003
	OE
	A
	06-05-09
	Special Notice
	Use for projects that have SSPC QP certification

	
	Hyperlink to SSP SN-003 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-003_E_A06-05-09.doc

	SN-006
	OE
	A
	05-13-10
	Special Notice
	Use in all projects with Sacramento bid openings.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-006 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-006_E_A05-13-10.doc

	SN-008
	OE
	A
	05-25-12
	Special Notice
	Use for a CMIA or SR 99 project with a risk-advertisement-pending budget.
Automatically inserted by boilerplate

	
	Hyperlink to SSP SN-008 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-008_E_A05-25-12.doc

	SN-012
	OE
	A
	02-25-11
	Special Notice
	Use for building projects with federal aid.
Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-012 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-012_E_A02-25-11.doc

	SN-016
	OE
	A
	12-03-09
	Special Notice
	Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-016 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-016_E_A12-03-09.doc

	SN-020
	OE
	A
	05-01-06
	Special Notice
	Use when District anticipates the felling and removal of timber from within the limits of a construction project.

	
	Hyperlink to SSP SN-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-020_E_A05-01-06.doc

	SN-025
	OE
	A
	03-11-10
	Special Notice
	Use in non-federal-aid projects. Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-025_E_A03-11-10.doc

	SN-050
	OE
	A
	02-25-11
	Special Notice
	Use in projects with TERO requirements.  District to include with special provisions.

	
	Hyperlink to SSP SN-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-050_E_A02-25-11.doc

	SN-213
	OE
	A
	10-08-09
	Special Notice

	Use if there is an Information Handout for the project.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-213 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-213_E_A10-08-09.doc

	SN-220
	OE
	A
	02-06-09
	Special Notice
	Used in projects that have a mandatory prebid meeting.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-220 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-220_E_A02-06-09.doc

	SN-290
	OE
	A
	02-06-09
	Special Notice
	Used for informal-bid projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-290 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-290_E_A02-06-09.doc

	SN-310
	OE
	A
	02-06-09
	Special Notice
	Used in projects with 60-day award.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-310_E_A02-06-09.doc

	SN-315
	OE
	A
	07-31-09
	Special Notice
	Used for projects with Early Return / Early Start provisions and no ARRA funding.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP sn-315 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-315_E_A07-31-09.doc

	SN-405
	OE
	A
	07-31-09
	Special Notice
	Used for projects with Early Return / Early Start provisions and no ARRA funding.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP sn-405 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-405_E_A07-31-09.doc

	SN-410
	OE
	A
	10-21-11
	Special Notice
	Use when SSP S4-008 or S4-009 is used.  (Use for $1 Projects.)

	
	Hyperlink to SSP SN-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-410_E_A10-21-11.doc

	SN-550
	OE
	A
	04-17-09
	Special Notice
	Use in projects with American Recovery and Reinvestment Act Federal-aid funds.  Automatically inserted by boilerplate. 

	
	Hyperlink to SSP SN-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-550_E_A04-17-09.doc

	SN-714
	cs
	A
	09-25-09
	Special Notice (Electronic Submission of Payroll Records)
	Use in all projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP SN-714 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-714_E_A09-25-09.doc

	SN-935
	OE
	A
	02-16-07
	Special Notice
	Use for BATA projects that do not get funded until after bid  opening.

	
	Hyperlink to SSP SN-935 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-935_E_A02-16-07.doc

	SN-936
	OE
	A
	04-20-12
	Special Notice
	This special notice is automatically inserted for projects having a Monday or Friday bid opening date. The bid opening time and location may need to be revised or added in the Notice to Bidders for your special case.

	
	Hyperlink to SSP SN-936 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_00_SN/SN-936_E_A04-20-12.doc

	S1-000
	OE
	A
	02-06-09
	Section 1 Title
	Use in All projects. (inserted by boilerplate by DES-OE.)

	
	Hyperlink to SSP S1-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S1-000_E_A02-06-09.doc

	S1-020H
	OE
	A
	04-20-12
	Amendments to the May 2006 Standards Specifications
	Use in All projects. DO NOT EDIT. (Inserted by DES-OE.)

	
	Hyperlink to SSP S1-020H http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S1-020H_E_A04-20-12.doc

	S2-000
	CS
	A
	02-06-09
	Section 2 title
	Used in all projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-000_E_A02-06-09.doc

	S2-050
	OE
	A
	01-20-12
	SSPC QP Certification Preaward Qualification
	Used as requested by the District.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-050_E_A01-20-12.doc

	S2-100
	OE
	A
	02-06-09
	Mandatory Prebid Meeting
	Used as requested by the District.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-100_E_A02-06-09.doc

	S2-120
	OE
	A
	07-31-09
	Small Business and Non-Small Business Subcontractor Preferences
	Use in State-funded only projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-120 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-120_E_A07-31-09.doc

	S2-130
	OE
	A
	02-25-11
	Disabled Veteran Business Enterprises
	Use in projects over $5 million with no Federal aid.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-130 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-130_E_A02-25-11.doc

	S2-135
	OE
	A
	02-25-11
	Disabled Veteran Business Enterprises
	Use in projects $5 million or less with no Federal aid.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-135 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-135_E_A02-25-11.doc

	S2-140
	OE
	A
	07-31-09
	California Companies
	Use in State-funded only projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-140 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-140_E_A07-31-09.doc

	S2-145
	OE
	A
	07-31-09
	Tie Bid Resolution
	Use in all projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-145 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-145_E_A07-31-09.doc

	S2-150
	OE
	A
	03-04-11
	Disadvantaged Business Enterprises
	Use in projects with Federal-aid funds and UDBE goal.  Inserted automatically by boilerplate.

	
	Hyperlink to SSP S2-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-150_E_A03-04-11.doc

	S2-155
	OE
	A
	07-31-09
	Disadvantaged Business Enterprises
	Use in Federal-aid projects with no DBE goal.  Inserted automatically by boilerplate.

	
	Hyperlink to SSP S2-155 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-155_E_A07-31-09.doc

	S2-200
	OE
	A
	02-06-09
	DVBE Information Submittal for Informal-bid Projects
	Used in all projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S2-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-200_E_A02-06-09.doc

	S2-300
	CS
	A
	12-03-09
	Opt Out of Payment Adjustments for Price Index Fluctuations
	Use in all projects.  Automatically inserted by boilerplate

	
	Hyperlink to SSP S2-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S2-300_E_A12-03-09.doc

	S3-000
	OE
	A
	02-06-09
	Section 3 title
	Used in all projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S3-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-000_E_A02-06-09.doc

	S3-070
	OE
	A
	02-06-09
	Contract Award
	Used in projects with a 60 day contract award period.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S3-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-070_E_A02-06-09.doc

	S3-080
	OE
	A
	08-26-09
	Contract Award
	Used for informal-bid projects that do not have same day award.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S3-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-080_E_A08-26-09.doc

	S3-090
	OE
	A
	08-26-09
	Contract Award and Contract Execution 
	Used for informal-bid projects that have same day award.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S3-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-090_E_A08-26-09.doc

	S3-092
	OE
	A
	07-31-09
	Contract Execution 
	Used for Early Return / Early Start provisions and no ARRA funding.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S3-092 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-092_E_A07-31-09.doc

	S3-100
	OE
	A
	04-17-09
	Data Universal Numbering System (D-U-N-S) Number and Contract Execution 
	Used in projects with American Recovery and Reinvestment Act Federal-aid funds.  Automatically inserted by boilerplate.  Use until January 2012.

	
	Hyperlink to SSP S3-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-100_E_A04-17-09.doc

	S3-200
	OE
	A
	07-31-09
	Small Business Participation Report
	Use in all projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S3-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-200_E_A07-31-09.doc

	S3-300
	OE
	A
	07-31-09
	Caltrans Bidder - DBE Information Form
	Used in Federal-aid projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S3-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_01-03/S3-300_E_A07-31-09.doc

	S4-001
	CS
	A
	07-31-09
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	This SSP is inserted by boiler plate in all standard Sections 1 through 4 packages.  This SSP includes options for projects with plant establishment work and cost plus time bidding.  The day for start of work is typically the 15th day.  For projects with early return of documents and early start of work, the day for start of work is reduced to the 5th day.  Data from the database is inserted in the appropriate locations during the merge process. Alternative Section 4 SSPs are available for special projects.  This SSP is not used for Highway Planting Projects.

	
	Hyperlink to SSP S4-001 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_04/S4-001_E_A07-31-09.doc

	S4-002
	CS
	A
	05-01-09
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Used for informal projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S4-002 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_04/S4-002_E_A05-01-09.doc

	S4-003
	CS
	A
	08-05-11
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Use in projects that meet any of the following conditions:
1.  Needs a delay start to procure materials
2.  Is a Highway Planting project
3.  Is $5 million or more and 200 working days.
See SSP instructions for additional criteria.

	
	Hyperlink to SSP S4-003 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_04/S4-003_E_A08-05-11.doc

	S4-004
	CS
	A
	12-03-09
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Use in Highway Maintenance and Minor A projects with 50 working days or less.

	
	Hyperlink to SSP S4-004 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_04/S4-004_E_A12-03-09.doc

	S4-008
	CS
	A
	10-21-11
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Use if project contains "minimum financing" in 2012/2013 fiscal year budget and has more than 50 working days.  Do not include in projects with bid openings after 2013/2014 FY Budget becomes law.

	
	Hyperlink to SSP S4-008 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_04/S4-008_E_A10-21-11.doc

	S4-009
	CS
	A
	10-21-11
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Use if project contains "minimum financing" in 2012/2013 fiscal year budget and has 50 working days or less.  Do not include in projects with bid openings after 2013/2014 FY Budget becomes law.

	
	Hyperlink to SSP S4-009 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_04/S4-009_E_A10-21-11.doc

	S4-070
	CS
	A
	05-01-09
	Water Availablity Clause
	Add to the end of Section 4 when the District has determined that there is a definite possibility that water could become unavailable during construction.
Do not use in projects with highway planting work.

	
	Hyperlink to SSP S4-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_04/S4-070_E_A05-01-09.doc

	S5-135
	CS
	A
	12-03-09
	Force Account Payment
	Use in projects with Time Related Overhead (SSP 08-017 or 08-018).
Do not use when the item for building work is over 50% of the total bid items.

	
	Hyperlink to SSP S5-135 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-135_E_A12-03-09.doc

	S5-180
	CS
	A
	05-01-06
	Responsibility To Other Entities
	Use when requested in writing by a local government entity.


	
	Hyperlink to SSP S5-180 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-180_E_A05-01-06.doc

	S5-200
	CS
	A
	08-17-07
	Damage Claims
	Use in  ALL seal coat projects when screenings will be applied.

	
	Hyperlink to SSP S5-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-200_E_A08-17-07.doc

	S5-240
	CS
	A
	05-01-06
	Areas For Contractor's Use
	Use when the District has determined that yard areas or plant sites are available for the project. 

	
	Hyperlink to SSP S5-240 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-240_E_A05-01-06.doc

	S5-250
	CS
	A
	02-06-09
	Payments
	Use in ALL projects

	
	Hyperlink to SSP S5-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-250_E_A02-06-09.doc

	S5-270
	CS
	A
	05-01-06
	Airspace
	Use when portions of the right of way are listed in the District's nonoperating right of way inventory.

	
	Hyperlink to SSP S5-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-270_E_A05-01-06.doc

	S5-280
	OE
	A
	01-20-12
	Supplemental Project Information
	Use if information for the project is available or required for the bidders to accurately bid the project.

	
	Hyperlink to SSP S5-280 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-280_E_A01-20-12.doc

	S5-310
	EV
	A
	06-01-11
	Noise Control
	Use for work in a residential or urban area (1) at night or (2) if night or Sunday noise restrictions exist.


	
	Hyperlink to SSP S5-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-310_E_A06-01-11.doc

	S5-320
	LS
	A
	05-01-06
	Water Conservation
	Use where a water shortage exists.

	
	Hyperlink to SSP S5-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-320_E_A05-01-06.doc

	S5-500
	CS
	A
	05-01-06
	Highway Construction Equipment
	Use when a majority of the work is away from public traffic.

	
	Hyperlink to SSP S5-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-500_E_A05-01-06.doc

	S5-505
	EB
	A
	04-20-12
	Species Protection
	Use when district biologist has determined that the project is occurring in our adjacent to regulated species habitat.

	
	Hyperlink to SSP S5-505 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-505_E_A04-20-12.doc

	S5-506
	EB
	A
	05-20-10
	Natural Resources Protection Plan
	Use when district biologist has determined that the natural resource protection plan is necessary.
Use with 07-321 Contractor Supplied Biologist.

	
	Hyperlink to SSP S5-506 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-506_E_A05-20-10.doc

	S5-600
	CS
	A
	05-01-06
	Project Appearance
	Use on projects where appearance of the work would have an unusual effect on public opinion.  Justification is required.

	
	Hyperlink to SSP S5-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-600_E_A05-01-06.doc

	S5-610
	EM
	A
	05-01-06
	State Park Regulations
	Use when the project limits include a portion of a State Park.

	
	Hyperlink to SSP S5-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-610_E_A05-01-06.doc

	S5-625
	EB
	A
	02-06-09
	Bird Protection
	Use when migratory or nongame birds may be adversely affected, injured, or killed during contruction activites.

	
	Hyperlink to SSP S5-625 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-625_E_A02-06-09.doc

	S5-630
	WP
	A
	10-21-11
	Relations With California Regional Water Quality Control Board
	Use with SSP 07-340 or 07-345, "Water Pollution Control."

	
	Hyperlink to SSP S5-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-630_E_A10-21-11.doc

	S5-640
	EM
	A
	03-21-08
	Relations With State Reclamation Board
	Use when a California State Reclamation Board application has been obtained.

	
	Hyperlink to SSP S5-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-640_E_A03-21-08.doc

	S5-650
	EV
	A
	05-01-06
	Open Burning Of Waste Material 
	Use only in areas where burning is still permitted AND when the District fully justifies the necessity for burning.

	
	Hyperlink to SSP S5-650 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-650_E_A05-01-06.doc

	S5-690
	CS
	A
	11-07-08
	Fire Plan
	Use this SSP when requested by the District.

	
	Hyperlink to SSP S5-690 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-690_E_A11-07-08.doc

	S5-700
	CS
	A
	05-01-06
	Material Sites
	Use when requested by the District.


	
	Hyperlink to SSP S5-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-700_E_A05-01-06.doc

	S5-720
	CS
	A
	05-01-06
	Borrow, Disposal And Material Sites
	Use in desert areas or other critical areas.

	
	Hyperlink to SSP S5-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-720_E_A05-01-06.doc

	S5-740
	EH
	A
	01-20-12
	Aerially Deposited Lead
	Use in projects containing soils with aerially deposited lead.

	
	Hyperlink to SSP S5-740 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-740_E_A01-20-12.doc

	S5-750
	EH
	A
	08-17-07
	Naturally Occurring Asbestos
	Use with SSP 19-910.

	
	Hyperlink to SSP S5-750 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-750_E_A08-17-07.doc

	S5-760
	EM
	A
	03-13-09
	Environmentally Sensitive Area
	Use if an Environmentally Sensitive Area (ESA) is shown on the plans for preservation of archeological sites, existing vegetation, biological habitat protection, or other.  

	
	Hyperlink to SSP S5-760 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-760_E_A03-13-09.doc

	S5-775
	DE
	A
	01-02-09
	Nonhighway Facilities (Including Utilities)
	Use if utilities are to be relocated during construction or if utilities are involved with pile driving, drilling, or substructure construction.

	
	Hyperlink to SSP S5-775 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-775_E_A01-02-09.doc

	S5-780
	LS
	A
	06-06-08
	Damage Repair
	Use on Highway Planting Projects and on Highway Construction Projects with Highway Planting.

	
	Hyperlink to SSP S5-780 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-780_E_A06-06-08.doc

	S5-790
	LS
	A
	06-30-06
	Relief from Maintenance and Responsibility
	Use for Highway Construction projects with plant establishment period.  Use on Highway Planting projects with hardscape (rock blanket, AC, MVP, etc.).
Use Para 6 of SSP 20-550.

	
	Hyperlink to SSP S5-790 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-790_E_A06-30-06.doc

	S5-800
	DD
	A
	05-01-06
	Tunnel Safety Orders
	Use in all projects with potential for human entry into or activity near the entry of, an underground facility meeting the definition of a tunnel.

	
	Hyperlink to SSP S5-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-800_E_A05-01-06.doc

	S5-950
	CS
	A
	05-01-06
	Areas For Contractor's Use, Utilities, Sanitary Provisions, Bridge Tolls, Access to Project Site, Drawings, and Permits and Licenses.
	Use in ALL Toll Bridge Projects.


	
	Hyperlink to SSP S5-950 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/District/S5-950_E_A05-01-06.doc

	S5-000
	OE
	A
	02-06-09
	Section 5 Title 
	Used in ALL projects (inserted by boilerplate by DES-OE.)

	
	Hyperlink to SSP S5-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-000_E_A02-06-09.doc

	S5-003
	CS
	A
	03-27-09
	Federal Requirements (American Recovery and Reinvestment Act)
	Use in projects with American Recovery and Reinvestment Act Federal-aid funds.
Automatically inserted by boilerplate.
Use until January 2012.


	
	Hyperlink to SSP S5-003 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-003_E_A03-27-09.doc

	S5-005
	CS
	A
	03-27-09
	Monthly Employment Report (American Recovery and Reinvestment Act)
	Use in projects with American Recovery and Reinvestment Act Federal-aid funds.
Automatically inserted by boilerplate.
Use until January 2012.


	
	Hyperlink to SSP S5-005 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-005_E_A03-27-09.doc

	S5-014
	CS
	A
	06-05-09
	Emissions Reduction
	Use in ALL projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S5-014 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-014_E_A06-05-09.doc

	S5-090
	OE
	A
	07-31-09
	Non-Small Business
	Used in State-funded only projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S5-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-090_E_A07-31-09.doc

	S5-095
	OE
	A
	08-26-09
	Disabled Veteran Business Enterprises
	Used in State-funded projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S5-095 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-095_E_A08-26-09.doc

	S5-099
	OE
	A
	03-04-11
	Performance of DBEs
	Used in Federal-aid projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S5-099 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-099_E_A03-04-11.doc

	S5-101
	CS
	A
	04-03-09
	Performance of UDBEs
	Use in projects with Federal-aid funds and UDBE goal.  Inserted automatically by boilerplate.

	
	Hyperlink to SSP S5-101 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-101_E_A04-03-09.doc

	S5-155
	CS
	A
	06-05-09
	Partnering Dispute Resolution
	Use in projects over $10 million and with 100 or more working days  (inserted by boilerplate by DES-OE). 


	
	Hyperlink to SSP S5-155 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-155_E_A06-05-09.doc

	S5-230
	CS
	A
	03-25-11
	Payment Adjustments for Price Index Fluctuations
	Use in all projects. Automatically inserted by boilerplate.

	
	Hyperlink to SSP S5-230 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-230_E_A03-25-11.doc

	S5-450
	DE
	A
	09-25-09
	Surface Mining and Reclamation Act
	Use in all projects.  Automatically inserted by boilerplate.

	
	Hyperlink to SSP S5-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-450_E_A09-25-09.doc

	S5-714
	CS
	A
	09-25-09
	Electronic Submission of Payroll Records
	Use in all projects.  Automatically inserted by boilerplate

	
	Hyperlink to SSP S5-714 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-714_E_A09-25-09.doc

	S5-715
	CS
	A
	07-01-08
	Training
	Use for federal-aid projects with trainees.

	
	Hyperlink to SSP S5-715 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_05_Gens/ESC-OE/S5-715_E_A07-01-08.doc

	S8-M00
	OE
	A
	05-01-06
	Section 8 Title
	Use in ALL projects.

	
	Hyperlink to SSP S8-M00 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-1_Misc/S8-M00_E_A05-01-06.doc

	S8-M03
	TN
	A
	01-20-12
	Prequalified and Tested Signing and Delineation Materials
	Use in ALL Projects.

	
	Hyperlink to SSP S8-M03 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-1_Misc/S8-M03_E_A01-20-12.doc

	S8-M10
	OE
	A
	02-04-10
	State-Furnished Materials
	Use in projects with State-furnished materials.

	
	Hyperlink to SSP S8-M10 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-1_Misc/S8-M10_E_A02-04-10.doc

	S8-M25
	PM
	A
	11-16-07
	Slag Aggregate
	Use in ALL District 07, 08, 11, and 12 projects.

	
	Hyperlink to SSP S8-M25 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-1_Misc/S8-M25_E_A11-16-07.doc

	S8-M26
	LS
	A
	05-01-06
	Slag Aggregate
	Use for ALL District 07, 08, 11, and 12 Highway Planting projects.

	
	Hyperlink to SSP S8-M26 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-1_Misc/S8-M26_E_A05-01-06.doc

	S8-M81
	METS
	A
	03-13-09
	Filter Fabric
	Use in projects with filter fabric.

	
	Hyperlink to SSP S8-M81 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-1_Misc/S8-M81_E_A03-13-09.doc

	S8-M91
	METS
	A
	05-01-06
	Paint (Recycled)
	Use when exterior wood surfaces are to be painted.

	
	Hyperlink to SSP S8-M91 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-1_Misc/S8-M91_E_A05-01-06.doc

	S8-C00
	OE
	A
	07-31-09
	Section 8-2 Title
	Use in all projects.  Delete Section 8-2 heading that is not applicable.


	
	Hyperlink to SSP S8-C00 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C00_E_A07-31-09.doc

	S8-C02
	PM
	A
	08-05-11
	Portland Cement Concrete
	Use "Strength Development Time" section for projects in Climate Areas I or II.
Use "Supplementary Cementitious Materials" section for projects with minor concrete.
If neither section is used, do not use this SSP.


	
	Hyperlink to SSP S8-C02 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C02_E_A08-05-11.doc

	S8-C04
	PM
	A
	08-05-11
	Corrosion Control for Portland Cement Concrete
	Use for concrete in direct contact with a corrosive environment, including those located in Climate Area III as defined in the RTL Guide.

	
	Hyperlink to SSP S8-C04 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C04_E_A08-05-11.doc

	S8-C05
	BR
	B
	08-05-11
	Freezing Condition Requirements
	Use when project falls within the post mile limits shown for Climate Area III as defined in the RTL Guide. 

	
	Hyperlink to SSP S8-C05 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C05_E_B08-05-11.doc

	S8-C06
	BR
	B
	10-21-11
	Rapid Strength Concrete for Structures
	Use for approach slab and joint seal assembly replacements, and minor bridge deck repairs.

	
	Hyperlink to SSP s8-c06 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C06_E_B10-21-11.doc

	S8-C15
	BR
	B
	06-05-09
	Precast Concrete Quality Control
	Use when projects includes precast piles, girders, deck unit, or MSE panels.  Use also for other work that requires precast concrete quality control.

	
	Hyperlink to SSP S8-C15 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C15_E_B06-05-09.doc

	S8-C16
	PM
	A
	04-20-12
	Contractor Quality Control (Concrete Pavement)
	Use if the Engineer's Estimate includes 2,000 or more cubic yards of concrete pavement.

	
	Hyperlink to SSP S8-C16 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C16_E_A04-20-12.doc

	S8-C20
	PM
	A
	01-20-12
	Self-Consolidating Concrete for Precast Elements
	Use in projects with precast elements.

	
	Hyperlink to SSP S8-C20 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C20_E_A01-20-12.doc

	S8-W00
	OE
	A
	05-01-06
	Section 8-3 Title (Welding )  
	Use in all projects where welding is required.

	
	Hyperlink to SSP S8-W00 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-3_Welding/S8-W00_E_A05-01-06.doc

	S8-W04
	BR
	B
	02-04-10
	Welding 
	Use when ANY welding may be performed on the project.

	
	Hyperlink to SSP S8-W04 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-3_Welding/S8-W04_E_B02-04-10.doc

	S8-W05
	BR
	B
	06-05-09
	Welding for Overhead Sign and Pole Structures 
	Use when project includes work conforming to Section 56-1, "Overhead Sign Structures," or "Section 86-2.04, "Standards, Steel Pedestals and Posts," of the Standard Specifications.

	
	Hyperlink to SSP S8-W05 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-3_Welding/S8-W05_E_B06-05-09.doc

	S8-W06
	BR
	B
	06-05-09
	Steel Pipe Piling Qualification Audit
	Use this specification when the project includes steel pipe for CISS piles, unfilled pipe piles (including when the option to use steel pipe piling is allowed per the plans or standard plans),or permanent steel casings for CIDH piles.  Use with S8-W04 and S8-W09.  Include SSP 49-350 in the special provisions.

	
	Hyperlink to SSP S8-W06 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-3_Welding/S8-W06_E_B06-05-09.doc

	S8-W09
	BR
	B
	11-21-08
	Payment
	Use when ANY welding may be performed on the project.  Use with S8 W04,  S8 W05, or S8-W06.

	
	Hyperlink to SSP S8-W09 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_08_Mtls/08-3_Welding/S8-W09_E_B11-21-08.doc

	S9-S10
	OE
	A
	05-01-06
	Sections 9 and 10 Title
	Use in ALL projects.

	
	Hyperlink to SSP S9-S10 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_09/S9-S10_E_A05-01-06.doc

	05-000
	TD
	A
	02-01-08
	Construction Project Information Signs
	Use on all projects (excluding seal coat, resurfacing and seismic projects) with an estimated contract cost of $750 000 or more and 50 working days or more.

	
	Hyperlink to SSP 05-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-000_E_A02-01-08.doc

	05-010
	OE
	A
	05-01-06
	Order of Work
	LEAD SSP. Add special features which apply to the project.


	
	Hyperlink to SSP 05-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-010_E_A05-01-06.doc

	05-020
	CS
	A
	01-20-12
	Miscellaneous Clauses For Order of Work
	Miscellaneous order of work clauses. 
Add to SSP 05-010.

	
	Hyperlink to SSP 05-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-020_E_A01-20-12.doc

	05-030
	TE
	A
	03-21-08
	Miscellaneous Clauses for Order of Work
	Use for signal and lighting work.  Add to SSP 05-010.

	
	Hyperlink to SSP 05-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-030_E_A03-21-08.doc

	05-050
	CS
	A
	04-20-12
	Miscellaneous Clauses For Order of Work
	Use for projects with planned staging or when staging is inherent to the type of work.  Add to SSP 05-010.

	
	Hyperlink to SSP 05-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-050_E_A04-20-12.doc

	05-060
	CS
	A
	12-03-09
	Miscellaneous Clauses For Order of Work
	Use only on State-financed seal coat projects.  Add to SSP 05-010.

	
	Hyperlink to SSP 05-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-060_E_A12-03-09.doc

	05-080
	CS
	A
	11-16-07
	Miscellaneous Clauses For Order of Work
	Use for widening projects that will require excavation adjacent to a lane being used by public traffic and that allow a moving operation without "safety wedge."  Add to SSP 05-010.

	
	Hyperlink to SSP 05-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-080_E_A11-16-07.doc

	05-100
	CS
	A
	08-17-07
	Miscellaneous Clause For Order of Work
	Use for projects that require excavation adjacent to a lane being used by public traffic and that needs a "safety wedge" during nonworking hours.  Add to SSP 05-010.

	
	Hyperlink to SSP 05-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-100_E_A08-17-07.doc

	05-150
	TT
	A
	05-01-06
	Miscellaneous Clause For Order of Work 
	Use when work on guard railing, thrie beam barrier or metal beam barrier is to be done adjacent to traffic.  Add to SSP 05-010.

	
	Hyperlink to SSP 05-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-150_E_A05-01-06.doc

	05-200
	LS
	A
	06-05-09
	Miscellaneous Clauses For Order of Work 
	Miscellaneous clauses for planting and seeding work and irrigation work.  Add to SSP 05-010 or to other "Order of Work"  SSPs as required.

	
	Hyperlink to SSP 05-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-200_E_A06-05-09.doc

	05-500
	BR
	B
	05-01-06
	Miscellaneous Clause For Order of Work
	Use when project requires embankment settlement period or surcharge embankments.
Add to SSP 05-010

	
	Hyperlink to SSP 05-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/05-500_E_B05-01-06.doc

	07-320
	EC
	A
	02-06-09
	Archaeological Monitoring Area (AMA) 
	Use in projects when information is provided by the Project Archaeologist for AMAs.  Location of AMAs must be shown on the plans.  Refer to the Standard Environmental Reference (SER) for design guidance.

	
	Hyperlink to SSP 07-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-320_E_A02-06-09.doc

	07-321
	EB
	A
	04-20-12
	Contractor Supplied Biologist
	Use when a District Biologist has determined that the project is occurring in or adjacent to a regulated species habitat and species monitoring is necessary

	
	Hyperlink to SSP 07-321 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-321_E_A04-20-12.doc

	07-322
	EB
	A
	02-04-10
	Biological Monitoring Area (BMA)
	Use when a project Biologist requires biological monitoring areas.

	
	Hyperlink to SSP 07-322 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-322_E_A02-04-10.doc

	07-323
	EB
	A
	05-20-10
	Biological Resource Information Program
	Use if required by PLAC.
Use with 07-321 "Contractor Supplied Biologist " .

	
	Hyperlink to SSP 07-323 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-323_E_A05-20-10.doc

	07-324
	EB
	A
	10-21-11
	Fish Protection
	Use when bridge construction is scheduled in a stream channel that contains protected fish.

	
	Hyperlink to SSP 07-324 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-324_E_A10-21-11.doc

	07-325
	EB
	A
	11-07-08
	Environmental Protection (Desert Tortoise)
	Use in District 9 only.  Use when an Incidental Take permit or Biological Opinion is issued.

	
	Hyperlink to SSP 07-325 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-325_E_A11-07-08.doc

	07-327
	EB
	A
	01-02-09
	Environmental Protection (Mohave Ground Squirrel)
	Use in District 9 only.  Use when a Mohave ground squirrel incidental take permit is issued.

	
	Hyperlink to SSP 07-327 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-327_E_A01-02-09.doc

	07-328
	EB
	A
	05-20-10
	Temporary Wetland Protection Mat
	Use when motorized equipment or vehicles need to cross wetlands and permits to use mats have been obtained.

	
	Hyperlink to SSP 07-328 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-328_E_A05-20-10.doc

	07-330
	EH
	A
	06-01-11
	Material Containing Aerially Deposited Lead
	Use in Districts 4, 6, 7, 8, 10, 11, and 12.  Use in projects with minor soil disturbance, such as installing guardrail, fencing, sign posts, highway planting and irrigation, erosion control, or traffic operation systems, that have known contamination from aerially deposited lead.

	
	Hyperlink to SSP 07-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-330_E_A06-01-11.doc

	07-340
	WP
	A
	10-21-11
	Water Pollution Control 
	Use with all projects where construction activities, such as clearing, grading, and excavation result in less than 1 acre of soil disturbance or projects that qualify for an EPA Small Construction Erosivity Waiver.

	
	Hyperlink to SSP 07-340 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-340_E_A10-21-11.doc

	07-345
	WP
	A
	10-21-11
	Water Pollution Control
	Use with all projects where construction activities, such as clearing, grading, and excavation result in 1 or more acres of soil disturbance; or for projects where there may be significant water quality impairment.

	
	Hyperlink to SSP 07-345 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-345_E_A10-21-11.doc

	07-346
	WP
	A
	08-05-11
	Construction Site Management
	Use in all projects.

	
	Hyperlink to SSP 07-346 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-346_E_A08-05-11.doc

	07-347
	WP
	A
	08-05-11
	Temporary Active Treatment System
	Use only for dewatering and discharge of uncontaminated groundwater, stormwater, or both.  Use only for sediment and turbidity.

	
	Hyperlink to SSP 07-347 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-347_E_A08-05-11.doc

	07-351
	WP
	A
	03-07-08
	Temporary Hydraulic Mulch
	Use as a temporary source control for soil stabilization.

	
	Hyperlink to SSP 07-351 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-351_E_A03-07-08.doc

	07-352
	WP
	A
	03-07-08
	Temporary Hydraulic Mulch (Cementitious Binder)
	Use as a temporary source control for soil stabilization.

	
	Hyperlink to SSP 07-352 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-352_E_A03-07-08.doc

	07-353
	WP
	A
	03-07-08
	Temporary Hydroseed
	Use as a temporary source control for soil stabilization.

	
	Hyperlink to SSP 07-353 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-353_E_A03-07-08.doc

	07-354
	WP
	A
	03-07-08
	Temporary Tacked Straw
	Use as a temporary source control for soil stabilization.

	
	Hyperlink to SSP 07-354 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-354_E_A03-07-08.doc

	07-360
	WP
	A
	08-05-11
	Street Sweeping
	Use for project conditions that require machine-operated sweepers to control sediment in conjunction with other tracking controls and control sediment, particulate matter, debris, and trash that may be tracked off site.

	
	Hyperlink to SSP 07-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-360_E_A08-05-11.doc

	07-371
	WP
	A
	03-07-08
	Temporary Soil Binder
	Use as a temporary source control for soil stabilization.

	
	Hyperlink to SSP 07-371 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-371_E_A03-07-08.doc

	07-380
	WP
	A
	03-07-08
	Temporary Mulch
	Use as a temporary source control for soil stabilization.

	
	Hyperlink to SSP 07-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-380_E_A03-07-08.doc

	07-381
	WP
	A
	03-21-08
	Temporary Hydraulic Mulch (Bonded Fiber Matrix)
	Use as a temporary source control for soil stabilization. Temporary hydraulic mulch (bonded fiber matrix) is used to cover and protect disturbed soil areas from erosion due to wind or water.  

	
	Hyperlink to SSP 07-381 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-381_E_A03-21-08.doc

	07-390
	WP
	A
	03-13-09
	Temporary Erosion Control Blanket
	Use as a temporary erosion control blanket for soil stabilization.

	
	Hyperlink to SSP 07-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-390_E_A03-13-09.doc

	07-395
	WP
	A
	08-01-08
	Temporary Cover
	Use as a temporary plastic cover for soil stabilization.  Temporary cover is used as a source control to protect disturbed soil areas, such as unfinished embankements, cut slopes, and temporary stockpiles from erosion by water and by wind.

	
	Hyperlink to SSP 07-395 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-395_E_A08-01-08.doc

	07-400
	DD
	A
	05-01-06
	Temporary Culverts
	Use when temporary culverts are used for detours.


	
	Hyperlink to SSP 07-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-400_E_A05-01-06.doc

	07-405
	WP
	A
	04-03-09
	Temporary Concrete Washout Facility
	Use for conditions that require a waste management and material pollution control for concrete operations.

	
	Hyperlink to SSP 07-405 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-405_E_A04-03-09.doc

	07-406
	WP
	A
	04-03-09
	Temporary Concrete Washout (Portable)
	Use instead of "Temporary Concrete Washout Facility" if there is not enough space for the placement of that facility.

	
	Hyperlink to SSP 07-406 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-406_E_A04-03-09.doc

	07-407
	WP
	A
	08-15-08
	Temporary Concrete Washout Bin
	Use for waste management and material pollution control for concrete operations, and to eliminate discharge of portland cement concrete slurries and asphalt concrete wastes from entering storm drain systems or watercourses.

	
	Hyperlink to SSP 07-407 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-407_E_A08-15-08.doc

	07-410
	TS
	A
	05-01-06
	Temporary Metal Beam Guard Railing
	Use when project requires temporary metal beam guard railing.

	
	Hyperlink to SSP 07-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-410_E_A05-01-06.doc

	07-415
	WP
	A
	08-01-08
	Temporary Check Dam
	Use as a temporary sediment control structure in ditches and swales to trap and detain sediment in concentrated flows of storm water runoff from construction sites.


	
	Hyperlink to SSP 07-415 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-415_E_A08-01-08.doc

	07-420
	WP
	A
	08-01-08
	Temporary Fiber Roll
	Use as a temporary linear barrier for sediment control to intercept runoff, reduce runoff flow velocity, and release runoff as sheet flow.

	
	Hyperlink to SSP 07-420 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-420_E_A08-01-08.doc

	07-421
	WP
	A
	07-31-09
	Temporary Large Sediment Barrier
	Use as a temporary linear barrier for sediment control to intercept and slow the flow of sediment-laden runoff.

	
	Hyperlink to SSP 07-421 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-421_E_A07-31-09.doc

	07-430
	WP
	A
	12-05-08
	Temporary Silt Fence
	Use as a temporary linear barrier for sediment control to intercept and detain sediment in storm water runoff from unprotected areas at construction sites.

	
	Hyperlink to SSP 07-430 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-430_E_A12-05-08.doc

	07-432
	WP
	A
	08-05-11
	Temporary Reinforced Silt Fence
	Use if sediment loads require a stronger silt fence than is available with Temporary Silt Fence (SSP 07-430).

	
	Hyperlink to SSP 07-432 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-432_E_A08-05-11.doc

	07-440
	DM
	A
	05-01-06
	Temporary Fence
	Use when project requires temporary fence.


	
	Hyperlink to SSP 07-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-440_E_A05-01-06.doc

	07-446
	WP
	A
	08-05-11
	Temporary Fence (Type ESA)
	Use if project requires a temporary fence to delineate environmentally sensitive areas, preserve existing  vegetation, or other conditions that require temporary, high visibility fence.  

	
	Hyperlink to SSP 07-446 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-446_E_A08-05-11.doc

	07-460
	WP
	A
	04-03-09
	Temporary Straw Bale Barrier
	Use as temporary linear sediment barrier to control, intercept and detain sediment in storm water runoff from unprotected areas at job sites.

	
	Hyperlink to SSP 07-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-460_E_A04-03-09.doc

	07-470
	WP
	A
	08-01-08
	Temporary Gravel Bag Berm
	Use as a temporary linear berm for sediment control to intercept runoff, reduce runoff flow velocity, and release runoff as sheet flow.

	
	Hyperlink to SSP 07-470 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-470_E_A08-01-08.doc

	07-480
	WP
	A
	01-20-12
	Temporary Construction Entrance
	Use as a temporary tracking control at points of ingress and egress at the construction sites to reduce tracking of mud and sediment onto public roads by construction vehicles.

	
	Hyperlink to SSP 07-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-480_E_A01-20-12.doc

	07-481
	WP
	A
	03-13-09
	Temporary Construction Roadway
	Use as a temporary tracking control to limit dust generation and minimize tracking of sediment while providing access for construction activities.

	
	Hyperlink to SSP 07-481 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-481_E_A03-13-09.doc

	07-485
	WP
	A
	12-05-08
	Move-In/Move-Out (Temporary Erosion Control)
	Use to apply temporary soil stabilization (erosion control) BMPs on newly completed slopes.  Use where grading is sequential and slopes are not all finished at the same time.
Recommended for large projects (25 acres or more DSA) that extend through several rainy seasons and use SSP 07 345.  Not recommended for small projects with a single rainy season.

	
	Hyperlink to SSP 07-485 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-485_E_A12-05-08.doc

	07-490
	WP
	A
	03-13-09
	Temporary Drainage Inlet Protection
	Use for project conditions that require a temporary sediment control by providing temporary drainage inlet protection to filter or settle sediment-laden runoff prior to discharge into a storm drainage system or watercourse.

	
	Hyperlink to SSP 07-490 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-490_E_A03-13-09.doc

	07-600
	BR
	B
	05-01-06
	Materials Hauling Equipment Loading On Bridges
	Use when bridges are shown on the plans to carry the materials hauling equipment loading.

	
	Hyperlink to SSP 07-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-600_E_B05-01-06.doc

	07-610
	BR
	B
	05-01-06
	Materials Hauling Equipment Loading On Bridges 
	Use when alternative details for bridges are shown on the plans to carry the materials hauling equipment loading.

	
	Hyperlink to SSP 07-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-610_E_B05-01-06.doc

	07-640
	BR
	A
	04-20-12
	Scaffolding
	Use when scaffolding might be used for a project and the scaffolding would be 1) over or adjacent to traffic, or 2) suspended from the traveled way.  (For example:  USE for work on existing structures, retrofit work, bridge painting, etc.  All new bridges will most likely NOT require this specification.)  DO NOT use for scaffolding for soundwalls, retaining walls, or buildings.  If uncertain, check with OSC.

	
	Hyperlink to SSP 07-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-640_E_A04-20-12.doc

	07-650
	BR
	B
	07-01-08
	Temporary Decking
	Use when removing and replacing joint seal assemblies or portions of the bridge deck and it has been determined that the time for lane closure is not long enough to allow for continuous completin of the work.

	
	Hyperlink to SSP 07-650 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-650_E_B07-01-08.doc

	07-850
	CS
	A
	11-02-07
	Cooperation
	Use when one or more projects are adjacent to or within the project limits.


	
	Hyperlink to SSP 07-850 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/07-850_E_A11-02-07.doc

	08-012
	CS
	A
	04-20-12
	Progress Schedule (Critical Path Method)
	Use in projects (except highway planting) that meet one of the following criteria:
1.  Less than $1 million and with 100 or more working days
2.  From $1 million to $5 million, except the District may use SSP 08-015 for complex projects over 250 working days.
3.  Over $5 million and less than 100 working days.

	
	Hyperlink to SSP 08-012 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/08-012_E_A04-20-12.doc

	08-015
	CS
	A
	04-20-12
	Progress Schedule (Critical Path Method)
	Use in projects (except highway planting) over $5 million and with 100 or more working days. 

	
	Hyperlink to SSP 08-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/08-015_E_A04-20-12.doc

	08-017
	CS
	A
	09-16-11
	Time-Related Overhead
	Use in projects over $5 million and 100 or more working days.  Do not include on cost plus time contracts.  Use SSP 08-018 on cost plus time contracts.
Include SSPs S5-135, 05-050, and 08-015 when this SP is used.
Do not use for building projects when the building work item is over 50% of the total bid items.

	
	Hyperlink to SSP 08-017 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/08-017_E_A09-16-11.doc

	08-018
	CS
	A
	09-16-11
	Time-Related Overhead
	Use in A+B projects over $5 million and 100 or more working days.
Include SSPs S5-135, 05-050, and 08-015 when this SSP is used.
Do not use for building projects when the building work item is over 50% of the total bid items.

	
	Hyperlink to SSP 08-018 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/08-018_E_A09-16-11.doc

	08-100
	RW
	A
	04-20-12
	Right of Way Obstructions
	Use in projects that have been approved for advertising even though some right of way parcels have not been cleared and may be occupied.  This work-around SSP is to be used in very unusual conditions and should not be used in normal projects.

	
	Hyperlink to SSP 08-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/08-100_E_A04-20-12.doc

	12-000
	TT
	A
	02-04-10
	Construction Area Traffic Control Devices
	Use in all projects

	
	Hyperlink to SSP 12-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-000_E_A02-04-10.doc

	12-003
	TT
	A
	03-07-08
	Construction Area Signs
	Use in ALL projects.


	
	Hyperlink to SSP 12-003 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-003_E_A03-07-08.doc

	12-005
	TT
	A
	05-01-06
	Temporary Object Marker Clauses 
	Use when temporary object markers are used in conjunction with Construction Area Signs.  Add to SSP 12-000. 

	
	Hyperlink to SSP 12-005 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-005_E_A05-01-06.doc

	12-010
	TO
	A
	12-19-08
	Maintaining Traffic
	Use when work will be performed over, on or adjacent to lanes carrying public traffic, including their contiguous shoulders, or shoulders adjacent to such lanes.

	
	Hyperlink to SSP 12-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-010_E_A12-19-08.doc

	12-017
	TO
	A
	10-03-08
	Closing Adjacent Traffic Lane
	Use when requested by District Traffic on high-volume freeways with sufficient lanes to allow closure of the adjacent lanes.  Add to SSP 12-010. 

	
	Hyperlink to SSP 12-017 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-017_E_A10-03-08.doc

	12-030
	BR
	B
	05-01-06
	Miscellaneous Clauses For Falsework Openings and Falsework Lighting
	Use when falsework openings or falsework lighting is required.

	
	Hyperlink to SSP 12-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-030_E_B05-01-06.doc

	12-100
	TO
	A
	12-19-08
	Miscellaneous Clauses for Maintaining Traffic 
	Add to SSP 12-010.

	
	Hyperlink to SSP 12-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-100_E_A12-19-08.doc

	12-128
	TO
	A
	12-19-08
	Lane Closure Restriction for Designated Legal Holidays and Special Days
	Use for lane closure restrictions for designated legal holidays and special days.

	
	Hyperlink to SSP 12-128 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-128_E_A12-19-08.doc

	12-140
	BR
	B
	05-01-06
	Miscellaneous Clause For Maintaining Usable Waterway Traffic
	Use for miscellaneous usable waterways not provided for by agreement.

	
	Hyperlink to SSP 12-140 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-140_E_B05-01-06.doc

	12-150
	TT
	A
	11-16-07
	Pedestrian Access Facilities Clauses
	Use when pedestrian traffic will pass through construction areas.   Add to SSP 12-010.

	
	Hyperlink to SSP 12-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-150_E_A11-16-07.doc

	12-160
	TO
	A
	12-19-08
	Lane Requirement Chart
	Use for multilane highways.

	
	Hyperlink to SSP 12-160 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-160_E_A12-19-08.doc

	12-162
	TO
	A
	12-19-08
	Lane Requirement Chart
	Use for complete freeway/expressway closures.

	
	Hyperlink to SSP 12-162 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-162_E_A12-19-08.doc

	12-164
	TO
	A
	12-19-08
	Lane Requirement Chart
	Use for complete connector closures.

	
	Hyperlink to SSP 12-164 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-164_E_A12-19-08.doc

	12-166
	TO
	A
	12-19-08
	Lane Requirement Chart
	Use for ramps.

	
	Hyperlink to SSP 12-166 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-166_E_A12-19-08.doc

	12-168
	TO
	A
	12-19-08
	Lane Requirement Chart
	Use for conventional highways.

	
	Hyperlink to SSP 12-168 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-168_E_A12-19-08.doc

	12-170
	TO
	A
	12-19-08
	Lane Requirement Chart
	Use for complete conventional highway closures.

	
	Hyperlink to SSP 12-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-170_E_A12-19-08.doc

	12-200
	BR
	B
	05-01-06
	Miscellaneous Clauses For Maintaining Traffic 
	Use when the project includes bridges that require the erection of precast girders or falsework.  Add to SSP 12-010.

	
	Hyperlink to SSP 12-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-200_E_B05-01-06.doc

	12-220
	TO
	A
	12-19-08
	Closure Requirements and Conditions  
	Use in ALL projects that allow lane closures.

	
	Hyperlink to SSP 12-220 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-220_E_A12-19-08.doc

	12-230
	BR
	B
	05-01-06
	Construction Area Signs 
	Use in bridge cleaning and painting projects when a traffic control system is not required.

	
	Hyperlink to SSP 12-230 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-230_E_B05-01-06.doc

	12-240
	BR
	B
	05-01-06
	Miscellaneous Clauses For Construction Area Signs 
	Use in bridge cleaning and painting projects when a traffic control system is required.

	
	Hyperlink to SSP 12-240 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-240_E_B05-01-06.doc

	12-250
	BR
	B
	05-01-06
	Miscellaneous Clauses For Traffic Control on Structures
	Use on bridge cleaning and painting projects.

	
	Hyperlink to SSP 12-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-250_E_B05-01-06.doc

	12-255
	TT
	A
	04-03-09
	Impact Attenuator Vehicle
	Use when work involves traffic control system for lane closure,  ramp closure, or moving lane closure.

	
	Hyperlink to SSP 12-255 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-255_E_A04-03-09.doc

	12-260
	TT
	A
	12-15-06
	Traffic Control System For Lane Closure
	Use for stationary and moving type lane closures on multilane highways.  Also use on both multilane and 2-lane, 2-way highways for Seal Coat projects.

	
	Hyperlink to SSP 12-260 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-260_E_A12-15-06.doc

	12-264
	TO
	A
	05-01-06
	Toll Bridge Maintaining Traffic Clauses
	Use on Toll Bridges where State forces will set up lane closures.  Add to SSP12-010.

	
	Hyperlink to SSP 12-264 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-264_E_A05-01-06.doc

	12-265
	TT
	A
	05-01-06
	Traffic Control System For Lane Closure
	Use for lane closures on multilane highways without moving lane closures

	
	Hyperlink to SSP 12-265 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-265_E_A05-01-06.doc

	12-270
	TT
	A
	12-15-06
	Traffic Control System For Lane Closure 
	Use for lane closures on 2-lane, 2-way highways, including moving lane closures.

	
	Hyperlink to SSP 12-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-270_E_A12-15-06.doc

	12-275
	TT
	A
	05-01-06
	Traffic Control System For Lane Closure
	Use for 2-lane 2-way highway lane closures without moving lane closures.

	
	Hyperlink to SSP 12-275 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-275_E_A05-01-06.doc

	12-280
	TT
	A
	05-01-06
	Traffic Control System For Ramp Closures
	Use when ramp closures are required and traffic lanes are not being closed.

	
	Hyperlink to SSP 12-280 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-280_E_A05-01-06.doc

	12-310
	TM
	A
	04-06-07
	Temporary Pavement Delineation
	Use when existing pavement delineation will be obliterated on lanes open to public traffic and:
1.  The only temporary pavement delineation required on the project is for lanelines, centerlines, and edgelines, and
2.  Temporary pavement delineation can be replaced with the planned permanent pavement delineation within 14 days, and,
3.  The temporary pavement delineation provided in this SSP is sufficient for the type of work involved and anticipated traffic volumes, and,
4.  No temporary pavement delineation is shown on the plans.

	
	Hyperlink to SSP 12-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-310_E_A04-06-07.doc

	12-312
	TM
	A
	10-06-06
	Temporary Pavement Delineation 
	Use on seal coat projects.


	
	Hyperlink to SSP 12-312 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-312_E_A10-06-06.doc

	12-320
	TM
	A
	11-16-07
	Temporary Pavement Delineation
	Use when existing pavement delineation will be obliterated on lanes opened to public traffic and temporary pavement delineation will be in place longer than 14 days but less than 6 months.

	
	Hyperlink to SSP 12-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-320_E_A11-16-07.doc

	12-330
	TT
	A
	05-01-06
	Portable Flashing Beacon
	Use when applicable.

	
	Hyperlink to SSP 12-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-330_E_A05-01-06.doc

	12-350
	TT
	A
	05-01-06
	Barricade
	Use when barricades are required in addition to the barricades required for traffic control systems.

	
	Hyperlink to SSP 12-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-350_E_A05-01-06.doc

	12-370
	TT
	A
	11-07-08
	Portable Changeable Message Sign
	Use when required.


	
	Hyperlink to SSP 12-370 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-370_E_A11-07-08.doc

	12-380
	TE
	T
	06-05-09
	Temporary Signal System
	Use when required.

	
	Hyperlink to SSP 12-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-380_E_T06-05-09.doc

	12-390
	TE
	T
	06-05-09
	Temporary Flashing Beacon System
	Use when temporary flashing beacon and sign illumination is required.

	
	Hyperlink to SSP 12-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-390_E_T06-05-09.doc

	12-411
	TS
	A
	02-06-09
	Temporary Terminal Section (Type K)
	Use when a connection is required between Temporary Railing (Type K) and Type 50 Concrete Barrier.

	
	Hyperlink to SSP 12-411 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-411_E_A02-06-09.doc

	12-500
	TT
	A
	05-01-06
	Channelizer
	Use when applicable.


	
	Hyperlink to SSP 12-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-500_E_A05-01-06.doc

	12-510
	TT
	A
	03-07-08
	Traffic Plastic Drum
	Use as alternative to portable delineators, tubular markers, cones, and Type1 and Type 2 barricades.

	
	Hyperlink to SSP 12-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-510_E_A03-07-08.doc

	12-600
	TS
	A
	05-01-06
	Temporary Traffic Screen
	Use when temporary traffic screen is included in the project as a "Gawk" screen and is not on railing separating opposing traffic.

	
	Hyperlink to SSP 12-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-600_E_A05-01-06.doc

	12-990
	TS
	A
	10-03-08
	Temporary Crash Cushion Module
	Use in ALL projects.


	
	Hyperlink to SSP 12-990 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/05-12/12-990_E_A10-03-08.doc

	14-001
	EH
	A
	04-20-12
	Remove Yellow Traffic Stripe and Pavement Marking (Hazardous Waste)
	Use SSP 15-305 if grinding portland cement concrete, asphalt concrete pavement, or chip seal where residue will contain high lead concentration yellow paints but be a nonÐhazardous waste.
Contact the district hazardous waste technical specialist for assistance to determine which yellow residues are expected to contain hazardous waste levels of lead and which are not and assistance in choosing the appropriate specification.
If both hazardous waste and nonÐhazardous waste residue will be generated at separate locations within the project, use both SSP 15-301 and SSP 14-001.
For additional guidance related to SSPs 14-001, 15-301, and 15-305, go to: http://pd.dot.ca.gov/env/haz/html/hw_sp.htm


	
	Hyperlink to SSP 14-001 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/14/14-001_E_A04-20-12.doc

	14-010
	EH
	A
	04-20-12
	Treated Wood Waste
	Use if work includes removal of treated wood, such as remove metal beam guard railing, remove thrie beam barrier or remove roadside sign.

	
	Hyperlink to SSP 14-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/14/14-010_E_A04-20-12.doc

	15-010
	CS
	A
	05-01-06
	Existing Highway Facilities
	Use when existing highway facilities are involved.


	
	Hyperlink to SSP 15-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-010_E_A05-01-06.doc

	15-020
	BR
	B
	05-01-06
	Clause for use when working in confined areas.
	Use when work is to be performed in existing box girder cells or other confined areas.

	
	Hyperlink to SSP 15-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-020_E_B05-01-06.doc

	15-023
	BR
	B
	07-01-08
	no title
	Use when widening or retrofit work where new concrete will be placed against existing footing concrete

	
	Hyperlink to SSP 15-023 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-023_E_B07-01-08.doc

	15-025
	EH
	A
	01-20-12
	Miscellaneous Clauses For Debris Containment and Collection Program 
	Use when work on an existing structure will disturb the existing paint.

	
	Hyperlink to SSP 15-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-025_E_A01-20-12.doc

	15-027
	EH
	A
	06-05-09
	Earth Material Containing Lead
	Use if excavation or other disturbance of earth material, e.g., soil, will occur and earth material is not a hazardous waste and does not require disposal in a permitted landfill.

	
	Hyperlink to SSP 15-027 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-027_E_A06-05-09.doc

	15-060
	DD
	A
	05-01-06
	Abandon Manhole
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-060_E_A05-01-06.doc

	15-080
	DD
	A
	01-05-07
	Abandon Culvert and Pipe Line
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-080_E_A01-05-07.doc

	15-100
	DD
	A
	05-01-06
	Abandon Inlet
	Use when applicable.  Add to SSP 15-010.  

	
	Hyperlink to SSP 15-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-100_E_A05-01-06.doc

	15-140
	BR
	B
	01-20-12
	Destroy Wells
	Use if water or monitoring wells must be destroyed.

	
	Hyperlink to SSP 15-140 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-140_E_B01-20-12.doc

	15-150
	BR
	B
	07-01-08
	Abandon Pedestrian Undercrossing
	Use for abandoning PUC in place

	
	Hyperlink to SSP 15-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-150_E_B07-01-08.doc

	15-170
	TS
	A
	05-01-06
	Salvage Metal Beam Guard Railing
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-170_E_A05-01-06.doc

	15-180
	TS
	A
	05-01-06
	Remove Metal Beam Guard Railing
	Use when existing guard railing is unsuitable for reconstruction or salvage.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-180 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-180_E_A05-01-06.doc

	15-210
	BR
	A
	05-01-06
	Remove Sign Structure
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-210_E_A05-01-06.doc

	15-240
	TM
	A
	11-16-07
	Remove Pavement Marker
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-240 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-240_E_A11-16-07.doc

	15-260
	BR
	A
	05-01-06
	Remove Sign Structure Walkway
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-260 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-260_E_A05-01-06.doc

	15-270
	TS
	A
	05-01-06
	Remove Cable-Chain Link Barrier
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-270_E_A05-01-06.doc

	15-301
	EH
	A
	06-05-09
	Remove Traffic Stripe and Pavement Marking
	Use if residue from removing yellow thermoplastic and paint, traffic stripes, and pavement markings will not contain hazardous waste levels of lead (less than 1000 mg/kg total lead and 5mg/l soluble lead).  Use if removing other colors of paint (white, blue, black, etc).
Contact the district hazardous waste technical specialist for assistance to determine which yellow residues are expected to contain hazardous waste levels of lead and which are not.
If yellow residue is a hazardous waste use SSP 14-001.
If both hazardous waste and nonÐhazardous waste residue will be generated at separate locations within the project, use both SSP 15-301 and SSP 14-001.
For additional guidance related to SSP 15-301 and SSP 14-001, go to:  http://pd.dot.ca.gov/env/haz/html/hw_sp.htm


	
	Hyperlink to SSP 15-301 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-301_E_A06-05-09.doc

	15-305
	EH
	A
	08-05-11
	Residue Containing High Lead Concentration Paints
	Use if residue from grinding or cold planing contains lead from paint and thermoplastic and the average lead concentrations are less than 1,000 mg/kg total lead and 5 mg/L soluble lead.


	
	Hyperlink to SSP 15-305 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-305_E_A08-05-11.doc

	15-310
	TM
	A
	05-01-06
	Remove Contrast Treatment
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-310_E_A05-01-06.doc

	15-330
	DD
	A
	05-01-06
	Remove Drainage Facilities
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-330_E_A05-01-06.doc

	15-340
	DD
	A
	05-01-06
	Remove Asphalt Concrete Dike
	Use when asphalt concrete dikes to be removed are outside the limits of excavation.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-340 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-340_E_A05-01-06.doc

	15-360
	TD
	A
	05-01-06
	Remove Roadside Sign
	Use when applicable.  Add to SSP 15-010.


	
	Hyperlink to SSP 15-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-360_E_A05-01-06.doc

	15-390
	TD
	A
	05-01-06
	Reconstruct Sign Structure
	Use when existing sign structures are to be reconstructed by removing, disassembling, modifying and constructing again at existing or new locations.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-390_E_A05-01-06.doc

	15-400
	TD
	A
	05-01-06
	Modify Sign Panel
	Use when applicable.  Add to SSP 15-010.  

	
	Hyperlink to SSP 15-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-400_E_A05-01-06.doc

	15-410
	DM
	A
	05-01-06
	Reconstruct Chain Link Fence
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-410_E_A05-01-06.doc

	15-430
	TS
	A
	05-01-06
	Reconstruct Metal Beam Guard Railing
	Add to SSP 15-010.

	
	Hyperlink to SSP 15-430 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-430_E_A05-01-06.doc

	15-440
	DM
	A
	05-01-06
	Reset Mailbox
	Use when applicable.  Add to SSP 15-010.


	
	Hyperlink to SSP 15-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-440_E_A05-01-06.doc

	15-460
	TS
	A
	05-01-06
	Reset Roadside Sign
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-460_E_A05-01-06.doc

	15-480
	BR
	A
	07-01-11
	Relocate Sign Structure
	Use when existing sign structures are to be installed at new locations, with no modifications except for a new foundation and , if required, electrical connections to new service points.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-480_E_A07-01-11.doc

	15-510
	TS
	A
	05-01-06
	Relocate Roadside Sign
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-510_E_A05-01-06.doc

	15-520
	DD
	A
	07-31-09
	Pipeliner
	Use for existing culverts or storm drains that need lining.

	
	Hyperlink to SSP 15-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-520_E_A07-31-09.doc

	15-521
	DD
	A
	06-01-11
	Cleaning, Inspecting and Preparing Host pipe
	Use for existing culverts or storm drains that need lining or invert paving.

	
	Hyperlink to SSP 15-521 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-521_E_A06-01-11.doc

	15-522
	DD
	A
	07-31-09
	Culvert Contact Grouting
	Use if work requires injecting grout from within culverts to fill voids between culvert outer wall and surrounding ground.

	
	Hyperlink to SSP 15-522 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-522_E_A07-31-09.doc

	15-523
	DD
	A
	08-05-11
	Concrete Invert Paving
	Use for extending the life of existing culverts that have structural integrity but need concrete need concrete invert paving. The internal host pipe diameter must be at least 48 inches in diameter.

	
	Hyperlink to SSP 15-523 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-523_E_A08-05-11.doc

	15-530
	DD
	A
	07-31-09
	Plastic Pipeliner
	Use for extending the life of existing culverts that have structural integrity but need sealing and an invert lining.

	
	Hyperlink to SSP 15-530 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-530_E_A07-31-09.doc

	15-531
	DD
	A
	10-21-11
	Cured-In-Place Pipeliner (CIPP)
	Use for extending the life of existing culverts or storm drains that have structural integrity with an internal pipe diameter ranging from 8 inches to 96 inches, which are in need of repair and difficult to access.

	
	Hyperlink to SSP 15-531 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-531_E_A10-21-11.doc

	15-533
	DD
	A
	07-31-09
	Deformed/Re-Formed HDPE Pipeliner
	Use for extending the life of existing culverts 18 inches through 30 inches in diameter that have structural integrity but need sealing and are in need of repair.

	
	Hyperlink to SSP 15-533 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-533_E_A07-31-09.doc

	15-534
	DD
	A
	07-31-09
	Machine Spiral Wound Polyvinyl Chloride (PVC) Pipeliner (Fixed Diameter)
	Use for extending the life of existing culverts that have structural integrity with internal pipe diameter ranging from 21 inches to 108 inches that need repairing and are in low-abrasive (level 1 through 3) environments.

	
	Hyperlink to SSP 15-534 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-534_E_A07-31-09.doc

	15-536
	DD
	A
	07-31-09
	Machine Spiral Wound Polyvinyl Chloride (PVC) Pipeliner (Expandable Diameter)
	Use for extending the life of existing culverts that have structural integrity with internal pipe diameter ranging from 6 inches to 30 inches that need repairing and are in low-abrasive (level 1 through 3) environments.

	
	Hyperlink to SSP 15-536 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-536_E_A07-31-09.doc

	15-538
	DD
	A
	07-31-09
	Cementitious Pipeliner
	Use for extending the life of existing culverts with an internal pipe diameter ranging from 12 inches to 36 inches that have structural integrity but need lining and are in need of repair.

	
	Hyperlink to SSP 15-538 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-538_E_A07-31-09.doc

	15-540
	DD
	A
	11-16-07
	Adjust Inlet
	Use when the pipe inlet or walls of the inlet are to be adjusted.  If only the grate of the pipe inlet or frame and grate of the inlet are to be adjusted, use SSP 15-570.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-540_E_A11-16-07.doc

	15-570
	DD
	A
	07-31-09
	Adjust Frame And Cover  To Grade
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-570 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-570_E_A07-31-09.doc

	15-571
	DD
	A
	07-31-09
	Adjust Frame And Grate To Grade
	Use when applicable,  Add to SSP 15-010.

	
	Hyperlink to SSP 15-571 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-571_E_A07-31-09.doc

	15-584
	TS
	A
	05-01-06
	Adjust Metal Beam Guard Railing
	Use this method only where existing pavement surrounds wood posts.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-584 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-584_E_A05-01-06.doc

	15-590
	BR
	A
	05-01-06
	Modify Sign Structure
	Use when modification does not affect the basic framework or structure, and the sign is not relocated.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-590 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-590_E_A05-01-06.doc

	15-600
	CS
	A
	05-01-06
	Obliterate Surfacing
	Use when the surfacing to be obliterated is outside the limits of excavation.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-600_E_A05-01-06.doc

	15-620
	CS
	A
	05-01-06
	Remove Portland Cement Concrete Pavement
	Add to SSP 15-010.

	
	Hyperlink to SSP 15-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-620_E_A05-01-06.doc

	15-640
	CS
	A
	05-01-06
	Remove Base And Surfacing
	Use when removed base and surfacing are not replaced with structural section material.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-640_E_A05-01-06.doc

	15-670
	CS
	A
	06-05-09
	Cold Plane Asphalt Concrete Pavement
	Use if planing of existing pavement is required.  Add to SSP 15-010. 

	
	Hyperlink to SSP 15-670 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-670_E_A06-05-09.doc

	15-700
	DD
	A
	01-05-07
	Cap Inlet
	Use when applicable.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-700_E_A01-05-07.doc

	15-720
	TE
	A
	05-01-06
	Existing Loop Detectors
	Use when the existing loop detectors could be damaged  on grinding, grooving, and edge drain projects.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-720_E_A05-01-06.doc

	15-740
	LS
	A
	05-01-06
	Existing Highway Irrigation Facilities
	Use when the existing irrigation facilities to remain are within the limits of other work and could be damaged.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-740 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-740_E_A05-01-06.doc

	15-800
	BR
	B
	05-01-06
	Bridge Removal
	Use for all bridge removal.

	
	Hyperlink to SSP 15-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-800_E_B05-01-06.doc

	15-805
	BR
	B
	06-05-09
	Miscellaneous Clauses For Bridge Removal (Removal Plan)
	Use for all bridge removal.

	
	Hyperlink to SSP 15-805 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-805_E_B06-05-09.doc

	15-830
	BR
	B
	05-01-06
	Reconstruct Metal Bridge Railing
	Use for metal bridge railing reconstruction.

	
	Hyperlink to SSP 15-830 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-830_E_B05-01-06.doc

	15-850
	BR
	B
	05-01-06
	Access Opening, Deck
	Use for access openings in decks.

	
	Hyperlink to SSP 15-850 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-850_E_B05-01-06.doc

	15-860
	BR
	B
	08-05-11
	Access Opening, Soffit
	Use for access openings to be made through box girder soffits.

	
	Hyperlink to SSP 15-860 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-860_E_B08-05-11.doc

	15-865
	BR
	B
	07-01-08
	Soffit Opening Extension
	Use for removing and replacing soffit concrete adjacent to new soffit access openings

	
	Hyperlink to SSP 15-865 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-865_E_B07-01-08.doc

	15-875
	BR
	B
	06-05-09
	Remove Asphalt Concrete Surfacing
	Use when removing an AC overlay on an existing bridge deck.

	
	Hyperlink to SSP 15-875 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-875_E_B06-05-09.doc

	15-876
	BR
	B
	08-05-11
	Remove Concrete Deck Surface
	Use this SSP when removing PCC deck surface before placing an overlay.

	
	Hyperlink to SSP 15-876 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-876_E_B08-05-11.doc

	15-880
	BR
	B
	08-05-11
	Prepare Concrete Bridge Deck Surface
	Use to prepare deck before placing deck treatments or before placing a deck overlay. When removing concrete deck surfacing, use with SSP 15-876.

	
	Hyperlink to SSP 15-880 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-880_E_B08-05-11.doc

	15-885
	BR
	B
	06-05-09
	Remove Chip Seal
	Use for removing existing bituminous chip seals, bituminous slurry seals, and polymer chip seals from bridge decks.
Use with either SSP 15-305 or 14-001 if grinding residue will contain high lead concentration yellow paint.  Contact district hazardous waste specialist for assistance.

	
	Hyperlink to SSP 15-885 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-885_E_B06-05-09.doc

	15-900
	CS
	A
	05-01-06
	Remove Concrete
	Use when all the concrete to be removed is included in the Engineer's Estimate.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-900_E_A05-01-06.doc

	15-910
	CS
	A
	05-01-06
	Remove Concrete
	Use when NO PORTION of the concrete to be removed is to be paid for as a separate item of remove concrete and removed concrete is to be disposed of outside the right of way.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-910 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-910_E_A05-01-06.doc

	15-920
	CS
	A
	05-01-06
	Remove Concrete
	Use when a portion of concrete quantity to be removed is included in the Engineer's Estimate and the balance is NOT to be paid for by a contract item.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-920 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-920_E_A05-01-06.doc

	15-930
	CS
	A
	05-01-06
	Shatter Concrete
	Add to SSP 15-010.

	
	Hyperlink to SSP 15-930 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-930_E_A05-01-06.doc

	15-940
	BR
	B
	05-01-06
	Remove Unsound Concrete
	Use for unsound concrete removal.

	
	Hyperlink to SSP 15-940 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-940_E_B05-01-06.doc

	15-960
	CS
	A
	05-01-06
	Remove Concrete Clauses
	Miscellaneous clauses to be added to SSPs 15-620, 15-900, 15-910 or 15-920 when required.  Add to SSP 15-010.

	
	Hyperlink to SSP 15-960 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/15/15-960_E_A05-01-06.doc

	16-010
	CS
	A
	05-02-08
	Clearing and Grubbing
	

	
	Hyperlink to SSP 16-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/16-010_E_A05-02-08.doc

	16-020
	CS
	A
	06-05-09
	Clearing and Grubbing
	Use when SSP 20-005 "Duff" is included and there is an item for duff.

	
	Hyperlink to SSP 16-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/16-020_E_A06-05-09.doc

	16-050
	CS
	A
	05-01-06
	Clearing and Grubbing 
	Used when State-owned property outside the right of way is to be cleared and grubbed. No Federal Aid involved.

	
	Hyperlink to SSP 16-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/16-050_E_A05-01-06.doc

	16-060
	CS
	A
	05-01-06
	Clearing and Grubbing 
	Use when State-owned property outside the right of way is to be cleared and grubbed and this portion of clearing and grubbing is to be paid for as extra work.  Generally applied to Federal-aid projects.

	
	Hyperlink to SSP 16-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/16-060_E_A05-01-06.doc

	16-070
	CS
	A
	05-01-06
	Clearing and Grubbing
	Use when improvements are to be removed by the Contractor.

	
	Hyperlink to SSP 16-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/16-070_E_A05-01-06.doc

	17-010
	CS
	A
	05-01-06
	Watering
	Use when there is an item for "Develop Water Supply"  OR there is a "Materials Information" handout identifying water sources OR SSP S4-070 is used.

	
	Hyperlink to SSP 17-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/17-010_E_A05-01-06.doc

	17-020
	LS
	A
	05-01-06
	Watering
	Use when nonpotable water is required and a source of reclaimed waste water has been provided for in the "Materials Information" handout.

	
	Hyperlink to SSP 17-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/17-020_E_A05-01-06.doc

	18-010
	PM
	A
	05-01-06
	Dust Palliative
	

	
	Hyperlink to SSP 18-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/18-010_E_A05-01-06.doc

	19-010
	CS
	A
	12-07-07
	Earthwork
	Use if the Standard Specifications do not cover all earthwork specifications.

	
	Hyperlink to SSP 19-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-010_E_A12-07-07.doc

	19-030
	CS
	A
	12-03-09
	Grading Plane Tolerances
	Miscellaneous grading plane tolerances.  Add to SSP 19-010.

	
	Hyperlink to SSP 19-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-030_E_A12-03-09.doc

	19-040
	CS
	A
	11-16-07
	Miscellaneous Earthwork Clauses
	Add to SSP 19-010.

	
	Hyperlink to SSP 19-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-040_E_A11-16-07.doc

	19-060
	CS
	A
	05-01-06
	Miscellaneous Clauses For Imported Borrow
	Add to SSP 19-010 when a Mandatory Source is specified for Imported Borrow.  

	
	Hyperlink to SSP 19-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-060_E_A05-01-06.doc

	19-080
	CS
	A
	05-01-06
	Miscellaneous Clauses For Embankment 
	Use when there is a contract item for embankment.  Add to SSP 19-010.

	
	Hyperlink to SSP 19-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-080_E_A05-01-06.doc

	19-090
	CS
	A
	05-01-06
	Miscellaneous Clauses For Imported Borrow
	Use when imported borrow is to be paid for on theoretical volume basis.  Add to SSP 19-010.

	
	Hyperlink to SSP 19-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-090_E_A05-01-06.doc

	19-100
	CS
	A
	05-01-06
	Miscellaneous Clause For Aerial Survey Data
	Use when drainage profiles are based on aerial surveys.  Add to SSP 19-010.

	
	Hyperlink to SSP 19-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-100_E_A05-01-06.doc

	19-120
	CS
	A
	05-01-06
	Miscellaneous Clauses For Compaction Related To Conserving Water
	Use in projects where water is scarce and compaction can be obtained without the use of water and excessive compaction effort will NOT be required to meet .  Add to SSP 19-010.

	
	Hyperlink to SSP 19-120 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-120_E_A05-01-06.doc

	19-200
	CS
	A
	05-01-06
	Miscellaneous Clauses For Burying Vegetable Growth In Embankments
	Use when vegetable growth may be disposed of in embankment areas AND there is a pay item for clearing and grubbing.  Add to SSP 19-010.

	
	Hyperlink to SSP 19-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-200_E_A05-01-06.doc

	19-300
	CS
	A
	06-05-09
	Miscellaneous earthwork clauses for roughening embankment slopes
	Add to SSP 19-010.  Use if roughening is required for surfaces to receive erosion control.

	
	Hyperlink to SSP 19-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-300_E_A06-05-09.doc

	19-500
	BR
	B
	05-01-06
	Miscellaneous Clauses For Earthwork (Bridge) (Settlement Periods)
	Use when settlement periods at bridges are required.

	
	Hyperlink to SSP 19-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-500_E_B05-01-06.doc

	19-510
	BR
	B
	05-01-06
	Miscellaneous Clauses For Earthwork (Bridge) (Pier Column Excavation)
	Use for bridge pier column excavation.

	
	Hyperlink to SSP 19-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-510_E_B05-01-06.doc

	19-520
	BR
	B
	05-01-06
	Miscellaneous Clauses For Earthwork (Bridge) (Remove Unsuitable Footing Material)
	Use for bridge and retaining wall earthwork where removal of unstable material  below the bottom of the footing is required.

	
	Hyperlink to SSP 19-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-520_E_B05-01-06.doc

	19-570
	BR
	B
	04-20-12
	Miscellaneous Clauses For Weep Holes and Geocomposite Drain Alternatives
	Use when weep hole and geocomposite drain alternative to Standard Plan B0-3 Pervious Backfill Detail 3-1 is shown on the plans.

	
	Hyperlink to SSP 19-570 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-570_E_B04-20-12.doc

	19-580
	BR
	B
	04-20-12
	Soldier Pile Wall Earthwork
	Use for soldier pile retaining walls

	
	Hyperlink to SSP 19-580 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-580_E_B04-20-12.doc

	19-590
	BR
	B
	05-01-06
	Measurement And Payment (Earthwork)
	Use with 19-010 for bridge and retaining wall structure excavation payment.

	
	Hyperlink to SSP 19-590 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-590_E_B05-01-06.doc

	19-600
	BR
	B
	02-17-12
	Earth Retaining Structures
	Use when a MSE system is shown on the plans or specified, or when Types 1-5 retaining walls are shown on the plans with optional types of earth retaining systems allowed.

	
	Hyperlink to SSP 19-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-600_E_B02-17-12.doc

	19-601
	BR
	B
	05-04-12
	table of earth retaining systems
	Use with SSP 19-600

	
	Hyperlink to SSP 19-601 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-601_E_B05-04-12.doc

	19-650
	BR
	B
	01-20-12
	Soil Nail Wall Earthwork
	Use with 19NAIL and 53SHOT. 
Use for all soil nail walls and tieback walls.  Structure excavation and backfill pay limit diagram must be shown on the plans.

	
	Hyperlink to SSP 19-650 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-650_E_B01-20-12.doc

	19-660
	BR
	B
	04-20-12
	Soil Nails
	Use with 19-650 and 53-100.

	
	Hyperlink to SSP 19-660 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-660_E_B04-20-12.doc

	19-700
	CS
	A
	05-01-06
	Presplitting Rock Excavation Slopes

	

	
	Hyperlink to SSP 19-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-700_E_A05-01-06.doc

	19-705
	GS
	A
	11-21-08
	Rock Excavation

	Use if project includes rock excavation.  Do not use this SSP if blasting must be controlled blasting.  Use SSP 19-706 instead.

	
	Hyperlink to SSP 19-705 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-705_E_A11-21-08.doc

	19-706
	Gs
	A
	11-21-08
	Rock Excavation (Controlled Blasting)

	Use in projects including rock excavation if blasting must be controlled blasting.  Consult with the Office of Geotechnical Services to determine the use of this SSP.

	
	Hyperlink to SSP 19-706 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-706_E_A11-21-08.doc

	19-710
	PM
	A
	07-31-09
	Controlled Low Strength Material
	Use on ALL projects requiring structure backfill for pipe culverts.  Include SSP S8-C01.

	
	Hyperlink to SSP 19-710 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-710_E_A07-31-09.doc

	19-720
	PM
	A
	08-05-11
	Shoulder Backing
	For information on the appropriate application of this special provision and design of shoulder backing, go to:
http://www.dot.ca.gov/hq/maint/Pavement/Standards_and_Guidance/PDF/ShoulderBackingGuideline.pdf

	
	Hyperlink to SSP 19-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-720_E_A08-05-11.doc

	19-750
	GS
	A
	06-05-09
	Geosynthetic Reinforced Embankment
	Use for embankment construction if the Geotechnical Design  Report for the project recommends it.

	
	Hyperlink to SSP 19-750 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-750_E_A06-05-09.doc

	19-760
	PM
	A
	08-05-11
	Subgrade Enhancement Geotextile
	Use for subgrade enhancement geosynthetic.  Refer to "Guide for Designing Subgrade Enhancement Geotextiles."

	
	Hyperlink to SSP 19-760 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-760_E_A08-05-11.doc

	19-900
	EH
	A
	01-20-12
	Material Containing Hazardous Waste Concentrations of Aerially Deposited Lead 
	Use  on projects that have known aerially deposited lead contamination at levels high enough to require special handling as a hazardous waste (total lead greater than 1000 mg/kg or soluble lead greater than 5.0 mg/l) and subject to the variance of the Dept. of Toxic Substance Control.

	
	Hyperlink to SSP 19-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-900_E_A01-20-12.doc

	19-910
	EH
	A
	04-20-12
	Material Containing Naturally Occurring Asbestos
	Use when NOA has been identifed within the project limits.

	
	Hyperlink to SSP 19-910 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/16-19/19-910_E_A04-20-12.doc

	20-001
	LS
	A
	06-05-09
	Erosion Control (Sequencing)
	Use for indicating the sequence of erosion control work when more than one erosion control treatment is used in the same area.

	
	Hyperlink to SSP 20-001 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-001_E_A06-05-09.doc

	20-005
	LS
	A
	06-05-09
	Duff
	Insert in Section 10-1.  DO NOT USE in Section 10-2.  Use to collect and place duff on projects.

	
	Hyperlink to SSP 20-005 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-005_E_A06-05-09.doc

	20-010
	LS
	A
	06-05-09
	Rolled Erosion Control Product (Blanket)
	Use for small areas that have high erosion potential, such as bridge abutments.  Insert in Section 10-1.  DO NOT USE in Section 10-2.

	
	Hyperlink to SSP 20-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-010_E_A06-05-09.doc

	20-012
	LS
	A
	07-31-09
	Rolled Erosion Control Product (Turf Reinforcement Mat)
	Design guidance is available on the internet at http://www.dot.ca.gov/hq/LandArch/ec/details/trm.htm.

	
	Hyperlink to SSP 20-012 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-012_E_A07-31-09.doc

	20-015
	LS
	A
	06-05-09
	Rolled Erosion Control Product (Netting)
	Insert in Section 10-1.  DO NOT USE in Section 10-2.
Use for small areas that have high erosion potential, such as bridge abutments.

	
	Hyperlink to SSP 20-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-015_E_A06-05-09.doc

	20-020
	LS
	A
	07-30-10
	Move-In/Move-Out (Erosion Control)
	Insert in Section 10-1.  Do not use in Section 10-2.

	
	Hyperlink to SSP 20-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-020_E_A07-30-10.doc

	20-030
	LS
	A
	07-30-10
	Erosion Control (Punched Straw)
	Use on embankment slopes 2:1 (horizontal:vertical) and flatter if straw blowing is allowed by local air quality personnel.  Do not use to treat areas less than 0.5 acres.
Insert in Section 10-1.


	
	Hyperlink to SSP 20-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-030_E_A07-30-10.doc

	20-040
	LS
	A
	04-20-12
	Erosion Control (Hydroseed) 
	Use when straw incorporation IS NOT required.  Insert in Section 10-1.  DO NOT USE in Section 10-2.

	
	Hyperlink to SSP 20-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-040_E_A04-20-12.doc

	20-041
	LS
	A
	07-30-10
	Erosion Control (Bonded Fiber Matrix)
	Use on slopes that need permanent erosion control and are less than or equal to 2:1 slope. 

	
	Hyperlink to SSP 20-041 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-041_E_A07-30-10.doc

	20-049
	LS
	A
	06-10-10
	Erosion Control (Dry Seed)
	Use to treat areas less than 0.5 acres.  Consult with District Landscape Architect when using this SSP.  Insert in Section 10-1.

	
	Hyperlink to SSP 20-049 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-049_E_A06-10-10.doc

	20-050
	LS
	A
	06-05-09
	Erosion Control (Drill Seed)
	Insert in Section 10-1.  DO NOT USE in Section 10-2.

	
	Hyperlink to SSP 20-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-050_E_A06-05-09.doc

	20-055
	LS
	A
	01-20-12
	Erosion Control (Compost Blanket)
	Use in counties where the AQMD is concerned with the air quality impact of blown straw.  In areas with air quality issues, this spec is a good substitute for Erosion Control (Type C), Erosion Control (Type D) and Erosion Control (Type BFM).

	
	Hyperlink to SSP 20-055 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-055_E_A01-20-12.doc

	20-056
	LS
	A
	01-20-12
	Compost, Incorporate
	Use for revegetation sites of 4H:1V or flatter with severely disturbed soils

	
	Hyperlink to SSP 20-056 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-056_E_A01-20-12.doc

	20-060
	LS
	A
	06-05-09
	Fiber Rolls
	Use as a linear barrier for sediment control to intercept runoff, reduce runoff flow velocity, and release runoff as sheet flow.  Use as a slope interrupter device to shorten slope lengths and to intercept and retain limited amounts of sediment on slope surfaces.

	
	Hyperlink to SSP 20-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-060_E_A06-05-09.doc

	20-062
	LS
	A
	01-20-12
	Compost Sock
	Do not use this product closer than 200 feet of water bodies 303d listed for nutrients. Do not locate this product where it may discharge water directly into water bodies 303d listed for nutrients or streams which feed these water bodies.
Include construction details for the compost sock.


	
	Hyperlink to SSP 20-062 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-062_E_A01-20-12.doc

	20-070
	LS
	A
	06-05-09
	Seedling Plants (Plant Group S)
	Add to SSP 20-500.  Include "Plant  (Group S)" for seeding plants on the Plant List and on the Highway Planting Cost Break down if included.

	
	Hyperlink to SSP 20-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-070_E_A06-05-09.doc

	20-080
	LS
	A
	08-05-11
	Rock Blanket
	Insert in Section 10-1.  DO NOT USE in Section 10-2.  Add plan and section details for rock blanket.

	
	Hyperlink to SSP 20-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-080_E_A08-05-11.doc

	20-090
	LS
	A
	09-07-07
	Willow Cuttings (Plant Group W)
	Use Plant (Group W) for the pay item.  Insert in Section 10-1.  DO NOT USE in Section 10-2.

	
	Hyperlink to SSP 20-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-090_E_A09-07-07.doc

	20-100
	LS
	A
	06-05-09
	Irrigation Crossovers 
	Use when conduits or crossovers are to be installed for new or future highway planting.  Insert in Section 10-1.  DO NOT USE in Section 10-2.

	
	Hyperlink to SSP 20-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-100_E_A06-05-09.doc

	20-105
	LS
	A
	06-05-09
	Irrigation Crossovers 
	Use when conduits or crossovers are to be installed under existing pavement.  Insert in Section 10-1.  Use for jacked or drilled welded Steel pipe installations.

	
	Hyperlink to SSP 20-105 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-105_E_A06-05-09.doc

	20-110
	LS
	A
	06-05-09
	Extend Irrigation Crossovers
	Use when existing irrigation crossovers are shown on the plans to be extended.  Insert in Section 10-1.  DO NOT USE in Section 10-2.

	
	Hyperlink to SSP 20-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-110_E_A06-05-09.doc

	20-120
	LS
	A
	06-15-07
	Irrigation Sleeve
	Use ONLY under low use driveways and under sidewalks or  AC between planters.  Use irrigation crossovers under freeway lanes and ramps and when crossing city streets and adjacent sidewalks.

	
	Hyperlink to SSP 20-120 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-120_E_A06-15-07.doc

	20-150
	BR
	B
	05-02-08
	Water Supply Line (Bridge)
	Use for water supply lines on bridges.

	
	Hyperlink to SSP 20-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-150_E_B05-02-08.doc

	20-160
	LS
	A
	06-05-09
	Imported Topsoil
	Use when topsoil from outside the project limits is required.  Identify topsoil placement areas on the plan.

	
	Hyperlink to SSP 20-160 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-160_E_A06-05-09.doc

	20-170
	LS
	A
	06-05-09
	Local Topsoil 
	Use when topsoil from within the projects limits is required and is to be paid for as roadway excavation

	
	Hyperlink to SSP 20-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-170_E_A06-05-09.doc

	20-200
	LS
	A
	06-30-06
	SECTION 10-2.  Highway Planting And Irrigation Systems
	LEAD SSP.  Insert after Section 10-1.

	
	Hyperlink to SSP 20-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-200_E_A06-30-06.doc

	20-201
	LS
	A
	01-02-09
	Cost Break-Down 
	Use in highway construction projects with lump sum items for Highway Planting and Irrigation System.  Add to SSP 20-200.

	
	Hyperlink to SSP 20-201 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-201_E_A01-02-09.doc

	20-202
	LS
	A
	01-02-09
	Cost Break-Down 
	Use in highway construction projects when there is either a  lump sum item for Irrigation System only or for Highway Planting only.  Add to SSP 20-200.

	
	Hyperlink to SSP 20-202 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-202_E_A01-02-09.doc

	20-203
	LS
	A
	03-02-07
	Control and Neutral Conductor Cost Break Down
	Do NOT use on road construction projects that include landscaping.
Use when project has 90 or more working days, excluding plant establishment days, AND the Engineer's Estimate exceeds $100,000 AND there are materials which qualify for partial pay.


	
	Hyperlink to SSP 20-203 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-203_E_A03-02-07.doc

	20-250
	LS
	A
	12-05-08
	Existing Highway Planting
	Section 10-2.02:  LEAD SSP.  Add to SSP 20-200

	
	Hyperlink to SSP 20-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-250_E_A12-05-08.doc

	20-251
	LS
	A
	12-05-08
	Maintain Existing Planted Areas
	Use when existing planted areas are maintained by extra work.  Add to SSP 20-250.

	
	Hyperlink to SSP 20-251 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-251_E_A12-05-08.doc

	20-252
	LS
	A
	01-02-09
	Maintain Existing Planted Areas
	Use when existing planted areas are to be maintained and NOT paid for as extra work, except for pruning and correcting deficiencies.  Add to SSP 20-250. 

	
	Hyperlink to SSP 20-252 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-252_E_A01-02-09.doc

	20-253
	LS
	A
	06-06-08
	Remove Existing Plants For Trenching
	Add to SSP 20-250.

	
	Hyperlink to SSP 20-253 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-253_E_A06-06-08.doc

	20-254
	LS
	A
	06-05-09
	Prune Existing Plants
	Add to SSP 20-250.

	
	Hyperlink to SSP 20-254 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-254_E_A06-05-09.doc

	20-255
	LS
	A
	06-06-08
	Remove Existing Lawn (Sod) For Trenching
	Add to SSP 20-250.

	
	Hyperlink to SSP 20-255 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-255_E_A06-06-08.doc

	20-256
	LS
	A
	05-01-06
	Transplant Trees
	Add to Section 10-1 or to Section 10-2.

	
	Hyperlink to SSP 20-256 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-256_E_A05-01-06.doc

	20-257
	LS
	A
	01-02-09
	Transplant Palm Trees
	Add to Section 10-1 or to Section 10-2.

	
	Hyperlink to SSP 20-257 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-257_E_A01-02-09.doc

	20-300
	LS
	A
	05-01-06
	Existing Highway Irrigation Facilities
	LEAD SSP.  Add to SSP 20-200 as Section 10-2.03.

	
	Hyperlink to SSP 20-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-300_E_A05-01-06.doc

	20-301
	LS
	A
	06-06-08
	Locate Existing Crossovers And Conduits
	Add to SSP 20-300 when required.

	
	Hyperlink to SSP 20-301 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-301_E_A06-06-08.doc

	20-304
	LS
	A
	05-01-06
	Check And Test Existing Irrigation Facilities
	Add to SSP 20-300.

	
	Hyperlink to SSP 20-304 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-304_E_A05-01-06.doc

	20-305
	LS
	A
	06-05-09
	Maintain Existing Irrigation Facilities
	Add to SSP 20-300.

	
	Hyperlink to SSP 20-305 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-305_E_A06-05-09.doc

	20-306
	LS
	A
	05-01-06
	Remove Existing Irrigation Facilities
	Add to SSP 20-300.

	
	Hyperlink to SSP 20-306 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-306_E_A05-01-06.doc

	20-307
	LS
	A
	05-01-06
	Relocate Existing Irrigation Facilities
	Add to SSP 20-300.

	
	Hyperlink to SSP 20-307 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-307_E_A05-01-06.doc

	20-350
	LS
	A
	05-01-06
	Highway Planting
	LEAD SSP.  Add to SSP 20-200 as Section 10-2.04.

	
	Hyperlink to SSP 20-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-350_E_A05-01-06.doc

	20-352
	LS
	A
	01-20-12
	Mulch
	If placed in  Section 10-2 add to SSP 20-350.

	
	Hyperlink to SSP 20-352 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-352_E_A01-20-12.doc

	20-353
	LS
	A
	05-01-06
	Commercial Fertilizer
	Add to SSP 20-350.

	
	Hyperlink to SSP 20-353 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-353_E_A05-01-06.doc

	20-354
	LS
	A
	08-05-11
	Decomposed Granite (Miscellaneous Areas)
	Use for decomposed granite application in flat areas.

	
	Hyperlink to SSP 20-354 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-354_E_A08-05-11.doc

	20-356
	LS
	A
	07-31-09
	Rolled Erosion Control Product (Jute Mesh)
	Add to SSP 20-350.

	
	Hyperlink to SSP 20-356 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-356_E_A07-31-09.doc

	20-357
	LS
	A
	07-01-11
	Gravel (Miscellaneous Areas)
	Use for gravel application in areas outside the traveled way along the roadside, as maintenance vehicles access areas, in interchange planted areas and narrow areas adjacent to soundwalls.

	
	Hyperlink to SSP 20-357 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-357_E_A07-01-11.doc

	20-358
	LS
	A
	06-05-09
	Rock Staining
	Use for applying stain to exterior surface of landscape boulders.

	
	Hyperlink to SSP 20-358 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-358_E_A06-05-09.doc

	20-400
	LS
	A
	06-05-09
	Roadside Clearing
	Use when applicable.  Add to SSP 20-350.

	
	Hyperlink to SSP 20-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-400_E_A06-05-09.doc

	20-430
	LS
	A
	08-05-11
	Pesticides
	Add to SSP 20-350.

	
	Hyperlink to SSP 20-430 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-430_E_A08-05-11.doc

	20-450
	LS
	A
	05-01-06
	Preparing Planting Areas
	Add to SSP 20-350.

	
	Hyperlink to SSP 20-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-450_E_A05-01-06.doc

	20-451
	LS
	A
	05-01-06
	Weed Germination
	Use when plant groups are to be irrigated AND weed germination is required.  Add to SSP 20-450.

	
	Hyperlink to SSP 20-451 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-451_E_A05-01-06.doc

	20-453
	LS
	A
	05-01-06
	Prepare Trench
	Add to SSP 20-450.

	
	Hyperlink to SSP 20-453 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-453_E_A05-01-06.doc

	20-454
	LS
	A
	05-01-06
	Cultivate
	Add to SSP 20-450.

	
	Hyperlink to SSP 20-454 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-454_E_A05-01-06.doc

	20-500
	LS
	A
	06-05-09
	Planting
	Add to SSP 20-350.

	
	Hyperlink to SSP 20-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-500_E_A06-05-09.doc

	20-502
	LS
	A
	06-05-09
	Liner Plants (Plant Group M)
	 Add to SSP 20-500.

	
	Hyperlink to SSP 20-502 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-502_E_A06-05-09.doc

	20-504
	LS
	A
	01-02-09
	Turf (Sod)
	Add to SSP 20-500.

	
	Hyperlink to SSP 20-504 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-504_E_A01-02-09.doc

	20-505
	LS
	A
	06-05-09
	Foliage Protector
	Add to SSP 20-500.
Include Standard Plan H4.

	
	Hyperlink to SSP 20-505 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-505_E_A06-05-09.doc

	20-506
	LS
	A
	06-05-09
	Root Protector
	Add to SSP 20-500. 

	
	Hyperlink to SSP 20-506 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-506_E_A06-05-09.doc

	20-507
	LS
	A
	12-07-07
	Steel Plant Stake
	Add to SSP 20-350.

	
	Hyperlink to SSP 20-507 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-507_E_A12-07-07.doc

	20-508
	LS
	A
	05-18-07
	Root Barriers
	

	
	Hyperlink to SSP 20-508 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-508_E_A05-18-07.doc

	20-530
	LS
	A
	06-05-09
	Wild Flower Seeding
	Add to SSP 20-350.

	
	Hyperlink to SSP 20-530 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-530_E_A06-05-09.doc

	20-550
	LS
	A
	01-20-12
	Plant Establishment Work
	Add to SSP 20-350.


	
	Hyperlink to SSP 20-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-550_E_A01-20-12.doc

	20-600
	LS
	A
	12-05-08
	Irrigation Systems
	Lead SSP.  Add the applicable sections as required to cover irrigation work.

	
	Hyperlink to SSP 20-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-600_E_A12-05-08.doc

	20-601
	LS
	A
	05-01-06
	Pipe And Conduit Anchors
	Use when anchors are required for pipe supply line and sprinkler control conduits on structures.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-601 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-601_E_A05-01-06.doc

	20-602
	LS
	A
	05-01-06
	Valve Boxes
	Add to SSP 20-600.

	
	Hyperlink to SSP 20-602 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-602_E_A05-01-06.doc

	20-603
	LS
	A
	05-01-06
	Ball Valves
	Add to SSP 20-600.  DO NOT use ball valves at Irrigation Crossovers.

	
	Hyperlink to SSP 20-603 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-603_E_A05-01-06.doc

	20-604
	LS
	A
	06-05-09
	Gate Valves
	Add to SSP 20-600.

	
	Hyperlink to SSP 20-604 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-604_E_A06-05-09.doc

	20-605
	LS
	A
	05-18-07
	Replace Valve Box Cover
	Use when a potable water system is converted to a recycled water system and valve box lids are required to be purple by the Water District.

	
	Hyperlink to SSP 20-605 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-605_E_A05-18-07.doc

	20-620
	LS
	A
	06-01-07
	Electric Automatic Irrigation Components
	Add to SSP 20-600.

	
	Hyperlink to SSP 20-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-620_E_A06-01-07.doc

	20-621
	LS
	A
	01-02-09
	Remote Irrigation Control System 
	Use when applicable.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-621 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-621_E_A01-02-09.doc

	20-622
	LS
	A
	05-01-06
	Armor-Clad Conductors
	Add to SSP 20-600.

	
	Hyperlink to SSP 20-622 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-622_E_A05-01-06.doc

	20-623
	LS
	A
	05-01-06
	Remote Control Valve Actuator System
	Use when applicable.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-623 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-623_E_A05-01-06.doc

	20-625
	LS
	A
	08-05-11
	Irrigation Controller Enclosure Cabinet
	Add to SSP 20-600.  

	
	Hyperlink to SSP 20-625 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-625_E_A08-05-11.doc

	20-630
	LS
	A
	05-01-06
	Irrigation Systems Functional Test
	Use when there is an automatic irrigation system and plant establishment period.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-630_E_A05-01-06.doc

	20-640
	LS
	A
	06-06-08
	Irrigation Systems Functional Test
	Use when there is a RICS with an automatic irrigation system and a plant establishment period.   Add to SSP 20-600.

	
	Hyperlink to SSP 20-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-640_E_A06-06-08.doc

	20-660
	LS
	A
	06-05-09
	Open Trenches In Existing Surfacing
	Use when pipe supply lines and electrical conduits without enclosing conduits are to be installed through surfaces not subject to wheel loads.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-660 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-660_E_A06-05-09.doc

	20-680
	LS
	A
	03-21-08
	Irrigation Crossovers (Open Trench)
	Use on Highway Planting projects only. Add to SSP 20-600.

	
	Hyperlink to SSP 20-680 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-680_E_A03-21-08.doc

	20-700
	LS
	A
	06-05-09
	Pipe
	Use when irrigation pipe is utilized.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-700_E_A06-05-09.doc

	20-701
	LS
	A
	03-02-07
	Recycled Water Supply Lines
	Use when recycled water is used.  Add to SSP 20-700.  Use with SSP 20-870.

	
	Hyperlink to SSP 20-701 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-701_E_A03-02-07.doc

	20-702
	LS
	A
	05-01-06
	Ultraviolet Resistant Plastic Pipe
	Use when applicable.  Add to SSP 20-700.

	
	Hyperlink to SSP 20-702 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-702_E_A05-01-06.doc

	20-710
	LS
	A
	01-02-09
	Thrust Block
	Use when main supply lines are being installed for irrigation.

	
	Hyperlink to SSP 20-710 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-710_E_A01-02-09.doc

	20-720
	LS
	A
	05-01-06
	Water Meter
	Use when applicable.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-720_E_A05-01-06.doc

	20-730
	LS
	A
	05-01-06
	Atmospheric Vacuum Breakers
	Use when applicable.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-730 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-730_E_A05-01-06.doc

	20-750
	LS
	A
	06-05-09
	Backflow Preventer Assemblies
	Use when applicable.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-750 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-750_E_A06-05-09.doc

	20-751
	LS
	A
	07-01-11
	Backflow Preventer Assembly Enclosure
	Use when applicable.  Add to SSP 20-750.

	
	Hyperlink to SSP 20-751 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-751_E_A07-01-11.doc

	20-752
	LS
	A
	05-01-06
	Testing New Backflow Preventers
	Add to SSP 20-750.  Use for testing of NEW backflow preventers only.  Use SSP 20-304 for testing existing backflow preventers.

	
	Hyperlink to SSP 20-752 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-752_E_A05-01-06.doc

	20-753
	LS
	A
	07-01-11
	Backflow Preventer Assembly Blanket
	Add to SSP 20-600.

	
	Hyperlink to SSP 20-753 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-753_E_A07-01-11.doc

	20-800
	LS
	A
	05-01-06
	Sprinklers
	Add to SSP 20-600.

	
	Hyperlink to SSP 20-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-800_E_A05-01-06.doc

	20-801
	LS
	A
	05-01-06
	Sprinkler (Type D)
	Use when applicable.  Add to SSP 20-800.


	
	Hyperlink to SSP 20-801 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-801_E_A05-01-06.doc

	20-802
	LS
	A
	05-18-07
	Sprinkler (Type C-2 Mod)
	Use when C-2 bubblers are installed below grade to meet project specific requirements or to prevent vandalism and other damage.

	
	Hyperlink to SSP 20-802 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-802_E_A05-18-07.doc

	20-830
	LS
	A
	05-01-06
	Truck Loading Standpipe
	Use when applicable.  Add to SSP 20-600. 

	
	Hyperlink to SSP 20-830 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-830_E_A05-01-06.doc

	20-850
	LS
	A
	05-01-06
	Wye Strainers
	Use when applicable.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-850 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-850_E_A05-01-06.doc

	20-860
	LS
	A
	05-01-06
	Flush Valves
	Use when applicable.  Add to SSP 20-600. 

	
	Hyperlink to SSP 20-860 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-860_E_A05-01-06.doc

	20-870
	LS
	A
	07-18-08
	Recycled Water Warning Sign
	Use when recycled water is to be provided.  Add to SSP 20-600.  Use with SSP 20-701.

	
	Hyperlink to SSP 20-870 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-870_E_A07-18-08.doc

	20-880
	LS
	A
	05-01-06
	Valve Assembly Unit 
	Use when applicable.  Add to SSP 20-600.

	
	Hyperlink to SSP 20-880 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-880_E_A05-01-06.doc

	20-900
	LS
	A
	05-01-06
	Filter Assembly Unit
	Use when applicable.  Add to SSP 20-600. 

	
	Hyperlink to SSP 20-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-900_E_A05-01-06.doc

	20-901
	LS
	A
	05-01-06
	Cam Coupler Assembly
	Add to SSP 20-600.

	
	Hyperlink to SSP 20-901 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-901_E_A05-01-06.doc

	20-910
	LS
	A
	05-01-06
	Pressure Relief Valve
	Use when applicable.  Add to SSP 20-600. 

	
	Hyperlink to SSP 20-910 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-910_E_A05-01-06.doc

	20-920
	LS
	A
	01-02-09
	Pressure Reducing Valve
	Use when applicable.  Add to SSP 20-600. 

	
	Hyperlink to SSP 20-920 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-920_E_A01-02-09.doc

	20-930
	LS
	A
	06-15-07
	Final Irrigation System Check
	Use when applicable.  Add to SSP 20-600 .

	
	Hyperlink to SSP 20-930 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-930_E_A06-15-07.doc

	20-990
	LS
	B
	01-20-12
	Booster Pump
	Use this SSP as a separate numbered section.  DO NOT add to SSP 20-600.

	
	Hyperlink to SSP 20-990 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/20/20-990_E_B01-20-12.doc

	22-010
	CS
	A
	05-01-06
	Finishing Roadway
	Use this SSP only when there is a pay item for "Finishing Roadway".

	
	Hyperlink to SSP 22-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/22-010_E_A05-01-06.doc

	24-010
	PM
	A
	06-05-09
	Lime Stabilized Soil
	
Use with 2006 Standard Specifications.

	
	Hyperlink to SSP 24-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/24-010_E_A06-05-09.doc

	24-020
	PM
	A
	04-20-12
	Cement Stabilized Soil
	Use with 2006 Standards.  Refer to Guidelines for the Stabilization of Subgrade Soils in California available from Division of Maintenance, Pavements, Office of Rigid Pavements and Foundations.

	
	Hyperlink to SSP 24-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/24-020_E_A04-20-12.doc

	25-010
	PM
	A
	02-16-07
	Aggregate Subbase
	Use for Class 1, 2, or 3 aggregate subbase.

	
	Hyperlink to SSP 25-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/25-010_E_A02-16-07.doc

	25-020
	PM
	A
	02-16-07
	Aggregate Subbase 
	Use for Class 4 aggregate subbase.


	
	Hyperlink to SSP 25-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/25-020_E_A02-16-07.doc

	25-030
	PM
	A
	05-01-06
	Aggregate Subbase 
	Use when applicable.  (Class 5 Aggregate Subbase)


	
	Hyperlink to SSP 25-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/25-030_E_A05-01-06.doc

	26-010
	PM
	A
	02-16-07
	Aggregate Base 
	Use for all projects with Class 2 Aggregate Base except where SSP 26-080 is used.


	
	Hyperlink to SSP 26-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/26-010_E_A02-16-07.doc

	26-030
	PM
	A
	02-16-07
	Aggregate Base 
	Use for Class 3 Aggregate Base except when SSPs 26-080 or 26-100 are used.


	
	Hyperlink to SSP 26-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/26-030_E_A02-16-07.doc

	26-080
	PM
	A
	02-16-07
	Aggregate Base
	Use when both Class 2 & 3 Aggregate Bases are required.

	
	Hyperlink to SSP 26-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/26-080_E_A02-16-07.doc

	26-100
	PM
	A
	02-16-07
	Aggregate Base 
	Use when the quantity of Class 3 Aggregate Base is less than 550 tons or 260 cubic yards.

	
	Hyperlink to SSP 26-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/26-100_E_A02-16-07.doc

	27-010
	PM
	A
	05-01-06
	Cement Treated Base 
	Use when cement treated base is not used under concrete pavement.

	
	Hyperlink to SSP 27-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/27-010_E_A05-01-06.doc

	27-200
	PM
	A
	01-05-07
	Cement Treatment
	

	
	Hyperlink to SSP 27-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/27-200_E_A01-05-07.doc

	28-010
	PM
	A
	05-01-06
	Lean Concrete Base
	

	
	Hyperlink to SSP 28-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/28-010_E_A05-01-06.doc

	28-100
	PM
	A
	05-01-06
	Concrete Base
	Use for concrete base projects having confined work areas.  For other projects, consider the use of lean concrete base and SSP 28-010.

	
	Hyperlink to SSP 28-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/28-100_E_A05-01-06.doc

	29-010
	PM
	A
	05-01-06
	Treated Permeable Base
	Use for asphalt or cement treated base.

	
	Hyperlink to SSP 29-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/29-010_E_A05-01-06.doc

	37-010
	PM
	A
	12-07-07
	Seal Coat
	Use when anionic or cationic polymer modified asphaltic emulsion is specified.

	
	Hyperlink to SSP 37-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/37-010_E_A12-07-07.doc

	37-030
	PM
	A
	04-20-12
	Asphalt-Rubber Seal Coat
	Use for seal coat locations where pavement evaluation supports the need for asphalt-rubber seal coat.

	
	Hyperlink to SSP 37-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/37-030_E_A04-20-12.doc

	37-040
	PM
	A
	07-31-09
	Parking Area Seal Coat
	Use for seal coat locations where pavement evaluation supports the need for parking area seal coat.

	
	Hyperlink to SSP 37-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/37-040_E_A07-31-09.doc

	37-050
	PM
	A
	11-07-08
	Fog Seal Coat
	Include when fog seal coat is specified for existing shoulders, dikes, micellaneous areas, or other areas off the traveled way.  Do not include when the only fog seal coat is for flush coats under Section 37 SSPs or HMA smoothness corrections or rumble strips under Section 39 of the Standard Specifications.

	
	Hyperlink to SSP 37-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/37-050_E_A11-07-08.doc

	37-400
	PM
	A
	06-05-09
	Crack Treatment
	Use only for treatment of cracks from 1/4 to 1 inch wide.

	
	Hyperlink to SSP 37-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/37-400_E_A06-05-09.doc

	37-500
	PM
	A
	05-01-06
	Slurry Seal
	Use when Maintenance or the District Material Engineer recommends it.

	
	Hyperlink to SSP 37-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/37-500_E_A05-01-06.doc

	37-600
	PM
	A
	07-31-09
	Micro-surfacing
	Use this strategy when Maintenance or the District Materials Engineer recommends it.  For further information and selection, see Maintenance Technical Advisory Guide (MTAG).

	
	Hyperlink to SSP 37-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/37-600_E_A07-31-09.doc

	39-025
	
	A
	10-21-11
	Prepaving Must-Grinds
	Use if a total thickness of HMA less than 0.25 foot is to be placed on existing asphalt concrete pavement.  Do not use if the project includes cold planning of existing pavement.

	
	Hyperlink to SSP 39-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-025_E_A10-21-11.doc

	39-050
	PM
	A
	09-16-11
	Hot Mix Asphalt
	Use for projects with Hot Mix Asphalt (HMA) Type A or Type B.

	
	Hyperlink to SSP 39-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-050_E_A09-16-11.doc

	39-055
	PM
	A
	04-20-12
	Hot Mix Asphalt with Warm Mix Asphalt Technology
	Use for projects that require the use of warm mix asphalt (WMA) technologies for hot mix asphalt (HMA) Type A-WMA, Type B-WMA or RHMA-G-WMA. Do not use SSP 39-050.

	
	Hyperlink to SSP 39-055 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-055_E_A04-20-12.doc

	39-070
	PM
	A
	01-20-12
	Edge Treatment, Hot Mix Asphalt Pavement
	Use for HMA pavement.

	
	Hyperlink to SSP 39-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-070_E_A01-20-12.doc

	39-100
	PM
	A
	07-01-11
	Hot Mix Asphalt Open Graded Friction Course
	Use in projects with open graded friction course (OGFC) except rubberized hot mix asphalt - open graded (RHMA-O and RHMA-O-HB).

	
	Hyperlink to SSP 39-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-100_E_A07-01-11.doc

	39-105
	PM
	A
	04-20-12
	Hot Mix Asphalt Open Graded Friction Course with Warm Mix Asphalt Technology
	Use in projects with open graded friction course (OGFC) that require the use of a warm mix asphalt (WMA) technology. Do not use SSP 39-100.

	
	Hyperlink to SSP 39-105 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-105_E_A04-20-12.doc

	39-150
	PM
	A
	06-05-09
	Rubberized Hot Mix Asphalt (Gap Graded)
	Use in projects with rubberized hot mix asphalt (gap-graded) (RHMA-G).

	
	Hyperlink to SSP 39-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-150_E_A06-05-09.doc

	39-170
	PM
	A
	04-20-12
	Warm Mix Asphalt Technology Option
	Use for hot mix asphalt (HMA) Type A, Type B or RHMA-G.  Use with SSP 39-050, 39-150, or both.

	
	Hyperlink to SSP 39-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-170_E_A04-20-12.doc

	39-200
	PM
	A
	06-05-09
	Rubberized Hot Mix Asphalt (Open Graded) Or Rubberized Hot Mix Asphalt (Open Graded High Binder)
	Use in projects with rubberized hot mix asphalt (open graded).

	
	Hyperlink to SSP 39-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-200_E_A06-05-09.doc

	39-250
	PM
	A
	03-13-09
	Hot Mix Asphalt (Miscellaneous Areas)
	Use when project includes miscellaneous areas.

	
	Hyperlink to SSP 39-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-250_E_A03-13-09.doc

	39-300
	PM
	A
	09-16-11
	Minor Hot Mix Asphalt
	Use when the quantity of HMA is small (500 tons or less) and not placed on the traveled way except for patching, signal work, etc.
If no other applicable HMA item is included in the project, use minor HMA for miscellaneous areas and dike. 

	
	Hyperlink to SSP 39-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-300_E_A09-16-11.doc

	39-350
	TS
	A
	07-31-09
	Rumble Strip
	Use with Standard Plan A40B.
Use for rumble strips in new or existing material.


	
	Hyperlink to SSP 39-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-350_E_A07-31-09.doc

	39-400
	PM
	A
	07-01-11
	Hot Mix Asphalt Aggregate Lime Treatment - Slurry Method
	Use when hot mix asphalt (HMA) aggregates are to be treated with lime slurry marination (LSM).

	
	Hyperlink to SSP 39-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-400_E_A07-01-11.doc

	39-450
	PM
	A
	07-01-11
	Hot Mix Asphalt Aggregate Lime Treatment - Dry Lime Method
	Use when hot mix asphalt (HMA) aggregates are to be treated with dry lime on damp aggregate without marination or with marination.

	
	Hyperlink to SSP 39-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-450_E_A07-01-11.doc

	39-500
	PM
	A
	03-13-09
	Liquid Antistrip Treatment
	Use when asphalt binder is treated with liquid antistrip.

	
	Hyperlink to SSP 39-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-500_E_A03-13-09.doc

	39-550
	PM
	A
	03-13-09
	Prime Coat
	Use when applying prime coat of liquid asphalt.

	
	Hyperlink to SSP 39-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-550_E_A03-13-09.doc

	39-600
	PM
	A
	03-13-09
	Replace Asphalt Concrete Surfacing
	Use when existing asphalt concrete and a portion of the underlying base are to be replaced without damaging the base to remain in place.  Use this special provision for "digouts."

	
	Hyperlink to SSP 39-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-600_E_A03-13-09.doc

	39-640
	PM
	A
	10-21-11
	Bonded Wearing Course - Gap Graded
	Use when Maintenance or the District Materials Engineer recommends.

	
	Hyperlink to SSP 39-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-640_E_A10-21-11.doc

	39-660
	PM
	A
	10-21-11
	Rubberized Bonded Wearing Course - Gap Graded
	Use when Maintenance or the District Materials Engineer recommends.

	
	Hyperlink to SSP 39-660 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-660_E_A10-21-11.doc

	39-680
	PM
	A
	10-21-11
	Rubberized Bonded Wearing Course - Open Graded
	Use when Maintenance or the District Materials Engineer recommends.

	
	Hyperlink to SSP 39-680 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-680_E_A10-21-11.doc

	39-700
	PM
	A
	10-21-11
	Bonded Wearing Course - Open Graded
	Use when Maintenance or the District Materials Engineer recommends.

	
	Hyperlink to SSP 39-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-700_E_A10-21-11.doc

	39-720
	PM
	A
	01-20-12
	Hot Mix Asphalt Type C
	Use for projects that require high stability hot mix asphalt (HMA Type C).  Use with the concurrence of the District Materials Engineer or the District Pavement Engineer.
HMA Type C is intended for use where rutting is a concern including intersections, ramps, climbing lanes, and weigh stations.

	
	Hyperlink to SSP 39-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-720_E_A01-20-12.doc

	39-930
	LS
	A
	04-04-08
	Roadside Paving (Miscellaneous Areas)
	Use in Highway Planting projects.

	
	Hyperlink to SSP 39-930 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-930_E_A04-04-08.doc

	39-931
	LS
	A
	03-21-08
	Soil Treatment
	Use for soil under Roadside Paving (miscellaneous areas).

	
	Hyperlink to SSP 39-931 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-931_E_A03-21-08.doc

	39-950
	BR
	A
	07-01-11
	Hot Mix Asphalt on Bridge Decks
	Use when HMA surfacing is to be placed on highway bridge decks or over deck seals on highway bridge decks.

	
	Hyperlink to SSP 39-950 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/39-950_E_A07-01-11.doc

	40-010
	PM
	A
	01-20-12
	Jointed Plain Concrete Pavement
	Use jointed plain concrete pavement.


	
	Hyperlink to SSP 40-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-010_E_A01-20-12.doc

	40-015
	PM
	A
	05-02-08
	Concrete Pavement (Retrofit Dowels)
	Use when dowels are to be placed in existing PCC pavement transverse joints.

	
	Hyperlink to SSP 40-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-015_E_A05-02-08.doc

	40-020
	PM
	A
	01-20-12
	Individual Slab Replacement
	Use for individual slab replacement projects where short construction windows (6 to 55 hours) require rapid curing (typically 3 to 24 hours).


	
	Hyperlink to SSP 40-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-020_E_A01-20-12.doc

	40-025
	PM
	A
	01-20-12
	Continuously Reinforced Concrete Pavement
	Use for Continuously Reinforced Concrete Pavement. 

	
	Hyperlink to SSP 40-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-025_E_A01-20-12.doc

	40-026
	PM
	A
	06-05-09
	Concrete Pavement Just-In-Time-Training
	Use when District Construction recommends or when required by a Section 40 SSP.

	
	Hyperlink to SSP 40-026 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-026_E_A06-05-09.doc

	40-150
	PM
	A
	04-20-12
	Exit Ramp Termini
	Use if the only concrete pavement to be constructed is at the ends of asphalt concrete pavement ramps.

	
	Hyperlink to SSP 40-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-150_E_A04-20-12.doc

	40-200
	TS
	A
	05-15-09
	Shoulder Rumble Strip (Concrete Pavement, Rolled-in Indentations)
	Use when rumble strips are to be constructed in new concrete pavement.  If stage construction patterns prohibit forming the rumble strips in the new concrete pavement, use SSP 40-210.

	
	Hyperlink to SSP 40-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-200_E_A05-15-09.doc

	40-210
	TS
	A
	01-20-12
	Shoulder Rumble Strip (Concrete Pavement, Ground-in Indentations)
	Use when rumble strips are to be constructed in concrete pavement by the ground-in method.    Include SSP S5 280.  Include in the information handout a site within State highway right of way for handling the residue from concrete pavement grinding.  A method of handling the residue must also be included in the handout.

	
	Hyperlink to SSP 40-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-210_E_A01-20-12.doc

	40-250
	PM
	A
	01-20-12
	Concrete Pavement Crack Treatment
	Use with SSP 40-010.

	
	Hyperlink to SSP 40-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-250_E_A01-20-12.doc

	40-400
	PM
	A
	01-20-12
	Edge Treatment, Concrete Pavement
	Use for concrete pavement shoulders


	
	Hyperlink to SSP 40-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/40-400_E_A01-20-12.doc

	41-010
	PM
	A
	05-01-06
	Concrete Pavement Subsealing
	

	
	Hyperlink to SSP 41-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-010_E_A05-01-06.doc

	41-050
	PM
	A
	05-01-06
	Concrete Pavement Jacking
	

	
	Hyperlink to SSP 41-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-050_E_A05-01-06.doc

	41-150
	PM
	A
	05-02-08
	Repair Spalled Joints
	Use when spalling is limited to the top third of the concrete pavement thickness, existing load transfer devices are still working, and spalled areas are less than one square yard. 

	
	Hyperlink to SSP 41-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-150_E_A05-02-08.doc

	41-151
	PM
	A
	05-01-06
	Repair Spalled Joints (Polyester Grout)
	Use when spalling is limited to the top third of the concrete pavement thickness and spalled areas are less than one square meter.  Use for difficult spall patches where premixed cementitious grout may not adhere well.

	
	Hyperlink to SSP 41-151 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-151_E_A05-01-06.doc

	41-200
	PM
	A
	05-15-09
	Seal Existing Concrete Pavement Joint
	Use for projects where new joint seals are to be constructed in existing concrete pavement.

	
	Hyperlink to SSP 41-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-200_E_A05-15-09.doc

	41-210
	PM
	A
	05-15-09
	Replace Joint Seal (Existing Concrete Pavement)
	Use for projects where existing pavement joint seals in concrete pavement are to be removed and replaced.

	
	Hyperlink to SSP 41-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-210_E_A05-15-09.doc

	41-250
	PM
	A
	11-16-07
	Crack Existing Concrete Pavement
	

	
	Hyperlink to SSP 41-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-250_E_A11-16-07.doc

	41-300
	PM
	A
	01-20-12
	Pavement Transition Tapers
	Use with SSP 40-020. 

	
	Hyperlink to SSP 41-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/41-300_E_A01-20-12.doc

	42-010
	PM
	A
	05-01-06
	Groove Existing Concrete Pavement
	Use when grooving existing portland cement concrete pavement or bridge decks is required.

	
	Hyperlink to SSP 42-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/42-010_E_A05-01-06.doc

	42-050
	PM
	A
	05-15-09
	Grind Existing Concrete Pavement
	Use when grinding existing portland cement concrete pavement or bridge decks is required.  Use 42-055 for grinding AC and weigh-in-motion PCC pavement.

	
	Hyperlink to SSP 42-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/42-050_E_A05-15-09.doc

	42-055
	PM
	A
	05-01-06
	Grind Existing Concrete Pavement
	Use when grinding existing portland cement concrete or asphalt concrete pavement is required for weigh-in-motion projects.

	
	Hyperlink to SSP 42-055 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/42-055_E_A05-01-06.doc

	42-600
	PM
	A
	05-01-06
	Disposal of Portland Cement Concrete (PCC) Pavement Grooving and Grinding  Residues
	Use in projects that may generate portland cement concrete residue from grooving and grinding.

	
	Hyperlink to SSP 42-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/22-42/42-600_E_A05-01-06.doc

	49-100
	BR
	B
	07-01-08
	Test Borings
	Use when steel pipe is to be embedded into rock and top of rock elevations are ambiguous.

	
	Hyperlink to SSP 49-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-100_E_B07-01-08.doc

	49-200
	BR
	B
	06-06-08
	Piling
	Use for all piles.  Add SSP 49-400, SSP S8-W04, and other 49-XXX specs as needed.

	
	Hyperlink to SSP 49-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-200_E_B06-06-08.doc

	49-208
	BR
	B
	08-05-11
	Driving System Submittal
	Use when a driving system submittal is requested by Geotechnical Services.

	
	Hyperlink to SSP 49-208 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-208_E_B08-05-11.doc

	49-210
	BR
	B
	05-01-06
	Jetting And Drilling
	Use for driven piles or casings when jetting and/or drilled holes are required and/or restricted by the Design Engineer, or when predrilling is required.

	
	Hyperlink to SSP 49-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-210_E_B05-01-06.doc

	49-224
	BR
	B
	07-01-08
	no title
	Use where piles must be driven through concrete footings that are to remain structurally functional

	
	Hyperlink to SSP 49-224 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-224_E_B07-01-08.doc

	49-226
	BR
	B
	07-01-08
	no title
	Use for boulders, clay lenses, and other natural obstructions to pile driving, including abandoned culverts, slabs, footings, etc.

	
	Hyperlink to SSP 49-226 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-226_E_B07-01-08.doc

	49-230
	BR
	B
	06-06-08
	Load Test Piles, Dynamic Monitoring and Wave equation.
	Use when load test piles or dynamic monitoring and wave equation analysis is in the project. Use with 49HAMR

	
	Hyperlink to SSP 49-230 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-230_E_B06-06-08.doc

	49-250
	BR
	B
	05-01-06
	Timber Piling
	Use for treated 90 kip bearing piles.


	
	Hyperlink to SSP 49-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-250_E_B05-01-06.doc

	49-260
	BR
	B
	05-01-06
	Timber Piling
	Use for piles in fenders, dolphins, etc.


	
	Hyperlink to SSP 49-260 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-260_E_B05-01-06.doc

	49-270
	BR
	B
	06-06-08
	Substitutions For Concrete Piling
	Use for Class 90 and Class 140 piles when approved by the design engineer.

	
	Hyperlink to SSP 49-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-270_E_B06-06-08.doc

	49-300
	BR
	B
	04-18-08
	Splicing Precast Prestressed Concrete Piling
	Use for splicing precast prestressed concrete piling in excess of 80 feet.

	
	Hyperlink to SSP 49-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-300_E_B04-18-08.doc

	49-310
	BR
	B
	01-20-12
	Cast-In-Drilled-Hole Concrete Piles
	Use with 49-200 for CIDH concrete piling.

	
	Hyperlink to SSP 49-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-310_E_B01-20-12.doc

	49-311
	BR
	A
	08-05-11
	Mineral Slurry
	Use for slurry. Insert into SSP 49-310

	
	Hyperlink to SSP 49-311 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-311_E_A08-05-11.doc

	49-320
	BR
	B
	07-01-08
	Closed Ended Cast-in-Steel Shell Concrete Piling
	Use for closed ended CISS concrete piling.  

	
	Hyperlink to SSP 49-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-320_E_B07-01-08.doc

	49-330
	BR
	B
	07-01-08
	Open Ended Cast-in-Steel Shell Concrete Piling
	Use for open ended CISS concrete piling.  

	
	Hyperlink to SSP 49-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-330_E_B07-01-08.doc

	49-340
	BR
	B
	07-30-10
	Mass Concrete for Cast-In-Place Concrete Piles
	Use for CIDH or CISS piles with diameter exceeding 8 feet.  For piles with diameter greater that 14 feet, use SSP 51-331 instead.

	
	Hyperlink to SSP 49-340 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-340_E_B07-30-10.doc

	49-350
	BR
	B
	08-05-11
	Steel Pipe Piling
	Use with SSP 49-200.  Use when the project includes CISS piles, unfilled pipe piles (including when the option to use steel pipe piling is allowed per the plans or standard plans), or permanent steel casings for CIDH piles.  Add SSPs S8-W04, S8-W06, and S8-W09.  Add SSP 49-360 for Class N steel pipe piling.


	
	Hyperlink to SSP 49-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-350_E_B08-05-11.doc

	49-360
	BR
	B
	06-05-09
	Nondestructive Testing for Steel Pipe Piling
	Use with SSP 49-350 when there is Class N steel pipe piling on the project.

	
	Hyperlink to SSP 49-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-360_E_B06-05-09.doc

	49-370
	BR
	B
	08-05-11
	Steel Soldier Piling
	Use for soldier pile retaining walls.

	
	Hyperlink to SSP 49-370 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-370_E_B08-05-11.doc

	49-380
	BR
	B
	07-01-08
	Steel Sheet Piling
	Use for steel sheet piling that is to remain in place

	
	Hyperlink to SSP 49-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-380_E_B07-01-08.doc

	49-400
	BR
	B
	08-05-11
	Measurement and Payment (Piling)
	Add to any SSP in the 49-XXX series.

	
	Hyperlink to SSP 49-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-400_E_B08-05-11.doc

	49-450
	BR
	B
	08-05-11
	Drilled Holes
	Use for steel soldier pile retaining walls.

	
	Hyperlink to SSP 49-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/49-450_E_B08-05-11.doc

	50-500
	BR
	B
	05-01-06
	Prestressing Concrete
	Use for prestressed concrete.

	
	Hyperlink to SSP 50-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/50-500_E_B05-01-06.doc

	50-510
	BR
	B
	05-01-06
	Miscellaneous Clauses For CRIPs for Prestressing CIP P/S Box Girder Bridges 
	Use for CIP P/S box girder structures

	
	Hyperlink to SSP 50-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/50-510_E_B05-01-06.doc

	50-520
	BR
	B
	09-16-11
	Debonding Prestressing Strand
	Use for debonding prestressing strand in pretensioned members.

	
	Hyperlink to SSP 50-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/50-520_E_B09-16-11.doc

	50-550
	BR
	B
	08-05-11
	Prestressing Steel Girders
	Use for prestressing existing steel girders.  Refer to Memo to Designers 9-7.Use with SSP 50-500 and either SSP 55-501.

	
	Hyperlink to SSP 50-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/50-550_E_B08-05-11.doc

	50-560
	BR
	B
	04-20-12
	Ground Anchors
	Use for ground anchors.  Also use the following specs as appropriate: 19-580, 19-590, 49-200, 49-310, 49-370, 49-400, 49-450, 51-500, 57-700, 59-600.

	
	Hyperlink to SSP 50-560 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/50-560_E_B04-20-12.doc

	51-010
	DD
	A
	05-01-06
	Concrete Structures
	When project includes bridges, add SSP 51-300.

	
	Hyperlink to SSP 51-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-010_E_A05-01-06.doc

	51-300
	BR
	B
	06-05-09
	Concrete Structures 
	Use for concrete structures.

	
	Hyperlink to SSP 51-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-300_E_B06-05-09.doc

	51-320
	BR
	B
	01-05-07
	Concrete
	Use in Climate Area III.

	
	Hyperlink to SSP 51-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-320_E_B01-05-07.doc

	51-321
	BR
	B
	07-01-08
	no title
	Add to to SSP 51-320 when job is in Modoc, Lassen, plumas, eastern Siskiyou, eastern Shasta Counties, or where local aggregate is volcanic or other absorbent types.  

	
	Hyperlink to SSP 51-321 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-321_E_B07-01-08.doc

	51-330
	BR
	B
	08-05-11
	Lightweight Concrete
	Use for lightweight concrete.

	
	Hyperlink to SSP 51-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-330_E_B08-05-11.doc

	51-331
	BR
	B
	07-30-10
	Mass Concrete 
	Use for structural concrete elements with least dimensions exceeding 7 feet or structural concrete elements where volume of concrete with dimesions large enough to require measures for hydration of the cement and attendant volume change.  Do not use for CIDH or CISS piles unless they have a diameter greater than 14 feet.

	
	Hyperlink to SSP 51-331 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-331_E_B07-30-10.doc

	51-335
	BR
	B
	07-01-08
	Deck Bleeder Drains 
	Use for new bridge construction when required.  See Memo 8-2 to Bridge Designers

	
	Hyperlink to SSP 51-335 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-335_E_B07-01-08.doc

	51-350
	BR
	B
	07-06-07
	Falsework
	Use when falsework is needed. 

	
	Hyperlink to SSP 51-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-350_E_B07-06-07.doc

	51-351
	BR
	B
	07-01-08
	no title
	Use for multi-level bridges.

	
	Hyperlink to SSP 51-351 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-351_E_B07-01-08.doc

	51-352
	BR
	B
	07-01-08
	Temporary Hinge Tiedowns
	Use with SSP 50-500

	
	Hyperlink to SSP 51-352 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-352_E_B07-01-08.doc

	51-354
	BR
	B
	07-01-08
	Existing Hinge Tiedowns
	Use where existing hinge tiedowns are to be removed

	
	Hyperlink to SSP 51-354 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-354_E_B07-01-08.doc

	51-355
	BR
	B
	05-01-06
	Cost Reduction Incentive Proposals For Cast-In-Place Prestressed Box Girder Bridges 
	Use for CIP P/S box girder structures.

	
	Hyperlink to SSP 51-355 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-355_E_B05-01-06.doc

	51-356
	BR
	B
	08-05-11
	Jacking Superstructure
	Use when lowering superstructures constructed above grade on falsework onto a prepared substructure.

	
	Hyperlink to SSP 51-356 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-356_E_B08-05-11.doc

	51-360
	BR
	B
	05-01-06
	Permanent Steel Deck Forms
	Use for permanent steel deck forms.

	
	Hyperlink to SSP 51-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-360_E_B05-01-06.doc

	51-365
	BR
	B
	05-01-06
	Prestressed Concrete Deck Panels
	Use for prestressed concrete deck panels.

	
	Hyperlink to SSP 51-365 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-365_E_B05-01-06.doc

	51-370
	BR
	B
	05-01-06
	Pier Columns
	Use for pier columns.

	
	Hyperlink to SSP 51-370 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-370_E_B05-01-06.doc

	51-375
	BR
	B
	04-20-12
	Bridge Deck Surface Texture
	Use for all new bridge decks and approach slabs. Do not use for bridge widenings or in a freeze thaw region.

	
	Hyperlink to SSP 51-375 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-375_E_B04-20-12.doc

	51-380
	BR
	B
	05-01-06
	Deck Closure Pours
	Use when a deck closure pour is shown on the plans.

	
	Hyperlink to SSP 51-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-380_E_B05-01-06.doc

	51-390
	BR
	B
	05-01-06
	Sliding Joints
	Use for greased neoprene metal sliding joints.

	
	Hyperlink to SSP 51-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-390_E_B05-01-06.doc

	51-400
	BR
	B
	05-01-06
	Sliding Bearings
	Use for greased elastomeric bearing pad-metal sliding bearings, as described in MTD 7-1.

	
	Hyperlink to SSP 51-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-400_E_B05-01-06.doc

	51-420
	BR
	B
	06-20-08
	Elastomeric Bearing Pads
	Use for elastomeric bearing pads.

	
	Hyperlink to SSP 51-420 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-420_E_B06-20-08.doc

	51-440
	BR
	B
	05-01-06
	Curing
	Special curing requirements.

	
	Hyperlink to SSP 51-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-440_E_B05-01-06.doc

	51-460
	BR
	B
	05-01-06
	Reinforced Concrete Headers And Steel Plates At Seat Type Abutments
	Use when approach slabs are to be constructed on a subsequent contract and joint seal assemblies are to be installed later.

	
	Hyperlink to SSP 51-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-460_E_B05-01-06.doc

	51-470
	BR
	B
	05-01-06
	Precast Concrete Girders
	Use for precast concrete girders.

	
	Hyperlink to SSP 51-470 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-470_E_B05-01-06.doc

	51-480
	BR
	B
	08-05-11
	Precast Prestressed Concrete Bridge Members 
	Use if PC/PS concrete members are in the project. Do not use for PC/PS concrete slabs.

	
	Hyperlink to SSP 51-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-480_E_B08-05-11.doc

	51-482
	BR
	B
	04-20-12
	Precast Prestressed Spliced Concrete Bridge Girders
	Use if  spliced PC/PS concrete girders are in the project.

	
	Hyperlink to SSP 51-482 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-482_E_B04-20-12.doc

	51-490
	BR
	B
	01-19-07
	Measurement And Payment 
	Use when special measurement and payment clauses are required.

	
	Hyperlink to SSP 51-490 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-490_E_B01-19-07.doc

	51-500
	BR
	B
	07-01-08
	Concrete Lagging
	

	
	Hyperlink to SSP 51-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-500_E_B07-01-08.doc

	51-510
	BR
	B
	06-05-09
	Precast Concrete Box Culverts
	Use for precast concrete box culverts, Std Drawings XS 17-020, 17-030, and 17-040

	
	Hyperlink to SSP 51-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-510_E_B06-05-09.doc

	51-515
	DD
	A
	07-31-09
	Precast Drainage Inlet
	Use for precast drainage inlets.

	
	Hyperlink to SSP 51-515 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-515_E_A07-31-09.doc

	51-520
	BR
	B
	11-16-07
	Precast Prestressed Concrete Slabs
	Use for precast prestressed concrete slabs.

	
	Hyperlink to SSP 51-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-520_E_B11-16-07.doc

	51-524
	BR
	B
	07-01-08
	PTFE Bearing
	Use for flat PTFE and stainless steel sliding bearings
Use S8-W04 with this spec; add PTFE bearing to Welding QC specific description item list in S8-W04
Use with SSP 59-790

	
	Hyperlink to SSP 51-524 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-524_E_B07-01-08.doc

	51-530
	BR
	B
	05-01-06
	Closure Walls
	Use for bridge closure walls.

	
	Hyperlink to SSP 51-530 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-530_E_B05-01-06.doc

	51-535
	BR
	B
	01-05-07
	Reinforced Concrete Crib Wall
	Use for reinforced concrete crib walls.

	
	Hyperlink to SSP 51-535 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-535_E_B01-05-07.doc

	51-540
	BR
	B
	09-16-11
	Type 6 Retaining Wall
	Use for Type 6 retaining walls.

	
	Hyperlink to SSP 51-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-540_E_B09-16-11.doc

	51-551
	BR
	B
	08-05-11
	Structure Approach Slabs (Type EQ)

	Use for structure approach slabs Type N(45D), N(30D.), N(30S), or EQ (10).

	
	Hyperlink to SSP 51-551 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-551_E_B08-05-11.doc

	51-555
	BR
	B
	06-05-09
	Structure Approach Slabs (Type R)
	Use for structure approach slabs (Type R).

	
	Hyperlink to SSP 51-555 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-555_E_B06-05-09.doc

	51-556
	BR
	B
	06-05-09
	Paving Notch Extension
	Use with SSP 51-555, Structure Approach Slab (Type R), when a paving notch extension is shown on the plans.

	
	Hyperlink to SSP 51-556 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-556_E_B06-05-09.doc

	51-560
	BR
	B
	05-01-06
	Sound Wall
	Add when there are sound walls on the project.  Add SSP 51-56x sound wall series as required.
Add SSP 49-200 when sound wall is constructed on piles.

	
	Hyperlink to SSP 51-560 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-560_E_B05-01-06.doc

	51-561
	BR
	B
	07-01-11
	(Proprietary Sound Wall Systems)
	Use with 51-560 when proprietary sound wall systems are allowed as alternatives to the State's design shown on the plans.  CHECK WITH DESIGN.

	
	Hyperlink to SSP 51-561 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-561_E_B07-01-11.doc

	51-562
	BR
	B
	07-01-11
	Sound Wall (Masonry Block)
	Use for masonry block sound walls.
Cast-in-drilled-hole concrete piling and concrte barrier are separate pay items.

	
	Hyperlink to SSP 51-562 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-562_E_B07-01-11.doc

	51-563
	BR
	B
	05-01-06
	Sound Wall (Precast Concrete Panel)
	Use for precast concrete panel sound walls.

	
	Hyperlink to SSP 51-563 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-563_E_B05-01-06.doc

	51-567
	BR
	B
	09-21-07
	Access Gates
	Use when access gates are shown on the plans.

	
	Hyperlink to SSP 51-567 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-567_E_B09-21-07.doc

	51-569
	BR
	B
	07-01-11
	Measurement And Payment
	Use when there are sound walls on the project.

	
	Hyperlink to SSP 51-569 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-569_E_B07-01-11.doc

	51-600
	BR
	B
	01-04-08
	Drill And Bond Dowel (Epoxy Cartridge)
	Use for bonding dowels in horizontal and vertical holes.

	
	Hyperlink to SSP 51-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-600_E_B01-04-08.doc

	51-620
	BR
	B
	05-01-06
	Drill And Bond Dowels
	Use for drilling and bonding dowels, other than with concrete barriers.

	
	Hyperlink to SSP 51-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-620_E_B05-01-06.doc

	51-630
	BR
	B
	05-01-06
	Core Concrete
	Use for coring concrete.

	
	Hyperlink to SSP 51-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-630_E_B05-01-06.doc

	51-635
	BR
	B
	08-05-11
	Core and Pressure Grout Dowels
	

	
	Hyperlink to SSP 51-635 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-635_E_B08-05-11.doc

	51-640
	BR
	B
	01-05-07
	Diaphragm Bolster
	Use for diaphragm bolsters.

	
	Hyperlink to SSP 51-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-640_E_B01-05-07.doc

	51-650
	BR
	B
	05-01-06
	Close Access, Deck
	Use for closing deck access openings.

	
	Hyperlink to SSP 51-650 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-650_E_B05-01-06.doc

	51-690
	BR
	B
	12-19-08
	Snowplow Deflector
	Use when a project is in Climate Area III and there are joint seals and joint seal assemblies.

	
	Hyperlink to SSP 51-690 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-690_E_B12-19-08.doc

	51-700
	BR
	B
	08-05-11
	Polyester Concrete Expansion Dam
	

	
	Hyperlink to SSP 51-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-700_E_B08-05-11.doc

	51-720
	BR
	B
	07-01-08
	Clean Expansion Joints
	

	
	Hyperlink to SSP 51-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-720_E_B07-01-08.doc

	51-740
	BR
	A
	10-05-07
	Sealing Joints
	Use for sealing joints in concrete bridge decks and joints between concrete structures and concrete approach slabs.

	
	Hyperlink to SSP 51-740 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-740_E_A10-05-07.doc

	51-770
	BR
	B
	08-05-11
	Joint Seal Assemblies (Maximum Movement Rating, 4 Inches)
	Use when State designed assemblies are shown on the plans.


	
	Hyperlink to SSP 51-770 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-770_E_B08-05-11.doc

	51-780
	BR
	B
	11-30-10
	Asphaltic Plug Joint Seal
	Use for existing structures or widenings structures with a minimum AC overlay of 2 inches and a maximum MR=2"

	
	Hyperlink to SSP 51-780 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-780_E_B11-30-10.doc

	51-790
	BR
	B
	08-05-11
	Joint Seal Assemblies (Movement Rating Exceeding 4 inches)
	The movement rating shown on the plans shall include provisions for a 25 percent increase in prestress shortening. Use with SSP 59-790.

	
	Hyperlink to SSP 51-790 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-790_E_B08-05-11.doc

	51-800
	BR
	B
	11-07-08
	Refinishing Bridge Decks
	Use for refinishing sound concrete surfaces and for adjusting deck grades, 3/4 inch minimum to 1-1/2 inch +/- maximum.

	
	Hyperlink to SSP 51-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-800_E_B11-07-08.doc

	51-802
	BR
	B
	07-01-08
	JRepair Spalled Surface Areas
	Use for vertical and overhead patches.  Not for use on deck surfaces subject to traffic wear

	
	Hyperlink to SSP 51-802 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-802_E_B07-01-08.doc

	51-804
	BR
	B
	08-05-11
	Epoxy Crack Injection
	Epoxy inject cracks that are in existing concrete and that are between 5 mils and 250 mils wide.

	
	Hyperlink to SSP 51-804 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-804_E_B08-05-11.doc

	51-806
	BR
	B
	04-20-12
	Polyester Concrete Overlay
	Use with SSPs 15-880 and 15-940.  Location of polyester concrete overlay must be shown on the plans.  For projects with approach slabs, require approach slabs to be complete in place before placing polyester concrete overlay.

	
	Hyperlink to SSP 51-806 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-806_E_B04-20-12.doc

	51-810
	BR
	B
	04-18-08
	Bonding Portland Cement Concrete Patches
	Use for bonding PCC patches.

	
	Hyperlink to SSP 51-810 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-810_E_B04-18-08.doc

	51-820
	BR
	B
	01-05-07
	Portland Cement Concrete Patches
	Use for PCC patches.

	
	Hyperlink to SSP 51-820 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-820_E_B01-05-07.doc

	51-825
	BR
	B
	05-16-08
	Core Treated Bridge Deck
	Use with 54-130 and 51-830.

	
	Hyperlink to SSP 51-825 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-825_E_B05-16-08.doc

	51-830
	BR
	B
	05-16-08
	Rapid Setting Concrete Patches
	Use for patching areas of deck surfaces that cannot be closed for normal cure time.  Do not use for full depth deck repairs or deck overlays.

	
	Hyperlink to SSP 51-830 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-830_E_B05-16-08.doc

	51-840
	BR
	B
	07-01-08
	Install Deck Bleeder
	Use when deck bleeders are shown on the plans to be placed in existing structures

	
	Hyperlink to SSP 51-840 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-840_E_B07-01-08.doc

	51-850
	BR
	B
	07-01-08
	Junction Structures
	Use for Junction Structures, Std Drawing XS 17-010

	
	Hyperlink to SSP 51-850 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-850_E_B07-01-08.doc

	51-860
	BR
	B
	07-01-08
	Architectural Finish (Brick Facing)
	Use for fireplace brick facing applied to concrete surfaces

	
	Hyperlink to SSP 51-860 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-860_E_B07-01-08.doc

	51-880
	BR
	B
	07-01-08
	Architectural Finish (Exposed Aggregate)
	Use for exposed aggregate finish

	
	Hyperlink to SSP 51-880 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-880_E_B07-01-08.doc

	51-890
	BR
	B
	08-05-11
	Architectural Surface (Textured Concrete)
	Use for architectural textured concrete surfaces.

	
	Hyperlink to SSP 51-890 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-890_E_B08-05-11.doc

	51-895
	Br
	B
	08-17-07
	Colored Concrete
	Use for integral pigment colored concrete.

	
	Hyperlink to SSP 51-895 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/51-895_E_B08-17-07.doc

	52-600
	BR
	B
	06-05-09
	Reinforcement
	Use in all projects requiring reinforcement.

	
	Hyperlink to SSP 52-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/52-600_E_B06-05-09.doc

	52-640
	BR
	B
	05-01-06
	Epoxy-Coated Bar Reinforcement
	Use in Climate Area III.
Do not use with 52PURP unless properly edited.

	
	Hyperlink to SSP 52-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/52-640_E_B05-01-06.doc

	52-650
	BR
	B
	06-05-09
	Epoxy-Coated Prefabricated Reinforcement
	Use for coating prefabricated reinforcement with purple or gray epoxy coating.
Use for portions of structures that are in direct contact with marine or brackish water.  Purple epoxy-coated reinforcement should be used in the water and extend 20 feet above the mean higher high tide water level.  Reinforcement inside CISS piles should not be epoxy coated.  Also use for reinforcement in barrier on structures located within 1000 feet of ocean or tidal water.  Plans must clearly define where epoxy-coated reinforcement is to be used.
Add SSPs 51-55x as necessary.  Do not use with SSP 52-640 unless appropriately edited.


	
	Hyperlink to SSP 52-650 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/52-650_E_B06-05-09.doc

	52-680
	BR
	B
	05-01-06
	Measurement And Payment
	Use only when special pay clauses for bar reinforcement are required.  Add special clauses if measurement and payment is different from that in the Standard Specifications and is not covered by other SSPs.

	
	Hyperlink to SSP 52-680 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/52-680_E_B05-01-06.doc

	52-700
	BR
	B
	01-20-12
	Headed Bar Reinforcement
	Use with SSP 52-600

	
	Hyperlink to SSP 52-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/52-700_E_B01-20-12.doc

	52-800
	BR
	B
	07-01-08
	Stray Current Protection
	Use on bridges where stray current provisions are according to Bridge Design Details 12-10.1 thru 12-10.20

	
	Hyperlink to SSP 52-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/52-800_E_B07-01-08.doc

	53-010
	DD
	A
	05-01-06
	Shotcrete
	Use when applicable.

	
	Hyperlink to SSP 53-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/53-010_E_A05-01-06.doc

	53-100
	BR
	B
	07-01-11
	Shotcrete
	Use for shotcrete with a strength requirement shown on the plans.

	
	Hyperlink to SSP 53-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/53-100_E_B07-01-11.doc

	54-010
	BR
	B
	05-01-06
	Waterproofing
	Use for dampproofing and membrane waterproofing.

	
	Hyperlink to SSP 54-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/54-010_E_B05-01-06.doc

	54-040
	BR
	B
	04-20-12
	Waterproofing and Cover 
	Use for all railroad underpass decks.




	
	Hyperlink to SSP 54-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/54-040_E_B04-20-12.doc

	54-120
	BR
	B
	11-16-07
	Deck Seal
	Use for preformed waterproofing system for highway bridge decks.

	
	Hyperlink to SSP 54-120 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/54-120_E_B11-16-07.doc

	54-130
	BR
	B
	01-20-12
	Bridge Deck Methacrylate Resin Treatment
	Use with SSP 15-870.

	
	Hyperlink to SSP 54-130 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/54-130_E_B01-20-12.doc

	54-150
	BR
	B
	05-01-06
	Slurry Leveling Course
	Use under membrane waterproofing on deteriorated bridge decks.

	
	Hyperlink to SSP 54-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/54-150_E_B05-01-06.doc

	55-010
	BR
	B
	09-16-11
	Steel Crib Wall
	Use for steel crib walls.

	
	Hyperlink to SSP 55-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/55-010_E_B09-16-11.doc

	55-050
	DM
	A
	05-01-06
	Cattle Guard
	Use when applicable.

	
	Hyperlink to SSP 55-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/55-050_E_A05-01-06.doc

	55-500
	BR
	B
	08-05-11
	Steel Structures
	With respect to structural steel joints, this SSP applies only to ASTM A 325 high-strength bolts.  If A 449, A 490, or A 354 bolts, or high-strength threaded studs or rods are shown on the plans to be used for such connections, check with the Structural Steel Committee for additional requirements.  

	
	Hyperlink to SSP 55-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/55-500_E_B08-05-11.doc

	55-501
	BR
	B
	08-05-11
	no title
	Add to SSP 55-500 when new prestressed steel girders are to be painted.  
Use SSP 59-520.

	
	Hyperlink to SSP 55-501 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/55-501_E_B08-05-11.doc

	55-510
	BR
	B
	05-01-06
	Curved Girders
	Use for curved girders fabricated from ASATM A 709/A 709M, Grade 50, maximum.

	
	Hyperlink to SSP 55-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/55-510_E_B05-01-06.doc

	55-540
	BR
	B
	07-01-08
	Heat Straighting of Steel Girders
	Use for heat straighting of steel girders

	
	Hyperlink to SSP 55-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/55-540_E_B07-01-08.doc

	55-600
	BR
	B
	08-05-11
	Column Casing
	Use when steel shells are shown on the plans.

	
	Hyperlink to SSP 55-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/55-600_E_B08-05-11.doc

	56-010
	BR
	B
	08-05-11
	Sign Structures
	Use for overhead sign structures.

	
	Hyperlink to SSP 56-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-010_E_B08-05-11.doc

	56-100
	BR
	B
	08-05-11
	Clean And Paint Sign Structures
	Use for painting new sign structures.  Add SSP 55-500.

	
	Hyperlink to SSP 56-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-100_E_B08-05-11.doc

	56-500
	TD
	A
	05-01-06
	Roadside Signs
	Use when applicable.  


	
	Hyperlink to SSP 56-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-500_E_A05-01-06.doc

	56-600
	TD
	A
	11-21-08
	Install Roadside Sign Panel On Existing Post
	Use when applicable.

	
	Hyperlink to SSP 56-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-600_E_A11-21-08.doc

	56-610
	TD
	A
	11-21-08
	Install Sign Panel On Existing Frame
	Use when applicable.

	
	Hyperlink to SSP 56-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-610_E_A11-21-08.doc

	56-620
	TD
	A
	05-01-06
	Install Removable Sign Panel Frame
	Use when applicable.

	
	Hyperlink to SSP 56-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-620_E_A05-01-06.doc

	56-700
	TD
	A
	05-01-06
	Install Sign Overlay
	Use when sign overlays, e.g., "EXIT," "EXIT ONLY," "ONLY," etc., are required.

	
	Hyperlink to SSP 56-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-700_E_A05-01-06.doc

	56-800
	TD
	A
	01-18-08
	Furnish Sign
	Use when SSP 12-003 is used or when the Contractor furnishes roadside or overhead signs.

	
	Hyperlink to SSP 56-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-800_E_A01-18-08.doc

	56-810
	TD
	A
	05-01-06
	Sheet Aluminum
	Add to SSP 56-800.
Use when SSP 12-003 is used.
Use when the contractor furnishes aluminum signs.

	
	Hyperlink to SSP 56-810 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-810_E_A05-01-06.doc

	56-820
	TD
	A
	05-01-06
	Retroreflective Sheeting
	Add to SSP 56-800.
Use when retroreflective sheeting is required for contractor-furnished signs or when SSP 12-003 is used.

	
	Hyperlink to SSP 56-820 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-820_E_A05-01-06.doc

	56-830
	TD
	A
	05-01-06
	Process Color and Film
	Add to SSP 56-800.
Use when the contractor furnishes roadside or overhead signs or use when SSP 12-003 is used.

	
	Hyperlink to SSP 56-830 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-830_E_A05-01-06.doc

	56-840
	TD
	A
	05-01-06
	Single Sheet Aluminum Sign
	Add to SSP 56-800.
Use when the contractor furnishes single sheet aluminum roadside signs or use when SSP 12-003 is used.

	
	Hyperlink to SSP 56-840 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-840_E_A05-01-06.doc

	56-850
	TD
	A
	05-01-06
	Fiberglass Reinforced Plastic Panel Sign
	Add to SSP 56-800.
Use when the contractor furnishes fiberglass reinforced plastic panel signs or use when SSP 12-003 is used.

	
	Hyperlink to SSP 56-850 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-850_E_A05-01-06.doc

	56-860
	TD
	A
	05-01-06
	Laminated Panel Sign
	Add to SSP 56-800.
Use when the Contractor furnishes laminated panel signs.

	
	Hyperlink to SSP 56-860 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-860_E_A05-01-06.doc

	56-870
	TD
	A
	05-01-06
	Formed Panel Sign
	Add to SSP 56-800.
Use when the Contractor furnishes formed panel signs.

	
	Hyperlink to SSP 56-870 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-870_E_A05-01-06.doc

	56-880
	TD
	A
	05-01-06
	Measurement and Payment
	Add to SSP 56-800.
Use when the Contractor furnishes roadside or overhead signs.

	
	Hyperlink to SSP 56-880 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/56-880_E_A05-01-06.doc

	57-010
	BR
	B
	05-01-06
	Timber Crib Walls
	Use for timber crib walls.

	
	Hyperlink to SSP 57-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/57-010_E_B05-01-06.doc

	57-500
	BR
	B
	05-01-06
	Timber Catwalk
	Use for timber catwalks.

	
	Hyperlink to SSP 57-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/57-500_E_B05-01-06.doc

	57-600
	BR
	B
	07-01-08
	Treated Timber
	

	
	Hyperlink to SSP 57-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/57-600_E_B07-01-08.doc

	57-700
	BR
	B
	07-01-08
	Timber Lagging
	Use for soldier pile retaining walls

	
	Hyperlink to SSP 57-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/57-700_E_B07-01-08.doc

	57-800
	BR
	B
	07-01-08
	Abutment Lumber Blocking
	Add SSP 75-500-for concrete anchorage devices

	
	Hyperlink to SSP 57-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/57-800_E_B07-01-08.doc

	57-900
	BR
	B
	07-01-11
	Plastic Lumber
	Use when plastic lumber is shown as fender or bumper applications only..

	
	Hyperlink to SSP 57-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/57-900_E_B07-01-11.doc

	59-500
	BR
	B
	08-05-11
	Clean and Paint Structural Steel
	Use when new structural steel is to be painted. Use with SSP 55-500.

	
	Hyperlink to SSP 59-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-500_E_B08-05-11.doc

	59-501
	BR
	B
	06-05-09
	Proof of SSPC QP certifications with bid clause.

	Use when SSPC QP 1, QP 2, or QP 3 certification is required.  Consult with Office of Structure Maintenance and Investigations (OSM&I) regarding required SSPC-QP certifications.

	
	Hyperlink to SSP 59-501 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-501_E_B06-05-09.doc

	59-520
	BR
	B
	08-05-11
	Clean And Paint Structural Steel
	Use when new structural steel for widening or a rehabilitation project is to be painted.  Use with SSP 15-025 and SSP 55-500.

	
	Hyperlink to SSP 59-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-520_E_B08-05-11.doc

	59-530
	BR
	B
	05-01-06
	Additional Clauses for Painting Galvanized Surfaces
	Use for painting galvanized surfaces.

	
	Hyperlink to SSP 59-530 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-530_E_B05-01-06.doc

	59-550
	BR
	B
	06-05-09
	Clean And Paint Existing Structural Steel
	Use for 100 percent blast cleaning on existing structural steel.  Use with SSP 15-025.

	
	Hyperlink to SSP 59-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-550_E_B06-05-09.doc

	59-560
	BR
	B
	08-05-11
	Clean and Paint Existing Structural Steel 
	Use for spot blasting, spot undercoat painting, full undercoat as necessary, and painting finish coat on existing structural steel.  Use with SSP 15-025.

	
	Hyperlink to SSP 59-560 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-560_E_B08-05-11.doc

	59-565
	BR
	B
	09-21-07
	Clean And Thermal Spray Coat Structural Steel 
	Use for spot blasting, spot undercoat painting, full undercoat as necessary, and painting finish coat on existing structural steel.  Use with SSP 15-025.

	
	Hyperlink to SSP 59-565 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-565_E_B09-21-07.doc

	59-570
	BR
	B
	07-01-08
	Miscellaneous Clause For Mill Scale and Inspection
	Use for investigation of surface conditions of existing structural steel when requested by OSM&I.

	
	Hyperlink to SSP 59-570 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-570_E_B07-01-08.doc

	59-590
	BR
	B
	05-01-06
	Miscellaneous Clause For Painting Under Deck Drains - Type C
	Use when deck drains type C are used.

	
	Hyperlink to SSP 59-590 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-590_E_B05-01-06.doc

	59-600
	BR
	B
	08-05-11
	Clean and Paint Steel Piling

	Use for steel pile extensions and for steel soldier piles when requested by Aesthetics, Design or Maintenance.

	
	Hyperlink to SSP 59-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-600_E_B08-05-11.doc

	59-760
	BR
	B
	05-01-06
	Preparing and Painting Concrete
	Use for preparing and painting concrete.

	
	Hyperlink to SSP 59-760 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-760_E_B05-01-06.doc

	59-790
	BR
	B
	08-05-11
	Clean and Pain Joint Seal Assemblies...  PTFE Bearings   ...Restrainer Units (Bar Type)
	Use when joint seal assemblies, PTFE bearings, or restrainer units (bar type) are to be painted.

	
	Hyperlink to SSP 59-790 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-790_E_B08-05-11.doc

	59-800
	BR
	B
	08-05-11
	Prepare and Paint Concrete Surfaces
	For use on formed or testured surfaces.  Use with paints and concrete "Stains" that coat concrete surfaces.

	
	Hyperlink to SSP 59-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-800_E_B08-05-11.doc

	59-805
	Br
	B
	08-05-11
	Prepare and Stain Concrete
	Use when acid-based stain is to be applied to concrete surfaces.

	
	Hyperlink to SSP 59-805 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-805_E_B08-05-11.doc

	59-810
	BR
	B
	08-05-11
	Anti-graffiti coating
	Use for sacrificial graffiti protection for concrete surfaces.

	
	Hyperlink to SSP 59-810 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/49-59/59-810_E_B08-05-11.doc

	61-010
	DD
	A
	10-06-06
	Field Leakage Testing for Culvert and Drainage Pipe Joints
	Use when in-place assurance of watertight joints are required due to high groundwater conditions, pipes operating under hydrostatic head, or where water quality concerns restrict infiltration or exfiltration.

	
	Hyperlink to SSP 61-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/61-010_E_A10-06-06.doc

	62-010
	DD
	A
	06-06-08
	Alternative Pipe
	Use when applicable.

	
	Hyperlink to SSP 62-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/62-010_E_A06-06-08.doc

	62-020
	DD
	A
	01-18-08
	Alternative Slotted Pipe
	Use when applicable.

	
	Hyperlink to SSP 62-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/62-020_E_A01-18-08.doc

	62-050
	DD
	A
	05-01-06
	Miscellaneous Clauses For Concrete Backfill For Alternative Pipe
	Use when concrete backfill is required for alternative culverts.  Add to SSP 62-010.  Add SSP 65-050 or SSP 66-050 if fast setting concrete is needed for concrete backfill.

	
	Hyperlink to SSP 62-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/62-050_E_A05-01-06.doc

	64-010
	DD
	A
	05-01-06
	Plastic Pipe
	Use when applicable.

	
	Hyperlink to SSP 64-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/64-010_E_A05-01-06.doc

	64-015
	DD
	A
	03-07-08
	CORRUGATED POLYVINYL CHLORIDE (PVC) PIPE WITH SMOOTH INTERIOR
	Use with 2006 Standard Plan A62F and NSP D971, pipe diameters 12 inches to 36 inches.

	
	Hyperlink to SSP 64-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/64-015_E_A03-07-08.doc

	64-020
	DD
	A
	06-05-09
	Plastic Slotted Pipe
	Use when applicable.

	
	Hyperlink to SSP 64-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/64-020_E_A06-05-09.doc

	65-010
	DD
	A
	06-05-09
	Reinforced Concrete Pipe
	Use when applicable and when reinforced concrete pipe (RCP) is a separate pay item.

	
	Hyperlink to SSP 65-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/65-010_E_A06-05-09.doc

	65-050
	DD
	A
	01-05-07
	Miscellaneous Clause For Fast Setting Concrete Backfill
	Use when fast setting concrete is needed for concrete backfill.  Add to SSP 65-010. 

	
	Hyperlink to SSP 65-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/65-050_E_A01-05-07.doc

	65-200
	DD
	A
	05-01-06
	Non-Reinforced Concrete Pipe
	Use only when non-reinforced pipe is a contract item.  These provisions provide for 100Êmm to 900Êmm pipe sizes, inclusive.

	
	Hyperlink to SSP 65-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/65-200_E_A05-01-06.doc

	66-010
	DD
	A
	05-01-06
	Corrugated Metal Pipe
	Use when applicable.

	
	Hyperlink to SSP 66-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/66-010_E_A05-01-06.doc

	66-012
	DD
	A
	06-06-08
	Spiral Rib Pipe
	Use when applicable.

	
	Hyperlink to SSP 66-012 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/66-012_E_A06-06-08.doc

	66-015
	DD
	A
	06-06-08
	Composite Steel Spiral Rib Pipe
	Use for Composite Steel Spiral Rib Pipe with smooth interior for diameters from 30 inches to 84 inches.

	
	Hyperlink to SSP 66-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/66-015_E_A06-06-08.doc

	66-020
	DD
	A
	01-18-08
	Slotted Corrugated Steel Pipe
	Use when applicable.

	
	Hyperlink to SSP 66-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/66-020_E_A01-18-08.doc

	66-050
	DD
	A
	01-05-07
	Miscellaneous Clause For Fast Setting Concrete Backfill
	Use when fast setting concrete is needed for concrete backfill.  Add to SSP 66-010. 

	
	Hyperlink to SSP 66-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/66-050_E_A01-05-07.doc

	66-200
	DD
	A
	05-01-06
	Miscellaneous Clauses For Corrugated Metal Pipe
	Add to SSP 66-010

	
	Hyperlink to SSP 66-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/66-200_E_A05-01-06.doc

	67-010
	DD
	A
	05-01-06
	Structural Steel Plate Pipe
	Use when applicable.

	
	Hyperlink to SSP 67-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/67-010_E_A05-01-06.doc

	67-020
	DD
	A
	05-01-06
	Structural Steel Plate Arch
	Use when applicable.

	
	Hyperlink to SSP 67-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/67-020_E_A05-01-06.doc

	67-100
	DD
	A
	01-05-07
	Metal Liner Plate Pipe
	Use for lining tunnels between 1.2 m and 4.6 m in diameter.

	
	Hyperlink to SSP 67-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/67-100_E_A01-05-07.doc

	68-010
	DD
	A
	05-01-06
	Underdrain
	Use when applicable.


	
	Hyperlink to SSP 68-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-010_E_A05-01-06.doc

	68-100
	DD
	A
	05-01-06
	Alternative Pipe Underdrain
	Use when applicable.

	
	Hyperlink to SSP 68-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-100_E_A05-01-06.doc

	68-200
	DD
	A
	05-01-06
	Edge Drain
	Use when applicable.

	
	Hyperlink to SSP 68-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-200_E_A05-01-06.doc

	68-230
	DD
	A
	03-13-09
	Permeable Material
	Use when recommended by the Office of Roadway Geotechnical Engineering, North or South.  Provides grading for Class 3 material.

	
	Hyperlink to SSP 68-230 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-230_E_A03-13-09.doc

	68-250
	DD
	A
	03-13-09
	Permeable Material (Blanket)
	Use when applicable.  Include SSP S8-M81.

	
	Hyperlink to SSP 68-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-250_E_A03-13-09.doc

	68-280
	DD
	A
	06-05-09
	Drainage Wick
	Use when applicable.

	
	Hyperlink to SSP 68-280 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-280_E_A06-05-09.doc

	68-300
	BR
	B
	03-13-09
	Underdrain
	Use when underdrains are shown on the bridge plans.

	
	Hyperlink to SSP 68-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-300_E_B03-13-09.doc

	68-310
	BR
	B
	03-13-09
	Structure Approach Drainage System
	Use when Type N(45D), N(30D), or N(30S) structure approach slabs are to be constructed on a subsequent project.

	
	Hyperlink to SSP 68-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-310_E_B03-13-09.doc

	68-500
	DD
	A
	05-01-06
	Horizontal Drain
	Use when applicable.

	
	Hyperlink to SSP 68-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/68-500_E_A05-01-06.doc

	69-010
	DD
	A
	05-01-06
	Overside Drain
	Use for entrance tapers and pipe downdrains.

	
	Hyperlink to SSP 69-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/69-010_E_A05-01-06.doc

	69-020
	DD
	A
	05-01-06
	Overside Drains
	Use for tapered inlets and flume downdrains.

	
	Hyperlink to SSP 69-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/69-020_E_A05-01-06.doc

	69-025
	DD
	A
	05-01-06
	Cable Anchorage System
	Use when cable anchorage systems for pipe downdrains is required.  Include Standard Plan D87C.

	
	Hyperlink to SSP 69-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/69-025_E_A05-01-06.doc

	69-030
	DD
	A
	11-16-07
	Overside Drain
	Use for hot mix asphalt overside drains.

	
	Hyperlink to SSP 69-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/69-030_E_A11-16-07.doc

	69-100
	DD
	A
	05-01-06
	Overside Drain
	Use when alternative materials are permitted for pipe downdrains.

	
	Hyperlink to SSP 69-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/69-100_E_A05-01-06.doc

	69-500
	BR
	B
	05-01-06
	Overside Drains
	Use for overside drains involved with slope paving.

	
	Hyperlink to SSP 69-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/69-500_E_B05-01-06.doc

	70-010
	DD
	A
	05-01-06
	Miscellaneous Facilities
	Use when applicable.

	
	Hyperlink to SSP 70-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-010_E_A05-01-06.doc

	70-015
	WP
	A
	04-03-09
	 Drainage Inlet Marker
	Use when drainage inlet markers are included in the project.

	
	Hyperlink to SSP 70-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-015_E_A04-03-09.doc

	70-100
	DD
	A
	12-19-08
	Grated Line Drain
	Use when applicable.

	
	Hyperlink to SSP 70-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-100_E_A12-19-08.doc

	70-200
	BR
	B
	07-01-08
	Welded Steel Pipe Casing (Bridge)
	Use for future utility opening casing and welded steel casing pipes that carry utilities when the contractor only furnishes and installs the casing

	
	Hyperlink to SSP 70-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-200_E_B07-01-08.doc

	70-250
	DD
	A
	06-05-09
	Welded Steel Pipe
	Use when applicable.

	
	Hyperlink to SSP 70-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-250_E_A06-05-09.doc

	70-260
	DD
	A
	05-01-06
	Asphalt Coated And Wrapped Welded Steel Pipe
	Use only when required by an outside agency.

	
	Hyperlink to SSP 70-260 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-260_E_A05-01-06.doc

	70-500
	DD
	A
	05-01-06
	Automatic Drainage Gate
	Use when circular flap gate is specified and the operating face pressure is less than or equal to 10 feet.

	
	Hyperlink to SSP 70-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-500_E_A05-01-06.doc

	70-510
	DD
	A
	05-01-06
	Automatic Drainage Gate
	Use when automatic drainage gates with an operating head between 10 feet and 50 feet are required.

	
	Hyperlink to SSP 70-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-510_E_A05-01-06.doc

	70-520
	DD
	A
	05-01-06
	Slide Headgate
	Use when slide gates with frames are specified.


	
	Hyperlink to SSP 70-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-520_E_A05-01-06.doc

	70-600
	DD
	A
	06-01-11
	Inlet depressions
	Included Standard Plans D78B or D78C.

	
	Hyperlink to SSP 70-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/70-600_E_A06-01-11.doc

	72-010
	DM
	A
	05-01-06
	Slope Protection
	Use when applicable.

	
	Hyperlink to SSP 72-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-010_E_A05-01-06.doc

	72-030
	DM
	A
	05-01-06
	Broken Concrete Slope Protection
	Use when applicable.

	
	Hyperlink to SSP 72-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-030_E_A05-01-06.doc

	72-040
	DD
	A
	01-20-12
	Small-Rock Slope Protection 
	Use for channels/swales with low velocities.

	
	Hyperlink to SSP 72-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-040_E_A01-20-12.doc

	72-110
	DM
	A
	05-01-06
	Miscellaneous Clauses For Coloring Agent For Slope Protection
	Add to SSP 72-010 when a coloring agent is required. 

	
	Hyperlink to SSP 72-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-110_E_A05-01-06.doc

	72-150
	DM
	A
	03-13-09
	Additional Clauses For Rock Slope Protection Filter Fabric
	Use when rock slope protection fabric is specified.

	
	Hyperlink to SSP 72-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-150_E_A03-13-09.doc

	72-200
	BR
	B
	05-01-06
	Slope Paving
	Use when concrete slope paving, 3 inches or more in thickness, is shown on the plans.

	
	Hyperlink to SSP 72-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-200_E_B05-01-06.doc

	72-204
	BR
	B
	07-01-08
	Slope Paving
	Use for slope paving concrete block with a tile bond coat.  Use only where tile setting requirements are necessary

	
	Hyperlink to SSP 72-204 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-204_E_B07-01-08.doc

	72-206
	BR
	B
	07-01-08
	Slope Paving
	Use for slope paving split faced concrete pavers without a bond coat

	
	Hyperlink to SSP 72-206 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-206_E_B07-01-08.doc

	72-208
	BR
	B
	07-01-08
	Slope Paving
	Use for slope paving (exposed aggregate)

	
	Hyperlink to SSP 72-208 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-208_E_B07-01-08.doc

	72-210
	BR
	B
	05-01-06
	Additional Clauses For Slope Paving, Construction Joints, Finish, Color
	Use for slope paving construction joints, finish, and color.

	
	Hyperlink to SSP 72-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-210_E_B05-01-06.doc

	72-300
	DM
	A
	03-13-09
	Gabions (Poyvinyl Chloride Coated)
	Use when PVC coating required

	
	Hyperlink to SSP 72-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-300_E_A03-13-09.doc

	72-305
	DM
	A
	03-13-09
	Gabions
	Use when PVC Coating not Required

	
	Hyperlink to SSP 72-305 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/72-305_E_A03-13-09.doc

	73-010
	AD
	A
	05-01-06
	Miscellaneous Concrete Construction 
	Add description of miscellaneous concrete construction work.

	
	Hyperlink to SSP 73-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/73-010_E_A05-01-06.doc

	73-020
	AD
	A
	05-16-08
	Curb Ramp Detectable Warning Surface
	Use for curb ramps as shown on the contract plans, that are existing, but need to have detectable warning surfaces installed.

	
	Hyperlink to SSP 73-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/73-020_E_A05-16-08.doc

	73-050
	DC
	A
	05-01-06
	Miscellaneous Clauses For Curing Compound Method Of Curing Concrete
	Use when the curing compound method of curing concrete is either mandatory or optional and the clear or translucent type compound is required.  Add to SSP 73-010

	
	Hyperlink to SSP 73-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/73-050_E_A05-01-06.doc

	73-100
	DC
	A
	05-01-06
	Miscellaneous Clauses For Textured Paving
	Use when applicable.  Add to SSP 73-010.

	
	Hyperlink to SSP 73-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/73-100_E_A05-01-06.doc

	74-350
	BR
	B
	01-20-12
	Pumping Plant Equipment
	Use when SSP 74-360 or SSP 74-370 are used.

	
	Hyperlink to SSP 74-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/74-350_E_B01-20-12.doc

	74-360
	BR
	B
	01-20-12
	Drainage Pumping Equipment
	Use when SSP 74-350 is required.

	
	Hyperlink to SSP 74-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/74-360_E_B01-20-12.doc

	74-370
	BR
	B
	01-20-12
	Pumping Plant Equipment
	Use when SSP 74-360 or SSP 74-370 are used.

	
	Hyperlink to SSP 74-370 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/74-370_E_B01-20-12.doc

	75-010
	DD
	A
	05-01-06
	Miscellaneous Iron And Steel
	Use for misccellaneous iron and steel items such as frame and grates.

	
	Hyperlink to SSP 75-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-010_E_A05-01-06.doc

	75-500
	BR
	B
	05-01-06
	Miscellaneous Metal (Bridge)
	Use only for items listed in Section 75-1.03 of the Standard Specifications or other similar items.  Do not use miscellaneous metal item if 1) plans require ANY welding to existing steel bridges or 2) high-strength bolted connections are shown on the plans.  Use SSP 55-500 for these situations.  For all bridge deck drainage systems, use specification 75-505 and item code 750505 BRIDGE DECK DRAINAGE SYSTEM.

	
	Hyperlink to SSP 75-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-500_E_B05-01-06.doc

	75-502
	BR
	B
	07-01-08
	no title
	Add when new steel is to be galvanized and when paint removal , welding at connections to existing steel, or holes in cross frames is not required.  
Use with SSP 50-550 and SSP 59-520

	
	Hyperlink to SSP 75-502 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-502_E_B07-01-08.doc

	75-503
	BR
	B
	07-01-08
	Nonskid Surface
	Use for nonskid surfacing on steel plates
Use with SSP 75-500

	
	Hyperlink to SSP 75-503 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-503_E_B07-01-08.doc

	75-505
	BR
	B
	05-01-06
	Bridge Deck Drainage System
	Use for all bridge deck drainage systems.

	
	Hyperlink to SSP 75-505 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-505_E_B05-01-06.doc

	75-520
	BR
	B
	05-01-06
	Pumping Plant Metal Work
	Use for pumping plant metal work.

	
	Hyperlink to SSP 75-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-520_E_B05-01-06.doc

	75-550
	BR
	B
	07-01-08
	Miscellaneous Metal (Tie Rod)
	Use for tie rods at abutments for retrofit 2 jobs.
Use with SSP 51-555.

	
	Hyperlink to SSP 75-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-550_E_B07-01-08.doc

	75-610
	BR
	B
	05-01-06
	Miscellaneous Metal (Restrainer-Cable Type)
	Use for cable type restrainers.

	
	Hyperlink to SSP 75-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-610_E_B05-01-06.doc

	75-615
	BR
	B
	07-01-11
	Corrosion Protection
	Use for cable-type restrainers located (1) within 10 miles of coastal waters or (2) in Climate Area III.  Refer to Attachment B in Memos to Designers 8-2 for area limits.
Add to SSP 75-610.


	
	Hyperlink to SSP 75-615 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-615_E_B07-01-11.doc

	75-620
	BR
	B
	07-01-08
	Miscellaneous Metal (Restrainer-Pipe Type)
	

	
	Hyperlink to SSP 75-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-620_E_B07-01-08.doc

	75-630
	BR
	B
	07-01-08
	Miscellaneous Metal (Restrainer-Bar Type)
	Use for restrainer bars at hinges.
Use with SSP 59-700; edit title of that spec to Clean and Paint Restrainer Units (Bar Type) 

	
	Hyperlink to SSP 75-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/75-630_E_B07-01-08.doc

	76-100
	BR
	B
	10-21-11
	Wells
	Use with all well SSP's. 

	
	Hyperlink to SSP 76-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/76-100_E_B10-21-11.doc

	76-200
	BR
	B
	10-21-11
	Water Wells
	Use with SSP 76-100.  Use for water wells

	
	Hyperlink to SSP 76-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/76-200_E_B10-21-11.doc

	76-300
	BR
	B
	10-21-11
	Exploration Holes
	Use with SSP 76-100.  Use for drilling exploration holes.

	
	Hyperlink to SSP 76-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/76-300_E_B10-21-11.doc

	76-400
	BR
	B
	10-21-11
	Rehabilitate Existing Water Wells
	Use with SSP 76-100.  Use for rehabilitating existing water wells.

	
	Hyperlink to SSP 76-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/76-400_E_B10-21-11.doc

	76-500
	BR
	B
	10-21-11
	Monitor Wells
	Use with SSP 76-100.  Use for monitor wells.

	
	Hyperlink to SSP 76-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/61-76/76-500_E_B10-21-11.doc

	80-010
	DM
	A
	05-01-06
	Type BW And Type WM Fence
	Use when applicable.  

	
	Hyperlink to SSP 80-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/80-010_E_A05-01-06.doc

	80-050
	DM
	A
	05-01-06
	Miscellaneous Clauses For Type BW and Type WM Fence Gateways
	Use if gateways are included in the project.  Add to SSP 80-010.

	
	Hyperlink to SSP 80-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/80-050_E_A05-01-06.doc

	80-500
	DM
	A
	05-01-06
	Chain Link Fence
	Use when applicable.

	
	Hyperlink to SSP 80-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/80-500_E_A05-01-06.doc

	80-510
	DM
	A
	05-01-06
	Miscellaneous Clauses For Chain Link Fence Extension Arms
	Use when extension arms are required.  Add to SSP 80-500. 

	
	Hyperlink to SSP 80-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/80-510_E_A05-01-06.doc

	80-540
	DM
	A
	04-20-07
	Chain Link Fence (Type CL-6, Slatted)
	Use when applicable.

	
	Hyperlink to SSP 80-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/80-540_E_A04-20-07.doc

	80-600
	DM
	A
	05-01-06
	Chain Link Walk Gate
	Use when applicable.  Use Standard Plan A85.

	
	Hyperlink to SSP 80-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/80-600_E_A05-01-06.doc

	81-010
	SU
	A
	05-01-06
	Monuments
	Use when applicable.

	
	Hyperlink to SSP 81-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/81-010_E_A05-01-06.doc

	82-010
	TM
	A
	05-01-06
	Markers and Delineators
	Use when applicable.

	
	Hyperlink to SSP 82-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/82-010_E_A05-01-06.doc

	83-010
	TS
	A
	05-01-06
	Metal Beam Guard Railing
	

	
	Hyperlink to SSP 83-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-010_E_A05-01-06.doc

	83-017
	TS
	A
	10-03-08
	Terminal System (Type CAT)
	Use when Terminal System (Type CAT) is included in the project.  Add to SSP 83-010. 

	
	Hyperlink to SSP 83-017 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-017_E_A10-03-08.doc

	83-020
	TS
	A
	05-01-06
	Alternative In-line Terminal System
	Use when alternative in-line terminal system is included in the project.  Add to SSP 83-010.

	
	Hyperlink to SSP 83-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-020_E_A05-01-06.doc

	83-021
	TS
	A
	05-01-06
	Alternative Flared Terminal System
	Use when alternative flared terminal system is included in the project.  Add to SSP 83-010.

	
	Hyperlink to SSP 83-021 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-021_E_A05-01-06.doc

	83-025
	LS
	A
	04-20-07
	Vegetation Control (Minor Concrete)
	Use with New Standard Plans NSP A77C5 through A77C10 and NSP A78C3 through A78C6, as appropriate.

	
	Hyperlink to SSP 83-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-025_E_A04-20-07.doc

	83-350
	BR
	B
	05-01-06
	Chain Link Railing
	Use for chain link railing.

	
	Hyperlink to SSP 83-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-350_E_B05-01-06.doc

	83-400
	BR
	B
	05-01-06
	Metal Bridge Railing
	Use for all steel railing except chain link railing and other railing types covered by individual special provisions.

	
	Hyperlink to SSP 83-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-400_E_B05-01-06.doc

	83-410
	BR
	B
	05-01-06
	Cable Railing
	Use for cable railing shown on Standard Plan B11-47.

	
	Hyperlink to SSP 83-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-410_E_B05-01-06.doc

	83-450
	TS
	A
	02-04-10
	Concrete Barrier
	Use when applicable.

	
	Hyperlink to SSP 83-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-450_E_A02-04-10.doc

	83-460
	BR
	B
	10-21-11
	Concrete Barrier
	Use for concrete barriers on bridges or retaining walls.

	
	Hyperlink to SSP 83-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-460_E_B10-21-11.doc

	83-461
	BR
	B
	07-20-07
	California ST-10 Bridge Rail
	Use for California ST-10 Bridge Rail. When in Climate Area III or in a marine environment, add applicable clauses from 83-460 for use with the concrete parapet.

	
	Hyperlink to SSP 83-461 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-461_E_B07-20-07.doc

	83-463
	BR
	B
	07-20-07
	California ST-30 Bridge Rail
	Use for California ST-30 Bridge Rail. When in Climate Area III or in a marine environment, add applicable clauses from 83-460 for use with the concrete parapet.

	
	Hyperlink to SSP 83-463 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-463_E_B07-20-07.doc

	83-464
	BR
	B
	07-20-07
	California ST-40 Bridge Rail
	Use for California ST-40 Bridge Rail. When in Climate Area III or in a marine environment, add applicable clauses from 83-460 for use with the concrete parapet.

	
	Hyperlink to SSP 83-464 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-464_E_B07-20-07.doc

	83-470
	EB
	A
	12-07-07
	Wildlife Passage Way
	Use when wildlife passage way is included in the project.

	
	Hyperlink to SSP 83-470 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-470_E_A12-07-07.doc

	83-480
	TS
	A
	12-07-07
	Concrete Barrier (TYPE K)
	Use when temporary railing (Type K) is to remain in place at completion of project.

	
	Hyperlink to SSP 83-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-480_E_A12-07-07.doc

	83-481
	TS
	A
	12-07-07
	Portable Concrete Barrier (TYPE 60K)
	Use when portable concrete barrier (Type 60K) is included in the project.

	
	Hyperlink to SSP 83-481 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-481_E_A12-07-07.doc

	83-510
	TS
	A
	05-01-06
	Concrete Headlight Glare Screen
	Use for concrete headlight glare screen on new or existing concrete barrier.


	
	Hyperlink to SSP 83-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-510_E_A05-01-06.doc

	83-550
	TS
	A
	05-01-06
	Thrie Beam Barrier
	Include this SSP for thrie beam barrier including reconstructing or adjusting to grade.

	
	Hyperlink to SSP 83-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-550_E_A05-01-06.doc

	83-551
	TS
	A
	05-01-06
	Transition Railing (Type WB)
	Use when transition railing (Type WB) is included in the project for connection of concrete barrier railing or wall to metal beam guard railing.

	
	Hyperlink to SSP 83-551 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-551_E_A05-01-06.doc

	83-552
	TS
	A
	05-01-06
	Transition Railing (Type STB)
	Use when Transition Railing (Type STB) is included  in the project for connection of concrete barrier or railing to single thrie beam barrier.

	
	Hyperlink to SSP 83-552 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-552_E_A05-01-06.doc

	83-553
	TS
	A
	05-01-06
	Transition Railing (Type DTB)
	Use when Transition Railing (Type DTB) is included in the project for connection of concrete barrier or railing to double thrie beam barrier.

	
	Hyperlink to SSP 83-553 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-553_E_A05-01-06.doc

	83-965
	TS
	A
	10-03-08
	Crash Cushion (Type CAT)
	Use when Crash Cushion (Type CAT) is included in the project.  Use with Revised Standard Plan A82A.

	
	Hyperlink to SSP 83-965 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-965_E_A10-03-08.doc

	83-966
	TS
	A
	10-03-08
	Crash Cushion (Type ADIEM)
	Use when Crash Cushion (Type ADIEM) is included in the project.  Use with Standard Plan A82B.

	
	Hyperlink to SSP 83-966 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-966_E_A10-03-08.doc

	83-967
	TS
	A
	10-03-08
	Crash Cushion (REACT)
	Use when Crash Cushion (Type REACT) is included in the project.

	
	Hyperlink to SSP 83-967 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-967_E_A10-03-08.doc

	83-968
	TS
	A
	10-03-08
	Crash Cushion (REACT 62B060)
	Use when Crash Cushion (REACT 62B0600) is included on the project.

	
	Hyperlink to SSP 83-968 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-968_E_A10-03-08.doc

	83-970
	TS
	A
	12-15-06
	Crash Cushion, Sand Filled
	Use when applicable.


	
	Hyperlink to SSP 83-970 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/83-970_E_A12-15-06.doc

	84-050
	TM
	A
	07-01-11
	Thermoplastic Traffic Stripe and Pavement Marking
	Use when applicable.

	
	Hyperlink to SSP 84-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/84-050_E_A07-01-11.doc

	84-055
	TM
	A
	07-01-11
	Thermoplastic Traffic Stripes (Recessed)
	Use when applicable

	
	Hyperlink to SSP 84-055 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/84-055_E_A07-01-11.doc

	84-060
	TM
	A
	07-01-11
	Thermoplastic Traffic Stripe (Sprayable)
	Use when applicable.

	
	Hyperlink to SSP 84-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/84-060_E_A07-01-11.doc

	84-065
	TM
	A
	04-20-12
	Thermoplastic Traffic Stripe and Pavement Markings with Enhanced Wet Night Visibility
	Use thermoplastic traffic stripes and pavement markings with enhanced wet night visibility in areas where enhanced nighttime stripe visibility is needed.  Wet night visibility of thermoplastic traffic stripes and pavement markings with high-performance retroreflective glass beads is maximized when applied on porous pavements.

	
	Hyperlink to SSP 84-065 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/84-065_E_A04-20-12.doc

	84-100
	TM
	A
	07-01-11
	Paint Traffic Stripe and Pavement Marking
	Use when applicable.

	
	Hyperlink to SSP 84-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/84-100_E_A07-01-11.doc

	84-110
	TM
	A
	07-01-11
	Two-Component Paint Traffic Stripe and Pavement Marking
	Use two-component paint traffic stripes and pavement markings on roadways where light to moderate snow plowing is required, and when abrasion resistant striping is required.

	
	Hyperlink to SSP 84-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/84-110_E_A07-01-11.doc

	84-200
	TM
	A
	01-05-07
	Parking Bumper
	Use when applicable.

	
	Hyperlink to SSP 84-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/84-200_E_A01-05-07.doc

	85-010
	TM
	A
	07-01-11
	Pavement Markers
	

	
	Hyperlink to SSP 85-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/80-85/85-010_E_A07-01-11.doc

	86-010
	TE
	T
	06-05-09
	Section 10-3.  Signals, Lighting And Electrical Systems
	Use in all electrical projects.

	
	Hyperlink to SSP 86-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-010_E_T06-05-09.doc

	86-015
	TE
	A
	05-01-06
	Cost Break-Down
	Use for projects that have lump sum item(s) for Electrical System work.

	
	Hyperlink to SSP 86-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-015_E_A05-01-06.doc

	86-030
	TE
	A
	05-01-06
	Maintaining Existing And Temporary Electrical Systems
	Use when applicable.

	
	Hyperlink to SSP 86-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-030_E_A05-01-06.doc

	86-031
	TE
	A
	12-03-09
	Maintaining Existing Traffic Management System Elements
	Use in all projects unless the District's Traffic Operations Electrical Representative provides an exception.  Do not use for "Building" projects.

	
	Hyperlink to SSP 86-031 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-031_E_A12-03-09.doc

	86-070
	BR
	B
	06-05-09
	Foundations
	Use for CIDH concrete pile foundations for traffic signal and lighting standards.

	
	Hyperlink to SSP 86-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-070_E_B06-05-09.doc

	86-080
	BR
	B
	06-05-09
	Standards, Steel Pedestals And Posts
	Include SSP 55-500 an dedit appropriately for signal and lighting standards.

	
	Hyperlink to SSP 86-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-080_E_B06-05-09.doc

	86-086
	TE
	A
	07-01-11
	Fiberglass Highway Advisory Radio Poles
	Use when applicable with fiberglass-reinforced plastic Highway Advisory Radio Pole Standard details.

	
	Hyperlink to SSP 86-086 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-086_E_A07-01-11.doc

	86-089
	TE
	A
	05-01-06
	Aluminum Lighting Standards
	Use when aluminum lighting standards are allowed as an option for Types 15, 21 and 30 lighting standards.

	
	Hyperlink to SSP 86-089 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-089_E_A05-01-06.doc

	86-130
	TE
	T
	06-05-09
	Conduit
	Use when applicable.

	
	Hyperlink to SSP 86-130 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-130_E_T06-05-09.doc

	86-140
	TE
	A
	01-20-12
	Pull Boxes
	Use when traffic pull boxes are required.

	
	Hyperlink to SSP 86-140 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-140_E_A01-20-12.doc

	86-141
	TE
	A
	01-20-12
	Pull Box
	Use if non-traffic-rated pull boxes are included.

	
	Hyperlink to SSP 86-141 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-141_E_A01-20-12.doc

	86-150
	TE
	T
	06-05-09
	Conductors and Wiring
	Use when applicable.

	
	Hyperlink to SSP 86-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-150_E_T06-05-09.doc

	86-190
	TE
	A
	06-06-08
	Service
	Use for projects with new service equipment enclosures.

	
	Hyperlink to SSP 86-190 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-190_E_A06-06-08.doc

	86-199
	TE
	A
	05-01-06
	Electric Service (Irrigation)
	Use for projects with electric service is required for irrigation controllers.

	
	Hyperlink to SSP 86-199 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-199_E_A05-01-06.doc

	86-240
	TE
	A
	04-18-08
	Numbering Electrical Equipment
	Use when inventory/identification numbers are to be placed on electrical equipment.

	
	Hyperlink to SSP 86-240 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-240_E_A04-18-08.doc

	86-335
	TE
	A
	07-01-11
	Controller Cabinets
	Use for Contractor-furnished Model 170 cabinets without traffic signal equipment are required.

	
	Hyperlink to SSP 86-335 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-335_E_A07-01-11.doc

	86-340
	TE
	A
	07-01-11
	State-Furnished Controller Assemblies
	Use when applicable.

	
	Hyperlink to SSP 86-340 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-340_E_A07-01-11.doc

	86-360
	TE
	A
	05-01-06
	Booster Pump Electrical System
	Use when SSP 20-990 is used in Section 10-2.  Place this SSP in Section 10-3.

	
	Hyperlink to SSP 86-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-360_E_A05-01-06.doc

	86-380
	TE
	A
	03-07-08
	Vehicle Signal Faces And Signal Heads
	Use when applicable.

	
	Hyperlink to SSP 86-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-380_E_A03-07-08.doc

	86-385
	TE
	T
	06-05-09
	Light Emitting Diode Signal Modules
	Use if installing signal face with circular, arrows, U-turn, bicycle, programmable visibility, or lane control sections.

	
	Hyperlink to SSP 86-385 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-385_E_T06-05-09.doc

	86-390
	TE
	A
	03-07-08
	Programmed Visibility Vehicle Traffic Signal Heads
	Use when applicable.

	
	Hyperlink to SSP 86-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-390_E_A03-07-08.doc

	86-395
	TE
	A
	07-01-11
	Battery Backup System
	Use BBS for traffic control signals.

	
	Hyperlink to SSP 86-395 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-395_E_A07-01-11.doc

	86-405
	TE
	A
	07-01-11
	Light Emitting Diode Pedestrian Signal Face Modules
	Use if installing Type A PSF module.

	
	Hyperlink to SSP 86-405 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-405_E_A07-01-11.doc

	86-416
	TE
	T
	06-05-09
	In-Roadway Warning Light
	Use this SSP when specifying In-Roadway Warning lights.

	
	Hyperlink to SSP 86-416 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-416_E_T06-05-09.doc

	86-420
	TE
	A
	12-03-09
	Detectors
	Use when applicable.

	
	Hyperlink to SSP 86-420 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-420_E_A12-03-09.doc

	86-421
	TE
	A
	07-01-11
	Preformed Inductive Loops
	Use when applicable. Add to SSP 86-420.

	
	Hyperlink to SSP 86-421 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-421_E_A07-01-11.doc

	86-424
	TE
	A
	07-01-11
	Microwave Vehicle Detection System - Side Fire
	This SSP is for the side fire installation (side of the road) of Microwave Vehicle Detection System (MVDS) for uses other than traffic signal control.

	
	Hyperlink to SSP 86-424 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-424_E_A07-01-11.doc

	86-425
	TE
	A
	07-01-11
	Emergency Vehicle Detector System
	Use when applicable.


	
	Hyperlink to SSP 86-425 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-425_E_A07-01-11.doc

	86-440
	TE
	A
	05-01-06
	Pedestrian Push Buttons
	Use when applicable. 

	
	Hyperlink to SSP 86-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-440_E_A05-01-06.doc

	86-460
	TE
	A
	05-01-06
	High Mast Lighting Assembly
	Use when applicable.



	
	Hyperlink to SSP 86-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-460_E_A05-01-06.doc

	86-470
	TE
	A
	04-18-08
	Luminaires
	Use when every type of ballast is NOT acceptable.


	
	Hyperlink to SSP 86-470 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-470_E_A04-18-08.doc

	86-480
	TE
	A
	05-01-06
	Soffit And Wall Luminaires
	Use when applicable.

	
	Hyperlink to SSP 86-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-480_E_A05-01-06.doc

	86-521
	TE
	A
	05-01-06
	Sign Lighting Fixtures - Fluorescent
	Use when applicable for 900-mm fixtures.  Use for signs 1.7 m in width, or less, and where mercury fixtures are not to be installed.

	
	Hyperlink to SSP 86-521 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-521_E_A05-01-06.doc

	86-540
	TE
	A
	05-01-06
	Internally Illuminated Signs
	Use for ramp metering signs.


	
	Hyperlink to SSP 86-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-540_E_A05-01-06.doc

	86-550
	TE
	A
	05-01-06
	Internally Illuminated Street Name Signs
	Use when applicable.

	
	Hyperlink to SSP 86-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-550_E_A05-01-06.doc

	86-560
	TE
	A
	06-06-08
	Photoelectric Controls
	Use when applicable.


	
	Hyperlink to SSP 86-560 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-560_E_A06-06-08.doc

	86-630
	TE
	A
	07-01-11
	Model ___ Changeable Message Sign System
	Use when applicable.


	
	Hyperlink to SSP 86-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-630_E_A07-01-11.doc

	86-740
	TE
	A
	04-18-08
	Removing, Reinstalling Or Salvaging Electrical Equipment
	Use when applicable.

	
	Hyperlink to SSP 86-740 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-740_E_A04-18-08.doc

	86-750
	EH
	A
	06-05-09
	Disposing of Electrical Equipment
	Use for disposal of ballasts and transformers and all fluorescent and mercury lamps.

	
	Hyperlink to SSP 86-750 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-750_E_A06-05-09.doc

	86-790
	TE
	A
	02-01-08
	Payment
	Use when the estimate includes an item or items for Signal And Lighting and an item of Lighting or Lighting And Sign Illumination.

	
	Hyperlink to SSP 86-790 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/86/86-790_E_A02-01-08.doc

	STDPLN
	OE
	A
	04-20-12
	Standard Plans List
	USE WITH 2006 STANDARDS.

	
	Hyperlink to SSP stdpln http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_10/StdPln/StdPln_E_A04-20-12.doc

	S11-000
	OE
	A
	07-18-08
	Sections 11-13 Titles
	Use if Section 12 or 13 is included.

	
	Hyperlink to SSP S11-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Sec_11/S11-000_E_A07-18-08.doc


