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Use when scaffolding might be used for a project and the scaffolding would be 1) over or adjacent to traffic, or 2) suspended from the traveled way.  (For example:  USE for work on existing structures, retrofit work, bridge painting,  etc  All new bridges will most likely NOT require this specification.)  DO NOT use for scaffolding for soundwalls, retaining walls, or buildings.  If uncertain, check with OSC.  

Add 15-020 when scaffolding work would involve existing structures and bridge as-built plans are available.

Insert in the special provisions as 07-640.

10‑1.__  SCAFFOLDING

Scaffolding shall be defined in accordance with and shall conform to the Construction Safety Orders of the Division of Occupational Safety and Health and these special provisions.
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If scaffolding is constructed for this project over or adjacent to traffic, or suspended from the traveled way, the Contractor shall submit to the Engineer working drawings for scaffolding systems in conformance with Section 5-1.02, "Plans and Working Drawings'" of the Standard Specifications, and these special provisions.
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Scaffolding working drawings shall include the following:

A.
Descriptions, calculations, and values for all loads anticipated during the erection, use, and removal of scaffolding.

B.
Methods and equipment for erecting, moving, and removing scaffolding.

C.
Design details including bolt layouts, welding details, and any connections to existing structures.

D.
Stress sheets including a summary of computed stresses in the (1) scaffolding, (2) connections between scaffolding and any existing structures and (3) existing load supporting members.  The computed stresses shall include the effects of erection, movement, and removal of the scaffolding.
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If manufactured scaffolding is used, the manufacturer's name, address, and phone number shall be shown on the working drawings.
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The working drawings shall be stamped and signed by an engineer who is registered as a Civil Engineer.  In addition, prior to submitting the working drawings to the Engineer, the working drawings shall be stamped and signed by an independent reviewer who is registered as a Civil Engineer in the State of California.  The independent reviewer shall not be employed by the same entity preparing the working drawings.
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The Contractor shall allow 7 days for the review of a complete submittal for scaffolding working drawings.  In the event the Engineer fails to complete the review within the time allowed, and if, in the opinion of the Engineer, completion of the work is delayed or interfered with by reason of the Engineer's delay in completing the review, the Contractor will be compensated for any resulting loss, and an extension of time will be granted, in the same manner as provided for in Section 8‑1.09, "Right of Way Delays," of the Standard Specifications.
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Welding for the manufacturing and erection of scaffolding shall conform to the requirements in AWS D1.1 or D1.2 for steel or aluminum construction respectively.

8

Full compensation for conforming to the above requirements shall be considered as included in the contract prices paid for the various contract items of work, and no additional compensation will be allowed therefor.

