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Use for soldier pile retaining walls.  Also use the following Specs as appropriate:  19SOLP, 19‑590, 49‑200, 49‑400, 49HOLE, 50TIEB, 51CLAG, 57TLAG.  Add clauses to "Order of Work" when lead time to order and furnish steel soldier piles or treated timber lagging is required.

Insert in the special provisions as 49-370.

Para 1*, edit according to what is shown on the plans.  Add location.  Delete "at     " if the soldier piles are the only piles on the project.

STEEL SOLDIER PILING

This work at _________ shall consist of furnishing and installing steel piling; cleaning and preparing portions of the pile for splicing; splicing steel piles; securing the piling prior to and during concrete encasement; shaping the tops of the piles; cleaning and preparing portions of the pile for welding concrete anchors; and furnishing, cleaning and welding concrete anchors to piling in accordance with the details shown on the plans, and these special provisions.
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Materials

Concrete anchors shall conform to the provisions for stud connectors in Section 55, "Steel Structures," of the Standard Specifications and these special provisions.
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Stud connectors shall be Type B as defined in AWS D1.5, Section 7.

4.  Edit for type of backfill shown on the plans.

Construction

Steel soldier piles shall be placed in a drilled hole and shall be plumbed and aligned before placing concrete backfill and lean concrete backfill.  Alignment shall be maintained while placing backfill material in the drilled holes.
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Cleaning and preparing the pile shall be performed in heat affected areas before splicing steel piles or welding stud type shear connectors.

