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Use for restrainer bars at hinges.

Use with Ref Spec 59JTAS; change the title of that spec to Clean and Paint Restrainer Unit (Bar Type).

Insert in the special provisions as 75-630.

10‑1.__  MISCELLANEOUS METAL (RESTRAINER-BAR TYPE)

Miscellaneous metal (restrainer-bar type) units, consisting of high strength bars, bearing plates, couplers, anchorage devices, and incidentals, shall conform to the details shown on the plans, the provisions in Section 75‑1.035, "Bridge Joint Restrainer Units," of the Standard Specifications, and these special provisions.
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Bar assemblies shall conform to the materials and sampling provisions for prestressing steel in Section 50, "Prestressing Concrete," of the Standard Specifications and the following:

A.
The high strength bars shall conform to the requirements of ASTM Designation:  A 722, including all supplementary requirements.

B.
All new metal surfaces of bar type restrainer units shall be cleaned and painted in conformance with the provisions in "Clean and Paint Restrainer Unit (Bar Type) " of these special provisions.

C.
Anchorage devices and couplers, conforming to the requirements specified herein, shall be of a type selected by the Contractor and shall include locking devices to prevent turning or loosening.

D.
The anchorage device and coupler shall develop the specified minimum ultimate tensile strength of the steel bar.

E.
The Contractor shall be responsible for determining the required lengths of the bar assemblies.

F.
The bar assemblies shall be shipped as a complete unit including anchorage device and coupler.
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Bearing plates shall conform to the requirements of ASTM Designation:  A 36/A 36M.
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New concrete adjacent to restrainers shall be placed prior to installing restrainers.

5.  Delete if not on plans.

Elastomeric pads shall be bonded to bearing plates with adhesive conforming to the requirements in Federal Specification MMM‑A‑121.
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Miscellaneous metal (restrainer-bar type) will be measured and paid for by the kilogram in the same manner specified for miscellaneous metal (restrainer) in Sections 75‑1.06, "Measurement," and 75‑1.07, "Payment," of the Standard Specifications.
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Full compensation for cleaning and painting of bar type restrainer units shall be considered as included in the contract price paid per kilogram for miscellaneous metal (restrainer-bar type) and no additional compensation will be allowed therefor.

