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1.  Change section numbering when used in conjunction with Standard Specifications.

For new construction, show limits and thickness on the plans to facilitate calculation of quantities.  Old work is covered in earthwork specification.

2.__  AGGREGATE BASE

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work shall consist of furnishing, spreading and compacting aggregate base in accordance with the details shown on the plans and these special provisions.

5

PART 2 - PRODUCTS

6

Aggregate base:

7

Aggregate base shall be commercial quality aggregates consisting of broken stone; crushed gravel; natural, clean, rough-surfaced gravel and sand; or a combination thereof.

8

Aggregate base shall conform to the following grading as determined by California Test 202:

	Sieve or 
	Percentage

	Screen Size
	Passing

	
	

	1" 
	100

	3/4"
	90 - 100

	No. 4
	35 - 60

	No. 30
	10 - 30

	No. 200
	2 - 9


9

Aggregate base shall also conform to the following quality requirements:

	
	California
	Test

	Tests
	Test No.
	Requirements

	
	
	

	Durability Index
	229
	35 Min.

	Resistance (R-Value)
	301
	78 Min.

	Sand Equivalent
	217
	22 Min.


10

PART 3 - EXECUTION

11

SPREADING AND COMPACTING

12

Spreading:

13

Aggregate base shall be placed and compacted to the lines and grades shown on the plans.

14

Spreading and compacting shall be performed by methods that will produce a uniform base, free from pockets of coarse or fine material.  

15

Compaction:  Relative compaction of each layer of compacted base material shall be not less than 95 percent, as determined by California Test 216 or 231.


