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1.  Change section numbering when used in conjunction with Standard Specifications.

2.__  JACKING PIPE CASING

2

PART 1 - GENERAL
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This work shall consist of jacking steel pipe casing in accordance with the details shown on the plans and the special provisions.  Attention is directed to "Public Safety" of these special provisions.
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PART 2 - PRODUCTS
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Pipe Casing:  Pipe casing shall be commercial quality welded steel pipe.  The pipe strength and pipe thickness shall be determined by the Contractor to withstand the jacking force.
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PART 3 - EXECUTION
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Installation:  The pipe casing shall be installed by the jacking method and shall be jacked beneath roadways on a straight grade at the locations and to the limits shown on the plans.  The jacked casing shall be within 6 inches of the theoretical grade shown on the plans.  Ends of the jacked casing shall lie outside the surfaced roadway.  Jacking pits required for jacking the casing shall be excavated and backfilled in accordance with the requirements specified for pipe trenches under "Earthwork for Building Work," in Division 2, "Sitework," of these special provisions.  Jacking pits shall not undermine the roadway surfacing.
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The excavated hole for the pipe casing shall not be more than 1 1/8 inches greater than the outside limits of the pipe.  Sluicing or jetting with water will not be permitted.  Shielding to prevent caving shall not extend more than 18 inches beyond the end of pipe, unless otherwise permitted by the Engineer.
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Voids at caved or excavated areas outside the limits specified herein shall be backfilled with sand or mortar or such other material recommended by the Contractor and approved by the Engineer.

