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USE WITH 2006 STANDARDS.

Use this SSP for all Accessible Parking Signs at ADA parking stalls, and for Parking Area Entrance signs posted at entrance to parking lots.

For metal exterior signs, (such as for a LPG tank or fuel island) use SSP 10443.

For signs (including ADA) on or in buildings, use SSP 10445.

12-2.__  ACCESSIBLE PARKING SIGNS

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work shall consist of furnishing and installing accessible parking signs in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS

6

Product Data:  Manufacturer's descriptive data for sign materials, colors, graphics, and sign fastening details shall be submitted for approval.

7

QUALITY ASSURANCE

8

Regulatory Requirements:  Accessible parking signs shall conform to the requirements in Identification of parking spaces for off-street parking facilities, 24 CA Code of Regs Pt 2 § 1129B.4, and Stopping, Standing, and Parking, CA Veh Code §§ 22500 through 22526.

9

Certificate of Compliance:  The Contractor shall furnish a Certificate of Compliance in conformance with the provisions in Section 6-1.07, "Certificates of Compliance," of the Standard Specifications for the sheet aluminum.

10

PART 2 - PRODUCTS

11

Sign Colors:  The color white shall conform to the requirements in FED-STD-595, Color No. 17886.  The color blue shall conform to the requirements in FED-STD-595, Color No. 15090.
12

Signs:
13


Single sheet aluminum signs shall be fabricated from sheet aluminum alloy 6061-T6 or 5052-H38, not less than 0.063-inch thick (14-gauge) with rounded corners.  Alloy and temper designations for sheet aluminum shall conform to the requirements in ASTM B 209.

14


Sheet aluminum shall be cleaned and pretreated in conformance with the requirements in ASTM B 449, Class 2.

15


The Contractor shall furnish Type Ш retroreflective sheeting in conformance with the requirements in ASTM D 4956.  The adhesive backing shall be pressure sensitive and fungus resistant.  Retroreflective sheeting shall be applied to sign panels as recommended by the retroreflective sheeting manufacturer without stretching, tearing, or damage.

16


A protective overlay film of the type, kind, and product that is approved by the manufacturer of the retroreflective sheeting shall be applied.  Protective overlay film shall be premium quality.

17


The face of each finished sign shall be uniform, flat, smooth, and free of defects, scratches, wrinkles, gel, hard spots, streaks, extrusion marks, and air bubbles.  The front, back, and edges of the sign panels shall be free of router chatter marks, burns, sharp edges, delaminated skins, excessive adhesive over spray and aluminum marks.

18


Signs shall be protected by thorough wrapping, or other methods to ensure that signs are not damaged by weather conditions and during transit.  Padding and protective materials shall be placed between signs as appropriate.  Finished sign panels shall be transported and stored by method that protects the face of signs from damage.  The Contractor shall replace wet, damaged, or defective signs.

19

Sign Post:  Sign post shall be commercial quality, standard weight, galvanized steel pipe conforming to the requirements in ASTM F 1083.  Post shall be supplied with galvanized steel post top.

20

Fastening Hardware:  Fastening hardware shall be galvanized or cadmium plated.

21

Concrete:  Concrete for sign posts shall be commercial quality concrete, proportioned to provide a workable mix suitable for the intended use, with not less than 470 pounds of cement per cubic yard.

22

PART 3 - EXECUTION

23

INSTALLATION

24

Sign posts shall be set vertically in concrete, in holes excavated to the depth and cross-section shown on the plans.

25

Signs shall be fastened rigidly and securely to the sign post.




