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1.  Change section numbering when used in conjunction with Standard Specifications.

3.__  EXPOSED AGGREGATE FINISH

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work shall consist of constructing exposed aggregate finish in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS

6

Samples:  A sample of aggregate shall be submitted for approval of colors and color proportions.

7

PART 2 - PRODUCTS

8

Aggregate:

9

Aggregate shall be smooth, rounded stones commercially packaged specifically for use in exposed aggregate finish for concrete slabs.  The colors of the aggregate shall be as shown on the plans.

10

The aggregate shall be graded such that all the material passes the ½‑inch screen and not more than 5 percent passes the No. 4 sieve, as determined by California Test 202.

11

PART 3 - EXECUTION

12

Construction:

13

Surfaces shown on the plans to receive exposed aggregate finish shall have a dense layer of aggregate, approximately 3/8‑inch thick, broadcast uniformly over the wood floated surface.  The layer shall be tamped into the surface to embed the particles between 40 percent and 75 percent of their depth.

14

After the concrete matrix has set sufficiently to prevent dislodging or loosening of the exposed aggregate stones, all cement film and other loose material shall be cleaned from the exposed aggregate and all other exposed surfaces using stiff brooms and water.

15

An equivalent exposed aggregate finish produced by a concrete set retarder method, when approved by the Engineer, may be used as an alternative to the procedure specified herein.

