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1.  Change section numbering when used in conjunction with Standard Specifications.

6.__  FINISH CARPENTRY

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work consists of furnishing and installing materials and performing finish carpentry, including exterior and interior trim, plywood soffits and panels and plywood and softwood paneling, as shown on the plans and these special provisions.

5

Finish carpentry includes carpentry work not specified as part of other sections and which is generally exposed to view.

6

SUBMITTALS

7

Product Data:  Manufacturer's specifications and installation instructions for each item of factory-fabricated siding and paneling.

8

Samples:  One sample shall be submitted to the Engineer at the jobsite for each species and cut or pattern of finish carpentry as shown below:

9

Exterior standing and running trim:  2 feet long x full board or molding width, finished on one side and one edge.

10

Interior standing and running trim:  2 feet long by full board or molding width, finished on one side and one edge.

11

Siding:  2 feet long, finished on one side and one edge.

12

Exterior plywood for transparent finish:  2 feet long x panel width, finish shall be applied to upper half of each piece.

13

Plywood paneling:  2 feet long x full panel width, finished on one side.

14

QUALITY ASSURANCE

15

Factory Marks:  Each piece of lumber and plywood shall be marked with type, grade, mill and grading agency identification.  Marks shall be omitted from surfaces to receive transparent finish.  A mill certificate stating that material has been inspected and graded in accordance with requirements shall be furnished if marks cannot be placed on concealed surfaces.

16

PRODUCT DELIVERY, STORAGE AND HANDLING

17

Delivery:  Carpentry materials shall be delivered after painting, wet work and similar operations have been completed.

18

Protection:  Finish carpentry materials shall be protected during transit, delivery, storage and handling to prevent damage, soiling and deterioration.

19

PART 2 - PRODUCTS

20

WOOD PRODUCT QUALITY STANDARDS

21

Softwood Lumber:  Softwood lumber shall conform to the requirements of PS 20, "American Softwood Lumber Standard," with applicable grading rules of inspection.

22

Plywood:  Plywood shall conform to the requirements of Voluntary Products Standard PS‑1, "U. S. Product Standard for Construction and Industrial Plywood."

23

Hardwood Lumber:  Hardwood lumber shall conform to the requirements of the National Hardwood Lumber Association (NHLA) rules.

24

Woodworking:  Woodworking shall conform to the requirements of Woodwork Institute of California (WIC), "Manual of Millwork."

25

MATERIALS

26

Lumber sizes indicated shall be nominal sizes except as indicated by detailed dimensions.  Lumber which is to be dressed or worked and dressed shall be manufactured to the actual sizes as required by PS 20.

27

Lumber that is to receive a transparent finish (stained or clear) shall be made of solid lumber stock.

28

Lumber that is to be painted may be solid or glued-up lumber at the contractor's option.

29

Glued-up lumber for exterior finish work shall comply with PS 56 for "wet use" and be so certified by the inspection agency.

30

Exterior Standing and Running Trim:

31

Standing and running trim in the form of boards or worked products shall be clear, all heart Redwood.

32

Trim to be painted shall be finished smooth.

33

Trim which is to be exposed to view and to receive transparent finish (stained or clear) shall be saw textured.

34

Plywood Siding for Transparent Finish:  Plywood for transparent finish shall be 5/8‑inch, redwood, APA RATED SIDING 303‑6‑W, EXT with exterior glue, rough sawn Texture 1‑11.  Siding shall be factory treated with the manufacturer's standard water repellent preservative.

35

Plywood Paneling and Wainscotting:  Plywood paneling and wainscotting shall be APA Interior Grade A‑C, Group 1, Exposure 1 plywood.  Thickness shall be as shown on the plans.

36

Interior Standing and Running Trim:

37

Standing and running trim to be painted shall be paint-grade pine, solid stock or finger jointed.

38

Standing and running trim to have transparent finish shall be solid hardwood, species to be shown on the plans.

39

Stair Treads:

40

Exterior stair treads shall be S4S, vertical grain stadium seat stock redwood.

41

Interior stair treads shall be S3S, C and better grade Douglas fir stepping.

42

Stair Risers:

43

Exterior stair risers shall be S4S, select heart structural redwood.

44

Interior stair risers shall be S4S, No. l grade Douglas fir.

45

Railings:

46

Exterior railings shall be S4S, Select heart structural redwood.

47

Interior railings shall be S4S, No. 1 grade Douglas fir.

48.  Maximum shelf span is 36 inches.

Open Shelving:  Open shelving shall be ¾‑inch Grade A‑C fir plywood with veneer core and ½‑inch thick solid stock pine edge banding glued and nailed.

49

Miscellaneous Materials:

50

Nails, screws and other anchoring devices of the type, size, material and finish required shall be provided for secure attachment, concealed where possible.

51

Fasteners and anchorages for exterior use shall be hot dip galvanized.

52

Screens for soffit vents shall be 4 x 4 or 8 x 8 mesh, galvanized screen.  Open area shall be not less than 50 percent.

53

Preservative Treatment:

54

Preservative treatment shall be copper napthenate, pentachlorophenol or water‑borne arsenicals (ACA, CCA or ACZA).

55

Wood members, except those of redwood, in contact with mortar setting beds, concrete block walls, slab on grade and other concrete work, and wood used for roofing cant and curbs shall be pressure treated with leach resistant preservative.  Each piece of pressure treated lumber shall bear the AWPA label.

56

All holes, daps, or cuts made after treating shall be thoroughly swabbed with copper napthenate 

57

Fire Retardant Treatment:  Fire retardant treatment shall be paintable, odorless fire retardant preservative applied by pressure treating methods.

58

PART 3 - EXECUTION

59

INSTALLATION

60

All work shall be installed plumb, level and true with no distortions.

61

Standing and Running Trim:

62

Standing and running trim shall be installed with minimum number of joints possible, using full length pieces to the greatest extent possible.

63

Exterior joints shall be made water-resistant by careful fitting.

64

Anchor Finish Carpentry:

65

Finish carpentry shall be anchored to framing or blocking built in or attached directly to the substrate.

66

Interior carpentry shall be attached to grounds, stripping and blocking with countersunk, concealed fasteners and blind nailing where required for complete installation.  Fine finish nails shall be used for exposed nailing, countersunk and filled flush with finished surface and matching final finish where transparent finish is indicated.

67

Finish exterior siding shall be fastened with corrosion resistant nails.  The size and spacing of the siding fasteners shall be as shown on the plans.  Nails shall be driven flush with the surrounding surfaces, not countersunk.  Nails shall be located in the grooves of grooved siding whenever possible.

68

ADJUSTMENT, CLEANING, FINISHING AND PROTECTION

69

Damaged and defective finish carpentry work shall be repaired or replaced.

70

All exposed or semi-exposed surfaces shall be cleaned.

71.  Use with General Conditions.  Delete Para. 72.

Finish carpentry shall be finished in accordance with the requirements specified under "Painting" in Division 9, "Finishes," of these special provisions.

72.  Use with Standard Specifications.  Delete Para. 71.

Finish carpentry shall be finished in accordance with the requirements specified under "Painting" in Section 12‑9, "Finishes," of these special provisions.

