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Add specification for smoke detectors to Electrical section.

1.  Change section numbering when used in conjunction with Standard Specifications.

8.__  FIRE RATED SHUTTERS

2

PART 1 - GENERAL

3

Scope:  This work shall consist of furnishing and installing fire rated shutters in accordance with the details shown on the plans and these special provisions.

4

Fire rated shutters shall be constructed for fire door use, shall close automatically in the event of a fire and shall be listed and labeled for the fire rating shown on the plans.

5

SUBMITTALS

6

Manufacturer's descriptive data and installation instructions shall be submitted for approval.

7

PART 2 - PRODUCTS

8

Shutter:  Shutter shall be automatic closing, upward coiling, interlocking, rolled slat, curtain type shutter fabricated of galvanized sheet steel not less than 0.040 inch thick (20‑gage).  Shutter shall have jamb guides, tubular bottom, end locks, counterbalance assembly and hood.  Guides at the jambs shall be steel and shall be fabricated in accordance with UL requirements.  The hood shall enclose the coiled, roll-up shutter and shall be fabricated of galvanized sheet steel not less than 0.025 inch thick (25‑gage).

9.  Use with General Conditions.  Delete Para. 10.

Smoke Detectors:  Smoke detectors shall be factory fabricated units for activating the fire rated shutters.  Smoke detectors shall be as specified in Division 16, "Electrical," of these special provisions.

10.  Use with Standard Specifications.  Delete Para. 9.

Smoke Detectors:  Smoke detectors shall be factory fabricated units for activating the fire rated shutters.  Smoke detectors shall be as specified in Section 12‑16, "Electrical," of these special provisions.

11

PART 3 - EXECUTION

12

INSTALLATION

13

Shutters shall be installed in accordance with the manufacturer's instructions.

14

SURFACE FINISH

15

Galvanized sheet steel surfaces shall receive a factory applied phosphate treatment for paint adhesion.

16.  Use with General Conditions.  Delete Para. 17.

Painting:  Galvanized and other metal surfaces shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Division 9, "Finishes," of these special provisions.

17.  Use with Standard Specifications.  Delete Para. 16.

Painting:  Galvanized and other metal surfaces shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Section 12‑9, "Finishes," of these special provisions.

