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USE WITH 2006 STANDARDS.

Requires product selection from METS' Pre-Qualified Products List.

12-9.__  DETECTABLE WARNING SURFACE

PART 1 - GENERAL

SUMMARY

1

This work includes furnishing and installing detectable warning surfaces.
DEFINITIONS

Not Used

SUBMITTALS

2

Submit manufacturer's descriptive data, color and texture samples, installation instructions, and warranty documentation. Submit 2 samples, each at least 6" x 6".

QUALITY CONTROL AND ASSURANCE

Not Used

WARRANTY

3

The manufacturer must provide a 5-year warranty for the detectable warning surface, guaranteeing replacement when there is a defect in the dome shape, color fastness, sound-on-cane acoustic quality, resilience, or attachment. Begin warranty period upon Contract acceptance.

PART 2 - PRODUCTS

4

Detectable warning surfaces must be listed on the Department's Pre-Qualified Products List.

5. Insert "surface" or "flush mounting."

Detectable warning surfaces must be prefabricated, _____, truncated dome panels. Dimensions and spacing must be as shown on the plans. The color of the detectable warning must be yellow complying with FED-STD-595, Color No. 33538.

6

Adhesives, fasteners, and sealant must comply with the manufacturer's instructions.

DELIVERY, STORAGE, AND HANDLING

7

Deliver materials to the job site in the manufacturer’s original and unopened containers that bear labels showing type of material. Package finished surfaces with protective wrappings to protect panels from residue before and during installation.

PART 3 - EXECUTION

8

Securely install the detectable warning surfaces under the manufacturer's installation instructions.

