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1.  Change section numbering when used in conjunction with Standard Specifications.

9.__  ACOUSTIC CEILING TILE

2

PART 1 - GENERAL

3

Scope:  This work consists of furnishing and installing acoustic tile on ceilings in accordance with the details shown on the plans and these special provisions.

4

SUBMITTALS

5

Manufacturer's descriptive data, installation instructions and 2 samples of the acoustic tile shall be submitted for approval.

6

PART 2 - PRODUCTS

7

Acoustic Tile:  Acoustic tile shall be 12” x 12" x 5/8"‑minimum thickness, square edges, nondirectional natural fissured texture, factory applied, washable, off-white vinyl latex finish.  Tile shall conform to ASTM Designation: E 1264,  Type III, Form 2.  Noise Reduction Coefficient (NRC) shall be minimum 0.65.  Panels shall have a flame spread rating not exceeding 25.

8

Adhesives:  Adhesives shall be as recommended by acoustic tile manufacturer.
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PART 3 - EXECUTION

10

PREPARARION

11

Surfaces to receive acoustic tile shall be clean, dry and level and shall be prepared in accordance with the adhesive manufacturer's recommendations.

12

INSTALLATION

13

Tile shall be installed in accordance with the manufacturer's recommendations.  Installation of tile shall be restricted to periods when the ambient room temperature is between 55°F and 95°F.

