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1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  LOUVERS

2

PART 1 - GENERAL
3

Scope:  This work consists of furnishing and installing louvers in accordance with the details shown on the plans and these special provisions.

4

SUBMITTALS

5

Manufacturer's descriptive data and installation instructions shall be submitted for approval.

6

PART 2 - PRODUCTS

7

Louvers:

8

Louvers shall be factory fabricated units of extruded aluminum alloy not less than 0.081 inch thick (12‑gage) or galvanized steel sheet not less than 0.064 inch thick (16‑gage) with standard "Z" type blades, and removable bronze 16 x 16 mesh insect screens mounted on the inside of the units.

9.  Delete if gravity units are not used.

Gravity units shall have blades center pivoted on a 3/8‑inch diameter aluminum rod set in stainless steel ball bearings with cadmium plated races.  Blades of gravity louvers shall be equipped with vinyl bulb seals on the edges.

10

Louvers shall have integral caulking strips and retaining beads.

11.  Use for factory applied painted finish.  Delete Paras 12, 16 thru 18.

The finish on louvers shall be baked on primer and fluorocarbon polymeric resin.

12.  Use for factory anodized aluminum finish.  Delete Para 11, 16 thru 18.

The finish on louvers shall be anodized with the color as shown on the plans.

13

PART 3 - EXECUTION

14

INSTALLATION

15

Louvers shall be installed in accordance with the manufacturer's instructions.  The completed louver installation shall be weather tight.

16

PAINTING

17.  Use for field painting and Gen. Conds.  Delete Paras. 11, 12 and18.

Louvers shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Division 9, "Finishes,"of these special provisions.

18.  Use for field painting and Std. Specs.  Delete Paras. 11, 12 and 17.

Louvers shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Section 12‑9, "Finishes," of these special provisions.

