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USE WITH 2006 STANDARDS.

Use this SSP for Accessibility Standards (ADA) signs and symbols, room and storage loft identification signs, and self-luminating exit signs.

For Accessible Parking Signs use SSP 02846.

For metal exterior signs, (such as for a LPG tank or fuel island) use SSP 10443.

12-10.__  SIGNS

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work shall consist of furnishing and installing signs in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS

6

Product Data:  Manufacturer's descriptive data for sign materials, graphics, and fastening hardware shall be submitted for approval.

7

Manufacturer's standard color palette for acrylic signs shall be submitted.  The Engineer will select background and character colors from the standard color palette.

8

QUALITY ASSURANCE

9

Regulatory Requirements:  Identification, directional, informational, exit, and accessibility signs and symbols shall conform to the requirements in Identification symbols, 24 CA Code of Regs Pt 2 § 1115B.6, and Signs and identification, § 1117B.5.

10

Certificate of Compliance:  The Contractor shall furnish the Engineer a Certificate of Compliance in conformance with the provisions in Section 6-1.07, "Certificates of Compliance," of the Standard Specifications for the sheet aluminum.

11

PART 2 - PRODUCTS

12

Sign Colors:  The color white shall conform to FED-STD-595, Color No. 17886.  The color blue shall conform to FED-STD-595, Color No. 15090.  The color black shall conform to FED-STD-595, Color No. 17038.
13

Signs:

14


Signs shall be scratch resistant, non-static, fire retardant, washable acrylic laminate with a non-glare surface, not less than 1/8-inch thick.

15


International symbol of accessibility entrance sign may be a pressure sensitive decal.

16

Symbols:  Symbols shall be scratch resistant, non-static, fire retardant, washable acrylic.  Symbol colors shall be in contrast to door color.

Use paras 17 thru 20 when storage loft sign is shown on the plans; otherwise delete.

17

Storage Loft Sign:

18


Storage loft sign shall be sheet aluminum alloy, 5052-H38, not less than 0.063-inch thick (14-gauge) with rounded corners.  Sheet aluminum shall be cleaned and pretreated in conformance with the requirements in ASTM B 449, Class 2.  Sign covering shall be engineer grade retroreflective sheeting.  Letters shall be upper case Sans-Serif, black letters on a white background.  Sign size shall be 24 inches wide by 18 inches high with 2 1/2‑inch letters.

19


Storage loft sign shall read as follows:

20

	STORAGE LOFT

	LOAD LIMIT

	125 LB./SQ. FT.


21.  If electrically powered illumination is required, refer to Section 12-16.

Self-Luminous Sign (Exit):

22


Self-luminous sign shall be internally illuminated, self-luminous exit sign powered by permanent integral tritium gas source.  Sign shall be listed by the California State Fire Marshal.

23


Sign housing shall be ABS molding.  Faceplate shall be acrylic.

24

Fastening Hardware and Material:  Fastening hardware and material shall be as recommended by the sign manufacturer.  Fasteners shall be noncorrosive.

25

PART 3 - EXECUTION

26

INSTALLATION

27

Signs and symbols shall be fastened or secured to clean, finished surfaces in accordance with the sign manufacturer's instructions.  Signs shall be installed at a location and height as shown on the plans.

28

Metal signs shall be attached securely with galvanized or cadmium plated fasteners.




