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1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  FIRE EXTINGUISHERS AND CABINETS

2

PART 1 - GENERAL

3

SUMMARY

4

Scope:  This work shall consist of furnishing and installing fire extinguishers with cabinets or mounting brackets in accordance with the details shown on the plans and these special provisions.

5

REFERENCES

6

Fire Extinguishers shall conform to the requirements in California Code of Regulations, Title 19 Division 1, Chapter 3, “Portable Fire Extinguishers.”

7

SUBMITTALS

8

Product Data:  Manufacturer's descriptive data and installation instructions shall be submitted for approval.

9

QUALITY ASSURANCE

10

Codes and Standards:  Fire extinguishers shall be Underwriters Laboratories or Factory Mutual Laboratories approved for the type, rating and classification of extinguisher specified.

11

PART 2 - PRODUCTS

12

MANUFACTURER’S

13

Acceptable Manufacturers:  Subject to contract compliance, manufacturers shall be J. L. Industries;  Larsen’s Manufacturing;  Potter-Roemer; or equal.

14

COMPONENTS

15

Fire Extinguisher:  Fire extinguisher shall be fully charged, multi-purpose dry chemical type, with charge indicator, hose and nozzle, and attached service record tag.  Fire extinguisher shall be of the capacity and type rating shown on the plans.

16.  Delete if mounting brackets not required,

Mounting Bracket:  Mounting bracket shall be the manufacturer’s standard painted, surface mounted type.

17 thru 19:  Delete if cabinets not required.

17

Fire Extinguisher Cabinet:

18

Fire extinguisher cabinet shall be factory fabricated, constructed of steel with a clear plastic panel in a steel door frame, and shall have a baked enamel finish.  Color to be selected by the Engineer from the manufacturer’s standard colors.

19.  Edit for type of cabinet to be used.

Fire extinguisher cabinet shall be surface mounted, semi-recessed or fully recessed as shown on the plans.

20

PART 3 - EXECUTION

21

INSTALLATION

22

Fire extinguishers shall be installed in locations and at mounting heights shown on the plans, or if not shown, at a height of 48 inches from the finished floor to the top of the fire extinguisher.

23

Fire extinguisher mounting brackets and cabinets shall be attached to structure, square and plumb, in accordance with the manufacturer's recommendations.

24

IDENTIFICATION

Paras. 25 and 26:  Edit for mounting type to be used,

25

Bracket-mounted:  Extinguishers shall be identified with red letter decals spelling “FIRE EXTINGUISHER” applied to wall surface.  Letter size, style and location as selected by the Engineer.

26

Cabinet-mounted:  Extinguishers in cabinets shall be identified with letter spelling “FIRE EXTINGUISHER” applied to the cabinet door.  Letter size, styles, and color shall be selected by the Engineer from manufacturer’s standard arrangements.

27

SERVICING

28

Fire extinguishers shall be serviced, charged, and tagged not more than 5 days prior to contract acceptance.

