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1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  SUN SCREENS

2

PART 1 - GENERAL
3

Scope:  This work shall consist of furnishing and installing sun screens in accordance with the details shown on the plans and these special provisions.

4

SUBMITTALS

5

Manufacturer's descriptive data and installation instructions shall be submitted for approval.

6

PART 2 - PRODUCTS

7

Sun Screens:

8

Sun screens shall be factory fabricated units consisting of a louver assembly and retention frame.

9

The louver assembly shall consist of miniature aluminum louvers held in tension by a frame of extruded aluminum.  The louver assembly shall be held securely and rigidly in the retention frame and shall be removable from the retention frame.

10

Louvers shall have a minimum width of 0.005 inch, shall be tilted at an angle of 17 degrees from horizontal and shall be spaced such that there are a minimum of 17 louvers per inch, vertical.  Air passage through the louvers shall be a minimum of 70 percent.

11

Retention frames shall be of extruded aluminum and shall be suitable for attachment to the window frames with stainless steel fasteners.

12

Louver assemblies and retention frames shall be prefinished with an electrically applied flat black finish; Koolshade/Sunscreen Incorporated, Shadescreen/Phifer Western, or equal.

13

PART 3 - EXECUTION

14

Sun screens shall be installed in accordance with the manufacturer's instructions.

