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Use this SSP for post mounted, walk-in type telephone shelter.

1:  Change section numbering when used in conjunction with Standard Specifications.

10.__  TELEPHONE SHELTER

2

PART 1 - GENERAL
3

Scope:  This work shall consist of furnishing and installing a telephone shelter in accordance with the details shown on the plans and these special provisions.

4

SUBMITTALS

5

Manufacturer's descriptive data, installation and anchoring instructions and standard color palette for porcelain enamel colors shall be submitted for approval.

6

PART 2 - PRODUCTS

7

TELEPHONE SHELTER
8

Telephone shelter shall be post mounted, single, illuminated, walk-in type shelter approximately 50 inches in height.  The opening width shall be not less than 30 inches.  Overall depth shall be not less than 24 inches.  The overall height, including pedestal, shall be approximately 90 inches.

9

The shelter shall have satin finished, anodized aluminum frame and top; tempered safety glass side panels; porcelain enameled steel body and pedestal; sloped stainless steel shelf; fluorescent lighted interior; three way phone signs and dome.

10

The shelter shall be mounted on a vandal‑resistant mounting post.

11

The post anchor plate and anchorage fasteners shall be covered with a stainless steel escutcheon.  Pedestal shall have an access opening with vandal resistant cover.

12

The side panels shall be locked into an aluminum frame with continuous moisture and sun resistant vinyl gaskets.

13

Illumination shall be automatically operated by a photoelectric cell at the shelter.

14

The size of the telephone apparatus box required for the shelter shall be verified with the telephone company before ordering the shelter.

15:  Use with Gen. Conds.  Delete Para. 16.

Electrical Service and Telephone Service Conduit and Conductors:  Electrical service and telephone service conduit and conductors shall be as specified in Division 16, "Electrical," of these special provisions.

16:  Use with Std. Specs.  Delete Para. 15.

Electrical Service and Telephone Service Conduit and Conductors:  Electrical service and telephone service conduit and conductors shall be as specified in Section 12‑16, "Electrical," of these special provisions.

17

PART 3 - EXECUTION

18

INSTALLATION

19

The telephone shelter shall be installed and anchored rigidly and securely in accordance with the manufacturer's instructions.

20

Electrical Service:  Electrical service conduits and conductors shall be installed as shown on the plans.

21

Telephone Service:

22

Conduits for the telephone service conductors shall be installed as shown on the plans.  A pull wire shall be installed in the telephone conduit, and shall be doubled back into the conduit at both ends.

23:  Use with Gen. Conds.  Delete Para. 24.

The telephone company shall furnish and install the telephone set, apparatus box and telephone service conductors in accordance with the provisions specified under "Utility Connection" in Division 1, "General Requirements," of these special provisions.

24:  Use with Std. Specs.  Delete Para. 23.

The telephone company shall furnish and install the telephone set, apparatus box and telephone service conductors in accordance with the provisions specified under "Utility Connection" in Section 12‑1, "General Requirements," of these special provisions.

