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Use in projects when Contractor is required to handle asbestos materials, or materials containing asbestos fibers.

1. Change section numbering when used in conjunction with Standard Specifications.

1.__  ASBESTOS

The Contractor shall take special precautions for that portion of the work which may involve the handling of materials which contain asbestos, either in demolition or construction.

*2

Work known to contain asbestos or asbestos-related materials consists of the following:

3.  Use with Gen. Conds.  Delete Para. 4.

Attention is directed to "Removal and Disposal of Asbestos" in Division 2, "Sitework," of these special provisions regarding governing codes and requirements for the removal and disposal of materials containing asbestos.

4.  Use with Std. Specs.  Delete Para. 3.

Attention is directed to "Removal and Disposal of Asbestos" in  Section 12‑2, "Sitework," of these special provisions regarding governing codes and requirements for the removal and disposal of materials containing asbestos.

5

Materials containing asbestos, which are designated on the plans or specified in these special provisions to be removed and disposed of, shall be disposed of away from the premises.  The Contractor shall make his own arrangements for disposing of such materials, and shall pay all the costs involved.  Said arrangements shall include, but not necessarily be limited to entering into agreements with said disposal site property owners and obtaining all required permits, licenses and environmental clearances.  Prior to disposing of any material away from the premises, the Contractor shall furnish to the Engineer satisfactory evidence that the Contractor has entered into agreements with the property owners of the disposal site involved and has obtained said permits, licenses and clearances.

