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1.  Change section numbering when used in conjunction with Standard Specifications.
2.__  RELOCATING MATERIALS AND EQUIPMENT

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of relocating existing materials and equipment in accordance with the details shown on the plans and these special provisions.

5

PART 2.- PRODUCTS (Not applicable)
6

PART 3.- EXECUTION

7

RELOCATION.‑-
8

General.‑-Materials or equipment to be relocated shall be removed carefully to avoid damage to the materials or equipment or to the materials or equipment which are to remain.  Assemblies to be relocated which require dismantling for removal shall be matchmarked before dismantling.

9

The Contractor shall notify the Engineer prior to the relocation work in order that the materials or equipment  may be inspected for existing damage.

10

Materials or equipment to be relocated shall have all adhering concrete, mastics, earth or other deleterious materials removed and shall have all exterior surfaces cleaned.

11

Materials or equipment which are damaged by the Contractor's operations shall be replaced or restored to match the condition of the materials or equipment prior to the beginning of the Contractor's operations.  Replacement or restoration of damaged materials or equipment shall be at the Contractor's expense.

12

Connections, anchorages and fasteners for relocated materials and equipment shall match existing and shall be furnished and installed by the Contractor.  Assemblies which have been dismantled shall be reassembled to match the existing installation. Relocated materials and equipment shall be installed as required for new work.

13

Modifications to wiring and plumbing to accommodate relocated items shall be as shown on the plans.  Ends of piping and conduits to be abandoned shall be capped.

14

Surfaces that are exposed to view upon removal or relocation of materials or equipment shall be patched.  Bumps shall be removed and depressions filled, and the surface finished to match the existing surfaces.  Depressions in concrete less than 25 mm deep shall be deepened to 25 mm minimum depth before filling with cement mortar.

15

DISPOSAL.‑-

16.  Use with General Conditions.  Delete Para. 17.

General.‑-Material from existing facilities to be reused in the work, in the opinion of the Engineer, is unsuitable for use shall become the property of the Contractor and disposed of away from the premises.  Such disposal shall conform to the laws , rules, and regulations of all agencies having jurisdiction at the disposal site.  The unsuitable material shall be replaced as ordered by the Engineer and will be paid for as provided in Section 3, "Changes in the Work," of the General Conditions.

17.  Use with Standard Specifications.  Delete Para. 16.

General.‑-Materials from existing facilities to be reused in the work, in the opinion of the Engineer, is unsuitable for use shall become the property of the Contractor and disposed of as provided in Section 7‑1.13, "Disposal of Material Outside of the Highway Right of Way." of the Standard Specifications.  The unsuitable material shall be replaced as ordered by the Engineer and will be paid for as extra work as provided in Section 4‑1.03D, "Extra Work," of the Standard Specifications.

