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1.  Change section numbering when used in conjunction with Standard Specifications.

2.__  CAST-IN-DRILLED-HOLE CONCRETE PILES

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of constructing cast-in-drilled-hole concrete piles in accordance with the details shown on the plans and these special provisions.

5

PART 2.-PRODUCTS

6

Concrete and reinforcement.‑-

7.  Use with General Conditions.  Delete Para. 8.

Concrete and reinforcement shall conform to the requirements specified under "Cast-In-Place Concrete" in Division 3, "Concrete and Reinforcement," of these special provisions.

8.  Use with Standard Specifications.  Delete Para. 7.)

Concrete and reinforcement shall conform to the requirements specified under "Cast-In-Place Concrete" in Section 12‑3, "Concrete and Reinforcement," of these special provisions.

9

PART 3.-EXECUTION

10

CONSTRUCTION.‑-

11

Drilling holes.‑-All holes for concrete piles shall be drilled to the tip elevations or depths shown on the plans.  All holes shall be examined for straightness and any hole which on visual inspection from the top shows less than 1/2 the diameter of the hole at the bottom of the hole shall be rejected.  Suitable casings shall be furnished and placed when required to prevent caving of the hole.

12

All loose material existing at the bottom of the hole after drilling operations have been completed shall be removed before placing concrete in the hole.

13

Material resulting from drilling holes shall be wasted on the job site as directed by the Engineer.

14

Surface water shall not be permitted to enter the hole and all water which may have infiltrated into the hole shall be removed before placing concrete therein.

15

Placing reinforcement.‑-The reinforcing cage shall be placed and secured symmetrically about the center of the pile and shall be securely blocked to clear the sides of the hole.

16

Longitudinal reinforcing steel shall be continuous for the entire length of pile, including pile extensions.

17

Placing concrete.‑-The concrete filling shall be vibrated to a dense and homogeneous condition.  Concrete placed in drilled holes shall be placed against undisturbed material except when portions of the pile will be exposed to view.  Surfaces exposed to view and adjacent surfaces within 250 mm of finished grade shall be formed.

18

Casing, if used in drilling operations, shall be removed from the hole as concrete is placed therein.  The bottom of the casing shall be maintained not more than 1.5 meter nor less than 0.3 meter below the top of the concrete during withdrawal and placing operations, unless otherwise permitted by the Engineer. Separation of the concrete during withdrawal operations shall be avoided by hammering or otherwise vibrating the casing.

19.  Use with General Conditions.  Delete Para. 20.

Formed surfaces shall conform to the requirements specified under "Cast-In-Place Concrete" in Division 3, "Concrete and Reinforcement," of these special provisions.

20.  Use with Standard Specifications.  Delete Para. 19.
Formed surfaces shall conform to the requirements specified under "Cast-In-Place Concrete" in  Section 12‑3, "Concrete and Reinforcement," of these special provisions.

