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1.  Change section numbering when used in conjunction with Standard Specification.

2.__  PAINTED PAVEMENT MARKINGS

2

PART 1.- GENERAL.‑-

3

Scope.‑-This work shall consist of furnishing and applying paint, temporary striping, and pavement marking tape for pavement markings in conformance with the details shown on the plans and these special provisions.

4

Pavement markings include, but are not limited to, word and symbol markings, and parking stall markings.

6

PART 2.- PRODUCTS.--

7

Paint.--

8

Paint shall be commercial quality for pavement marking, formulated for the use intended, and manufactured by a nationally recognized manufacturer of coating products.

9

Traffic paint shall confrom to the rules for control of volatile organic compound (VOC) emissions adopted by the air quality control district in the air basin in which the coatings are applied.

10

Temporary (Removable) Striping and Pavement Marking Tape (6 months or less).‑-

11

Products used for temporary (removable) striping and pavement marking tape (6 months or less) shall be selected from the pre‑qualified products list below:

1.
Advanced Traffic Marking, Series 200

2.
Brite‑Line, Series 100

3.
Garlock Rubber Technologies, Series 2000

4.
P.B. Laminations, Aztec, Grade 102

5.
Swarco Industries, "Director‑2"

6.
Trelleborg Industries, R140 Series

7.
3M Series 620 "CR", and Series A750

8.
3M Series A145, Removable Black Line Mask

(Black Tape: for use only on Asphalt Concrete Surfaces)

9.
Advanced Traffic Marking Black "Hide‑A‑Line"

(Black Tape: for use only on Asphalt Concrete Surfaces)

10.
Brite‑Line "BTR" Black Removable Tape

(Black Tape: for use only on Asphalt Concrete Surfaces)

11.
Trelleborg Industries, RB‑140

(Black Tape: for use only on Asphalt Concrete Surfaces)

12

PART 3.- EXECUTION.--

13

ALIGNMENT AND LAYOUT.‑-All necessary alignment and layout work shall be performed by the Contractor, in a manner that will not damage the pavement.

14

Unless otherwise shown on the plans, the width of parking stall markings shall be 105 mm.

15

EQUIPMENT AND OPERATION.‑-Mechanical means shall be used to paint pavement markings.

16

All equipment used in the application of paint shall produce pavement markings of uniform quality.

17

All spray equipment shall be the proper type and of adequate capacity for the work involved.

18

Air atomized spray equipment shall be equipped with oil and water extractors and pressure regulators, and shall have adequate air volume and compressor recovery capacity.  Spray gun tip needle assemblies and orifices shall be the proper size.

20

Stencils and hand spray equipment shall be used to paint word and symbol markings.  Stencils shall be furnished by the Contractor.  The stencil layout shall conform to the dimensions shown on the plans.

21

SURFACE PREPARATION.‑-Surfaces to receive paint, temporary striping, or pavement marking tape shall be cleaned of all dirt and loose material.

22

APPLICATION.‑-Paint shall be applied only on dry surfaces, and only during periods of favorable weather, in conformance with the manufacturer's recommendations.

23

On new surfacing, paint shall be applied in 2 coats.  The first coat shall be dry before application of the second coat is applied.

24

On existing surfacing, paint shall be applied in one coat.

25

Completed pavement markings shall have clean and well‑defined edges, and shall conform to the dimensions shown on the plans or as specified in these special provisions.

26

Drips, oversprays, improper markings, and paint material tracked by traffic shall be immediately removed from the pavement by methods approved by the Engineer.  All such removal shall be at the Contractor's expense.

27

Temporary striping and pavement marking tape shall be applied in conformance with the manufacturer's specifications.

28

APPLICATION RATES.‑-Each application of paint shall be applied at the rates recommended by the paint manufacturer for the type of surface involved.

29

PROTECTION.‑-Newly placed pavement markings shall be protected from damage by traffic or other causes until the paint is thoroughly dry.

30

DISABLED ACCESSIBLE PARKING STALL SYMBOL.--Each parking space reserved for persons with physical disabilities shall have a minimum 0.9 m x 0.9 m surface identification with the international symbol of accessibility.  The symbol and border shall be white and the background shall be blue conforming to Federal Standard 595B, Color No. 15090.

