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1.  Change section numbering when used in conjunction with Standard Specifications.

5.__  STAIR NOSING

2

PART 1.- GENERAL

3

SUMMARY.--

4

Scope.--This work shall consist of furnishing and installing stair nosings in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS.--

6

Product data.--Manufacturer's descriptive data and installation instructions shall be submitted for approval.

7

PART 2.- PRODUCTS

8

MANUFACTURERS.‑-

9

Acceptable manufacturers.‑-Subject to these special provisions, acceptable manufacturer’s shall be American Safety Tread Co., Inc., Model No. FA‑211D, Safety yellow color;  Armstrong Products Inc., Model No. S62, Red color; Wooster Products Inc., Model No. WPC, Safety yellow color; or equal.

10

MATERIALS.‑-

11

Stair nosing.-

12


Stair nosing shall be factory fabricated units made of heavy duty, heat treated 6063-T5 extruded aluminum base with anchors and an abrasive filler.

13


Stair nosing shall meet OSHA requirements for anti-slip safety on stairs.

14


The anti-slip filler shall be firmly adhered to the base, and shall be composed of aluminum oxide and an epoxy binder.  The color shall extend uniformly throughout out the filler.  The filler shall contain not less than 60 percent aluminum oxide.

15


The base anchor system shall stabilize the nosing, prevent rocking and loosening, and shall permanently lock the nosing into place.

16

PART 3.- EXECUTION

17

INSTALLATION.‑-

18
General.--The stair nosing shall be securely installed to prevent rocking or other movement during placing of concrete.

