07182B_D12-20-99
Page 2 of 2

 XE "07182B_D12-20-99" 
Page 1 of 2

Use SSP 07184-M for sand and salt storage buildings.

1.  Change section numbering when used in conjunction with Standard Specifications.
7.__  WATER REPELLENT COATING

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and applying water repellent coating to concrete or masonry surfaces in accordance with the details shown on the plans and these special provisions.

5

The water repellent coating shall be applied to all exterior concrete or masonry surfaces and exposed aggregate surfaces as shown on the plans.

6

SUBMITTALS.‑-

7

Product data.‑-Manufacturer's descriptive data, application instructions and general recommendations for water repellents shall be submitted for approval. 

8

QUALITY ASSURANCE.--

9

Codes and standards.‑-Water repellent coatings shall comply with all rules and regulations concerning air pollution in the State of California.

10.  Use with General Conditions.  Delete Para. 11.

Certificates of Compliance.‑-Certificates of Compliance shall be furnished with each shipment of water repellent coating material in accordance with the requirements specified in Section 4‑1.04, "Certificates of Compliance," of the General Conditions.

11.  Use with Standard Specifications.  Delete Para. 10.)

Certificates of Compliance.‑-Certificates of Compliance shall be furnished with each shipment of water repellent coating materials in accordance with Section 6-1.07, "Certificates of Compliance," of the Standard Specifications.

12

PART 2.- PRODUCTS

13

Water repellent coating.‑-

14


Water repellent coating shall be clear, colorless, water-based sealer.  Water repellent coating shall be Hydrozo Inc., Clear Double 7; Euclid Chemical Co., Architectural Seal VOX; Tamms Industries Co., Chemstop; or equal.

15

PART 3.- EXECUTION

16

Preparation.‑-All surfaces to receive water repellent coating shall be dry and cleaned by removing contaminants that block pores of the surface.  Cleaning methods shall be as recommended by the water repellent manufacturer.

17

Application.‑-The water repellent solution shall be applied in accordance with the manufacturer’s printed instructions

18

The time period between applications of water repellent coating shall be not less than 24 hours.

19

Protection.‑-Surfaces of other materials surrounding or near the surfaces to receive the water repellent coating shall be protected from overspray or spillage from the waterproofing operation.  Water repellent coating applied to surfaces not intended to be waterproofed shall be removed and the surfaces restored to their original condition.

