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SSP 07210, INSULATION-GENERAL is required with this SSP.

1.  Change section numbering when used in conjunction with Standard Specifications.

7.__  RIGID WALL INSULATION

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing rigid wall insulation in accordance with the details shown on the plans and these special provisions.

5

Rigid insulation shall include rigid insulation, wood nailers, fasteners and such other materials, not mentioned, which are required for the complete installation of the rigid insulation system.

6

QUALITY ASSURANCE.‑-

7

Codes and standards.‑-Rigid foam insulation shall have a flame‑spread rating not to exceed 75 and a smoke density not to exceed 450 when tested in accordance with UBC Standard No. 8‑1.  Rigid foam insulation shall be approved in accordance with UBC Standard 26‑3 to be installed exposed, or without a thermal barrier on the room side of the insulation.

8

PART 2.- PRODUCTS

9

Rigid insulation.‑-

10


Rigid insulation shall be rigid rectangular boards of polyisocyanurate foam with aluminum foil facing on both sides and an aged thermal resistance of R‑1.9 K• m2/W.  Facing on exposed insulation shall be white tinted aluminum foil.

11

Wood nailers.‑-

12


Wood nailers shall be Douglas fir, Hem-fir or equivalent western softwood.  Nailers in contact with masonry or concrete shall be pressure treated after fabrication.  Wood preservatives shall be waterborne type.

13

Insulation tape.‑-

14


Insulation tape shall be as recommended by the insulation manufacturer.
15

Adhesive.‑-

16


Adhesive shall be construction grade panel adhesive as recommended by the insulation manufacturer.

17

PVC strips.‑-

18


PVC strips shall be interlocking male and female white PVC strips.

19

Fasteners.‑-

20


Fasteners shall be concrete nails; Bostich, Pneumatic Nail System; Buildex, Tampcon Fasteners; or equal.

21

EXECUTION.‑-

22

Installation of rigid insulation.‑-The preparation of the wall surfaces and the installation of insulation shall conform to the manufacturer's recommendations and these special provisions.

23

Rigid insulation placed behind plywood or gypsum board shall be tight fitting between nominal 51 mm x 102 mm wood nailers laid flat and spaced 0.6 meter on center.  Wood nailers shall also be placed at the top and bottom of the plywood or gypsum board.

24

Exposed rigid insulation shall be installed tight fitting between PVC strips spaced at 1.2 meter on center.  PVC strips shall align with the vertical joints of the plywood below.  Adhesive shall be applied to the PVC strips and the wall as recommended by the insulation manufacturer.  Exposed insulation shall have no horizontal joints between the top of the plywood and the bottom of the trusses.

25

All joints between insulation boards and between insulation boards and wood nailers shall be taped.

26

Insulation panels with broken or crushed corners or edges shall be trimmed free of such defects or shall be discarded.  Replacement boards less than 300 mm wide shall not be used.

27

Damaged insulation in the completed work shall be removed and replaced.  Insulation that has been wet or is wet shall be considered damaged.

