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Use for application of fireproofing materials on structural steel members.

1.  Change section numbering when used in conjunction with Standard Specifications.

7.__  SPRAYED‑ON FIREPROOFING

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and applying a cementitious, sprayed‑on fireproofing to structural members in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS.‑-

6

Product data.‑-Manufacturer's descriptive data and application instructions shall be submitted for approval.

7

Descriptive data shall include trade names, manufacturers' names, complete information on the materials to be applied, the material thickness for columns and beams for the required fire resistance ratings, and the manufacturer's printed instructions for application.

8

QUALITY ASSURANCE.‑-

9

Codes and standards.‑-Sprayed‑on fireproofing shall have a maximum flame spread rating of 10, and smoke development of 0 in accordance with ASTM Designation:  E 84.

10

Single source responsibility.‑-Fireproofing materials shall be purchased from a single supplier.

11.  Use with General Conditions.  Delete Para. 12.

Certificates of Compliance.‑-Certificates of Compliance shall be furnished for sprayed‑on fireproofing materials in accordance with the requirements specified in Section 4‑1.04, "Certificates of Compliance," of the General Conditions.

12.  Use with Standard Specifications.  Delete Para. 11.

Certificates of Compliance.‑-Certificates of Compliance shall be furnished for sprayed‑on fireproofing materials in accordance with the requirements specified in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.

13

DELIVERY, STORAGE AND HANDLING.‑-

14

General.‑-Materials to be applied shall be delivered in original unopened packages.  Packages shall be identified by the manufacturer's label and shall bear proper UL or FM labels for fire resistance classification.

15

Materials shall be stored above ground, under cover, and in a dry location until ready for use.  Packages which have been exposed to moisture before use shall be discarded.

16

PART 2.- PRODUCTS

17

Fireproofing.‑-

18


Fireproofing shall be sprayed on cementitious or mineral fiber fireproofing conforming to ASTM Designation:  E 119.

19

Fireproofing primer and adhesive.‑-

20


Fireproofing primer and adhesive shall be as recommended by the fireproofing manufacturer.

21

PART 3.- EXECUTION

22

Preparation.‑-Surfaces to be fireproofed shall be clean and dry, and shall be free from rust, grease, dust, and other deleterious materials which could impair the bond of the fireproofing.

23

Prior to applying fireproofing, clips, hangers, support sleeves and other attachments required to penetrate the fireproofing shall be in place.

24

Ducts, piping, equipment or other suspended matter which would interfere with the application of fireproofing materials shall not be positioned until fireproofing work is completed.

25

Surfaces not to receive sprayed on fireproofing shall be protected from the overspray of the fireproofing materials.

26

Application.‑-Equipment and application procedure shall be as recommended by the fireproofing manufacturer.

27

The primer and fireproofing materials shall be applied in accordance with the fireproofing manufacturer's application instructions.

28

The final wet film thickness of sprayed on fireproofing materials shall be as required to achieve the fireproofing manufacturer's specified resistance rating.

29

The material thickness shall be measured on the basis of the wet film thickness and shall be determined by random measurements during application.

30

Patching and repairing of sprayed on fireproofing shall be done by spraying or hand troweling.

31
Clean‑up.‑-Work areas shall be maintained in an orderly condition.  Upon completion of the installation, all debris and equipment shall be removed from the job site.

