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Use for application of firestopping materials at penetrations through fire‑rated walls and ceilings.

1.  Change section numbering when used in conjunction with Standard Specifications.

7.__  THROUGH‑PENETRATION FIRESTOPPING
2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing firestopping materials at penetrations in fire-rated walls, floors, and ceilings in accordance with the details shown on the plans and these special provisions.

5

SUBMITTALS.--

6

Product data.‑-A list of materials, manufacturer's descriptive data, and location schedule shall be submitted for approval.

7

Descriptive data shall include trade names, manufacturers' names, complete information on the materials to be applied, California State Fire Marshal Listing, the material thickness for the required fire resistance ratings, and the manufacturer's printed instructions for installation.  Manufacturer's assembly shall be California State Fire Marshal approved.

8

QUALITY ASSURANCE.--

9.  Use with General Conditions.  Delete Para. 10.

Certificates of Compliance.‑-Certificates of Compliance shall be furnished with each shipment of firestopping material in accordance with the requirements specified in Section 4‑1.04, "Certificates of Compliance," of the General Conditions.

10.  Use with Standard Specifications.  Delete Para. 9.

Certificates of Compliance.‑-Certificates of Compliance shall be furnished with each shipment of firestopping materials in accordance with Section 6-1.07, "Certificates of Compliance," of the Standard Specifications.

11

DELIVERY, STORAGE AND HANDLING.‑-

12

Delivery.‑-Materials to be applied shall be delivered in original unopened packages.  Packages shall be identified by the manufacturer's label and shall bear proper labels for fire resistance classification.

13

Storage.‑-Materials shall be stored above ground, under cover, and in a dry location until ready for use.  Packages which have been exposed to moisture before use shall be discarded.

14

PART 2.- PRODUCTS

15

Fire‑rated caulk.‑-

16


Fire‑rated caulk shall conform to ASTM Designation:  E 814 and shall be rated for use in 2 and 3‑hour fire‑rated assemblies.  Fire‑rated caulk shall be 3M Brand, Fire Barrier Caulk; Dow Corning, Fire Stop Sealant; Standard Oil, Fyre Putty; or equal.

17

Wrap strip.‑-

18


Wrap strip shall be nominal 6 mm thick intumescent elastomeric material in 50 mm wide strips, faced one side with aluminum foil, and rated for use in 1‑hour and 2‑hour fire‑rated systems.

19

Packing material.‑-

20


Packing material shall be polyethylene backer rod or nominal one inch thickness of tightly packed ceramic (alumina silica) fiber blanket, mineral‑wool batt or glass fiber insulation material.

21

Fire‑rated mortar.‑-

22


Fire‑rated mortar shall be non‑asbestos, 753 to 913 kilograms per cubic meter air dried density portland cement fly ash through‑penetration firestopping mortar.  Fire-rated mortar shall conform to ASTM Designation:  E 814 and shall be rated for use in 3‑hour fire‑rated systems at 75 mm minimum thickness.

23

Fire safing insulation.‑-

24


Fire safing insulation shall be inorganic 56 kilograms per cubic meter minimum density, non‑combustible fiber insulation conforming to Federal Specifications HH‑1‑521F, when tested in accordance with ASTM Designation:  E 119 and ASTM Designation:  E 136 for 3 hour fire resistance.

25

PART 3.-EXECUTION.--

26
Installation.‑-Firestopping materials shall be installed to conform to the requirements of the California State Fire Marshal Listing and the manufacturer's recommendations.
