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1.  Change section numbering when used in conjunction with Standard Specifications.

7.__  SKYLIGHTS

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing skylights in accordance with the details shown on the plans and these special provisions.

5

SYSTEM DESCRIPTION.‑-

6

Design requirements.‑-Skylights shall conform to the requirements on Section 2603.7 of the CBC.

7

Skylights shall be rated by the manufacturer to withstand a 200 kilograms per square meter live loading.

8

SUBMITTALS.‑-

9

Product data.‑-Manufacturer's descriptive data and installation instructions shall be submitted for approval.

10

Samples.‑-A sample of the acrylic or fiberglass plastic and the anodized framing shall be submitted for approval.

11

QUALITY ASSURANCE.--

12.  Use with General Conditions.  Delete Para. 13.

Certificates of Compliance.‑-Certificates of compliance shall be furnished for the skylights in accordance with the requirements specified in Section 4‑1.04, "Certificates of Compliance," of the General Conditions.

13.  Use with Standard Specifications.  Delete Para. 12.

Certificates of Compliance.‑-Certificates of compliance shall be furnished for the skylights in accordance with the requirements specified in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.

14

PART 2.- PRODUCTS

15

Skylight.‑-

16


Skylight shall be industrial type, curb mounted skylight with light bronze colored acrylic plastic dome mounted in dark bronze colored anodized extruded aluminum framing.  Dome shall be distortion free.

17


Retaining and curb framing shall have full welded corners and condensation weeps to the outside.

18

Skylight and ventilator unit.‑-

19


Skylight and ventilator unit shall be factory assembled, curb mounted unit with one piece translucent acrylic plastic dome, anodized extruded aluminum frame and continuous louvers on all sides of the frame.  The frame material shall not be less than 2 mm thickness.  The frame shall have integral condensation gutters on 10 degree minimum slopes and condensation weeps to the outside.  The color of the anodized aluminum frame shall be as shown on the plans.

20


The dome shall be distortion free and shall be set in an elastic seal.

21


Louvers shall be mitered at the outside corners exposed to the weather and heliarc welded.  Removable insect screens shall be provided on the inside of the louvers.

22

PART 3.- EXECUTION

23

Installation.‑-Skylights shall be installed rigidly and securely in accordance with the manufacturer's instructions.  The installation shall be flashed and shall be weathertight.

24

Cleaning and protection.‑-Plastic skylight units shall be cleaned and polished inside and out.

