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1.  Change section numbering when used in conjunction with Standard Specifications.

8.01  HINGED DOORS

2

GENERAL.‑-This work shall consist of furnishing and installing hinged doors and frames in accordance with the details shown on the plans and these special provisions.

3

SUBMITTALS.‑-Manufacturer's descriptive data, installation instructions for fire rated assemblies and a door schedule shall be submitted for approval.  The door schedule shall include a description of the type, location and size of each door and frame.

4

PRODUCTS.‑-

5

Wood door.‑-

6.  Use with General Conditions.  Delete Para. 7.


Wood door shall be Woodwork Institute of California (WIC) "Custom" grade flush, hollow or solid core wood doors as shown on the plans.  Face shall be paint grade hardwood veneer except as otherwise shown on the plans.  Doors shall bear the WIC quality grade mark or shall be accompanied by a Certificate of Compliance certifying compliance with the WIC quality specified herein.  Certificates of Compliance shall be in accordance with the requirements specified in Section 4‑1.04, "Certificates of Compliance," of the General Conditions.

7.  Use with Standard Specifications.  Delete Para. 6.


Wood door shall be Woodwork Institute of California (WIC) "Custom" grade flush, hollow or solid core wood doors as shown on the plans.  Face shall be paint grade hardwood veneer except as otherwise shown on the plans.  Doors shall bear the WIC quality grade mark or shall be accompanied by a Certificate of Compliance certifying compliance with the WIC quality specified herein.  Certificates of Compliance shall be in accordance with the requirements specified in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.

8


Where fire rated doors are required, solid core doors shall be listed and labeled for the fire rating shown on the plans.

9

Metal door.‑-

10


Metal door shall be flush, seamless steel door factory prepared and reinforced to receive hardware and having cold rolled stretcher leveled sheet steel face sheets not less than 1.2 mm thick (18‑gage).  Face sheets shall be bonded with thermosetting adhesive to rigid board honeycomb or precured foam core; or face sheets shall be welded to all parts of an assembled grid of cold formed pressed metal stiffeners and framing members located around edges, ends, openings and at all locations necessary to prevent buckling of face sheets.  Seams shall be tack welded, filled and ground smooth.  Bottom edge and internal stiffeners of grid type core shall have moisture vents.  Welds on exposed surfaces shall be ground smooth.  Louvered or glazed openings shall be provided where shown on the plans.

11


Where fire rated doors are required, doors shall be listed and labeled for the fire rating shown on the plans.

12


Active leaf of double door shall have a full height astragal of 3 mm flat bar or folded sheet strip, not less than 1.5 mm thick (16‑gage), welded on the  outside of the active leaf.

13


Door shall be cleaned and treated by the bonderized process or approved phosphatizing process and then given one factory application of metal protective rust inhibitive primer.  Primer shall not contain lead type pigments.

14

Aluminum door.‑-

15


Aluminum door shall be glazed door with medium stiles of not less than 3 mm nominal wall thickness, clear anodized, thermally treated and artificially aged 6061 or 6063 extruded aluminum alloy tubing reinforced to receive hardware.

16

Glazing for doors.‑-

17.  Use with General Conditions.  Delete Para. 18.


Glazing for doors shall be safety glass as specified under "Glazing" in Division 8, "Doors and Windows," of these special provisions.  Glazing shall be not less than 5 mm thick.

18.  Use with Standard Specifications.  Delete Para. 17.


Glazing for doors shall be safety glass as specified under "Glazing" in Section 12‑8, "Doors and Windows," of these special provisions.  Glazing shall be not less than 5 mm thick.

19

Door louvers.‑-

20


Door louvers shall be inverted V‑type factory primed, galvanized sheet steel louvers. Exterior door louvers shall not be removable from outside of the building.  Louvers at exterior doors shall have inside mounted bronze insect screens.

21

Fire rated louvers.‑-

22


Fire rated louvers shall be factory fabricated, multi-blade adjustable fire damper type units of galvanized steel sheet not less than 1.5 mm thick (16‑gage) with a 71°C fusible link and removable bronze 16 x 16 mesh insect screen mounted on the inside of the units.  Fire rated louvers shall be listed for the fire rating shown on the plans.

23


Louvers shall be cleaned and treated by the bonderized process or approved phosphatizing process and then given one factory application of metal protective rust inhibitive primer.  Primer shall not contain lead type pigments.

24

Wood frame.‑-

25


Wood frame shall be clear, paint grade, pine.

26

Pressed metal frame.‑-

27


Pressed metal frame shall be not less than 1.5 mm thick (16‑gage) sheet steel with integral stop, mitered corners, face welded and ground smooth corners.  Frames shall be reinforced for all hardware and shall be cleaned and treated by the bonderized process or an approved phosphatizing process and then given one factory application of metal protective rust inhibitive primer.  Primer shall not contain lead type pigments.

28


Frames for fire rated doors shall be listed for the same rating shown on the plans for fire rated doors.

29

Aluminum frame.‑-

30


Aluminum frame shall be manufactured by aluminum door manufacturer of clear anodized thermally treated and artificially aged 6061 or 6063 aluminum alloy extrusions with minimum nominal wall thickness of 3 mm.  Frame shall be reinforced to receive hardware.

31

Sealants.‑-

32


Sealants shall be ultraviolet and ozone resistant, gun grade polysulfide or polyurethane, multicomponent, Federal Specification:  TT‑S‑227.

33

EXECUTION.‑-
34

INSTALLATION.‑-Doors and frames shall be installed rigidly, securely, plumb and true and in such a manner that the doors operate freely without rubbing or binding.  Clearance between frame and door shall be not more than 3 mm.  The exterior frame shall be sealed weathertight.

35

Pressed metal frames shall be secured with clips and anchors as shown on the plans.

36

Fire rated assemblies shall be installed according to the manufacturer's recommendations.

37

Fire rated assemblies shall include doors, door frames, automatic smoke-actuated closers, self-closing mechanisms, panic hardware, wire glass, and fire rated louvers.  Assemblies shall be approved by the California State Fire Marshal.

38.  Use with General Conditions.  Delete Para. 39.

PAINTING.‑-Except for the primer application specified herein, doors and frames shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Division‑9, "Finishes," of these special provisions.

39.  Use with Standard Specifications.  Delete Para. 38.

PAINTING.‑-Except for the primer application specified herein, doors and frames shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Section 12‑9, "Finishes," of these special provisions.

