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1.  Change section numbering when used in conjunction with Standard Specifications.

8.__  PRESSED METAL FRAMED WINDOWS

2

PART 1.- GENERAL

SUMMARY.‑-This work shall consist of furnishing and installing pressed metal framed windows in accordance with the details shown on the plans and these special provisions.

3.  Use with General Conditions.  Delete Para. 4.

SUBMITTALS.‑-Manufacturer's descriptive data, shop drawings and installation instructions shall be submitted for approval.

4.  Use with Standard Specifications.  Delete Para. 3.

SUBMITTALS.‑-Manufacturer's descriptive data, working drawings and installation instructions shall be submitted for approval.

5

PART 2.- PRODUCTS

6

Framing.‑-

7


Framing shall be pressed metal, not less than 1.52 mm thick (16‑gage) with all members square and true, full mitered frame corners and continuous welds at all joints and cover plates.  Welds at frame faces shall be ground smooth and flush with surrounding surfaces. All metal surfaces shall be cleaned and factory primed with one coat of metal protective rust inhibitive primer.  Primer shall not contain lead type pigments.

8

Anchors.‑-

9


Anchors shall be manufacturer's standard.

10

Glazing.‑-

11.  Use with General Conditions.  Delete Para. 12.


Glazing shall conform to the requirements specified under "Glazing," in Division 8, "Doors and Windows," of these special provisions.

12.  Use with Standard Specifications.  Delete Para. 11.


Glazing shall conform to the requirements specified under "Glazing," in Section 12‑8, "Doors and Windows," of these special provisions.

13

Backer rod.‑-

14


Backer rod shall be close cell, non-absorbent, non-staining foam rod compatible with sealant.

15

Sealant.‑-

16


Sealant shall be ultraviolet and ozone resistant, gun grade polysulfide or polyurethane, single component.  Sealant shall conform to Federal Specification:  TT‑S‑227.

17

PART 3.- EXECUTION
18

INSTALLATION.‑-Frames shall be installed rigidly, securely, plumb and true.  Installations shall be sealed watertight and weathertight.

19.  Use with General Conditions.  Delete Para. 20.

PAINTING.‑-Except for the primer application specified herein, exposed frame surfaces shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Division 9, "Finishes," of these special provisions.

20.  Use with Standard Specifications.  Delete Para. 19.

PAINTING.‑-Except for the primer application specified herein, exposed frame surfaces shall be cleaned, prepared and painted in accordance with the requirements specified under "Painting" in Section 12‑9, "Finishes," of these special provisions.

