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1.  Change section numbering when used in conjunction with Standard Specifications.

9.__  RESILIENT SHEET FLOORING

2

GENERAL.‑-This work shall consist of furnishing and installing resilient sheet flooring in accordance with the details shown on the plans and these special provisions.

3

Resilient sheet flooring shall also include cove molding, metal caps, edger strips, floor wax and flooring manufacturer's recommended primers and adhesives.

4

SUBMITTALS.‑-Manufacturer's descriptive data, installation instructions, color and pattern samples shall be submitted for approval.  Samples of sheet flooring shall be 305 mm x 305 mm in size.

5

PRODUCTS.‑-

6

Resilient sheet flooring.‑-

7


Resilient sheet flooring shall be flexible vinyl sheet not less than 2 mm thick.  Color and pattern shall be as shown on the plans.

8

Primer, leveling compound crack filler and adhesives.‑-

9


Primer, leveling compound crack filler and adhesives shall be waterproof types as recommended by the flooring manufacturer.

10

Wax.‑-

11


Wax shall be water emulsion, self-polishing type containing not less than 16 percent wax solids, wetting agents, and a nonslip agent.  The wax shall meet UL antislip standards.

12

Cove molding.‑-

13


Cove molding shall be commercial quality wood, rubber or plastic.

14

Edger strips.‑-

15


Edger strips shall be commercial quality, stainless steel or aluminum.

16

Metal caps.‑-

17


Metal caps shall be commercial quality, noncorrosive metal.

18

EXECUTION.‑-

19

PREPARATION.‑-Before placing adhesives, all surfaces to receive resilient sheet flooring shall be made free of localized depressions or bumps.  Bumps shall be ground flat.  Holes, depressions and cracks shall be filled with crack filler or leveling compound.

20

Immediately prior to installation of the resilient sheet flooring, the surface to be covered shall be thoroughly dry, free of paint, oil, grease, mortar, plaster droppings, scaly surfaces or other irregularities and shall be broom clean.  Primer, when recommended, shall be thoroughly brushed on the surface at the rate recommended by the adhesive manufacturer and shall be completely dry before application of adhesives.

21

The rooms where resilient sheet flooring is to be installed shall be maintained at a temperature of at least 21°C for not less than 72 hours before installation, during installation and for 5 days after installation.

22

INSTALLATION.‑-Resilient sheet flooring shall be laid to a true, straight, smooth and even finish surface in accordance with the manufacturer's instructions.  Resilient sheet flooring shall be laid parallel to building lines with the minimum of seams using manufacturer's standard widths.  Seams shall be tight fitting, fully bonded along their length and present a continuous pattern.

23

Resilient sheet flooring shall be placed before floor mounted fixtures are installed.

24

After resilient sheet flooring has been installed, the finished surface shall be rolled and crossrolled with a roller weighing 50 kg or more.

25

Edger strips shall be installed at free edges.

26

Upon completion of the flooring installation, all stains, surplus adhesive, dirt and debris resulting from the work shall be removed and the floor left broom clean.  Resilient sheet flooring shall be protected from damage at all times during construction.  As a last order of work, floor covering shall be washed with soap and warm water, rinsed, and then waxed in accordance with the floor covering and wax manufacturers' printed instructions.  Not less than 2 applications of wax shall be placed on the floor covering.

27

PATCHING EXISTING FLOOR COVERING.‑-Resilient sheet flooring for patching shall closely match the color and pattern of the existing floor covering, except flooring of contrasting color and pattern may be use when approved by the Engineer.

28.  Use with General Conditions  Delete Para. 29.

REPLACEMENT OF EXISTING FLOORING.‑-Replacement of existing flooring where ordered by the Engineer will be paid for in accordance with the requirements specified in Section 3‑1.01 of the General Conditions.

29.  Use with Standard Specifications.  Delete Para. 28.

REPLACEMENT OF EXISTING FLOORING.‑-Replacement of existing flooring where ordered by the Engineer will be paid for as extra work in accordance with the requirements specified in Section 4‑1.03D of the Standard Specifications.

