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1.  Change section numbering when used in conjunction with Standard Specifications.

9.__  CARPETING

2

PART 1.- GENERAL

3

SUMMARY.‑-

4

Scope.‑-This work shall consist of furnishing and installing carpeting, carpet cushion, adhesives and accessories in accordance with the details shown on the plans and these special provisions.

5

Carpeting and carpeting materials shall be rated by the manufacturer as suitable for heavy pedestrian traffic and as suitable for use under chairs with casters.

6

SUBMITTALS.‑-

7

Product data.‑-Manufacturer's descriptive data for carpet, carpet cushion and adhesives, standard color and pattern line and installation instructions for all materials shall be submitted for approval.

8

Samples.--Carpet colors will be selected from the manufacturer's standard color and pattern line by the Engineer.  After the color and pattern have been selected, one sample of carpet and carpet cushion at least 610 mm x 610 mm in size shall be submitted for approval.

9

QUALITY ASSURANCE.--

10

Single source responsibility.‑-Materials shall be produced by a single manufacturer for each type of carpet.

11

DELIVERY, STORAGE AND HANDLING.‑-

12

Delivery.‑-Materials shall be delivered to the job site in original factory wrappings and containers, clearly labeled with identification of manufacturer, brand name, quality or grade, fire hazard classification, and lot number.

13

Storage.‑-Materials shall be stored in original undamaged packages and containers inside well ventilated area protected from weather, moisture, soiling, extreme temperatures, and humidity.

14

MAINTENANCE.‑-

15

Maintenance instructions.‑-Contractor shall furnish the manufacturer’s instructions for maintenance of the installed work, including methods and frequency recommended for maintaining optimum condition under anticipated traffic and use conditions.

16

Extra materials.‑-After completion of the work, not less than 2 percent of each type and color of carpet, as well as usable scraps, shall be delivered to the Engineer at the jobsite.  Accessories shall be furnished to properly complete the installation.

17

PART 2.- PRODUCTS

18

Carpet.‑-

19


Carpet shall be third generation nylon, continuous filament yarn with a woven polypropylene backing.  Yarn shall be solution dyed.  Carpet constructions shall be textured loop, 3 mm gage minimum, pile height shall be between 4 mm and 6 mm with a yarn weight of not less than 950 g/m2.  Carpet shall be permanently anti‑static.

20

Cushion.‑-

21


Cushion shall be closed cell foamed rubber sheet, made from styrene‑butadiene rubber (SBR), not less than 4 mm thick, weighing not less than 2105 g/m2 with a top and bottom facing which will prevent liquid from being absorbed into the cushion.

22

Adhesives.‑-

23


Cushion to floor adhesive shall be pressure sensitive adhesive as recommended by the cushion manufacturer.

24


Carpet to cushion adhesive shall be a premium quality, multi-purpose carpet adhesive, compatible with the carpet backing and as recommended by the cushion manufacturer.

25

Primer, sealant, leveling compound and crack filler.‑-

26


Primer, sealant, leveling compound and crack filler shall be as recommended by the cushion manufacturer.

27

Seaming adhesive.‑-

28


Hot-melt seaming adhesive or similar product recommended by carpet manufacturer, shall be used for taping seams and butting cut edges at backing to form secure seams and prevent pile loss at seams.

29

Edger strips.‑-
30


Edger strips shall be commercial quality stainless steel or aluminum.

31

PART 3.- EXECUTION

32

PREPARATION.‑-

33

General.‑-Surfaces to receive carpet shall be free of cracks, localized depressions and bumps.  Bumps shall be ground flat, holes, depressions and cracks shall be filled with leveling compound or crack filler.

34

Prior to installation of carpeting, the surface shall be dry broomed clean and free from paint, oil grease, mortar, plaster droppings, wax or other materials that will interfere with the adhesives.

35

New concrete shall be cured for not less than 30 days and free from parting or curing compound which interfere with the adhesives.  Concrete surfaces shall be checked for dusting.  Sealer shall be applied to dusting concrete surfaces.

36

Carpet, carpet cushion and adhesives shall be stored at a temperature not less than 19°C and a humidity not more than 65 percent for not less than 24 hours.  Locations where carpet is to installed shall be maintained between 19°C and 32°C for not less than 72 hours prior to and for 5 days following installation.

37

INSTALLATION.‑-

38

Applying primer or sealer.‑-Primer or sealer, when recommended by the manufacturer, shall be thoroughly brushed on the surface as recommended by the adhesive manufacturer and shall be thoroughly dry prior to application of adhesives.

39

Installing cushion.‑-Cushion shall be installed onto a continuous film of adhesive.  Adhesive shall be applied in accordance with the manufacturer’s instruction.  Cushion shall be installed in the longest length possible with consideration for traffic patterns and seam placement.  Cushion seams shall be at right angles to the carpet seams and not directly under carpet seams.

40

When cushion adhesive is tacky, place cushion onto the adhesive and adjust as necessary to insure there is no gap at seams and full contact is made with adhesive.  Air bubbles shall be smoothed out to provide a level surface.

41

Installing carpet.‑-Carpet installation, seaming techniques and seaming cement shall be in accordance with the carpet manufacturer's recommendation.

42

Carpet shall be spread full width on cushion for 24 hours prior to installation.

43

Seam edges shall be trimmed using appropriate seam cutting tools prior to applying adhesives.  Seams shall not be cut where cutting tools will penetrate the carpet cushion.

44

Carpet adhesive shall be spread uniformly over the cushion in accordance with the manufacturer’s instructions.  After sufficient time, carpet shall be firmly pressed into the adhesive using a roller weighing approximately 25 kg to ensure carpet has full contact with adhesive.  Carpet shall be rolled in both directions.

45

Carpet shall be installed wall to wall in continuous lengths and widths as wide as possible; cut edges shall be trued and appropriately treated to form non‑raveling seams where exposed.  Excess carpet shall be trimmed to the wall using a wall trimmer adjusted to net trim.

46

Where carpet patterns or floor finish between rooms differ, pattern or material break shall occur at centerline of common wall; at door openings, the break shall occur at centerline of closed door.

47

Edger strips shall be installed at free edges.

48

CLEANING.‑-

49

General.‑-Debris and unusable scraps shall be removed and disposed of.  Carpet shall be vacuumed using commercial machine with face-beater element.
50

Soiled spots, excessive adhesive or other unsightly material on the carpet shall be removed in accordance with the carpet manufacturer's recommendations.  Where spots cannot be removed, carpet shall be replaced.  Protruding face yard shall be trimmed using sharp scissors.

51

PROTECTION.‑-

52

General.‑-The Contractor shall protect the carpet from heavy traffic or wear for 24 hours after completion of installation.

53

Contractor shall provide protective methods and materials as needed to ensure that carpeting will be without deterioration or damage at time of project completion.

