10125B_D12-20-99
Page 2 of 2

 XE "10125B_D12-20-99" 
Page 1 of 2

1.  Change section numbering when used in conjunction with Standard Specifications.

10.__  MARKER BOARDS

2

GENERAL.‑-This work shall consist of furnishing and installing a marker boards in accordance with the details shown on the plans and these special provisions.

3

One felt eraser and 12 felt tipped liquid chalk markers of assorted colors shall be furnished for each marker board installed.

4

SUBMITTALS.‑-Manufacturer's descriptive data and installation instructions shall be submitted for approval. 

5

PRODUCTS.‑-

6

Marker board.‑-

7


Marker board shall conform to Porcelain Enamel Institute  Standard PEI‑S‑104, and shall be porcelain  enamel surface on 0.61 mm thick (24‑gage) sheet steel pressure laminated to 6 mm thick tempered hardboard.  Hardboard shall have a backing of 0.38 mm nominal thickness aluminum sheet.  Enamel surface shall be suitable for marking with felt tipped liquid chalk markers and erasing with a felt eraser or dry cloth.  The enamel surface shall be white in color.

8


Marker board dimensions shall be as shown on the plans.

9

Trim and marker tray.‑-
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Trim and marker tray shall be factory installed, satin finish, clear anodized aluminum extrusions.

11

EXECUTION.‑-

12

INSTALLATION.‑-Marker boards shall be installed rigidly, securely, plumb and true in accordance with the manufacturer's instructions.

